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Most vehicle operating environments are transient in nature, yet traditional 

subsystem thermal management addresses peak load conditions with steady-state designs.  

The large, overdesigned systems that result are increasingly unable to meet target system 

size, weight and power demands.  Phase change thermal energy storage is a promising 

technique for buffering thermal transients while providing a functional thermal energy 

reservoir.  Despite significant research over the half century, few phase change material 

(PCM) based solutions have transitioned out of the research laboratory.  This work explores 

the state of phase change materials research for vehicle and electronics applications and 

develops design tool compatible modeling approaches for applying these materials to 

electronics packaging. 

This thesis begins with a comprehensive PCM review, including over 700 candidate 

materials across more than a dozen material classes, and follows with a thorough analysis 

of transient vehicle thermal systems.  After identifying promising materials for each system 



with potential for improvement in emissions reduction, energy efficiency, or thermal 

protection, future material research recommendations are made including improved data 

collection, alternative metrics, and increased focus on metallic and solid-state PCMs for 

high-speed applications. 

Following the material and application review, the transient electronics heat 

transfer problem is specifically addressed.  Electronics packages are shown using finite 

element based thermal circuits to exhibit both worsened response and extreme convective 

insensitivity under pulsed conditions.  Both characteristics are quantified using analytical 

and numerical transfer function models, including both clarification of apparently 

nonphysical thermal capacitance and demonstration that the convective insensitivity can 

be quantified using a package thermal Elmore delay metric. 

Finally, in order to develop design level PCM models, an energy conservative 

polynomial smoothing function is developed for Enthalpy and Apparent Capacity Method 

phase change models.  Two case studies using this approach examine the incorporation of 

PCMs into electronics packages: substrate integrated Thermal Buffer Heat Sinks using 

standard finite element modeling, and direct on-die PCM integration using a new phase 

change thermal circuit model.  Both show effectiveness in buffering thermal transients, but 

the metallic phase change materials exhibit better performance with significant sub-

millisecond temperature suppression, something improved cooling or package integration 

alone were unable to address. 
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Chapter 1 ï Introduction  

1.1. Motivation: Transient thermal management for vehicle systems 

Since the turn of the 21st Century, the United States Army been actively developing 

the next generation of future ground vehicles with improved system efficiency and 

capability [1-4].  These systems will have a more complicated power electronics element 

than current vehicles, whether for managing the required drive-train system or for enabling 

the use of advanced offensive and defensive payloads.  At the same time the U.S. 

Department of Defense (DOD) issued policies setting increased energy efficiency and fuel 

economy as immediate priorities for military vehicles as well, putting emphasis on the 

strategic and operational impact of the militaryôs overall energy usage [5].  System level 

analyses by both the DOD and the U.S. Department of Energy (DOE) have recognized that 

improving the management of vehicle heat is critical to achieving higher platform 

efficiency [6,7].  Depending on operating conditions, typical vehicles reject approximately 

65-75% of the fuelôs energy as waste heat through the exhaust and radiator, and in current 

combat vehicles about 10-15% of the useful energy is devoted to running the cooling 

system [8,9].  In particular, the high power electronics in these new vehicles will require 

advanced compact thermal management capabilities as designers strive to achieve 

maximum system power density [10]. 
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While much work has gone into developing advanced cooling technology and 

improving overall vehicle thermal efficiency, most of those solutions only address the 

thermal requirement as a steady-state load.  In reality, all of these thermal conditions exist 

as transients over some finite timescale.  High power electronics can switch at microsecond 

to millisecond regimes or be driven continuously for minutes.  Engine component 

temperatures can increase during surges and drop during idle conditions.  Under-hood 

temperatures can be highly dependent on vehicle speed, especially if primary cooling uses 

intake air.  In addition, no matter what the driving profile is for the vehicle, it will likely 

undergo an ambient-to-operating temperature swing at least once if not several times every 

day, and vehicle warm-up can be a highly inefficient operating period.  Taking all of this 

into account, the need exists to properly design transient solutions for transient vehicle 

systems. 

Phase change Thermal Energy Storage (TES) has received much attention for non-

vehicular applications to load-level, or thermally buffer, transient behavior.  Thermal 

buffering can allow cooling systems to be designed based on total energy, rather than peak 

power, requirements.  Put in other terms, they can be designed for the average, instead of 

peak, thermal load.  This could change the current practice of ósteady-state thermal 

overdesignô and improve the overall vehicle Size, Weight and Power (SWaP) profile. 

1.2. Scope of work 

This effort focuses on exploring current gaps in mitigating thermal transients in 

vehicle electronics and power systems.  In particular, this work is divided into three general 

sections: 
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1. Characterizing potential applications for Phase Change Thermal Energy 

Storage (PCTES) on vehicles, beginning with a review of available 

Phase Change Materials (PCMs) and finishing with a full analysis of 

vehicle transient thermal systems.  In particular identifying current 

limitations to the general design approach, material availability, and 

research directions related to Phase Change Materials (PCMs) available 

to buffer transients in vehicle power systems.  (Chapters 2-3). 

2. Examining approaches to modeling and improving heat transfer in 

power electronic packages such as those used in vehicle systems, 

focusing on design level aspects of transient heat transfer as a precursor 

to incorporating nonlinear thermal components in the models.  

(Chapters 4-5). 

3. Developing design-model compatible techniques for incorporating 

PCMs as nonlinear elements in transient heat transfer models, including 

case studies demonstrating use in power electronics packages and 

cooling structures, and quantifying the performance improvement from 

PCM integration.  (Chapter 6). 

Conclusions and recommendations for future work are included in Chapter 7.  In 

addition, early steps toward fabrication and testing of PCM integrated packages and 

mitigation of hysteresis are presented in Appendices B and C.  The full PCM property 

database produced by the Chapter 2 material investigation is included as Appendix D. 
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Chapter 2 ï Review of thermal phase change and available materials 

2.1. Thermal energy storage 

When thermal conditions are relatively constant or only slowly changing, it is sound 

engineering approach to design the thermal management system based on steady-state 

requirements.  However, when a system has a thermal or load profile with substantial 

periodic or transient events, severe temperature excursions can result that will fall 

significantly outside of acceptable design margins.  The simplest design approach for these 

thermal conditions would be provide enough cooling capacity to manage the peak thermal 

condition as steady-state, i.e., as if the maximum load was constantly present.  Such a 

conservative approach can result in significant overdesign depending on the fraction of 

time that the condition is present, or the duty cycle of a periodic or pulsed system.  Along 

with this overdesign comes associated size, cost, complexity, and reliability concerns. 

An alternative to overdesign is to develop a thermal solution that maintains 

acceptably low steady-state temperatures while providing sufficient thermal capacity to 

minimize transient temperature rise.  The system would absorb the excess heat load for the 

duration of the transient condition, and then reject the heat at a lower, more system 

compatible rate.  Such Thermal Energy Storage systems have been proposed for numerous 

industrial, commercial and energy-related applications.  A specific form of TES takes 

advantage of a materialôs latent heat of phase change to maximize absorbed energy.  Unlike 

single phase absorption, where temperature rises in accordance with the materialôs specific 

heat capacity, a Phase Change Material has an approximately isothermal phase front that 

absorbs energy without sensible temperature rise.  Additionally, the latent heat of fusion of 

many materials is much larger than sensible heat absorption over an equivalent temperature 
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range.  Because of these factors a properly engineered PCM system could maximize energy 

density while maintaining necessary temperatures for the duration of the transient thermal 

condition. 

2.2. Utilizing thermal phase change 

Figure 2.1(a) shows an idealized, lumped mass depiction of temperature rise 

accompanying energy absorption over a solid-liquid transition.  With a constant energy 

input, a material will warm to the melting temperature, at which point it will begin to 

transform from solid to liquid.  A material not experiencing phase change will continue to 

heat linearly, following the dashed line in the figure.  Additional heat added after reaching 

the melting temperature serves to drive the phase change process, and additional 

temperature rise is arrested until full phase change has occurred.  Thus, the latent heat 

absorption that occurs during this change acts as a thermal buffer by limiting temperature 

rise until the material has fully melted.  After this point sensible warming will resume in 

proportion to the materialôs liquid-state specific heat capacity. 
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Figure 2.1 ï Solid-to-liquid phase change temperature profiles.  (a) Ideal, lumped mass profile, and 

(b) non-ideal profile showing the effects of temperature gradients, broad phase transition, and 

supercooling. 

In reality, several non-ideal factors will affect the phase change profile, some of 

which are shown in Figure 2.1(b).  The entire PCM volume will not usually be isothermal, 

and phase change will initiate at the hottest surface while other parts of the material 

continue warming.  Thermal gradients will develop where heat is being moved across solid 

and liquid material to reach the phase front, which will move away from the heat source as 
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energy is absorbed.  This will gradually increase the thermal path-length the heat source 

and phase front and slow the heat transfer.  Additionally, some materials will not have a 

sharp phase transition at the melting temperature, instead melting over a temperature band.  

The impact of these changes is to blunt the sharp transitions at the melting temperature, 

and add a positive slope (small temperature increase) to the phase transition portion of the 

curve.  Finally, some materials experience a hysteresis between the melting and cooling 

processes, primarily exhibited as supercooling in solid-liquid phase change, where a liquid 

can cool to temperatures below the nominal melting temperature before nucleation occurs.  

For energy storage applications, supercooling imposes an additional cooling margin that 

must be accommodated, decreasing system efficiency.  In a thermal protection application, 

the supercooling concern is whether the system will be sufficiently cooled to guaranty 

nucleation and full solidification before the next thermal load is expected to occur.  

Otherwise there will be no latent absorption, liquid will heat sensibly, and temperatures 

may increase significantly higher than the design limits. 

It is worth noting that materials can also undergo a liquid-vapor phase change and 

that liquid-vapor latent heat can be an order of magnitude larger than for the solid-liquid 

case (~2,200 kJ/kg versus 305 kJ/kg for water).  However, most TES applications restrict 

themselves to the solid and liquid domains.  Handling the heated vapor pressures that 

develop during liquid-vapor transition can quickly overcomplicate system structural 

design.  Designing to accommodate cyclic pressure changes and allow for vapor overheat 

can quickly reduce the overall system thermal energy storage density to the point where 

the liquid-vapor transition loses its appeal [11]. 
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2.3. Thermal phase change materials and properties 

One of the difficulties in making use of phase change for TES or thermal buffering 

is the fact that PCMs have a generally fixed melting temperature.  As such, there is no 

generalized PCM solution, and tailored material selection is required for each specific 

implementation.  This has led the scientific community to identify almost any material with 

a melting transition as a potential PCM for various applications, with literally hundreds of 

materials and material combinations being evaluated at any one point in time.  The end 

result of this is a PCM dataset that has become fragmented across a wide range of 

proceedings, texts, and publications.  In fact, the International Energy Agencyôs Energy 

Conservation through Energy Storage Implementing Agreement working group reported 

that the lack of a single source for information was hindering scientific development [12].  

In response, Zalba et al. compiled one of the more comprehensive material datasets up to 

that time from data available in the scientific literature that included 173 PCMs and 

referenced over 230 other reports [13].  The review, however, was limited by the fact that 

research up to that time focused primarily on materials with melting temperatures below 

100°C, with only 28 of the materials melting at higher temperatures.  Later reviews 

expanded the material coverage, including those by Sharma [14], Agyenim [15] and 

Haillot [16], primarily between 100°C and 200°C.  Later, high temperature PCM studies 

by Kenisarin [17], Nomura et al. [18], and Gil et al. [19] expanded the general material 

review all the way up to over 1000°C.  In the lower temperature range, reviews by Cabeza, 

et al. [20], and Oró et al. [21] compiled hundreds of materials from 120°C down to well 

below freezing temperatures. 
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While these reviews, especially those occurring since the 2004 Zalba review,  

appear to be covering the field of PCMs, there still exists the problem of material data 

fragmentation, and resulting data error propagation, transcription error, and even reference 

traceability.  Some primary material sources, primarily experimental results from meeting 

and workshop proceedings, have become unavailable, and much of the commercial data 

retained in the literature is no longer relevant.  The remainder of this chapter provides a 

consolidated overview of material classes and selection criteria for PCMs, followed by a 

more detailed examination of each class of materials.  Full material tables can be found in 

Appendix D.  (Much of the information presented in the remainder of this chapter was 

originally published in [22].) 

2.3.1. Material properties and selection criteria 

Earlier PCM reviews, including those by Bentilla [11], Hale [23], Lorsch [24], and 

Abhat [25], provide comprehensive overviews of the design of latent heat thermal energy 

storage systems, including material selection, container or heat exchanger considerations, 

and sample applications.  Common to those reviews is the identification of criteria for the 

selection of a particular PCM.  In order of importance, the material must have: 

(a) phase change temperature in the desired operating temperature range 

(b) a high latent heat of fusion to minimize the amount of material 

(c) congruent melting so that the solid and liquid phases maintain 

composition 

(d) stable and repeatable phase change 

Other material factors that may significantly impact design decisions are: toxicity, 

corrosiveness, cost, percent expansion on melting, and thermal conductivity.  The first 
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three factors are fairly self-explanatory.  Material expansion can significantly affect 

container design or long term reliability when not properly addressed.  Whether or not 

thermal conductivity is a primary concern depends a great deal on how the PCM is being 

implemented and whether high charge/discharge rates are required.  Most common PCMs 

have very low thermal conductivity, and would generally be called thermal insulators.  This 

directly limits the rate at which the PCM can absorb heat, and is usually overcome using 

special heat exchangers, heat spreading structures, or high conductivity material additives.  

Models developed by Lu to create PCM performance metrics gave thermal conductivity 

the same weighting as latent heat, as they assumed the PCM was a bottleneck in the primary 

heat removal path [26].  However, several later studies have shown that placing the PCM 

outside the primary thermal path can allow a properly designed system to take advantage 

of the PCMs latent heat without severely degrading overall heat removal [27,28]. 

For the proper modeling or design of a PCM system, sufficient knowledge of 

material properties is required.  At a minimum, a basic energy model requires knowing 

a PCMôs melting temperature (TM,t) and latent heat of fusion or transition (Hf,t).  This 

will permit state modeling of a system where the specifics of geometry and heat transfer 

are unimportant.  For a properly formulated transient model or simulation, the specific 

heat (cp), density (r), and thermal conductivity (kth) of the material must also be known.  

Preferably, the latter three properties should be known for both solid and liquid states, 

as some properties change significantly across a melting transition.  Finally, large PCM 

volumes will be subject to buoyancy and convective forces upon melting and heating, 

and knowing the liquid state viscosity would be necessary for a high fidelity model.  

Almost all of these properties vary significantly with temperature, especially close to 
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the phase change temperature where the material will often be used, so knowledge of 

property-temperature dependence would complete the high fidelity material data set.  

This list of ónecessaryô properties comes to quite a knowledge burden, and 

unsurprisingly the aforementioned material reviews only contain a portion of it, many 

containing no more than temperature and latent heat.  This places the actual burden on 

each individual experimentalist to perform validation studies and property 

measurements for each material used.  The compiled dataset here attempts to include 

as much of the non-temperature dependent material data as is available from the 

referenced sources. 

2.3.2. PCM categories 

Figure 2.2 provides a visual layout of the categories that will be used to describe 

the wide array of previously investigated PCMs.  This follows the approach of most prior 

material reviews that classify materials by chemical type as set forth by Abhat [25], 

primarily dividing them into organic and inorganic materials and their major subtypes.  

Solid-state materials, which undergo a phase transformation with significant latent heat 

below the melting temperature, are broken out into a separate category because of their 

primary difference in phase change mode.  All of these materials classes will be briefly 

described along with any class-specific material studies and a list of select materials with 

property data in that class.  Where possible, organic materials listed here and in the 

Appendix include the CAS Registry Number1 to reduce ambiguity, because of the varied 

and sometimes inconsistent naming of organics in the literature. 

 

1 CAS Registry Number is a Registered Trademark of the American Chemical Society 
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Figure 2.2 ï PCM categories as used in this document, primarily split into organic and inorganic 

materials with dashed lines indicating areas of overlap between distinct sections. 

2.3.3. Organic materials 

2.3.3.1. Paraffins and paraffin waxes 

Paraffins and waxes have been the most studied PCMs due to their availability over 

a wide range of temperatures for commercial applications, moderate latent heat, chemical 

compatibility, low toxicity, and relatively low cost.  Pure paraffins (alkanes) are defined 

by a chemical composition of the form CnH2n+2 (also called n-alkanes).  Both the melting 
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temperature and latent heat content of the materials generally increase with increasing 

molecular weight.  A paraffin wax is a blend of n-alkanes (typically > 75 wt%) and other 

hydrocarbon molecules (typically < 25 wt%).  It should be noted that most paraffins are 

found as blends, and the process of obtaining pure, single component alkanes can make 

their material cost much higher than that of waxes.  Additionally, blending alkanes or 

waxes does allow for tailoring the material to a particular melting range while broadening 

the phase transition width.  A comprehensive study of pure alkanes as phase change 

materials was performed by Himran, et al., covering a range from C1 to C100 with a melting 

range of about -183°C to 115°C, and can be found in [29].  Tables 2.1 and 2.2 give 

thermophysical properties for selections of pure alkanes and waxes, respectively.  Full lists 

of both can be found in Appendix D in Tables D.1 and D.2. 

Table 2.1 ï Selected pure alkanes and properties 

Name n CAS # 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[J/cm3] 
r 

[kg/m3] 

kth,s 

[W/mK] 

cp 

[kJ/kgK] Ref 

Pentadecane 15 629-62-9 10 205-210 157-161 765-768 (l) -- -- 11,23,29 

Octadecane 18 593-45-3 27.5-28 243-244 198-211 814-865 (s) 

774-780 (l) 

0.15-0.36 1.9-2.14 (s) 

2.3-2.66 (l) 

13,15,23, 

29,30 

Octacosane 28 630-02-4 61-61.6 252-254 181-189 779-803 -- -- 11,23,29 

Heptacontane 70 7719-93-9 106 281 235 836 -- -- 29 

Hectane 100 6703-98-6 115.25 285 241 846 -- -- 29 

 

Table 2.2 ï Selected paraffin waxes 

Name 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[J/cm3] 
r 

[kg/m3] 

kth,s 

[W/mK] 

cp 

[kJ/kgK] Ref 

Paraffin blend (n=15-16) 8 147-153 115-119 751.6-809.5 -- -- 24 

"Paraffin wax" 32-32.1 251 208 830 0.514 (s), 

0.224 (l) 

3.26 (s) 

1.92 (l) 

15 

"Medicinal paraffin" 40-44 146 121 830 0.5 (s), 

2.1 (l) 

2.2 (s) 

2.3 (l) 

15 

"Commercial paraffin wax" 52.1 243.5 197.1 809.5(s) 

771(l) 

0.15 2.89 (s) 15 

Beeswax 61.8 177 168 950 -- -- 23 

In general, there are a number of pure and blended paraffins with latent heat values 

that exceed 200 kJ/kg, but most blends do have much lower values.  The low density of 

paraffins significantly reduces their volumetric latent heat values, meaning that more PCM 
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volume would be required for a specific amount of energy absorption.  In addition most 

paraffins expand by 10-15% on melting, which can complicate container design.  Finally, 

while thermal conductivity data is not available for many paraffins, the available material 

data shows most pure materials being below 0.25 W/mK, which will significantly reduce 

energy absorption and discharge rates. 

2.3.3.2. Fatty acids and related materials 

Fatty acids are obtained from naturally occurring vegetable and animal oils, which 

has increased attention in the materials as a potentially more sustainable PCM option 

relative to petroleum based paraffins [31].  They are characterized by the general formula 

CH3(CH2)(n-2)COOH, and share many characteristics of organic paraffins including low 

thermal conductivity and significant expansion on melting.  They typically have lower 

latent heat values than paraffins in similar melting ranges while having higher costs.  Fatty 

acids are generally non-toxic, but they have shown the tendency to be mildly corrosive to 

their storage container [14,32].  While fatty acids are covered in some detail in most PCM 

reviews, Rozanna et al. performed a specific review of fatty acid materials as sustainable 

PCMs, covering low melting temperature applications of pure materials and tailored binary 

mixtures [31].  These materials and their thermal properties are shown in Table 2.3.  As 

with paraffins, blends of fatty acids provide shifted melting temperatures, but at the cost of 

significantly reduced latent heat.  Additionally, derivative products of fatty acids, including 

alcohols and esters with other compounds, have been investigated.  Some have higher latent 

heats than their base acids, including recently reported fatty acid esters of cetyl and stearyl 

alcohol [33,34], although they are still generally lower than for comparable paraffins.  



 

15 

Thermal properties for fatty acids, blends, and derivatives of fatty acids can be found in 

Table D.3, Table D.4, and Table D.5 respectively. 

Table 2.3 ï Properties of fatty acid materials 

Name Formula CAS # 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[J/cm3] 
r 

[kg/m3] 

kth,s 

[W/mK]  

cp 

[kJ/kgK] Ref 
Caprylic acid 

 - octanoic acid 

CH3(CH2)6·COOH 124-07-2 16-16.7 148.18- 

149 

145.4- 

153.9 

981-1033(s) 

862-901(l) 

0.145- 

0.149 

2.11(s) 

1.95(l) 

31 

Capric acid 
 - decanoic acid 

CH3(CH2)8·COOH 334-48-5 31.5-32 152.7- 
162.83 

153.3- 
163.5 

1004(s) 
853-886(l) 

0.149- 
0.153 

2.10(s) 
2.09(l) 

31 

Lauric acid 

 - dodecanoic acid 

CH3(CH2)10·COOH 143-07-7 41-44.2 177.4- 

211.6 

178.6- 

213.1 

1007(s) 

848-870(l) 

0.139- 

0.192 

1.76-2.14(s) 

2.15-2.27(l) 

13,25, 

31 
Elaidic acid C8H17C9H16·COOH 112-79-8 47 218 185.5 (l) 851(l) -- -- 23 

Myristic acid 

 - tetradecanoic acid 

CH3(CH2)12·COOH 544-63-8 49-58 186.6- 

204.5 

184.7- 

202.5 

990(s) 

844-861(l) 

-- 1.59-2.8(s) 

2.16-2.7(l) 

23,25, 

31 

Pentadecanoic acid CH3(CH2)13·COOH 1002-84-2 52.5 178 -- -- -- -- 14 

Palmitic acid 

 - hexadecanoic acid 

CH3(CH2)14·COOH 57-10-3 55-64 163- 

211.8 

161.2- 

209.5 

989(s) 

845-850(l) 

0.103- 

0.172 

2.06-2.2(s) 

1.7-2.48(l) 

13,23, 

31,32 
Stearic acid 

 - octadecanoic acid 

CH3(CH2)16·COOH 57-11-4 55-71 186.5- 

210 

175.5- 

202.7 

941-965(s) 

839-848(l) 

0.097- 

0.172 

2.07-2.83(s) 

1.9-2.38(l) 

13,25, 

31,32 

2.3.3.3. Sugars and sugar alcohols 

The majority of sugars and sugar alcohols, also called polyalcohols or polyols, have 

higher melting temperatures than other organic materials, covering the majority of the 90-

200°C melting range.  While sugars themselves only have moderate latent heat values, 

several of the sugar alcohols, primarily xylitol, erythritol, and mannitol, have much higher 

values than other materials in the same melting temperature range.  Detailed phase 

transition behavior of polyalcohols was reported separately by Talja and Roos [35], and 

Kaizawa, et al. [36].  They noted that some of the polyalcohols have volumetric latent heat 

values as much as twice that of other organic materials, as shown in Table 2.4, while still 

possessing the non-toxic and non-corrosive properties of paraffins.  They do, however, still 

exhibit the typical 10-15% volume expansion on melting typical of organic materials. 
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Table 2.4 ï Sugar and sugar alcohol PCMs 

Name Formula CAS # 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[MJ/m3] 

rs 
[kg/m3] 

kth 

[W/mK] 

cp 

[kJ/kgK] Ref 

Glycerol C3H8O3 56-81-5 17.9 198.7 250 (l) 1260 (l) -- -- 23 

Xylitol  C5H12O5 87-99-0 92.7-94.5 232-263.3 353-400 1520 -- -- 35,36,37 

Sorbitol C6H14O6 50-70-4 95-97.7 110-185 165-278 1500 -- -- 35,36,37 

Erythritol C4H10O4 149-32-6 117-118 315-344 466-509 1480 (s) 

1300 (l) 

0.733 (s) 

0.326 (l) 

1.383 (s) 

2.765 (l) 

35,36,37 

Glucose C6H12O6 50-99-7 141 174 269 1544 -- -- 23 

Fructose-D C6H12O6 57-48-7 144-145 145 -- -- -- -- 16 

Isomalt C12H24O11 64519-82-0 145 170 -- -- -- -- 16 

Maltitol C12H24O11 585-88-6 145-152 173 -- -- -- -- 16 

Lactitol C12H24O11 585-86-4 146-152 135-149 -- -- -- -- 16 

Xylose-D C5H10O5 58-86-6 147-151 216-280 330-428 1530 -- -- 16 

Xylose-L C5H10O5 609-06-3 147-151 213 326 1530 -- -- 16 

d-Mannitol C6H14O6 69-65-8 165-168 294-341 438-518 1489-1520 -- -- 23,37,36 

Galactitol C6H14O6 608-66-2 188-189 351.8 517 1470 -- -- 37 

Among sugar alcohols, erythritol has received the most attention as a TES material 

due to its well positioned melting temperature and high latent heat [37,38].  It has been 

examined for applications including industrial power cogeneration and off-peak load 

leveling [37], solar cooking [39,40], and domestic hot water generation [14].  In addition, 

it was identified by the U.S. Department of Energy as a leading PCM candidate for 

vehicular power electronics thermal protection [41].  However, materials in this class have 

been shown to exhibit excessive levels of supercooling, where the material does not 

resolidify until cooled well below its nominal melting temperature.  Chemical [42], 

mechanical [43], and electrical [44] methods of mitigating supercooling have been studied 

with some success.  Additionally, these organic materials have shown a tendency to 

decompose at temperatures not too far in excess of their melting temperatures, which 

creates some concern in long term operation for some applications [36,45]. 

2.3.3.4. Miscellaneous organic PCMs (solid-liquid) 

While the majority of organic PCM study has focused on the previously described 

categories, it is unsurprising that there are numerous other organic materials that have been 
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investigated for potential use as PCMs.  Of these, certain sub-categories are of interest due 

to high latent heat values, melting temperatures of particular interest, or other unique 

properties.  Table 2.5 lists a series of carboxylic acid based materials with high volumetric 

latent heat values at temperatures up to 160°C, but where containment and corrosion might 

be an issue.  Table 2.6 describes a series of clathrate hydrates, ice-like structures that have 

fairly high latent heat values at low temperatures by shifting upward the melting point of 

pure ice.  Finally, a wide variety of additional organic materials have been investigated for 

TES including polymers, ketones, phenols, amines and others.  Table 2.7 provides a list of 

those materials with high latent heat values (Hf > 200kJ/kg).  The full compiled list of 

miscellaneous organics and blends can be found in Appendix D as Tables D.7-D.10. 

Table 2.5 ï Carboxylic acid based PCMs 

Name CAS # Formula 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[MJ/m3] 

rs 
[kg/m3] 

kth 

[W/mK] 

cp 

[kJ/kgK] Ref 

Formic acid 64-18-6 HCOOH 7.8 247 303 1226.7 -- -- 23 

Acetic acid 64-19-7 CH3COOH 16.7 187 196 (l) 1050 (l) 0.18 2.04 (s) 

1.96 (l) 

23 

d-Lactic acid 10326-41-7 CH3CHOHCOOH 26 184 230 1249 -- -- 23 

beta-Chloroacetic acid 79-11-8 C2H3ClO2 56 147 -- -- -- -- 14 

Chloroacetic acid 79-11-8 C2H3ClO2 56 130 205 1580 -- -- 23 

Heptadecanoic acid 506-12-7 C17H34O2 60.6 189 -- -- -- -- 23 

alpha-Chloroacetic acid 79-11-8 C2H3ClO2 61.2 130 -- -- -- -- 14 

Glycolic acid 79-14-1 HOCH2COOH 63 109 -- -- -- -- 23 

Acrylic acid 79-10-7 CH2=CHCO2H 68 115 -- -- -- -- 14 

Phenylacetic acid 103-82-2 C8H8O2 76.7 102 -- -- -- -- 14 

Glutaric acid 110-94-1 (CH2)3(COOH)2 97.5 156 223 1429 -- -- 23 

Benzoic acid 65-85-0 C6H5COOH 121.7 143 181 1266 -- -- 23 

Sebacic acid 111-20-6 (HOOC)(CH2)8(COOH) 130-134 228 290 1270 -- -- 16 

Maleic acid 110-16-7 HOOC-CH=CH-COOH 131-140 235 374 1590 -- -- 16 

Malonic acid 141-82-2 HOOC-(CH2)-COOH 132-136 -- -- 1620 -- -- 16 

trans-Cinnamic acid 140-10-3 C9H8O2 133 153 191 1250 -- -- 16 

Chrolobenzoic acid 118-91-2 C7H5ClO2 140 164 253 1540 -- -- 16 

Suberic acid 505-48-6 (CH2)6(COOH)2 141-144 245 250 1020 -- -- 16 

Adipic acid 124-04-9 (CH2)4(COOH)2 151-155 260 354 1360 -- -- 16 

Salicylic acid 69-72-7 HOC6H4COOH 159 199 287 1443 -- -- 23 
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Table 2.6 ï Clathrate hydrate materials 

Name Formula CAS # 

TM 

[°C] 

Hf 

[kJ/kg] Ref 

Tetrabutylammonium benzoate 32-hydrate Bu4NC6H5CO2·32H2O -- 3.5 -- 24 

Tetrahydrofuran clathrate hydrate C4H8O·17.2H2O 18879-05-5 4.4 255 24 

Tetrabutylammonium nitrate 32-hydrate Bu4NNO3·32H2O -- 5.8 -- 24 

Trimethylamine semi clathrate hydrate (CH3)3N·10.25H2O 15875-97-5 5.9 239 24 

Sulfur dioxide clathrate hydrate SO2·6.0H2O -- 7 247 24 

Ethylene oxide clathrate hydrate C2H4O·6.9H2O -- 11.1 -- 24 

Tetrabutylammonium bromide 32-hydrate Bu4NBr·32H2O -- 11.7-12.5 193-205 24,46 

Sulfur dioxide clathrate hydrate SO2·6.1H2O -- 12.1 -- 24 

Tetrabutylammonium formate 32-hydrate Bu4NCHO2·32H2O -- 12.5 184 24 

Tetrabutylammonium chloride 32-hydrate Bu4NCl·32H2O 37451-68-6 14.7-15.7 200.7 24,46 

Tetraisoamylammonium formate 40-hydrate i-Am4NCHO2·40H2O -- 15-20 -- 24 

Tetrabutylammonium acetate 32-hydrate Bu4NCH3CO2·32H2O -- 15.1 209 24 

Di-tetrabutylammonium oxalate 64-hydrate (Bu4N)2C2O4·64H2O -- 16.8 -- 24 

Di-tetrabutylammonium hydrogen phosphate 64-hydrate (Bu4N)2HPO4·64H2O -- 17.2 -- 24 

Tetrabutylammonium bicarbonate 32-hydrate Bu4NHCO3·32H2O -- 17.8 -- 24 

Tetrabutylammonium fluoride 32-hydrate Bu4NF·32H2O 22206-57-1 24.9-28.3 223.1-240.5 24,46 

Tetraisoamylammonium chloride 38-hydrate i-Am4NCl·38H2O -- 29.8 -- 24 

Tetrabutylammonium hydroxide 32-hydrate Bu4NOH·32H2O 147741-30-8 30.2 -- 24 

Tetraisoamylammonium hydroxide 40-hydrate i-Am4NOH·40H2O -- 31 -- 24 

Tetraisoamylammonium fluoride 40-hydrate i-Am4NF·40H2O -- 31.2 -- 24 

 

Table 2.7 ï Miscellaneous organic PCMs with Hf  > 200 kJ/kg 

Name CAS # Formula 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[MJ/m3] 
r 

[kg/m3] 

kth 

[W/mK] 

cp 

[kJ/kgK] Ref 

Diethylene Glycol 111-46-6 (HOCH2CH2)2O -10-(-7) 247 296 (l) 1200 (l) -- -- 20 

Triethylene glycol 112-27-6 C6H14O4 -7 247 296 (l) 1200 (l) -- -- 20 

Tetrahydrofuran (THF) 109-99-9 (CH2)4O 5 280 272 970 (s) -- -- 21 

Camphenilone 13211-15-9 C9H14O 39 205 -- -- -- -- 23 

1-Bromodocosane 6938-66-5 C22H45Br 40 201 -- -- -- -- 23 

Caprylone 818-23-5 (CH3(CH2)6)2CO 40 259 -- -- -- -- 23 

1-Cyclohexyloctadecane 4445-06-1 C24H48 41 218 -- -- -- -- 23 

8-Heptadecanone 14476-38-1 C17H34O 42 201 -- -- -- -- 23 

Cyanamide 420-04-2 HNCNH 44 209 226 1080 (s) -- -- 23 

2-Heptadecanone 2922-51-2 C17H34O 48 218 -- -- -- -- 23 

3-Heptadecanone 84534-29-2 C17H34O 48 218 -- -- -- -- 23 

Camphene 79-92-5 C10H16 50 238 201 (l) 842 (l) -- -- 23 

9-Heptadecanone 540-08-9 C17H34O 51 213 -- -- -- -- 23 

Hypophosphoric acid 7803-60-3 H4P2O6 55 213 -- -- -- -- 23 

Acetamide 60-35-5 CH3CONH2 81 241 280 1159 (s) 

999 (l) 

-- -- 23 

Ethyl Lithium 811-49-4 LiC2H5 95 389 -- -- -- -- 23 

High Density Polyethylene 9002-88-4  100-150 200-233 -- -- -- -- 13,16 

Catechol 120-80-9 C6H4(OH)2 104.3 207 283 1370 (s) -- -- 23 

Acetanilide 103-84-4 C8H9NO 115-119 152-222 184-269 1210 (s) -- -- 14,23 

Succinic anhydride 108-30-5 (CH2CO)2O 119 204 225 1104 (s) -- -- 23 

Trometamol (TAM)  77-86-1 H2NC(CH2OH)3 132 285 385 1350 (s) -- -- 16 

Urea 57-13-6 CO(NH2)2 133-135 170-258 228-346 1340 (s) -- -- 16 

Hydroquinone 123-31-9 C6H4(OH)2 172.4 258 351 1358 (s) -- -- 23 
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2.3.3.5. Solid-solid transition PCMs 

While all of the aforementioned PCMs make use of the latent heat of fusion for 

thermal energy storage, there are a number of materials that have distinct solid phases with 

significant heats of transformation.  These solid-solid PCMs, also referred to as solid state, 

ñplastic crystalsò, and ñdry PCMsò, avoid the engineering difficulty of managing liquid-

state containment.  This has the additional benefit of reducing settling or phase segregation 

problems for multi-constituent PCM blends or materials with additives for performance 

enhancement.  Most of the investigated solid-state PCMs are organic materials, primarily 

consisting of polyalcohols, organometallics and organic salts.  It is worth noting that this 

series of materials does not necessarily include what is typically referred to as form- or 

shape-stabilized PCMs, where a high melting point material is infused with a low melting 

point PCM.  Numerous combinations comprise that material set, and are not included in 

this list except for form stabilized high density polyethylene (HDPE) which is included in 

Table 2.8 as a comparison. 

A comprehensive overview of the high melting temperature polyalcohols was 

conducted by Benson et al., for the U.S. Department of Energy, addressing six different 

materials and their binary solutions [47].  Those materials plus additional single constituent 

solid-solid organics are listed in Table 2.8.  Properties of binary solid solutions of 

pentaerythritol, pentaglycerine, and neopentyl-glycol are summarized in Figure 2.3, which 

demonstrates the ability to tailor the material for any given application over a wide 

temperature range. 
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Table 2.8 ï Organic solid-state transition PCMs 

Name CAS # 

Tt 

[°C] 

Ht 

[kJ/kg] 

TM 

[°C] 

Hf 

[kJ/kg] 

Htotal 

[kJ/kg] 

Htotal,v 

[MJ/m3] 
rs 

[kg/m3]  

cp,s 

[kJ/kgK] Ref 

Neopentane 463-82-1 -133 35.9 -16.54 45.2 81.1 -- -- -- 47 

Neopentyl alcohol 75-84-3 -31 50.6-53.3 51-55 45.9-46.1 96.5-99.4 -- -- 2.79 47,48 

Neopentyl glycol 126-30-7 40-48 110.4-131 125-126 44.2-45.3 -- 46.8- 
48.0 

1060 -- 23,47, 
48 

Diaminopentaerythritol 36043-16-0 68 184 -- -- -- -- -- -- 23 

Ammediol 115-69-5 78-80 223.9-264 110-112 28-31.7 251.9-295.7 -- -- 1.79 23,47, 

48 

Nitroisobutylglycol 77-49-6 79-80 190-201 149-153 28-32 218-233 -- -- -- 23,47 

Tris(hydroxymethyl) 

    Nitromethane 

126-11-4 80-82 149 -- -- -- -- -- -- 47 

Pentaglycerine 77-85-0 81-89 139-193 197-198 44.6-46 -- 51.7- 

56.1 

1160- 

1220 

1.71 23,47, 

48 

Monoaminopentaerythritol 36043-15-9 86 192 -- -- -- -- -- -- 23 

Tris(hydroxymethyl) 

    acetic acid 

2831-90-5 124 205 -- -- -- -- -- -- 23 

Tris(hydroxymethyl)- 
    aminomethane 

77-86-1 131-135 269.9-285.3 166-172 25-27.6 294.9-312.9 -- -- 1.80 23,47, 
48,49 

Form-stable HDPE 9002-88-4 133 188 -- -- -- -- 960 -- 47 

Dimethylolpropionic acid 4767-03-7 152-155 287-289 194-197 26.8-27 313.8-316 -- -- -- 23.47 

Pentaerythritol 115-77-5 182-188 269-303.3 258-260 36.8-37.2 325.8-340.5 452.9- 

473.3 

1390 -- 23,47, 

48,49 
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Figure 2.3 ï pentaerythritol, pentaglycerine, and neopentyl glycol binary blend solid-solid 

transition temperatures and latent heat values as a function of the composition as reported by [47]. 

Properties of a series of organometallic compounds called layered perovskites, 

represented as (n-CnH2n+1NH3)2MX4, where M is a metal atom, X is a halogen, and n varies 
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from 10 to 16, have been characterized in several reports for X = Cl, shown in Table 2.9 

(designated in the table as CnM) [50-52].  Binary mixtures of a number of these materials 

show behavior similar to the aforementioned polyalcohol blends, with the ability to adjust 

transition temperature for a C10-C16Co blend from 77-100°C [53]. 

Table 2.9 ï Layered perovskite solid-solid PCMs 

Name CAS # 

Tt
a 

[°C] 

Ht 

[kJ/kg] 

Ht,v 

[MJ/m3] 
rs 

[kg/m3] Ref 

C10Mn 58675-50-6 32.8 70.3 -- -- 50 

C10Cu -- 33.8-36.9 62.6 -- -- 50 

C12Cu 71163-11-6 52.5-63.8 70.2, 147.1a 77.9, 163.5 1111 50,51 

C12Mn 75899-75-1 54.1-56.4 80.8 -- -- 50 

C12Co 56104-91-7 60.7-88.0 92.9 -- -- 50 

C14Cu -- 69.2-79.5 164.0 194.5 1186 52 

C15Cu -- 72.3-87.8 126.4 157.4 1245 52 

C16Cu 63643-59-4 72.8-96.0 79.8 -- -- 50 

C16Mn 53290-99-6 73.1-91.0 104.5 -- -- 50 

C10Co 56104-89-3 77.7, 82 74.3 -- -- 50.53 

C10Zn -- 80.1-162.8 100.9 -- -- 50 

C12Zn 57947-14-5 88.2-156.0 120.2 -- -- 50 

C16Co 56104-95-1 93.4-164.1 153.8 -- -- 50,53 

C16Zn 57947-17-8 99.1-160.5 137.5 -- -- 50 
a ï multiple latent heat values represent discrepancy in reported heat release data between sources. 

Finally, Steinert, et al., measured solid-solid transition characteristics of a number 

of dialkyl ammonium salts of the form C2nH4nXNH4, with X being a salt anion, which 

exhibited solid-solid phase transitions from -2 to 190°C and transition enthalpies up to 

186 kJ/kg, shown in Table 2.10 [54].  Many of the materials of these sets exhibit multiple, 

discrete solid-solid transitions over the ranges shown, with the listed latent heat being the 

sum over those transitions. 
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Table 2.10 ï Dialkyl ammonium salt solid-state PCMs ï from [54] 

Name Formula 

Tt 

[°C] 

Ht 

[kJ/kg] 

dioctylammonium iodide DC8I -2-6 a 58 

dioctylammonium hydrogen sulfate DC8HSO4 16-190a 30 

dioctylammonium chloride DC8Cl 21 132 

dioctylammonium perchlorate DC8ClO4 23 108 

dioctylammonium bromide DC8Br 30 78 

dioctylammonium chlorate DC8ClO3 32 122 

dioctylammonium nitrate DC8NO3 45 176 

didecylammonium chloride DC10Cl 48 119 

dioctylammonium dihydrogen phosphate DC8H2PO4 50-70a -- 

didecylammonium chlorate DC10ClO3 55.5 154 

didecylammonium bromide DC10Br 57 100 

didecylammonium nitrate DC10NO3 60 179 

didodecylammonium chlorate DC12ClO3 61.5 159 

didodecylammonium perchlorate DC12ClO4 62 159 

didodecylammonium iodide DC12I 65 80 

didodecylammonium chloride DC12Cl 65 123 

didodecylammonium nitrate DC12NO3 66 185 

dioctadecylammonium hydrogen sulfate DC18HSO4 70-82a 176 

didodecylammonium bromide DC12Br 73 113 

didodecylammonium hydrogen sulfate DC12HSO4 74-100a 66.5 

didecylammonium dihydrogen phosphate DC10H2PO4 81 153 

dioctadecylammonium chlorate DC18ClO3 84-91a 154 

dioctadecylammonium perchlorate DC18ClO4 88.1 185 

didodecylammonium dihydrogen phosphate DC12H2PO4 90 183 

dioctadecylammonium chloride DC18Cl 91.2 174 

dioctadecylammonium iodide DC18I 93 116 

dioctadecylammonium nitrate DC18NO3 93.5 186 

dioctadecylammonium bromide DC18Br 98 135 
a ï range in temperatures indicates multiple phase transitions over the range.  Ht is total over all transitions. 

2.3.4. Inorganic materials 

2.3.4.1. Hydrated and aqueous salts 

The inorganic PCMs receiving the most attention in the literature are hydrated salts, 

as they span a melting temperature range similar to paraffins and fatty acids.  A hydrated 

salt is a solution of salt and water that forms a stable crystal with chemical formula 

MÅnH2O, where M is the salt molecule and n represents the number of coordinate water 

molecules in the crystal.  Salt hydrates do not melt in the traditional sense.  Instead, upon 

heating a dehydration process occurs where the water molecules come out of the solid 

solution with an associated latent heat absorption.  One drawback to this process is that 

during dehydration the salt may assume another stable form with a lower n and excess 
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water, and this new salt hydrate can settle out of solution.  This can be an irreversible 

process, reducing the effective latent heat of a PCM system over time [55]. 

Early uses of salt hydrates for solar and climate control applications were covered 

extensively by Lane [56].  These materials generally have higher latent heats, densities, 

and thermal conductivities than paraffins and fatty acids and are also relatively 

inexpensive [14].  In addition to the segregation issue described above, significant 

supercooling and container corrosion is also an issue with salt hydrates.  Additional studies 

have shown that common materials like stainless steel are resistant to corrosion from salts 

undergoing phase change [57].  More recent studies of polymer materials for lower 

temperatures [58] and ceramics for higher temperatures [59] suggest that appropriate, 

lighter weight materials can be found for salt hydrate compatibility.  As with the organic 

materials, blends of hydrated salts permit tailoring melting temperature for a particular 

application, but usually at reduced effective latent heat.  A number of salt hydrates with 

high latent heat values are listed in Table 2.11 (with pure water included as a reference).  

A full listing of salt hydrates and salt hydrate blends are available in Appendix D as 

Table D.14-D.15.  Note that also included in this category are aqueous salt mixtures, where 

the salt mainly serves to lower the freezing temperature of the water, usually with an 

associated reduction in latent heat.  These are quite commonly used in freezing and 

refrigeration applications. 
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Table 2.11 ï Salt/water and Salt Hydrate PCM candidates, Hf > 200 kJ/kg or Hf,v > 300 MJ/m3 

Name 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[MJ/m3] 
r 

[kg/m3] 

kth 

[W/mK] 

cp 

[kJ/kgK] Ref 
NaCl (22.4 wt%) +H2O -21.2 222 246.0 1108 (s) 

1165 (l) 
-- -- 20 

KCl (19.5 wt%) +H2O -10.7 283 312.7 1105 (s) 

1126 (l) 

-- -- 20 

H2O 0 333- 

335 

305-307 917 (s) 

990-1000 (l) 

2.2-2.4 (s) 

0.57-0.61 (l) 

2.04-2.09(s) 

4.18-4.21(l) 

13,25, 

23,15 
Lithium Chlorate Trihydrate 

       (LiClO3·3H2O) 

8.1 253 435.2 1720 (s) -- -- 13 

Potassium Fluoride Tetrahydrate 
          (KF·4H2O) 

18.5 231- 
246 

336-358 1439-1455 (s) 
1445-1447 (l) 

0.608-0.672 (s) 
0.479-0.493 (l) 

1.41-1.84(s) 
2.39-2.68(l) 

25,60 

Calcium Chloride Hexahydrate 

          (CaCl2·6H2O) 

27.45- 

30 

161.15- 

192 

272-346 1682.4-1802 (s) 

1496-1620 (l) 

1.088 (s) 

0.53-0.56 (l) 

1.4 (s) 

2.2 (l) 

13,15, 

24,32 
Lithium Nitrate Trihydrate 

          (LiNO3·3H2O) 

29.6- 

29.9 

296 460 1550 (s) 

1430 (l) 

0.8 (s) 

0.56 (l) 

1.8 (s) 

2.8 (l) 

23,61 

Sodium Sulfate Decahydrate, Glauber's Salt 

         (Na2SO4·10H2O) 

31- 

32.4 

251.1- 

254 

372 1485 (s) 

1458-1460 (l) 

0.544 (s) 1.93 (s) 13,25, 

23 

Sodium Carbonate Decahydrate 

         (Na2CO3·10H2O) 

32- 

36 

246.5- 

251 

355-362 1440-1442 (s) -- -- 13,23, 

32 
Calcium Bromide Hexahydrate 

         (CaBr2·6H2O) 

34 115.5- 

138 

253-303 2194 (s) 

1956 (l) 

-- -- 13,14 

Disodium Hydrogen Phosphate Dodecahydrate 
        (Na2HPO4·12H2O) 

35- 
40 

265- 
281 

422-427 1507.1-1522 (s) 
1442 (l) 

0.514 (s) 
0.476 (l) 

1.69 (s) 
1.94 (l) 

13,14,25, 
23,24 

Iron Chloride Hexahydrate (FeCl3·6H2O) 37 226 -- -- -- -- 23 

Sodium Thiosulfate Pentahydrate 
         (Na2S2O3·5H2O) 

45- 
51.3 

200- 
217.2 

344-376 1720-1730 (s) 
1660-1690 (l) 

375.756 (s) 1.46 (s) 
2.39 (l) 

23,25, 
24,32 

Magnesium Sulfate Heptahydrate 

         (MgSO4·7H2O) 

48.4 202 -- -- -- -- 14 

Sodium Acetate Trihydrate 

         (Na(CH3COO)·3H2O) 

58- 

58.4 

226-264 -- -- -- -- 13 

Lithium Acetate Dihydrate 
         (Li(CH3COO)·2H2O) 

58- 
70 

150-377 -- -- -- -- 14,23 

Sodium Hydroxide Monohydrate 

         (NaOH·H2O) 

64.3 227.6-272 385-468 1690-1720 (s) -- -- 13,23 

Barium Hydroxide Octahydrate 

         (Ba(OH)2·8H2O) 

78 265.7-301 657 2070-2180 (s) 

1937 (l) 

1.255 (s) 

0.653-0.678 (l) 

1.17 (s) 13,23 

Ammonium Aluminum Sulfate Hexahydrate 
       ((NH4)Al(SO4)·6H2O) 

95 269 -- -- -- -- 13 

2.3.4.2. Fused/molten salts and blends 

For high temperature applications, salt-based PCMs provide the largest selection of 

available materials above 200°C.  Salt PCMs, also called fused or molten salts depending 

on whether they are used primarily in the solid or liquid state, have been characterized with 

melting temperatures spanning from around 100°C to in excess of 1500°C.  A large number 

of these materials have been investigated for use as PCMs, including a large number of 

combinations of salt blends.  Unfortunately, thermal property data in the PCM literature do 

not extend beyond melting temperature and latent heat for the majority of these materials, 

making full evaluation difficult.  Salts generally have fairly high density and thermal 
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conductivity, at least relative to other materials studied thus far, but corrosiveness is a 

significant concern, and measured melting expansions for different salts vary between 

1 and 30% [17].  Table 2.12 lists a set of high latent heat salts up to 600°C.  The full list of 

salts up to 1000°C plus the studied salt blends can be found in Tables D.16 and D.17.  Note 

that latent heat tends to increase with melting temperature, meaning high temperature salts 

can exceed heat storage density of other materials by as much as 2-3x. 

Table 2.12 ï Select Salt PCMs up to 600°C with Hf > 300 kJ/kg or Hf,v > 450 MJ/m3 

Name 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[MJ/m3] 

r s 
[kg/m3] 

kth 

[W/mK] 

cp 

[kJ/kgK] Ref 

Aluminum Chloride (AlCl3) 192-192.4 272-280 664-683 2440 -- -- 32 

Lithium Nitrate (LiNO3) 250-254 360-373 857-888 2380 -- -- 18,17,32,62 

Sodium Nitrate (NaNO3) 306-310 172-199 388-450 2257-2261 0.5 (s) 1.1 (s) 

1.82 (l) 

18 

Potassium Nitrate (KNO3) 330-336 88-266 186-561 2109-2110 0.5 (s) 

0.5 (l) 

0.935 (s) 

1.22 (l) 

13,63 

Sodium Peroxide (Na2O2) 360 314 -- -- -- -- 32 

Lithium Hydroxide (LiOH) 462 875 1269 1450 -- -- 18,62 

Potassium Perchlorate (KClO4) 527 1253 3158 2520 -- -- 32.62 

2.3.4.3. Metals and alloys 

A metallic PCM presents a significantly different engineering challenge for 

designing thermal energy storage systems.  Their high densities and low specific latent heat 

(kJ/kg) make them unsuitable for large volume or weight sensitive applications.  Because 

of this, metals and alloys have only received cursory attention in the lower temperature 

PCM review literature, primarily by Hale [23], with Gasanaliev providing some data on 

lower temperature Gallium-based metals [64], and Kenisarin providing slightly more focus 

for high temperatures [17].  Only recently did a review by Ge, et al., address in detail how 

low melting temperature metallic PCMs can be promising alternatives to traditional organic 

and inorganic materials due to their unique properties [65].  While the high density creates 

weight concerns, it does mean that their volumetric latent heat values can be much higher 

than comparable materials, and the thermal conductivity of most metals is at least one or 
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two orders of magnitude higher than most other PCMs.  This can reduce the need for heat 

spreaders, ease system design, and may be the key to using PCMs to address high speed 

transients. 

One significant concern for metallic PCMs is the relative toxicity or environmental 

impact of the constituent metals.  The majority of metallic PCMs actually studied for TES 

or electronics protection were lead based, making them non-compliant with current 

Restriction of Hazardous Substances (RoHS) directives.  This impacts a large number of 

high latent heat, lower melting temperature metals.  Listed in Table 2.13 are PCM candidate 

metals containing materials (typically lead or cadmium) that render them RoHS non-

compliant.  Select RoHS compliant metals are listed in Table 2.14.  It is worth mentioning 

that hundreds of low temperature solder formulations exist for both RoHS compliant and 

non-compliant categories, but very few have been characterized for thermal phase change.  

Further property measurement of low melting temperature alloys could significantly 

expand the number of metallic PCM options.  A full list of metallic materials can be found 

in Appendix D, in Tables D.18-D.19, which includes a list of 235 materials from the 

Indium Corporation low temperature solder database that currently lack sufficient material 

data for immediate use in thermal applications [66]. 
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Table 2.13 ï RoHS non-compliant metallic materials 

Formula (Name) 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[MJ/m3] 

rs 

[kg/m3] 

kth,s 

[W/mK] 

cp,s 

[kJ/kgK] Ref 

Mercury -38.87 11.4 154.4 (l) 13546 8.34 0.139 65,67 

74Ga/22Sn/4Cd 20.2 75.2 449.9 5983 -- -- 64 

93Ga/5Zn/2Cd 24.6 85.03 511.9 6020 -- -- 64 

44.7Bi 22.6Pb 19.1In 8.3Sn 5.3Cd 47 36.8 337 9160 15 0.163 (s) 

0.197 (l) 

66 

Bi/Pb/Sn/Ina 57 29.5 267 9060 (s) 

8220 (l) 

33.2 (s) 

10.6 (l) 

0.323 (s) 

0.721 (l) 

68 

47.5Bi 25.4Pb 12.6Sn 9.5Cd 5In 57-65 36 341 9470 15 0.159 (s) 

0.188 (l) 

66 

49Bi 21In 18Pb 12Sn 

        (Cerrolow Eutectic) 

58 28.9 260 9010 10 0.167 (s) 

0.201 (l) 

23,66 

33Bi/16Cd/51In 61 25 201-251 8040ï10040 -- -- 23 

50Bi 26.7Pb 13.3Sn 10Cd 

        (Wood's metal) 

70 32.6-45.8 287-439 9400-9580 18-19 0.146-0.167 (s) 

0.167-0.184 (l) 

23,66,64 

52Bi/26Pb/22In 70 29 234-293 8069ï10103 -- -- 23 

42.5Bi 37.7Pb 11.3Sn 8.5Cd 71-88 34.3 336.483 9810 -- 0.146 (s) 66 

52Bi 30Pb 18Sn 96 34.7 333 9600 13 0.151 (s) 

0.167 (l) 

66 

55.5Bi 44.5Pb 124-125 20.9 218 10440 4 0.126 (s) 

0.155 (l) 

23,66 

85Pb 10Sb 5Sn 245-255 0.9 9 10360 -- 0.15 (s) 66 

a ï specific formulation unknown 

 

Table 2.14 ï Select RoHS Compliant metallic materials up to 600°C 

Formula (Name) 

TM 

[°C] 

Hf 

[kJ/kg] 

Hf,v 

[MJ/m3] 

rs 

[kg/m3] 

kth,s 

[W/mK] 

cp,s 

[kJ/kgK] Ref 

67Ga-20.5In-12.5Zn 10.7 67.2 415 6170 -- -- 64 

78.55Ga-21.45In 15.7 69.7 432 6197 -- -- 64 

82Ga-12Sn-6Zn 18.8 86.5 516 5961 -- -- 64 

86.5Ga-13.5Sn 20.55 81.9 482 5885 -- -- 64 

96.5Ga-3.5Zn 25 88.5 526 5946 -- -- 64 

Gallium 29.8-30 80.3 469 5903 (s) 

6093 (l) 

33.7 (s) 

24 (l) 

0.34 (s) 

0.397 (l) 

23,65,66,67 

66.3In 33.7Bi 72 25 200-203 7990-8100 -- -- 23,66 

60Sn 40Bi 138-170 44.4 361 8120 30 0.18 (s) 

0.213 (l) 

66 

58Bi 42Sn 138.3 44.8 384 8560 19 0.167 (s) 

0.201 (l) 

66 

Indium 156.7 28.47 208 7310 86 0.243 65,66,67 

91Sn 9Zn 199 71.2 518 7270 61 0.239 (s) 

0.272 (l) 

66 

46.3Mg 53.7Zn 340 185 851 4600 -- -- 65,66,67 

96Zn-4Al 381 138 915 6630 -- -- 17,64 

59Al-35Mg-6Zn 443 310 738 2380 -- 1.63 (s) 

1.46 (l) 

17,64 

60Mg-25Cu-15Zn 452 254 711 2800 -- -- 17 

64.6Al-5.2Si-28Cu-2.2Mg 507 374 1646 4400 -- -- 17,64 

66.92Al-33.08Cu 548 372 1339 3600 -- -- 17,64 

87.76Al-12.24Si 557 498 1265 2540 -- -- 17,64 

46.3Al-4.6Si-49.1Cu 571 406 2257 5560 -- -- 17,64 

88%Al-12%Si 576 560 1512 2700 160 1.038 (s) 

1.741 (l) 

17 
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2.3.4.4. Comments on commercial materials in the literature 

The majority of materials described in previous sections where sufficiently generic 

in description such that the actual material sources should be unimportant.  However, 

decades of PCM literature contain reports on properties and thermal performance of a large 

number of commercial proprietary materials.  While such reporting provides an overview 

of the range of available materials, the value of such information is tied directly to its age, 

traceability, and verifiability.  This renders much of their continued inclusion in academic 

literature of little use due frequent invalidation of traceability from 

corporate/manufacturing changes, lack of a persistent archival reference, or even current 

unavailability of the products. 

Three specific examples were encountered when compiling the materials in this 

chapter that highlight these problems.  First, the paraffin blend P-116 (SunTech P116 or 

Wax, originally produced by the Sun Oil Company, later Sunoco, Inc.) has been heavily 

cited in application studies over the past 30 years [25, 29, 69-71], in addition to many of 

the aforementioned reviews.  However, this material has not been commercially produced 

since 2006, and Sunoco has since sold off its specialty wax product line to another 

company [Nancy Wright and Jennifer Hall, HollyFrontier Corp., personal communication, 

January 29, 2013].  Second, no longer available is the TH-series of PCMs from TEAP 

Energy (Perth, Australia) reported in many reviews but only by citing the corporate 

website, which was bought by a completely unrelated PCM company sometime around 

2009 (PCM Energy P, Ltd., Mumbai, India).  It appears TEAP Energy re-incorporated as 

Phase Change Products Pty, Ltd., and has some similar products, but all previous TH-series 

references are misleading dead-ends.  Finally, Environmental Process Systems, Ltd. (EPS, 
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Ltd.) still produces PCM solutions, but its oft-cited E-series PCM line is no longer 

advertised.  Its current PCMs appear to be sourced from PCM Products, Ltd. which does 

provide an extensive material set, but even if the E-series is just rebranded, the material 

properties cannot be simply traced to those reported for EPS in previous reviews.  Material 

data from all three examples have propagated through material reviews as recently as 2017. 

Because material data in archival reports should maintain traceability to the best 

extent possible, these materials are only included in Appendix D as Tables D.22 and D.23 

for historical reference. 

2.3.5. Material comparisons 

The previous sections have described numerous options for phase change materials 

from numerous classes over a wide range of temperatures, but stop short of identifying any 

particular option as being more or less advantageous for use.  The primary reason for this 

is that the wide range of potential PCM applications makes it impossible to state 

definitively whether a material will even be viable, yet alone optimal, for any particular 

case.  That said, comments can be made about the materials in aggregate that may be useful 

in guiding future selection decisions.  The following subsections compare the different 

classes based on their available thermal properties. 

2.3.5.1. Melting Temperature 

The property with the most influence on PCM selection for any particular 

application is the melting or transition temperature.  While an application may be amenable 

to a small band for melting temperature, this value is generally fixed for any given material.  

Blending material provide some tunability to this property, but most reviews have shown 
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that doing so leads to a reduced latent heat (sometimes even below the weight based 

average).  That said, there are numerous materials available over a wide range in 

temperatures, where the previous sections and the Appendix describe over 800 such 

materials spanning about 1000°C. 

Metallic materials are the only class that spans the full range of these temperatures.  

Numerous salt hydrates are available below 125°C, with pure salts providing a range of 

options above 200°C, and organics almost completely span the sub-200°C temperature 

range.  Figure 2.4 depicts the temperature span of surveyed PCMs according to category 

in order of median material temperature, while Figure 2.5 shows the distribution of 

surveyed materials over the temperature span.  Apparent in the two figures is the abundance 

of materials in the sub-100°C temperature range, including the variety of material class 

options available.  As previously mentioned, increased thermal analysis of metallic options 

over the full temperature span could significantly increase the number of viable material 

options for PCM designers. 
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Figure 2.4 ï Melting/Transition temperature spans of materials in the surveyed PCM literature 

sorted by median transition temperature. 

 

Figure 2.5 ï Melting/transition temperature distribution over the surveyed materials 
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2.3.5.2. Latent heat of fusion 

Given several materials to choose from within an acceptable temperature band, the 

latent heat of melting/solidification will usually serve as the next major selection factor.  

Historically, the primary measure of fitness for any material has been its specific latent 

heat value (latent heat per unit mass, e.g., kJ/kg).  As a measure of how much energy is 

required for melting, a higher value generally translates into a lighter, smaller, less 

expensive packaging solution.  Less PCM also reduces the size of the container and any 

heat spreading solution used to increase heat transfer. 

While specific latent heat has been the most common metric, and is often the only 

one listed in material datasets, volumetric latent heat (Hf,v = Hf x r, in MJ/m3) can be more 

useful for certain applications.  In addition it may result in a significantly different material 

evaluation.  For example, metallics have been all but ignored for thermal energy storage 

applications due to their low specific latent heat and high density.  Use in a high energy 

mobile system could result in a prohibitively heavy TES component.  However, because 

of the high density, most metals have a much higher volumetric latent heat than other 

materials in the same temperature range.  In a lower energy, high power system, or one 

where compact form-factor is important, a higher volumetric latent heat could reduce the 

space required for PCM, with associated reductions in package/container and heat 

spreading volume. 

Both specific and volumetric latent heats of the materials listed in Appendix D (for 

which sufficient material property information is available) are shown in Figure 2.6 for 

melting temperatures up to 250°C.  Similarly, Figure 2.7 shows latent heats values for 

materials up to 1000°C. 
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Figure 2.6 ï Median (a) specific and (b) volumetric latent heats for materials up to 250°C. 

0

50

100

150

200

250

300

350

400

-50 0 50 100 150 200 250

S
p

e
c
if
ic

 L
a

te
n

t 
H

e
a

t 
[k

J
/k

g
]

Transition Temperature [ÁC]

solid-solid PCMs salt hydrates paraffins and blends fatty acids & derivatives

other organics sugars & sugar alcohols fused salts & blends metallic PCMs

H2O 

(a) 

0

100

200

300

400

500

600

700

-50 0 50 100 150 200 250

V
o

lu
m

e
tr

ic
 L

a
te

n
t 
H

e
a

t 
[M

J
/m

3
]

Transition Temperature [ÁC]

solid-solid PCMs salt hydrates paraffins and blends fatty acids & derivatives

other organics sugars & sugar alcohols fused salts & blends metallic PCMs

H
2
O 

(b) 



 

35 

 

Figure 2.7 ï Median (a) specific and (b) volumetric latent heats for materials from 200-1000°C. 
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volumetric latent heat chart in Figure 2.6(b).  Paraffins drop down to the lower-middle of 

the latent heat range, while salt hydrates and metallics dominate that same temperature 

range.  In particular, a number of Gallium based metals below 30°C become dominant 

energy density materials despite being near the bottom of the specific latent heat chart. 

On the high temperature charts in Figure 2.7, it is fairly clear that only salts and 

metallics serve as PCMs over this range.  While salts appear dominant with respect to 

specific latent heat, metallics become very competitive with respect to volume.  One final 

point worth mentioning is the significant difference in material count between the specific 

and volumetric graphs.  This highlights the need for more complete material property 

measurement to better fill out the PCM dataset.  It is suspected that there are a large number 

of high volumetric latent heat materials that have yet to be catalogued, especially with 

respect to metallic materials. 

2.3.5.3. Composite metrics 

As discussed previously, latent heat is not the only material property of interest to 

PCM designers.  For some applications it is argued that latent heat may not even be the 

primary design factor.  Lu [26] proposed PCM fitness metrics for an electronics thermal 

protection device.  Based on a model of one-dimensional heat conduction through an 

electronic device material stack, he determined the maximum thermal protection occurs 

when the following two parameters are maximized: 

 Ὅ ”ὌὯ  (1) 

 Ὅ ”ὧὯ  (2) 

Whether I1 or I2 is more important will depend on how wide the operating 

temperature margin will be.  If more energy will be absorbed through sensible heating 
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above and below the phase change temperature, then I2 will dominate.  Otherwise, a design 

with narrow temperature margin or large latent heat will have I1 be the dominant factor.  

This situation is often represented by the Stephan number, defined as the ratio of sensible 

to latent heat for an application, or ὛὸὩὧЎὝὌϳ .  For most latent heat TES applications, 

a low Ste situation is generally assumed to be the case.  It is readily apparent that I1, which 

consists of volumetric latent heat (Hf,v = rHf) and thermal conductivity, will inherently 

favor metallic PCMs and high conductivity salts over other organic and inorganic 

materials.  This was evident in Luôs results, which recommended a tin-zinc alloy for high-

temperature semiconductor thermal protection.  Unfortunately, the remainder of the 

materials in Luôs dataset pulled from a proprietary material database and are unavailable 

for general evaluation.  Figure 2.8 shows the values of I1 for the 100 materials contained 

in Appendix D with sufficient thermophysical data for calculation. 

 

Figure 2.8 ï I1 PCM figure of merit as proposed by Lu applied to the 100 cataloged materials with 

sufficient thermophysical properties for evaluation. 
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High thermal conductivity clearly gives metallics the advantage for the I1 metric, 

significantly dominating the chart up to ~250°C.  At higher temperatures salts appear 

dominant, except for AlSi at 576°C, primarily due to the lack of metals with sufficient 

property data to include in the analysis.  This is unsurprising considering the model that Lu 

used to produce it.  The one-dimensional model placed the PCM directly between the 

electronic heat source and the heat sink and looked for a solution permitting the maximum 

heat dissipation within device temperature limits.  This gives heat transport and energy 

storage equal importance, producing the factors above where thermal conductivity 

dominates.  Shao [72] produced a nearly identical PCM figure of merit, with the primary 

difference being the use of the liquid, rather than solid, thermal conductivity in the metric. 

A similar but distinct analysis of PCMs was performed recently by 

Shamberger [73].  He defined a PCM figure of merit, FOMq, such that a particular material 

will absorb heat, q, from a constant temperature reservoir at a rate proportional to this figure 

of merit.  Unlike Luôs I1 and I2 parameters, FOMq is not based simply on material 

parameters.  It also incorporates terms specific to solid and liquid Stephan numbers of the 

phase change problem.  This allows a single metric to evaluate material fitness for a multi-

region phase change application, but does require additional effort for materials evaluation.  

The definition of FOMq for a melting one dimensional solid is: 

 Ὂὕὓ
”ὧȟὯ

erf‗
  (3) 

where l is the solution to the transcendental equation: 

 ‗Ѝ“
StÅ

exp‗ erf‗

StÅ ‌

‌exp‗‌ ‌ϳ erf‗‌ ‌ϳ
  (4) 
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 3ÔÅȢ ὧȟȢȿὝ ὝȢȿὌϳ  (5) 

In the case of a simple solidification, the liquid properties would be replaced by 

solid properties in (3).  This is perhaps more accurate than the Lu metric, which is based 

only on solid properties, because it better reflects the material state through which heat 

must be driven when driving the phase change.  E.g., while melting the growing liquid film 

will sit between the heat source and phase front when the series arrangement is used. Thus, 

it can be seen that use of the Shamberger metric has the promise of better applicability for 

a particular application and perhaps better accuracy, but it is much less straight forward 

than the Lu metric, as solving for FOMq requires first defining temperature bounds, then 

solving for l, and finally calculating FOMq. 

Shamberger performed a sensitivity analysis on the parameters in the FOMq 

presented above.  He confirmed that the primary factors governing the magnitude of FOMq 

are Ὧ and, in the limit of 3ÔÅπȢυ, also includes ὯὌȟ.  Thus, both the Lu and 

Shamberger metrics demonstrate the necessity of a high thermal conductivity in addition 

to a high volumetric latent heat.  The ability to get heat to the phase front is just as important 

as the amount of heat that can be absorbed.  Thus, low temperature metal alloys again 

become dominant amongst the various material classes when heat transfer rate is important, 

having FOMq values approximately 10x higher than organics and salt hydrates in the same 

temperature range. 

It is possible that other configurations would lead to alternative arbitrary metrics 

with different results, but there are two important takeaways from the Lu and Shamberger 

composite metrics: (1) real heat transfer situations demand material selection based on 
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more than a single material parameter, and (2) both thermal conductivity and volumetric, 

rather than specific, latent heat dominate most practical, high rate heat transfer applications. 

2.4. Thermal phase change materials summary 

The thermal management community has identified hundreds of materials for 

potential use in Thermal Energy Storage applications, where there is a need to manage a 

mismatch between times or rates of heat generation and dissipation.  Taking advantage of 

phase change can produce an engineered solution with much higher energy density, but 

this requires a proper understanding of the available materials and their thermal properties.  

Consolidating the wide range of materials data from the PCM literature along with material 

evaluation guidelines allows for identification of high performance material options from 

across material classes and temperature range.  In addition, a number of conclusions can 

be drawn from the state of PCM material information: 

1. Although the primary two PCM parameters are typically melting 

temperature and specific latent heat, those are far from sufficient for 

material selection and modeling.  The practice of many reviews in limiting 

themselves to those properties is insufficient for material comparison. 

2. Focus on specific, rather than volumetric, latent heat has produced an 

overestimation of thermal performance of paraffins, despite their low 

density and thermal conductivities, and practically no investigation of 

metallic PCMs.  This has resulted in many mediocre PCM systems with 

paraffins and other low temperature organics, with excessive effort given to 

additives and structures for heat spreading enhancement. 
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3. Few of the listed materials have ócompleteó material information, and many 

materials show significant variation in reported measured values for melting 

temperature, latent heat, and other properties.  While this can be due to 

accuracy or different measurement techniques between researchers, 

numerous cases of transcription error (between reviews and primary 

sources) were also identified.  This issue creates the need for individual 

testing for any serious component or system design, adding to overall cost 

and effort to produce PCM based systems. 

4. Further investigation into metallic and solid-solid PCMs could significantly 

increase the number of design options for thermal system developers.  Both 

material types impose significantly different design requirements, with 

metals reducing the need for complex heat spreading structures, and solid-

solid PCMs eliminating the complexity of liquid containment. 
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Chapter 3 ï Vehicle applications of phase change materials 

Phase Change Materials have been applied to a number of applications in the 

residential, commercial, industrial, and military sectors.  This has included residential and 

facility climate control [56,74,75], enhancement of power generation and cogeneration 

[16,76], electrical power grid demand side reduction [77], and electronic component 

thermal protection [11,26,78-80].  Vehicle applications have been addressed as well, but 

the treatment has been far less comprehensive, typically addressing individual vehicle 

components piecemeal or in individual case studies.  This chapter will attempt to provide 

a thorough description of the vehicle as a transient thermal system, including applications 

for phase change mitigation and case studies where available.  (Much of the information 

presented in this chapter was originally published in [22].) 

3.1. The vehicular transient thermal environment 

Civilian and military vehicle components are subjected to a wide range of thermal 

conditions that either are imposed by the external operating environment or are the 

byproduct of the waste heat from high power components.  These components must be able 

to operate from sub-freezing temperatures to peak temperatures that could reach hundreds 

of degrees Celsius as shown in Figure 3.1 for a modern commercial vehicle [81]. 
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Figure 3.1 ï Temperatures seen by various electronics and sensors throughout a standard 

commercial vehicle, from [81] with permission, © 2004 IEEE. 

Additionally, for most cases these temperatures do not represent constant 

conditions for the vehicle.  As shown in Figure 3.2, over any given drive cycle a vehicle 

can have peak power draws much higher than the average value, with numerous, sudden 

load changes occurring over the full drive cycle [41,82].  Power surges exceeding 2x the 

average power draw, but lasting only a few seconds, occur numerous times throughout the 

US06 drive cycle, and this variation is consistent over numerous drive profiles. 



 

44 

 

Figure 3.2 ï Standard drive cycle operating profile information including (a) average and maximum 

vehicle speeds under standard driving cycles, and (b) hybrid vehicle speed and excess engine power 

for the highway portion of the US06 drive profile, adapted from [82] and [41], respectively. 

This varying vehicle operation will cause certain power component temperatures 

to increase during surges and drop during idle, and engine compartment temperatures will 

be highly dependent on vehicle speed if primary cooling is from intake air.  Apart from the 

driving profile, vehicles will likely undergo an ambient-to-operating temperature swing at 

least once if not several times every day.  Many components are designed for efficient 

operation at the nominally steady operating temperature, and the vehicle warm-up period 

can be highly inefficient.  In addition, the practice of designing the transient vehicle thermal 

system according to steady operation conditions will necessarily lead to an overdesigned 

thermal system.  Designing the engine cooling system to dissipate the peak power shown 

in Figure 3.2(b), rather than the average power, will result in larger heat exchangers, 

pumps, radiators, and associated components.  Similar statements can be made about 

vehicle cold start and passenger compartment climate control. 

Whatever the transient vehicle thermal conditions, making use of PCM based TES 

to assist in the thermal management of any particular system requires identifying expected 
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operating temperature ranges, component temperature limits, and any configuration 

constraints.  From this information, preliminary PCM selection could be based on 

identifying a melting temperature range for thermal buffering, whether for thermal 

protection or load leveling, and then selecting a material within that range that maximizes 

energy storage.  The remainder of this chapter will examine vehicle thermal systems or 

components spanning low (< 100°C), mid (100-200°C), and high (> 200°C) operating 

temperature ranges.  Thermal conditions for each component will be identified along with 

examples from prior studies and any particular constraints the application would impose 

on a PCM. 

3.1.1. Low temperature applications, below 100°C 

3.1.1.1. Cold start thermal improvement 

The higher oil viscosity and decreased combustion efficiency present during 

vehicle cold start makes it a prime target for thermal improvement.  In modern automobiles, 

the first 1-5km will be driven under inefficient ócold engineô conditions [83].  Many non-

PCM studies have demonstrated the thermal benefit of using Exhaust Heat Recovery 

(EHR) to more quickly bring the engine up to efficient operating temperature.  One study 

by Hyundai Motor Corporation showed that a 2.5% fuel economy improvement could be 

achieved by preheating both the coolant and gear box oil in a commercial vehicle, with 

higher savings expected in heavy diesel and hybrid vehicle systems [84].  Another study 

on cold temperature hybrid vehicle operation showed a 9% fuel economy boost due to 

EHR [85].  In both cases, however, the cold-start was not eliminated, but only decreased 

in duration while waiting for the exhaust to warm up the engine. 
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Attempting to eliminate the cold-start penalty altogether, several groups have used 

PCMs to maintain component warmth long after engine shut down.  Such a PCM would 

need a melting temperature just high enough to sufficiently warm the component, but low 

enough to ensure PCM melting even in cooler operating conditions.  In addition, a lower 

PCM temperature reduces environmental heat loss, potentially increasing the time it can 

maintain component temperature.  In a pair of studies by Gumus and Ugurlu, a lower 

temperature PCM was used to retain heat and improve cold start emissions and efficiency.  

First, sodium sulfate decahydrate (TM ~ 32°C) was used on a gasoline engine coolant loop 

and kept engine temperature about 17°C above ambient after a 12 hour wait, and CO and 

HC emissions were decreased during startup by about 64% and 15%, respectively [86].  In 

the second study, sodium phosphate dibasic dodecahydrate (TM ~ 36°C) was used to keep 

a liquefied petroleum gas (LPG) engine warm between usage cycles and reduce the usage 

of a more polluting gasoline combustion stage for cold starts.  The PCM kept the engine 

above LPG evaporation temperature (30°C) for an additional 10 hours relative to the 

standard system reducing cold start CO and HC emissions by 17% and 29%, 

respectively [87].  Addressing the issue of diesel fuel component solidification at sub-zero 

temperatures as described in [88], an unspecified PCM blend (TM ~ 70°C) was used with a 

small thermoelectric heater to initiate reflow in a clogged diesel fuel filter [89].  In this case 

the PCM was not explicitly designed to prevent fuel solidification, but it provided a long 

duration thermal reservoir for the thermoelectric device to pump heat into the solidified 

fuel.  Finally, in a military heavy vehicle application, the oil pan and filter on a U.S.  Army 

M925 5-ton truck was surrounded by a low temperature PCM (hexadecane, TM ~ 18°C) 

keeping the oil warm for over 12 hours after shutdown.  This allowed faster cold starts, 
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improved engine lubrication, and reduced cold-start cranking energy required from the 

battery by a factor of about 2-6x [90]. 

3.1.1.2. Sub-ambient refrigeration 

Modern society makes extensive use of refrigerated shipping of perishable goods, 

but on-vehicle refrigeration tends to have reduced efficiency due to system size and weight 

constraints.  It has been proposed in several studies to augment or replace on-board Diesel-

driven vapor compression refrigeration systems with a sub-ambient TES system.  As many 

cases of warehouse-to-warehouse shipment have fairly predictable transport times, a PCM-

based refrigeration system could permit at-warehouse pre-charging, removing the need for 

the vehicle to carry the weight of a vapor refrigeration compression system.  Warehouse 

pre-charging could be done with a higher efficiency refrigeration system, and using off-

peak electrical power could further reduce operating costs. 

There have been a number of analytical and experimental studies into PCM 

refrigeration systems.  In 2003, Simard and Lacroix performed an analytical analysis of 

PCM refrigeration, including the effects of frost build-up on the heat exchanger [91].  Even 

in non-ideal conditions, they showed that using a very low temperature PCM (TM ~ -43°C) 

a refrigerated truck could provide the equivalent of 3500W of cooling for 8 hours using 

only 3% of the refrigerated compartment volume for thermal storage.  In 2012, Oro  

investigated the ability of a small amount of PCM (TM ~ -21 to -18°C, again about 3% of 

container volume) to keep a non-refrigerated container below critical temperatures to 

simulate a passive storage condition or active refrigeration power failure, showing 

durations almost twice as long as without a PCM [92].  Taking PCM refrigeration further, 

Liu, et al [93], and Sharma and Buddhi [94] both experimentally evaluated the ability of a 
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PCM to maintain a refrigerated van below critical temperatures in the absence of an on-

board refrigerator, suggesting use of the warehouse pre-charging approach.  Liu developed 

a proprietary low-temperature PCM (TM ~ -26.7°C), and showed they could keep frozen 

goods below 18°C for 10 hours, using a same weight of PCM as a conventional on board 

refrigerator with half of the energy cost due to off-peak charging.  Sharmaôs work 

investigated a variety of parameters, such as total PCM mass, PCM placement, and air 

circulation, and the PCM (TM ~ -15.2°C) kept the refrigerated space below 5°C for 2-7 

hours depending on configuration.  Finally, an alternative approach was reported in 2010 

by Ahmed et al., where rather than coupling to the refrigeration system, the group 

investigated using a paraffin-based PCM (TM ~ 7°C, just above the 4°C compartment 

temperature) to enhance the chilled compartment wall insulation [95].  Compared to a non-

PCM enhanced control trailer, the presence of the PCM reduced the daily peak heat transfer 

rate by an average of 29%, and total daily heat transfer by 16%. 

3.1.1.3. Passenger climate control enhancement 

A review of passenger thermal comfort in vehicles concluded that a dominant 

complicating factor in providing adequate cooling is the transient nature of the passenger 

compartment thermal/fluid conditions [96].  Commercial vehicles target cabin 

temperatures of around 25°C regardless of external conditions, while U.S. military systems 

are specified by MIL-STD-1472F to provide cold air to the cabin at a maximum of 

29.5°C  [97].  These are steady-state requirements and do not provide any indication of 

required time to achieve the target temperatures, but it is worth noting that the demand for 

cool cabin air system can be greatest when the vehicle is least able to provide it, such as 

when driving at low speeds or idling [98]. 
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Addressing these transient conditions through direct thermal buffering of a 

vehicleôs cabin cooling system has received little attention in the literature, where focus 

has mainly centered on residential and commercial climate control.  A general air 

conditioning (AC)  system improvement review by Chua described PCM integration as a 

novel improvement to cooling, but any efficiency improvement was highly dependent on 

matching both thermal conductivity and phase change temperature to expected load 

profile  [99].  In addition, Al-Abidi reviewed a number of approaches and configurations 

for implementing such a system, with most focus given to off-peak cold storage to achieve 

ñfree coolingò during the peak load portion of the day [100].  While actively storing energy 

would be unlikely in a powered-off vehicle, thermal buffering a vehicleôs active cooling 

system could either provide sufficient cold air during idling periods or reduce the cooling 

load during start-up after short vehicle-off periods.  PCM choice would necessarily differ 

from facility applications, where ice-storage has received most attention, as too-cold direct 

air impingement could impact passenger comfort. 

It is also worth mentioning the significant amount of facility PCM research over 

the past few decades examining direct PCM integration with structural material to augment 

insulating properties with additional thermal capacity.  This has mainly focused on 

wallboard materials, although other construction material demonstrations have shown 

promising results [101,102].  Material sets would vary significantly for vehicle 

applications, but a similar design approach could prove worthwhile for a vehicle cabin, and 

the reader is referred to a comprehensive review of the subject by Tyagi and Buddhi [103]. 

There have been a few successful demonstrations of passenger climate control 

thermal buffering.  In one case, an airport passenger shuttle cooling system was modified 
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with a PCM loaded booster tank [104].  PCM characteristics were not specified, but as a 

surge buffer on the radiatorôs water-glycol loop it would have required a temperature 

between the nominal loop temperature and cabin temperature (indicated as 18-22°C in 

different tests).  Previously, the shuttle had suffered from poor cabin cooling due to 

frequent and prolonged idling periods resulting in long temperature pull down times.  

During peak cooling system demand, the thermal storage unit was able to provide the 

equivalent of about half of the required cooling capacity with faster cabin temperature pull-

down.  This reduced AC energy consumption by 56% relative to available standard AC 

systems while providing increased passenger comfort.  More recently, Delphi Automotive 

demonstrated a ñthermal storage evaporatorò for a hybrid vehicle that acts as a PCM 

buffered air-side heat exchanger for the vehicle cabin [105,106].  Using a small PCM-

volume with TM ~ 7°C, the AC could be turned off and vent temperature maintained below 

the 15°C comfort limit for 34-42 seconds under high thermal loading conditions, and 

extended PCM ócharge timeô could increase that duration by as much 4x.  The company 

claimed that under certain drive cycles, the technology could reduce HVAC fuel usage by 

50% while maintaining passenger comfort [107]. 

In addition to the cabin cooling requirement, cabin heating could draw 4-6kW from 

the battery during the start-up period.  This significantly decreases useful battery range and 

lifetime and has a major impact on electric vehicle design, as described in a report on the 

impact of using a PCM with an electric passenger car in cold climates [108].  The study 

concluded that battery energy draw over the drive cycle could be reduced by up to 21% by 

loading the cabin with approximately 5 liters of paraffin (TM = 56°C).  It should be noted 
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that pre-charging of the PCM during vehicle battery charging was necessary to guarantee 

a preconditioned cabin. 

3.1.1.4. Absorption air conditioning - exhaust side buffering 

As the AC system can draw from 12-17% of available engine power in small 

commercial vehicles, with most of that energy being used to drive the compressor [98], 

several studies have explored eliminating the electrical cooling load by driving the AC 

system from reclaimed exhaust heat, primarily through absorption based thermal 

cycles  [109].  A detailed analysis and design of vehicle exhaust driven absorption air 

conditioning can be found in reports by Lambert and Jones [98,110], and the system 

concept is shown in Figure 3.3. 

Typical refrigeration loop cold and hot side temperatures at steady state can be 

about 5°C and 60°C, respectively.  They showed that the required air conditioning can be 

provided via recovered exhaust heat even at steady idle, completely eliminating the AC 

load from the diesel engine.  In that design, as well as in [111], energy was recovered from 

the exhaust by an oil heat exchange fluid with parallel PCM thermal storage in a shell and 

tube heat exchanger.  PCM temperature in both designs was chosen to be just below the 

designed loop hot-side temperature (~60°C) to keep the oil loop warm enough to decrease 

start-up time, but not necessarily enough to drive the cycle by itself in the absence of 

sufficient exhaust heat.  However, sufficient energy was stored in the PCM to reduce the 

initial cooling delay and load-level the cooling system during variable driving conditions.  

Additionally, high performance absorption systems in non-vehicular applications typically 

require a higher temperature condensing side, perhaps from 85-95°C.  Future development 

of PCMs for this application could include materials spanning this higher range to enable 
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higher efficiency systems on vehicles, or perhaps even higher temperatures to permit the 

PCM to directly drive the adsorption cycle during low temperature exhaust conditions. 

 

Figure 3.3 ï (a) Vehicle absorption air conditioning system driven by exhaust waste heat recovery 

with a PCM thermal buffer, and (b) notional implementation layout, from [98], with permission. 

3.1.1.5. Low temperature electronics thermal protection 

Although less common in commercial vehicles, many military vehicles are 

configured with numerous high power electronic components within the crew cabin.  A 

recent power study of a M2A3 Bradley vehicle detailed several electrical load scenarios 

with total electrical power ranging from 4 to 10 kW [112].  These loads included Command 

and Control (C2) computers and displays, radio systems, navigation systems and others, 

and the total equipment electric load far exceeded the designed personnel heat load 

(approximately 100-150 W metabolic thermal load per crew member [113]).  Most of these 

systems vent heat to the cabin air after which it must then be rejected through an 

overburdened, high thermal resistance AC system.  Additionally, many electronic systems 

(a) (b) 
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being loaded into military vehicles are derived from commercial components with lower 

maximum temperature limits than militarized hardware, further increasing the cooling 

challenge. 

A recent study modeled two improvements to such a situation on a Cougar Mine 

Protected Armored Vehicle (MPAV), shown in [114], loaded with C2 equipment.  First, a 

cooling rail architecture was implemented, whereby each electronic system was provided 

a heat exchanger to a separate liquid cooling loop to avoid passing heat through the cabin 

air.  Second, a PCM was integrated with the heat sink to provide local thermal buffering.  

Models showed that, with the improved system, components never reached critical 

temperature (85°C), and the use of the PCM extended operating time by one hour in the 

case of coolant failure.  In this system, the modeled PCM was acetamide embedded within 

aluminum foam to enhance thermal heat spreading.  The acetamide had a melting 

temperature just below the assumed electronics critical temperature. 

 

Figure 3.4 ï Cougar MPAV from [114] with permission, © 2010 IEEE 
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3.1.1.6. Battery thermal protection 

The move toward more complex vehicle electrical architectures including Electric 

and Hybrid Electric Vehicles (EVs and HEVs) has driven the development of lighter 

batteries with higher power and energy density.  These batteries make up one of the larger 

cost elements in newer commercial vehicles, and their performance and lifetime are 

strongly influenced by operating temperature [115,116].  A summary of common vehicle 

battery technologies, their typical operating temperature ranges and other relevant 

parameters is given in Table 3.1. 

Table 3.1 ï Common Vehicle Battery Chemistries and Performance Details [115,117] 

Battery Type 
Op. Temp Limits 

[°C] 

Typical Energy 

Storage Efficiency 

Energy Density 

[W-hr/kg] 

Lead-acid -5 ï 40 72-78% ~25 

Nickel Cadmium -40 ï 50 72-78% 45 - 80 

Nickel Metal Hydride -10 ï 40 ~90% ~80 

Lithium Ion -30 ï 50 ~100% 90 - 190 

The U.S. Advanced Battery Consortium (USABC) has set standards for 

commercial hybrid vehicle batteries to be able to operate over the range of -30°C to 52°C, 

with a future technology goal of -40°C to 85°C [118,119].  For military applications, 

additional implementation difficulty comes from the wider range of temperature, vibration 

and shock imposed by the military environment, but a similar set of battery materials and 

are being explored [120,121].  While Li-Ion technology is meeting the USABC near term 

goals, optimal battery performance requires operation over a much narrower temperature 

range.  As reported in an overview of the Chevrolet Volt Li -Ion battery system, the 

available battery output power rolls off very quickly outside of a 20-40°C temperature 

band, falling to 60% of rated power below 0°C and above ~50°C [122].  Additionally, 

several battery pack thermal studies have shown that both absolute temperature and 

temperature uniformity during use can significantly impact battery pack operation and 
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lifetime [123,124].  Non-uniform heating can occur during rapid discharge creating highly 

variable pack temperature distributions, and under certain conditions localized temperature 

excursions can lead to thermal runaway in lithium-based battery packs [125,126].  An in-

depth review of battery thermal management requirements and approaches covering these 

and other concerns was compiled by Rao and Wang [127], and a series of necessary battery 

thermal control systems have been examined by Pesaran [128].  Most recent commercial 

HEVs, including the Honda Insight and Toyota Prius, have made use of conditioned cabin 

air [129], while the recently released Chevrolet Volt Plug-in Hybrid Electric Vehicle 

(PHEV) has a lower temperature antifreeze loop dedicated to battery thermal control [130]. 

 

Figure 3.5 - Percent of rated battery power available over the operating temperature range for the 

General Motors Lithium Ion Voltec battery system showing peak power available from 20-40°C.  

From [122], with permission from SAE paper 2011-01-1373 Copyright © 2011 SAE International.  

Further use or distribution is not permitted. 

Several investigators have explored using a PCM to augment the battery cooling 

system.  The presence of a PCM, typically paraffin waxes embedded in a metal or carbon 
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foam, has been shown through both modeling and experiment to decrease peak temperature 

rise and increase thermal uniformity under high-rate discharge conditions [131,132].  In 

addition, it was suggested that the thermal capacity of the PCM could both reduce the need 

for cooling system overdesign and enable higher battery power output at elevated ambient 

temperatures [133].  The paraffin waxes chosen by the researchers had melting 

temperatures ranging from 42-56°C, which falls just below the 50-60°C upper temperature 

limit for NiMH and Li-Ion battery technology.  Because significant but predictable battery 

heating occurs during the recharging cycle of PHEVs, especially for rapid-charging 

systems [134], incorporating PCM based thermal protection in a vehicle battery pack could 

play an important role enabling customer-demanded high-rate charging while maintaining 

battery lifetime and reliability. 

3.1.2. Medium temperature applications, between 100 and 200°C 

The medium temperature applications are generally related to thermal protection of 

the under hood drive components, including the engine cooling loop and high-power 

electronics. 

3.1.2.1. Engine coolant loop thermal buffering 

Most vehicle engines use an antifreeze coolant loop consisting of an ethylene or 

propylene glycol and water mix that is pumped to a radiator for heat rejection to maintain 

temperature between 80-100°C.  In some configurations the loop will also cool other 

engine components (e.g., the transmission or gear-box), while possibly providing some 

cabin heating [135].  This loop is generally pressurized to maintain the coolant in the liquid 

phase with the antifreeze boiling temperature being just above 120°C.  More complicated 
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vehicle systems, especially EVs and HEVs, may have one or more additional liquid loops 

at lower temperatures for cooling electrical components.  Because higher cooling loop 

temperatures decrease the total radiator size for a given heat load, some future civilian and 

military vehicle designs are targeting a single 100-105°C vehicle coolant loop for all 

electrical and mechanical components [7,136].  Higher loop temperatures would further 

decrease radiator size, but such high temperatures can cause performance issues in the 

engine and reliability issues with elements such as the pump, seals, and hoses [137]. 

Typically, cooling loop capacity is sized to account for surge and transient loads.  

Because those peak loads are present for only a fraction of total operating time, design 

oversizing is reflected in the system pumps, radiators, heat sinks, and other associated 

hardware.  Several studies have looked at shifting some or all of the transient load to a 

PCM thermal buffer or heat accumulator, using a configuration similar to that shown in 

Figure 3.6 [137,138].  These studies demonstrated the ability to downsize the cooling 

system capacity by about 1/3 while staying below maximum engine temperature limits 

during power surges.  Moderate melting temperature materials were investigated, mainly 

focusing on the polyalcohol erythritol (TM ~ 118°C), although in [138] it was mentioned 

that a slightly lower melting temperature PCM would provide more margin for thermal 

gradients to develop around the cooling system.  The melting temperatures of an alternate 

PCM would have to be above the steady coolant temperature (~80-100°C for the primary 

engine loop, lower temperatures for other loops), but below the loop boiling limit with 

enough margin for any expected thermal gradients between the loop and critical 

components. 
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Figure 3.6 - Engine cooling system with a heat accumulator incorporating a phase change material 

to thermally buffer the coolant temperature, from [137]. 

3.1.2.2. Vehicle power electronics thermal protection 

Increasingly electrified vehicles require more power conversion electronics to 

move energy to the various vehicle systems, including battery packs, traction motors, and 

accessory payloads.  Core elements of these conversion electronic systems are 

semiconductor (typically silicon) power transistor and diode array modules that are used 

as the switching elements, an example of which is shown in Figure 3.7 [139].  While the 

power conversion efficiency of these components can be high (> 95%), their high power 

density still creates a challenging thermal management problem.  For high power 

electronics, heat is removed through several packaging layers to a liquid cooled baseplate 

connected to the vehicleôs cooling loop. 
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Figure 3.7 ï (a) Dual switch module, and (b) internal view of module showing transistor and diode 

arrays bonded down to substrate and baseplate, from [139]. 

As mentioned in the previous section, future vehicle designs are targeting a single, 

high temperature (> 100°C) cooling loop for the engine and electronics, which does not 

provide much margin for silicon devices with typical operating temperature limits of only 

125-150°C [81].  As a result, current commercial hybrid vehicles have had to use separate 

liquid loops for electronics with temperatures around 60-70°C [140].  While semiconductor 

devices made from wide-bandgap materials, such as silicon carbide and gallium nitride, 

are being developed with operating temperature limits as high as 400°C, other package 

material limits keep operation of those devices under 200°C [141].  In addition, while 

showing significant progress, those semiconductor devices remain cost-prohibitive for 

widespread commercial adoption, and even military circuit demonstrations are still in the 

prototyping phase [139,142]. 

While both DoE and the U.S. Army have been making numerous efforts to reduce 

overall package thermal resistance [140,143-146], previous studies by the authors [147] 

and others [148,149] have suggested that the associated material reduction also tends to 

reduce package thermal capacity which can actually result in higher temperatures under 

transient loading.  Incorporating a PCM into the electronics package to restore thermal 

(a) (b) 
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capacity has been shown to significantly slow this temperature rise [11,26,150].  In 

addition, directly buffering the electronic device creates a shorter thermal path to the PCM 

than buffering the cooling loop, potentially allowing higher rate transients to be mitigated. 

As before with coolant loop thermal buffering, the lower limit for acceptable PCM 

melting temperature is set by the temperature of the cooling medium, and the upper limit 

by the limiting temperature of the electronic device.  Additional margin must be allowed 

on both the lower and upper temperature limits to account for the thermal gradient between 

the PCM and coolant at steady state and between the PCM and device during the transient.  

Independent DOE and U.S. Army studies have identified erythritol as a candidate PCM for 

a power electronics thermal buffer heat sink (TBHS) due to both its melting temperature 

(TM = 118°C) just below the aforementioned silicon thermal limit and its relatively high 

latent heat [41,151].  The DOE study also identified the PCM TBHS concept as a key 

enabler for using silicon electronics on a 105°C cooling loop, while permitting 30-50% 

reduction in electronics heat sink size and weight relative to a non-PCM baseline. 

3.1.3. High temperature applications, above 200°C 

The high temperature applications all relate to thermally coupling to the hot engine 

exhaust for vehicle efficiency improvement.  The range of available temperatures, shown 

for a passenger vehicle in Figure 3.8, provides a number of options for PCM selection and 

integration with the exhaust system. 



 

61 

 

Figure 3.8 ï Range of available exhaust temperatures in a gasoline-fueled passenger vehicle, 

from [8]. 

3.1.3.1. High temperature exhaust energy storage for cold start improvement 

While the cold start improvement efforts described in Section 3.1.1.1 mainly focus 

on keeping components above ambient conditions in cold environments, the catalytic 

converter is designed to run at much higher temperatures to burn off polluting compounds 

from the exhaust stream.  Conventional catalysts have light-off temperatures of about 

350°C, below which conversion efficiency quickly degrades, but they often operate at 

higher temperatures for peak performance [152].  Even in warm environments, the catalytic 

converter will cool quickly resulting in an undesirable cold-start condition on the next use.  

Studies estimate that 60-80% of certain pollutants emitted during a standard drive cycle 

occur in the first two minutes while the catalytic converter comes up to temperature [153].  

Several advanced emissions controls techniques have been proposed, some of which have 

included use of a high-temperature PCM to maintain converter temperature over an 

extended off-time.  Reports from Burch, et al., described the use of a high conductivity 
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aluminum/silicon PCM material (TM ~ 580°C) and a lower temperature proprietary PCM 

(TM ~ 350°C) jacketing the catalytic material on a conventional gasoline engine [154,155].  

They found that the lower temperature PCM was more likely to melt completely and had 

lower losses to ambient than the higher temperature system.  It was able to keep converter 

temperature over 300°C for 24 hours, reducing certain emissions by 84 - 96%.  Because 

the U.S. EPA has estimated that there is less than 24 hours of off-time between 98% of all 

automobile trips, a thermally buffered catalytic converter could drastically improve overall 

vehicle emissions [156].  Additionally, future emissions control trends are leading toward 

lower temperature catalysts (potentially below 200°C) to reduce pollution from large diesel 

vehicles with lower exhaust temperatures [157], which could open the application to a 

wider range PCM materials. 

3.1.3.2. Exhaust energy thermal buffering for waste heat electrical conversion 

A large fraction of fuel energy goes directly out the vehicle exhaust due to 

combustion process inefficiency, and there has been a lot of interest in reclaiming this 

energy to improve overall vehicle efficiency.  Gasoline engine exhaust peak temperatures 

can vary from 500 - 900°C, while heavy duty vehicles (typically trucks with diesel engines) 

might only have exhaust temperature peaks from 500 - 650°C [158].  Figure 3.8 highlights 

the fact that exhaust temperature also varies significantly along the exhaust path.  A number 

of investigators have explored converting that waste heat into electricity, which could 

augment or even replace the vehicle alternator to help drive the increasing number of 

vehicle electrical loads. 

Little attention has been given to using a PCM thermal buffer to augment electrical 

conversion of recovered vehicle exhaust energy.  However, a recent DoE modeling effort 
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examined waste heat recovery (WHR) on four vehicle classes, from light cars to heavy 

trucks, and found that the most limiting condition was insufficient available waste heat 

during cold starts and intermittent acceleration (city versus highway driving) [159].  These 

are the same conditions that made thermal buffering an important part of the absorption 

cooling analysis mentioned in Section 3.1.1.4.  In fact, Fu, et al. recently performed a 

detailed power and temperature mapping of vehicle exhaust as a function of engine speed 

and load [160], commenting on the energy available for WHR.  These maps show that 

significant variation from the peak design point will occur in real vehicle operation, which 

can significantly reduce any recovered power and increase the payback period of a WHR 

system.  There have been case studies on hot-side thermal buffering for thermoelectric 

(TE) [161] and mechanical [162] conversion technologies for other high temperature 

applications (primarily concentrated solar power generation).  They examined using a PCM 

thermal buffer to maintain a stable hot side temperature, finding that sufficient energy 

storage allowed for extended operation even after solar input had ceased.  As it is likely 

that there may be significant similarities between TES material sets and heat exchange 

requirements for vehicle WHR and high temperature, large scale power generation (and in 

particular solar thermal generation), the reader is referred to a detailed review of the subject 

by Medrano, et al., in [163].  While source aspects for both TE and mechanical generation 

technologies are the same, they have unique aspects that affect PCM applicability in either 

case. 

Thermoelectric waste heat recovery: Using a thermoelectric generator (TEG) is one 

of the most often proposed vehicle heat recovery methods, accomplished by attaching the 

TEG to a portion of the exhaust pipe at the appropriate temperature for the material.  They 
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are attractive options because they are solid-state and lightweight, potentially providing 

higher reliability and lower mechanical complexity than other conversion options.  A 

thorough analysis of thermoelectric exhaust heat recovery including the impact of materials 

and thermal interface conditions can be found in [158], and an overview of recent design 

techniques can be found in [8,164].  A recent critique of TEG technology identified vehicle 

waste heat recovery as one of the few power generation applications where thermoelectric 

usage makes sense relative to more mature conversion technologies, primarily because 

efficiency of mechanical alternatives significantly decreases at lower power levels [165]. 

A significant concern with TE materials is that their thermoelectric performance is 

extremely temperature dependent, as shown in Figure 3.9 [166].  The expected variation in 

both exhaust heat and temperature means that both the TEG hot side temperature and the 

magnitude of any thermal gradients will see wide variation over a realistic drive profile 

(such as that shown in Figure 3.2(b)).  This reality means the TEG would likely be off-

optimum, operating inefficiently for the majority of its lifetime.  A well designed thermal 

buffer may be able to maintain the material near the optimal performance temperature.  For 

the materials shown, this could fall almost anywhere within the exhaust temperature span, 

but would likely center around the 400-500°C temperature range.  In addition, because of 

the thermal gradient expected down the length of the exhaust path, a multi-PCM solution 

might provide for a spatially tailored system with higher efficiency.  In any case, 

decoupling the TEG hot side from the exhaust pipe wall may expand the design space for 

a TE WHR system. 
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Figure 3.9 ï (a) p-type and (b) n-type thermoelectric materials and temperature dependent 

thermoelectric performance, from [166]. 

Mechanical waste heat recovery: Using mechanical thermodynamic cycles instead 

of (or in addition to) TEGs for waste heat recovery has received much attention as well, 

showing potential total fuel economy improvements near 20% [167,168].  These systems 

are primarily Rankine based cycles, which are a mature technology that may better tolerate 

a wider operating temperature span than TEGs, but they are typically used in steady 

conditions and will be limited in temperature and performance by the chosen working fluid.  

BMW recently modeled and tested a steam-based Rankine WHR system (Tmax = 350°C), 

focusing on the system complexities created by the highly transient exhaust heat exchanger 

conditions and the potential for resulting system inefficiency or even critical failure [169].  

They focused on the need for a complex control system to adjust for high rate transients, 

but it is possible that a PCM buffering the input could mitigate some of those concerns.  In 

a recent historical review of Rankine cycles for WHR, Sprouse and Depcik [170] indicated 

that organic fluids are generally chosen over water/steam for cycles with hot side 

temperatures below 370°C, and there are a significant number of available fluids below 
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200°C [168].  Thus, despite the fact that storing energy at higher temperature is a major 

factor in achieving net efficiency improvement [171], the expected variation in exhaust 

temperature and operating conditions could mandate selecting a lower working 

temperature working fluid and open the application up to a wide range of potential PCMs. 

3.2. Vehicle application summary and implications for PCM selection 

The vehicle applications described in this chapter cover a wide range of 

temperatures, summarized in Table 3.2.  The applications are listed with temperature 

ranges, estimates for desired PCM melting temperature, and comments on the reason for 

particular temperature selection.  As noted the particular melting temperature may depend 

on whether the PCM is being used for thermal protection or temperature control.  As an 

example, for thermal protection of current battery systems, a buffer temperature of just 

under 52°C may be appropriate.  For optimal performance, however, it may be preferable 

to attempt to control temperature within a smaller temperature band, perhaps from 

20-40°C.  Also, it is important to remember that for any particular design a thermal gradient 

will exist between the PCM and the item being buffered, and PCM choice must allow for 

some margin between the target and melting temperatures.  Finally, all of these applications 

share the fact that numerous thermo-mechanical factors, beyond those described here, need 

to be satisfied for successful implementation.  These include sufficient heat exchange and 

heat spreading, maintaining PCM form, containment, and container contact, and staying 

within vehicle size and weight limits. 
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Table 3.2 ï Summary of vehicle PCM applications and temperature requirements 

Application 

Temperatures 
Likely PCM 

Temperatures Comments Range Limit  

Cabin / Payload refrigeration  < 0°C (froz.) 

<5°C (refr.) 

-50ï5°C Tt either just below nominal air temperature if primary 

cooler, or just above if expected to act as an upper limit 

buffer during thermal excursions. 

Cold start buffering, engine fluids < 10°C  10-35°C Lower PCM temperature reduces loss to ambient and 

insulation requirements 

Cabin air conditioning loop  25°C (com) 

29.5°C (mil) 

5-25°C Buffering AC cabin fan side of loop, target for PCM is 

slightly above nominal fluid being buffered: either 

evaporator refrigerant temperature or vent discharge 

temperature to ensure charging during normal operation. 

Cabin heating   similar 40-70°C Should melt just below heat exchange temperature, 

whether charging from electrical cabin heater, engine 

block, or exhaust gasses. 

Vehicle battery pack, current 20-40°C -30 to 52°C 

(USABC) 

30-40°C (buffer) 

50-55°C (protect.) 

PCM designed to add thermal inertia either within 

optimum band to enhance performance, or just below 

limiting temperature for thermal protection. 

Vehicle battery pack, future est 20-40°C -40 to 85°C 

(USABC) 

30-40°C (buffer) 

65-80°C (protect) 

Assumes newer batteries have the same optimal 

operating point, but higher limiting temperature. 

Absorption AC loop from exhaust 60-100°C  55-65°C (current) 

85-95°C (high perf.) 

Current designs based on conventional AC temps. High 

perf. numbers estimated for improved absorption loops. 

Cabin Electronics  65-85°C 60-80°C Commercial electronics derate after ~85°C, militarized 

electronics using COTS impose similar limits. 

Cooling loop ï Lower temperature 

 

 Higher temperature  

60-80°C 

 

100-120°C 

 

< 125°C 

65-85°C 

 

110-120°C 

Tt must be greater than nominal loop temperature, but 

below coolant limit, PRV set point, or component limit. 

Higher temperature loop similar provides less margin for 

component temperature rise. 

Silicon power electronics  125-150°C 110-120°C Most silicon electronics will operate above 125°C, but 

are óderatedô or run at lower power. 

High temp. power electronics  175-200°C 150-175°C Wide-bandgap electronics can run at hotter than this, but 

other packaging restrictions limit upper temperature. 

Exhaust heat recovery, mechanical  

 

200°C (org) 

350°C (H2O) 

180-200°C 

300-350°C 

Available exhaust temperature varies from the engine to 

the tailpipe. PCM temperature based on working fluid 

temperature limit. 

Exhaust heat recovery, thermoelectric 200-800°C  400-500°C PCM temp. based on TAGS and PbTe based materials. 

Higher temperature TE would increase thermal potential. 

Cold start buffering, catalytic converter 320-560°C  >300°C Temperature should be above catalyst light-off 

temperature. Low-temp catalysts could allow lower TM. 

3.3. Recommendations for vehicular PCM use 

Developing future vehicles that are both more energy dense and more efficient will 

require replacing the traditional thermal system overdesign with intelligent, transient, 

thermal management methods.  The use of thermal buffering can overcome the temporal 

mismatch between thermal supply and demand commonly found in vehicle systems, with 

respect to both cooling supply and power generation.  Examination of past research into 

vehicle systems has identified a number of applications with either a transient mismatch or 

a thermal protection requirement that could benefit from phase change TES.  These 

applications cover the entire range of temperatures present on the vehicle, from near 
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freezing up to 800°C.  A consequence of using a PCM thermal buffer is that a unique 

material must be used for each system that has a different temperature requirement.  Having 

surveyed over 700 materials from over a dozen material classes in Chapter 2, we can now 

attempt to match the most promising PCMs to vehicle applications according to likely 

performance based on material properties.  Table 3.3 lists the applications described in this 

chapter, and provides suggestions on materials which may be worth investigating for future 

use.  It is worth noting that this is limited to materials with known properties, and other 

materials, especially metallics and solid-state PCMs, may provide a number of alternative 

options if the material databases are expanded. 

Table 3.3 ï Vehicle applications and suggested candidate PCMs, sorted by temperature 

Application  Material of Interest 
Material 

Class 

TM 

[°C] 

Sub-ambient refrigeration  

NaCl or KCl +H2O 

Mono/di/tri-ethylene Glycol 

Tetrohydrofuran 

aqueous salt 

organic 

organic 

(-21)-(-10) 

(-13)-(-7) 

5 

Cold start buffering, engine fluids 

Cabin AC loop, upper limit buffer 

Vehicle battery pack, optimal 

temperature 

 

Gallium-Zinc blends metallic 10-30 

Potassium Fluoride Tetrahydrate Salt hydrate 18.5 

Lithium Nitrate Trihydrate salt hydrate 29-30 

Vehicle battery pack, thermal 

protection  

Current, T < 52°C Indalloy 117 (non-ROHS) metallic 47 

Future, T < 85°C Barium Hydroxide Octahydrate salt hydrate 78 

Absorption AC loop, exhaust 

buffering 

Current, T ~ 60°C Sodium Hydroxide Monohydrate salt hydrate 64 

Future, T > 85°C Xylitol  sugar alcohol 93-95 

Cabin heating 
 Indalloy 117 (non-ROHS) 

Sodium Hydroxide Monohydrate 

metallic 

salt hydrate 

47 

64 

Cabin electronics thermal 

protection 

 Cerrobend Eutectic (non-ROHS) metallic 70 

 Barium Hydroxide Octahydrate salt hydrate 78 

Cooling loop, upper limit 

buffering 

Low Temp 
Barium Hydroxide Octahydrate salt hydrate 78 

Xylitol  sugar alcohol 93-95 

High Temp Erythritol sugar alcohol 117-118 

Power electronics thermal 

protection 

Silicon Erythritol sugar alcohol 117-118 

High Temp. 
Xylose sugar 147-151 

d-Mannitol sugar alcohol 168-168 

Cold start buffering, catalytic 

converter 

Current, Tc > 350°C 
KCl + MgCl2 + NaCl salt blend 385 

Lithium Hydroxide salt 462 

Future, Tc > 200°C Lithium Nitrate salt 250-254 

Engine exhaust heat recovery, 

source buffer 

Mechanical 

Galactitol sugar alcohol 188-189 

Aluminum Chloride fused salt 192 

91Sn,9Znb metallic 199 

Thermoelectric 

Lithium Hydroxide salt 462 

Potassium Perchlorate salt 527 

88Al,12Si metallic 576 
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There is, of course, more to successful design than selecting a likely storage 

material.  The steady and transient thermal conditions for the vehicle component must be 

fully understood, and this information is often unavailable or of poor quality.  Not only 

average and peak temperatures, but also transient duration and frequency needs to be 

known to set the desired total energy storage requirement and PCM volume.  Finally, an 

often ignored but perhaps be one of the most critical PCM system considerations is how 

operation will be affected after the PCM storage has been exhausted.  In summary, more 

comprehensive vehicle and component level modeling will be required to understand the 

large number of internal and external thermal and material parameters in order to 

successfully implement any PCM-based system. 
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Chapter 4 ï Power semiconductor devices and thermal packaging 

The remainder of this report will focus on one particular PCM application described 

in Chapter 3: thermal protection of power electronic semiconductor devices.  These devices 

have numerous uses both on and off the vehicle, and they create one of the primary thermal 

challenges in electronic component design.  This chapter will provide an overview of 

power devices and electronic packaging, along with a description of two experimental 

evaluations of electronics thermal improvements.  Specifics on transient thermal aspects of 

electronic components and packaging, including applications of thermal buffering with 

PCMs, will be described in following chapters.  (Much of the experimental work presented 

in this chapter were originally published in [144] and [172]. 

4.1. Heat generation in power semiconductor devices 

The silicon transistor has become the standard switch component used in the 

majority of analog and digital electronics circuits.  As briefly mentioned in Chapter 3, for 

a number of electrical and mechanical reasons devices are being developed using wide-

bandgap materials, including silicon carbide and gallium nitride.  While these materials 

might provide for higher temperature and higher speed operation, the general thermal 

behavior of the devices is similar. 

A representative power transistor cross-section is shown in Figure 4.1.  Although 

specific configurations vary, most high power transistors have several features in common 

that affect their thermal profile.  First, most transistor designs have a higher resistance 

region, commonly called the transistor junction, near the top of the device.  Heat generated 

in this region generally must be conducted through the device to the backside contact, 

where the device is mounted to the circuit board or component package.  From this point 
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heat is removed by conduction or convection according to system design.  With respect to 

Figure 4.1(a) the transistor (a Vertical Diffusion Metal-Oxide-Semiconductor, or VDMOS, 

transistor), the gate electrode when charged induces the formation of a narrow conductive 

path, or channel, between the N+ wells and the N- region, allowing current to flow from 

source to drain.  Note that the schematic is not to scale.  The N+ region is the device 

substrate, which actually much thicker than all of the layers above it.  The substrate may 

vary from 200-500 µm, while the remaining layers may only total 1-100 µm, depending on 

electrical requirements. 

 

Figure 4.1 ï (a) Cross-section of a representative power transistor device structure.  (b) The 

electrical resistive components along the deviceôs conductive path. Note that the figures are not to 

scale, as the N+ region at the Drain can be 10-100x thicker than the other layers.  Figures adapted 

from [173,174], with permission under Creative Commons license CC-BY-SA 3.0. 

Figure 4.1(b) shows the primary components of electrical resistance along the 

current path through the device.  The power is dissipated in each component via Joule 

heating can be calculated using: 

 ὖὸ ὭὸϽὙ  (6) 

(a) (b) 
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Where i(t) is the electrical current through the transistor as a function of time, and R is the 

electrical resistance.  Thus, most of the device heat generation occurs in the upper layers 

of the device, referred to as the device junction, where the higher resistance portions of the 

current path are located.  This often permits the assumption to be made that all of the heat 

generation occurs at the top surface of the device, simplifying device heat transfer models. 

4.2. Power semiconductor package thermal transport 

Figure 4.2(a) shows a typical high-performance power electronic device module, 

incorporating a number of semiconductor die assembled into a particular circuit 

configuration.  Figure 4.2(b) shows a cross-sectional sketch of the multiple layers in a 

typical power module stack.  The layers within this package provide electrical 

interconnection between multiple circuit elements as well as mechanical support for 

reliable device operation.  With respect to the thermal aspects of the package, most power 

modules are designed with the primary heat removal path through a heat sink at the base.  

The top of the device is typically kept free for wirebonding or other electrical contact, 

although there have been a few investigations of using the top side for heat removal as 

well [175].  All elements between the semiconductor junction and the final heat removal 

mechanism (whether an air cooled heat sink, liquid cold or chill plate, or other structure) 

comprise what is referred to as the thermal stack.  Each piece of that stack contributes to 

the total thermal impedance of heat flow from the device. 
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Figure 4.2 ï (a) Representative multi-chip power electronic module (Eupec BSM200GD60DLC).  

(b) Power module packaging layer stack. Not shown in (a) is the electrically (and usually thermally) 

insulating encapsulant, potting compound, or gel used to fill the remainder of the module package. 

Heat flow through and temperature in a linear material is described by the one 

dimensional heat equation shown in (7), which relates the energy accumulation and 

generation at any point, x, to the net rate of heat leaving that point: 

 ”ὧ
‬Ὕ

‬ὸ
Ὧ
‬Ὕ

‬ὼ
Ὣὼ (7)  

where r, c, and k are material density, specific heat and thermal conductivity, respectively, 

and g(x) is the heat generation profile in the material.  As mentioned earlier, often in 

electronic device operation heat generation is approximated as a heat flux boundary 

condition at the top of the device, eliminating g(x).  The resulting linear potential energy 

flow equation is common to numerous disciplines, and results in direct proportions between 

flow and either spatial or temporal potential gradient.  It is often convenient to define 

thermal proportionality constants in analogous lumped electrical terms of resistance and 

capacitance.  This approach to thermal modeling can be traced back well over half a 

century [176,177].  The analogy between domains is shown in Table 4.1. 

(a) (b) 
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Table 4.1 ï Linear thermal equations and electrical circuit equivalents 

Thermal 

Equation 

Electrical 

Equivalent 

Equation 
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Thermal 

Proportionality 

Constant 
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Using this analogy, it is possible to show that each layer in Figure 4.2(b) is a 

component contributing to the total thermal resistance, Rth, and thermal capacitance, Cth, 

of the package.  Because the relative speed and duration of the electrical functions of these 

devices are often much faster than the thermal response of the package, often only the 

steady-state aspects of the device are examined.  Additionally, in packages with many large 

semiconductor devices a 1-dimensional approximation of heat flow can be used.  The 

combination of these assumptions permit the package to be modeled as a 1D thermal 

resistance chain, as shown in Figure 4.3.  The layers generally considered part of the 

module package, indicated by the dashed box, are traditionally manufactured separately 

from the heat sink components.  Each of these discrete layers contributes to thermal 

resistance according to its thickness and thermal conductivity.  Additionally, it should be 

noted that there can be some finite contact resistance between each layer, although that 

component is sometimes lumped into effective resistance of the surrounding layers.  

Minimizing steady-state temperature rise can then be reduced to minimizing the sum of the 

thermal resistance components in the stack. 
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Figure 4.3 ï Power electronics thermal stack depicting multiple thermal resistance components 

(layers not to scale).  Dashed box indicates primary thermal module layers, usually manufactured 

independently from cooling components or heat sinks. 

4.3. Improving power module steady-state thermal resistance 

Figure 4.4 shows the junction temperature rise in a power package with a range of 

package thermal resistivities (resistance normalized to device area).  With respect to 

improving steady-state thermal performance, it does not matter which resistances are 

reduced in the total device stack.  The junction temperature will simply be a product of 

heat flux and total thermal resistance (or resistivity for a 1D, constant area condition), 

which is given by (8) and (9).  Thus, it is sensible for improvement to focus on whichever 

components of resistance present the largest thermal resistance and the best possibility for 

reduction in that factor. 
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Figure 4.4 ï Simple performance curves showing device temperature rise for packages with a range 

in values of total thermal resistivity (die area averaged, in units of cm2K/W). 

 Ὑ
ὸ
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Ὤ ὃ
 (8)  
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Ὤ
 (9)  

The first terms in (8) and (9) represent the conductive portion of the thermal stack, 

consisting primarily of the power module itself.  Improving the conductive portions of the 

thermal stack involve either increasing layer thermal conductivity by choosing different 

materials or thinning the layers to reduce total resistance.  (For packages that do not fit the 

1-dimensional model well, improvements also can be made by increasing heat spreading 

between layers.) The second terms represent the total heat sink thermal resistance, 

including any solid conduction that is not explicitly included in the first terms (such as heat 

spreading in fins) and fluid convection at the heat removal surface.  Heat sink resistance 

can generally be improved by modifying the cooling mechanism to increase the convection 
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coefficient, h, or increasing the surface area, As.  As detailed calculations of heat sink 

resistance can become quite complicated because it is highly dependent on geometries, 

fluids, and cooling mechanism, one-dimensional analysis often makes use of an effective 

convection coefficient, heff.  As described by OôKeefe ad Bannion in [178], this is defined 

as the convection coefficient that would produce the same effective heat removal rate on a 

flat surface with area equal to the conductive portion of the thermal stack.  The effective 

convection coefficient is related to the actual, average heat transfer coefficient over the 

wetted surface by 

 Ὤ ὬϽὃὉϽ– (10)  

where AE is the area enhancement ratio of wetted surface area to cross-sectional area and 

h is a surface area utilization efficiency term, similar to fin efficiency for an extended 

surface.  For practical forced cooling mechanisms, the value for heff can vary from as low 

as 100 W/m2K, representing moderate airflow over a finned heat sink, to more than 

500,000 W/m2K, representing some of the higher reported rates for forced liquid 

impingement cooling [179]. 

The thermal resistivities of low performance heat sinks or cold plates can vary quite 

widely, from about 0.5 ï 5 cm2K/W (again, defined as junction temperature rise per unit 

heat flux at the die).  At the same time, reviews of commercial grade and advanced power 

modules shows that junction-to-case thermal resistivities can be on the order of 

0.1 - 0.3 cm2K/W [180,181].  Thus, the dominant factor for thermal improvement has for 

quite some time been to improve the heat sinking mechanism for the module.  Numerous 

studies have been performed over several decades to address this problem, one of the most 
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prominent being the seminal work of Tuckerman and Pease demonstrating that 

microchannel cooling can be a viable high-performance cooling option [182]. 

Unfortunately, the large flow restriction and resulting pressure drop that these 

channels impose has made practical system implementation difficult, and temperature 

nonuniformity over the cooled regions can degrade performance and reduce 

reliability [183,184].  Estimated limits for maintaining reasonably sized pumps and 

ancillary components show a need for sub-35 kPa (~5 psi) pressure drops over the cooling 

device [185].  Modified microchannel designs, including branching [186] and manifolded 

structures [187,188], have been shown to mitigate some of these problems, and 

optimization can find acceptable design points [189,190].  The net result shows that 

microchannel coolers of various designs have demonstrated low thermal resistivity 

(< 0.1 cm2K/W) and high single-phase heat removal characteristics (> 700 W/cm2) [191]. 

Such low thermal resistivities from using microchannel cooling shift the focus back 

to the module portion of the stack for overall thermal improvement, as further efforts to 

increase convective performance approach a ódiminishing returnsô condition with 

excessive system cost.  The packaging layers, however, have already been optimized to 

satisfy multiple competing constraints, including high thermal conductivity, low thermal 

expansion mismatch to the semiconductor device, mechanical strength, and electrical 

conductance.  An alternative to making further adjustments to those layers is to integrate 

the heat sink function into layers closer to the device.  This would have the dual benefit of 

reducing thermal resistance, and relaxing design constraints on the layers no longer in the 

thermal path.  In addition, by bringing microchannel coolers closer to the heat source, it 

may be possible to relax the fluidic design constraints, permitting a somewhat lower 
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convection coefficient while still producing a net reduction in total thermal resistance.  The 

microchannels may be larger diameter, or pumped at lower flowrates, mitigating some of 

the high pressure drop problems limiting adoption of microchannel systems. 

4.4. Substrate integrated cooling ï fabrication and evaluation 

A number of options are available for integrating module cooling closer to the 

semiconductor device, from tighter integration with the baseplate all the way to bringing 

the coolant directly into device contact.  While the latter case would provide the lowest 

potential thermal resistance by completely eliminating any additional material from the 

thermal stack, it also removes any isolation between the electrical components and the 

coolant.  Vehicle coolants (such as water or ethylene glycol based antifreezes) are generally 

conductive, creating a potential electrical shorting path.  Dielectric coolants (which are 

primarily fluorocarbons or refrigerants) that could avoid the conductance problem have 

generally worse cooling performance, and have been shown to reduce convection under 

similar conditions by 50% or more [192].  As such, an integration point that preserves 

electrical isolation and enables use of arbitrary coolants is desired. 

For the standard power module stack described in Figure 4.3, the device substrate 

is the aluminum nitride (AlN)  direct-bond-copper (DBC) layer.  As AlN is a high thermal 

conductivity dielectric material, the DBC is the closest layer to the device that would still 

provide electrical isolation, supposedly on the order of 50 V/µm [193].  Integrating the heat 

sink function into the ceramic substrate would provide a significantly reduced thermal 

stack, as shown in Figure 4.5.  While there still might be additional package layers or 

components around those shown, they would be removed from the thermal stack and would 

have less influence on device thermal performance. 
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Figure 4.5 ï Modified packaging and thermal stack with a number of layers and interfaces 

eliminated by moving the fluidic cooling into the ceramic substrate. 

4.4.1. Ceramic substrate integrated cooling ï fabrication approaches 

Aluminum nitride ceramics have numerous qualities that make them advantageous 

as semiconductor substrates.  In addition to the aforementioned voltage hold-off, the 

materialôs coefficient of thermal expansion is closely matched to silicon and silicon carbide 

devices, and it has a high thermal conductivity [194].  These properties are summarized in 

Table 4.2. 

Table 4.2 ï Properties of Silicon, Silicon Carbide, and Aluminum Nitride [194] 

Material 
Thermal Expansion Coefficient 

[ppm/K] 

Thermal Conductivity 

[W/mK]  

Silicon 2.5 135 

Silicon Carbide 4.6 280 

AlN (ceramics) 4.2 170 - 200 

Unfortunately along with the useful properties of AlN, it is also a brittle material 

that is very chemically inert.  This restricts the use of standard micromachining operations 

for defining deep microchannels.  A standard packaging substrate is ~25 mils (625 µm) 

thick.  A few cases are presented in the literature where deep plasma etching has been 

successful in AlN, the most notable of which is found in [195], where the researchers were 

able to etch 50 µm deep using a chlorine-based plasma and a thick nickel etch mask.  

Unfortunately, limitations to depth currently make etching unsuitable for large scale power 
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electronic substrates.  Two alternative techniques are evaluated in the following sections: 

diamond saw-cut microchannels, and stereolithographically fabricated substrates. 

4.4.2. Diamond saw-cut ceramic microchannels 

A relatively straightforward, high speed fabrication technique was used to fabricate 

a series of aluminum nitride microchannel substrates.  A Disco DAD320 diamond bladed 

wafer dicing saw was used to make partial depth cuts in a 1ò x 1ò AlN substrate.  The tool 

has a precision stage (accuracy: 3 µm lateral/1 µm vertical) with semi-automatic multiple 

cut capabilities, allowing the specification of cut position, number of cuts, and pitch with 

micron-level accuracy.  Both 150 µm and 250 µm blades were used successfully to cut 

straight channels up to 300 µm deep into the 625 µm thick ceramic substrate.  Thinner 

blades were found to ñwalkò and overlap each other when attempting to use a small cut 

pitch.  An example of the saw-cut AlN microchannel substrates is shown in Figure 4.6. 

 

Figure 4.6 ï Saw-cut aluminum nitride ceramic substrate. The channels shown were cut 300 µm 

deep with a 250 µm blade and a 375 µm pitch.  (SEM image courtesy of Brian C. Morgan, Army 

Research Laboratory, Adelphi, MD.) 
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One concern when fabricating saw-cut channels was the dimensional accuracy that 

could be achieved.  Cutting procedure involved zeroing the blade on the AlN top surface, 

then offsetting by the desired cut depth, typically 300 µm or ~1/2 the substrate thickness.  

The zeroing process was the most limiting aspect, as the AlN substrates were not 

sufficiently planar to take advantage of the sawôs z-stage accuracy.  As such, a series of 

test cuts were performed to examine cutting repeatability.  Using a WYKO NT1100 Optical 

Profilometer, it was found that the target depth could be achieved to within +/-10µm across 

a 1 inch (~25.4 mm) piece.  Also, cut width depended solely on the blade width, and 

appeared insensitive to blade translation or rotation speed.  While there was some chipping 

on the top surface, using a relatively new blade produced near-vertical sidewalls with 

squared channel bottoms, as the Figure 4.6 SEM inset shows. 

A primary drawback to the saw-cut microchannels is that the channels must go all 

the way across the substrate.  Thus, it is only amenable for straight microchannels, open to 

the edge of the substrate, and not the more complicated channel structures mentioned 

earlier such as branching or manifolded structures. 

Test substrates fabricated in this way were metalized prior to channel cutting.  A 

3-metal layer stack (50 nm Ti, 50 nm Pt, 1 µm Au) was deposited by a CHA electron-beam 

evaporator system.  Next, the microchannels were cut into the backside of the substrate, 

channels centered under the die attach location.  Finally, a second, flat piece of AlN ceramic 

was attached to cap the channels, and the two pieces were sealed together with Kapton tape 

and Loctite E-20HP epoxy. 

Heat sources for thermal testing consisted of a 4mm ómechanical gradeô SiC Cree 

pin diode.  The diode and copper tabs were soldered to the metalized substrate, and the top 
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of the die was connected using a pair of 10 mil (250 µm) aluminum wire bonds.  A 

photograph of a packaged AlN microchannel substrate is shown in Figure 4.7. 

 

Figure 4.7 ï Representative packaged and sealed AlN substrate with SiC diode heat source. 

4.4.3. Stereolithographically defined ceramic microchannels 

The previously described methods of fabricating AlN structures all suffer from the 

extra complications of enclosing channels, sealing edges, and making fluid connections.  

Developing a single-piece AlN microcooler with simplified fluidic connections and 

arbitrary geometries would overcome these difficulties.  3D printing has recently seen a 

surge in popularity since it was pioneered in the late 1980ôs by 3D Systems, Inc. Since that 

time there have been a number of new 3D printing techniques and materials, but most of 

the focus has been on plastics and metals.  More recently, work has been progressing on 

stereolithography, one of the original 3D printing techniques, with ceramic materials.  It is 

used to create the ógreenô (unfired) ceramic part, which can then be processed into the final 

ceramic piece. 
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Technology Assessment and Transfer, Inc., (TA&T, Millersville, MD, USA) 

developed a ceramic stereolithography process capable of producing parts from aluminum 

nitride (in addition to other ceramics).  With some limitations, the flexibility of 

stereolithographic fabrication enables creation of monolithic structures with complex 

features having dimensions down to about 150 µm.  As mentioned before, the process 

involves the definition of the ceramic ógreenô part in a standard 3D Systems 

stereolithography machine using a proprietary photosensitive ceramic resin.  The system 

takes information from a 3D CAD file, translates the part information into machine code, 

and then builds the part layer-by-layer, successively laser curing the resin.  The AlN 

material is built at a layer thickness of about 25 µm.  Uncured resin is drawn from the part, 

and then it is fired in a high temperature furnace to achieve binder burn-off, ceramic 

sintering, and densification.  The process is able to produce stereolithographic parts with 

thermal conductivity on the same order as commercial AlN substrates, typically 

160-190 W/mK. 

Due to limitations in part yield when producing complex microchannels (both resin 

removal and the firing process would cause splitting and warping on overly complex green 

parts), the substrates produced for this study were designed to be straight microchannels 

only.  Fluid entrance and exit ports were able to be placed on the substrate face to ease fluid 

coupling relative to the edge-coupled saw-cut substrates described in the previous section.  

A representative sketch of a single-die substrate is shown in Figure 4.8.  Following 

substrate fabrication, the devices were metalized and instrumented as described in 

Section 4.4.2, and a fully assembled substrate is shown in Figure 4.9. 
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Figure 4.8 ï 3D sketch of microchannel substrate used as the fabrication input file. 

 

Figure 4.9 ï Fully assembled stereolithographically fabricated AlN microchannel substrate. 
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4.4.4. Experimental Evaluation 

This study measured the thermal performance of the two types of microchannel 

substrates described in the previous two sections to ascertain the technologyôs viability as 

a power device packaging option.  The test procedure used active devices as heat sources 

while measuring power and temperature for a range of flow conditions, with particular 

focus up to the 35 kPa (5 psi) range of interest for vehicle electronics cooling. 

4.4.4.1. Experimental Setup 

Figure 4.10 shows the configuration of the test set used to evaluate the substrates.  

The system measures electrical energy into the SiC diode, heat removed by the fluid, fluid 

inlet and outlet temperatures, and device temperature.  In addition, the setup has closed-

loop fluidic control and electrical control of the power input for heat generation. 

 

Figure 4.10 ï Diagram of experimental setup for characterization of microchannel substrates. 

The fluid control system consists of a pressurized tank (a) filled with room 

temperature (20-25°C) demineralized water that has been pressurized from 210-350 kPa 

(30-50 psig) by the house nitrogen line.  The water flow is controlled by an Alicat Scientific 

LC Series flow controller (c) with a range of 0-200 mL/min (±2%), which also reads inlet 

nitrogen 
input 

water 
out 

manual 
valve 

pressure 
transducer 

 

TCoutlet 

(g) 

(a) 

(b) 

flow 
controller 

pressurized 
water 

reservoir 

(d) 

ambient 
pressure tank 

(j) 

thermal 
camera 

pressure 
regulator 

 

microchannel 
sample 

power supply 

oscilloscope (i) 

(h) 
(e) 

(f) 

(c) 



 

87 

fluid temperature and upstream line pressure.  A manual needle valve (b) before the flow 

controller allows coarse adjustment of the line pressure drop to facilitate stable flow 

control.  Fluid pressure at the microcooler entrance is read by an Omega PX181b pressure 

transducer (d), with a full scale range of 15 psia (+/-1%FS).  The flow passes through the 

microchannel substrate (e) and exits immediately to an ambient pressure reservoir (f).  A 

type-K thermocouple, calibrated between 0-100°C to 0.2°C, embedded in the exit tube 

measures the exit temperature of the cooling water (g). 

It should be noted that the system was initially designed for low flowrate 

measurements, and only has closed loop flow control up to 200 mL/min.  Beyond this 

range, ñopen loopò flow control was performed using the needle valve (b).  Prior to thermal 

testing, flow through each substrate was measured using a timer and graduated cylinder, 

and the associated pressure (as read from the PX181b transducer (d)) was recorded for that 

particular flow rate.  Several measurements were made to average out measurement 

variations and estimate measurement error, and this data was used to predict the flow rate 

during thermal testing from the recorded pressure reading. 

An American Reliance 1.2 kW power supply (h) (60 V, 20 A limits) in current 

controlled mode applies a forward bias to the diode bonded to the device.  Delivered power 

is measured by a Tektronix TDS5104 Digital Oscilloscope (i).  Diode average surface 

temperature is measured by a FLIR Systems Thermacam SC500 infrared (IR) camera (j).  

It should also be noted that the SIC diodes used in the experiment were ómechanical 

qualityô diodes, not fit for use as reliable components in a switching circuit.  They were, 

however, readily available and served as excellent heat sources for the experiment as they 

mimic an actual die stack and have a high voltage drop (making for easier power supply 
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matching).  However, it was noticed that some device nonuniformity gave rise to hot spots 

that were observed to sometimes exceed the average device temperature by more than 10-

20°C.  All measurements except the IR camera readings were directly captured by a 

Labview program on a local computer.  Logs of IR camera measurements of die 

temperature were subsequently merged with the acquired sensor and control data for 

analysis. 

4.4.4.2. Test sample preparation 

Several substrates of each type were fabricated using the techniques described in 

Sections 4.4.2 and 4.4.3.  For the saw-cut channels, there were significant yield issues due 

to the thin, brittle substrates being weakened by the diamond saw and splitting during 

demounting and subsequent assembly.  As such, only two substrates were fully testable.  

The dimensions of these substrates (ALN2 and ALN4) are shown in Table 4.3.  For the 

stereolithographic (STL) substrates, a number of dimensional variations were designed for 

fabrication by TA&T with channel depths ranging from 1-3 mm and channel widths from 

100 to 400 µm.  However, yield problems again limited the testable units to a set of four 

substrates, dimensions shown in Table 4.4.  Primary yield issues included the ability to 

remove uncured resin, structural integrity of high aspect ratio features, and part splitting 

during firing.  Surviving parts were primarily those with deeper channels and thicker 

channel walls. 

Table 4.3 ï AlN saw-cut microchannel cooler dimensions 
Sample 

# 

Channel 

Count 

Blade Width 

[µm] 

Pitch 

[µm] 

Depth 

[µm] 

Length 

[cm] 

ALN2 10 250 470 300 2.54 

ALN4 14 150 335 300 2.54 
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Table 4.4 ï AlN stereolithographic microchannel cooler dimensions 
parameter units TAT1 TAT2 TAT3 TAT4 

Substrate Length [mm] 27.3 27.3 27.3 27.3 

Substrate Width [mm] 11.5 11.8 11.7 12.0 

Channel length 1 [mm] 18.1 17.7 17.9 17.6 

Channel width 2 [µm] 200 200 200 200 

Channel pitch 2 [µm] 500 500 500 500 

Channel depth 2 [mm] 2 2 2 3 

Number of channels  12 13 13 13 
 1 Measured between inside edges of inlet and outlet openings 

2 Design dimensions, not measured 

For the saw-cut channels, fluid coupling was achieved using a sleeve gasket and 

mounting block as shown in Figure 4.11.  Earlier attempts to use edge sealing or epoxy 

block encapsulation led to part breakage of leaking after several thermal cycles.  The fixture 

shown uses a tapered silicone sleeve gasket (Cotronics Duraseal 1553) which makes a snug 

fit in the mounting block cavity.  Inserting the test piece in the gasket slot and then attaching 

the lid compresses the gasket against the block making a water-tight seal (tested up to 

200 kPa or ~30 psi).  The block and lid were fabricated from ABS plastic on a Stratasys 

FDM Titan rapid prototyping system, and sealed with a thin layer of Loctite E-20HP epoxy. 

 

Figure 4.11 ï Mounting block for AlN saw-cut microchannel coolers (a) pre- and (b) post-

assembly. 
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Mounting the STL substrates was less cumbersome due to the face coupling 

entrance and exit holes.  A flat butyl rubber gasket was clamped between the fluid 

inlet/outlet (the exposed channels seen in Figure 4.9) and the aluminum fluid header, 

providing leak-free sealing in excess of 210 kPa (~30 psi). 

Prior to evaluation, all test pieces were coated with a thin layer of boron nitride 

spray (Rescor 112 by Cotronics Corporation) to increase uniformity of surface emissivity 

for infrared thermography.  As discussed in [196], the boron nitride spray served a function 

similar to a matte black spray paint, providing an uniform emissivity of about 0.95, while 

remaining easy to remove with acetone or alcohol based solvents. 

4.4.4.3. Test procedures 

After ensuring leak-free mounting of the test pieces, either a flowrate was set by 

the Alicat controller (for flow rates below 200 mL/min), or the needle valve was adjusted 

to achieve a steady pressure drop across the device under test.  After flow rate stabilization, 

a forward current was passed though the diode and gradually increased in approximately 

1 A increments.  At each current level the diode top surface average temperature was 

allowed to stabilize and data were recorded with the IR camera.  Testing was terminated 

when die temperature approached 100°C to avoid the possibility the coolant being driven 

to boiling.  Flowrate or pressure was then increased and the test was repeated for all flow 

setting and devices.  Tests were generally ended at a total pressure drop of 70 kPa (or 

10 psi).  Following data collection, the sampleôs temperature, power, and flow 

characteristics were analyzed to quantify thermal resistance according to: 

 Ὑ
ЎὝȟ

ή  (11)  
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where DTd,avg is the increase in average diode temperature due to the applied power, and 

qfluid is the amount of heat absorbed by the fluid, calculated via calorimetry using: 

 ή ὗ ” ὧὝ ” ὧὝ  (12)  

where Q is the volumetric flow rate, Tin,out is the fluid temperature at the inlet and outlet of 

the test piece, and r cp are the density and specific heat of water evaluated at the 

temperature Tin,out using the values found in [197].  This method of evaluating heat flow 

was chosen over simply using device power in order to get a more accurate value of the 

cooling performance of the device thermal stack.  Heat loss to the environment would 

create an over prediction of cooling performance if device power was used, and it is 

expected that this non-ideal factor would not be negligible.  Expected heat loss paths 

include conduction to the mounting fixture and fluidic connections and free convection of 

all heated surfaces to the surrounding air.  In addition, while likely only a small 

contribution, a silicon carbide diode will emit light in proportion to the power applied, and 

that photon generation represents another method of energy loss.  Thus, since the heat 

moving through the thermal stack was simply that absorbed by the fluid, using that and the 

endpoint temperatures as described by (11) permitted calculation of thermal stack 

resistance. 

4.4.4.4. Experimental results ï microchannel fluidic behavior 

As mentioned in Section 4.4.4.2, a total of six AlN microchannel substrates were 

able to be tested.  Only flow behavior of all six were evaluated, however, due to diode 

delamination at the die attach base metal between tests, and TAT3 could not be tested for 

thermal performance.  As shown in Figure 4.12, the devices all show the expected 2nd-order 

polynomial dependence between pressure and flowrate, with linear dependence at low 
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flowrates due to channel flow, and quadratic dependence appearing for larger flowrates as 

other so-called óminor lossesô begin to dominate.  (Although not shown in the figure to 

preserve clarity, each pressure-flowrate dataset had a 2nd-order, zero-intercept polynomial 

least squares fit between 99.2-99.95%.) 

 

Figure 4.12 ï Flowrate comparisons of the tested saw-cut and STL microchannel substrates.  Note 

the different horizontal scales used for the two microchannel types, as they have significant 

differences in cross-sectional area.  Horizontal and vertical error bars are included indicating 

+/- 3-sigma measurement variation, but are only significantly visible for high flowrate data points 

with manual flow measurement. 

The saw-cut channels have a much smaller cross-sectional flow area than the STL 

channels, presenting a much higher flow restriction as evidenced by the quick pressure rise 

for ALN2 and ALN4 in Figure 4.12.  In fact, they did not require flow testing outside the 

Alicat flow controller limit.  Alternatively, the much deeper (several millimeters versus 

~300 µm) STL channels showed a much lower flow resistance, exceeding the Alicat flow 
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limit and requiring the use of manual flow measurement, as evidenced by the much wider 

error bars beyond 200 mL/min. 

Additionally, we can look at the flow characteristics of the channels and compare 

them to expected, ideal channel flow.  According to elementary laminar channel flow 

theory, the proportionality constant between pressure drop across a channel and flow 

through it is called the friction factor, f.  (In this document we refer only to the Darcy 

friction factor, not the Fanning friction factor, the latter differing only by being 4x smaller 

than the former.)  f is not a constant, as it decreases with increasing flowrate, and is defined 

as: 

 Ὢ ὅὙὩϳ   (13) 

where C is the Poiseuille Number, a constant in fully developed flow.  C has a value of 64 

for pipes with circular cross section, and the number varies with cross-sectional aspect ratio 

for rectangular channels, with a value of 96 for the limiting condition of infinite parallel 

plates (AR = W/L Ą 0).  C for rectangular channels can be reasonably approximated using 

the polynomial fit in (14) from Shah and London [198], and Table 4.5 lists the Poiseuille 

Numbers for the channels tested in this study. 

 ὅ ωφρ ρȢσυυσὃὙ ρȢωτφχὃὙς ρȢχπρςὃὙσ πȢωυφτὃὙτ πȢςυσχὃὙυ  (14) 

Table 4.5 ï Substrate idealized Poiseuille Numbers 
# AR C = f·Re 

ALN2 0.833 57.3 

ALN4 0.500 62.2 

TAT1 0.075 87.2 

TAT2 0.075 87.2 

TAT3 0.075 87.2 

TAT4 0.050 89.9 

 



 

94 

Channel behavior can be compared with these ideal values by calculating the 

Reynolds number and the apparent friction factor from measured flow conditions using the 

following formulas: 

 ὙὩ
ὗὈ

‡ὃ  (15) 

 Ὀ
τὃ

ὖ  (16) 

 Ὢ
ςὈ

”ὒ

ɝὴ

ὗȾὃ
  (17) 

Q is the channel volumetric flowrate, Dp is the pressure drop, n and r are the fluid 

kinematic viscosity and density, DH, Ac, and P are the channel hydraulic diameter, cross-

sectional area, and perimeter, and L is the channel length.  The measured f·Re product using 

(15)-(17) is shown in Figure 4.13 along with the calculated values from Table 4.5.  In 

addition, the normalized Poiseuille Number, C* , which is the measured f·Re normalized 

by the calculated values, is shown in Figure 4.14 
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Figure 4.13 ï Measured Poiseuille number (C) for the tested flow conditions.  If fully developed 

channel flow dominated the pressure drop characteristics, C would be constant over the full laminar 

flow regime.  Constant value lines from Table 4.5 are shown for the different channels. 

 

Figure 4.14 ï Normalized Poiseuille number, C* , or measured f·Re product divided by calculated 

f·Re for fully developed flow.  Horizontal line for ideal case where C* = 1 is shown. 
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Readily apparent from those two Figures is the fact that significant deviation from 

the fully developed, calculated value of C is evident for TAT1 and TAT4, which start 

around the right level but show increasing significantly increasing friction factors, and 

ALN2, which has a relatively constant Poiseuille number but at a value about 50% higher 

than it should be.  It was recently shown that in much of the literature, a common cause of 

deviation from the expected value for C likely comes from the influence of entrance effects 

dominating microchannel flows, and significant fractions of the microchannel being in the 

developing flow condition [199].  In fact, several recent studies have suggested the use of 

an apparent friction factor term that accounts for the additional pressure drop due to 

hydrodynamically developing flow to improve predictions of microchannel flow 

behavior [199,200].  Developing flow length can be estimated for laminar pipe flow as: 

 ὼ 2ÅϽὈ ςπϳ   (18) 

Along this entrance region, additional pressure drop is occurring due to increased 

shear stress at the channel entry point.  These losses accumulate until the flow has become 

fully developed.  Figure 4.15 shows the relative developing flow length (x+/L) in each 

channel.  It can be seen that testing the TAT microchannel substrates out to much higher 

flowrates saw developing flow lengths in excess of 50% of the total channel length.  This 

could explain the significant deviation from the laminar fully developed flow models for 

most of the tested structures. 
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Figure 4.15 ï Relative developing flow length in each of the tested microchannel substrates.  The 

ALN substrates were only tested to flowrates that drove the developing flow lengths to about 25% 

of the channel length, the TAT devices were tested to much higher flowrates, driving the developing 

flow lengths in excess of 50% of the channel length. 

The additional losses in the developing flow region can be accounted for with a 

modified DarcyïWeisbach equation that uses K-factors for minor losses in pipe systems: 

 Ўὴ Ὢ
ὒ

Ὀ
ὑ
”

ς

ὗ

ὃ
  (19) 

where KÐ is the total loss term associated with hydrodynamically developing flow.  Miller 

and Han [201] calculated the values of KÐ, which like C are primarily dependent on channel 

aspect ratio.  The following equation predicts their results to within 1%: 

 ὑ πȢφυψρȢσχχφσὃὙ πȢχφφπρὃὙς ςȢφχςωτὃὙσ ρȢσπυψχὃὙτ (20) 

Rearranging the friction terms in the above equations, we can define an apparent 

friction factor, fapp, that accounts for both the friction factor, developing losses, and head 
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loss at both the entrance and exit.  (All tested microchannels experience a significant 

contraction/expansion heading in/out of the channels.) Also, an associated apparent 

Poiseuille number, Capp, can be defined: 

 Ὢ Ὢ Вὑ   (21) 

 Вὑ ὑ ὑ ὑ ,   ὑ ρςϳȟὑ ρ  (22) 

 ὅ Ὢ ὙὩ ὅ ὙὩ Вὑ   (23) 

With these definitions, we can reexamine the channel data to see if taking into 

account the hydrodynamically developing flow is sufficient to better predict the measured 

microchannel flow behavior.  Figure 4.16 shows the Capp*, which is the measured 

Poiseuille Number divided by the calculated value for Capp as given in (23). 

 

Figure 4.16 ï Relative apparent Poiseuille Number which adds in the effects of entrance, exit, and 

developing flow losses.  Significant deviation is still noticeable for some channels. 
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From the figure, it is apparent that ALN2, TAT1 and TAT4 have flow behavior that 

is still poorly predicted by the simple flow models used here.  While their relative Poiseuille 

Numbers get closer to one by taking the additional losses into account, especially at the 

higher Reynolds Numbers, it is clear that there must be additional losses present in the real 

structures.  Both TAT1 and 4 are fairly well predicted at low flow rates, indicating that the 

problem may be with additional second-order losses, such as channel point defects.  ALN2, 

however, showed continued high pressure drop for all flowrates.  In fact, it could be noted 

that applying the additional losses to the model actually decreased the predictive accuracy 

for ALN4, which had been right on the C*=1 line, but Capp* was now pushed 10-20% 

below one at higher flowrates. 

4.4.4.5. Experimental results ï thermal behavior 

Prior to examining the substratesô cooling performance an energy balance was 

performed in an attempt to quantify the amount of heat loss to the ambient, as described in 

Section 4.4.4.3.  The energy balance was calculated by comparing the applied electrical 

power, using (6), to the heat absorbed by the cooling fluid, using (12), and is shown in 

Figure 4.17. 
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Figure 4.17 ï Energy balance comparing the applied electrical power to the measured increase in 

fluid heat over (a) 120W range and (b) a close-up of 40W power range.  Dashed and solid lines 

show the ideal 100% absorption values and +/- 20% deviations.  The black trend line shows the 

average absorption over all the data to be about 91%.  Error bars shown are 3-sigma deviations. 
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Absorbed heat is plotted against applied electrical power, and an ideal system 

would have all data points on a line with unit slope, shown with a dashed line in the Figure.  

The majority of the data falls below this line, but within a 20% error band about the ideal 

case.  Some data actually falls above the 100% absorption line, which is a physical 

impossibility unless the system had an additional heat source.  All of those cases, however, 

have much larger error bars that cross back over the 100% line.  For the most part, data 

with such large experimental error occurred for cases of high flow rate and low power, 

such that the temperature rise due to absorption is not much higher than the thermocouple 

measurement noise.  The average system loss, which is actually a combination of 

experimental error and system heat loss, is around 9%, as shown by the solid black line on 

the energy balance. 

Finally, the primary metric being evaluated for these microchannel coolers is the 

thermal resistance at various flowrates, shown in Figure 4.18.  The secondary axis is the 

thermal resistivity, normalized to the heat source cross-sectional area of 16mm2.  The tested 

substrates show the expected power law dependence on flowrate as the thermal resistance 

drops quickly before about 200 mL/min, and then levels off to near steady values.  At this 

point the fluid resistance has reached a minimum and the remaining thermal resistance is 

primarily due to the substrateôs solid conduction resistance. 
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Figure 4.18 ï Thermal resistance and resistivity of the tested substrate integrated microchannel 

coolers.  (a) Full flow rate range up to about 1000 mL/min, and (b) a closer view up to 200 mL/min.  

Resistivity is normalized to heat source cross sectional area.  Error bars shown are 3-sigma 

deviations. 
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The lowest thermal resistance over the tested range was shown by TAT1, which 

also had the highest flow restriction among the Stereolithographic substrates.  This makes 

sense when compared based on total flowrate, as TAT1 has one less channel than the other 

two TAT test pieces.  Thus for a given flowrate the channel velocity would actually be 

about ~8% higher than in TAT2.  The ALN microchannel substrates showed similar 

thermal behavior to the TAT microchannels, but the higher pressure drops prevented them 

from achieving the same flowrates.  As expected, the much taller microchannels in the TAT 

substrates enabled significantly improved thermal performance without the high pressure-

drop penalty, although all tested devices were able to reach thermal resistivity values below 

0.2 cm2K/W 

4.5. Summary substrate integrated cooling 

The goal of this substrate microcooler evaluation was to validate the ability to 

demonstrate low package thermal resistance to improve the steady-state cooling of power 

electronic devices.  Both substrate approaches, the saw-cut channels fabricated from 

finished AlN substrates and the Stereolithographic channels defined prior to ceramic 

fabrication, required only relatively standard electronic packaging approaches for die 

attach and assembly.  The potential improvements from using these or similar substrates 

are significant when one considers the fact that the thermal resistivity values achieved here 

are typical for advanced module thermal stacks without the heat sink.  Additionally, the 

microchannel dimensions used in these substrates are not exceedingly small (the TAT 

substrate dimensions would be considered milli-channels by some), showing that ultra-fine 

microchannels are not absolutely necessary to achieve net reductions in thermal resistance.  

These substrates encompass the total thermal path, heat sink included, and demonstrate the 
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immense advantages and packaging simplifications to be gained from bypassing a 

significant portion of the power electronics thermal stack and bringing the cooling fluid 

closer to the heat source in an integrated package.  Improvements in the AlN microchannel 

substrate manufacturing methods, and scaling to larger substrates for multi-chip modules 

should improve viability of the approach by reducing cost, part count, and integration 

complexity. 
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Chapter 5 ï Transient heat transfer in power electronics 

The previous chapter described approaches and efforts to improve the thermal 

performance of power electronic packages by reducing the net thermal resistance of the 

multiple layers and convective cooling scheme.  This is often adequate for systems with 

steady or slowly-changing heat profiles.  In practice, and especially in cases of interest for 

Thermal Buffering or Thermal Energy Storage, a steady-state approach to thermal design 

is inadequate to capture the systemôs cooling requirements.  In this chapter, we examine 

transient heat flow applied to multi-layer electronic packages, and evaluate the 

effectiveness of the aforementioned steady-state improvement approaches on non-steady 

state heat transfer.  Specifically, we develop transient thermal circuit models to identify the 

limits of steady-state package improvement on transient thermal response, and lay the 

groundwork later chapters addressing package improvements using phase change materials 

to better manage transient loads. 

5.1. High rate transient heat transfer ï impact on power electronics 

The types of packaging improvements described previously have led to the 

development of advanced cooling structures and packaging schemes for power electronics 

modules.  Such improvements have involved enhancing convective performance [140], 

using high thermal conductivity materials [202], and reducing the number of layers in the 

package thermal stack [144,146].  These improvements significantly decrease thermal 

resistance between the cooling medium and the semiconductor devices allowing for system 

operation at increased power and functional density.  However, as we focused on in 

Chapter 1 and Chapter 3, vehicle electronics are not static thermal systems.  They 

experience thermal transients that span from milliseconds to hours.  At the same time, 
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numerous manufacturing and technology research communities have been increasingly 

investigating the use of pulsed power electronic systems for a variety of performance and 

capability improvements [203,204].  The U.S. Army has also been investing in pulsed 

power electronics for a number of offensive and defensive applications [205,206].  Thus, 

there exists a need to understand how electronic packages perform under transient 

conditions to optimize their development for these applications. 

As with vehicle transients, the specific definition of pulsed varies greatly from one 

application to the next.  They generally feature repeated, large, fast power draws at low 

duty cycles.  A hypothetical pulsed power profile is shown in Figure 5.1.  There are two 

distinct phases to the thermal conditions resulting from the pulsed operation.  First, the 

peak temperature rise is a function of the driving pulse and the package thermal impedance.  

Second, the generally slower heat rejection phase during the óoffô portion of the duty cycle 

is entirely driven by the cooling mechanism, and in this period a óthermal resetô must occur 

in time to prepare the system for the next pulse. 

 

Figure 5.1 ï Hypothetical low duty cycle pulsed thermal profile with a rapid temperature rise due 

to a sudden heat load, followed by a gradual cool down during the óresetô period between pulses. 
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These pulsed systems create an extreme version of the same thermal overdesign 

problem previously described for other transient systems.  The high stress, low duty cycle 

thermal profile imposes the challenge of rejecting the large, near instantaneous heat loads 

while at the same time meeting cooling system size and weight goals.  The low duty cycle 

implies that the average power draw for these pulsed systems is much lower than the peak, 

and peak cooling system design will necessarily involve excessive overdesign from an 

energy perspective. 

Electronic packages have typically been developed and improved only considering 

steady applications.  In addition to the overdesign issue, however, there is a more critical 

concern that the packages could actually have degraded performance for systems with fast 

transients.  As described in a study by Meysenc [148], most of the previously described 

package thermal improvement efforts have decreased local thermal capacitance (Cth) along 

with the desired reduction in thermal resistance (Rth).  The effect of this can be estimated 

by looking at Rth, Cth and the thermal time constant, t, using the following one-dimensional 

lumped element relationships: 

 Ὑ ὰ
Ὧ ὃ,    ὅ ”ὧὠ ”ὧὃὰ  (24) 

 † Ὑ ὅ ὰ
”ὧ
Ὧ

ὰ
‌  (25) 

As can be seen from (25), while reducing the thermal stack via layer thinning or 

elimination reduces Rth linearly, it also decreases Cth linearly and therefore t quadratically.  

Meysencôs analysis showed that because a deviceôs thermal capacity slows the related 

junction temperature rise, reducing material (and capacitance) can make the devices more 

sensitive to a wider range of transient conditions.  Whereas a package with a higher time 

constant would damp out the thermal response above a certain frequency or pulse rate, 
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packages with smaller time constants would exhibit increased temperature swings from 

higher frequencies such as those employed in pulsed systems.  This is shown graphically 

in Figure 5.2. 

 

Figure 5.2 ï Frequency domain losses profile for high and low thermal inertia electronics.  The 

high thermal inertia cooling shows a response roll off  at lower frequencies due to a larger RC time 

constant, while the low thermal inertia component shows a full response out to much higher 

frequencies.  The crossover point between the two response curves shows the frequency above 

which the óefficientô package will counterintuitively have a larger thermal response than the 

óinefficientô package, adapted from [148] with permission, © 2005 IEEE. 

While a review of power electronics literature has not shown many extensive 

transient thermal package comparisons, there have been a few studies that have shown a 

thermal performance inversion as Meysenc suggested.  Several studies focused on the 

impact of the baseplate or heat spreader in a power electronics package.  Lim and Pulko 

showed that despite a pure copper baseplate having higher thermal conductivity and 
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therefore lower steady state thermal resistance, a copper-molybdenum substrate had a 

higher density and specific heat resulting in lower temperature rise for pulses up to about 

18 ms long [207].  Similarly, Asimakopoulos and Thiringer showed that in standard power 

modules with baseplate thicknesses ranging from 0.5-5 mm, the thickest baseplates 

resulted in the lowest temperature rise for pulses up to 7 sec long due to the higher heat 

capacity near the heat source [208].  In separate studies by Wang, et al.[209], and Cao, et 

al.[210], standard modules with and without separate heat spreaders were compared.  In 

both cases, the modules with heat spreaders (and thus somewhat higher thermal resistance) 

had lower temperature rise for the first 0.5-1 second of transient heating.  Finally, in a study 

of automotive inverter designs Buttay, et al., compared modules built for one- and two-

sided cooling. The two-sided design had much lower steady state thermal resistance, 

however for up to about the first 0.1 second of transient heating the single-sided module 

showed slightly less heating, likely due to additional static thermal mass present on the 

uncooled side [211]. 

Thus, we can see that there exists a need to optimize both package thermal 

resistance and capacitance.  In fact Cao and Krusius analyzed several heat absorption 

techniques for pulsed devices looking for conditions that maximize the supportable 

repetition rate (or maximizes the duty cycle) [212].  They demonstrated that an optimized 

transient thermal solution must address both the need to absorb heat to reduce peak 

temperatures (Cth) and the need for maximum heat removal (Rth) to minimize the time to 

return to a steady-state condition.  Meeting this requirement would also achieve minimum 

package overhead while meeting device thermal requirements. 
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5.2. Transient heat transfer ï thermal circuit approximations 

Referring back to Section 4.2, and in particular (7), transient heat conduction in 

semiconductor devices is a (generally) linear potential energy flow problem.  Unlike the 

case described in that section, however, we cannot eliminate the transient terms and 

simplify the thermal problem into a simple resistor stack.  Heat capacity must be taken into 

account, and a separate analytical solution must be derived from (7) for each unique power 

package and heating scheme.  While a number of these analytical solutions do exist, and 

some can be applied to arbitrary package and thermal conditions [213], implementation 

quickly gets excessively laborious. 

An alternative to exactly solving the heat transfer equation is to develop 

approximate solutions by taking advantage of the thermal circuit analogy also introduced 

in Section 4.2.  Some work is required before those equivalents can be directly applied to 

a power package model, however.  The thermal resistance and capacitance equivalents 

presented in Table 4.1 are only simple nodal equations, valid for isolated homogenous, 

steady heat flow in the case of resistance, or steady heat flow into a fixed, isolated, and 

homogenous thermal reservoir in the case of thermal capacitance.  Implementation for 

distributed systems either requires developing more complex expressions, or more 

preferably taking advantage of one of the various methods of discretizing spatial domains.  

This shifts some of the solution complexity to the interconnection between domains. 

Two of the more popular discretization methods for potential flow equations are 

the Finite Difference Method (FDM) and the Finite Element Method (FEM).  Both methods 

involve dividing the problem into smaller subdomains in which approximate (usually 

linearized) local solutions to the relevant partial differential equations can be found.  
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Spatially recombining theses local solutions can provide reasonably accurate 

approximations to the total solution while avoiding the typical analytical intractability of 

complex systems. 

5.2.1. Thermal circuit analysis ï enabling electrothermal codesign 

It is worth commenting on another advantage of choosing the thermal circuit 

approach to model electronics heat transfer.  The impressive increase in computing 

performance over the past few decades coupled with the steady push toward smaller form-

factor systems has led to challenging thermal problems for electronic product designers.  

Even with smart power management strategies, both mobile and high performance 

processors produce enough heat to make chip temperature a significant operation and 

reliability concern [214].  Solving these challenges has pushed standard design approaches, 

where electrical and thermal components are independently implemented, to their practical 

limit .  Thus, for some years there has been a drive toward electro-thermal codesign, where 

the separate domains are considered in parallel during the design process.  This co-design 

improves the ability to make thermally-informed circuit design choices, rather than 

discovering thermal problems late in the design cycle [215].  Making the thermal challenge 

part of the initial circuit design constraints could lead to improvements in component 

design just as ópower aware computingô has led to significant improvements in low power, 

high performance computing [216,217]. 

While there are numerous simulation options available for thermal designers, there 

is a limited degree to which many of them can integrate with electronics design tools.  The 

thermal equivalent circuit approach, however, naturally lends itself to electro-thermal co-

design because it recasts the thermal problem into the electrical domain enabling use of the 
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same tools.  Circuit modeling software (e.g., SPICE) is already integral to electrical design 

and is made to solve steady and transient problems of widely varying complexity.  Circuit 

simulation permits electrical and thermal co-simulation, as shown schematically in Figure 

5.3, rather than using separate programs or decoupled iteration.  Finally, moving the 

thermal problem into the electrical designerôs toolset will help reduce any reluctance 

toward the eventual adoption of electro-thermal co-design as standard practice [218]. 

 

Figure 5.3 ï Circuit schematic of a representative electrothermal codesign problem , where a four 

device full-bridge converter connects the electrical and thermal IGBT models through virtual 

temperature nodes, from [219] with permission, © 1996 IEEE. 

5.2.2. Finite element thermal circuits 

The two numerical methods previously described, FDM and FEM, can be 

differentiated by their approach to obtaining the approximate equations applied over the 

discretized problem domain.  FDM is the more straightforward of the two.  In the relevant 

heat transfer partial differential equation (PDE), algebraic difference approximations are 
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substituted for derivative terms.  Thus, ignoring the heat generation terms for now, (7) 

becomes: 

 ”ὧ
ЎὝ

Ўὸ

Ὧ

Ὤ
Ὕ ὸ Ὕὸ Ὕ ὸ  (26) 

where h is the chosen spatial discretization, and i represents a particular node within the 

discretized domain.  Boundary conditions are applied to the discretized model by 

substituting either fixed temperature values or fixed flux terms at boundary nodes.  It is 

worth noting that because such flux terms need to be specified across two nodes in the 

model, there is an inherent transient error in the boundary node temperature built into the 

model that is directly proportional to h and the applied power.  Thus, this error is 

exacerbated when high magnitude, short pulses are modeled [220]. 

Alternatively, FEM uses a variational approximation of the full heat equation to 

develop a discretized model [221].  Although not described here in complete detail, this 

technique incorporates the natural boundary conditions completely in the variational 

equation.  This avoids the error described above with FDM and enables improved boundary 

accuracy with similar discretization levels for large, fast thermal transients [220].  As such 

high rate transients are expected to occur in power electronic systems of interest, the FEM 

representation is the primary approach utilized in this study. 

Assembly of the discretized elementary circuit elements from Table 4.1 create a 

network that represents the total thermal structure.  In one dimension with a heat input on 

one end and a fixed temperature on the other, FDM results in a Cauer network with thermal 

resistors between nodes and a thermal capacitor connecting each node to thermal ground, 

as shown in Figure 5.4(a).  Hsu and Vu-Quoc have translated the finite element method to 

the equivalent circuit domain [222] where the primary difference in one dimension can be 
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seen in Figure 5.4(b).  There, the FEM distributes element mass over both element nodes 

and incorporates a mutual capacitance term using an additional capacitor parallel to the 

resistor.  It turns out that determination of the appropriate value for this mutual capacitor 

term is non-trivial, and can have a significant effect on transient solution accuracy and 

stability, and it will be examined in detail in the following sections. 

 

Figure 5.4 ï Discretized one dimensional thermal networks using (a) the finite difference method 

and (b) the finite element method with temperature and heat flux boundary conditions adapted from 

[220] with permission, © 1999 IEEE. 

5.2.3. FEM thermal circuit derivation and m ass matrix  considerations 

Using the finite element method for transient/dynamic simulations involves 

choosing a mass approximation that can significantly impact the solution accuracy.  

Relevant to this chapterôs discussion of electro-thermal co-design, this choice would likely 

be hidden from, or at least non-obvious to, the circuit designer/simulator, running the risk 

that impacts of those design choices would be obscured or misunderstood.  Apart from the 

thermal circuit framework, numerous studies have shown that non-physical oscillations 

and instabilities can appear in simulations that are poorly discretized relative to the time 

stepping scheme being used [223].  Depending on the devices under investigation, this 

effect could unacceptably complicate coupled-domain simulations. 
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The complete derivation of the finite element thermal circuit can be found in [219], 

and will only be summarized here.  In brief, the finite element method relates heat flow 

and temperature through a semi-discrete version of the heat equation: 

 -Ὕ +Ὕ Ὂ (27) 

where T is the nodal temperature vector and Ὕ its time rate of change, K  is the thermal 

conductivity matrix, M  is the thermal mass matrix, and F is the heat input vector (the 

thermal forcing function).  For a 1-dimensional, 2-node, linear thermal finite element, Ke 

and Me are: 
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where the individual matrix elements kij and mij are the coupling factors derived from the 

chosen approximation method and nodal basis functions.  The standard Galerkin projection 

and linear, 1-dimensional finite element basis functions produce the following conductivity 

and mass matrices: 
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where k, r, and cp are the elementôs thermal conductivity, density and specific heat 

capacity, and le, Ae and Ve (= Aele) are the elementôs length, cross-sectional area, and 

volume.  Rth and Cth represent the elementôs total thermal resistance and thermal 

capacitance, respectively.  These individual element matrices are then assembled into a 

global matrix based on how the elements are connect and the nodal degrees of freedom are 

solved numerically. 
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The mass matrix given in (30) is often referred to as the consistent mass matrix 

(denoted with the subscript C), referring to the fact that its derivation is consistent with, or 

derived through, the same process used for the stiffness matrix.  Despite the nameôs 

connotation, consistent does not necessarily imply any meaning of correctness relative to 

other mass matrix formulations. 

A commonly used alternative approximation involves mass lumping, where all 

thermal mass is assumed to be concentrated at element nodes.  This mimics the simple 

spring-mass system in the finite element description of the equations of motion, where 

there actually is no mass distributed between the nodes.  In this case, the 2-node linear 

lumped mass matrix becomes: 

 -Ì
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With the primary element matrices identified, the FEM formulation can be used to 

turn a thermal model into a circuit model.  Figure 5.5 shows the equivalent 2-node element 

thermal circuit as derived by Hsu and Vu-Quoc that is equivalent to Ke and Me.  It is 

composed of two shunt capacitors (Cs) and a parallel capacitor (Cp) and resistor (Rp) pair. 

 

Figure 5.5 ï Finite element equivalent thermal circuit, adapted from [222] with permission, © 1996 

IEEE. 
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The values of these components as derived from the conductance and consistent 

mass matrices are: 

 

ὅ ά ά
ρ
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Ὑ  

(32) 

By inspection it can be seen that Cp = 0 for the lumped mass approximation.  (Thereby 

eliminating the parallel capacitor altogether.)  These elements can be combined into a 

network of 1D finite elements to represent a thermal stack, as was shown in Figure 5.4(b).  

In that figure a power generation boundary condition is represented by a current source, a 

fixed temperature boundary condition is represented by the voltage source, and where two 

elements are connected their thermal masses have been summed at connecting node. 

5.2.4. Impacts of mass matrix selection 

Both lumped and consistent mass matrix forms are mass conservative, as the sum 

across any row or column in (30) or (31) equals ½ and both nodal contributions sum to 1.  

The primary differences between the two are the off-diagonal terms.  Just as the off-

diagonal terms in a conductivity (or stiffness) matrix represent elastic coupling between 

nodes, the off-diagonal terms in the thermal mass matrix effect an inertial coupling that 

occurs independent from the elastic terms.  With zero inertial coupling the lumped mass 

matrix becomes diagonal and scalar, significantly reducing the computational cost of 

matrix inversion and other operations [224]. 
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Discussions of the appropriateness of mass lumping choice for different modeling 

cases dates back decades, and was an especially important consideration when 

computational resources were much more limited.  A diagonal, lumped mass matrix 

significantly reduces storage and memory requirements, and matrix operations like 

inversion become almost trivial.  However, the accuracy impact of mass lumping relies 

upon many other factors including the type of analysis being performed.  The steady-state 

solution is unaffected, and with sufficient mesh refinement both lumped and consistent 

approaches will converge toward the same solution.  That said, an analysis by Harari 

concluded that the consistent mass approach retains 2nd order accuracy in local truncation 

error, while the lumped mass approach can degrade to 1st order accuracy [225].  In modal 

analysis it was shown that the consistent mass will tend to overpredict resonant frequencies 

(acting as an upper bound for the approximation) while the lumped approach underpredicts 

them, again with both converging at sufficient mesh refinement.  This made consistent 

mass preferable for designers looking to maintain an upper bound on primary resonant 

modes [226]. 

Those factors may suggest consistent mass matrix superiority, however, an 

unfortunate side effect of the consistent mass matrix for transient simulations are 

oscillations or ripples in the solution, especially for undermeshed structures.  In a review 

of numerical hydrocodes, Benson describes the lumped mass approximation being used 

exclusively, not just because of the computational simplification, but because of ñbetter 

answersò for impulsive loads.  Impulses generate stronger oscillations when the nodes are 

inertially coupled, and nodes downstream of the travelling shockwave are spuriously 

driven in the direction opposite that which is physically observed [227].  It should be noted 
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that ñbetterò is limited to the distinction of the downstream nodes staying within the system 

permissible bounds, rather than commenting on the accuracy of the driven node. 

These ripples or oscillations can be obviously erroneous and nonphysical.  They 

often violate the Discrete Maximum Principle (DMP) where nodal values are driven 

outside the physically possible minimums and maximums.  The specific numerical reasons 

for the DMP violations appearing in consistent mass matrices is described by Rank, but 

can be summarized as above by being related to inertial coupling between nodes [228]. 

Because of the obvious physical error of DMP violating results, much effort has 

gone into characterizing and avoiding these oscillations.  In fact, it has become standard 

practice to set both upper and lower time-step bounds when mass lumping is not used to 

reduce spurious oscillations in the solution, or at least prevent their appearance [229].  

While effective, several analyses have disparaged that approach as artificially disturbing 

the solution, with the critical possibility of smoothing out real disturbances or losing 

important model information.  In fact, a paper by Gresho specifically focuses on the 

importance of ñnot suppressing the wiggles,ò as they provide useful information about 

where the model is undermeshed and needs refinement, and artificially suppressing them 

can lead to ósmoothô yet erroneous results [223].  Essentially, ñhidingò the errors does not 

necessarily increase accuracy.  Despite this risk, however, because the lumped mass matrix 

eliminates any trace of these oscillations, it tends to be more popular for transient 

simulations. 

Alternative forms of the mass matrix have been suggested, most commonly being 

a linear combination of the consistent and lumped forms: 

  -ʇ
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resulting in a general form of the mass matrix: 
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Using this notation, for ‗ π ÏÒ ρ the coupled mass matrix reverts to the lumped 

or consistent matrices, respectively.  A common approximation uses ‗ ρςϳ , obtaining 

an averaged mass matrix that ñminimizes lower order dispersionò [224].  This value was 

also independently derived by Madoliat [230] using an inverse method to find the FE 

formulation with minimum discretization error.  Others have suggested 3/5 [231] and 

3/4 [232], concluding that the consistent mass matrix should get more weight to achieve 

higher accuracy at lower frequencies in modal analysis. 

The general form of the mass matrix only modifies the FE thermal circuit by 

modifying Cp: 

 ὅ ‗
‗

φ
ὅ  (35) 

Again, this shows that ‗ π corresponds to the the lumped mass approximation with no 

parallel capacitor, and ‗ ρ corresponds to the consistent mass matrix.  Thus, any mass-

conservative choice of ‗ that is less than 1 will diminish the role of the parallel capacitor, 

reducing inertial feedback in the element circuit. 

An important point to note with the FEM thermal circuit is that except for the 

degenerate lumped element case, the coupling capacitor will always have a negative value.  

Ammous had reflected that while FEM provided superior transient response over FDM, it 

was ñinconvenientò that the negative capacitance ñcorresponds to no physical 

meaningò [220].  The shunt capacitors to thermal ground can by physically explained as 

representing the materialôs thermal mass, storing energy as the circuit warms from its initial 



 

121 

ground state.  A positive valued parallel capacitor would act to slow the creation of a 

thermal gradient between element nodes.  With a negative value, however, the element 

actually accelerates the creation of a thermal gradient, working against the inertia of the 

shunt capacitors.  Negative impedances have been studied extensively by the circuit 

community, and it is recognized that they can induce instabilities, oscillations, and other 

problematic circuit behavior [233]. 

This serves to explain why a FE thermal circuit that contains only RC elements, 

and hence should have a purely monotonic and dissipative free response, could show non-

physical oscillation.  Normally a secondary, phase-shifted energy storage element, as you 

would find by introducing an inductor into the circuit, is required to sustain oscillations.  

With a negative capacitance, the frequency domain impedance of the capacitor can be 

expressed as: 

 ὤ ‫ ρὮ‫ὅϳ Ὦ‫ὅϳ  (36) 

Thus, with a positive complex component the element will behave somewhat like 

an inductor whose impedance diminishes instead of increases with increasing frequency.  

It will have the ability to induce non-monotonic temperature changes in the thermal circuit, 

especially for very high-rate transients where the parallel capacitor can act as a virtual short 

between nodes.  All of this coincides well with observation that inertial coupling within 

the finite element mass matrix causes oscillations, ñwigglesò, or other deviations deemed 

undesirable in most cases. 

5.2.5. Finite element thermal circuit ï analytical form 

We can derive an analytical expression for the thermal circuit to gain further insight 

into its behavior.  Because these elements typically appear in 1-dimenional cascades, it is 
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convenient to use a network two-port representation for the circuit.  The two-port 

transmission equation approach was applied to heat transfer problems not long after it was 

derived for electrical transmission line applications [176].  This approach permits the use 

of transmission matrices for the linear arrays that will be created by the 1-dimension heat 

equation.  This two-port representation is shown schematically in Figure 5.6, where the 

previously described thermal circuit is shown as a symmetric-pi network. 

 

Figure 5.6 ï FE equivalent thermal circuit as a symmetric-pi two-port network 

In the Figure, Y is the complex admittance of the shunt elements and Z is the 

complex impedance of the series elements.  The advantage of working with 1D network 

cascades is that they can be represented conveniently with transmission matrices in the 

s-domain, which for a pi-network has the following form as derived by Mowery [234]: 

 4
ὃ ὄ
ὅ Ὀ

ρ ὣὤ ὤ
ὣ ὣ ὣὣὤ ρ ὣὤ

 (37) 

For a symmetric network, Y1 = Y2 = Y, and this simplifies to: 

 4
ρ ὣὤ ὤ
ςὣ ὣὤ ρ ὣὤ

 (38) 

For the FE thermal circuit, the shunt admittance is simply the admittance of a 

capacitor, or: 

 ὣ ὣ ὣ ίὅ ίὅ ςϳ  (39) 

The series impedance is the parallel impedance of the resistor-capacitor 

combination.  For the general coupled mass formulation this becomes: 
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C
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 ὤ Ὑ ȿȿ ρί‗ὅ
Ὑ

ρ ί‗Ὑὅ

φὙ

φ ί‗Ὑ ὅ
 (40) 

Combining (38), (39), and (40) yields the transmission matrix for the 1D finite 

element thermal circuit with the parameterized coupled mass formulation: 

 T
ὃ ὄ
ὅ Ὀ

ụ
Ụ
Ụ
Ụ
ợ

φ σ ‗ίὙ ὅ

φ ‗ίὙ ὅ

φὙ

φ ‗ίὙ ὅ

ίὅ

ς

ρς σ ς‗ίὙ ὅ

φ ‗ίὙ ὅ

φ σ ‗ίὙ ὅ

φ ‗ίὙ ὅ Ứ
ủ
ủ
ủ
Ủ

 (41) 

with the consistent (‗ ρ) and lumped (‗ π) forms being: 

 4Ἅ

ụ
Ụ
Ụ
ợ
φ ςίὙ ὅ

φ ίὙ ὅ

φὙ

φ ίὙ ὅ
ίὅ

ς

ρς ίὙ ὅ

φ ίὙ ὅ

φ ςίὙ ὅ

φ ίὙ ὅ Ứ
ủ
ủ
Ủ

 (42) 

 4Ἐ
ρ ίὙ ὅ ςϳ Ὑ

ίὅ ρ ίὙ ὅ τϳ ρ ίὙ ὅ ςϳ
 (43) 

Using this form, transient heat and temperature input/output relationships can be 

determined using standard techniques, and the overall transmission matrix for a cascade of 

elements can be found through simple matrix multiplication of the individual ABCD 

matrices.  For the special case of a series of n identical elements (such as would exist by 

dividing a single domain into 1-dimensional mesh of n elements), Mowery also derived a 

compact form of the n-element transmission matrix as: 

 4ἶ ЍЎ

ụ
Ụ
Ụ
ợὝ ὼ

ὃ Ὀ

ςЍЎ
Ὗ ὼ

ὄ

ЍЎ
Ὗ ὼ

ὅ

ЍЎ
Ὗ ὼ Ὕ ὼ

ὃ Ὀ

ςЍЎ
Ὗ ὼ

Ứ
ủ
ủ
Ủ

 (44) 

 ЎḰȿ4ȿ ὃὈ ὄὅ,      ὼḰ ὃ Ὀ ςЍЎϳ  (45) 
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Where Tn(x) and Un(x) are Chebyshev polynomials of the first and second kind, 

respectively.  For a symmetric pi-network, Ў ρ, ὃ Ὀ, and ὼ ὃ.  This greatly 

simplifies the chain transmission matrix to: 

 4ἶ
Ὕ ὃ ὄὟ ὃ

ὅὟ ὃ Ὕ ὃ
 (46) 

A, B, and C are the individual elements of (41), (42), or (43) as appropriate.  These 

allow us to produce a single transmission matrix for any 1-D thermal circuit chain.  We 

can now use these expressions to examine both the time and frequency domain behavior of 

these circuits and examine the impact of mass matrix selection. 

5.2.6. Proof model to examine thermal circuit oscillations 

To illustrate the impact of mass matrix choice, we will adopt the test case used by 

Madoliat and Ghasemi in examining spurious mass matrix related oscillations for finite 

elements [235].  By using solutions that are fully analytical in time for both the true solution 

and the finite element approximation, the presence of oscillations in the absence of any 

particular time integration strategy can be examined.  Figure 5.7 shows the problem domain 

to be examined: a fully insulated bar with a steady heat input at the left end. 

 

Figure 5.7 ï One dimensional insulated bar with uniform heat flux and constant material properties.  

The heated domain has been discretized into two elements at the points shown. 
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A closed form expression for temperature, T, throughout the bar can be obtained by 

solving the transient, 1-dimensional heat equation: 

 
‬Ὕὼȟὸ

‬ὼ

ρ

‌

‬Ὕὼȟὸ

‬ὸ
 (47) 

with the appropriate initial and boundary conditions as indicated in the figure. 

 

Ὕὼȟπ π 

‬Ὕ

‬ὼ
πȟὸ ή Ὧϳ  

‬Ὕ

‬ὼ
ὒȟὸ π 

(48) 

where q'' is the uniform input heat flux, L is the total bar length, a ( Ὧ”ὅϳ ) is the material 

thermal diffusivity, and t and x are the independent time and position parameters, with x = 0 

corresponding to the left end of the bar with heat input. 

Using a double Laplace transformation technique to derive the transient and spatial 

temperature profile, we can first apply the Laplace transform to the time domain ὸO ί 

leading to: 

 Ὕ ὼȟί
ρ

‌
ίὝὼȟί Ὕὼȟπ π (49) 

where for compactness the subscripts x and t are used to indicate differentiation with 

respect to space or time, and the overbar denotes the transformed function.  The last term 

is eliminated by the initial condition, and the transformed boundary conditions become: 

 

Ὕ πȟί ή Ὧίϳ  

Ὕ ὒȟί π 
(50) 

Taking the second Laplace Transformation in the spatial domain ὼO ὴ gives us: 
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 ὴὝὴȟί ὴὝπȟί Ὕ πȟί
ί

‌
Ὕὴȟί π (51) 

Substituting the x = 0 boundary condition and rearranging: 

 Ὕὴȟί
ὴὝπȟί ή Ὧίϳ

ὴ ί‌ϳ
 (52) 

Applying the inverse Laplace transform to return to the spatial domain is 

straightforward using transform lookup tables: 

 Ὕὼȟί ὝπȟίÃÏÓÈ
ί

‌
ὼ

ήᴂᴂ

Ὧί

‌

ί
ÓÉÎÈ

ί

‌
ὼ  (53) 

Now, taking the spatial derivative so that we may make use of the x = L boundary 

condition to find Ὕπȟί: 

 Ὕ ὒȟί π Ὕπȟί
ί

‌
ÓÉÎÈ

ί

‌
ὒ

ήᴂᴂ

Ὧί
ÃÏÓÈ

ί

‌
ὒ  (54) 

 Ὕπȟί
ήᴂᴂ

Ὧί

‌

ί
ÃÏÔÈ

ί

‌
ὒ  (55) 

Substituting (55) into (53) and rearranging provides the s-domain form of the 

temperature profile, which can also be used to obtain the exact frequency domain response 

of the system: 

 Ὕὼȟί
ήᴂᴂ

Ὧί

‌

ί

ÃÏÓÈὒ ὼ ί‌ϳ

ÓÉÎÈὒί‌ϳ
 (56) 

Performing the second inversion is less straightforward than the first, but is readily 

achievable using complex integration and Cauchyôs residue theorem, as per [236].  The 

inverse Laplace Transform of Ὕὼȟί can be expressed as a contour integral in the complex 

domain: 
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 Ὕὼȟὸ
ήᴂᴂЍ‌

Ὧ

ÃÏÓÈὒ ὼ ᾀ‌ϳ

ᾀЍᾀÓÉÎÈὒᾀ‌ϳ
ὩὨᾀ (57) 

where C is a closed contour of infinite extent surrounding all poles of the function being 

integrated.  This permits use of the residue theorem, where the value of the integrated 

function is equal to the sum of the residues evaluated at the poles of the function.  (Note 

that we have left out the multiplying factor, ς“Ὥ, which simply cancels between the contour 

integral and the residue function.) 

The complex function has a second order, single valued pole at z=0 from the full 

denominator term, and an infinite number of simple poles from the sinh term where  

Ὥὒᾀ‌ϳ ὲ“, or ᾀ ‌ὲ“ὒϳ .  First calculating the residues associated with the 

second order pole, and making use of the simplifications ό ὒ ὼ Ѝ‌ϳ  and ὅ ὒЍ‌ϳ : 

 2ÅÓ ÌÉÍ
ᴼ

Ὠ

Ὠᾀ
ᾀ π

ÃÏÓÈόЍᾀ

ᾀЍᾀÓÉÎÈὅЍᾀ
Ὡ  (58) 
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σȦ
ὅᾀȾ

υȦ
Ễ

ρ ὸᾀ
ὸᾀ

ςȦ
Ễ  (59) 

ÌÉÍ
ᴼ

ρ
Ȧ Ȧ

Ễ ρ ὸᾀ
Ȧ
Ễ ρ

Ȧ
Ễ   (60) 
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Ὠ

Ὠᾀ

ρ

ὅ
ρ

ὅ

φ

ό

ς
ὸᾀ ὕᾀ Ễ  (61) 

Noting that only the linear-z terms will remain after differentiation and applying the limit: 

 2ÅÓ
ρ

ὅ
ὸ
ό

ς

ὅ

φ
 (62) 

Similarly, for the simple poles at ᾀ ᾀ: 



 

128 

 

ὙὩί ÌÉÍ
ᴼ

ᾀ ᾀ
ÃÏÓÈόЍᾀ

ᾀЍᾀÓÉÎÈὅЍᾀ
Ὡ  

ÌÉÍ
ᴼ

ÃÏÓÈόЍᾀ

ᾀЍᾀ
Ὡ

ᾀ ᾀ

ÓÉÎÈὅЍᾀ
 

(63) 

 

(64)    

Applying LôHopitalôs rule to the indeterminate portion: 

 ὙὩί ÌÉÍ
ᴼ

ÃÏÓÈόЍᾀ

ᾀЍᾀ
Ὡ

ςЍᾀ

ὅϽÃÏÓÈὅЍᾀ

ςÃÏÓÈό ᾀ

ὅᾀÃÏÓÈὅ ᾀ
Ὡ  (65) 

Substituting for zn, factoring out the complex elements, and noting that cos(np) = (-1)n: 

 

ὙὩί
ςÃÏÓÈό ὲ“Ⱦὅ

ὅὲ“Ⱦὅ ÃÏÓÈὅ ὲ“Ⱦὅ
Ὡ Ⱦ  

ςὅ

“

ρ

ὲ
ÃÏÓὲ“όȾὅὩ Ⱦ  

(66) 

 

(67)    

Finally, summing over all residuals gives the transient temperature profile: 

Ὕὼȟὸ
ήᴂᴂЍ‌

Ὧ

ρ

ὅ
ὸ
ό

ς

ὅ

φ

ςὅ

“

ρ

ὲ
ÃÏÓὲ“όȾὅὩ Ⱦ  (68) 

Back-substituting for u and C, and after simplifying and collecting terms, we obtain the 

final form of the temperature profile: 

Ὕὼȟὸ
ήᴂᴂὒ

Ὧ

‌ὸ

ὒ

ὼ

ςὒ

ὼ

ὒ

ρ

σ

ς

“

ÃÏÓὲ“ὼȾὒ

ὲ
Ὡ Ⱦ  (69) 

We can non-dimensionalize the temperature profile by normalizing T(x,t) by 

ήὒὯϳ  and making the substitutions ‏ ὼȾὒ and Ὂέ ‌ὸὒϳ , resulting in: 

ȟὊέ‏—  Ὂέ
‏

ς
‏
ρ

σ

ς

“

ÃÏÓὲ“‏

ὲ
Ὡ  (70) 

Note that this form differs from what Madoliat [230,235] obtained using separation 

of variables and Fourier series methods to solve the heat equation, although the two forms 
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are equivalent.  We can obtain the alternate form by noting that the polynomial term in (69) 

is the closed form of the Fourier cosine series: 

 
ὼ

ςὒ

ὼ

ὒ

ρ

σ

ς

“

ÃÏÓὲ“ὼȾὒ

ὲ
 (71) 

Substituting this into (69) and combining the summations provides the form from [235]: 

 Ὕὼȟὸ
ήᴂᴂὒ

Ὧ

‌ὸ

ὒ

ς

“
ÃÏÓὲ“ὼȾὒ ρ Ὡ Ⱦ ὲϳ  (72) 

which can be non-dimensionalized as: 

ȟὊέ‏—  Ὂέ
ς

“
ÃÏÓὲ“‏ρ Ὡ ὲϳ  (73) 

While (72) and (73) may appear more compact, we have chosen to use the 

expressions in (69) for this work.  Keeping the spatial polynomial out of the summation 

has a considerable impact on the series convergence rate.  (72) and (73) can require several 

thousand terms to converge to the same result that (69) and (70) can obtain with ten terms 

or less. 

The finite element approximations for each node shown in Figure 5.7 can be 

obtained using the appropriate impedance relationships with the transmission line 

equations in (41) and (46) (see, for example, [237]).  They can then be normalized as 

before, producing the following time domain expressions: 

 

— &Ï &Ï Ὡ Ὡ  

— &Ï  &Ï Ὡ  

— &Ï &Ï Ὡ Ὡ  

(74) 
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Using (70) and (74), we can now compare the transient thermal solutions for the 

insulated bar.  All equations are fully analytical with time, as (74) represents spatial 

discretization only, so any oscillations will have no dependence on time stepping scheme 

as has been previously asserted.  Figure 5.8 shows left, midpoint, and right initial 

normalized temperature profiles for the bar, using three nodes (two elements) for the finite 

element approximations.  Three values for l, representing the lumped, averaged, and 

consistent mass matrices, are compared with the analytical profile. 

 

Figure 5.8 ï Normalized two-element approximate temperature profiles at each node, along with 

the analytical temperature solution in (70).  Note that while the left node is positive and monotonic 

for all values of l, the other two nodes show increasing oscillatory behavior for l > 0. 

As shown in the figure, after the initial transient the solution settles into a constant, 

linear temperature rise proportional to time, or Fo.  Most obvious from the profiles is the 

oscillation induced by the inertial-coupling in the ɚ = 0.5 and 1 approximations for nodes 

2 and 3, initially driving them away from the actual solution, whereas the node 1 solutions 

appear to track the actual solution better than the lumped mass case for ɚ = 0.  It turns out 

that the ɚ = 1 case actually does track the steady solution much better in all cases, when 

fixed discretization error is taken into account.  The two-element approximations lag 

-0.025

0

0.025

0.05

0.075

0 0.05 0.1 0.15 0.2

q

Fo

l = 0

l = 1/2

l = 1

Analytical

-0.025

0

0.025

0.05

0.075

0.1

0 0.05 0.1 0.15 0.2

q

Fo

l = 0
l = 1/2
l = 1
Analytical

0

0.1

0.2

0.3

0.4

0.5

0 0.05 0.1 0.15 0.2

q

Fo

l = 0

l = 1/2

l = 1

Analytical

Node 1 Node 2 Node 3 



 

131 

behind the analytical solution by a fixed amount resulting directly from the low level of 

discretization.  The second term in each equation from (74) should be a constant equal to 

the d-polynomial expression from (70), however the difference between the ideal and 

approximate values has a fixed error of 1/48 for two elements. 

Looking at the degree of error from the analytical solution shown in Figure 5.9, it 

becomes more apparent that the inertial coupling drives the solution toward the steady 

solution faster than the lumped case.  This is at the cost of initial non-physicality of the 

solution, as the negative capacitor actually pulls energy from the downstream nodes 

pushing their values into the negative region in violation of the discrete maximum 

principle. 

 

Figure 5.9 ï Error in temperature prediction at each node showing that each converges to a fixed 

error equal to the discretization error term.  Note that in all cases the l = 1 case converges the fastest 

despite the DMP violation. 

Thus, for a 1-dimensional element chain, it appears that using a consistent mass 

matrix provides a more accurate solution at the heat input boundary node for any length 

transient or pulse.  Any solution other than lumped mass, however, will produce 

oscillations to some degree at layers farther down the chain, decreasing accuracy at those 
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points, especially for short transients.  These two competing factors could be traded-off by 

choosing a coupled form of the mass matrix with π ‗ ρ.  The impact of these errors 

will obviously diminish with increased mesh refinement, but will necessarily always be 

present to some degree so long as l > 1. 

5.2.7. Comments on FEM thermal circuit oscillations 

Relative to an actual thermal circuit computation, it is worth noting that these 

oscillations exist independent of any particular time stepping scheme.  It appears that 

previous efforts to define a óminimum time stepô below which these oscillations or 

instabilities would occur were simply using the averaging qualities of time integration to 

hide the oscillations, performing what other authors have described as arbitrary distortion 

and smoothing of the solution to gain the appearance of well modeled system. 

This is a significant concern for electro-thermal co-design using SPICE or 

equivalent circuit simulation tools.  Most of these tools make use of sophisticated adaptive 

time-stepping techniques often not completely controllable or always even known by the 

user.  There is often a significant mismatch between relative timescales for the electrical 

and thermal components.  In seeking a converged solution to both electrical and thermal 

systems, the simulation tool would often necessarily select time-steps far smaller than the 

ósuggested minimumô value for the thermal finite element chain to hide the oscillations.  In 

addition, some device manufacturers do have existing electrothermal device models, 

whether implemented in actual design files or simply circuit descriptions in application 

notes.  Because these thermal models are coded into the device description, there is the 

distinct possibility that the designer will be unaware of the level of thermal circuit mesh 

refinement used.  The likely result of all of this is that the thermal model will very often be 
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unavoidably undermeshed relative to the simulator time step size.  The inaccuracies 

examined in this report cannot be avoided in such cases, making it necessary for the 

implications of those design choices to be well understood by the simulation community.  

As such, it is recommended that all thermal circuits óhard-codedô into device models be 

based on finite differences or lumped-mass finite elements, sacrificing the increased 

simulation accuracy to avoid DMP violation when the user is unable to make any 

adaptations.  Alternatively, the finite element approximation could be used so long as 

temperature calculations are only made on ósource nodesô, as the DMP violation only 

occurs at ódownstreamô nodes.  This would allow simulations to take advantage of the 

improved transient and boundary condition fidelity of FEM models. 

As mentioned previously, the hydrocode community settled on a lumped mass 

approximation as the default because the sudden impacts present in many of their models 

almost exclusively involved time constants much smaller than recommended time steps.  

The oscillations, however, do serve a useful purpose.  At a minimum, they serve as a useful 

indicator for localized mesh refinement, possibly within an automated refinement 

framework such that things would still be transparent to the user or designer.  A simple 

impulse response test would indicate the presence of any DMP violation, and this could 

feedback into an increase in local mesh density until convergence is achieved.  With respect 

to thermal circuit simulations, there is value in the consistent mass matrix settling to the 

ótrueô solution faster than the lumped solution, especially in step-response situations such 

as digital switching.  What is left to be seen is how these DMP violating situations would 

affect nonlinear thermal applications, where it may be necessary to eliminate the inertial 

coupling altogether to enable solution convergence. 
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5.2.8. Comments on multi-dimensional FEM thermal circuit simulation 

The previous sections deal almost exclusively with one-dimensional thermal 

circuits and, accordingly, structures that can be represented one-dimensionally.  Obviously 

the finite element method is applicable to more than one dimension.  Accordingly, Hsu and 

Vu Quoc did derive more complex thermal circuits along with the 1-D cases, including 

both higher order and higher dimension [222].  Both improvements increase the ability to 

simulate more complicated structures with higher fidelity.  An example of this is a 2-D 

linear rectangular element shown in Figure 5.10, and additional models for 1-D cubic 

Hermitian, 2-D linear triangular, and 3-D linear tetrahedral and cubic elements can be 

found in [222]. 

 

Figure 5.10 ï 2-D rectangular finite element equivalent thermal circuit, adapted from [222] with 

permission, © 1996 IEEE. 

It is worth noting that while the capability is there, there is a practicality limit to 

using a thermal circuit approach to simulate complex systems.  The primary advantage of 

using a circuit simulator is that it enables the use of the same tools being used to simulate 

complex electrical circuits, potentially leading to coupled electrothermal design.  These 

tools, however, are not built for high fidelity finite element simulation.  Standard user-side 
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items for such a process involve geometry definition, methods for controlling element 

refinement, and tools for reporting useful simulation results.  Currently, all of those things 

are done in a very manual process óshoe horningô the technique into the circuit simulator.  

Even the mesh refinement technique used in the convergence study was a special, 

undocumented feature of the one tool used and still involved a significant amount of 

manual editing for every change. 

In addition to this, separate from the user interface, tools designed for large, 

multidimensional structures with high node counts are built with specific numerical 

routines for efficient processing of the resulting element matrices.  That specificity is 

lacking in any circuit simulator tool used for thermal analysis, a fact that will become more 

and more apparent as simulation size and complexity grows.  There is no fundamental 

reason to think that a circuit simulator could not handle a large complex model, but at some 

point the question arises about whether the correct tool is being used for the task at hand. 

That said, there are several approaches that could make higher complexity 

component simulation more amenable to the thermal circuit approach.  First, almost all 

circuit tools have some form of circuit abstraction, whereby complex circuits can be 

encapsulated within a representative symbol and the user only interacts with input/output 

circuit elements.  As the user never sees the specific internal details it would be entirely 

possible for more complex circuits to be defined, whether 1-, 2-, or 3-dimensional and 

representing complex heat spreaders, heat sinks, or packages, which could then be saved 

in abstracted form.  Similarly, there may be cases where a combination of different 

dimensions might be appropriate for approximating a more complex structure, e.g., by 

using a 2-D or 3-D element to link multiple 1-D regions.  The composite thermal circuit 
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would retain full simulation complexity, but when abstracted user-visible complexity 

would be minimized. 

What is likely a more practical use of thermal circuits will be to implement compact 

or reduced versions of more useful structures.  A manual approach to this involves 

attempting to extract dominant resistances and time constants from the structure or a 

portion thereof, and then using those values in a simpler thermal circuit.  Alternatively, in 

a follow-up to the original FEM thermal circuit work Hsu and Vu Quoc proposed several 

model order reduction techniques that focused on synthesis methods to balance reduced 

degrees of freedom with simulation accuracy [219].  Methods investigated included 

superposition, mode synthesis, substructuring, and Ritz vector methods.  The core idea 

behind these methods is that after defining important nodes for external access, a reduced 

internal coordinate space and the corresponding connectivity matrices are determined that 

sufficiently replicate external node behavior.  Then that reduced model can be re-

implemented as a simpler thermal circuit and simulations can be run as normal.  Whatever 

the specific method, model order reduction appears to be the most practical approach to 

introducing complex structures into the thermal circuit domain and should provide a path 

forward for complex simulation of thermal and electronic systems. 

5.3. Transient thermal circuit evaluation of power packages 

As mentioned at the beginning of this chapter, power packages are being developed 

that improve thermal resistance and steady-state thermal performance, but these packages 

are being used in non-steady applications.  High-rate transients and pulses produce thermal 

conditions that will require knowledge of the packageôs full thermal impedance, not just 

the static resistance, to fully understand.  As such, we now use the thermal circuit models 
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examined previously to explore the transient response of a series of hypothetical power 

packages with varying degrees of cooling integration.  The impact of improved convection 

mechanisms and reduced packaging material upon power device temperature will be 

quantified for varying pulse rates.  We will attempt to validate the hypothesis that the 

steady-state improvements may actually degrade thermal performance for high-speed 

transients or pulses.  (An early version of the following package analysis was first presented 

in [147]). 

5.3.1. Modeling approach 

5.3.1.1. Power packages modeled 

Five power electronic package stacks are examined that include a progression of 

improvements typically proposed for steady-state thermal applications.  The five packages, 

referred to hereafter as Cases 1-5, are shown in Figure 5.11. 

 

Figure 5.11 ï Power package configurations used to examine transient behavior. Cases 2 through 

5 represent increasing levels of cooling integration into the package thermal stack (not to scale). 

Case 1 is the basic high-power electronics package consisting of a semiconductor 

device mounted on an AlN Direct-bond-copper (DBC) board and a copper baseplate 

affixed to an aluminum heat sink or cold plate using a thermal interface material (TIM).  In 
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Case 2, the package resistance is reduced by rigidly affixing the heat sink or cold plate to 

the copper baseplate, eliminating the TIM and separate baseplate.  In Case 3, the convective 

mechanism is integrated into the baseplate and directly cools the back of the DBC substrate.  

In Case 4, the cooling is integrated directly into the ceramic substrate (similar to that 

described in Chapter 4).  Finally, in Case 5, the coolant is applied directly to the backside 

of the device, also called óchip level coolingô.  Package material properties used for 

simulation are listed in Table 5.1. 

Table 5.1 ï Power package thermal material properties 

 
kth 

[W/mK]  
r 

[kg/m3] 

cp 

[J/kgK] 

Silicon 135 2330 704 

Copper 400 8933 385 

AlN ceramic 180 3330 736 

Aluminum 200 2700 880 

AuSn solder 57 19720 129 

T.I.M. (Dow Corning TC5022) 4 3230 1100 

Using (24) the resistance and capacitive thermal components of each layer can be 

calculated along with the associated thermal time constant for a unit device area.  These 

thicknesses and associated thermal values are shown in Table 5.2.  It should be noted that 

each Case uses the same device layer thicknesses except for Case 4, where it is assumed 

that about a half-thickness of AlN (~300 µm) remains through which heat must conduct, 

as was seen with the saw-cut substrates described in Section 4.4.  Also, despite being part 

of the same material, the device junction is called out as a discrete layer (with the same 

silicon properties) to permit improved boundary condition fidelity and provide increased 

resolution near the highest heat flux region in the model.  That junctionôs thickness is 

chosen as 100 µm to represent a deep-junction high power device. 
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Table 5.2 ï Package layer thermal characteristics 

 
l 

[mm] 

Rth" 

[cm2K/W]  

Cthò 

[J/cm2K]  

RC 

[ms] 

junction 0.100 0.007 0.016 0.122 

die 0.400 0.030 0.066 1.94 

die attach 0.050 0.009 0.013 0.112 

DBC, Cu 0.300 0.008 0.103 0.774 

DBC, AlN 0.625 0.035 0.153 5.32 

sub. attach 0.100 0.018 0.025 0.446 

Baseplate 3 0.075 1.032 77.4 

T.I.M. 0.050 0.125 0.018 2.22 

Al Sink 5 0.250 1.188 297 

Table 5.3 gives the accumulated thermal resistivity, capacity, and layer time 

constant for each package, calculated using (24) and (25) for a unit cross sectional area.  

From that data it can be seen that while the cooling integration has the desired effect of 

significantly reducing thermal resistivity, they also significantly reduce package thermal 

capacity and thermal time constant. 

Table 5.3 ï Thermal Characteristics for each model Case 

Case # of layers 
Rth" 

[cm2K/W]  

Cth" 

[J/cm2K]  
S(RiCi) 

[ms] 

1 10 0.563 2.717 386.1 

2 9 0.188 1.511 86.9 

3 6 0.096 0.454 9.1 

4 5 0.070 0.271 4.2 

5 2 0.037 0.082 2.1 

It should be noted that the RC values given in Table 5.3 are only rough lumped-

element estimates.  It is only appropriate to consider the full RC values when the entire 

package can be assumed to heat and cool uniformly as a single mass, usually for extremely 

slow temperature changes.  We expect in this study the majority of transient and convection 

conditions to operate outside that range.  Still, the values are instructive for demonstrating 

the significant change in thermal capacity that accompanies package size reduction and 

thermal resistance improvement.  An improved measure of package heating time will be 

discussed in the following section to better characterize thermal response and transient 

convective coupling. 
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5.3.1.2. Thermal Elmore delay for package transient response 

While the layer time constants do provide a useful measure of how quickly 

individual layers will heat up, they do not themselves provide much information about how 

heat will move through the package.  Continuing with the circuit analogy, heat moves 

through the package like an electrical signal through an RC network.  A common metric 

used in circuit design for the time required for a signal to propagate between nodes is called 

the Elmore delay, TD.  The Elmore delay is sometimes also called the Elmore time constant, 

as it estimates the single pole response of the circuit.  It should be more accurate than a 

simple summation of the RC products, as they do not account for any interaction between 

layers. 

First defined in 1948 by Elmore [238], the Elmore delay is the time required for a 

circuit output to reach 50% of its maximum output, a point which coincides to the peak of 

the impulse response of the circuit.  Mathematically, he defined TD as the dominant pole, 

or first moment, of the transfer function between the circuit input and output nodes, making 

it equivalent to the mean of the output signal.  In Laplace domain notation, the normalized 

transfer function can be expressed in rational polynomial form as: 

 
Ὤ ί

Ὄί

Ὄπ

ὥί ὥ ί Ễ ὥί ρ

ὦί ὦ ί Ễ ὦί ρ

ά άί άί Ễ 

(75) 

The first and second moments in (75), m1 and m2, found using a Taylor expansion 

of the rational polynomial, were used by Elmore to approximate the delay and rise time of 

the circuit response.  Following the procedure in [238] if H(s) is known explicitly, he 

showed the first moment, m1, later defined as the Elmore delay, is equal to: 
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 Ὕ ά ὦ ὥ (76) 

For completeness, Elmore similarly estimated the output rise time as the square root 

of the second central moment of the response, expressed as: 

 Ὕ ςά ά ς“ὦ ὥ ςὥ ὦ  (77) 

These definitions make the assumption of a perfect Gaussian impulse response to 

the input, which Elmore notes becomes more valid with more stages between input and 

output.  Gupta, et al. proved that while most output signals will have enough skew to 

invalidate the Gaussian assumption, the nature of RC trees make it such that the Elmore 

delay is guaranteed to be a close upper-bound on delay in those cases [239].  Numerous 

other delay estimates, modifications of, or improvements upon the Elmore delay have been 

suggested, but it still remains a very popular delay estimate for practical circuit behavior 

estimation due to its numerical simplicity.  We apply it here to the package thermal circuit 

to examine transient thermal response across the package. 

Beginning with Case 5, the simplest 2-layer case representing direct die cooling, 

we can examine the analytical Elmore delay solution.  Forming the full 2-stage transfer 

matrix from (41): 

 T
ὃ ὄ
ὅ Ὀ

ὃ ὄ
ὅ Ὀ

ὃ ὄ

ὅ Ὀ
 (78) 

The open circuit gain can be calculated as: 

 

(ί
ρ

ὃ

φ ‗ίὙὅ φ ‗ίὙὅ

φ σ ‗ίὙὅ φ σ ‗ίὙὅ σίὙὅ σ ς‗ίὙὅ ρς
 

(79) 

Normalizing the transfer function and rearranging as per (75): 
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(80) 

From which it can be seen that 
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(81) 

This procedure can be repeated with Cases 1-4, but just looking at the Case 4 

5-layer result: 
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(82) 

it is suggestive that there is a straightforward repeating pattern to the finite element based 

Elmore delay that may be obtained by inspection. 

It is worth noting that the TD estimates above retain no dependence on the mass 

matrix coupling factor, l.  This agrees with the statements by Shi that only parallel (shunt) 

capacitances contribute to the Elmore delay, series capacitances do not [240].  The Elmore 

delay is the first mode of the circuit function and comprises the dominant, lowest frequency 

component of the circuit response.  At low frequency a capacitor appears to be an infinite 

impedance component, making the mass coupling component in parallel with a finite 

resistance irrelevant to dominant pole characteristics.  Thus, the Elmore delay is insensitive 

to the choice of mass matrix used in the finite element thermal circuit model. 
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The high order polynomial complexity of deriving analytical forms for larger 

circuits has led to the development of algorithmic approaches that are now commonly used 

in circuit development.  Rubinstein, et al. [241] showed that a when the circuit consists of 

simple RC tree networks, as shown for our one-dimensional thermal circuit analogy in 

Figure 5.4(a), an approximation for TD can be constructed from repeated summation over 

the circuit elements.  The Elmore delay between the input node and any node i in an RC 

tree simplifies to: 

 Ὕȟ Ὑ ὅ (83) 

 

  

where N is the total number of RC circuit stages and Rki is the sum of the resistors 

between the input node and node k in common with the path between the input and 

node i.  In our linear circuit with no branching paths, Rki can be defined as: 

 Ὑ Ὑ

 ȟ

 (84) 

 

  

For this analysis, we are always looking at the delay between the junction and 

coolant nodes in the thermal circuit, making the node of interest, i, always equal to the 

number of package layers, n, so that in all cases k Ò n.  This simplifies (83) and (84) into: 

 Ὕȟ Ὑὅ (85) 

This form produces a delay estimate that can be computed using the values of layer 

R and C from Table 5.3.  However, this estimate differs from that obtained using (75) and 

(76) as shown by this TD estimate for the two and five layer cases: 

 Ὕȟ Ὑὅ Ὑ Ὑ ὅ (86) 
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Ὕȟ Ὑὅ Ὑ Ὑ ὅ Ὑ Ὑ Ὑ ὅ

Ὑ Ὑ Ὑ Ὑ ὅ Ὑ Ὑ Ὑ Ὑ Ὑ ὅ 

Trial and error shows that increasing the number of circuit elements used for each 

layer (i.e., applying mesh refinement) gradually converges the numerical results to that 

obtained from (76).  The results from (76) itself, on the other hand, are independent of any 

additional mesh refinement.  It is worth noting that this is likely due to the two forms being 

based on different circuit topologies.  The transfer function form is based on the full finite 

element description of the heat transfer problem, while the Rubinstein form is based on a 

simple first order finite difference approximation that lumps each layer in an unrealistic 

fashion, with resistances arbitrarily assigned to the node preceded by the full layer 

capacitance as in Figure 5.12: 

 

Figure 5.12 ï Cauer-type finite difference thermal circuit used in the Rubenstein Elmore delay 

approximation where layer masses and resistances are lumped at and before a single node. 

We can find a closed form expression for this convergence by refining each RC pair 

(or package ólayerô) into h refined elements per layer.  The refined elements have values 

Rk /h, Ck /h as shown in Figure 5.13. 
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Figure 5.13 ï Finite difference thermal circuit refinement for converged Elmore delay 

approximation. 

This expands the circuit to a total of nh elements, and (85) can be expressed as: 

 Ὕȟ
ὙổȾỖ

Ὤ

ὅổȾỖ

Ὤ
 (87) 

where the R and C indices use the Iverson notation for the ceiling function.  A slightly 

simpler form of this equation can be found by expanding the layer refinement term, h, and 

noting that SὙổȾỖ/h and SὅổȾỖ/h terms within each layer are equal to Ὑ and ὅ.  With 

some algebraic manipulation this simplifies to the original summation bases producing: 

 Ὕȟȟ Ὑὅ
Ὤ ρ

ςὬ
Ὑὅ (88) 

From (88) we see that the first term in the converging Elmore delay is simply the 

h = 1 undiscretized delay from (85), TD,n,1, reduced by a fraction of the sum of the 

individual layer time constants presented in Table 5.3.  As ὬO Њ, (88) reduces to: 

 Ὕȟ ÌÉÍ
ᴼ
Ὕȟȟ Ὑὅ

ρ

ς
Ὑὅ (89) 

 Ὕȟ Ὕȟȟ В†  (90) 

The converged form in (89) produces results identical to that obtained with (76).  

The difference between circuit models turns out to be the endpoint mass and resistance 
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distributions.  At first glance, the finite element approach applies some thermal capacity to 

the input node, and no resistance follows the output node.  As Elmore delay is based on 

step voltage response, neither input capacitance nor output resistance can have any impact 

on the result and are ignored.  It is not until h approaches infinity that these endpoint 

differences become insignificant and the first order response of both circuits becomes 

identical. 

It is possible to use alternative forms of the finite difference topology or the finite 

element circuit topology in conjunction with (83) to produce an Elmore delay estimate.  

See Figure 5.14, where (a) shows a central finite-difference discretization scheme and 

values, whereby the thermal mass is centered and layer resistance is distributed on either 

side, and (b) which shows the previously described lumped mass finite element 

discretization that centralizes the resistance and distributes the masses. 

 

Figure 5.14 ï (a) Finite difference and (b) finite element thermal circuit topologies with matched 

algorithmic and transfer function method Elmore delay. 
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Mapping the values from either Figure 5.14(a) or (b) to the Rubenstein algorithm 

produces the same result as (89) without the need for any additional mesh refinement.  

Thus, between the transfer function method and converged Rubenstein algorithms with 

different topologies, we have confirmed that (89) can be used with just the package layer 

properties to produce the best Elmore delay value with least computational effort.  The 

Elmore delay for the five package Cases are given in Table 5.4 along with their SRC delay 

estimates for comparison. 

Table 5.4 ï Package delay characteristics 
Case 

 

# of package 

layers 
S(RiCi) 

[ms] 

TD 

[ms] 

1 10 386.1 710.3 

2 9 86.9 218.2 

3 6 9.04 27.5 

4 5 4.18 11.7 

5 2 2.07 1.52 

5.3.1.3. Boundary condition definition 

In these models, it is assumed that the packages experience pulsed heating in the 

volume of the junction layer of the device, and have convective cooling at the lowest, or 

base, package layer.  A finite element thermal circuit representation showing possible heat 

generation and boundary conditions is shown in Figure 5.15 [222].  A heat flux boundary 

condition is represented as a current source between thermal ground and the boundary 

node.  Volumetric power generation over an element is represented by two current sources 

dividing the power evenly over both nodes for that element.  Thus, where two heated 

elements connect the heat generation source has twice the magnitude, reflecting 

contributions from both elements.  Linear convection is represented as a resistance to 

thermal ground, and fixed temperatures by voltage sources to ground.  As shown, if the 

ambient temperature for a convection boundary is not zero, a voltage source is used with 
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the convection resistor to create this effect.  However, in the following simulations we were 

only concerned with relative temperature changes and allowed ambient temperature to 

equal zero. 

 

Figure 5.15 ï Representative 1D thermal circuit chain showing heat generation and boundary 

conditions, from [222] with permission, © 1999 IEEE. 

We used the same equivalent flat plate convection technique as described in 

Section 4.3 to derive values for the applied convective coefficient, heff, spanning from 100 

to 500,000 W/m2K, and with a nominal ambient temperature of zero as mentioned above.  

The value of the convective resistor is determined from: 

 ήͼ Ὤ Ὕ Ὕ  (91) 

 Ὑͼ ЎὝήͼϳ ρȾὬ  (92) 

5.3.1.4. Simulation procedure 

LTspice XVII, a SPICE simulator originally by Linear Technology Corporation 

(now Analog Devices) [242], was used to numerically simulate the thermal circuit models 

studied here.  An example schematic for the Case 3 FEM thermal circuit model is shown 

in Figure 5.16.  The other Cases are modeled similarly, with more or fewer elements 

according to the configurations shown in Figure 5.11.  Also, note that in the representative 

figure only a single element is used for each layer.  This particularly undermeshed case 

would suffer significant DMP violation, with nodes not connected to forcing sources likely 
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being driven substantially negative during initial pulses or step changes.  Using an 

undocumented feature in the LTspice program for making multiple bus connections to 

simulate repeated circuit elements [243], we performed mesh refinement on the thermal 

circuit by increasing the number of elements for each layer until the DMP violation became 

negligible, defined as less than a 10-6 ºC temperature swing on a step response.  This 

convergence check is described in the following section. 

 

Figure 5.16 ï Case 4 SPICE thermal circuit representation. Each package layer is represented here 

as only a single finite element for clarity.  Heat generation is imposed on the nodes of the junction 

layer element, and a convection boundary condition to thermal ground is imposed after the base 

layer. 

Four numerical tests were performed on the package Cases to evaluate transient 

thermal behavior.  First, step response simulations were run while sweeping the convection 

coefficient over the range of 100 to 500,000 W/m2K to determine steady-state package 

behavior and dominate transient response characteristics.  Second, a single unit square 

pulse was applied to each Case sweeping both convection coefficient and pulse width (from 

50 µs to 10 sec) to quantify the ability of improved convection to reduce peak junction 
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temperature.  Third, a frequency domain small signal analysis was run for each case and 

convective rate to examine the applicability of claims made by Meysenc regarding package 

inertia.  Finally, transient analyses were run with unit power step and pulse trains to 

examine the same behavior in the time domain.  A unit heat flux was applied throughout 

the study since the model is linear and the resultant thermal impedance values should be 

representative over all power levels.  All resistances and impedances are presented 

normalized to this unit power. 

5.3.1.5. Using DMP to verify package mesh convergence 

Because only using a single element for each layer would be significant under-

meshing in the presence of high-speed transients (an ideal step response having zero rise 

time), a convergence analysis was first performed on the 5 Cases.  With the model initial 

temperature set to zero, a unit step power input was applied to each heat input node and 

each interlayer nodal temperature was checked until the model reached steady state.  As 

was shown in Section 5.2.6, the step response will induce negative temperatures 

downstream from the input nodes as the temperatures start to rise.  The magnitude of these 

negative temperatures, which represent violations of the Discrete Maximum Principle due 

to the chosen spatial discretization, were tracked and compared as the mesh was 

increasingly refined.  Mesh refinement was performed by increasing the number of element 

divisions, n, equally in each package layer. 

Figure 5.17 shows the DMP magnitude for Case 1 as n is increased from 1 to 20 

elements per layer.  As can be seen, the order of magnitude of the error decreases very 

quickly in all layers, and the interlayer node with the largest amount of error was always 

the node closest to the heat input.  For all Cases this is the node at the backside of the die. 
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Figure 5.17 ï Case 1 negative oscillation magnitude for the different layers with increasing mesh 

refinement.  n indicates the number of elements per package layer.  For clarity of the graph, only 

the top and bottom sets of nodes are labeled. 

Figure 5.18 shows the maximum DMP violation present in each Case for each value 

of n.  Note that the error magnitudes are nearly identical and Cases 1-4 are almost 

completely overlapped.  This occurs because in all Cases the largest magnitude occurs in 

the die-backside node, and the material configuration adjacent to the junction stays largely 

unchanged except for the Case 5, where that node coincides with the convective surface 

node. 
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Figure 5.18 ï Maximum DMP oscillation magnitude for all five Cases with increasing mesh 

refinement.  Note that all five cases are present and largely overlap on the graph. 

Because the DMP violation cannot be used to evaluate mesh convergence in driven 

nodes, such as the junction layer nodes is these Cases, a separate convergence examination 

was performed on the heat input nodes.  Figure 5.19 shows the discrepancy in the maximum 

junction temperature for each discretization level normalized to the n = 20 temperature 

values for the early time steps (up to 0.1 seconds).  Note that only the first few levels of n 

can be distinguished as having a significantly higher level of error than the more refined 

cases. 
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Figure 5.19 ï Case 1 error accumulation (maximum device temperature relative discrepancy) with 

time for different values of n. Note that n = 1 to 20 are plotted in the graph.  For clarity only the 

curves that can be distinguished from the bulk of the data are labeled. 

From both the DMP and maximum junction temperature convergence data, it is 

obvious that the model performs as would be expected of a finite element model.  Error 

decreases quickly with increasing mesh density, with gradual diminished returns at higher 

levels, and it does not appear that this convergence study reached the levels of overmesh 

that can introduce excessive numerical error.  Additionally, DMP violation appears to be a 

useful convergence metric, showing similar levels of error reduction relative to mesh 

density.  For the remainder of this analysis, the mesh density metric n = 10 will be used as 

it is sufficiently into the regime showing insensitivity to further meshing. 
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5.3.2. Transient model results 

5.3.2.1. Package step response 

Figure 5.20 shows the steady-state package responses as extracted from the unit 

step junction profiles.  Flux normalized temperature rise showed strong dependence on 

convective rate, as expected.  The Rth values trend toward the package values that were 

shown in Table 5.3 as the convection component diminishes, as expected from (9), 

although as amplified by the logarithmic scaling Cases 4 and 5 still appear to have 

significant relative convective resistance. 

 

Figure 5.20 ï Steady-state resistivity of the modeled packages as functions of the backside 

convection. The dashed lines represent the calculated values for each case from Table 5.3, towards 

which each approaches as the convective resistances go to zero. 

In Figure 5.21, the package dominant time constant is estimated using a simple 

single exponential model for temperature rise: 

 Ὕὸ Ὕ ρ Ὡ  (93) 
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 † ὸὰὲρ ὝὸȾὝϳ  (94) 

For a system that is not truly lumped, this model will produce a non-constant value 

for t.  The values shown in the figure are the average extracted time constant values when 

the temperature has reached 99% of the steady-state value.  For reference, the package time 

constant estimates from Table 5.4 are also plotted in Figure 5.21.  Elmore delay as expected 

is an upper bound while SRC appears be a lower bound to the heff Ą Ð effective time 

constant for all cases except for Case 5 which may simply not have saturated within the 

simulated range.  Despite there being such a wide range in predicted time constants, this 

does support the notion that those time estimates can  serve as an approximations to the 

package time constant for large convection rates and long heating times. 

 

Figure 5.21 ï Extracted dominant time constant of the modeled packages as functions of the 

backside convection.  The dashed lines and shaded regions represent time constant estimates 

bounded by the Elmore delay (TD#) and the sum of RC constants (RC#) for each package Case. 

Finally, comparing the converged thermal circuit delay estimates for each package, 

an open circuit (convection coefficient = 0) unit step response was simulated for each case.  
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The ó50% output circuit delayò, T50, is calculated as the time for the unloaded output to 

reach 50% of Tmax in response to a step input.  These values are shown in Table 5.5.  Again, 

as expected from Gupta, et al., TD provides a guaranteed overestimate of the actual rise 

time [239], in this case by a consistent 30-36%. 

Table 5.5 ïSimulated package delay comparison 

Case # of layers 
S(RiCi) 

[ms] 

TD 

[ms] 

T50% 

[ms] 
SRC/T50 TD/T50 

1 10 386.1 710.3 546.8 0.71 1.30 

2 9 86.9 185.5 137.0 0.64 1.36 

3 6 9.04 27.5 20.5 0.44 1.34 

4 5 4.18 11.7 8.58 0.49 1.36 

5 2 2.07 1.52 1.17 1.79 1.31 

 

5.3.2.2. Convection influence on pulsed temperature rise 

The Case 1 results from simulating a unit pulse applied to the package with varying 

convection and pulse width are shown in Figure 5.22.  As expected, for long pulse-times 

the peak temperature rise is highly dependent on the convective resistance.  However, as 

the pulse time decreases the device junction becomes thermally decoupled from the heat 

sink.  As shown in the Figure 5.22 inset, despite a greater than three orders-of-magnitude 

change in convection rate the variation in junction temperature rise starts to become 

negligible for pulses smaller than the Elmore delay, TD.  The inset shows TD, the lumped 

package RC constant, and the actual simulated package delay time, T50.  Similar graphs 

focusing on the shorter pulse region are shown for the remaining cases in Figure 5.23, 

showing similar lack of variation with effective convection rate for short pulse times. 
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Figure 5.22 ï Peak junction temperature rise under single pulse excitation for Case 1 with varying 

convection rates and pulse widths.  The inset magnifies the range up to 1.25 seconds showing a 

lack of differentiation between junction heating at small pulse widths, with package time constant 

(SRC), Elmore delay (TD), and simulated pulse delay (T50) noted. 
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Figure 5.23 ï Peak junction temperature rise under single pulse excitation for package Cases 2-5 

with varying convection rate and pulse widths with package time constant (SRC), Elmore delay 

(TD), and simulated pulse delay (T50) noted. 

When considering heat propagation through the package the insensitivity to 

convection rate is unsurprising for short pulses.  There is a finite amount of time required 

for heat to reach the cooled backside surface and create a thermal gradient across the 

convective thermal resistance.  Prior to this time convection can have no influence on the 

temperature profile upstream, regardless of magnitude.  Looking at Figure 5.22 and Figure 

5.23, it appears that both the lumped RC and TD values provide some estimate of the time 

it takes for the package to exhibit thermal sensitivity to backside convection, and both are 

similar in magnitude to the simulated delay time, T50. 

0

0.1

0.2

0.3

0 0.05 0.1 0.15 0.2 0.25

N
o
rm

. 
T

e
m

p
 R

is
e
 [

K
 /

 (
W

/c
m

2
)]

pulse width [sec]

100
500
1000
5000
10000
50000
100000
500000

0

0.025

0.05

0.075

0 0.001 0.002 0.003 0.004 0.005

N
o
rm

. 
T

e
m

p
 R

is
e
 [

K
 /

 (
W

/c
m

2
)]

pulse width [sec]

100
500
1000
5000
10000
50000
100000
500000

0

0.025

0.05

0.075

0.1

0 0.005 0.01 0.015 0.02

N
o
rm

. 
T

e
m

p
 R

is
e
 [

K
 /

 (
W

/c
m

2
)]

pulse width [sec]

100
500
1000
5000
10000
50000
100000
500000

0

0.05

0.1

0.15

0 0.01 0.02 0.03 0.04

N
o
rm

. 
T

e
m

p
 R

is
e
 [

K
 /

 (
W

/c
m

2
)]

pulse width [sec]

100
500
1000
5000
10000
50000
100000
500000

SRC 

Case 2 

h
eff

, W/m
2
K 

T
50

 

TD 

SRC 

T
D
 

Case 3 

h
eff

, W/m
2
K 

T
50
 

T
D
 

Case 5 

h
eff

, W/m
2
K 

SRC 

T
50
 SRC 

T
D
 

Case 4 

h
eff

, W/m
2
K 

T
50
 

(a) (b) 

(c) (d) 



 

159 

From a physical standpoint, it make sense that Elmore delay would correlate with 

convective insensitivity as it is specifically designed to approximate the time for heat to 

reach the output of the thermal circuit, or for heat to get from the junction to the convection 

surface.  However, because Elmore delay is an estimate of time for an ideal step response 

to reach 50% of the target value, a not-insignificant gradient will have developed between 

the onset of significant output rise and TD causing some measurable convective impact.  

From the figures we can see that this is consistently the case.  Comparing SRC and TD as 

delay estimates, TD is more consistent in its relative location to T50 and the convective 

divergence.  RC generally lies farther into the insensitive region for Cases 1-4, but is 

actually larger than TD and T50 for Case 5. 

We can gain another view of this relationship by normalizing pulse time by the 

Elmore delay and then examining the relative temperature difference between the 

maximum and minimum convection rate temperature curves.  Figure 5.24 shows this 

relative temperature difference for all five Cases and Table 5.6 provides specific values of 

the relative temperature change at fractional tp/TD values from 1/4 to 1. 
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Figure 5.24 ï Relative difference in temperature rise seen by package cases over simulated 

convection range (from 100 W/m2K to 500,000 W/m2K) as a function of the Elmore delay 

normalized pulse time. 

Table 5.6 ï Relative temperature change from a 5000x heff increase 
Case TD / 4 TD / 3 TD / 2 TD 

1 0.008% 0.064% 0.59% 6.8% 

2 0.064% 0.36% 2.23% 15.6% 

3 0.029% 0.19% 1.33% 11.4% 

4 0.027% 0.16% 1.12% 9.7% 

5 0.002% 0.020% 0.25% 3.8% 

Figure 5.24 confirms that the temperature differences from large convective 

improvement are all very low for values below TD, showing less than 20% for all package 

Cases.  In particular below TD/3 a temperature reduction of less than 0.5% is seen across 

all cases despite a 5000x increase in applied convection coefficient, and the discrepancy 

grows significantly above this point.  This characteristic has significant implications for 

pulsed package designers, indicating that for all of the package Cases analyzed, none of 

the designs will be able to use improved convection to reduce temperature rise for sub-
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millisecond transients.  We can conclude, however, that TD can always serve as a consistent 

overestimate of the convective insensitivity time, making it a useful pulsed package 

analysis metric that can be determined simply from layer geometry and material properties. 

5.3.2.3. Frequency domain junction response 

Recalling the suggestions by Meysenc, et al. that a low thermal inertia package will 

respond to sudden transients with increased temperature swing, we now examine the 

frequency domain response of these thermal circuits.  Based on the behavior that was 

shown in Figure 5.2, we would expect to see a difference in switching frequency for which 

the packages begin to show reduced relative temperature response, and this difference may 

cause significant thermal performance discrepancy.  As Meysencôs example was based 

only on the lumped semiconductor die response, it will  useful here to examine the impact 

of the entire package.  As the roll off behavior is closely related to the resistive dissipation 

and capacitive storage within the package, we expect convection rate to significantly alter 

the roll off behavior for lower frequencies, but based on the previous section should have 

diminished impact at higher frequencies (equivalent to shorter pulse times). 

Each of the package Cases was simulated with a unit magnitude small signal AC 

power input and varying convection rate.  The thermal input impedance (junction 

temperature rise normalized to input power) for the Cases are shown in Figure 5.25, with 

each subfigure showing a different convection rate.  From these graphs it can be seen that 

the behavior described by Meysenc indeed does occur for integrated power electronic 

packages. 
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Figure 5.25 ï Frequency dependent small signal thermal resistance for each Case over varied 

convection rates.  Packages with smaller thermal time constants see thermal response roll off at 

higher frequencies, creating regions where lower thermal resistance packages heat up more. 
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Each plot in Figure 5.25 shows the expected temperature roll off that occurs as the 

fixed-power cycles increase in frequency and the thermal circuits act as multi-pole low-

pass filters.  Just as Meysenc described, the frequency after which the dominant pole, or 

RC constant, pulls the temperature response down occurs sooner in higher thermal inertia 

packages.  This is seen most notably for low convection rates.  For heff  < 1000 W/m2K, 

there appears to be little transient benefit to using the advanced integrated packages.  As 

heff increases, the steady-state temperature rise begins to decrease, and the packagesô 

thermal resistance introduces separation between the Cases.  A switching frequency range 

exists for all convection rates where improved packages have worse thermal performance 

than even the base Case 1 package.  Increased convection does shift that frequency range 

higher as well as begin to diminish the magnitude of this effect, and at high enough 

frequencies this separation approaches zero.  So short enough pulses diminish both benefit 

of convective improvement and package improvement as well. 

Note that the SPICE standard AC analysis uses a constant amplitude assumption.  

Under a constant pulse energy assumption, the frequency dependent profiles would look 

much different.  This may of interest in future analyses, but would require a custom 

algorithm. 

5.3.2.4. Time domain junction response 

While the frequency domain data is suggestive of the package impedance inversion, 

the change in thermal performance can be more clearly seen in time domain simulations.  

Looking again at the step response (equivalent to single pulse peak temperature rise) plots 

in Section 5.3.2.2, but this time superimposing the different Cases for specific convection 

rates, a time-domain equivalent of Figure 5.25 is constructed and shown in Figure 5.26. 
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Figure 5.26 ï Time domain step response temperature rise for each Case over varied convection 

rates.  Packages with smaller thermal time constants heat up faster, resulting in higher temperatures 

at short pulses times, with the crossover point being temperature dependent. 
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It is fairly clear from these results that the low thermal inertia in highly integrated 

packages causes high early transient temperatures in all but the highest convection 

conditions.  For low convection rates (heff < 1000 W/m2K) the slow temperature rise keeps 

the high-Rth packages at much lower temperatures than the low-Rth Cases.  As heff increases 

and reduces the thermal resistance contribution to the thermal time constant, visible in the 

figure for heff > 1000 W/m2K, crossover points can be seen that shift to shorter pulse times 

with higher heff.  Thus, as in the frequency domain, the time domain plots suggest that 

highly integrated packages will heat up more than less-integrated packages for pulse times 

significantly longer than the package time constants or Elmore delays until the convective 

contribution to thermal time constant has sufficiently diminished. 

As step response does not convey cool down, or thermal reset, time, we also 

examine a pulse train to show the overlap in the information provided by the AC and time 

domain step responses.  While there are an infinite number of pulse configurations that can 

be examined, we can look at the graphs in Figure 5.25 and Figure 5.26 for useful examples.  

In particular, between 10,000 and 100,000 W/m2K, the simulations show clear cases of 

inversion in thermal performance between 0.1 and 10 Hz.  Figure 5.27, Figure 5.28, and 

Figure 5.29 show 1 W/cm2 unit pulse trains with a 1 second period and 10% duty cycle 

(100 ms on-time), shown for both the initial pulses and after warmup transients have 

saturated (around 30 sec). 
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Figure 5.27 ï Time domain pulsed temperature profiles for Cases 1, 3, and 5 with heff = 10 kW/m2K 

subjected to a unit heat pulse train of 100 ms pulse-width and 1 second period.  (a) shows the initial 

pulses where Case 1 and Case 3 are both warming slightly.  (b) shows the temperatures for pulses 

after the warmup has saturated (30 sec). 
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Figure 5.28 ï Time domain pulsed temperature profiles for Cases 1, 3, and 5 with heff = 50 kW/m2K 

subjected to a unit heat pulse train of 100 ms pulse-width and 1 second period.  (a) shows the initial 

pulses where Case 1 and Case 3 are both warming slightly.  (b) shows the temperatures for pulses 

after the warmup has saturated (30 sec) 

 

0.00

0.05

0.10

0.15

0.20

0.25

0.30

0 0.5 1 1.5 2

N
o

rm
. 

T
e

m
p

 r
is

e
 [

K-
c
m

2
/W

]

time [sec]

Case 1

Case 3

Case 5

0.00

0.05

0.10

0.15

0.20

0.25

0.30

28 28.5 29 29.5 30

N
o

rm
. 

T
e

m
p

 r
is

e
 [

K-
c
m

2
/W

]

time [sec]

Case 1

Case 3

Case 5

(a) 

(b) 



 

168 

 

Figure 5.29 ï Time domain pulsed temperature profiles for Cases 1, 3, and 5 with 

heff = 100 kW/m2K subjected to a unit heat pulse train of 100 ms pulse-width and 1 second period.  

(a) shows the initial pulses where Case 1 and Case 3 are both warming slightly.  (b) shows the 

temperatures for pulses after the warmup has saturated (30 sec) 
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The three figures above demonstrate the transient package thermal responses under 

varying loading conditions, as well as divergence from expected steady-state response.  

The lowest value of heff (10 kW/m2) highlights the inverted thermal performance due to 

thermal inertia quite clearly.  The larger time constants in Cases 1 and 3 cause them to heat 

up more slowly than Case 5, which responds very quickly to the heat load.  None of the 

packages reach steady-state temperature (Tss) within the 100 ms pulse duration, but Case 5 

reaches about 70% of Tss due to its fast response, while Case 1 only reaches 10% of its 

much higher Tss (see Figure 5.20).  Note that Case 5 also cools off much faster, whereas 

the others do not return to the initial state between the early pulses.  Thus, in addition to 

higher peak temperatures, Case 5 has a much larger temperature swing as well  This 

discrepancy decreases but still persists after warmup, as shown in Figure 5.27(b) where the 

Case 1 has warmed up to about the same level as Case 3, but both remain far below the 

Case 5 peak.  As temperature cycling is responsible for a large number of thermal failure 

modes [244], this could introduce significant package reliability concerns even if the 

maximum temperature is within component survival limits. 

Tables 5.7-5.9 list the absolute and relative peak temperature responses for the 

initial and warmed-up pulses for all five packages and three tested values of heff.  The data 

shown quantifies the convection-dependent thermal performance inversion between 

packages.  For heff = 10kW/m2K, Case 5 heating up 4.6x more than Case 1 in the initial 

pulse.  Even after allowing for pulse train warm-up, Case 5 still sees a 2.6x higher Tmax and 

a 4.75x wider DT than Case 1.  As heff is increased, this effect diminishes and eventually 

reverses.  For heff = 50kW/m2K the Case 5 peak is only 20-50% above Case 1, and then at 

100 kW/m2K it reverses to where Case 5 is 15% less than Case 1.  Cases 2-4 generally 
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bridge the Case 1 to Case 5 span until the higher-heff condition pushes the worst 

performance up to higher thermal inertia packages (Case 3 having the largest response). 

Table 5.7 ï Normalized temperature rise from unit pulse train at heff = 10 kW/m2K 
 Steady-state Pulse 1 Pulse 30 (steady-state) 

Case TSS 

TMAX = 

DT 
Ὕ

Ὕ
 

Ὕ

Ὕ ȟ

 TMAX DT 
Ὕ

Ὕ
 
Ὕ

Ὕ ȟ

 
ЎὝ

ЎὝ
 

# [°C] [°C] [°C] [°C] 

1 1.563 0.157 0.10 1 0.276 0.153 0.18 1 1 

2 1.188 0.158 0.13 1.01 0.233 0.153 0.20 0.85 1.00 

3 1.096 0.245 0.22 1.57 0.272 0.239 0.25 0.99 1.56 

4 1.070 0.344 0.32 2.20 0.353 0.341 0.33 1.28 2.23 

5 1.037 0.727 0.70 4.64 0.727 0.727 0.70 2.64 4.75 

 

Table 5.8 ï Normalized temperature rise from unit pulse train at heff = 50 kW/m2K 
 Steady-state Pulse 1 Pulse 30 (steady-state) 

Case TSS 

TMAX = 

DT 
Ὕ

Ὕ
 

Ὕ

Ὕ ȟ

 TMAX DT 
Ὕ

Ὕ
 
Ὕ

Ὕ ȟ

 
ЎὝ

ЎὝ
 

# [°C] [°C] [°C] [°C] 

1 0.763 0.157 0.21 1 0.196 0.153 0.26 1 1 

2 0.388 0.157 0.40 1.00 0.162 0.155 0.42 0.83 1.01 

3 0.296 0.199 0.67 1.27 0.199 0.199 0.67 1.02 1.30 

4 0.270 0.223 0.83 1.42 0.223 0.223 0.83 1.14 1.46 

5 0.237 0.233 0.98 1.49 0.233 0.233 0.98 1.19 1.52 

 

Table 5.9 ï Normalized temperature rise from unit pulse train at heff = 100 kW/m2K 
 Steady-state Pulse 1 Pulse 30 (steady-state) 

Case TSS 

TMAX = 

DT 
Ὕ

Ὕ
 

Ὕ

Ὕ ȟ

 TMAX DT 
Ὕ

Ὕ
 
Ὕ

Ὕ ȟ

 
ЎὝ

ЎὝ
 

# [°C] [°C] [°C] [°C] 

1 0.663 0.157 0.24 1 0.186 0.153 0.28 1 1 

2 0.288 0.156 0.54 1.00 0.157 0.156 0.54 0.84 1.01 

3 0.196 0.167 0.85 1.06 0.167 0.167 0.85 0.90 1.09 

4 0.170 0.160 0.94 1.02 0.160 0.160 0.94 0.86 1.05 

5 0.137 0.133 0.97 0.85 0.133 0.133 0.97 0.72 0.87 

It is obvious that these examples were selected to emphasize the primary point: both 

the frequency domain and time domain analyses suggest that these thermal conditions (both 

pulse rate and convection) would produce a response corresponding to the inverted thermal 

response regions in Figure 5.25(e-g).  That varies significantly with both convection and 

pulse width/rate.  To emphasize this, for the same packages and external conditions Figure 

5.30 shows the response to a 1 ms pulse where the response shifts out to the far right of the 
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frequency response curves.  There the peak responses look identical both with each other 

and with changing convection rate, which recalls the earlier convective insensitivity 

discussion. 

 

Figure 5.30 ï Time domain 1 ms pulsed temperature profiles for Cases 1, 3, and 5 at multiple 

convection rates, showing identical fast pulse package peak response and convective insensitivity. 
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5.3.3. Transient model conclusions 

When first asked whether the thermal improvements made for steady or slow-

changing thermal systems could also benefit transient electronic systems, the answer was 

simply that we did not know.  Anecdotally, discussion that pulsed-power engineers were 

still seeing device thermal failure after buying better packages, heat sinks, and cooling 

systems inspired the hypothesis that transient heat propagation must be sufficiently 

different to negate the expected performance improvement. 

The overall takeaway from this transient thermal circuit modeling effort of power 

electronics packaging is the following: 

(1) There are transient pulse conditions that will show little to no improvement from 

better convection.  A fast enough pulse, relative to the time it takes heat to move 

through the package, will be completely insensitive to any amount of improved 

cooling.  A lower thermal inertia package will increase this upper limit on pulse 

speed, but enough energy in the high frequency components of the pulse could still 

be insensitive to cooling. 

(2) For any pulsed system, simply buying a lower thermal resistance package may not 

provide measurable thermal improvement.  In fact, it is entirely possible that the 

thermal performance will worsen due to the corresponding decrease in thermal 

inertia. 

(3) For very low duty cycle pulsing where the package always appears to be in the 

óinitial warm-upô stage, under low convection rates it might never be thermally 

beneficial to choose a highly integrated package.  Thermal capacity will far 

dominate the thermal resistance impact on thermal performance. 
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What these three points indicate is that exact transient thermal conditions must be 

known in order to design a successful transient thermal solution.  As mentioned before 

regarding understanding how to successfully apply phase change materials to vehicle 

components, designing a steady-state thermal solution for a transient system will, in the 

best case, lead to a thermally overdesigned solution with corresponding size, weight and 

power (SWaP) penalty.  At the worst case, however, it may not be a solution at all, resulting 

in a system reaching higher temperatures and seeing larger temperature swings.  In addition 

to understanding this need, the finite element based thermal circuit models applied here-in, 

the transient modeling approach, and the package delay estimates all produced using 

standard electrical circuit modeling tools demonstrate that the capability exists for 

electrical circuit and package designers to incorporate transient thermal behavior into their 

designs. 

Despite all of these transient design concerns, a low thermal resistance is still 

necessary in many cases, especially for systems that are not designed with clearly known 

transients, or for systems that are used in generally steady-conditions but requires surge or 

pulse survivability.  Since this transient analysis has shown that the lack of thermal inertia 

near the junction of the device appears to be the primary problem affecting thermal 

response, the new question is how to increase package thermal capacity without excessive 

thermal resistance penalty.  For this, in the next chapter we examine one potential solution 

that involves integrating phase change materials into the electronics package, thereby 

adding in an engineered nonlinear thermal capacity that can try to satisfy both demands. 
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Chapter 6 ï Electronics integrated phase change materials 

Previous chapters have addressed traditional approaches to electronics package 

improvement, the effect that transient thermal loading can have on those improved 

packages, and the availability of phase change materials for reducing transient excursions 

through nonlinear thermal absorption.  This chapter focuses on the challenges of integrating 

PCMs with high performance electronics packaging to regain thermal capacity while 

maintaining low thermal resistance, and in particular design compatible modeling 

techniques for accomplishing this integration. 

When describing approaches for vehicle power electronics thermal protection in 

Section 3.1.2.2, it was recognized that there have been a number of attempts to incorporate 

PCMs into electronics packages in order to engineer additional thermal capacity back into 

the low thermal resistance structure.  Heat spreading structures of some sort are generally 

required to overcome the high thermal charging resistance of most low thermal 

conductivity PCMs.  These have typically involved either partially or fully filling a heat 

sink or similar structure with PCM and then connecting the structure to the electronics 

package in a standard fashion.  Some of these methods have included encapsulation of 

PCM in a honeycomb cell [245], loading a finned heat sink [246], or filling the interior 

volume of a foam [247].  Finally, it is worth noting that despite these studies focusing on 

smaller electronic systems, they mainly dealt with relatively slow transients and long time 

constants (minutes to hours) for the thermal cycle.  There have been a few cases with the 

PCM placed close to the semiconductor junction has been shown to be able to reduce peak 

temperature at short time scales, in particular modeling efforts by Garrum and Evans 

[150,248], and more recently experimental efforts by Green, et al. on silicon CPU test 
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chips [249], and very recently other experimental work at ARL evaluating the use of 

metallic phase change materials as electronics encapsulation material [250,251]. 

As in the previous chapter, we recognize that successfully incorporating PCMs into 

electronics, and specifically close enough to the electronics to provide fast transient 

suppression, will require addressing the multi-domain design challenge.  Thus this chapter 

focuses on extending the transient modeling to include a latent heat effect.  The complexity 

of phase change requires some simplifying approaches in order to enable a general 

modeling capability to be incorporated into multi-domain electrothermal modeling.  We 

begin with a description of the phase change modeling challenge and analytical and 

numerical approaches to modeling melting and solidification.  We then propose and 

evaluate a particular form of phase change smoothing model to facilitate incorporation into 

finite element and coupled domain solvers.  Finally, we examine a few case studies using 

this model by showing the potential impact of phase change thermal buffering within the 

electronics package.  (Much of the smoothing model and finite element substrate 

simulation work was first presented in [151,252]. 

6.1. Heat transfer - solid-liquid phase change models 

While numerical solution of the transient heat diffusion equation is relatively 

straight forward, the introduction of phase change makes the problem inherently non-linear 

due to the latent absorption and release of energy at the typically non-stationary phase front.  

Additionally, while thermal modeling involves a generally uncomplicated single degree of 

freedom modeling domain, phase change introduces the need to track the materialôs state 

or state fraction.  This extra degree of freedom can make it difficult to apply concepts 

similar to the previously described thermal circuit analogues, and detailed phase change 
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models can quickly render design problems intractable.  In a one-dimensional system with 

only two phases, and a single interface between phases, this mathematical model is called 

the Classical Stefan Problem.  It is one of the simpler models in the class of ñmoving 

boundary problemsò of partial differential equations, in that there are analytically tractable 

solutions for simple cases [253]. 

6.1.1. The classical Stefan problem 

The Classical Stefan Problem (summarized for one dimension below in Figure 6.1) 

consists of the heat diffusion equation applied separately to the solid and liquid phase 

regions of a single material of length l with a special interface condition, known as the 

Stefan Condition, imposing an energy balance at the solid-liquid interface.  That interface 

is assumed to be isothermal at the materialôs melting temperature and has zero width.  A 

fixed temperature (Dirichlet type) boundary condition is imposed on one side of the domain 

(x = 0), and an insulated boundary condition (Neumann type, natural) is imposed on the 

other side (x = l).  Initially the material is all a single phase either at (for a single-phase 

Stefan problem) or below (for a two-phase Stefan problem) the melting temperature.  This 

figure shows an example of melting where the phase front position, X(t), changes with time 

as the liquid region grows in thickness from the heated side.  Note that as,l are the thermal 

diffusivities of the medium in the solid and liquid regions, and Hf is the latent heat of fusion 

of the material. 
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Figure 6.1 ï Schematic illustration of the one-dimensional Stefan problem, where X(t) represents 

the position of the phase interface with time.  Adapted from [253]. 

While the actual transient phase change behavior will be heavily dependent on 

initial conditions and material parameters, the trend shown in the figure above is typical 

for a single phase front system.  Similar analyses can be performed for other boundary 

conditions, such as periodic heating and cooling, but analytical complexity quickly 

increases.  As an example, Figure 6.2 shows the multiple phase fronts that could develop 

from such a periodic heating condition.  Each phase front requires the creation and 

imposition of a separate energy balance condition and solution function.  Trying to 

accommodate any other physical realities, including material thermal property change, 

density change, finite width interfaces, supercooling, multiple dimensions, etc., quickly 

becomes analytically intractable, requiring the use of approximation and numerical 

solution techniques for useful solutions. 
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Figure 6.2 ï Multiple phase front propagation in a one dimensional medium undergoing periodic 

heating and cooling cycles.  Adapted from [253]. 

6.1.2. Numerical phase change modeling 

There has been much work over the past several decades developing analytical 

approximations and numerical techniques for the accurate prediction of thermal behavior 

and phase change in arbitrary domains, covered in a comprehensive review by Hu and 

Argyropoulos [254].  As always with numerical solutions, however, there exists a trade-

off between solution accuracy and complexity of approach. 

Being a spatially defined problem requiring discretization for numerical solution, 

numerical phase change models can be categorized based on how the discretization handles 

the moving boundary condition.  Moving grid or adaptive grid methods attempt to maintain 

a set of grid points along the phase change boundary.  As the boundary progresses through 
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the medium the grid is adjusted to keep a node on the phase front.  Usually thermal 

diffusion within the separate domains is solved independently and a Stefan or similar 

condition is applied to the boundary to both maintain energy balance and determine a local 

boundary velocity.  Whether using a finite difference, finite element, or other solution 

scheme, sufficient grid movement might require creation or destruction of nodes or 

periodic remeshing of the entire domain at each time step.  In addition, the explicit tracking 

of the boundary (similar to the tracking used in the analytical techniques) means that only 

simple phase front situations are practical.  Initial conditions for the front may need to be 

arbitrarily set and tracking multiple fronts, having fronts merge or disappear, or creating 

new fronts all become extremely cumbersome tasks [255].  Also, multidimensional grid 

manipulations can be non-trivial and may require a priori knowledge of front behavior.  A 

benefit of these methods is their ability to very precisely track the propagation and shape 

of a phase front, and they are often used to model dendrite and other microstructure 

evolution in solidification [256]. 

Alternatively, the fixed grid phase change modeling methods make no attempt to 

directly track the location of the moving phase boundary within the nodal solution set.  

Instead, the entire phase change domain is solved using a single form of the heat diffusion 

equation.  Depending on the particular fixed grid method chosen, the phase change is either 

incorporated as a temperature dependent heat capacity or as a moving heat source (or sink) 

within the model.  The actual location of the phase front is usually inferred from the 

temperature solution, which limits location precision to an interpolation over the chosen 

grid spacing.  Sometimes additional phase tracking methods are used to determine a refined 

phase front position, and this knowledge may or may not be used to adjust the temperature 



 

180 

solution between iterations.  A distinct advantage of these methods is that, because the 

front-tracking is not handled explicitly, difficulties with multiple dimensions and phase 

fronts are significantly reduced [257-259]. 

The most prevalent of the fixed grid methods capture the materialôs latent heat 

effect as a nonlinear temperature-dependent enthalpy jump equal to the latent heat of 

fusion, Hf, at the melting temperature.  By defining this explicit and invertible enthalpy-

temperature relationship, one of two approaches can be taken to solving the system as a 

single domain. 

First, the enthalpy method solution approach directly uses this material enthalpy 

jump and recasts the heat diffusion equation with enthalpy as the primary variable.  

Alternatively, the apparent heat capacity (AHC) method solves the standard thermal 

problem by differentiating the material enthalpy model with respect to temperature and 

producing what appears as a temperature dependent heat capacity.  Numerical solution with 

non-constant material properties is a well-defined process, making this method more 

compatible with standard heat diffusion equation solvers and easier to implement in many 

existing solver codes.  Solutions using this method were first reported in reports by 

Hashemi and Sliepcevich [260] and Bonacina, et al. [261] for fixed grid finite difference 

and finite element methods, and a detailed review of the various fixed grid methods can be 

found in [262].  Figure 6.3 shows representative material enthalpy and apparent heat 

capacity profiles for a phase change material with an abrupt phase transition. 
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Figure 6.3 ï Enthalpy and apparent heat capacity profiles for an abrupt phase transition. 

As shown in the figure, the enthalpy method approximation for the materialôs latent 

heat is incorporated as a step discontinuity in the enthalpy profile at the melt temperature.  

The apparent heat capacity is the slope of the enthalpy curve, and the isothermal phase 

change temperature makes this a delta function having zero width and infinite height.  This 

is a numerically incompatible singularity at the phase transition given by: 

 ὅ Ὕ   

”ὧ ὅȟ ÆÏÒ  Ὕ Ὕ

ὅ Ὕ Ὄ‏Ὕ Ὕ ȟÆÏÒ  Ὕ Ὕ

”ὧ ὅȟ ÆÏÒ  Ὕ Ὕ

 (95) 

To correct for this singularity, the ACM approximates the jump by spreading the 

transition over a small mushy zone.  Various profiles can be chosen for this transition, 

including a linear enthalpy resulting in the stepped, or top-hat, profile shown in Figure 6.4. 

 

Figure 6.4 ï Enthalpy and apparent heat capacity profiles for a top-hat phase change approximation. 
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This heat capacity profile can be implemented algebraically even though there are 

discontinuities around the mushy zone: 

 ὅ Ὕ   

ὅȟ ÆÏÒ  Ὕ Ὕ

ὅ Ὕ
ὅ ὅ

ς

Ὄ

ςЎὝ
ȟÆÏÒ  Ὕ ЎὝ Ὕ Ὕ ЎὝ

ὅȟ ÆÏÒ  Ὕ Ὕ

 (96) 

This linear enthalpy approximation removes the singularity but the discontinuities 

in the stepped heat capacity can still result in convergence difficulties.  Alternative 

approximations have been developed that provide a smoother transition, and Civan and 

Sliepcevich showed that using some form of smoothing function can reduce the error in 

AHC compared to the linear function [263]. 

While this approximation does reduce the numerical instability and ease 

implementation, the AHC method itself does introduce certain other errors.  The most 

egregious of these errors is the obvious spreading of the phase change over the mushy zone.  

While some metals and other multi-constituent materials do exhibit a sizable phase change 

temperature range, most other materials have an actual isothermal melting temperature, 

and implementation of an arbitrary width mushy zone is a physical discrepancy.  Also, the 

apparent capacity method is generally considered less robust than the enthalpy method 

despite being easier to implement in existing codes.  In models with large temperature 

gradients around the phase front, too narrow of a ñphase change widthò or too large of a 

time step can allow the local nodal temperature to jump over the arbitrarily defined phase 

change region.  This would allow the model to essentially óskipô phase change at that 

location.  Finally, more complex but smooth forms of the heat capacity curve avoid sharp 

or step discontinuities, but they may introduce other non-physical artifacts to the heating 

profile, some of which are discussed below. 
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6.1.3. Mushy zone smoothing functions 

Mentioned in the previous section, numerical implementation of both the AHC and 

enthalpy methods benefit from some sort of smoothing approximation applied to the sharp, 

or stepped, phase change profiles.  The linear profile described by (96) improves the 

enthalpy method, but leaves step discontinuities in the AHC method.  Other smoothing 

functions for CMZ(T) have been attempted that remove these discontinuities, with mixed 

success.  Figure 6.5 shows examples of two forms of smoothing functions that have been 

used, including normal and homographic functions, each of which will be discussed in 

detail below. 

 

Figure 6.5 ï Comparisons of smoothing functions applied to the phase change mushy zone 

approximation, including the unit normal distribution and the homographic distribution. 

The smoothing function used by Civan and separately by Muhieddine, et al. [264] 

was a unit normal distribution of the form: 
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where  ᷾ is an arbitrary tuning parameter prescribing the normal distribution width 

according to: 

 ‭ ρЍς„ϳ  (98) 

where s is the standard deviation of the normal distribution.  Thus, setting a value for  ᷾

affects both the sharpness and spread of the smoothing function.  One problem with using 

a normal distribution is that this function only reaches zero value at positive and negative 

infinity, meaning that any finite integration or temperature step will lose some fraction of 

the latent heat.  Implementation must involve either distributing some of this phase change 

energy outside of the mushy zone, or truncating it.  This can result in óenergy leakageô in 

the model, leading to either simulation non-convergence or non-physical results. 

Civan proposed using a secondary equation to make an alternate tuning parameter 

directly tied to this non-ideal effect: 

 ÅÒÆ‭ɝὝ ρ ‗ (99) 

Because the error function, ÅÒÆ ὼ, is the area under the normal distribution in the 

interval [-x,x], l becomes an alternative tuning parameter equal to the relative enthalpy 

error (i.e., the fraction of latent energy outside the mushy zone boundary).  Minimizing ‗ 

to reduce error still has the side-effect of increasing the height and ósharpnessô of the profile 

thereby working against the original intent of using a smoothing function, and it also 

compresses the distribution function to a range narrower than the prescribed mushy zone 

width (MZW) of 2DT. 

A common measure of function width for normal distributions is the Full Width at 

Half Maximum (FWHM) which gives a measure of the sharpness of the distribution, 

directly proportional to the distributionôs standard deviation: 
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 &7(-ςςÌÎ ςϽ„ ςÌÎ ς ‭ϳ (100) 

Or, in terms of the tuning parameter, l, 

 &7(-ЍÌÎ ςϽςɝὝÅÒÆρ ‗ϳ ЍÌÎ ςϽςɝὝÅÒÆÃ‗ϳ  (101) 

Thus we can see that using Civanôs tuning parameter definition the smoothing 

functionôs FWHM will be directly proportional to the MZW, and inversely related to the 

desired relative enthalpy error.  Muhieddine chose a similar approach but decided to fix ᷾ 

to a value of ρ ЍςɝὝϳ , which is equivalent to setting ‗ ρ ÅÒÆρЍςϳ ÅÒÆÃρЍςϳ , 

or approximately 0.317, independent of MZW, and fixes the FWHM to ςɝὝЍÌÎ ς, or about 

0.832.  Thus, between the large value for l and the large FWHM, much of the latent energy 

that should be captured by the smoothing function is lost by the Muhieddineôs model.  

Finally, while Civan limited his analysis to equal solid-liquid properties, Muhieddine 

superimposed this smoothing function on a linear approximation to the sensible heating 

producing the following mushy zone capacity function: 

 ὅ Ὕ
ὅ ὅ

ς

ὅ ὅ

ςɝὝ
Ὕ Ὕ Ὄ ςɝὝЍ“ϳ Ὡ ϳ  (102) 

Figure 6.6(a) shows the normal distribution approximation for several values of ‗, 

including the 0.317 value used by Muhieddine, compared to the standard unit top-hat 

profile.  The functionôs compression with decreasing ‗ is readily apparent in the figure, as 

is the overly broad profile used by Muhieddine, where the amount of latent energy 

distributed within the mushy zone is only ÅÒÆ ρЍςϳ , or 68.3% of the total.  This energy 

error is quantified in Figure 6.6(b), which shows the percentage of latent energy that 

actually stays within the prescribed mushy zone for different choices in MZW, along with 

the corresponding increase in function compression as measured by the Full Width at Half 
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Max (FWHM) value for the distribution.  Because these factors are inherently coupled, 

choosing a normal distribution smoothing function must necessarily either increase the 

degree of nonlinearity (function compression) or model energy error. 

 

Figure 6.6 ï Normalized smoothing functions based on a normal distribution as used in [263] and 

[264].  (a) demonstrates the amount of error permitted at the mushy zone boundary as dependent 

on ɚ, shown for a mushy zone width of 1°C, and (b) quantifies the amount of the function inside 

the prescribed mushy zone, showing the inverse relationship between the included fraction and the 

sharpness of the distribution as represented by its FWHM. 

An alternative smoothing formulation was proposed by Yao and Chait [265], who 

represented the entire apparent capacity function with a homographic function: 

 ὅ Ὕ ὅ
ȿ ȿϳ

, for  Њ Ὕ Њ (103) 

In assuming constant density and specific heat for solid and liquid phases, the 

homographic form provides a continuous single heat capacity function for all temperatures.  

It avoids using an explicitly defined MZW, instead using the unitless tuning parameter h 

to control the function shape.  As with the normal distribution, this function spreads the 

latent heat over an infinite width and h must also be tuned to control function compression.  
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Additionally, applying this function to a model with unequal solid-liquid properties may 

involve defining a step or mushy zone, in which case as with the normal distribution some 

of the energy would fall outside the desired zone and create errors in total model energy.  

As before, this function is shown in Figure 6.7(a) for various values of h and is compared 

with unit top-hat profile.  The sharpness of this profile is evident in the figure, and increases 

quickly with decreasing h, where the peak value is equal to ρς–ϳ , and ὊὡὌὓ

ς–Ѝς ρ, as shown in Figure 6.7(b). 

 

Figure 6.7 ï Homographic smoothing functions used by Yao and Chait, compared to the unit step 

profile. 
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parameters.  In addition, the fully defined polynomial function will have a clearly 

prescribed relationship between the desired mushy zone width, the peak magnitude, 

effective width of the apparent capacity profile, and physical/material properties. 

We define Ὢ— to be the polynomial representation of the enthalpy jump spread 

over the mushy zone using the local temperature coordinate, — Ὕ Ὕ .  Thus ὅ —

Ὢᴂ— represents the apparent capacity function in the mushy zone.  Table 6.1 lists the 

desired boundary conditions for Ὢ— at the limits of the mushy zone.  Both f and fô are 

specified such that the value and slope of the enthalpy curve at the solid and liquid state 

boundaries match the appropriate non-phase change values.  In addition, Ὢᴂᴂ—, the slope 

of the apparent capacity function, is specified to match any change with temperature at the 

solid and liquid zones boundaries.  For constant solid and liquid state properties (as are 

used in this study), ὪᴂᴂЎὝ is set to zero as shown in Table 6.1. 

Table 6.1 ï f (q) boundary conditions, constant single phase properties 
T Ὕ ЎὝ Ὕ ЎὝ 

q ЎὝ ЎὝ 

f (q ) ὅ Ὕ ЎὝ Ὄ ὅὝ ὅЎὝ 

f ǋ(q ) ὅ ὅ 

f "(q ) ὨὅὨὝ  πϳ  ὨὅὨὝ  πϳ  

A polynomial of order P(i) will accommodate i+1 boundary conditions.  As such, 

1st, 3rd and 5th polynomial order enthalpy models will be examined to identify the impact 

of maintaining continuity and differentiability in the enthalpy and apparent capacity 

profiles.  The P(1) model will only use of the first pair of boundary conditions and produce 

a continuous enthalpy profile but a discontinuous top-hat style heat capacity profile.  The 

P(3) model will incorporate the slope boundary condition, making the enthalpy profile 

smoothly differentiable and the heat capacity profile continuous at  ЎὝ.  Finally, the P(5) 

model will satisfy all conditions specified in Table 6.1 and produces an apparent capacity 
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curve that is both continuous and smoothly differentiable at the mushy zone transition.  

Solving for the coefficients of 1st, 3rd, and 5th order mushy zone polynomials, defined as: 

 Ὢ— ὴ—ȟ   ×ÈÅÒÅ  — Ὕ Ὕ  (104) 

The resulting enthalpy function coefficients are shown in Table 6.2: 

Table 6.2 ï Enthalpy function polynomial coefficient solution 

 1st order 3rd order 5th order 

pn0 
ὌὪ

ς

ὅὰ ὅί

ς
ЎὝ ὅίὝὓ 

ὌὪ

ς

ὅὰ ὅί

τ
ЎὝ ὅίὝά 

ὌὪ

ς

σ

ρφ
ὅὰ ὅίЎὝ ὅίὝά 

pn1 
ὌὪ

ςЎὝ

ὅί ὅὰ

ς
 

σ

τ

ὌὪ

ЎὝ

ὅί ὅὰ

ς
 

ρυ

ρφ

ὌὪ

ЎὝ

ὅί ὅὰ

ς
 

pn2 -- 
ὅὰ ὅί

τЎὝ
 

σ

ψ

ὅὰ ὅί

ЎὝ
 

pn3 -- 
Ὄ

τЎὝ
 

υ

ψ

Ὄ

ЎὝ
 

pn4 -- -- 
ὅί ὅὰ

ρφЎὝσ
 

pn5 -- -- 
σ

ρφ

ὌὪ

ЎὝυ
 

For completeness, the polynomial coefficients of an equivalent apparent heat 

capacity smoothing function are listed in Table 6.3, given by: 

 ὥ Ὥ ρὴ  (105) 
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Table 6.3 ï Apparent capacity function polynomial coefficient solution 

 1st order 3rd order 5th order 

an0 
ὌὪ

ςЎὝ

ὅί ὅὰ

ς
 

σ

τ

ὌὪ

ЎὝ

ὅί ὅὰ

ς
 

ρυ

ρφ

ὌὪ

ЎὝ

ὅί ὅὰ

ς
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6.2.1. Comments on polynomial model profiles 

Profiles of the polynomial smoothing functions normalized for Ὄ ρ, ὅ ὅ

π, and ςɝ4 ρ are shown in Figure 6.8(a).  As expected, the P(3) and P(5) profiles exactly 

satisfy continuity at the MZ boundaries, while the P(1) model shows the expected top-hat 

jump discontinuities.  The inset graphic shows the slope-matching of the P(5) model.  The 

result of the slope-matching is an increased profile constriction, but to a far lesser degree 

than was shown in most of the normal or homographic profiles.  Also, as shown in Figure 

6.8(b), the profile shapes are directly coupled to the prescribed value of MZW, which is 

the only arbitrary parameter in this approximation.  Previous studies have shown that too 

steep of an enthalpy slope (corresponding to too large of an apparent capacity peak value) 

in the mushy zone increases the severity of the nonlinearity and likelihood of solution 

oscillation [254,266].  The maximum values of the polynomial functions occurring at the 

melting temperature (q = 0) are shown in Table 6.4 along with the approximate relative 

magnitude compared to the P(1) case.  In the limit of the materialôs average specific heat 

being much less than the quantity Ὄ ЎὝϳ  (an acceptable assumption for most solid-liquid 
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phase change materials and DT choices), the P(3) model has a peak 50% higher than P(1) , 

and the P(5) peak 87.5% higher.  Also shown in Figure 6.8(b) is the simple linear 

relationship between effective profile width (FWHM) and the prescribed MZW. 

 

Figure 6.8 ï 3rd and 5th order normalized polynomial smoothing functions compared to the standard 

top-hat profile.  (a) shows that the profile remains perfectly constrained to the prescribed mushy 

zone with the inset highlighting the 5th order function slope continuity at the mushy zone edge.  (b) 

shows the magnitude of the function peak an FWHM relative to prescribed MZW. 

Table 6.4 ï Peak values and function widths of polynomial solutions 
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The polynomial smoothing functions provide several potential benefits to the 

modeler that facilitate inclusion in existing modeling tools.  These include the simple, 

closed form implementation, avoidance of any complicated mathematical functions that 

might not be available in a given toolset, and reduction to a single arbitrary parameter.  The 
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form confines the full width of the latent heat profile to the integrated domain, eliminating 

any concern of óenergy leakageô in the model.  There is no indication use of this format 

will introduce other errors or complications unique to the smoothing profile, but the next 

section validates the smoothing functions against a closed form phase change solution. 

6.2.2. Model Validation 

In order to evaluate these phase change approximations, the polynomial models are 

compared with the analytical solution to the one-dimensional Neumann melting model.  As 

described in detail by Hu and Argyropoulos [254] the one-dimensional melting of a semi-

infinite slab was first solved analytically by Stefan and later extended to a more general 

case by Neumann.  In the Neumann model an initially solid volume at arbitrary cold 

temperature TC < TM is placed in contact with a fixed hot temperature reservoir at TH > TM 

that will drive the model into melting.  The model then tracks both the location of the melt 

front, X(t), and the temperature throughout the volume, T(x,t) with time.  This model is 

depicted in Figure 6.9. 

 

Figure 6.9 ï One dimensional Neumann melting model where an infinitely long slab initially solid 

at uniform temperature TC is brought into contact with a hot reservoir at TH > Tm. 
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The solution to the Neumann model is given by: 

 ὢὸ ς‗‌ὸ (106) 

 Ὕὼȟὸ

ừ
Ử
Ử
Ừ

Ử
Ử
ứ

Ὕ Ὕ Ὕ

ÅÒÆ
ὼ

ς‌ὸ

ÅÒÆ‗
ȟ ὼ ὢὸ

Ὕȟ ὼ ὢὸ

Ὕ Ὕ Ὕ
ÅÒÆÃὼς‌ὸϳ

ÅÒÆÃ‗‌ ‌ϳ
ȟ ὼ ὢὸ

 (107) 

where as,l is the material thermal diffusivity equal to (k/rc)s,l and the parameter l is 

obtained by solving the transcendental equation: 

 
ὧὝ Ὕ

ÅØÐ‗ ÅÒÆ‗

ὧὝ Ὕ ‌

‌ÅØÐ‌‗ ‌ϳ ÅÒÆÃ‗‌ ‌ϳ
‗ὌЍ“ (108) 

A representative solution for the Neumann problem is shown in Figure 6.10 using 

a normalized temperature variable given by: 

 Ὕᶻ Ὕ Ὕ Ὕ Ὕϳ  (109) 

This solution uses the materials properties of erythritol (see Table 2.4, also summarized 

below in Table 6.5) assuming TM to be exactly 118°C, and sets the boundary conditions to 

+/- 10°C such that TC and TH are 108°C and 128°C, respectively.  Figure 6.10(a) shows the 

location of the moving phase front, X(t), and (b) shows the normalized temperature 

distribution throughout the solid as it slowly heats. 
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Figure 6.10 ï Representative analytical solution to the Neumann problem showing (a) the location 

of the melting front with time, measured from the liquid edge, and (b) the domain temperature 

spatial profile for several time steps,. 

Table 6.5 ï Erythritol material properties summary 

property Unit solid liquid 

kth W/mK 0.733 0.326 

cp kJ/kgK 1.383 2.765 

r kg/m3 1480 1300 

TM °C 118 

Hf kJ/kg 339.8 

As per [263], for easier analysis the x and t dependent solution can first be recast in 

terms of a single independent Boltzmann variable, y, and then mapped from an infinite to 

a unit spatial domain, z, according to: 

 ώ ὼЍὸϳ ,     ᾀ ρ ÅØÐώὦϳ  (110) 

where b is an artificial scaling constant, here set to ς‌.  With that domain and scaling 

constant, the location of the melting front becomes a fixed point in z equal to: 
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 ὤ ρ ÅØÐ‗ς‌ ‌ϳ  (111) 

A representative normalized temperature profile from the solution to the ideal 

Neumann problem solution on the unit domain is shown in Figure 6.11. 

 

Figure 6.11 ï Representative normalized solution to the Neumann melting problem. 

6.2.3. Numerical comparison with the Neumann model 

The polynomial smoothing function approximations are compared to results from 

the analytical Neumann solution by incorporating them into the material definition of a 

finite element model.  For the purposes of this study, all numerical simulation was 

performed using the Heat Equation solver in the open-source finite element Elmer [267], 

which models phase change using the Apparent Capacity Method (ACM) described 

previously.  Elmer implements ACM by calculating the local heat capacity in transient 

simulations from a prescribed material enthalpy profile using: 

 ὧ Ὕȟὸ
‬Ὄ‬ὸϳ

‬Ὕ‬ὸϳ
 (112) 
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The Heat Equation solver accepts temperature dependent material properties defined using 

either analytical functions or tabular data.  As before, the base material properties used are 

those of erythritol as per Table 6.5 

The finite element domain is constructed using one-dimensional thermal elements 

with boundary conditions matching the Neumann model definition, i.e., the domain is 

initially solid at a temperature TL < Tm, and at t = 0 one end is raised to a temperature 

TH > Tm.  Because we cannot numerically model an infinite region, the domain is instead 

set to a length of 1 m.  This is a much longer distance than any significant heat will reach 

within the simulation time in this exercise.  For the range of parameters tested in these 

simulations, shown in Table 6.6, the analytical Neumann solution only produced a 

maximum melt front progression of about 5.8 cm over a 100,000 sec simulation time. 

Table 6.6 ï Neumann problem simulation parameters 

property unit Range 

TH, TL °C 100, 150 

MZW (2DT) °C 0.5, 1.0, 1.5, 2.0 

Element count, h -- 100, 1000, 5000 

Time step size, dt sec 500 

Total time steps, Nt -- 200 

Although several of the previously mentioned modeling reviews have shown that 

some of the weakness of the apparent heat capacity scheme can be overcome using adaptive 

time stepping or mesh refinement options, we will be using both fixed grid and time steps 

to simplify the comparison.  The fixed grid is not completely uniform, however.  The half 

of the domain in contact with the heated boundary set has a mesh density 100x higher than 

the far-side half, focusing the mesh refinement where it will have the most effect and 
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reducing computational overhead.  Finally Figure 6.12 shows an adjusted version of Figure 

6.8(a) with the actual numerical values used in the simulation. 

 

Figure 6.12 ï Polynomial fit effective capacity profile for erythritol with MZW = 1°C.  (b) presents 

the same information on a logarithmic scale to emphasize solid and liquid specific heats and 

highlight the two order of magnitude difference between sensible and latent portions of the profile.  

Inset on (a) shows the slope-matching achieved by the 5th order smoothing function. 

 

Figure 6.13 ï Polynomial fit enthalpy profiles for erythritol with MZW = 1°C.  Inset emphasizes 

the slope and curvature matching achieved by the 3rd and 5th order functions, respectively. 
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6.2.4. General Model Results 

Representative results for the polynomial models are shown in Figure 6.14(a-f), 

which displays the time dependent melting front location as a function of mesh density 

(a-c) and mushy-zone width (d-f).  The melt front profiles show similar behavior for all 

three polynomial orders.  As expected in any numerical model, the accuracy shows a high 

degree of dependence on the mesh density, but even with h = 5000 there is still some degree 

of steady-state error that increases with time, more noticeably so in the P(1) model.  Also, 

the nature of the Neumann problem introduces increased error in most solutions at t = 0 

because of the fixed temperature boundary condition.  This condition produces a nearly 

infinite initial melt front propagation velocity, but this initial error diminishes with time in 

all models.  No special effort was taken to compensate for this error in these tests. 
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Figure 6.14 ï Numerical approximations of melting front position compared to analytical profile.  

(a,b,c) show position as a function of mushy zone width (MZW) with fixed element count of 100, 

and (d,e,f) show position as a function of element count (h) with fixed MZW = 0.5°C. 
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For the undermeshed case (h = 100) an oscillating or staircase melting front profile 

is clearly evident, the severity of which decreases with increasing mushy zone width.  This 

follows the explanation of Gong and Mujumdar where the oscillating melting front 

propagation is related to the height of the mushy zone function and the corresponding 

degree of nonlinearity in the apparent capacity profile [268].  Figure 6.15 shows the entire 

normalized numerical thermal profile for several early time steps, again for the linear 

model this time with sufficient mesh density to avoid oscillation (h = 1000).  Even with 

error in temperature prediction around the melting front, within a short amount of time the 

majority of the model has settled close to the analytical solution.  This suggests that when 

measuring total error in the thermal profile at each time step, the dominant factor will be 

the error about the melt front.  Additionally, the fact that the solutions do eventually 

converge to the analytical profile confirms that the polynomial approximation does not 

introduce any fundamental errors into to the solution. 

 

Figure 6.15 ï Normalized P(3) model temperature plotted against normalized Boltzmann 

coordinate at different time steps with medium mesh refinement (h = 1000) and MZW=2°C.  The 

initial melting front error gradually approaches the analytical solution with increasing time 
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6.2.5. Polynomial order error comparisons 

The relative accuracies of the different polynomial models were compared by 

examining both melt front profile error and thermal profile error for parameters of 

polynomial order, mesh density and mushy zone width.  Melting front error was determined 

by calculating the Root Mean Square Error (RMSE) according to: 

 ὙὓὛὉ ὔ ὢ  (113) 

where Xi
err is the difference between calculated front location at time step i and the 

analytical Neumann solution X(ti), and Nt is the total number of time steps.  Similarly, 

thermal profile error at each time step i is calculated as: 

 ὙὓὛὉȟ ὔ Ὕ  (114) 

Where Tij
err is the difference between calculated temperature at each node j and the 

analytical Neumann solution for T(xj,ti) at time step i, and N is the total number of nodes 

in that model.  Finally, total temperature profile error for a particular model is determined 

according to: 

 ὙὓὛὉ ὔὔ Ὕ  (115) 

The total error for both melting front and temperature profiles are shown in Figure 6.16 

and Figure 6.17 respectively.  For both measures, the level of mesh density can be seen as 

having the primary impact on solution accuracy, much as was discussed with Figure 6.14.  

The importance of mushy zone width is evident primarily at the minimum simulated value 
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of 0.1°C, where almost an order of magnitude increase in solution error occurs for the 

medium and high mesh density cases.  This small MZW increases both the degree of 

approximation nonlinearity as well as the likelihood of elements skipping over the melting 

transition during the earlier time steps with high melt front velocity. 

 

Figure 6.16 ï Melting front location prediction RMSE at t = 500s.  P(3) and P(5) show generally 

reduced RMSE for most values of MZW.  The sole exception is that for P(5) where the error 

increases for values below 1°C, likely due to the increased profile ósharpnessô. 

4E-4

4E-3

4E-2

0.0 0.5 1.0 1.5 2.0

m
e

lt
 f
ro

n
t 
lo

c
a

ti
o

n
 R

M
S

 e
rr

o
r 

[m
]

mushy zone width, [ÁC]

lin 100 3poly 100 5poly 100

lin 1000 3poly 1000 5poly 1000

lin 5000 3poly 5000 5poly 5000



 

203 

 

Figure 6.17 ï Thermal profile RMSE at t = 500s.  The third order functions appear to result in the 

lowest consistent error across the MZW span, excepting the minimum MZW again. 

From the figures, it also appears that the polynomial order does have a slight impact 

on solution accuracy.  For the melting front error in Figure 11, the P(3) model shows the 

lowest total error for each level of mesh density at MZW = 0.5°C.  P(5) exhibits similar or 

lower error than P(3) for most larger MZW values, but shows increasing error below 

MZW = 1°C.  It is assumed that this increase is due to the slightly high profile constriction 

in P(5) versus P(3).  Both models show lower error than the linear model P(1), excepting 

the high error cases noted previously.  Similar results can be seen for the total temperature 

error in Figure 12, except for the fact that the highly meshed P(5) case has notably more 

error than P(1) and P(3), and is even worse than the moderately meshed P(5) for higher 

MZW values.  It is possible that this is a case of the model actually being overmeshed for 

the problem and time step used. 
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6.2.6. Model Conclusions 

We have examined several methods of approximating the phase change process 

using the apparent heat capacity method.  While previous studies suggested the importance 

of a smoothing function to reduce sharp discontinuities in the common linear or top-hat 

profile, previously proposed approximations suffer from several deficiencies.  First, the 

functions used spread the total latent energy over an infinitely wide region, mandating the 

use of arbitrary tuning parameters to reduce truncation error at the mushy zone boundary.  

Second, the functions were actually decoupled from the desired mushy zone width inherent 

in the approximation, instead being strongly dependent on the tuning parameters.  

Reducing the truncation error would both decrease function width and increase peak height 

of the function, increasing the degree of nonlinearity imposed by the model. 

The proposed polynomial models prove to be superior smoothing functions by 

avoiding the previously mentioned shortcomings.  By definition the closed form models 

exactly match the desired conditions at the mushy zone boundaries, with no truncation error 

that could develop into accumulated energy loss.  Also, this is accomplished without 

artificially compressing or sharpening the smoothing profile.  The polynomial functions 

have fixed relationships between the profile peak value, function width and the prescribed 

mushy zone width, and the function widths can be much closer to the mushy zone width 

because there is no need to be concerned with truncation error. 

In comparing both the melting front and temperature profile results of simulations 

using the 1st, 3rd and 5th order polynomials to reproduce the one-dimensional Neumann 

solution, it was found that both of the higher order polynomials did produce slightly lower 

error results than the linear model for most cases.  In fact, the 3rd order model was found 
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to be more accurate than the 5th order model, suggesting that the smoothness of the 

capacity profile at the mushy zone boundary is less of a concern than the continuity of the 

profile.  It is suspected that the slightly sharper function profile of the higher order profile 

may have increased the total modeling error.  Otherwise, the models produced results as 

expected for the apparent capacity method, showing melt front oscillation for undermeshed 

conditions and small accumulated error developing over long simulation times.  Future 

developments on this topic may expand the error investigation to include other solution 

methods including finite difference and finite volume schemes, as well as two- and three-

dimensional domains.  While any smoothing function profile may be applied to those cases, 

it is possible that they may vary in the degree of sensitivity to choice in mushy zone profile. 

6.3. Substrate integrated phase change cooling 

The electronics PCM integration approaches mentioned at the start of this chapter 

were generally non-integrated heatsinks resulting in slow transient performance.  As a first 

case study using the phase change smoothing functions we now examine an integrated 

PCM package design that leverages both previous work sponsored by the U.S. Department 

of Energy (briefly mentioned in Section 3.1.2) and our previous substrate integrated 

cooling work described in Chapter 4.  This DOE design incorporates a parallel (also called 

hybrid) PCM/coolant configuration that is hoped to reduce the degree to which the PCM 

impedes heat removal [27,28,79]. 

6.3.1. DOE / University of Tennessee Thermal Buffer Heat Sink Concept 

The DOE design was initially presented in 2007 as part of the FreedomCar (later 

U.S. DRIVE) program, where the U.S.  Department of Energy in conjunction with the 
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University of Tennessee reported on options for improving the power electronics heat sink 

in a commercial hybrid electric vehicle [41,269].  The study investigated feasibility, 

performance, and cost of using a PCM heat sink to design the cooling system for average 

instead of peak thermal load conditions.  The phase change heat sink would act as a 

transient buffer for the coolant system, leading to the appropriately termed Thermal Buffer 

Heat Sink (TBHS).  The study identified several likely candidate PCMs as well as two 

optimal configurations for compact and efficient TBHS implementation, shown in Figure 

6.18.  The two designs shown put the PCM in a parallel configuration with the coolant, 

with Figure 6.18(a) relying on fin conduction to bypass the PCM, and (b) placing the PCM 

and coolant at equal distance from the heat source.  Figure 6.18(b) was described as the 

preferred design from a compactness and thermal performance standpoint, but (a) was 

selected as a more practical design based on perceived difficulties in fabrication and sealing 

of the separate components. 

 

Figure 6.18 ï Department of Energy developed TBHS concepts exploring compact integration of 

cooling and thermal energy storage.  PCM and coolant regions in series (a) and in parallel (b) 

arrangements, adapted from [41]. 

Comparing the two designs, it should be noted that Figure 6.18(a) allows for a 

potentially larger amount of both cooling and PCM due to the double layer configuration.  

(b) (a) 

Coolant 

Heat source 
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Figure 6.18(b), on the other hand, creates a direct spatial tradeoff between cooling and 

PCM within a single layer.  Additionally, allowing for the potential sealing difficulties 

between channels, this compact, single-layer design moves the coolant closer to the heat 

source and removes the PCM from the primary coolant heat removal path.  As mentioned 

in Section 2.3.1, PCM configurations at both small and large scale can benefit from a 

configuration where the PCM provides additional thermal capacity outside the primary 

heat removal path to avoid degrading overall component thermal resistance.  Both before 

and after phase change the typically high thermal resistance PCM provides little useful 

system benefit, although some PCMs may increase sensible thermal capacity relative to the 

regular package.  A caveat to using this parallel arrangement, however, is that it increases 

the complexity in making effective use of the thermal storage, as there is no boundary 

condition maintained thermal gradient driving heat into the PCM.  Instead thermal charging 

is driven by a transient gradient that decreases with time, and additional engineering will 

be required to make full use of the material.  This arrangement can add to challenges with 

heat spreading and nonuniformity as the one-dimensional simplicity is lost. 

Despite these drawbacks, this parallel arrangement will be explored as a method of 

an electronics integrated PCM arrangement by combining substrate integrated cooling with 

a phase change material thermal buffer.  The following sections explore design of and 

material selection for these TBHS structure and then follow that with numerical thermal 

simulation to predict TBHS performance under transient loads.  We will then use these 

results to assess the degree to which a TBHS structure can mitigate some of the transient 

packaging issues identified in Chapter 5 to suppress transient temperature rise. 
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6.3.2. Substrate Integrated Thermal Buffer Heat Sink 

The substrate integrated cooling approaches from Chapter 4 were successful in 

demonstrating the feasibility of bringing coolant to the package layer immediately adjacent 

to the power device.  Several methods of ceramic microfabrication were used to make large 

microchannels, attempting to show that a net improvement in thermal resistance could be 

achieved without the need to use exceedingly small, highly restrictive channels.  In order 

to affect thermal transients within the electronics package, we will explore the ability to 

similarly incorporate both cooling channels and phase change materials in the same 

electronics substrate.  This will produce a substrate integrated form of the TBHS.  It is 

hypothesized that this integrated structure will provide acceptable package thermal 

resistance while allowing the designer to trade-off cooling and thermal absorption capacity 

for improved transient survivability.  Here we will explore material selection and design of 

these TBHS structures.  Later sections will use numerical simulation to predict thermal 

performance under transient loads. 

The substrate integrated cooling work that placed microchannels in the underside 

of power electronics package substrates leads to a straightforward substrate integrated 

TBHS design.  Figure 6.19 shows one design concept.  The power device is attached to the 

package substrate using a metallized solder or die attach.  The substrate has a set of partial 

depth channels in the backside.  This substrate is then capped with another package layer, 

either another substrate or a conventionally machined part, which contains a fluid manifold.  

Interleaved openings in the manifold allow fluid to be routed to the cooling channels while 

isolating the PCM channels.  Individual PCM and cooling channel dimensions can then be 

adjusted as necessary for the design. 
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Figure 6.19 ï Schematic of a substrate integrated thermal buffer heat sink with single layer PCM-

coolant arrangement over a fluid delivery manifold. 

This design allows a particular amount of design freedom.  As Section 4.3 

described, much work has occurred in improving microchannel cooling to leverage the 

high convection rates of narrow channels while minimizing resultant pressure drop 

penalties.  The popular solution to this problem is to make use of a manifolded 

microchannel structure that uses larger, low-restriction channels to deliver fluid to short, 

narrow microchannels at reduced penalty.  The cost of this approach is design and 

fabrication complexity.  This TBHS design can use that same approach to maintain high 

convective rates.  It also shares the benefit that the material used for the manifolding layer 

can be chosen independent of the designôs thermal requirements, as the manifold material 

is not required to conduct heat.  It can be a low cost, conventionally machined material, 

and the only requirements are adequate sealing to the substrate. 

6.3.3. TBHS model configuration and computational domain 

A side view and unit cell of the substrate-integrated TBHS is shown in Figure 6.20 

with relevant geometric and model parameters labeled.  Because the structure is primarily 

two-dimensional with a repeating microchannel sub-unit structure, the computational 
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domain can be limited to a 2D region with symmetry boundary conditions on either side, 

as shown. 

 

Figure 6.20 ï Substrate integrated TBHS computational domain with unit cell expanded and labeled 

showing critical regions, boundaries, and relevant geometrical and material parameters. 

The full set of modeling assumptions implied by this domain are as follows: 

¶ Channel length is much greater than the lateral unit cell dimensions 

justifying a 2D model. 

¶ Heat from the attached die is sufficiently uniform that the die can be 

approximated by a fixed, constant, external thermal resistance and 

the load can be modeled by a constant heat flux applied to the top 

surface of the TBHS unit cell. 

¶ The bottom surface of PCM and fin is insulated, based on the 

manifold assembly and material options described previously. 
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¶ PCM volume change with temperature and phase change can be 

ignored in the 2D model plane, and change in thermal absorption 

will be accommodated in the model by volumetric property change, 

and there is no voiding. 

¶ PCM volume is sufficiently small to ignore liquid phase convection. 

¶ Coolant contribution can be approximated by uniform convection 

boundary condition over the wetted surface. 

Following from the previous smoothing function development, this computational 

domain is modeled as a single two-dimensional thermal region subject to heat diffusion 

with non-linear, temperature dependent material properties.  As before, finite element 

simulation was performed using the heat equation solver in Elmer.  A constant convection 

boundary condition on the wetted surfaces emulates the effect of the coolant and avoids 

need for a liquid domain thermofluid or CFD solver.  Phase change was modeled with a 

P(3) smoothing function and appropriate PCM material properties.  (Preliminary models 

showed significant convergence differences in the P(1) functions, but little difference 

between P(3) and P(5), so P(3) was selected.)   An automatic 2D mesh refinement algorithm 

based on the RGB subdivision scheme [270] was employed through Elmer to obtain mesh 

independent simulation results.  Example initial and final meshes for a transient simulation 

with partial PCM melting near the fin surface are shown in Figure 6.21.  It is clear that the 

largest thermal gradient occurs near the PCM phase front that slowly moves from the 

substrate and fin boundary into the PCM volume. 
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Figure 6.21 ï Representative finite element meshes used in the TBHS model showing (a) the initial 

mesh and (b) the mesh after automatic refinement according to the local thermal gradient. 

6.3.4. Model Analysis 

Analysis of thermal results includes estimation of thermal performance of each 

simulated TBHS configuration over the examined parameter space, estimated using the 

steady-state and transient parameters defined in the following sections. 

6.3.4.1. Steady-state analysis metrics 

The main function of the TBHS is to remove heat, making thermal performance 

during normal operation under non-melting conditions of prime importance.  Putting a low 

thermal resistance material into the heat sink will invariably increase overall thermal 

resistance.  A non-uniform temperature profile is expected on the top heated surface from 

the uneven coolant distribution over the 2D unit cell.  For the purpose of this study thermal 

resistivity is defined as the temperature rise per unit heat flux using the maximum surface 

temperature as: 

(a) (b)(a) (b) 
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 Ὑͼ
Ὕ Ὕ

ήͼ
 (116) 

where T0 is the coolant temperature (also always equal to the initial model temperature for 

transient simulations).  Tmax is expected to be located on the heated surface farthest from 

the coolant.  However, due to nonlinear PCM heat absorption it is possible that this point 

may not stay at the same location throughout a transient simulation.  Rth, however, always 

uses the maximum temperature even if its location changes. 

The thermal resistance of the TBHS will be a combination of conductive resistance 

in the solid and convective resistance in the applied coolant.  Recognizing that the 

convective resistance may dominate for low convection rate cases, a solid thermal 

resistivity is estimated (ignoring fin effectiveness) by subtracting out the normalized 

resistive contribution of the convective term: 

 Ὑ ȟ
ͼ Ὑͼ Ὑ ȟ

ͼ Ὑͼ
ὡ

Ὤύ ὒ
 (117) 

As the unit cell design in Figure 6.20 is essentially a single one-side wetted fin, fin 

efficiency can be calculated as the ratio of the amount of heat removed to the amount that 

would be removed from a fin uniformly heated to the base temperature (i.e., an infinitely 

conductive fin).  We can estimate fin efficiency, hf, using the nodal temperature values 

from the FEM numerical results in the equation: 

 –
᷿ὬὝὼ Ὕ Ὠὼ

ὬὒὝ Ὕ

В Ὕ Ὕ Ўὰ

Ὕ Ὕ ὒ
 (118) 

where L is the fin length as indicated in Figure 6.20, ȹl i is the length between nodes i and 

i+1, Ti is the nodal temperature, Tb is the temperature at the base of the fin, and h is the 

fluid convection rate (assumed constant over the entire wetted perimeter).  Note that in heat 
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sink design a large temperature gradient along the fin results in a low fin efficiency, 

typically indicating a longer fin than is necessary.  Alternatively, a very high fin efficiency 

suggests that lengthening the fins would significantly improve heat removal. 

6.3.4.2. Transient analysis metrics 

Dominant thermal time constant, Űth, and effective thermal capacitance of each 

TBHS configuration can be extracted from linear (no phase change) step response 

simulations by applying a least squares best fit to a single pole heating profile using the 

transient maximum surface temperature and steady-state thermal resistivity: 

 Ὕὸ Ὕ ήͼὙͼ ρ Ὡ  (119) 

Noticing again that the simple RC time constant model lumps convective and 

conductive resistances together, and that convection can dominate calculation of tth, we 

can again calculate a ósolid contributionô thermal time constant for better component 

comparison.  As there is no capacitive component to the convection, solid thermal time 

constant is simply: 

 † Ὑͼὅͼ Ὑ ȟ
ͼ Ὑ ȟ

ͼ ὅͼ † ȟ Ὑ ȟ
ͼ ὅͼ (120) 

 † ȟ † Ὑ ȟ
ͼ Ὑͼϳ  (121) 

After extracting Űth, effective thermal capacity of the substrate can again be 

calculated assuming a single dominant thermal time constant: 

 ὅͼ
†
Ὑͼ

 (122) 

noting that the same capacitance value is obtained whether using total or solid contribution 

values for the resistance and time constant. 
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For melting models, because T0 < TM there will be a finite time until melting begins 

that is a function of the applied heat flux and the thermal time constant of the TBHS.  The 

minimum heat flux to initiate melting is estimated as: 

 ή
Ὕ Ὕ

Ὑ  (123) 

Using this melting threshold heat flux value and the dominant single pole time 

constant model, non-dimensional time to melting for any configuration at a given heat flux 

can be estimated using: 

 
ὸ
† ÌÎ

ήͼ

ήͼ ή
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ήͼήϳ

ήͼήϳ ρ
 (124) 

Comparing this model to extracted data from the simulations can provide a 

quantitative evaluation of the fitness of the single time constant model for the substrates. 

6.3.5. Silicon-erythritol TBHS simulation  

Two independent material evaluations were performed in expectation of planned 

prototyping efforts.  First, in anticipation of a complex manifold microchannel geometry 

for medium temperature power electronics as per the original DOE TBHS study, a 

combination of silicon substrate and erythritol PCM was simulated with parameterized 

geometry and thermal boundary conditions.  That simulation study was initially described 

in [151,252] and focused on high temperature vehicle cooling loop surge capacity, where 

T0 = 100°C and h was varied between 1, 10, and 50 kW/m2K to represent a range of single 

or two-phase microchannel flows. 

Material and geometric parameters for the domain are specified in Table 6.7 and 

Table 6.8 respectively, and cover the range of a prototypical single-wafer, silicon TBHS 
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implementation.  Thermal boundary conditions for the melting simulation were determined 

later after step response models estimated melting onset parameters. 

Table 6.7 ï Silicon TBHS simulation material properties 

property unit silicon erythritol 

k W/mK 135 0.733 (s), 0.326 (l) 

cp kJ/kgK 0.704 1.383 (s), 2.765 (l) 

r kg/m3 2330 1480 (s), 1300 (l) 

Hf kJ/kg -- 339.8 

TM °C -- 118 

 

Table 6.8 ï Silicon TBHS simulation dimensions and parameter ranges 

parameter value/range [µm] 

D 400 

d 100 

L 300 

wp 125, 250, 500 

wf 62.5, 125, 250 

wc 62.5, 125, 250 

W Swi 

6.3.5.1. Steady-state thermal results 

Figure 6.22 shows a representative steady-state TBHS heating profile below the 

melting temperature indicating a thermal resistivity of about 0.180 cm2K/W.  The peak 

temperature is located in the top left corner of the unit cell, farthest from the coolant and 

partially óshieldedô from the conductive fin by the low thermal conductivity PCM. 
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Figure 6.22 ï Representative steady-state, non-melting heating profile in a silicon TBHS subject to 

a 50 W/cm2 heat load with 50 kW/m2K cooling at T0 = 100°C.  Location of hottest spot indicated. 

Using the geometric and material configurations from Table 6.7 and Table 6.8, 

substrate thermal resistivity was calculated by applying a unit uniform heat flux (1 W/cm2) 

to the top surface.  The thermal resistivities of the different geometries and convection rates 

are shown in Figure 6.23.  These values are compared with the thermal resistivities of non-

PCM microchannel substrates with the same range of cooling channel geometries (wc, wf).  

It should be noted that the microchannel unit cells have half the fin width of an equivalent 

TBHS, as their symmetry line is the center vertical line in Figure 6.20. 

Across the board we see the expected result of substituting erythritol into the 

substrate.  The convection rate is the primary determinant of substrate resistivity for both 

PCM and non-PCM substrates.  However, compared to the lowest resistance coolant-only 

microchannel substrate, thermal resistivity is increased by a factor of about 2.4 to 8.6x, and 

the degree of impact is positively correlated to added PCM volume.  When not melting, 
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the addition of a PCM has not only cut the total cooling surface roughly in half, it is akin 

to inserting an insulating material into every other microchannel cavity in a standard 

microchannel heat sink.  This would also look like a microchannel heat sink with extremely 

wide and poorly conducting fins, and the significant thermal resistivity increase is 

unsurprising. 
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Figure 6.23 ï Steady-state thermal resistivity results for silicon TBHS and equivalent microchannel 

heat sinks for varying geometries and convective rates. 

The PCM impact on thermal resistivity can be seen more clearly by normalizing 

the data Figure 6.23 and subtracting out the convective resistance component as per (117).  

The results of this are shown in Figure 6.24, where all of the solid thermal resistivity data 
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has collapsed down to a single band.  It is worth noting that the solid-resistivity estimate 

does not correct for heat spreading variation between different configurations.  It assumes 

a one dimensional thermal resistance distributed over the wetted area having uniform 

influence on the location of maximum temperature rise.  In actuality the low thermal 

conductivity PCM insulates the hot spot from the majority of the wetted fin, causing an 

overestimation of the amount of thermal resistance to subtract from Rthò.  This could 

explain how the lowest amount of PCM appears to have no, or even a slight negative 

resistance impact in Figure 6.24 for some configurations.  Regardless of this anomaly, 

however, this view of the thermal resistance profile does show the significant thermal 

penalty paid by the addition of PCM to the structure. 

 

Figure 6.24 ï Silicon TBHS normalized thermal resistivity showing PCM volume the primary 

impact on degrading steady-state thermal performance. 
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The microchannel cooler fin effects can be examined in more detail to gain some 

insight in to thermal efficiency of the design.  The equivalent fin efficiency of the different 

designs as calculated using (118) is shown in Figure 6.25, again compared with the 

equivalent no-PCM microchannels.  It is generally considered good practice to maintain a 

fin efficiency above 90%, as lower values indicate that the fins are longer than necessary 

as additional length provides diminishing incremental heat removal [271].  Values too high 

indicate that the fins might be too short and heat removal is being impaired.  The figure 

shows all fin, PCM, and cooling channel widths, but the fin efficiency is almost completely 

governed by fin width (used then as the primary display variable).  Thus, except for the 

thinnest fins with the highest convection rates, the fins are rather óshortô for the conditions 

used in the analysis, and overall performance would improve with longer/thinner fins. 

 

Figure 6.25 ï Fin efficiency estimates for all silicon TBHS and standard microchannel (non-PCM) 

heat sink configurations showing that the short, substrate-thickness channels are shorter than ideal 

for all but the highest convective rates. 
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Additionally, there is clearly an increase in fin efficiency for the PCM-loaded 

channels, again related to the previous observation that the PCM-loaded channels 

effectively create doubly wide fins with an insulating core.  The reduced area for heat 

removal per fin increases the fin temperature and the resulting fin efficiency.  While not 

overly surprising, the fin efficiency results do agree with the substrate integrated cooling 

results discussed in Section 4.4.  The wafer-thickness severely limits the fin length, and the 

amount of heat removal, for all but the highest convection rates. 

6.3.5.2. Step-response ï linear transient models 

Again a unit heat input was applied to the substrates to examine the linear step 

response below the melting temperature.  Fitting the resulting step response curves to (119), 

a dominant time constant, tth, was extracted for all configurations as shown in Figure 6.26.  

Similar to the thermal resistivity graph, it is immediately clear that the addition of the PCM 

creates a much higher thermal time constant relative to the equivalent no-PCM 

microchannel substrates.  Even without phase change, the PCM substrates respond from 1-

8.6x slower, almost in direct proportion to the PCM fraction.  Recalling that the average 

thermal time constant can be estimated as † Ὑ ὅ , the increased Rth shown in Figure 

6.23 leaves a factor of only about 1-2x effective increase in Cth.  This is in line with the 

increased cp,pcm being about double cp,Si. 
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Figure 6.26 ï Extracted thermal time constants for each silicon TBHS configuration at varying 

convective rates comparing the PCM substrates to no-PCM microchannel substrates.  PCM 

substrate groupings by wp are indicated by the dashed ovals. 

As the thermal time constants again appear dominated by the convective thermal 
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according to (121).  While not collapsing the data to a single band as it did with thermal 

resistance, Figure 6.27 does emphasize how the addition of PCM to the substrates generally 

increases the thermal time constant in proportion to PCM volume, although there is 

significant variation of that impact at different convection rates.  This even includes a few 

configurations showing lower solid thermal time constants than the microchannel cases for 

the highest convection rate.  As this variation was not seen in the thermal resistance data 

we can assume that it is related to variation in the effective thermal capacity of each 

configuration.  As such we see that the PCM addition increases tth,s by a factor of 0.9-8.5x 

for h = 1 kW/m2K, but by only about 0.6-4.6x for h = 50 kW/m2K. 

 

Figure 6.27 ï Estimated solid contribution to silicon TBHS thermal time constant for each 

configuration at varying convective rates and comparing the PCM substrates to no-PCM 

microchannel substrates.  PCM substrate groupings by wp are indicated by the dashed ovals. 
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Calculated values of effective thermal capacity are shown in Figure 6.28, and they 

elucidate some of the aforementioned anomalous time constant values.  Figure 6.28(a) 

shows the extracted thermal capacitance for all configurations and convection rates 

including the no-PCM microchannel substrates.  It is evident from this figure that the 

addition of a PCM to the substrate provides little to no increase, and in some cases actually 

a decrease, in effective thermal capacity.  (Case to case comparisons range from a 0.5-1.6x 

change, but relative to the microchannel substrate with highest Cth the TBHS capacitances 

are only 0.3-0.9x.)  These counterintuitive values can be explained by a combination of 

two-dimensional heat spreading and disparate material properties.  The thermal 

conductivities of the substrate and PCM differ by two orders of magnitude, limiting the 

ability of heat to spread into the PCM and utilize the full capacitive volume.  While the 

specific heat capacity of solid erythritol is almost twice that of silicon, the volumetric heat 

capacities (r x cp) only differ by 25%.  Replacing substrate volume by PCM volume (per 

unit heated surface area) has less of a linear heat capacity impact than might otherwise be 

expected.  As emphasized by Figure 6.28(b), which shows only the high convection case, 

increased fin material (wf) and decreased convection volume (wc) have significantly more 

impact on Cth than additional PCM volume, as they both increase substrate material per 

unit area.  (While this is highlighted in (b) for the high h case, the same groupings/trends 

exist in the low and medium case). 

More interesting, however, we see in Figure 6.28(a), and highlighted specifically 

by the same data with group overlays in Figure 6.29, is that there is actually a convection 

rate inversion on the effect of additional PCM volume on effective capacitance.  Whereas 

the low convection case still shows that increasing PCM volume slightly increases effective 
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capacitance per unit area, doing so with the medium and high convection rates actually 

decreases net capacity as the PCM insulates more of the solid fin material from the heat 

path.  This shows how the effective thermal capacity is more affected by relative thermal 

impedance paths in the structure than by material addition. 
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Figure 6.28 ï Estimated effective thermal capacitance for each configuration at (a) all convective 

rates and (b) just 50kW/m2K compared to no-PCM microchannel substrates.  PCM substrate 

groupings by wf are indicated by the dashed ovals, and the lines represent constant values of wc. 
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Figure 6.29 ïEffective thermal capacitance emphasizing convective dependence of PCM impact 

for each configuration. 

Even without phase change heat absorption, a higher thermal time constant can 

slow temperature response resulting in PCM substrates having less temperature rise for 

short transient conditions despite higher steady temperatures.  Figure 6.30 provides an 

aggregate comparison of these thermal substrate figures of merit for all configurations.  (a) 

emphasizes what was mentioned above, namely that there is little net thermal capacity 

benefit from additional PCM, while thermal resistivity can increase by a factor of up to 

8.6x.  This resistance increase is then the driving component of the increased thermal time 

constant, as shown in (b), which is up to 8.5x higher than no-PCM cases.  Not surprisingly, 

the highest Cth and tth cases for both microchannels and TBHS occur as indicated when wf 

is maximum and wc is minimum, producing the configuration with maximum substrate 

material per unit area. 
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Figure 6.30 ï Linear silicon TBHS figure of merit comparisons evaluating the impact on thermal 

resistance, time constant, and effective capacitance for each configuration.  Highlighted is the case 

with maximum capacitance and time constant, where fin width (wf) is maximum and convective 

area (wc) is minimized for all PCM widths (wp). 
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Table 6.9 provides a view of the linear thermal behavior changes created by the 

substrate integrated PCM.  Recalling the initial problem identified in the electronic 

packages: decreased thermal resistance, while itself desired, resulted in decreased thermal 

capacity and time constants.  Thus addition of a PCM would ideally increase thermal time 

constant through increased capacity by trading off some, but not too much, thermal 

resistance.  The table shows that without phase change, this was generally not the case.  

Additional thermal resistance was substantial, no less than about 1.55x for solid resistance 

or 2.35x for total resistance.  This did produce a general thermal time constant increase, 

but by replacing substrate material with low conductivity PCM, effective thermal 

capacitance was actually diminished.  In a few cases, it actually diminished sufficiently to 

decrease thermal time constant, as seen by the minimum values is the Table.  However, in 

no case did PCM addition create a net increase in unit cell capacitance over the best 

microchannel substrate.  Absent any phase change benefit the resistance-driven thermal 

time constant increase runs counter to the original design intent. 

Table 6.9 ï Silicon TBHS linear thermal performance ratios 

 Rth / Rth,mc,min tth / tth,mc,max  

h total (Rth) solid (Rth,s) total (tth) solid (tth,s) Cth / Cth,mc,max 

[kW/m2K]  min max min max min max min max min max 

1 2.66 8.64 1.55 9.76 0.84 3.82 0.91 8.51 0.55 0.88 

10 2.57 8.48 1.56 9.77 0.75 3.27 0.85 6.79 0.48 0.80 

50 2.34 8.15 1.59 9.82 0.63 2.86 0.70 5.39 0.40 0.73 

 

6.3.5.3. Phase change thermal suppression results 

Melting simulations were performed for each configuration and convection rate at 

different heat flux levels.  These levels were determined by calculating the minimum 

melting heat flux for each configuration from the steady-state thermal resistivity values 
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using (123).  The resulting values of ή  are shown in Figure 6.31, which like thermal 

resistance are primarily influenced by convection rate and PCM content.  These heat flux 

values represent the minimum heat flux for the substrate to reach TM, and even at that heat 

flux there will be a lengthy time delay before melting.  That delay may impact the shortest 

transient time that can be buffered by the heat sink since nonlinear heat absorption cannot 

occur any earlier, making it an important design factor for a functional TBHS.  Low, 

medium, and high heat flux values for the melting simulations were selected such that they 

exceeded the calculated ή  values for each convection rate by about 3-4x, as shown in 

Table 6.10.  That resulted in a 5 parameter, three level simulation space (geometry, 

convection rate, and power) involving 243 configurations.  Transient step response curves 

were generated for these configurations as well as for the equivalent microchannel models, 

involving an additional 81 configurations for simulation.  Finally, each simulation was run 

for a total of 60 time steps, and the length of each time step (also shown in Table 6.10) was 

chosen such that the total simulation time would allow all linear response comparison 

models to reach steady-state. 

Table 6.10 ï TBHS melting model heat fluxes and time steps 

h max ή  q" Dt ttot 

[kW/m2K] [W/cm2] [W/cm2] [ms] [ms] 

1 2.6 10, 20, 30 7.5 450 

10 25.0 100, 200, 300 1.875 112.5 

50 106.1 300, 600, 900 0.625 37.5 
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Figure 6.31 ï Extracted threshold melting heat flux values for each silicon TBHS configuration at 

varying convective rates. 

Step response melting simulations were run for each configuration, with simulation 

numerical convergence primarily handled through the automatic adaptive mesh refinement 

where each time step was required to achieve a relative local element flux error of less than 








































































































































































































































































































































































































































