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Conventionally, a Josephson junction is an ubiquitous quantum device formed by a weak link be-

tween a pair of superconductors. In this work, we demonstrate the dc Josephson effect in mesoscopic

junctions of more than two superconducting terminals. We report fabrication and characterization

of the 3- and 4-terminal Josephson junctions built in a top-down fashion from hybrid semiconductor-

superconductor InAs/Al epitaxial heterostructures. In general, the critical current of an N -terminal

junction is an (N − 1)-dimensional hypersurface in the space of bias currents, which can be re-

duced to a set of critical current contours (CCCs). The CCC is a key ground state characteristic

of a multi-terminal Josephson junction, which is readily available from regular electron transport

measurements. We investigate nontrivial modifications of the CCC’s geometry in response to elec-

trical gating, magnetic field, and phase bias. All observed effects are described by the scattering

formulation of the Josephson effect generalized to the case of N > 2. Our observations indicate

superconducting phase coherence between all the terminals which establishes the Josephson effect

in mesoscopic junctions of more than two superconductors. Such multi-terminal junctions could

find their applications in a broad range of fields from topologically protected quantum computation

to quantum metrology.
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Chapter 1

Introduction

This dissertation experimentally investigates hybrid InAs/epi-Al multi-terminal Josephson junctions.

A multi-terminal Josephson junction (JJ) [1] consists of N > 2 independent superconductors (termi-

nals) coupled to each other through a normal scattering region (Fig. 1.1). In this case, the supercur-

rent I j in terminal j becomes a multi-variable function of all the N � 1 independent phase-differences

� j � � N (the N -th terminal can be assumed grounded). In theory, such a non-local coupling of su-

percurrents originates from the formation of Andreev bound states [2] (ABS), the wave-functions

of which are nearly equally present in all of the terminals. The concept of multi-terminal Josephson

junctions �rst appeared decades ago in the context of supercurrent transistors [3], direct-current

�ux transformers [4,5], and superconducting qubits [6].

An increased interest in hybrid InAs/epi-Al multi-terminal junctions arose recently in the context

of topological superconductivity. It was realized that braiding of Majorana fermions in topologi-

cal superconductors [7–9] requires T-junctions of at least three or more terminals [10–12]. More

recently, striking effects were predicted even for junctions of conventional superconductors. They

include the strong breaking of Kramers degeneracy without a Zeeman �eld for N = 3 [13] and the

emergence of Weyl node physics forN = 4 [14], among other ideas. However, there is still a lack of

experimental studies of the multi-terminal junctions.

In this thesis work, we fabricate and experimentally study transport properties of the 3- and 4-

terminal Josephson junctions of different geometries. To characterize a 3-terminal JJ, we introduce
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a new concept of the Critical Current Contour (CCC). Similar to the 2-terminal junctions where

the value of critical current separates superconducting and �nite voltage states, the CCC de�nes

all values of simultaneously allowed supercurrents between all terminals. Chapter 3 provides a

detailed description of transport features of a 3-terminal JJ, which is necessary to build our intuition

before moving to a more complicated case of a 4-terminal junction, described in chapter 4. In case

of a 4-terminal junction, its superconducting state characteristics becomes a 3D object, which we

name Critical Current Surface (CCS). To simplify the characterization of junctions with N > 3, we

introduce a biasing technique that reduces CCS to a set of CCC, which adequately describes the

junction's state.

We continue the characterization of the multi-terminal junctions by exploring the effect of the

perpendicular magnetic �eld on the CCC's geometry. We show that nontrivial modi�cations to the

CCC's shape can be very well described in terms of the Random Scattering Matrix theory. Further,

we explore the role of a junction's geometry and the effect of top-gating. Depending on the geometry

of superconducting terminals, the coupling between opposite terminals (and hence multi-terminal

effect) can be hidden or enhanced, which will result in different types of CCC's shape. Based on the

coupling strength that relates to the junction's geometry, we divide junctions into three categories:

wide, intermediate, and narrow. Intermediate type of junction can be driven to the narrow regime

by top-gating, which reveals in changes of CCC's shape and its response to the magnetic �eld.

The ultimate manifestation of superconducting phase coherence in the conventional Josephson

effect is the �ux modulation of the supercurrent in a SQUID. We demonstrate the multiterminal

superconducting phase coherence of our junctions by fabricating a multiterminal superconducting

quantum interference device, nicknamed “multi-SQUID” (Chapter 5). In multi-SQUID, two terminals

of a 4-terminal junction are connected with a loop and pierced with magnetic �ux. By grounding the

loop and applying biasing currents to the other two terminals, we observe the dramatic modi�cation

of CCCs in response to the phase bias. We conclude that piercing magnetic �ux through the scat-

tering region and �ux-biasing the loop of a multi-SQUID leads to similar in nature multi-terminal

superconducting interference effects.

The next logical step of this research would be to explore multi-terminal ABS by a direct tun-

neling spectroscopy. Such experiments require the fabrication of reliable gate dielectric and the

2



formation of very �ne top gates, which adds extra complexity to already challenging fabrication

process of a mesoscopic multi-terminal JJ. For that reason, an important part of this thesis work

includes the development of fabrication recipes, as well as description of corresponding challenges

and their possible solutions (Chapter 2). A preliminary result of a conductance measurement of a

3-terminal junction opens up a new chapter in the study of hybrid multi-terminal JJs.

Figure 1.1: A junction of N superconducting terminals (blue) across a normal scattering region
(green), which is characterized by the scattering matrix Ŝ. Each terminal j = 1 ; 2; :::; N has a
superconducting phase� j and a supercurrent I j .

1.1 Fundamental concepts

1.1.1 Josephson equations in the tunnel limit

Traditionally a Josephson junction is presented by a superconductor-insulator-superconductor sys-

tem, where electrons tunnel from one superconducting terminal to another through a thin �lm of

3



oxide. Two basic equations originally derived for SIS junctions by Brian David Josephson are:

I s = I c sin(� ); (1.1)

_� = 2eV=�h: (1.2)

Where � = � 1 � � 2 is the phase difference between the two superconductors,e is an electron

charge and �h is the reduced Planck constant. I c is the maximum supercurrent that junction can

sustain while staying in the zero voltage regime [15].

When a supercurrent �ows through a Josephson junction we can de�ne energy stored in the

junction. This energy associated with the phase difference� across the Josephson junction:

E = EJ (1 � cos� ); (1.3)

where EJ = � oI c=(2� ) is the Josephson energy. This represents the energy stored in the junction

in the superconducting state. This expression can be derived on the basis of simple thermodynamical

arguments [16] or of microscopic theory [17]. In the thermodynamic derivation, the free energy

change due to the work done by the current generator is: dF1 = IV1dt and dF2 = IV2dt. As a

consequence, the energy associated with the barrier itself is:dF = dF2 � dF1 = I (V2 � V1)dt. By

using the general Josephson relations, we obtain the energy associated with the phase difference�

across the Josephson junction:

dF =
�h
2e

I c sin �d�: (1.4)

By integration, free energy is:

F (� ) = �
�h
2e

I c cos� + constant: (1.5)

The constant is de�ned by imposing F = 0 for no current �ow into the junction ( � = 2n� with

n = 0 ; 1; 2; :::). In case of a N -terminal Josephson junction, the free energy becomes a function of

N � 1 phase differences (one terminal assumed grounded).
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1.1.2 Mesoscopic Josephson junctions

The universality of the Josephson equations makes them valid for all types of junctions although

transport mechanism might be different. In case of hybrid InAs/Al junctions, where the role of

the normal region performed by a semiconducting material, electrical transport can be described in

terms of the scattering formalism, i.e. transport can be calculated under very general conditions,

assuming that current is carried by the number of conducting channels, that could be de�ned by

transmission probability [18]. But before discussing transport through hybrid SNS junction, let's

�rst take a closer look at the building blocks separately.

We start by considering one of the main pillars of this work - InAs two-dimensional electron gas.

The choice of material of the normal region plays a huge role in the properties of the Josephson junc-

tions. The �rst advantage of the use of the semiconducting material is the potential ability to control

the density of states in the junction. However, most of the intrinsic semiconductors behave like

insulators at low temperatures that are required for superconductors [19]. Fortunately, some semi-

conductors exhibit signi�cant surface conduction at low temperatures and InAs is one of them. Due

to the Fermi level pinning into the conduction band InAs forms a natural layer of two-dimensional

electron gas (2DEG) at the surface [20–22].

The proximity of conducting electrons to the surface on the other hand suffers from induced de-

fects and hence lower mobility. To overcome the problem of defects, preserve high carrier concentra-

tion, and increase mobility the quantum well heterostructure could be engineered. By sandwiching

a layer of InAs between two layers of InGaAs one can create a quantum well and con�ne electrons in

a thin layer preserving high mobility. In this case 2DEG behavior can be modeled as a �nite square

quantum well [23] with the energy levels

En =
�h2

2m� (
n�
w

)2 (1.6)

where �h is reduced Plank constant,m� the effective mass,w the well width and n the band index.

The Fermi wave vector and Fermi level could be de�ned by

kF =
p

2�n and E F =
�h2k2

F

2m� (1.7)

5



correspondingly, where n is a carrier concentration.

A few most important parameters used to quantitatively characterize 2DEG are Fermi velocity

vF =
�hkF

m� (1.8)

and Fermi wavelength

� F = 2 �=k F (1.9)

The average time that electron can travel between scattering events is denoted by� . Typically

it is given by the electron mobility � = e�
m � in 2DEG. This way, the average length that electron can

travel without undergoing elastic scattering is given by mean free path

le = �v F =
�h�
e

p
2�n; (1.10)

Design of the hybrid multi-terminal junctions must take into account electron coherence length

to ensure the superconductivity will be induced over the whole length of the junction and between

all terminals.

1.1.3 Andreev re�ection

It is time to consider the underlying principle of electron transport in SNS junction. First, consider

an interface between a normal conductor and a superconductor with a superconducting gap� .

The gap is spatially dependent and vanishes in the normal regions faraway from the interface. An

electron incident on the interface from the normal side with energy E > � can enter the supercon-

ductor, being converted into a quasiparticle with the same energy. If E < � , the electron cannot be

converted since quasiparticles are forbidden below the gap. A charge transfer may proceed instead:

the electron can be retrore�ected back as a hole and the2e charge de�cit in the metal implies that

a Cooper pair with charge 2e is added to the superconductor. This process, illustrated in Fig.1.2,

transfers the charge from the normal conductor side to the superconductor side called Andreev re-

�ection. The momentum of the re�ected hole is almost the same as that of the incident electron,

sincek = kF � E=�hvF for electron and hole respectively, and jE j � EF .
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Figure 1.2: Energy space schematics of Andreev re�ection process. An electron coming from the
normal (N) conductor side to the superconducting (S) side is retro re�ected as a hole with the same
energy. A charge transfer occurs, which creates a Cooper pair in the superconductor.

Taking into account boundary conditions for the wave function at the interface, we can de�ne

Andreev re�ection amplitude

r A (E ) = e� i�

 
E
�

� i

p
� 2 � E 2

�

!

: (1.11)

De�ning � = � arccos(E=�) � � , we can write r A = ei� . The electron is re�ected as a hole

with probability jr A j2 = 1 . The outgoing hole has its phase shifted by� with respect to the original

electron. Similarly the other process where a hole is Andreev re�ected as an electron results in a

phase shift � 0 = � arccos(E=�) + � .

In a more general case, the interface has a non-unity transmission probability (� < 1). The

process now includes a scattering matrixs(E) de�ned for a single channel in the normal regime as

s =

0

B
@

p
Rei�

p
Tei�

p
Tei� �

p
Rei (2 � � � )

1

C
A ; (1.12)
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where R and T are re�ection and transmission probability, and the phases � and � are assigned as to

satisfy the unitary condition sys = 1 . For electrons with energy E > 0, we can assignse(E ) = s(E).

For holes obeying time-reverse Hamiltonian, and with opposite momentum, we can write sh (E ) =

s?(� E ).

The transport through nanostructure may involve many processes with an electron making dif-

ferent trips to and from the interface. For example, the process with an electron transmitted through

the nanostructure with probability amplitude te, Andreev-re�ected as a hole from the superconduc-

tor with phase shift factor ei� , then transmitted as a hole through the nanostructure again with

probability amplitude t0
h results in the total Andreev re�ection amplitude r A 0 = tet0

h ei� . More com-

plicated process of ordern can be generally written as rAn = rA 0(r h ei� 0
r 0

eei� )n . Summing them up

and using geometric series identity, we obtain the total probability amplitude of Andreev re�ection:

r Atotal =
1X

n =0

r An =
tet0

h ei�

1 � r 0
er 0

h ei� (1.13)

In the limit E � � , we can approximate� + � 0 = � 2 arccos(E=�) � � � . A typical nanostructure

has equal probability amplitudes on both sides for both type or particles, so t0
e;h = te;h = t and

r 0
e;h = r e;h = r . The transmission and re�ection coef�cients are subsequently de�ned as T = t2

and R = r 2, respectively. Using the condition R2 + T2 = 1 , we can derive the Andreev re�ection

coef�cient RA = jr A j2:

RA =
T2

(2 � T)2 : (1.14)

In the case of an interface with unity transmission probability, T = 1 , we arrive at the result

RA = 1 . In the tunneling limit where T � 1, we have RA � T2=4. This 2nd order dependence

re�ects the fact that Andreev re�ection requires two transmission events: one of an electron and

one of a hole.

1.1.4 Andreev bound states

Consider a Josephson junction which consists of a semiconductor placed between two superconduc-

tors. These superconductors have gaps with the same amplitude but different phases. The semicon-

ducting region under consideration is short, such that the electrons and holes spend a short time
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Figure 1.3: (a) A scheme presenting two one-particle ABS in the junction with imperfect trans-
parency (� < 0). Solid lines correspond to the Andreev re�ection process when right-moving
electron (left-moving hole) is retrore�ected as left-moving hole (right-moving electron). In case
of imperfect transparency of the channel normal re�ection might accrue, shown with green dot-
ted lines. (b) ABS energy spectrum as a function of the phase difference between superconducting
terminals. Transparency of the junction will affect the separation between levels, case of� = 1
shown by dashed lines. The normal re�ections introduce coupling between Andreev levels. Note
that energy levels are spin degenerate.

in it and superconductivity has no effect on them. An electron or hole with suf�ciently low energy

is re�ected back and forth between the superconductors. This motion gives rise to discrete energy

states: the Andreev bound states. This is in a way analogous to resonances occurring in Fabry-Perot

optical cavities where laser lights also travel back and forth between the mirrors.

Such a process is described qualitatively in Fig.1.3. A semiconductor (green) is placed between

two superconductors (blue) with different phases: left one has phase' L , right one has phase' R .

An electron incident on the right superconductor is represented as a solid red line. It is Andreev-

re�ected (black line) as a hole (dotted red line). This hole is subsequently Andreev-re�ected from

the left superconductor as an electron moving right again. The same process also occurs for a hole

incoming to the right (lower loop). Additionally, these electron and hole can be normally re�ected

(green dashed line), respectively, due to the �nite re�ection coef�cient of the interfaces. These

normal re�ections couple the two processes (top and bottom loops).

The energy of the discrete bound state can be calculated using the scattering matrix approach as

follows. Let the amplitudes of outgoing states in the nanostructure be bLe , bRe , bLh , bLe and those
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of incoming states beaLe , aRe , aLh , aLe . Using scatter matrix s for a single channel, as de�ned in

Eqn.1.12, and spinor notation, we can write

0

B
@

be

bh

1

C
A =

0

B
@

s 0

0 s?

1

C
A

0

B
@

ae

ah

1

C
A ; (1.15)

where

be =

0

B
@

bLe

bRe

1

C
A ; bh =

0

B
@

bLh

bRh

1

C
A ; ae =

0

B
@

aLe

aRe

1

C
A ; ah =

0

B
@

aLh

aRh

1

C
A

Andreev re�ection from the superconductors converts electrons to holes and vice versa. Such a

process can be described by de�ning the Andreev scattering matricesseh which converts holes to

electrons, andshe which converts electrons to holes.

seh =

0

B
@

ei� 0
L 0

0 ei� 0
R

1

C
A ; she =

0

B
@

ei� L 0

0 ei� R

1

C
A ; (1.16)

and write the Andreev re�ection equation for electrons and holes:

0

B
@

ae

ah

1

C
A =

0

B
@

0 seh

she 0?

1

C
A

0

B
@

be

bh

1

C
A : (1.17)

The Andreev re�ection phase shifts are again given as� L;R = � � L;R � arccos(E=�) , � 0
L;R = � L;R �

arccos(E=�) for the left and right superconductors.

Eqn.1.15 and Eqn.1.17 can be combined to give an eigenvalue equation containing a 4x4 matrix

� : 0

B
@

be

bh

1

C
A =

0

B
@

s 0

0 s?

1

C
A

0

B
@

0 seh

she 0

1

C
A

0

B
@

be

bh

1

C
A = �

0

B
@

be

bh

1

C
A (1.18)

The solution exist only if det(� � 1) = 0 . This can be solved to give the energy of the bound
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state:

EA =
q

1 � � sin2('= 2) (1.19)

where � is the transmission probability of the semiconducting region, and ' = � L � � R is the

phase difference across the junction [24] [25] [26]. This way, the energy of ABS depends on phase

difference and transmission coef�cient. At ' = 0 and 2� the ABS merge to continuum states. Other

than at these points ABS are localized at the weak link in contrast with continuum states that are

delocalized and propagating. In fact, ABS originates from the twist of phase around the weak link

region and at perfect transmission � = 1 will form a ”ballistic ABS”. A �nite transmission is a

result of normal re�ection process that is inelastic scattering of impurities inside normal region,

which happens in addition to Andreev re�ection. Normal re�ection couples two re�ectionless states

(shown in green arrows in Fig. 1.3 (a)), which opens a gap 2�
p

1 � � at ' = � (Fig. 1.3 (b)).

In case of a multi-terminal junction, the Andreev bound states are formed between all the ter-

minals. The energy of such multi-terminal ABS becomes a function of multiple phase differences,

and its wave function is nearly equally present in all superconducting leads. The latter fact results

in simultaneous superconducting phase coherence between multiple terminals.

Recently, the physics of multi-terminal ABS became the subject of numerous theoretical propos-

als [10,11,13,14,27–52]. The �rst category of proposals explore the band topology of multiterminal

Josephson junctions [13, 14, 27–39]. These papers explore the structure of the ABS energies in the

(N � 1) dimensional Brillouin zone, where the phase differences � j � � N play a role of quasi-

momenta. Theoretical studies of such multi-terminal junctions predicted band structures with topo-

logically protected states [14,28–31] and Weyl nodes [32–35]. In the second category of theoretical

proposals, a junction of more than two topological superconductors is used to perform braiding op-

erations on the zero-energy Majorana bound states [10,11,40–52] as these operations are essential

for the realization of topologically protected quantum computation [53]. The demonstration of co-

herent transport in multi-terminal Josephson junctions is an important stepping stone for bringing

these numerous theoretical proposals to fruition.
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1.1.5 Multiple Andreev re�ections

When traveling through the voltage-biased junction, electrons and holes gain or lose an energyeV.

The current does not depend on the spatial distribution of the voltage [26] , so we can assume

that the voltage drops over an arbitrary point of the channel (shown by magenta-colored dashed

line on Fig.1.4). Let us consider a quasiparticle of energyE coming from the lower band of the

left superconductor with the energy E slightly bellow � � (Fig.1.4 (a)). After crossing voltage

drop line it arrives at the right electrode with energy E + eV. If E + eV > � the quasiparticle

may leave the junction entering available states above� . Alternatively, the quasiparticle might be

Andreev-re�ected at the right terminal (Fig.1.4 (b)), then electron will be converted into hole and

vise versa. The hole will start moving backwards and will also cross voltage drop line and increase

its energy byE +2eV. It will escape to the left electrode and the total charge transfer will equals 2e.

Since the probabilities of Andreev re�ections rapidly decrease with increasing energy (Eqn.1.11),

the probabilities of charge transfer via Andreev re�ection at higher energies are small.

Situation is different for the small voltages ( eV � � ). Now, for the quasiparticle coming from

the bottom left band, there are no available states within � and the quasiparticle must undergo

Andreev re�ection. More precisely, an electron (hole) will undergo n even (odd) Andreev re�ections

and reach the higher band of the right (left) superconductor where it recombines into a quasiparticle.

This process is called themultiple Andreev re�ection(MAR) of order n+1. The minimum number of

Andreev re�ections for a quasiparticle of energy E under the voltage biasV is given by

n(E; V ) =
� � E

eV
(1.20)

If we neglect the continuum and assume the quasiparticles are extracted at the energyE = � �

from the left electrode, the MAR process will take simpler form

n(V ) =
2�
eV

(1.21)

where n is the order of MAR. Let us consider a MAR process of order 3 shown in Fig.1.4 (d).

A quasiparticle of energy E from lower left band is ejected as an electron in the normal region. It

reaches right terminal at energy bellow the gap and undergoes the Andreev re�ection, so now the
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Figure 1.4: Mechanisms of charge transfer in a voltage-biased Josephson junction with �nite trans-
mission coef�cient � < 1. Electrons (holes) acquire energyeV due to the voltage difference be-
tween superconducting terminals, schematically shown by magenta-colored dashed line (energyeV
acquired when crossing dashed line from the left (right)). (a) When eV > 2� a quasiparticle can be
transferred from left to right in one shot. (b) It may also be Andreev-re�ected and get to the left at a
higher energy. WheneV � � multiple Andreev re�ections (MARs) are required for charge transfer.
(c) MAR process of order 2. (d) MAR process of order 3.
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hole is traveling to the left. Upon arrival the energy of the hole is still lower than � , so it also

being Andreev-re�ected as backward moving electron. Once the energy of the electron (hole) above

the gap, it can exit normal region at the right (left) upper band. Importantly after eachAndreev

re�ection, a Copper pair is created on the right or annihilated on the left (shown by �lled or empty

ellipse in Fig.1.4 (d)). That will be re�ected as resonances (peaks or deeps) in dV=dI characteristics

of the Josephson junction. Processes shown in Fig.1.4 (a,b) will not create such resonances indV=dI

characteristics.

The MAR process of ordern results in charge transfer of ne. Additionally, due to the �nite

probability of transmission electrons and holes might be normally re�ected, which is shown by

green curved arrows on Fig.1.4. In case when junction supports several transport channels, the

MAR process happens in each channel independently.

For the case of multi-terminal junctions one can expect MAR process happen between several

terminals [54] assuming approximately equal coupling between all superconducting terminals. On

the other hand, for the junction of Y- or X-shape geometry the 2-terminal coupling between adjoint

terminal is strong due to the large shared interface. This way, one can expect to see a set of MAR

resonances for each pair of terminals, i.e. three sets for the 3-terminal junction and six sets for the

4-terminal junction.

1.1.6 Random scattering matrix theory for multi-terminal hybrid junctions

Treatment of mesoscopic systems poses a big challenge since on one hand electron transport obeys

rules of quantum mechanics and must be described using tools of quantum mechanics, but on the

other hand, mesoscopic systems are too large and models must take into account too many pa-

rameters to describe transport properties of the system properly. In many cases, the complexity of

the system makes it impossible to accurately calculate properties, so a statistical approach is taken

instead. This way one considers an average over an ensemble of macroscopically equivalent, but mi-

croscopically different samples. In other words, in cases when it's impossible to describe the system

in detail, one can look at the corresponding system as “black boxes” and adopt methods of statistical

description.

A powerful tool of Random Scattering Matrix (RSM) theory was developed to describe quantum
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transport of mesoscopic systems. RSM is especially useful for the case of N-terminal semiconducting-

superconducting junctions since an increasing number of terminals, large number of channels, ran-

dom impurities and a few other variables make modeling of multi-terminal junctions extremely com-

plicated. The use of RSM allows precise modeling of supercurrents in the absence of microscopic

details.

The junction's CCC can be obtained numerically in the framework of RSM using the following

procedure. Let's consider a model of a generalN -terminal Josephson junction (Fig. 1.1) with the

terminals characterized by the uniform gap � and phases� j , j = 1 ; :::; N and with the exposed semi-

conductor junction region characterized by a multi-channel energy-independent scattering matrix Ŝ.

The scattering matrix is generated randomly, and it is assumed to belong to one of the ensembles of

random unitary matrices, restricted only by the system's fundamental symmetries. Three ensembles

with different scattering symmetry classes are known: circular orthogonal ensemble (COE), which

respects both spin-rotation and time-reversal symmetry; circular unitary ensemble (CUE), describ-

ing broken time-reversal symmetry, and circular symplectic ensemble (CSE), respecting time-reversal

symmetry but not spin-rotation symmetry [55].

The main characteristics of the junction can be derived from the spectrum of the supercurrent-

carrying ABS, whose energyE A
n , n = 1 ; 2; ::: is given by the Beenakker's determinant equation [13,

56,57]:

det[1 � exp (� 2i arccos(E=�)) ^ r Ŝ� r̂ � Ŝ] = 0 : (1.22)

Here Ŝ is the junction's normal scattering matrix, E is the ABS energy,� is the superconducting

gap in the terminals, and the matrix r̂ = exp( i � diag[� 1; � 2; :::; � N ]) incorporates the superconduct-

ing phases� j of all the terminals. In case of a time-reversal symmetry,Ŝ must be orthogonal. The

ground state energy of the junction Eg and the supercurrentsI j ( j = 1 ; :::; N ) are given by

Eg = � (1=2)
X

n

E A
n ; I j = @Eg=@�j (2e=�h); (1.23)

where the sum in the former equation runs overall positive ABS. The effect of extended phase-

sensitive states can be neglected.
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In case of aN -terminal Josephson junction, the ground state energyEg is a function of N � 1

phase differences. When the junction is driven with bias currentsI 1, ... I N � 1, the free energy F is

given by

F (� 1; :::; � N � 1) = Eg(� 1; :::; � N � 1) �
�h
2e

N � 1X

i =1

I i � i ; (1.24)

For the junction to be in the zero-voltage state, there should exist a stable equilibrium position

of the free energy. It requires both r F =0 and the positiveness of the Hessian eigenvalues. Then,

the CCC is obtained from a boundary of allowed bias currentsI 1; : : : ; I N 1.

This is the (N � 1)-dimensional tilted washboard potential problem, which is used in general to

describe the current-biased Josephson junctions. Unlike calculating the critical current of 2-terminal

Josephson junctions, the second-derivatives of the free energy need to be investigated to construct

the zero-voltage region in the multi-terminal Josephson junctions.

For N = 3 devices, the physically allowed non-dissipative currents can be obtained by sweeping

the variables � 1 and � 2.The boundary of the resulting simply-connected shape de�nes a 2D contour

of possible critical current pairs f I c
1 ; I c

2g - the critical current contour. For N = 4 case, a pairwise

balanced current bias can be used without an explicit grounding. In this case it is more convenient

to formally keep a four-variable Josephson energy but impose a constraintI i = � I j = I ij on the

currents. Under such symmetric bias conditions, the critical current of a 4-terminal junction is also

a set of three 2D contoursf I c
13; I c

24g, f I c
12; I c

34g, and f I c
23; I c

41g.

Modeling of multi-terminal junctions with RSM is independent of the detail and could be general-

ized to the majority of the systems sharing corresponding symmetries. We expect that our measure-

ments (presented in Chapter 3 and Chapter 4) and analysis would guide the basic characterization

of any other physical implementation of coherent multi-terminal Josephson junctions.

1.1.7 Multi-terminal JJs as a topological matter

The race of quantum technologies is getting more and more momenta over the past years since more

and more people recognize the potential of this area. History knows quite a few examples of how

16



scienti�c discoveries could change the world. One of the most prominent examples is nuclear tech-

nologies: what started as a regular experiment in the lab ended up changing the power distribution

of the whole world for many decades.

There are a few leading approaches to implement quantum computers: quantum dots, trapped

ions, and superconducting qubits. However, most of them share the same weakness of decoherence,

the inability to store quantum information for suf�ciently long times poses a serious limitation for

stable development. A possible solution to the decoherence problem came from the emerging �eld

of topological physics. It's been proposed that topology can protect quantum information from de-

coherence under certain conditions. The foundational theory was proposed to detect topological

states in exotic systems like p-wave superconductors, which are extremely hard to work with. For-

tunately, the same theory provides us with the ingredients needed to engineer the topological state

of matter: induced superconductivity (to ensure particle-hole symmetry and create symmetric spec-

trum), strong spin-orbit interaction and magnetic �eld (to break time-reversal symmetry (TRS) and

lift Kramers degeneracy of the electron levels). Moreover, those ingredients could be brought to-

gether in a simple multi-component system consisting of s-wave superconductor, such as aluminum,

semiconductor with strong spin-orbit interaction, such as InAs, and magnetic �eld is an old friend

of experimental physicists, so it should not be a problem, right? Not quite. The main constraint

posed on the magnetic �eld in terms of achieving a topological state is that it must be aligned per-

pendicular to the spin-orbit �eld, i.e. along the current direction. This could be done to initialize

topological state in 1D systems like nanowires [58], but will pose a problem for performing unitary

operations since they must take place in 2D space. There are a few proposals aiming to overcome

this limitation, like the use of ferromagnetic materials [59], but one stands out.

The main motivation for our work was an elegant theoretical proposal suggesting that lifting of

Kramers degeneracy and breaking of time-reversal symmetry can be done by means of the multiple

superconducting phase differences instead of conventional magnetic �eld [13]. While the use of

phase difference as a source of TRS breaking is ineffective in short 2-terminal Josephson junctions

due to negligibly small splitting of the energy levels, this limitation can be resolved by the addition of

an extra superconducting terminal. In case of multi-terminal junction, the effect of TRS breaking by

superconducting phase differences alone leads to large splitting of the Kramers doublets comparable
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Figure 1.5: Figure adapted from Ref [13]. Comparison of a 2-terminal junction vs 3-terminal junc-
tion con�guration and corresponding ABS spectra. A superconducting ring (grey) allows one to
concentrate the effect of a magnetic �ux � on the small area of a Josephson junction (red). Bot-
tom left: The junction has subgap Andreev levels whose energy depends on the phase difference
2e� = �h = � . Each level is doubly degenerate since in a short junction a �nite phase difference does
not induce a splitting of the Kramers degeneracy. Top right: Kramers degeneracy can be ef�ciently
removed in a three-terminal junction, even in the absence of an external magnetic �eld. Bottom
right: Andreev spectrum for 2e� 1= �h = 2e� 2= �h = � . Both the splitting of Kramers degeneracy and
Andreev level crossings at zero energy (marked by red circles) appear in the spectrum.

to the superconducting gap � . This way, multi-terminal Josephson junctions were predicted to

be topologically nontrivial even if the superconducting leads are topologically trivial and no exotic

materials are used to make the junction, i.e. the junction itself may be considered as an arti�cial

topological material [14]. This could be achieved by bringing together a few key ingredients: 1)

superconductivity to ensure symmetric spectrum; 2) strong spin-orbit interaction and multiple phase

difference to lift spin degeneracy; 3) 2D geometry to enable manipulation operations. Moreover, N -

terminal Josephson junctions may provide realizations of topology in N � 1 dimensions sinceN � 1

independent superconducting phases will play the role of bandstructure quasimomenta.

On the other hand, multi-terminal Josephson junctions are desirable for electric sensing and logic

applications, they have been also attracting attention in the context of supercurrent transistors [3],

direct-current �ux transformers [4,5], and superconducting qubits [6].
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Chapter 2

Design, fabrication, and

measurement techniques

This chapter describes the foundation of the experiment. Three main pillars that made this work

possible are material, fabrication, and measurement set up. If any of the pillars fail, further work

would not be possible. In fact, it took a long time to stabilize and align all three components.

2.1 Material

The material for the experiment was provided by marvelous Javad Shabani and his fantastic group.

Here we present the main overview of the material and its properties, but will not go into the

details regarding growth challenges, MBE process, and parameters extraction. Interested readers

are welcome to study the following references [60–62].

The challenge of material development for proximity experiments as well for Majorana experi-

ments is to achieve a good coupling between 2DEG and superconductor as well as good control of

two-dimensional electrons. This goal was hardly achievable in previous years since the supercon-

ducting contacts were deposited after etching of the top semiconducting layers. Such a fabrication

process creates multiple imperfections in the interface and hence negatively affects the properties of

the device. A breakthrough in the materials came with the development of quantum well structures
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with epitaxial superconducting contact that was grown in situ. The contact transparency for the de-

vices based on such an epitaxial structure is close to unity. There are a few main characteristics that

should be considered when designing a material system. First of all, it is essential to ensure a good

coupling of 2DEG with the surface meaning the quantum well layer should be placed suf�ciently

close to the surface. On the other hand, it is important to preserve carrier mobility of the deep

quantum wells. The optimal thickness of the top barrier preserves reasonable mobility and wave

function overlap at the surface ensuring both: good proximity effect and �ne gate tuning.

Figure 2.1: (a) Sketch of the material structure of 2DEG with epitaxial Al with exact parameters
of JS127 wafer. (b) Conduction band level (red line) and 2DEG probability density (shaded gray)
showing the wavefunction being focused in the InAs layer. (c) TEM image of an identical wafer.

The heterostructure wafer used for this thesis is presented in Fig. 2.1 (courtesy of J.Shabani).

The sample was grown on semi-insulating InP (100) substrates. First, a step graded buffer layer of

Inx Al1{ x As is grown to compensate for lattice mismatch between the active region and InP substrate.

The delta-doped Si layer is placed slightly below the surface of the buffer layer. Then the quantum

well of 4 nm layer In0:81Ga0:19As, 4 nm layer InAs and10 nm layer of In0:81Ga0:19As is grown. After

the quantum well is grown, the substrate is cooled to promote the growth of epitaxial Al [60]. At

20



the beginning of the project, we have tested several wafers with the quantum well of the same kind,

but with a few growth differences. Among them, one, named JS127, was particularly good and all

experimental data presented in this report was obtained using the JS127 wafer. The characterization

of the 2DEG yielded an electron mobility of � = 16000 cm2=Vs at a density of n= 1 :5e12cm2 at zero

gate.

2.2 Fabrication of devices

Nanofabrication must be ranked as an ultra-modern art. Gentle, but �rm grip of the tweezers,

creative design of devices, precise breath control during wire-bonding - these are just a few of

the marvelous things the world of nanofabrication can offer you. The necessary ingredients for

being successful with a fab are: the ability to strictly follow the recipe (if it already exists), the

ability to pay attention to every detail to notice any deviations at early stages and �x them, and

luck. Unfortunately (or fortunately?), we had a little luck during the last few years, so we had to

compensate for it by numerous tries and errors, and eventually by experience. At the beginning of

the chapter, we'll discuss the main techniques and tricks of nanofabrication in detail, and in the end,

we provide a condensed recipe.

With the progress of the research, the fabrication recipe was also evolving from the 3-step process

for the �rst devices (Fig. 2.2 (a)) to the 8-step process for conductance measurements at the �nal

stages (Fig. 2.2 (b)). Here we present the �nal version of the recipe, it can be divided into steps:

0. Design and chip preparation.

1. Mesa etch.

2. Aluminum etch - open the gaps.

3. Aluminum contact pads deposition.

4. Gold probes deposition.

5. Oxide deposition.

6. Fine gates deposition.
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7. Big gates deposition.

8. Wire-bonding and room-temperature testing.

A working horse of the nanofabrication process is of course an electron beam writer. All devices

reported in this thesis were fabricated with the Elionix GLS-100 system, which is a 100 kV e-beam

writer. Deposition of aluminum for the contact pads was done in the Plassys e-beam deposition

system, while gold parts (both probes and gates) were deposited using several different e-beam

deposition systems. Oxide deposition was a bottleneck of the research. In order to develop a stable

recipe we experimented with several deposition methods and systems, this fascinating journey will

be discussed in great detail later in the chapter.

2.2.1 Design

As mentioned before, it is very challenging to grow a material of desired properties and quality. Once

we started to work with the JS127 wafer and con�rmed its nice properties (i.e. superconductivity

can be induced in the junctions with a channel length of 500� 600nm), we tried our best to make

our design as ef�cient as possible and were placing around 20 devices per chip. Later my colleague

Hanho Lee modi�ed the design of contact pads to further increase the packing density and we ended

up putting 40-50 devices per chip. The before/after chip outline is shown in Fig. 2.3. The other side

of the medal was that wire-bonding became proportionally more challenging, we compensated for

it by hundreds of hours of practice and the ability to quickly achieve a trance state of mind.

One important thing to keep in mind is that for the �rst step of fabrication one will need to

preserve a mask of resist on top of the future devices and open the area everywhere else. Typically

when a bigger part of the chip needs to be opened while preserving the mask on the small areas,

negative resist should be used. In case of negative resist one would only need to expose a small

area of devices and keep the rest of the chip unexposed. At the very beginning we attempted to

employ this approach experimenting with maN-2401 and maN-2405, however, encountered a range

of problems. First of all, the shelf time of maN resists is only 6 months and when it's close to the

expiration date it starts to behave unpredictably. Second, most of the commercially available maN
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Figure 2.2: (a) Fabrication �ow of the 3-step process used at the �rst stages of the project for CCC
characterization measurements and an SEM image of a �nal device. (b) Fabrication �ow of the
7-step process used at the later stages of the project for conductance measurements and an SEM
image of a �nal device.
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Figure 2.3: (a) Example of chip outline used at the �rst stages of research, blue areas correspond
to Al pads and green to Au pads of gates (a set of squares in the top left corner is copies of devices
without contact pads for SEM imaging). (b) Example of chip outline after modi�cation (set of
squares on the sides are also copies of devices for SEM imaging). Alignments marks would be
located in corners and not shown here.

develops will etch aluminum. Even though it might seem like a bonus since the top aluminum layer

has to be etched anyway, in fact, development/etching goes uneven and leaves random islands of

aluminum. Moreover, during the following step of intentional aluminum etch the etchant would

frequently penetrate underneath the maN mask causing severe overetch of devices. As a result of

these obstacles, it was decided to use PMMA resists and do inverse design, i.e. to expose everywhere

except small areas of the devices.

The inverse design was prepared in two steps. First, the direct design would be created in

AutoCAD (Fig. 2.4 (a)). This design would include all steps and details of �nal devices (future gaps

in aluminum, gates, probes, etc.) and saved in .dxf format. Then the �le would be open in the

Layout Editor for a subtraction (Fig. 2.4 (b)). Subtraction could also be done in Autocad using the

SUBTRACT command, however, I �nd it more convenient to use Layout's Boolean functions since it

allows an easy mix and match of elements as well as subtraction of all elements of one layer. The

inverse �le could also be saved in .dxf format, however, our e-beam system worked better with .gds

format.
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52

Figure 2.4: (a) Direct design of the device prepared in AutoCAD and expected after lithography.
(b) Inverse design after Boolean subtraction indicating the area that will be actually exposed. Grey
region exposed with low 1 nA current for higher precision, a blue region exposed with 100 nA
current.

Another important part of the design is the proper choice of the alignment marks . At the �rst

stages of the project, when fabrication included only 3 steps, manual alignment was used. The

alignment precision was up to 100 � 200 nm and was easily compensated by an extra overlap of

layers in the design. The design would include 4 sets of marks located at each corner of the chip

approximately 3 � 4 mm apart. Each set consisted of several squares of different orientations with

respect to each other (Fig. 2.5 (a)). Having different patterns for each mark was helpful in case

of errors during the alignment because looking at the orientation of the mark one could certainly

identify which mark is used and which corner it is and hence de�ne the location of the main pattern.

In the beginning, we have been experimenting with the position of alignment marks by placing them

close to devices, approximately300um apart, but did not notice any improvement in precision. For

5� 5 mm chips using 4 alignment marks located in the corners and doing global alignment is enough.

Once the fab evolved to the 8-step process the need for more precise alignment arose. At this

stage at least 3 layers must have been aligned very well to each other (aluminum gaps, gold probes,

and gold gates), so the alignment precision must be within a few tens of nanometers. To achieve
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such precision we switched to automatic alignment (Elionix team claims 20� 30 nm precision with

automatic alignment, which seems to be quite accurate). The shape of the marks was changed to

standard shape for Elionix: a cross with wings of 100 um lengths, 10 um width and 4 squares in

the center (Fig. 2.5 (b) insert). However, we still kept some of the manual marks to help with

navigation. As previously, having 4 sets of marks in the corners of the chip (approximately3� 4 mm

apart) and global auto-alignment was suf�cient to achieve the required precision.

The marks would be created during the �rst step of fabrication and etched during the mesa

etch. The problem was that after several steps of fabrication marks become quite used and appear

blurred under the SEM, which makes precise alignment more complicated or even impossible. There

are many solutions to this problem from etching marks much deeper to depositing some contrast

material on them, however, all of these solutions assume an additional step of fabrication and we

did not want to make the recipe more complicated than it has to be. A simpler solution to this was

an addition of a second set of marks (inner crosses on Fig. 2.5 (b)). This way we would use the

outer cross-like marks during steps 2-4 and the inner cross-like marks for steps 6-7.

Once you have thought your design through in every detail and made all necessary arrangements,

you can �nally get your hands “dirty” in the cleanroom.

2.2.2 Sample preparation

The fabrication starts with the selection of the right piece of material. We were receiving the material

in quarters of 3 inch wafers and cleaved it manually into approximately 4 � 5 mm pieces. That size

of the chip was selected based on our CAD design and an attempt to use the material as frugally as

possible. The cleaving technique was the following: a glass slide was pressed to the front side of the

quarter (touching it only with the edge), then we scratch a line along the glass edge with a diamond

scribe. This way we “draw” a set of parallel lines with a spacing of approximately 4 mm and form

several stripes. Then the quarter is transferred on top of the glass with one stripe hanging from the

edge. We gently press in a corner of the stripe and it breaks off. After all, stripes are separated, we

rotate them 90 degrees, scratch lines with a spacing of5 mm and similarly separate them into small

pieces. During this procedure, the corners and edges of the chips will get damaged, but this method
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Figure 2.5: Example of (a) manual alignment marks used at the �rst stages of the project and (b)
auto-alignment marks used in a more recent fabrication. Note two sets of auto marks, the outer
marks were used in fabrication steps 2-4, then the inner marks were used at steps 6-8.
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allows to reliably produce pieces of the desired size and hence, ef�cient usage of the material. To

compensate for damaged edges we make sure our designs in CAD �les do not exceed3:5 � 4:5 mm

dimensions.

Using this method we would usually get 22 squared pieces and a few edge pieces from the quar-

ter, however, not all of them could be used for the device fabrication since material properties near

the edge of the wafer are worse. At the end of the day, we had9 pieces that were categorized as

“good”, 10 pieces categorized as “ok for a test” and around 5-6 “dose matrix” fellows.

After the proper piece was selected, it was cleaned with acetone and isopropanol (IPA). Typically

during cleaning in acetone chips needed to be sonicated to remove dust from cleaving. The problem

was that sonication (even for 10 sec) sometimes would cause the chip to break into halves. After

going through denial, anger, bargaining, depression, and acceptance the problem was solved by

switching the glass beaker with a plastic beaker. Once switched to the plastic beaker, we never had

a breaking problem again even when sonicated for several minutes at different stages of fabrication.

We start cleaning in acetone only in the �rst round of sample cleaning, at the later steps when

the resist has to be removed, it's better to start cleaning with PG remover �rst (NMP based solvent).

Cleaning procedure could be summarized as following:

� 15 min in PG remover at 60� C (except the �rst step).

� 3 min in acetone.

� 3 min in IPA + rinsing with IPA.

� Blow-dry with N 2.

Important to note that after sonication at the preparation step it is generally a better practice to

exclude sonication of the chip during the other steps since it might negatively affect the device.

After the chip is cleaned, it's inspected under the optical microscope and then the resist can be

spun. For the �rst step of fabrication we use 950 PMMA A3, spun at 4000rpm it forms a � 180 nm

thick �lm, then the chip is baked for 1 min at 180� C on a hot plate.
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2.2.3 Mesa etch

Once the chip is ready we can proceed to the e-beam lithography. The e-beam lithography is usually

done in two steps: �rst with 1 nA current we de�ne �ne features of the future devices (i.e. crosses

and Y-shapes showed in grey on Fig. 2.4 (b)) and alignment marks, then with 100 nA current

everything else is exposed to de�ne contact pads (the blue region on Fig. 2.4 (b)). There must be

an overlap of 10 � 20 um between these two layers since during the current change from1 nA to

100nA an offset will be introduced.

After e-beam writing the chip is developed for 2 min in the IPA:DI (3:1) mixture that was kept

at 6� C. Development in cold IPA:DI solution provides higher contrast and better-de�ned shapes

compared to development in MIBK. For precise development and reproducible results it's important

to keep IPA:DI at (6� C) during the development time by, for example, keeping it in the ice bath

or in the water cooler. However, from multiple tests, we determined that our recipe is not very

sensitive to the few degrees of temperature change during2 min of development and used a simpler

development protocol. The bottles with premix IPA:DI solution would be kept in the refrigerator at

approximately 5� C. Before development, we would make all necessary preparations (�nd a timer,

set it to 2 min, grab the chip with reverse action tweezers, prepare a beaker, make sure nothing will

stand between you and your nitrogen gun), then take a bottle from the refrigerator, �ll a beaker

and start development immediately. From time to time we would check the temperature in the

refrigerator by sticking a thermometer in the test bottle of water that was kept near IPA:DI bottles.

Then the chip would be inspected under the optical microscope to ensure writing and develop-

ment went as expected. When you do it for the hundredth time, you get very tempted to skip that

part with an optical microscope. Never succumb to this temptation, it is a trap. Always check your

sample with the microscope before proceeding to further steps!

Once chip perfection is veri�ed, start preparing the etching solutions. The etching will go in two

steps: etching of aluminum �lm and etching of semiconducting heterostructure. The aluminum �lm

is etched in the commercially available Aluminum Etchant Type D from Transene. To heat up the

etchant the beaker is placed in the hot (50� C) water bath for 10 min. Warming could also be done

on a hot plate, but a water bath ensures more uniform temperature distribution in the volume as
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well as good reproducibility each time. Etch rate will vary a lot depending on the temperature. Prior

fabrication of working devices we veri�ed that 10 min is more than suf�cient to heat up the etchant

to 50� C. After 10 min, once the etchant is hot, a beaker with DI water is placed in the water bath

right next to the etchant beaker and the chip is grabbed by the stainless steel tweezers. The chip

would be immersed in the hot etchant for 10 sec and then moved to DI water beaker to stop etching.

It takes 7 � 8 sec to etch a layer of native AlOx and the etching of the aluminum �lm will be done

in the next 2 � 3 sec at a rate of25 nm / sec. Note that the etch rate will double with every ( 10� C).

So it's very important to control the temperature of the etchant precisely, have a beaker with water

right next to the etchant and make sure that resist sticks to the surface very well. After stopping the

etching process in the �rst beaker with DI water, move the chip to the second beaker with DI water,

change your tweezers, then blow dry with a nitrogen gun.

The second step is the etching of semiconducting mesa. For this step the general solution for

III-V is used, which is H3PO : H2O2 : HO2 with addition of citric acid. The etching will strongly

depend on H2O2/citric acid ratio. We used an established ratio of H3PO : H2O2 : Ci : HO2 (3 : 3

: 55 : 220) citemortenthesis and obtained an etch rate of approximately 60 nm / min. The etching

mixture could be prepared in advance but might change its properties if stored for a long time. We

have noticed that after approximately two weeks of storage the etch rate would increase almost two

times, so we would never use a mixture that is more than a few days old. For the important samples,

we would prepare a mixture of exactly 24 hours before the etch to keep etching consistent from

sample to sample.

To prepare the mixture start by making a 1M citric acid mixture. Since citric acid is usually

available in the form of the powder to prepare 1M solution dissolve 192:12 grams in 1 liter of water

(or 48:03 grams in 250 ml). Take a 500 ml beaker, �lled it with 250 ml of DI water. Use a big

measuring cylinder to take 55 ml of citric acid and add it to the water. Use a �ne measuring cylinder

to take 3 ml of hydrogen peroxide and then 3 ml of phosphoric acid, pour them into the water one by

one. If the bottles with phosphoric acid or hydrogen peroxide are big, it might be very challenging

to pour 3 ml. In this case, use a pipette, but make sure the material of the pipette is compatible with

the acids. Due to the unstable nature of hydrogen peroxide (it decomposes into water and oxygen

quite rapidly once the seal of the bottle is broken) we would always use a new 250 ml bottle of
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H2O2 and open it right before mixing the etchant. The other 247ml were donated to the cleanroom

regularly.

Therefore, right after etching the top Al layer the chip would be etched in semiconductor etchant

for 4 min (resulting in 250nm depth), then rinsed with DI water, again inspected under the micro-

scope and then the resist would be stripped. During the etch hold chip parallel to the main axe of

the beaker's cylinder and swing back and force with2 Hz rate. Mesa etch corresponds to step 1 on

Fig. 2.2.

2.2.4 Aluminum gap etch

For the second step (Fig 2.2) we also use950 PMMA A3, also spinning at 4000rpm for 60 sec and

baking at 180� C for 60 sec as well. In principle, any PMMA from the A3-A6 family (both 495 and

950) can be used for the �rst two steps, we happened to have A3, it worked and we stuck to it. Two

things to consider here is that now you have a high change of approximately250nm and it won't be

a good idea to use a thin resist. On the other hand, you want to open �ne features of an order of

100nm and with too thick resist it might be very challenging.

The fabrication steps would be standard:

� Spin coat with a resist and bake

� Electron beam lithography to open small gaps

� Develop

� Etch in Aluminum Etchant Type D for 10 sec at50� C

� Strip the resist

We have fabricated several samples using this recipe, but at some point, things suddenly stop

to work. With no obvious change in the recipe, we would get the gaps in aluminum to be severely

overetched (Fig. 2.6 (b)). We spent a long time investigating the problem, but have not found

a reasonable explanation for this change. Apparently, the problem was that the resist would not
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stick to the surface well enough and during the etch process some of the etching mixtures would

penetrate underneath the PMMA mask.

Figure 2.6: Demonstration of (a) a good etched gap in Al and (b) two examples of overetched gap.

A counterintuitive solution to this problem was suggested by a postdoc from Javad's lab Billy

Mayer. It was suggested to cover the chip with silicon adhesive solution HMDS before spinning

PMMA. HMDS datasheets state that it's very important to properly apply the solution by evaporating

it in a water-free chamber. Under the “How NOT to apply HMDS” authors state that one should

never use HMDS in a spinner and bake the photo-resist after applying HMDS since it might cross-

link bottom layers of photo-resist [63]. The suggested solution to the overetch problem breaks all

these rules, but for mysterious reasons actually do the job. Your sanity will tell you it shall never

work, but don't judge until you try it yourself.

To apply HMDS, load the chip in the spin-coater and set a timer for a long time, say10 min, at

3000rpm. Prepare one pipette �lled with HMDS and another with DI water. Start rotation, apply

2 � 3 drops of HMDS to the sample, wait for a few seconds (you should see colors change in the

beginning as �lm getting thinner), apply 4 � 5 drops of water. Repeat these steps2 more times,

i.e. apply HMDS 3 times, then clean it with water also 3 times. The �nal step must be water. Stop

rotation, but keep the vacuum on, and thoroughly blow-dry the chip with a nitrogen gun. Then

switch spinner parameters and spin resist, as usual, following by usual baking. Voil�a, no overetch

anymore. This trick can also work when you have problems depositing some �ne features, like QPC

gold contacts.
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2.2.5 Aluminum contact pads deposition

The thickness of epitaxial aluminum �lms is only 10 � 20 nm and it might be very challenging to

wire-bond to it. Since we have quite small contact pads there is no right for a mistake (or at least

for too many mistakes) and to make wire-bonding simpler and more reproducible, we deposit an

additional 100� 150nm of aluminum on top of the contact pads (step 3 on Fig. 2.2(a)). This step

also requires alignment, but obviously, it does not have to be very precise. To deposit a relatively

thick �lm of aluminum you must have a thick resist mask. The golden rule of lift-off is that the

thickness of depositing �lm must be 25 % or lower than the resist thickness. I.e. for 100 nm of the

aluminum �lm, the resist must be at least 400nm thick.

For the third step, we use a stack of two layers of495 PMMA A4. Spin at traditional 4000rpm,

bake 1 min, then spin a second layer and bake2 min at 180� C. Proceed to e-beam writing, open

the windows on top of the contact pads, deposit aluminum, lift-off in hot acetone. For the lift-off

preheat some acetone to60 C, leave the chip in for 30� 60 min, then spray with additional acetone.

At the further steps of fabrication, we tried to exclude sonication due to the paranoia that almost

ready chip might break into pieces, and usually spraying with acetone was enough to remove all

extra metal. If a lot of metal is still left on the surface of the chip, a short sonication for 5 � 10 sec in

a plastic beaker might be used.

2.2.6 Normal probes

For the tunneling spectroscopy, we have chosen to use normal metal probes. At step 2 of aluminum

etch, we remove epitaxial aluminum from the areas where gold probes are going to be deposited,

then in separate e-beam writing, we create a mask in a double layer MMA-PMMA structure. To

make sure the resist is cleaned well during the development we choosing higher than usual e-beam

doses, i.e. the dose which causes the features to be15 � 20 % wider than in the original design.

Then deposition of 5nm Ti and 30nm of Au follows. When this step is needed, we perform it as a

third step, and contact pads deposition will follow after (Fig.2.2 (b)). This switch of order is done to

preserve the freshness of alignment marks to ensure good alignment of the most sensitive features.

Gold deposited to the InGaAs forms a Schottky barrier with the resistance of a fewk
 (at 10mK).
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To perform tunneling spectroscopy it is essential that the resistance of the barrier would be higher

than the resistance of the lines, which is in our case8:4 k
 . Thus, to create a tunnel barrier split

gates will be created later, on top of the oxide layer.

2.2.7 Oxide deposition

The creation of a reliable oxide layer was the biggest challenge of the project (step 5 in Fig. 2.2 (b)).

We have tried multiple ways and machines available for us over the past few years, each method

would have some disadvantages. Here we brie�y summarize methods that were tried in a search of

reliable oxide:

1. ALD of Al2O3 using Beneq TFS 500 at UMD Fablab.

We started by using a standard recipe for Al2O3 deposition, which was using short pulses

(TriMethyl Aluminum (TMA) + H 2O2, 1 sec purge time). The standard deposition temperature

for this system 150� C and the lowest pressure that could be achieved is only around 5e-3 Torr

due to the large volume of the chamber. We experimented with different thickness of oxide

(30 nm, 60 nm, 80 nm). From the chip with 30 nm of Al2O3 approximately 90 % of devices

would demonstrate leakage current. On the chip with 60 nm of Al2O3 approximately 50 % of

devices would leak, but another 50 % could be gated to complete depletion of 2DEG. From

the chip with 80 nm of oxide, a bit more than 50 % of devices would not leak, however, it was

taking very high voltage to deplete, approximately 20 � 30 V compared to 3 � 4 V for 60 nm

oxide chip. An average critical current for the devices from these chips was around1 uA. An

additional problem was the parallel conductance. Before the deposition of oxide, the resistance

between two isolated devices would be around5 k
 at room temperature, which would lead

to M 
 resistance after cool-down. However, after the deposition of oxide resistance at room

temperature would decrease to1 � 2 k
 and will stay of the same order after cool-down.

We have also run a few tests modifying the deposition recipe: decreasing the temperature,

increasing after pulse purge time to 30 sec and to60 sec (that increased deposition time from

30 min to 6 � 8 hours), but it did not result in noticeable change.

2. ALD of Al2O3 using the Kurt J Lesker ALD-150LE system, deposited by Shabani's group at
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NYU.

The deposition was performed at120� C and pressure of1:18 Torr using standard precursors of

TMA and water. Purging time was 16 sec after TMA and1 sec for3 pulses of water + additional

20 sec after the sequence of three. During600cycles a �lm of 60 nm was deposited. After the

oxide deposition gold gates were created during the 2-step lithography process. Unfortunately,

almost for all devices from these chips, the gates would leak. Moreover, the resistance between

devices was also low: around300 k
 at room temperature and around 700 k
 at 10 mK.

Critical current was varying from 700nA to 2 uA for different devices.

3. Sputtering of HfOx.

Sputtering was performed on AJA International ATC1800V using 3” HfOx target. The pressure

during deposition was varying between 4:6 � 4:8 mT and the power was 60 W. At such param-

eters, we get a deposition rate of2:5 nm / min and the temperature of the sample was close to

the room temperature. We also deposited a �lm of 60 nm. For the sputtering �lms of HfOx we

have got somewhat controversial results. On one hand, the resistance between devices stayed

the same as for the bare chip at room temperature and would increase to30 � 40 k
 after

cool-down. Also, the average critical current value was200� 300nA. On the other hand, gates

on many devices would leak. We have an inconsistency between several chips, for example on

one chip 75 % of gates would work and only 25 % leak, but on two other chips only 10 % of

gates would work. A possible explanation is that these chips were treated differently during

the fabrication steps of gates deposition and wire bonding. We assume that the problem might

come from baking steps when chips were heated to180� C.

4. Electron beam deposition of HfOx was performed on Denton Vacuum Explorer 14. A stan-

dard HfOx target was heated up with an electron beam, evaporated, and deposited on the

chip. Denton has a pretty big chamber, the chip is mounted40� 50 cm away from the crucible

and, like in case with sputtering, was not heated much more than room temperature. The

deposition rate was around 1 nm / sec and the thickness of the �lm was also 60 nm. After

e-beam deposition we saw a big change in junctions' properties - there was no supercurrent
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at zero gate voltage and it would appear at a positive gate. At a higher positive gate the crit-

ical current would increase like devices were fully depleted at zero gate and could be tuned

to the supercurrent regime by applying positive voltage. This effect is associated with oxy-

gen de�ciency during the deposition process and was also expected to appear for sputtering,

however, it did not. There is no profound explanation of how the deposition of the insulator

and the conditions of its deposition affect the properties of the device, so here we just list our

experimental �ndings.

2.2.8 Fine gates deposition

The sixth step of fabrication (Fig. 2.2 (b)) is the deposition of top gates. During the scope of work,

we have been trying different geometries of the gates starting from the global gate, which was

covering the whole junction, to �ne gates to create tunneling barriers. The fabrication of the gates

was performed in two steps: in the �rst step, we would de�ne �ne features of the gates as well as

short connecting lines that later would be overlapped with a metal of the second step that forms

contact pads. During the �rst step, we deposit a thin �lm of Ti/Au (5/30 nm) to ensure smooth

liftoff of �ne features. There are several approaches to form �ne gates:

1. Use a thin single layer of resist, for example, 950 PMMA A2 or A3. The thickness of the mask

then would be around 100 nm, so deposition of 35 nm of metal would slightly violate the

golden rule of 25 %, which might result in bad lift-off. I.e. features would either be peeled off

from the chip because of the vertical walls or extra metal would stay on the chip thus shorting

different gates(Fig 2.7 (a)). On the other hand, a thin layer of resist might be bene�cial if

using a low voltage (20 � 30 keV) e-beam writer. In this case the rule “the smaller feature the

thinner resist must be” will work, however, for high voltage e-beam writers ( 100� 125keV) one

can de�ne �ne features even in a thick resist due to the small forward scattering of electrons

in the MMA/PMMA layer [64]. Therefore, a second option is...

2. Use a thinker resist like 495 PMMA A4 or even a double stack of the same resist (A4+A4). That

would increase the height of the mask and help decrease the probability of the vertical walls
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to be formed during deposition, and hence decrease the probability that �ne gates could be

peeled off. When working with high voltage e-beam lithography systems we �nd it preferable

to use thicker resist structures when lift-off is needed. Another reason for choosing thicker

resist is that sonication is not recommended after the oxide is deposited and thicker resist �lm

allows to perform lift-off simply by spraying with acetone on the chip without sonication (after

preliminary 60 min in hot acetone). However, the vertical walls still can be formed, which can

result in bad lift-off and extra metal �akes attached to the surface (Fig 2.7 (b)).

3. Use a double layer of resists, when the bottom layer is softer than the top one, for example,

MMA EL9 (or 495 PMMA A4) and 950 PMMA A3. Due to the difference in structure, more of

the bottom layer resist would be removed during the development, thus forming an undercut.

An undercut structure allows to eliminate a formation of vertical walls and work great when

very �ne features need to be deposited on a non very sticky surface. It is also easy to perform

lift-off without sonication (Fig 2.7 (c)). However, with such a double-layer structure one might

encounter a problem if depositing a wetting layer of Ti since the undercut might be very big,

i.e. the top layer might get completely suspended. If electrodes are located in close proximity

it can lead to shortening.

From our experience, the third recipe worked the best, even when the spacing between elec-

trodes is only 100 nm. The low forward scattering effect at our 100 kV lithographer together with

development at cold IPA:DI preserves most of MMA between the electrodes. But we must pause

here for a short, but very important discussion of resist baking. Keeping in mind that long baking at

180 C might cause oxide or device degradation, we tried to limit our baking time to 1 min for the

�rst layer and 2 min for the second layer. We used the same resist bi-layer and same baking time to

create normal probes and the recipe worked beautifully. However, after the deposition of gates, we

encounter a problem: the Ti shadow was repeating the shape of the mask, however Au layer will be

only partially deposited and partially shaded. The weird thing was that the shadow would form at

different angles and in different directions for several devices from the same chip as shown in the

(Fig. 2.8 (a)).

We spend a long time investigating the problem by performing deposition at the angle and with

rotation, or fully �at, or in three different deposition systems, but still, see the same problem. It

37



Figure 2.7: Comparison of different types of resist stacks for metal deposition.

became apparent that the problem is caused by resist, not by the deposition problem, so we did a test

with baking the chip for 1 min + 20 min and indeed the shading problem did not manifest itself. The

reason was that after deposition of a quite thick layer of oxide the baking of resist would go slower.

That is why this recipe worked for gold probes - they were formed on the 2DEG/Al layer, so the resist

was baked properly. Once oxide is deposited it decreases the heating of MMA/PMMA, especially

PMMA, so it does not harden suf�ciently. Then, during the deposition process, the chamber will

heat up during deposition of a �rst Ti layer and will make resist harden and shrink, but still, it's

already developed it will shrink and bend randomly resulting in random shadow for the gold �lm.

Therefore, the goal was to make sure we harden the top layer of PMMA without baking it for long.

The way PMMA changes from liquid to hard solid is by evaporating the solvent - anisole. And if we

cannot remove it by baking from the bottom, why do not we try to remove it from the top by loading

the chip into a deposition chamber and pumping for a suf�ciently long time? These tests were done

during the pandemic and with limited access to the lab, so chips were �rst baked for 1 + 2 min and

then loaded into Plassys and pumped for48 hours. Presumably, an overnight pumping would be

also enough. Pumping did a great job and the �ne gates mystery was resolved (Fig. 2.8 (b)).
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Figure 2.8: SEM images of (a) problems with �ne gates deposition on top of oxide dielectric. Green
arrows indicate the shade of Ti, yellow arrows shade of Au. (b) Examples of the good gates fabricated
after high vacuum treatment of the PMMA were introduced prior to the e-beam writing. On the (b)
two shades are matching.
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