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Flapping wing miniature air vehicles (MAVS) offeexeral advantageous performance
benefits, relative to fixed-wing and rotary-wing MA. The goal of this thesis is to
design a flapping wing MAV that achieves improvestfprmance by focusing on the
flapping mechanism and the spar arrangement inwimgs. Two variations of the
flapping mechanism are designed and tested, batly u®mpliance as a technique for
improved functionality. In the design of these mmasms, kinematics and dynamics
simulation is used to evaluate how forces encoadteluring wing flapping affect the
mechanism. Finite element analysis is used touat@lthe stress and deformation of the
mechanism, such that a lightweight yet functioredign can be realized. The wings are
tested using experimental techniques. These tgabsiinclude high speed photography,
stiffness measurement, and lift and thrust measemé&n Experimentally measured force
results are validated with a series of flight tesdsframework for iterative improvement
of the MAV is described, that uses the results loyscal testing and simulations to
investigate the underlying causes of MAV perfornespects; and seeks to capture
those beneficial aspects that will allow for pemf@ance improvements. Wings and
flapping mechanisms designed in this thesis ard tseealize a bird-inspired flapping
wing miniature air vehicle. This vehicle is capabfaadio controlled flights indoors and
outdoors in winds up to 6.7m/s with controlled stag ascent, and descent, as well as

payload carrying abilities.
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Chapter 1 - Introduction

1.1 Background

1.1.1 Motivation for Miniaturized Unmanned Air Vehicles

In recent years, unmanned aerial vehicles (UAVsEeH#ecome an increasingly attractive
option in a variety of applications. Larger UAVaMe already proven their value in
fields such as military, farming, border patrolasdh and rescue, mapping, and scientific
research, among others. An exciting result of iooed research into the aerodynamics
of flight at small size scales has been the steatyaturization of unmanned aerial
vehicles. Miniaturization offers exciting new pimslties that are not possible with
larger aircraft. Applications that UAVs have dontedh with great success for years are
becoming manageable with smaller, lighter, and pee&AVs. For the purposes of this
work, miniature air vehicles are defined as lessnth00 grams of total weight. An
important distinction is that miniature air vehglare not the same as micro air vehicles,
which DARPA defines as having dimensions of lessth inches.

In the wake of recent natural disasters includimg Haitian earthquakes and hurricane
Katrina, search and rescue teams are presenteckatienging terrain preventing them
from accessing many areas. Typically, a searchresalie team will consist of about ten
people, including dogs and handlers, a paramedstiugtural engineer, and specialists
using a variety of equipment to locate victims [1f these specialists were armed with a
micro air vehicle, debris could be rapidly surveyethout requiring the team to enter a

potentially hazardous area.



Figure 1: Search and Rescue team at disaster s[tH

MAVs are capable of very low altitude and low spéeght, making them ideally suited
for searching areas that are difficult to observemf higher altitudes, or may be
dangerous to access with a helicopter.

Another major area of interest is indoor flight,iethwould be useful for both search and
rescue and military reconnaissance applicationglodr flight would provide search and
rescue teams with a valuable tool for evaluatingdings with reduced risk. While a
building may still be standing after a disastes, Weakened structural integrity may
present danger to rescuers, so a lightweight amnd MMAV could provide a look inside
and a mobile platform for a variety of sensors usesearch, including microphones and
cameras. Similarly, military MAVs could inspecpatentially dangerous building from
the inside without requiring soldiers to enter gdce themselves in harm’s way, and
with very light weight, one soldier would be abtectarry a MAV.

Resource-intensive missions could be completedess time with the help of MAVSs,
where a large number of MAVs scan a target aress, #fiowing resources to be directed

to the most urgently needed areas. Due to thealotude and speed of MAYV flight, the



information collected by each MAV would be at aywshort distance to the target area.
With low cost and ease of portability and deployméwould be simple for a team to
deploy multiple MAVs and collect data rapidly.

With one man portability, disposability from a c@s&rspective, rapid deployment times,
and greater availability to a wide range of constsne commercial, military, and private
markets, miniaturized UAVs clearly have unique Bigse As research grows in relevant
fields, MAVs continue to improve their usefulnessnany areas.

1.1.2 Advantages and Disadvantages of Flapping Wirigight

Currently, there are three primary techniques f&x\Milight - fixed wing, rotary wing,
and flapping wing. Each offers performance advgedaand disadvantages, depending
on the mission requirements. At present, flappimopng MAVs are lacking in
performance relative to the other two technologidswever, biological inspiration
suggests that flapping wing flight offers uniquefpemance benefits.

Fixed wing MAVs present a challenging problem asged with miniaturization. In
Figure 2, two MAVs are shown that are used in dgwelent of an aerodynamic
simulation model to investigate some of the speeffdcts that take over at small size
scales. As the wings are reduced in size, a transto low Reynolds number
aerodynamics occurs, resulting in decreased aépddormance [2]. Due to the scaling
effects, fixed wing MAVSs require high forward speed generate the lift necessary for
flight. Therefore, it is difficult to perform thiatricate maneuvers needed for successful
indoor flight. Furthermore, fixed wing MAVs are tnevell suited to short take-offs and

landings, obstacle avoidance, or other behavigoemigent on low flight speeds.



Figure 2: University of Florida fixed wing MAV prot otypes [3]

A rotary wing is more capable of performing compitaaneuvers, such as vertical take-
off and landing, well controlled hover, zero-raditigns, and obstacle avoidance.
Unfortunately, rotary wing MAVs suffer from similalisadvantages relating to aerofoil
breakdown at low Reynolds numbers. In Figure 3k&&pson Corporation’s FR-II
MAYV is shown, weighing 12.3 grams and capable &f minute flight time. As size is
decreased, the lifting capacity of a rotor is digantly degraded [4]. Due to the rapid
movement of the rotor blades, there is a distimisar generated in flight that is easily
detected, thus preventing stealthy operation. dditen, a rotary wing could be
potentially hazardous to nearby people, with rditades spinning at great speeds,

capable of inflicting serious injury.

Figure 3: Seiko Epson Corporation FR-1l MAV [5]



A flapping wing MAV offers the potential of combmg many of the beneficial
properties of the other two styles of flight, whil@inimizing the negative properties.
Observation of flying animals suggests that extlgngemplex and precise maneuvers
are possible with flapping wings, even at very $ns&es. Animal-inspired flight
provides the following advantages over traditioftams of UAV propulsion. Animals
are capable of extremely agile flight maneuvers wauld translate to useful behaviors
such as perching, hovering, navigating tight spaeesl maintaining stability in the
presence of strong variable disturbances. Animadscapable of tailoring their flight
characteristics to changing aerodynamic demandss i$ achieved through variation in
angle of attack, wingtip trace pattern, wing araag complex adjustments to feather
orientation. Depending on the particular size, s@nimals can sustain flight with very
low energy consumption, allowing for extended ftigthuration and excellent glide
properties. Because of the wide range of abildéiesnals demonstrate, a flapping wing
MAV offers promise of great versatility in flight.lf an MAV were to harness flight
techniques exhibited by flying animals, a varietynew missions would be possible that
are unavailable at present. Behaviors such asrimgydow speed flight, short take off
and landing, and efficient gliding would make flagpwing MAVs a useful compromise
between fixed wing and rotary wing MAVs. A key bénhef flapping wings is the
favorable scaling relative to fixed wings and rotaft. With increased flapping
frequency, flight is a possibility even with verynall wings. One of the smallest
flapping wing MAVSs at present is the Harvard Miabotic Fly, weighing 60mg with a

3cm wingspan, shown in Figure 4.



Figure 4: Harvard Microrobotic Fly [6]

An important benefit of wing flapping is that thengs can operate at a significantly
lower frequency than a propeller or a rotor, so leese would be difficult to detect,
resulting in very stealthy operation. Visually,flapping wing MAV would offer a
significant stealth advantage relative to the other styles of flight, since it could easily
be decorated to resemble an animal of a simila. sElapping wing MAVs could even
provide a persistent surveillance solution withgbarg behavior.

1.2 Motivation

The motivation for this work can be organized itite areas of wing design, mechanism
design, and modeling.

1.2.1 Wing Design

One of the main challenges in designing a flyirmgpfling wing MAV is the design of the
wings. As the wings flap, thrust is generated,ppliing MAV through the air.
Aerodynamic loading causes significant deformatwdrthe wings, resulting in a large
lifting surface. With good wing design, the balaraf lift and thrust will contribute to

flight performance in multiple ways, including manerability, controllability, climbing



rate, payload capacity, and flight longevity. Téfere the wing design is a key factor
determining the overall MAV performance. Due te gmall size of MAV wings, it is
challenging to apply conventional aerodynamic thesoto the design of flapping wings
for a number of reasons. As wings are scaled dtawiReynolds number aerodynamic
effects become more significant. Additionally, thege deformations of the wings can
be difficult to accurately predict. With these twfiects together, simulation becomes
very difficult with acceptable accuracy. Therefovge will present a test method for
determining the lift and thrust performance for mgvdesign and use this method to
select a design with satisfactory results, whilawstaneously observing the underlying
reasons for differing wing performance.

1.2.2 Mechanism Design

The design of a successful MAV must balance a nurmbperformance metrics that will
contribute to the overall suitability of the systemThe flapping mechanism must
efficiently transmit the power, while keeping wetiglo a minimum. In addition, the
mechanism should be strong enough to withstand reevereather conditions, large
payloads, and crashes. While the mechanical foma$i important, other considerations
also exist, including the cost and the complexftganstruction and assembly.

It is important to consider the manufacturing pssc®f the MAV mechanism for a
variety of reasons. At present, MAVs tend to bedpiced one at a time, with very labor
intensive assembly processes. Due to a focus erfuihctional requirements of the
MAYV, part counts tend to be very large, resultinggreater manufacturing costs. This is
a significant challenge for consumers that woulke lto have rapid storage and field

deployment abilities. Since MAVSs are expectedperate in hazardous environments in



many cases, it would be beneficial to have a systatis easy to repair and maintain. In
addition, if the assembly process can be partialty fully incorporated into the
manufacturing process, mass production will besfashd cheaper.

If the overall cost of the MAV can be reduced suéntly, then consumers will see
MAVs and disposable from a cost perspective. Thian attractive feature for military
and search and rescue teams, where hazardousmsisgiblikely result in many losses.
Without the need to recover the MAVs used in thgpes of missions, efficiency will be
increased, allowing the focus to remain on moreaortgnt mission aspects, instead of
equipment recovery.

The flapping mechanism of the MAV is a key mechahicomponent of the overall
system, and is largely responsible for flight cleteggstics. The main function of the
drive mechanism is to reduce motor’s rotary mogma convert it into flapping motion
of the wings. In other words, the drive mechanisansmits the energy from the motor
to the wings. The efficiency of this power transsmon is of major concern. Any power
losses will result in reduced performance of the\W@nd increased power requirements
for the motor. Low-friction bearings cannot be diskie to weight considerations. The
concept of compliant drive mechanisms is promigargninimization of power losses in
the transmission. Additionally, compliant jointanc often replace rigid body joints,
leading to reduced number of parts in the assemblpwever, interconnection of the
materials poses several challenges in the considscale, as current methods for
interlocking chemically incompatible materials cahme directly scaled down for the

miniature flapping wing drive application. Therefa method to create robust miniature



hinges will have to be developed to allow for futllization of compliant mechanisms
advantages in power transmission efficiency.

Limited payload capabilities of the current flappiwing MAV designs contributes to
insufficient functionality and operational ranger fpractical applications. Reduced
weight of the MAV drive mechanism can contribute it@reased payload carrying
capability, which can be used for carrying moreilgaes or batteries. Reduction of
weight however cannot compromise the structurangfth of the mechanism under
operation loads. Therefore a detailed analysiganious forces acting on the structure
has to be performed to optimize the drive mechanggsign; namely minimize the
weight and retain structural strength.

1.2.3 Modeling

A useful tool in designing an efficient flapping am@anism is a kinematics and dynamics
model. This model should use measured forcesmgsnand output useful information
such as motor torque, loading on mechanism pard, teme history of forces. In
conjunction with physical force measurement, modaise used to gain a better
understanding of how to move from desired perforreametrics to required physical
MAV parameters.

Proper design of the MAV flapping mechanism reguiaedetailed understanding of the
forces generated by the wing flapping motion. Tidrees the wings are producing can be
measured using physical measurement techniquegjrtamatic and dynamic models are
required to understand how the forces propagateugjir the links and joints in the
mechanism. By computing the forces throughoutntieehanism as a function of time,

many useful performance metrics can be observedogtithized with less reliance on



exhaustive physical testing. In addition, models be used to optimize the performance
of the mechanism in terms of weight and strengths tmaximizing payload capacity and
prolonging flight endurance. With modeling todlse process of design optimization is
accelerated significantly, leading to better parfance of the flapping mechanism.

Using an iterative cycle of modeling tools and pbaktest results it is possible to verify
that the models are accurately predicting the behaxf the mechanism. The central
component of this iterative cycle is the dynamiawdation model, which uses measured
lift and thrust forces as inputs, and predicts hallvthe mechanism components are
loaded as outputs. The mechanism components emeettamined with a finite element
solver to determine the factor of safety. As tmalgsis is conducted, areas of the
mechanism are identified that require changes.erAdtfew iterations, the mechanism is
made increasingly efficient and lightweight, whdatisfying the various constraints on
strength, manufacturability, and kinematics.

1.3 Thesis Goal and Scope

The goals and scope of this thesis can be orgamitedhe topics described in sections
1.2.1-1.2.3. First, the causes for variation ingyperformance will be investigated using
experimental measurement techniques. By combimhgsical force measurement
techniques with the high speed photography, theetms of stronger and weaker
performing wings will be compared to determine héactors like stiffness, mass
distribution, and construction techniques contebuto the overall performance
capabilities. Based on the results of these figslira set of rules for good wing design
will be described. These rules will allow futuresegners to build wings that provide the

maximum amount of lift and thrust possible, whikeking weight to a minimum, so that
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useful flight properties, including payload capgciind endurance, will be improved.
Second, a technique for the mechanism design wifpdesented. This is a multi-faceted
problem, and it is decomposed into multiple stepise first step is the shape synthesis of
the mechanism. This includes establishing the @#ognof the mechanism rigid links
and miniature compliant joints that will provideetldesired range of motion for the
wings, while accommodating the motor and gearswal as the manufacturability
constraints. Next step in the mechanism desigoga®is to develop a parametric model
of the mechanism and perform the design optimimatiearying its dimensions to
minimize the part volume, while meeting the reqdifactor of safety. Finite element
modeling is used to evaluate the designs using deynconditions resulting from
experimentally measured lift and thrust values.e Tdst step is the determination of a
suitable method of molding the multi-material corapt mechanism design generated by
the optimization.

Once the wings, mechanism, and modeling work amapbéeted, a fully functional
flapping wing MAYV is developed that meets the fallog goals:

1. The MAV will be low cost, due to incorporatiori manufacturing automation
that results in reduction of assembly steps.

2. The payload capacity of the MAV will offer sigicant improvements over
previous versions, allowing for a wider mission gealue to enhanced sensor-carrying
abilities. Alternatively, the endurance will behamced when a lighter payload is carried,
resulting in a more versatile MAV.

3. The MAV will be robust and capable of withstamglimultiple crashes without

sustaining excessive damage. In the event of dantlhg MAV will be easily repaired.
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4. The MAV will be capable of a manual hand launctan automated launch from
ground vehicles.

1.4 Organization

Chapter 2 presents a literature survey of the relevant MA8gigns and the technologies
that are relevant to this thesis. The survey vsddd into sections describing control
technologies, flapping mechanisms, and wing desighsese three systems are largely
responsible for the flight performance of most MAVso evaluation of existing
technologies in these areas should provide insightfuture possibilities for advances.
To conclude the literature survey, areas of intdmfuture research will be identified.
Chapter 3 contains a complete description of the wing degigoblem. Included in the
chapter is a discussion of the measurement tecesifpur lift and thrust forces generated
by the wings flapping, with details about the equgmt and settings used. Also included
are the results of the force measurement for aetyaof different wing styles. Wing
compliance testing is performed at the centroidath wing to provide a measure of the
stiffness properties. High speed photography tesre presented to provide a basis of
understanding for how wing parameters impact thee® produced. A model is
presented for predicting the performance of flagpaings as a function of various wing
parameters like compliance, size, and flapping aaie angle. Finally, the results of the
wing design study are used to select a set of wiogsthe MAV that maximize
performance gains while keeping weight minimized.

Chapter 4 contains a description of the Jumbo Bird flappigg MAV. The discussion
will focus on the mechanical and electronic commisieselected for the operation of the

MAV. A detailed description of each component #sdmportant characteristics will be
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presented. The interaction of each part of the MV be explained as it pertains to the
overall operation of flight and control systems.

Chapter 5 contains a discussion of the distributed compliafiapping mechanism
design. This design makes use of a flexible fréma¢ stores and releases energy during
the wing flapping motion. A detailed discussion tbfs mechanism design will be
presented. First, the functional requirements dedired mechanical performance
metrics will be established. Next, the shape mgith of the mechanism will be
presented, which will elaborate on various georoetnd kinematic details of the design.
The design of the mechanism shape, incorporatiorflexdble links, and geometric
parameters will all be described in detail. Tegtmd modeling results will be presented
to evaluate its operational performance. Usingeermentally measured input forces, a
dynamic and kinematic model is used to propagaéddices throughout the various links
and joints within the mechanism. The results @ thodel are used in a finite element
analysis study with the goals of weight minimizatighile maintaining the desired factor
of safety. With an iterative cycle of improvemetite lightest acceptable design is
reached so that payload of the MAV can be maximamadi the functional constraints can
be satisfied.

Chapter 6 contains a discussion of a localized complianapding mechanism design
that makes use of multi-material compliant joinEsrst, the functional requirements will
be established, with a variety of desired mechampeaformance metrics. Next, the
shape synthesis of the mechanism will be detaieith consideration to both the
functionality and the manufacturability of the manlsm. Since the mechanism is a

multi-material injection molded part, the shape tbgsgis presents a multi-faceted
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problem. The design of the mechanism shape, iocatipn of flexible links, and

geometric parameters will all be described in deta variety of testing and modeling

results will be presented for this mechanism desigrevaluate its performance during
operation. Dynamic and kinematic modeling is use@ropagate the measured lift and
thrust forces throughout the links and joints trechanism. The results of this model are
used in a finite element solver to minimize weigiile maintaining the desired factor of
safety. In addition, some discussion is presemegghrding the manufacture of this
mechanism, as injection molding offers unique @mgkes and benefits for mass

production.
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Chapter 2 - Literature Review

2.1Introduction

To provide some perspective on the current stateeofart in flapping wing MAVSs, it is
useful to examine the existing work that has alydaglen accomplished by a variety of
research groups, private builders, and compani&ég goal of this review is to develop a
general classification of flapping-wing vehiclesbkd on a survey of published designs to
aid a designer in determining which aspects of @nogtesigns may be useful in a given
application. For each category, advantages arabldisitages will be discussed. The
discussion presented will be limited to miniaturzed flapping wing air vehicles, defined
as 10-100 grams total weight. The discussion valfocused primarily on MAVs which
have performed at least one successful test flightl only those designs that are
published in the literature or are commerciallyitade are discussed. The criteria for
selection of the design examples include availgbitif detailed mechanical design
information, knowledge of intended application, aralidation of design functionality
through a controlled, flying prototype.

This review is intended to provide a representabbrthe field of current technology,
rather than providing a comprehensive listing ¢fpalssible designs. This sampling of
current technologies will familiarize a newcomerthe field with existing designs and
their distinguishing features, as well as providiag basic understanding of the
functionality of flapping wing MAVs. A comparisoof a variety of MAV technology
will help the designer to understand the strengiid weaknesses for various designs.
By studying existing vehicles, future designersl wi¢ able to create new designs by

adopting features from past and current successéllitions. This review also
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summarizes the design challenges associated watliutther advancement of the field
and deploying flapping wing vehicles in practicpphcations.

Based on the survey conducted, the general cagsgofi comparison for the flapping
wing vehicles were determined to be: (1) directimuatrol scheme, (2) wing design, and
(3) mechanism design. Generally, these are tlee thystems that are most important in
determination of a given MAV’s flight envelope.

2.2Directional Control Scheme

Successful flight of most MAVs requires the useadail for stabilization and/or control
purposes. Wing flapping generally produces larg@llatory forces that can disturb the
balance of a MAV, so the tail helps to keep theisleHlying in a relatively straight path.
Depending on the sophistication of the tail desiggrtain improvements to the flight
envelope of the MAV are possible. The tail canvpde multiple degrees of freedom for
control of the vehicle, through the use of a variet control surface schemes. The
control styles that will be discussed include stati non-controlled tail, rudder style, and
some other non-traditional layouts. Most exampliesv inspiration from typical aircraft
configurations, with the use of various styles oflders and elevators. One example
discussed accomplishes its control with independémg control, something that insects
typically exhibit in flight.

2.2.1 Static Tail

Static tail MAVs are generally the simplest yetslieeontrollable, and are exhibited in a
variety of research examples, as well as in themtayket. Researchers at the University

of Delaware have created a static-tailed MAV, Fegbr with the purpose of improving
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the energy efficiency of the flapping mechanism [The MAV was able to successfully

complete a flight under its own power.

Figure 5: University of Delaware ornithopter [7]
Another example is the Microbat, Figure 6, devetbps a joint venture by California
Institute of Technology, University of Californieps Angeles, and AeroVironment, Inc.
Microbat was meant to be a study on producing wingisg MEMS technology that
would be very repeatable and sturdy while levergginsteady aerodynamics for better
flight properties. The Microbat was the world’ssfi electrically powered flying
ornithopter (bird-like air vehicle), with the firgirototype flying in October 1998 [8].
The earliest version (Figure 6 left) of this oroijpter used a V-shaped tail for
stabilization, but had no control actuators. Irdyegesting, the Microbat only had enough
power to complete flights of nine seconds, so adractuators were too heavy to include.
Later models eventually had larger power capacity tb a change from capacitors to
batteries (Figure 6 center) and included contraitesys mounted in the tail (Figure 6

right), this version will be discussed in sectiof.2 in more detail.
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with a radio control system

Figure 6: Microbat prototypes [8]
In addition to the research models discussedoghenarket has created a MAV that falls
into the static tail category. The I-fly Vamp aWwdasp are cosmetically different but
function in the same manner. These MAVs are atbasitas the world’s smallest flying
bats, with weights of 13 grams each [9]. The Vaamg Wasp operate using two
flapping wings as the source of lift, thrust, amdtcol. By varying the angle of the entire
flapping mechanism relative to the body of the MA¥ie wing geometry is altered
during the flap cycle. The angle of the net lifidathrust vector is skewed, resulting in
turning with minor loss of altitude. This is a @efure from the typical control scheme at
this size scale, where the tail is angled to indyme, while maintaining constant wing
geometry. The flapping rate is proportionally gotied by radio, as well as the angle of
the flapping wings, thus providing two degreesreetlom from the wings and none from
the tail. The tail is not involved in the contral the MAV, but provides stability in
flight. These toys are not very complex, howeveyt provide a good example of an
alternative form of steering.
2.2.2 Rudder Tall
Rudder tails can be thought of as the traditiowainf of steering control for a flying

vehicle, since they use the same principle of dmeraas most airplanes. A single fin
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rotates to the left or right, creating a yaw foocethe MAV and causing a turn. In all the
cases discussed, the tail also provides the stimlglforce of a static tail, with the added
element of control surface actuation. The firstraple to be discussed is the Microbat,
in its later versions. As development continudie fpower source changed from
supercapacitors to a three gram nickel cadmiumargeable battery. Currently the best
flight endurance recorded for the Microbat is femtyo seconds. With the extra power
capacity came reductions in mechanism weight, tdlesving for some weight to be
devoted to a radio control and actuation systerhe fiewest version of the Microbat is
equipped with 0.1 gram shape memory alloy wireseztdbd inside the tail to provide
separate elevator and rudder control, in a layoouita to most aircraft.

The University of Maryland Small Bird, , was designed
and constructed in the Advanced Manufacturing Latooy at University of Maryland
[10]. This MAV sought to achieve similar perfornt@ngains as the University of
Delaware model by incorporating compliance as arataristic of the flapping
mechanism. Altitude control is provided with véiea in wing flapping rate, but

steering is done with the tail surface, mountetthatrear of the MAV.
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Figure 7: University of Maryland Small Bird [10]

The tail is actuated in a rudder-style motion usangghtweight magnetic actuator. A pair
of magnets is mounted inside a wire coil, and lgkstg the magnets to the tail surface
and applying a voltage to the wire coil, electromestge force is used to rotate the tail left

and right. In continuation of this project, them@agroup also created a Big Bird, Figure

8, a larger and improved version of the Small Bird.

Figure 8: University of Maryland Big Bird [11]

Due to increased size and weight, this version @sesrvo for tail actuation. By

mounting the tail assembly at a large angle ofckttand using the servo to create
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rotation, a yaw force turns the MAV. In both the@&l Bird and Big Bird, the tail creates
a torque that keeps the nose of the bird up anavalfor more stable flight.

The toy and hobby market has produced some vemessaful MAVs that fall into this
category of tail style. I-fly sells a line of MAM=alled the Wingsmaster Ornithopters that
use 2 sets of clapping wings like a dragonfly faght with a tail rudder actuated with a
servo for steering control. Another entry from tloy market is Wowwee’s Flytech
Dragonfly MAV. This model also makes use of a pafirwings that clap together,
however it uses a non-traditional tail setup. dasdt of the usual method of using an
actuated control surface to provide yaw, the FlytBcagonfly draws its inspiration from
a helicopter tail rotor. A small motor is mountedthe tail that is capable of variable
speed rotation in both directions. This providethraist force that yaws the MAV left
and right to provide steering. The hobbyist markes spawned some extremely
lightweight MAVs, with one of the lightest in theowd coming from the Osaka Slow
Fliers Club in Japan. The MAV shown in Figure 9gis a total of just 1.54 grams and
has a rudder capable of steering left and rightichSa diminutive MAV presents major
design challenges due to the reduced effectivenfesaditional aerodynamics with very
small wings. Therefore, the MAV flies very rapidly maintain sufficient airflow for
flight. The rudder is based on the coil and mag¢tiator technology also used in the
University of Maryland Small Bird, due to its abylito be constructed at a very light

weight.
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Figure 9: Osaka Slow Fliers Club MAV [12]

The Technical University of Delft in the Netherlandas created a miniaturized version
of its Delfly MAV, called the Delfly Micro, Figurdl0. The tail design for the Delfly
Micro also uses a magnetic coil rudder actuataryéduced weight. This MAV has the
very noteworthy feature of vision-based stabili@ati By mounting a camera onboard,
the optical flow is used to determine the attituafethe MAV, and apply corrective
control inputs to the tail and wings to improvebsity during flight. This allows the
Delfly Micro to be more controllable than most fBeat this size, where steering becomes

difficult for a human operator due to rapid chanigeight characteristics.
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Figure 10: Delfly Micro [13]

It is worth noting the reason for this choice ofuation being so popular at small size
scales. Since the control surface is very small legihtweight, the load is generally not
so large that a servomotor is required for steerimagich would be a much heavier
option.

The Naval Postgraduate School has created a noitigreal MAV shown in Figure 11
that also uses the magnetic coil actuator to ste¢ail rudder [14] The NPS MAV uses a
flying wing body with the rudder mounted towarde tlear in the center of the MAV.
Steering control is separate from altitude contrdlich is accomplished with variation in
flapping speed. This flier has the unique berdfibeing practically impervious to stall,
since its flapping wings draw air in with a suctiefiect. Control is improved through
this phenomenon and this makes the NPS flier ortteoimost maneuverable MAVS in

this category.
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Figure 11: NPS Flier [9]

2.2.3 Ruddervator Tails

The ruddervator tails category refers to a coragbut that is not readily classified with
the more traditional schemes. This configuratieasusurfaces called ruddervators, more
commonly known as a v-tail. The general idea & thstead of using a vertical rudder
arranged perpendicular to a left and right elevéitgras with most aircraft, two fins are
arranged at an intermediary angle between veréindl horizontal. By mixing the two
control surfaces, it is possible to achieve bothrtidder and elevator degrees of freedom.
There are two MAVs discussed here that make ui@tonfiguration.

The original Delfly, shown in Figure 12, uses rud@¢ors angled downward so that the
mechanism will be protected during landing. Thigiaal Delfly is similar to the Micro
version in that it uses camera vision-based stabibn to maintain stability in flight.
This is similar to fly-by-wire technology that mamyodern aircraft use, which allows for
stable flight in aircraft that are inherently uddt&a With small magnetic actuators, the
ruddervators can be coordinated to both move in dame direction for elevator
commands, or they can move in opposite directiars steering commands. Any
combination of the two commands allows for a fliftit envelope, just as a MAV with a

separate elevator and rudder could achieve.
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Figure 12: Delfly [15]

2.2.4 Independent Wing Control

An alternative to using the tail for control is atter the phase of the wings to achieve
force imbalance. The result is turning is achieweithout the aid of a separate devoted
control surface for that degree of freedom. Sudmw®les are very rare in the field of
miniature air vehicles, due to the typically rafi@pping rates required to sustain flight.
This creates a complicated control problem thatuireg a non-traditional flapping
mechanism. One example that achieves the for@ant@lneeded for steering but not
successful MAV flight is shown in Figure 13 [16].

The four bar linkage mechanism is flapped with twmmorph actuators, Figure 14.

Such a configuration avoids the weight penalty eissed with an electric motor.
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Figure 13: Unimorph actuated independently contrded wings [16]
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Figure 14: Functional schematic for four-bar unimaph actuation [16]

By using actuators with slightly different resondrgquencies, it is possible to create
asymmetry in the flapping for steering purposeshilgVthis MAV has not successfully
completed a flight, the technology employed showesagpromise for future designs.
Independent wing control coupled with fast flappmages is a key step towards realizing
the same level of maneuverability that is presanflying animals, and if successfully
implemented in a flying prototype this would beaeworthy advancement of the MAV

field.
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2.3Wing Designs

2.3.1 Flapping Wings

The category of flapping wing locomotion is the mall known, and is often seen as
the traditional method of flapping flight. Flappginvings are used by a wide variety of
animals including birds, bats, and a variety okeots. The general principle of operation
is that two wings are flapped to produce bothdifd thrust, thus overcoming gravity and
drag to provide sustained flight. Generally, flaygp fliers can most easily be
distinguished based on their respective size saabk flight speed or the Reynolds
number experienced in flight, and therefore flighe. By observing nature, one can see
the difference in flight style between a large swaibird such as an albatross, and a
hummingbird, which must flap its wings very rapidbystay aloft. A similar relationship
holds for man-made flapping wing fliers. At larggze scales, higher Reynolds numbers
are encountered and therefore slower flapping aadrsy are the most effective modes
of flight. Fliers in the centimeter scale howevexperience very different aerodynamic
effects, with less favorable lift to drag ratiosThe general trend is that as the flier
decreases in size, the wings must flap faster eduymre the necessary lift and thrust to
support flight. This creates a unique challengenfiiniature MAV designers, because
traditional aerodynamics break down with such smatlgs. However an interesting
trade-off is that with higher rates of flapping cesnthe opportunity to realize greater
control resolution, and some impressive acroba@menvers become possible. In this
section, we will discuss a number of successfybdiag wing miniature fliers, both

commercially available, as well as research platfor
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One of the design goals of the Microbat was toter@angs using MEMS technology.
Several MEMS wings were constructed, with variatiorparameters such as chord and
spar width, membrane thickness, number of spaid,sareep angles. Wing materials
chosen were titanium-alloy metal (Ti-6Al-4V) as te&ucture, and poly-monochloro-
para-xylelene (parylene-C) as the membrane. Tingswvere designed to make use of
unsteady-aerodynamics to achieve a high lift coeffit, relative to a fixed wing of
similar size. One of the key benefits of MEMS-lthséngs is that the wings can be
created exactly the same every time, using a tamglgle of construction. With such
lightweight MAVSs, the small variations present iarfd-made parts translate to large
differences in performance from one version to heot The Microbat has a very short
wingspan, with the current version measuring 9 @sclhom wingtip to wingtip.

Another MAV using MEMS technology to produce winigsshown in Figure 15. By
creating one wing with a PVDF skin as a smart wih@cts as a real time lift sensor.
Comparison of its results to a load cell mountedh® MAV shows that it is a viable
means of determining performance in flight [17].ucB a feedback system is a key
difference separating man-made MAVs from flyingraals, and incorporation of this
style of distributed sensing technology gives gpgatise for the future of MAVSs.

Wings do not necessarily have to be constructetd MEMS technology at this size
scale. They can be constructed by hand usingtivadl materials as well. The
University of Maryland Small Bird and Big Bird anthe University of Delaware
ornithopter all use flapping wings constructed irsimilar manner. The wings use
lightweight and stiff rods to provide structure, chulike a bird’s skeleton. The rods

serve to strengthen the wings and help them tceaehan airfoil shape during flapping.
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The wing surface is made of a thin mylar film, stheed over the stiffeners. As the wings
flap, the configuration of the stiffeners combinedh aerodynamic loading causes the
wings to create a rounded airfoil shape, providifig Since these wings are handmade,
construction repeatability becomes an issue dubdcsmall difference between sets of

wings created.

Figure 15: MEMS wings with PVDF sensing capability{18]

The I-fly Vamp and Wasp also use a thin foil skiretehed over front and rear wing
spars to provide stiffness. The front spars ofiregs are mounted into the flapping
mechanism, providing the power for flight. Therrsaction of the wings is mounted into
a surface that can be tilted left and right along body of the MAV. By shifting the

angle of the entire flapping plane of the wingsesing is achieved. Due to the
economical nature of the flier, the MAV is somewhaterpowered, so steering results
in altitude losses. However, if a more advanced\WMWere to incorporate skewing

wings into a system that also has a rudder, reduncantrol would be possible, thus
safeguarding against system failures. For thisaedhe research community could draw
inspiration from the toy market for a technologgttisan improve the robustness of their

MAVs.
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2.3.2 Four Clapping Wings

This category includes any MAV that uses one or paos of wings flapping opposite
each other, such that the vertical inertial ostidlzss present in a two-winged flier are
cancelled out. This style of flight offers the Kegnefit of greater stability, which could
allow for more delicate sensors and payloads tcalbeed successfully.

In this category, there are a variety of examphed tise generally the same principle of
operation. The Osaka Slow Fliers Club 1.5g ormthois one of the lightest that has
completed a successful flight. The toy market bastributed models such as the
Wowwee Flytech Dragonfly, and Wingsmaster Ornitkeoptall use a pair of wings
constructed of thin film with stiffener ribs, flapy in opposing phase. The Delfly,
Delfly 11, and Delfly Micro all use a similar stylef wings, with the added benefit of their
vision-stabilization system. This makes these MAMsre suited to outdoor flights, and
capable of more advanced maneuvers. The Delflg the most capable of the three,
with the ability to fly forward, hover, and every thackward at low speed.

The Naval Postgraduate School MAV is an unusualento this class, however due to
the manner of its wing flapping, it has been ckssias a clapping wing MAV. The
NPS MAYV uses a flying wing fuselage shape with & pawings that flap in a vertical
plane mounted to the rear. These wings flap imtaphase, thus thrusting the wing
through the air and providing lift. The design apération of this MAV is unlike any of
the others discussed, however the performance isfMAV offers some interesting
performance tradeoffs. The speed is controlledrimgming the pitch of the flapping
wings, pre-flight, and the altitude is controlleg varying the flapping rate. This is an

unusual configuration for an MAV, however the marerability is very good. The key
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benefit of this style of flight is related to theexgy expenditure during flight. In many
two-winged MAVS, the wings flap and the body wilkailate opposite the wings’
motion. This means that valuable battery powdreisig wasted performing the work of
accelerating a massive body up and down. Or im-fonged MAVS, the wings are
mounted to a body that functionally does not conte to the flight capability, it just
provides a structural support for flight systenhs.the NPS flier, all energy expended by
the motor is directed into the flapping wings ttave a wing into the air. Therefore, the
entirety of the MAV is being used for the benefigarposes of thrust and lift generation.
A new concept for clapping wings is the use of 3rwtap and fling, to augment lift.
Clap and fling has been shown to produce extraitifthe literature [19-24] [25],
however, the idea of 3-way clap and fling is refely new. The WSU MAV exploits the
effect at the left and right sides where the wiaggpmeet, as well at the top of the MAV

where the opposing wing pairs meet, Figure 16, impsoving lift.

Figure 16: WSU MAYV [26]

In a similar manner as the Delfly Il, the MAV shownFigure 17 uses passive stability

to achieve hovering flight.
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This MAV is designed to mimic insect-style flightith a Reynolds number of about
8000. It maintains its stability in much the samanner as a damped pendulum that
returns to rest when disturbed, by creating a le@lar forces that tends to keep the MAV
upright and centered. The sails act as dampgyeetent unstable or oscillatory motions

from taking over during flight.

a

Figure 17: Passively stable hovering MAV [27]
2.3.3 Folding Wings

Observation of larger birds in nature reveals thatg flapping is tailored to the
requirements and conditions faced at the time. Médird is taking off, the wings are
flapped differently than during cruising flight.inSe the bird does not have the airstream
flowing over their wings from the static positidift must be somehow augmented, since
aerodynamic lift is lacking in this condition. Treéore, birds will flap their wings
downward, fold them in towards their body, durihg upward flap, then re-extend their
wings during the downward flap. This results inximaum wing area during the down
flap, which is producing helpful upward lift. Duog the upflap, the area is minimized,
thus reducing the magnitude of harmful negative 1By using this style of flapping, the
bird is able to get airborne, then transition tnsfard flight. For a MAV to recreate this

style of flapping, passive wing folding is an attrae option due to the excessive weight
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of actuators that would be needed. In [28] thénanst describe a successfully flying
MAV that uses wings with one-way compliance to ampbsh the desired folding effect,

Figure 18.

Figure 18: Wings with one-way compliance

The result is that the wings can lift the same amhad weight, but with slower forward
velocity. Thus, a behavior much like the bird dgriakeoff is accomplished with folding
wings. In [29, 30], the authors attempt a siméde of wings, resulting in augmented
lift production in non-moving air. However, flightas not achieved probably due to the
extreme amount of folding used by the wings, thissucbing the balance of forces in
flight. The MAV used in this particular experimeist too large to be considered a
miniature air vehicle, however the results are lsimi

2.4Mechanism designs

There are four primary classifications of mechamsismed by the MAVs discussed: (1)
double pushrod, (2) double crank, (3) single pudhamd (3) side-mounted crank. Each
of these four mechanisms presents a tradeoff oftiphail important performance
attributes. Some of the considerations for seigca mechanism layout include the

particular geometry and weight constraints forNM#&V, as well as the required forces to
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be transmitted and the rate of flapping. Otherceoms include the manufacturability of
the selected design, especially with very small &gt MAVs. As the size of

mechanisms grows ever-smaller, the human limitatiecomes a factor in the
construction of more complex mechanism layouts.e Buthe reduced stability of MAV
platforms, a durable mechanism is desired, dueveriaty of damaging factors including
dirt contamination, crashes, assembly stressesthandatigue effects of high flapping
rates.

2.4.1 Front Mounted Double Pushrod
The first style of mechanism discussed is a frootsmied double pushrod mechanism,

shown in Figure 19 [8].

i. Iﬂ
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Figure 19: Double pushrod flapping mechanism [8]

This mechanism uses a motor connected to a sydtgeacs that increase flapping force
while reducing flapping rate. Attached to the sbstvmoving and therefore highest
torque gear are a pair of pushrods of length lesehpushrods connect to each flapping
spar, thus driving the wing motion up and down tigto pinned connections. Due to the
pinned connections, the vertical translation is tmy component of motion that is
transferred from the drive gear. Since each wimay fias its fulcrum located at a fixed

distance x from the central axis of the mechanema, the pushrods are of fixed length |,
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a problem arises. The two pushrods are never lgxecthe same vertical location,
except for the apex and the nadir of the flappingtiom. This creates a phase lag
between the two wings, resulting in slightly asynmeeflapping of the wings. At the
miniature size scale, this is an undesirable sdgoatvhere control is already difficult due
to the low inertia of the fliers relative to théarge wing and fin surface area. This style
of mechanism is used in the Microbat, Figure 2@ @hung Hua University MAV,
Figure 21, and the University of Delaware ornitlepEigure 5 on the right.

Despite its inherent limitations, this configuratias popular due to its simple
construction, light weight, and ease of part rephaent. If the MAV is very small and
has a sufficiently high flapping rate, it is podeithat the asymmetry of the wings can be
masked during the overall flap motion. If the thieis reduced however, the MAV will

begin to exhibit noticeable oscillations and be endifficult to control.

Figure 20: Double pushrod from microbat [8]

Figure 21: Chung Hua University MAV double pushrodmechanism [31]
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2.4.2 Front Mounted Double Crank
A variation of the double pushrod design is theldeiwcrank. This design is similar in
functionality, except that the two pushrods no kmghare a common mounting point on

the crank. The Delfly uses this style mechanidrows in Figure 22.

Figure 22: Delfly | front mounted double crank

The benefit of this change is that the asymmetrwimg flapping can be reduced, thus
improving the stability of the MAV. Unfortunatelyhe wing flapping cannot be made
perfectly symmetric with this configuration.

2.4.3 Front Mounted Single Pushrod

The single pushrod mechanism drives the two wimgstion together with a common

pushrod, mounted to the crank in a central pinrmethection, shown in Figure 23.

Figure 23: Single crank functional schematic [32]
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The key difference between the single crank as emeapto the double crank is the wing
flapping can be made always symmetric, thus impig\he low-speed stability of the
MAV. A performance tradeoff with this mechanismtigt the stresses will be much
higher in the single pushrod, since it must drigéhbwings at the same time, in phase. In
addition, the stress on the electronics componemisiding the motor and electronic
speed controller will be greater, since the wirapfling is exactly in phase. With the
double crank, the wing flapping was slightly outpbfase, thus distributing the load of a
single flap cycle over a larger time period. Whke overall work required is equivalent,
the spike in loading is more focused in the singi@nk mechanism. It is possible to
adapt the single crank mechanism to have a phageadawith the double crank
mechanism, by incorporating sliding hinges to suppach wing spar [32]. As the wings
flap, the hinges that provide a fulcrum for the ggrare free to move so that the motion is
not jammed up at any point during the flapping moti

As a method of reducing the loading spike, a coamplirame can be used. The general
principle of operation is that by incorporating #la links into the mechanism, energy
spring energy can be stored and released duringfldpecycle. By designing the
geometry and stiffness of the system to optimize ¢hergy storage and release, the
loading range, i.e. the difference between theelstrgnd smallest load can be reduced.
Reduction in the loading range has been shown torawe the efficiency of the
mechanism, thus prolonging battery life and impngvthe reliability of the electronics
components [7] [10]. This style of mechanism iedigan newer versions of the

University of Maryland Small Bird and Big Bird, kige 24.

37



Figure 24: UMD single crank mechanism

Due to the layout of the mechanism, it is possibteboth of the compliant links in tf
mechanism to deflect simultaneously in the samecton, a degre¢ of freedom that ca
be thought of as ‘sway’. Causes for the sway éfiedude driving wings that are tc
large for the mechanism, driving wings too rapiddy, large wind gusting or othi
external loads of the mechanism that remove it figndesign ange. This effect servi
to reduce the distance from the pushrod to theguirmonnection that drives the wings
and down, thus altering the desig-in flapping range and causing undesired dyne
effects. For these reasons, it is important taerthe single pushrod is staying within
designed limits. This behavior can be alleviatéith whe addition of a pin and slider jol
in the center of the mechanism, resulting in alwaysimetric deflections by tf

compliant links
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Figure 25: Parallel single cranks [26]

One variation on the single crank mechanism conisegttown in Figure 25. With a pair
of front-mounted single cranks, some of the prolsleithis mechanism style are solved.
The mechanism is set up to flap the wings in phagh, a pair of equally sized cranking
gears attached to the drive motor. Assembly isareakier with the use of multi jet
modeling rapid prototyping machines. The gearsdmgosited with a removable wax
that is dissolved during post processing, so tHa tnechanism is assembled
automatically.

2.4.4 Side Mounted Crank

Some of the MAVs discussed use another style @leiorank mechanism, the sideways
pushrod layout. In this configuration, the axiggefr rotation is shifted 90 degrees to be
perpendicular to the direction of flight and coohent with the MAV elevation axis.
There is one pushrod used to drive each wing srtiechanism layout. Each pushrod is
attached to the slowest-moving gear, with one ah bee left and right side of the MAV
that moves vertically with the gear using a pinnednection. The vertical movement of

the pushrods is transmitted to the wing sparsrabanting point, thus driving the wings
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up and down. In the Delfly Il, Figure 26, Delflyiddo, Figure 27, and Osaka Slow

Flier's Club MAV, Figure 28, a sideways pushrod imeaism is used.

Figure 26: Delfly Il side mounted pushrod mechanis

Figure 27: Delfly Micro side mounted pushrod mechaism
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Figure 28: OSFC side mounted pushrod mechanism

The benefit of this type of layout is a reductianrolling vibrations transmitted to the
airframe. The tradeoff is that vibrations are srartted into the elevation axis of the
MAYV instead. However, this is a more manageableabi®r for maintaining directional
control, since the MAV tends to move the same timecit has been pointed. With
throttle modulation, it is possible to correct fibre elevation vibrations. For lighter
MAVs or MAVs with a large surface area to weightiga this benefit is helpful in
maintaining stability and controllability duringights. A difficulty with the sideways
layout is that the construction is more complexttiee other two layouts. The pushrods
must be able to access the wing and the crank nmgulttcations without interference
from any other structural components on the MAY.slalso important to consider the
level of exposure to crash damage when using thlis. sSince the pushrods are exposed
on both sides of the MAYV, it must be shielded frorash damage in a variety of different
directions. If a pushrod were bent in a craskauld probably need replacement since

small difference between the two sides of the meisha could cause large stresses to
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result at rapid flapping rates. If the manufaetgriand durability limitations can be
overcome, the symmetric flapping, light weight, aminpact size make this mechanism
a good layout for very small MAVS.

2.5Summary

This review has presented a sampling of miniaturgehicles. These MAVs have been
classified by the tail, wing, and mechanism funcaiity. Each MAV has been
discussed in detail, and the advantages and distayes of each example have been
explored. Furthermore, the overall advantages disddvantages of each general
classification have been explored, to determinegamneral trends that arise. In table 1,
values are presented for some of the MAVs discusspdovide a comparison.

The primary conclusions of this review are to idgnthe progress made so far, and to
determine the areas in which further research eegled to advance the state of the art.
Flapping wing flight can be used by unmanned aemdlicles to complete a variety of
mission objectives that fixed or rotor wing flieage unsuited for, but there are a number
of practical drawbacks to using ornithopter styight at such a small size scale which
must be overcome to continue the advancement didlte

Some areas where future research could help advhecstate of the art in MAVs
include autonomous flight, including take-off, lamgl, and perching. In addition, greater
sensor carrying abilities would contribute to thmalgof autonomous missions. Another
area requiring advances is sophisticated wing obntrAnimals posess many more
degrees of freedom than MAVs, a major reason feir thdvantage in maneuverability,

endurance, and effectiveness in adverse weathdrtmors.
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The current field of miniature ornithopters dis@aynpressive depth as well as breadth,
and has definitely made significant progress stheeMicrobat first flew in 1998. With
the current rate of progress by research groupsedisas the ever-increasing level of
accessibility to a variety of private groups andsuamers, the future of small ornithopters
should continue to be an exciting field. As reskhacontinues in the key areas of
research that are lacking, small ornithopters belladopted by many more consumers as
a viable flight platform for carrying out missiorass well as by private consumers for

entertainment.
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Table 1: PHYSICAL DATA [33-40]

Weight | Span Length

Category | Name DOF (9) (in) (in)

Wright  State

University 2 12.56 7.9 9

I-Fly I-

bird/fairy/wings

(wingsmaster

ornithopters) 2 12 10.5 8.25

Delfly | 3 30 19.69 20

Delfly Il

(hover) 3 16.07 11.02 11

Delfly Il

(forward)

Delfly Micro 3 3.07 3.94 4

NPS Flier Dr.

Jones 2 12.4 10.6 7.09
Clapping | OSFC Flier 2 1.47 2.36 2.76
Wing Flytech
MAVs Dragonfly 2 28.35 12.3 16.5

I-Fly

Vamp/Wasp 2 13 10.5 8.5

Microbat

(UF/DARPA) 2 12,5 9.06 6
Flapping | UMD small
Wing bird 2 16.3 135 8
MAVs UMD big bird 2 47 225 105

Northern

Oriole many 35 10.5 7

Ruby-Throated

Hummingbird many 3 4 3.5

Northern

Cardinal many 45 11 8.5
Animals | Canary many 23 6.5 5
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2.6 Future Flapping Wing Research Directions

At present, flapping wing MAVs have achieved an liegsive level of sophistication, and
through the persistent efforts of various reseascled private builders during the last
decade, marked progress has been made in seve@tamt areas. While flapping wing
MAVs offer great promise for future missions, ag¢gent certain areas in the field require
advancement. With improvements in these key aftsgeing wing MAVs will become
as widespread as larger-sized UAVs, which are usedvariety of applications. Most
importantly, MAVs will offer a new level of availdlty to consumers that cannot access
conventional UAVs due to cost or size constraints.

An important limitation of small sized flapping MA\s the lack of sophisticated control
over multiple wing degrees of freedom. Flappingwgviliers generally strive to achieve a
biologically-inspired subset of degrees of freedamd wing dynamics, but they tend to
only partially reproduce the aerodynamic perforngamé their organic counterparts.
With increased control over the entire wing surfaoeich more acrobatic and efficient
flight will be enabled, instantly improving the g of objectives available to a mission
planner. Some of the key underdeveloped areasing wontrol include lightweight
active and passive wing morphing capability, activiegtip dynamic control, control
over many degrees of freedom in the wing, and tgbib independently control each
wing throughout the flap cycle. All these factoesjuire improvement in the miniature
size regime, where there is precious little paylaadilable for complex or bulky active
control systems. New technologies under developntleat show promise include

distributed sensing and actuation, which would apipnate the functions of a nervous
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system and muscles. Such departures from morgidrad technology may hold the key
to improving this area of small ornithopter teclogy.

An area that presents a unique challenge is tregioreof miniature ornithopter systems
equipped with autopilots. Achieving autonomougHhtibecomes increasingly difficult as
size is reduced, for a variety of reasons. Thhtligeight and small size of miniature
ornithopters means they are vulnerable to any sudtienge in surroundings, such as
wind gusting, and will be highly disturbed relatit@ a larger and more stable flight
system, which has the benefit of added mass, agr@ftire resistance to wind gusting.
Furthermore, the small size of miniature ornithoptaeans that any control input will
translate into very large directional changes thl¢ place rapidly, just as a hummingbird
or a bumble bee is able to dart quickly from plé@eplace. Therefore, any effective
autopilot would have to be very fast in terms abqassing speed, and also have high
resolution sensor inputs and control outputs tovige a sufficient degree of control.
This is a much more difficult task in urban or imd@nvironments, when the margin for
error is extremely small and the difference betwaaniccessful flight path and a crash is
measured in inches. The high flapping rate andesponding inertial loading of the
wings will transmit a fairly violent pitching forc® the internal gyroscopic sensors of a
typical autopilot, greatly complicating the procedsleveloping a suitable controller. In
order to control the elevator for example, the pikbd will need to be able to cope with
the large vertical excursions that the body wilbestence, and still be able to determine
the altitude of the flier successfully and applyirol inputs.  Birds, insects, and other
small fliers employ independent wing control as ethmd of dealing with such large

disturbances, so a similar approach in ornithopteag be an effective means of rejecting
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large disturbances. However, such a system hgssuect weight constraints, and must
achieve the proper balance between weight andaauphistication. The small size of
the miniature ornithopter platform necessitatest i@ autopilot used is extremely
lightweight, and does not cause undue interferemvitle the flight dynamics or weight
distribution. At present, the lightest commergialailable autopilot weighs roughly 17
grams, which is a fairly heavy payload for minig®AVs. Further miniaturization and
refinement of autopilot technology should allow eVighhter versions, while maintaining
full functionality.

In order to maximize the versatility of miniaturenghopters, a multi-mode locomotion
system should be developed. With the ability tadlgperch, walk, and even take off and
land under its own power, the ornithopter can bex@m even more versatile platform.
For example if power was running low, an ornithopteuld perch on the top of a tree
and recharge its battery using an onboard solar édfernatively, if an ornithopter were
tracking a target that became stationary, it cdadi and await further movement, thus
conserving precious battery life. Most importantfyan ornithopter could take off and
land on its own, it would be separated from theessity of a human operator nearby to
launch and recover the system manually. This teaeendous implications for a large
portion of potential consumers who would value saatonomous capability. Especially
in the military, any system that is self-operatiaga great addition because it allows the
human operator to simply monitor progress instdaattvely controlling the ornithopter
at all times.

More research needs to be performed to better stahet the properties of flight at the

miniature size scale, where unsteady aerodynaméc®nbes increasingly important.
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Small fliers tend to flap their wings very rapidiyhich creates difficulty in measurement
of forces. Therefore, a number of researchers laeated tests where wings are
aerodynamically scaled, such that the wings agelaor flap in a more viscous fluid [19,
22, 41]. Such devices have given researchers gneaght, experimental data, and
analytical and computational models about smallgwaerodynamics [20, 21] [42].
Researchers have also created tests where a wurgssaled that have shown promise,
however creating a prototype that can fly usinghsaigvingbeat has proven very difficult,
due to the prohibitive weight of the mechanismsdudé®, 43-45]. This style of flight,
typically exhibited by insects and small birds sashthe hummingbird, involves a very
complex wing beat. The wing flaps in more of aibamtal plane, as opposed to the more
traditional vertical stroke plane seen by largerél. At the end of the downbeat, the
wing pronates, meaning the trailing edge flips famv At the end of the upbeat, the
wing supinates, or flips back to its original oti#on. The wing is rotated in this
manner because there is an unsteady wake stribairis formed, and the rotation of the
wing serves to capture this vortex and has beewrshio greatly augment lift [22]. By
altering the timing of the pronation and supinat@inthe wings independently or in
unison, natural fliers achieve directional contrahd improved Ilift and thrust,
respectively. Due to the difficulty of faithfullyecreating this style of flight, man-made
fliers tend to lag behind their natural sourcesngpiration in terms of payload capacity,
maneuverability, and most importantly, flight engluce. This is because man-made
fliers at best use a crude approximation of suamptex flap patterns, which is less

effective at generating lift and thrust, per umergy used in the system.
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The dynamics of the wing flapping require improvese but hardware advances in the
areas of battery energy density, small electricomefficiency, and power transmission
efficiency are also required to improve the dumatiof ornithopter missions at the
miniature scale. Alternatively, new research iatiuation modes other than electric
motors may allow for lighter MAVs. By making baits with higher energy density,
and optimizing energy usage through the use otielasergy storage and release, flight
endurance can be further improved [10, 46]. If magress is made in these areas, an
entirely new class of flapping fliers can be crdatigat will possess useful and practical
flight endurance. Eventually, if ornithopters che created that can remain aloft for
extended periods of time, then miniature ornithopgtestems will be capable of longer

range and longer duration missions with less downati
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Chapter 3 — Wing Design and Selection

3.1 Introduction

Compliant wings play an important role in the swstel flight of flapping wing MAVS.
During the wing flapping motion, the interactionadrodynamic and inertial loading will
cause deformation of the wings. The camber and-amidd velocities will be
significantly changed during the flapping cycle lwithe amount depending on the
configuration of the primary and secondary spdrmsis is a primary underlying cause for
successful flight of flapping wings. A major goaf this thesis is to characterize
compliant wings that effectively produce lift andrust. However, existing
computational and analytical models do not fullc@mt for the interaction of wing
compliance on force production. Therefore, modglwvill not be sufficient to describe
the performance properties of a given wing; addalophysically-based tests will be
needed. Dynamic lift and thrust measurement witivigle useful insight for both the
design of optimized wings as well as developing et®dhat account for the compliance
of wings. Lift and thrust measurement of a dynasystem such as a flapping wing
MAV will require some specialized equipment andupeto deal with the unique loads
that will be produced during the flapping motioithe results of lift and thrust testing
will be compared to establish any trends that empterformance differences. High
speed photography of each wing during the flappigion is used for additional insight.
While it is difficult to accurately model the defléons experienced by a compliant wing
during flapping, it is much simpler to observe theflections, compare with the forces
produced, and draw conclusions based on real-wesdtl results. Each wing will be

modeled to determine its center of mass, then idjie $peed photographic analysis will
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focus on tracking this point, as well as the déftets of the wing spars and membrane.
Analysis of these results will help to explain theasured force production values from
the load cell equipment. Finally, the forces meagwvill be compared to flight testing
results for each wing style including payload céfyaand top speed to provide a
foundation for validation of measured and obsemnesdits.

3.2 Force Measurement

3.2.1 Design Criteria

Due to limitations in computational models, desimgnaust turn to direct measurement of
wing forces to provide insight for the design ofrq@iant flapping wings. By measuring
the dynamic response of the wings during flappititg effects of varying design
parameters can be investigated. Two key obsengiian be made from the dynamic
response of the wings. First, the average lift #mdst output can be measured and
compared to different wing configurations to untlemgl what styles of wings are more
effective. Second, the time-varying force profitn be examined to gain understanding
into why particular wing designs prove more effeetthan others. Since the wings
flapping are compliant, there are multiple dynamifi@cts present other than simply the
primary flapping frequency. In the design and c@@ of force measurement
equipment, these effects must be considered, tarenisat the forces measured are not a
misrepresentation of reality. With a combinatidrhardware vibration isolation devices
and software post-processing of data, it is possiblobserve the lift and thrust forces

that drive the flight of the flapping wing MAV.
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3.2.2 Equipment Setup

The first and most important component of the forneasurement system is the
transducer. This component will convert the logeserated by the wing flapping into a
voltage signal for subsequent recording and praogss The key concerns in the
selection of the force transducer will be the resgocharacteristics and the natural
frequencies of the system. In slower applicatisush as tensile testing, the dynamic
response is not important due to gradual loadindg anloading of the transducer.
However, this particular application results in maxcitation frequencies transmitting
through the MAV. If a natural frequency of thedertransducer is excited, the response
characteristics will be highly contaminated by remat effects from the measurement
equipment, thus hiding the true forces output lRyNIAV.

The transducer selected for measurement of foscas Omega Engineering, Inc. LCFD-

1KG miniature load cell, Figure 29.
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Figure 29: Omega Engineering, Inc. LCFD-1KG miniatire load cell [47]

The LCFD-1KG has a 1000 gram capacity with precigib1.5 grams. This model was
selected because of its high frequency resonamactesistics, minimal contamination
from off-axis loads, and robust overloading tolees

The LCFD-1KG load cell is mounted using a threadednection to the RAB1S linear
air bearing system that minimizes friction and tgiit caused by off-axis loads, Figure

30. The inner slider bar is precisely machined tolerance of 0.0005” and slides along
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a single axis inside the outer housing. Pressdrar is supplied to the outer housing,
preventing the inner slider bar from encounteringtibn due to the cushion of air. By

aligning the axis of motion for the air bearing hwthe axis of the load cell, the desired
forces are strongly isolated from any external aigrnhat could cause disturbance to the

true measurement values.

Figure 30: Nelson Air Corporation RAB1S linear air bearing [48]

A Newport Optics SA breadboard provided a securenting surface for the assembly
of the air bearing and load cell, Figure 31. Thieadboard is constructed of solid

aluminum and has considerable mass to providebtegtéatform for the components.

Figure 31: Newport Corporation SA2 aluminum opticsbreadboard
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The SA2 breadboard is equipped with four hemisghBdmund Optics Sorbothane®
Mounts, Figure 32. These mounts are made of anpaiymaterial that provides 57%
absorption of energy and 70% specific damping [4B&ch mount is located at a corner
of the breadboard, providing additional isolatisani contaminating noise signals that
may arise due to environmental disturbances, orbtteadboard interacting with the

surface it is resting on.

Figure 32: Edmund Optics Sorbothane® polymer mourg

The final component required for collection of kitd thrust forces is a clamping fixture
that securely mounts the MAV to the load cell amdaaring assembly. Due to the load
cell and air bearing operating along only a sirayles, it was necessary to create a fixture
that can be reconfigured for both lift and thrugtasurement. The clamp is shown with
the MAV mounted in thrust measurement mode, Fi@8e In this configuration, it is

possible to adjust the height of each of the thmeeinting posts to ensure the angle of
attack is properly setup. The plate at the frdnthe clamp has a pattern of mounting
holes that match with the carbon fiber rods pratrgdrom the front of the MAV, thus

providing a secure grip. The three clips spacemalthe length of the body can be
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secured using the friction of the foam body, ohtemed with a nut and bolt to provide a
solid connection. For lift measurement, the oaéinh of the MAV is altered so that a

moving airstream can be used and lift forces caméasured, Figure 34.

Figure 33: MAYV force measurement equipment configted for thrust measurement
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Figure 34: MAV force measurement equipment configred for lift testing

With all the necessary components assembled fdiotke measurement system, the next
step in preparation for testing was to calibrat Itted cell to known force values. For
the purposes of this calibration, a rudimentarycdogenerator was created, Figure 35.
An eccentric object of known mass was rotated witbmall electric motor at a known
radius of eccentricity, such that it would geneistripetal forces of a known value. By
mounting this force generating device to the endth&f air bearing and load cell
assembly, the forces were transmitted to be celddeand scaled to the appropriate values,
Figure 36. The plot shows that the load cell iactional with small errors up to
frequencies exceeding 20 Hz, well beyond the maminflapping frequency of 6.1 Hz.

Therefore, the load cell is properly scaled to meashe forces generated during wing

flapping.
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Figure 35. Eccentric rotating mass used for calibration ofoad cel
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Figure 36. Correlation of measured load cell forces and tharetically predicted forces
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While the equipment described so far is accept@blmmeasurement of static forces (non-
moving airstream), additional equipment is requitegerform lift testing. The reason
for this is the coupling of lift and thrust force#\s the wings of the MAV flap, thrust
forces are produced. The primary reason for timisst production is the flexibility of the
wings. As the leading edge spar is flapped betvieemrminimum and maximum angles,
the trailing edge of the wing lags behind. Thaulteis the wing is moving up and down
at a large angle of attack, thus directing airfimward the rear of the wings. Without
some amount of flexibility in the wings, no thrwsbuld be produced. A flat plate wing
moving up and down would only produce drag fordes@the flapping axis. Therefore,
a crucial element of the wings performance is tarilfility that results in shape change
during the flapping motion. In flight, the winggpping are generating thrust forces that
propel the MAV forward through the air. The winig&ke an aerofoil shape during the
flapping motion due to their compliance, and whieis &erofoil is placed in a moving
airstream, the resulting lift is what allows fagfit, thus thrust and lift are coupled. If the
lift production of wings were tested in a non-mayiairstream, the measured forces will
average out to very near zero, due to exact caticell of upstroke and downstroke
inertial and aerodynamic forces, therefore, it weesessary to generate a moving
airstream.

The wind tunnel is a common method of creating aingairstream for the purposes of
evaluating aerodynamic performance. Typically, dvitunnels must be carefully
designed to obey certain rules that dictate itgtlerto diameter ratio, test section
properties, and other parameters with the goalredtong a highly laminar and smooth

airstream. However, due to the small size of thésticular MAV and the wind
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conditions it routinely encounters in flight, a raaealistic depiction of flight properties
can be obtained from a somewhat turbulent airstreléeeping this in mind, a tunnel was
designed for the purpose of evaluating the liffgmnance of this MAV as would be seen
in real-world flight conditions. Basically this rmes the tunnel provides a moving
airstream, but not all the properties of a low e#lolaminar flow wind tunnel. The

tunnel consists of five interlocking sections, fdaet in length, for a total distance of
twenty feet. The test section is square with ttioee sides, providing enough room for

the previously described equipment to fit insiddae tunnel is shown in Figure 37.

Figure 37: Tunnel used for lift testing of the MAV

3.3 Lift and Thrust Testing Results
Using the equipment and setup described in sec8adh& and 3.2.3 a variety of lift and

thrust performance tests were conducted for eadly.wiFor thrust testing, the test was
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performed with non-moving air. To investigate tle#fects of different testing
parameters, the filtering threshold was variedrisuee no important forces were being
lost during the attempt to remove noise signalse fests were repeated multiple times to
ensure random errors were not affecting the medstaieies between separate runs. Lift
was also tested using the load cell equipment.créate conditions similar to flight, a
moving airstream was used in lift tests. Findlhe stiffness of each wing was measured
using a load cell at the wing centroid. The saffa of each wing is related to the flight
performance and offers insight into why some wiagsstronger performing than others.
In order to investigate the aerodynamic performarfasach wing, the lift and thrust were
evaluated at half throttle and full throttle. Grally, flights of the MAV at half throttle
correspond to high altitude cruising behavior, vehtre benefit of greater wind velocity
boosts lift output and there is less reliance dfigenerated thrust to propel the wings
through the air. Full throttle corresponds to takis, heavy payloads, and low altitude
flight, where maximum force output is required testain flight. The results of the half
throttle testing and full throttle testing are shovin Figure 38 and Figure 39,

respectively.
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Figure 38: Lift and thrust performance results

®@ X X » H o

61



Figure 39: Lift and thrust performance results

3.4 Data Post-processing

The flapping wing MAYV is a dynamic system with anpary frequency located at the

flapping rate of 6.1 Hz. However, the measureneguipment that the MAV is mounted

on is also a dynamic system, and has its own regpoimaracteristics. Depending on the
excitation signal the MAV is generating, a resonfmleguency of the measurement
equipment could be excited during testing. Durthg earlier stages of equipment
selection, multiple s-beam cantilever designs vessduated to establish the proximity of
their respective resonance frequencies to the ifigpmate of the MAV. Each of the s-

beam style load cells showed resonant frequencietheir dynamic responses that
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overlapped with the wing flapping frequencies, thusventing successful deconvolution

of the flapping from the response of the measur¢mmguipment.

The LCFD-1KG is stiffer than the s-beam load cellaluated, thus moving its resonant
response to a higher frequency. By using a fasidotransform of data collected during

an actual test, it was possible to observe andrapthe signals from the MAV and the

load cell, Figure 40. There is a noticeable p@&athe frequency content centered around
340 Hz, corresponding to the resonant dynamic respof the load cell and air bearing

system. There is also a secondary noise peakredraeound 115 Hz, corresponding to
the resonant response of the clamp and fixtures pagsing a simple low pass filter, this

undesired frequency content is removed from tha dallected, leaving behind the wing

forces only.
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Figure 40: Fast Fourier Transform of data collecte using LCFD-1KG load cell

An important consideration when applying filteritigthe data collected was the effect on
the force magnitude. With excessive filtering, thee value of thrust or lift output could
be diminished due to improper removal of a reahaigrather than just dropping noise
out of the signal. Therefore, a variety of filtegithresholds were evaluated to determine
the effect on the average force magnitude. Anwedhat was more than twice the
maximum flapping rate of 6.1 Hz caused no diffeeemt the measured force values.
Figure 41 shows two flap cycles with changing filteresholds, however there is no
effect on the average force value of 29.1 gramsliathree filter values. Similar testing
was performed between the limits of 10 Hz and 16f20to ensure the results were

consistent and only noise was being removed frasitinals measured.
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Figure 41: Effects of varying low pass filter cuteff frequencies

3.5 Wing Construction

In the design and construction of any MAV, one bé tmost crucial components
governing overall performance is the wings. EsgBciin a flapping-wing MAV, the
wings are paramount to flight performance aspecisluding endurance, speed,
maneuverability, climbing, gliding, and many otheseful behaviors. The wings are the
source of lift and thrust, and must therefore bgabte of supporting the weight of the
MAV plus any desired payloads.

The wings produce lift and thrust primarily duetheir ability to change shape during the
flapping motion. As the wing is accelerated, agrainic loading causes the wing to
deform. The result is a fairly large camber chaoighe wing that results in the normally

flat plate shape changing to an airfoil shape. @bBedynamic loading also produces
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large angles of attack that create thrust. Whesdhwo effects are combined, the airfoil
wings are placed in a moving airstream, thus angadiflight sustaining lift force.

In the construction of the wings, there were twotamals used. Carbon fiber rods
provided a lightweight and stiff structure of spassnilar to the skeletal structure of a
flying animal. Thin mylar foil approximately 0.00@ches thick was then attached to the
carbon fiber structure to provide the lifting suda By using a special metalized form of
mylar foil, it was possible to use heat to stick thil to itself, allowing for the wings to
be constructed without adhesives or tapes thatoMoave added extra weight.

The wings constructed were designed to investidgia¢e effects of a variety of spar
patterns. In the design of the wings, there wexermain topics of interest to be studied.
First, wings were created to study the effect ohlzing stiffness at different locations
moving from the leading edge to the trailing eddeh® wing. Second, wings were
created to study the effect of focusing stiffnes$eaver points or distributing stiffness
along the entire wing surface. By creating a detviogs that fills these two solution
spaces with some candidate wings, testing resoitkl¢hen offer insight into how these
factors impact the lift and thrust performance.

The general approach to the layout of spars is showrigure 42, with the leading edge
at the top of the figure. Each set of wings wasstwcted with the same mylar foll
pattern, resulting in equal surface area for allgsi The span L was set to 13 inches for
every set of wing, the chord H was set to 6 inches, the overall surface area for each

wing was 68 square inches.
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Figure 42: Wing configuration template

By varying both the thickness values and the angilesach spar, various styles of wings

were investigated. A summary of each wing protetgpnstructed is shown in Table 2.

Wing

t

to

t3

ty

{5

Table 2: Wing prototype parameters

1 2 3
1(655) | 0.06" | 0.05" | 0.05"| - - 36 69 -
2(63435) | 0.06" | 0.03"| 0.04"| 0.03"] 0.05] 20 19 32 34
3(6445) | 0.06" | 0.04"| 0.04"| 0.05" - 19 51 35 -
4(6445v2)| 0.06" | 0.04" | 0.04" | 0.05" | - 34 | 36 35
5(6445v3)| 0.06" | 0.04” | 0.04" | 0.05" | - 69 17 19
6(6445v4)| 0.06" | 0.04” | 0.04" | 0.05" | - 17 17 71

As a method of easily identifying a particular sétwings, a nomenclature has been

adopted that is descriptive of the wing spar camfgjon, shown in parentheses in

column one of Table 2. For example, wing 3 is mef@ to as 6445 because of the

thicknesses of its structural spars having valdé€s@6”, 0.04”, 0.04”, and 0.05” moving

from leading edge to trailing edge.
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3.6 Force Measurement Verification

3.6.1 Overview

When testing the lift and thrust performance ofuhegs, an important consideration was
the calibration of the test equipment. Some realdvtest results were needed to
validate the results measured using the load dallestablish a baseline of performance,
each wing was flight tested to measure its maxinpatyload capacity. While flying at
maximum payload, the MAV was speed tested to dastalal thrust performance level.
With the combination of these two indisputable realld results, a basis for verification
of testing using the load cell was in place.

The technique for verification is based on the prtpnality of lift and thrust. As the
MAV increases its velocity through an airstream,liitt should increase as the square of
the velocity. Therefore, by measuring the lift aredocity encountered in the tunnel, as

well as the lift and velocity of flight, a relatiship should hold that is described by:

where the left side of the equation describes ifheamnd velocity encountered in flight,
and the right side of the equation describes tharid velocity encountered in the tunnel
testing environment.

3.6.2 Flight Testing Results

Each candidate set of wings described in secti@n vid@as flight tested to find its
maximum payload, and corresponding velocity at mmaxn payload. The results of
flight testing were then compared to recorded \@fuem the load cell to investigate the
correlation of measured values. In general, tightflitesting agreed closely with the

measured values.
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The first step in this process was to perform pagldesting to verify wind tunnel
measured values. First, the wind velocity was meskin the tunnel, and found to be an
average of 10.5 ft/s. The value is expressed aavamage due to the semi-turbulent
nature of the airstream, therefore this value ascitive of a typical velocity encountered
in the tunnel. This is a slightly lower value trthe flight velocity of the MAV exhibited
during flight tests, resulting in a somewhat diraired lift value, based on the discussion
of lift and thrust coupling in section 3.2.2. Amaparison of lift values is shown in Figure

43.

Figure 43: Comparison of tunnel measured and actudift values

The next step in the validation process was to egenghe ratio of lift to squared velocity
for both the flight tests and tunnel results, asemans of comparison. If these values are
well-aligned, then the tunnel will have provenvisrth as a useful tool for the evaluation

of flapping-wing aerodynamics. Results of this pamson are summarized in Table 3.
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Table 3: Comparison of lift to squared velocity rdios for flight testing and tunnel testing

Flight Wind Wind
Velocit | Payload | Tunnel Lift Tunnel Flight | Tunnel/Flight
Wing y (ft/s) (9) (9) Liv? L/v? Error
1(655) 12.04 58.8 42.2 0.381] 0.406 6.1%
2(63435) 12.49 62 49.7 0.448| 0.397 -12.8%
3(6445) 12.49 62.9 47.0 0.424| 0.403 -5.2%
4(6445v2) 12.13 61.1 41.8 0.377| 0.416 9.3%
5(6445v3) 12.04 55.8 39.8 0.359| 0.385 6.7%
6(6445v4) 13.24 79.9 52.7 0.476| 0.456 -4.4%

Due to the usage of hand-built wings, there exdstae variability in the errors computed
in Table 3. Mainly, this effect is attributed tskewing of the thrust vector for some of
the wings. Put simply, this means the wings artepedfectly in trim, so the tail must be

used to correct the flight direction. This in tumpacts the drag of the MAV during

flight testing, resulting in the errors shown. Tresults shown here highlight one of the
fundamental weaknesses of manually assembled plaetdack of precise repeatability
leads to randomness in flight performance.

3.7 Wing Compliance Measurement

3.7.1 Overview

As a means of explaining the lift and thrust perfance of the wings, compliance
measurement was performed at the centroid of e@). wrhe measured compliance is
one of multiple factors that determine wing liftdathrust performance, due to the
dependence of force output on the deformation efwiings. Without any deformation,

the wing would exhibit a nearly zero angle of dttaand thrust output would drop to

zero. In addition, the camber of the wing woulthaén constant, resulting in a nearly

zero average coefficient of lift for the wing. Byeasuring the compliance of each wing
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and comparing these results to the lift and threesttain conclusions can be made about
how and why compliance is affecting force output.

3.7.2 Testing Procedure

Evaluation of wing compliance involves a relativedynple procedure of applying a
controlled deflection, and measuring the loadingpomse. By deflecting the wing at a
slow and controlled rate, the loading response prdivide information about how the
spars and mylar foil combine to resist this motiamg add together to produce an overall
global behavior. Hence, two main pieces of equiptmeere required to conduct this test.
First, a displacement control apparatus, capableoohputer-controlled motion, and
second, a load cell to measure the wing responsedo Included with the load cell were
some data collection and filtering devices, useattord and condition the measurements

from the load cell. This setup is shown in Figdde
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Figure 44: Wing compliance measurement equipment

As described in Section 3.5 Wing Construction, Hreangement of wing spars is
different for each set of wings evaluated. Thised the question of where on the wing
surface to conduct a compliance measurement. elséime point were tested on every
wing, comparisons would be invalidated by locadifiséiss effects superseding the global
stiffness values that are desired. Therefore, aaat) was modeled using the appropriate
geometric layout, as well as measured densitieghi®rfilm and spars. The center of
mass for each wing was then located, and markettieming surface. By testing each
wing at its center of mass, a more fair comparisan be made between each set of
wings, resulting in more meaningful conclusionsrirthe data collected.

The tests were conducted as follows. First, tla€ loell was clamped into the controlled
displacement arm. Second, the wing was mountexhbiile load cell with the calculated

wing centroid positioned directly below the loadl.c&'he load cell was then used as an
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end effecter to cause gradual displacement of thg wentroid, until a sufficient amount
of data was collected to observe the displacemédhiess relationship. By repeating the
test multiple times, the data was verified and ydad post processing.

3.7.3 Stiffness Results

Each wing was tested using the procedure descravetithe data from the displacement
equipment and load cell were synchronized. Forpaomon, all the collected data points
have been plotted together in Figure 45. Thereaamamber of conclusions that can be
drawn from the data presented. The obvious comgars in the relative stiffness of
each wing, ranging from a minimum of 0.507 grams/rtona maximum of 1.569
grams/mm. When comparing these stiffness valtias,important to keep in mind the
measurement was taken at the centroid of the wimigh is located at approximately

one-third of the total wingspan length.
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Compliance Data
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Figure 45: Centroid stiffness-displacement measuments

3.8 High Speed Photography Analysis

To properly explain the performance of a given sketvings, three main factors are
required. First, the amount of deflection presarthe wing must be quantified. This is
important because the formation of a large pockethe wing surface during flapping
will capture more air, resulting in a greater amooh thrust output. Second, the
spanwise point of maximum deflection must be deireech This point helps to explain
the direction of thrust production. If a given sftwings produces a large amount of
thrust, but directs most of it laterally, then tigsbasically lost work. Thrust must be
directed parallel to the flight direction for thearimum benefit. The third piece of

information required is the angle at which the wagpsumes its peak deflection. If a
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given set of wings is achieving its maximum deflactearlier in the wing motion, then it
will be spending a larger portion of the total dadle flapping range producing larger
forces.

Evaluation of each wing was performed by clampihg tMAV and filming the
deflections of the wings during maximum throttlegping. The peak deflection of the
centroid was plotted for each wing, during both ttevnward flapping motion and
upward flapping motion. In addition, the angletttitee main wing spar was at when this
deflection was reached was plotted. The resuéisshown in Figure 46 and Figure 47.
For the downward flapping direction, the motiorrstat 52.5°, so the closer to this value
that the peak deflection is occurring, the bett®mnilarly, during the upflap, the motion
is starting at -12.5°, so the closer to this vdheepeak deflection is occurring, the better.
In general, it is desirable for the wing to reath maximum deflection as rapidly as
possible, because then a larger portion of thepitep motion is providing the largest
possible thrust forces. The data is reflectivéhed point, as in both cases, the wings that
start deflecting earlier in the flapping cycle tetwl have greater thrust output. In
addition, the wings that deflect by a larger amotemd to have greater thrust output.
These two trends provide important design insighttfie creation of an effective set of

wings.
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Figure 46: Angle during downflap that maximum defkection is reached
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Figure 47: Angle during upflap that maximum defledion is reached
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The centroid provides a measure of two of the tifeiers impacting wing performance,
the amount of thrust and the portion of the flagpaycle during which this thrust is
exerted. However, the direction of thrust outputanother key piece of information
needed to explain how a given wing performs. Faechewing, some spanwise point
farther out on the wing than the centroid reachedaximum deflection value. This
value was plotted for each wing, as well as itatmn along the wingspan in Figure 48.
The combination of the two values provides usefigight into both the magnitude and
orientation of thrust output. In the plot, the ided point of maximum performance is up
and to the left. The reasons for this are simgdethe deflection is increased, a greater
volume of air is thrust from the wings. As the p&e point of peak deflection is
moved inward along the wing span, the thrust predus directed closer to parallel to
the flight direction. These results are refleatethe data, where the highest performing
wings are up and to the left, while moving to tight skews thrust away from the flight

path, and moving down reduces thrust magnitude.

77



Improving ——
. Performance X
m e

¥t

f 1

Figure 48: Peak deflection properties from high sped photography

3.9 Summary

This chapter has presented an approach to thendasdyselection of flapping wings for
a MAV. The approach consists of a combinationivfand thrust testing using both
moving and non-moving airstreams, flight testing payload and velocity, and stiffness
analysis of wings, using both direct and indireegasurement techniques. The results of
this chapter suggest certain rules of good desigbet followed such that a wing will
produce larger lift and thrust forces.

Thrust forces are primarily attributed to the fotima of a large pocket in the wing, due
to compliance allowing a camber change to occuaex®dynamic loading is applied.
The distribution of compliance in the wing is anpontant determining factor for thrust

performance. The compliance distribution must behshat the peak deflection occurs

78



inboard along the wing span, resulting in thrusected parallel to the flight path. With a
combination of large wing deflections and propelistributed compliance, a given set of
wings will be able to produce larger locomotivecks.

Lift forces are primarily attributed to two factorg-irst, the shape created by the wings
during flapping must have a large coefficient df.li This is achieved with a lift
producing airfoil shape, and with a smooth surfaesulting in reduced flow separation.
The second important factor is the thrust productiba given wing. Lift is coupled with
thrust because as the airflow velocity is increasieere is a corresponding increase in lift
due to greater flow velocity over an airfolil.

While the techniques in this chapter do not disesflecify how to construct a successful
wing, there is still value to the general approady following the steps presented, a
designer can iteratively build wings, evaluate themd make improvements that are

justified with test results.
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Chapter 4 — ‘Jumbo Bird’ Flapping Wing MAV

4.1 Introduction

Flapping wing MAVs requires at present have a sistiplimited mission scope. Due to

strict weight limitations, it is difficult to carrgensors, autopilots, extra batteries, and

other useful mission payloads on miniaturized ahigvles. Therefore, fundamental
advances are required in the following areas toafor successful field deployment of
flapping wing MAVSs in a variety of applications:

1. Reduction in Drive Mechanism WeightCurrent flapping wing MAV designs have
very limited payload capabilities. This seriousiyits the number of on-board
sensors and the flight time. A main contributorth® weight controlled by the
designer is the drive mechanism that converts risototary motion into the flapping
motion of the wings. Usage of polymer as the stmattmaterial reduces the weight
of the drive mechanism. This will allow for MAVs toarry more auxiliaries.
Reduction in the weight will also enable the uséagjer batteries and hence increase
the overall mission time. However, we have to eaghat the reduction in weight
will not compromise the structural strength of thechanism under operation loads.
By performing detailed analysis of various forcesray on the structure, the shape of
the drive mechanism was optimized to minimize theight and retain structural
strength.

2. High Power Transmission EfficiencyIn order for a flapping wing MAV to work,
the rotary motion of the motor needs to be condent¢o flapping wing motions.
Moreover, the motor speed needs to be reduced tchntlae desired wing flapping

frequency. Power transmission from the motor towiegs is accomplished by the
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drive mechanism. The efficiency of the power traission is a major concern. Due
to weight considerations, low-friction bearings @anbe used in this application.
Losing too much power in the transmission will reglihe operational range and also
require use of a bigger motor. Hence, we are istedein exploring new concepts
such as compliant drive mechanisms to minimizepihwer loss in the transmission
without increasing the mechanism weight.

. Low Cost Currently, the distributed compliance flapping aln&nism used in our
MAYV is produced using CNC machining and manual mdde. Unfortunately, CNC
machining is not a scalable process and is notbfieafor low cost production of
MAVs. In order to make flapping wing MAVs attractivin search, rescue, and
recovery efforts, they should be disposable froma ttost point of view. The
distributed compliance mechanism discussed in gbidion is manufactured using
CNC machining and manual assembly. Hence, the steptbeyond this mechanism
will be to apply successful design traits to a na&chanism that is manufactured

using a scalable process that can bring cost esetrdsy time down.

4.2 Electronic Components Required for MAV Functiahty

To drive the flapping mechanism and provide basght functionality, a variety of

electronics components are necessary. These ca@myorhnave been selected to

compliment the flapping mechanism while keepingghieto a minimum. Without these

components, throttle and steering control wouldbeopossible.

The desire to keep the weight as light as posddaleus to use the lightest functional

electronic components available on the market. Wase a brushless DC motor as the
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source of the rotary motion, due to high thruspatibf 210 grams, good efficiency, and

acceptable weight, Figure 49.

Figure 49: LRK 13/6/11Y brushless DC motor [49]

This brushless motor requires an electronic speatraler for operation, so we selected
a lightweight brushless speed controller ratedufptto six amps of current draw, Figure
50. This component is required to convert thragtigals into the coordinated electrical
pulses that drive the brushless motor. While tlmtomis only supposed to draw three
amps, smaller speed controllers were erratic iraima for two main reasons. First,

flapping wings present an unusually irregular logdpattern as compared to a propeller.
Second, the flapping wing MAV moves through theraiatively slowly compared to a

fixed-wing aircraft, resulting in less air cooliagd increased risk of overheating.
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Figure 50: Feigao 6A brushless electronic speedrdooller

We then picked the lightest matching remote contealeiver, a Microinvent Minor,
Figure 51. This receiver weighs 0.75 grams andiges four-channel radio control.
One channel each is devoted to throttle and stgeteaving two extra channels for

auxiliary functions in future missions.

Figure 51: Microinvent Minor radio receiver [50]
For steering of the MAYV, the lightest availablev&erwas used to deflect a tail surface
constructed in the same style as the wings, Fi§@re The tail provides functionality
much like a rudder, where drag is uneven leftgbtriresulting in steering. While lighter
actuators such as magnetic coils are availablesi#tegeof the MAV was too large for this
to be feasible. Due to the rate of flapping havangtrong impact on climb rate, an

elevator was tested and deemed unnecessary ahddey to be practical in this MAV.
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Figure 52: Blue Arrow S0251 servo used for tail rdder actuation [51]

For power, lithium polymer battery cells were usedh three cells connected in series to
provide 11.1 volts. The batteries come in a variet capacities, thus providing a
tradeoff to the pilot depending on the desired raiss If it is desirable to carry a very
heavy payload, small capacity batteries can be tesptbvide shorter flights with greater
lifting capacity. For typical flights, three 250Ah capacity cells were used, with
minimal packaging and lightweight wires used faremonnections to keep weight to a
minimum, Figure 53. The battery is a key contrioub overall MAV weight, with a

typical pack weighing about 20 grams.
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Figure 53: Lithium polymer battery cell [51]

4.3 Functional Decomposition

Each of the parts identified in section 4.2 is pdrthe overall MAV system, described in
Figure 54. All the parts in the system combin@rovide two primary functions, control
over wing flapping motion, and control over a taitlder. Achieving these two functions
requires the transfer of power, control signalsl arotion through multiple components.
First, power is sourced from the lithium polymettbey pack, which provides 11.1 Volts
to the system, nominally. This voltage is firshts® the electronic speed controller. The
electronic speed controller contains on-board dirgwcalled a battery eliminator circuit
(BEC). The function of this BEC is to step dowm tvoltage to 5 Volts, so that other
components in the system can be run without thd farea separate low voltage battery,
thus providing weight savings. The low voltageused to power the radio receiver,
which is set to receive signals on channel 12 @®2.BIHz). An equal setting on the

radio transmitter ensures that the control sigealsmanded by the pilot are received
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without interference. The receiver is used toriiste the pilot’'s command signals to the
two actuators in the system, one for steering,arelfor driving the wings. The steering
signals turn a servo that holds the tail, resultimgudder-like steering. The throttle

commands require further processing, and are sghetelectronic speed controller. The
throttle commands are received and converted irgterig@s of precisely timed pulses that
drive the brushless electric drive motor at theirddsspeed. This rotary motion is then

converted to wing flapping action by the flappingehanism, completing the system.

Lithium Polymel

Battery Pack
l 11.1Vv Ch. 12 Ch. 12
Throttle i
Electronic Spee 11.1V Battery 5 . Steering  Radio Contro
Controller Eliminator Circuit Receiver € Transmitter
L _ \\sv
11.1V | Drive Throttle /. steering
\i, pulse:
Tail Servo Motor
Brushless Driwvi
Motor lMotion
lMotion
Flapping Rudder

Mechanism/Wings

Figure 54: Functional decomposition of MAV system

While selecting the components to be used in thé/lVestrong emphasis was placed on
weight minimization. Therefore, the componentsdusee highly miniaturized, and

represent some of the lightest available over thenter products. The weights for each
component are listed in . A weight is not includedthe flapping mechanism, because

this will be discussed in greater detail in chapteérand 6. The 6445v4 wings selected
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were used for all subsequent testing in Chaptend @hapter 6, due to their strong

performance in the evaluation presented in Chdpter

Table 4: MAV component weights

Component Weight (g)
11.1V 250mAbh lithium polymer battery pack 21.0
Electronic speed controller 4.5
Radio receiver 1.4
Tail servo motor 4.6
Rudder 1.6
Brushless electric drive motor 7.5
6445v4 Wings 7.1
Body (Foam, carbon fiber) 3.0
Wires and connectors 3.9
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Chapter 5 — Distributed Compliance Flapping Mechamnsm

5.1 Introduction

A crucial component of the Jumbo Bird flapping wiM@\V is the drive mechanism used
to convert rotary motor output into wing flappingotion. This chapter describes an
approach for determining the drive mechanism slaagesize that meets both the design
and functional requirements. This problem has mdagets that need to be
simultaneously considered. The primary objectivioisninimize the weight of the drive
mechanism. The secondary objective is to selextsthucture shape that will provide
maximum performance benefits. The structure shayoksize need to ensure that the
forces acting on the structure do not induce exeesstresses. Furthermore, structure
shape and size need to allow for unpredictablee®reen during wind gusting, crashes,
and other events. In this section, a detailed agugr is presented for decomposing this
challenging problem into more manageable stepst,Far quasi-static kinematic and
dynamic model of the flapping mechanism will be gmreted that determines the
distribution of forces present in the mechanismirduthe flapping motion. This model
uses physically measured real-world forces crebiethe wings flapping as inputs, for
improved accuracy of the modeling. The outputghef model will be used in Finite
Element Analysis (FEA) of the mechanism. By udimgse tools, the mechanism will be
improved until it reaches the specified design amdttional requirements. The design
generated by this approach was used to successédllize a flapping wing MAV that

has completed many test flights under a varietyooiditions.

5.2 Motivation for Distributed Compliance Design
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This section describes the design and constructibra flapping mechanism that
incorporates distributed compliance to providecsffit power transmission. Compliance
is used in the mechanism as a technique for redymdver input requirements, thereby
contributing to the goal of an efficient mechanism.

Using a motor and drive mechanism necessitateshbatotor provide enough force to
both accelerate and decelerate massive wings. cbmstant usage of power to reverse
the direction of the wing flapping results in reddcefficiency relative to a propeller or
rotor driven design, where the motor is constauditlying the wings (propeller) in a
useful direction, rather than fighting to overcomnertia it previously generated. A
method of recovering this wasted energy is to usempliant flapping mechanism. A
compliant mechanism is a flexible structure thaisttally deforms to produce desired
force or displacement. Compliant mechanisms seveamportant functions. First, they
transmit and transform motions, forces, and energgulting in the wing flapping
motions. Second, compliant mechanisms store elastain energy as their flexible
members are deformed. Such a design can be ses@alagous to a hybrid drive vehicle
where the braking energy that would otherwise Is¢ &3 heat is partially recovered and
re-used at a later time.

Compliant mechanisms offer several benefits ovechaeisms with rigid links and
articulated joints. Some of these benefits inclug@uction in backlash, friction, and
wear between moving parts. This can result in ecedunoise and vibration during
operation. Compliant members provide energy swonaben deflected. This energy
storage is the key to efficiency improvements otvaditional rigid mechanisms. By

coordinating the deflections of the mechanism \lign motion of the wings flapping, the
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energy storage can be exploited to reduce inehtisées due to acceleration and
deceleration of the wings. The result of compliar@chanisms used in this fashion is a
reduction in the range between minimum and maxino@ding, and a corresponding
decrease in power consumption of the electroniogpoments in the MAV [7].

The flapping mechanism described in the followiregt®n makes use of distributed
compliance in its structure, meaning that the limkthe mechanism are flexible, and the
revolute joints that connect flexible and rigiddsare free to move. Both a dynamics
and a finite element analysis will be presenteddtermine the stresses and strains in the
mechanism. In addition, high speed video resuilissiwvow strengths and weaknesses of
this mechanism design when used in the ‘Jumbo Ba&gping wing MAV.

5.3 Functional Concept

In this section the main requirements for the meidm are outlined, a mechanism
concept is described, and the main steps in thebapp for converting the concept into a
detailed design are explained.

Based on the weight, size, and functionality casts, a compliant mechanism was
found to be a suitable design for the purposeh®fMAV. The compliant mechanism
provides minimized friction losses, energy recoyenyd ease of manufacture due to part
consolidation. Figure 5%hows the schematic diagram of the mechanism ctncep
Flexural members were incorporated into the meamano provide for compliance in the

structure to facilitate motion.
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Figure 55: Schematic diagram of the compliant meamism for
flapping wing action

It was determined during flight testing that strdhght performance is highly dependent
on total weight, therefore, the goal for the medcsrmnweight was less than 5 grams. By
minimizing the mechanism weight, there is increaseailable capacity for batteries and
payload. Also, more agile flight is possible, umiihg better climbing, maneuverability,

and softer landings with reduced risk of damaghe desire to minimize the mechanism
weight led to the use of a polymer for the struaitumaterial. DuPont Delrin® acetal

polyoxymethylene (POM) was used due to its lighighe acceptable strength, and
suitability for CNC milling operations. The matariproperties of Delrin are listed in

Table 5: DuPont Delrin® acetal polyoxymethyleneenial properties [52].

Table 5: DuPont Delrin® acetal polyoxymethylene migrial properties [52]

Measure Value Units
Ult. Tensile Strength 75.8 MPa
Elongation at Break 30 %

Flexural Modulus 3.10 Gpa
Tensile Modulus 3.10 Gpa
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While one of the goals of this mechanism was toaisgalable manufacturing process
such as injection molding, this would have beery\tgne consuming during the earlier
development stages. Therefore, in the interesspafeding the process of building
concepts and making changes quickly and easily, Ghifing was chosen as the
manufacturing process for this mechanism. Thiglted in quicker manufacturing times
due to the possibility of rapid machining of plastelative to aluminum for injection
molds. Especially in the earlier stages of devalept, the choice to use milling proved
to be beneficial due to the many changes that weagle as new problems were
discovered during testing. In later stages, asitimm to injection molding was planned,
and will be discussed later in chapter 4 with a neechanism concept.
A crucial functional requirement for the MAV driveechanism is that the flapping
action of both wings should be synchronized. Baseg@reviously conducted exploratory
tests of a flying prototype, the desired rangeaygding was found to be 65°. Importance
of synchronization is emphasized, because it nigt @msures the required flapping action
for a successful flight of the MAV, but also cobtites to the overall stability of the
mechanism. Preliminary tests indicated that wite thing area of 8.8E-027nthe
flapping frequency needed to be at least 3 Hz stasu flight.
The main functional requirements for the drive nagbm were as follows:

Flap wings at more than 3 Hz

Achieve flapping range between —12.5° and +52.5°

Transmit motor torque of 1.85 Nm

Support wings of total area of 8.8 E-03 m
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5.4 Mechanism Shape Synthesis

The first step in the design approach for thisglag mechanism is to establish detailed
part shapes and dimensions using the conceptétestin Figure 55. To accomplish this
goal, the shape synthesis of the mechanism folloavéldree step approach. First, the
basic shape of the mechanism was established [aflidgtthe design concept with

functionality constraints and manufacturing constea  Second, the constrained
dimensions of the mechanism were determined byyaing the mating components and
motion requirements. Third, parametric optimizatand finite element analysis (FEA)

were used to determine the values of other critisadonstrained dimensions. This

approach is summarized in Figure 56.
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Figure 56: Shape synthesis from the mechanism caepatual design to the detailed part design

5.5 Elaboration of Design Concept

To obtain the desired flapping wing action from tieéary input of the motor shaft, a
crank-rocker mechanism was designed based on tieepbin Figure 55. The motion of
this flapping mechanism is powered by the cranthatbottom, which is driven by a set
of gears that transmits the rotation of the motd@y selecting a set of gears that is
properly matched to the motor speed, the desiegupihg rate is achieved. In order to

reduce the rotational velocity of the motor to nhatice flapping frequency requirement,
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the mechanism uses a three-stage set of geansrthvade a 55.4:1 reduction, resulting in
a maximum flapping rate of 6.1 Hz, based on th&k petational velocity of the motor.
The gears were selected such that the necessppyritarate was well within the throttle
range of the motor, while also providing the apilib drive the wings faster so that
demanding flights were possible, including heavylpads, bad weather, and other
scenarios. As the crank turns, the rocker is gullp and down, with each side of the
rocker using a pinned connection to allow for fremtion. As the rocker moves up and
down, the vertical arms of the compliant frame v stretched inward and outward.
Note that the compliant frame must be able to mowhis manner, because without this
flexure, the mechanism would be locked in placg.aBering the dimensions of the wing
supports, the amount of flexure in the compliaatrfe can be controlled, as well as the
flapping range of the wings. The wings are dribgnhollowing out the wing supports
and inserting the leading edge spars of the wingse rear of the wings is then fixed to
the body of the MAV, and as the mechanism driveswing supports, the wings are
flapped.

Several prototypes of the design concept illustkate Figure 55 were constructed to
investigate the effects of various disturbancedsron the flapping action. Experimental
results showed that disturbance forces cause umatemotion out of plane, resulting in
excessive stresses on the gears and wing suppsertgell as improper flapping motion.
To remedy this problem, a bi-planar support desiggs used to help constrain the
flapping motion to a single plane. The structina tholds the flexural members in plane

is shown highlighted red in Figure 57.
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Figure 57: Bi-planar support structure

Once the basic shape of the mechanism was estlisising the functionality
constraints, the next step was to determine themkions in the mechanism. The overall
length and width of the mechanism were found t&bHenm and 14.6 mm by combining
the motor size with the dimensions of the gearscsetl, such that a protective housing
could shield these components from impact damagedampact package. To achieve
the desired flapping range of 65°, the length ef ¢hank and the rocker were set to 4.1
mm and 44.2 mm, respectively. Finally, to shife thapping range to the desired
minimum and maximum values, the wing supports vaegigned with a 15° inclination
at the hinge point, resulting in +55° to -15° flagpmotion. The key dimensions of the
mechanism are shown in Figure 58. With the shdgbeomechanism established, the

next important step was to determine the stressgstaains present in the flexural beams
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at the top of the frame using a combination of kiméc and dynamic modeling along

with FEA.

Figure 58: Dimensions of the mechanism body

5.6 Estimation of Forces for Optimization of Mecham Dimensions

After elaborating the mechanism shape and detengitiie constrained dimensions, the
next step was to estimate forces acting on the amsm during the flapping motion.

These forces were used in determining the stredsthe flexural frame that arise during
the wing flapping motion, and are important foretetining the factor of safety. The

mechanism flapping motion is a dynamic problem, éesv due to the maximum

flapping frequency of 6.1 Hz combined with the teldy small masses of the moving

parts, the inertial forces were neglected. In #nalysis, the motion cycle was divided

into multiple time frames and static equilibriumadysis was performed at each time step.
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As a technique for modeling the flexural frame e tmechanism, a pset-rigid body
planar mechanism was us Figure 59. In this model, the motouatput shaft anipinion
are located at point C, the gears are located at pdntg, and F, and the pushris
driven by the crank at point FThis means the compliant members flexibilityas
modeled using stiff links with torsion springs &etanchoring joints. Motion wi
generated using a constant rotary input that walmide the mechanism at the proj
maximum flapping rate of 6.1 Hz. The wing forc@uis were modeled normal to t
wing spars, with sinusoidal profiles and magnitudgaal to te maximum wing force
measured. Since these inputs were used in an effort to deternunconstraine
mechanism dimensions, the forcmodeledwere chosen with the goal of creating

worst cas scenario of loading, so that the mechanismuld be robust.
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Figure 59 Kinematic representation of the mode
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A key parameter of the pseudo-rigid model was e torsion springs that anchor the
bottom of the flexural frame. By tuning the stés and damping of the torsion springs,
the behavior of the actual mechanism was approeithais closely as possible. To

determine the appropriate stiffness value for ¢hsion springs, Equation 1 was used.

Equation 1: Bending stiffness of a beam
where:

k.ot — Rotational Stiffness
E — Young's Modulus

| — Moment of Inertia

| — Beam Length

The mechanism was modeled using MSC Adams/View 88a@re, using the model
inputs listed in Figure 59. A reaction force dlsiition analysis was performed by
running a static equilibrium simulation for a fulapping cycle. The goal was to
investigate the entire flapping cycle and find wherst-case combined loading scenatrio,
such that the highest von Mises stress would bsepteon the mechanism. Therefore,
the reaction forces and deflections were recordeditecal points A through F shown in
Figure 59 with a resolution of 4.0E-4 seconds. Tihees with the highest loading
intensities and deflections were chosen as the hkety for worst-case loading. These
loading scenarios were then used as inputs inefieement analyses, using the
Mechanica module of Pro/Engineer Wildfire 4.0 s@aftec The goal of the FEA was to
input the modeled force distribution seen by thecmaaism and find the resultant
displacement and von Mises stress induced on thehanésm structure. By carefully

selecting the loading cases output by ADAMS/Viewbt investigated, the number of
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finite element analyses was reduced significanfiyis approach can be generalized to
any time-dependent loading applied to a designetitpaestablish dimensions that will
lead to a desired factor of safety.

A sensitivity analysis was performed to determihe éffect of varying torsion spring
damping values on the sought reaction forces. efteets of varying the torsion springs’
damping coefficient is shown in Figure 60. Theyskerigid modeling technique was

unstable without some damping force included, sowlas a necessary part of the model.

1 %2 +##
¢ %4

1 ® %2
© B %2

- %2

%2

Figure 60: Effect of damping coefficient on compéint frame.

By filming the motion of the mechanism with a higjreed camera, the actual deflections
were recorded during flapping, and by adjustingdbmping value, a similar amount of
deflection could be achieved in the model. Forrtieeel, a damping value of c=0.5 N-
mm-sec/deg was chosen to match the filmed deflesti@s closely as possible. In
making this selection, the primary goal was to echi a similar peak deflection

magnitude between the model and the filmed resddther than trying to match the
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entire time-dependent profile. Due to the complesf the motion filmed and the many
factors impacting the model, capturing both the mitage and time-profile becomes
extremely challenging. A comparison of modeledeaiions and actual deflections is

shown in Figure 61.

4 —_— % 31

Figure 61: Comparison of actual and predicted defanations of compliant frame

This comparison reveals a key limitation of thiscimenism design. Due to the lack of a
horizontal constraint at the connection point whign@ rocker drives the wing supports
(in between points A and B in Figure 59), theransunintended extra degree of freedom
that can be described as sway. High speed vidatysas revealed this effect to be
present in the mechanism during higher flappingsafFigure 62. This effect is very
difficult to exactly capture using the pseudo-rigiddy model that has only linear
stiffness and damping coefficients, therefore, dswmportant to use good engineering

judgment when setting the stiffness and dampindficamts, and when interpreting the
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results from the modeling. The filmed peak deftatimagniude of the compliant frarr
ranged from +0.06 inches t-0.02 inches. By comparison, the prediction of
deflection magnitude ranged from +0 inches to -0.025 incheshdrefore, the modt

used was a conservative estin.

Figure 62: Asymmetric deflection of the flexural frame

5.7 Summary

This chapter has presented a mechanism that cenwertrotary motion of a motor in
flapping action. The flapping mechanism is desigtetake advantage of a distribu
compliance sategy for efficiency improvemes. The mechanism weighs a total of

grams, with the distributin of weights listed in Table 6.
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Table 6: Distributed compliance flapping mechanisnweight breakdown

Part Weight (g)
Compliant frame (3 parts) 2.9
Pushrod/crank 0.4
Motor mount 0.5
Wing support arms 0.5
Carbon fiber rods (structural support) 0.5
Pins for revolute joints 0.6
Gears 2.0

Flight testing has shown this mechanism to be tet&fe design in a variety of metrics.
The evaluations of Chapter 3 were all performechgighis mechanism, due to its
excellent reliability. In addition, a variety addts were performed to determine the limits
of functionality for this mechanism. Successfutdmor flight testing in wind speeds of
up to 15 mph and endurance tests as long as 20temimere successfully completed
without any damage to the flapping mechanism. ffeximum payload test of 79.9
grams total weight was also completed with this me@csm. During the course of many
flight tests, this mechanism showed good robustreess was able to withstand repeated

crashes without sustaining damage in most cases.
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Chapter 6 — A New Localized Compliance MAV FlappingMechanism

6.1Introduction

In Chapter 5, a flapping mechanism was presentatldbught to address three major
challenges the MAVs are currently facing. The lgrajes were to design a mechanism
that was highly efficient in force and motion tréers while maintaining light weight, and
to manufacture this mechanism at low cost with @adde technique. The mechanism
design approached these challenges by making usdisoibuted compliance in its
flexible frame, thus reducing the inertial lossessaxiated with cyclic acceleration of
massive wings. Another approach to this problerno isse localized compliance in the
flapping mechanism. This strategy uses rigid lithkat are connected with compliant
joints, resulting in similar functional benefits.

As with the distributed compliance mechanism of @ba5, this chapter describes an
approach for determining the drive mechanism slaagesize that meets both the design
and functional requirements. The primary objecits/&o minimize the weight of the drive
mechanism. The secondary objective is to seleshape for the structure and the
compliant joints that will correct the performanpeoblems exhibited by the previous
design, while obeying various injection moldingesi The design of the flexible joints
will be particularly important, due to the smalkeiand large loads to be carried.
Consideration will be given to the interlocking he@ues that will ensure good
resistance to failures of the material interface.brief discussion of injection molding
concerns relevant to the production of the flexibiats and rigid structure will also be

covered.
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A detailed force analysis will be presented for lb&alized compliance mechanism. As
with Chapter 4, a quasi-static kinematic and dymramodel of the flapping mechanism
will be presented that propagates the wing foraesughout the mechanism. The outputs
of the model will then be used in finite elemenalgsis (FEA) of the mechanism.

The design generated by this approach was usedctessfully realize a flapping wing
MAYV that has successfully completed many test tigh

6.2 Motivation for Localized Compliance Design

The motivation for a localized compliance desigtoi®ffer a new approach to the same
problem that is presented in Chapter 5. Howeueanging to a localized compliance
strategy presents a performance tradeoff. Whiée dbsign of Chapter 5 was largely
successful, testing revealed some important issugsteduction in performance was
observable in the form of decreased flapping ramge,of plane compliance, and an
unintended extra degree of freedom. By using migré materials in the construction of
the links in a localized compliance mechanism, somhis out of plane motion can be
more easily eliminated. Since the distributed cliempe mechanism was produced
mainly with CNC milling, there was a large part nbugeometric complexity, and heavy
reliance on time-consuming manual assembly operaticHowever, with a new scalable
manufacturing technique, the benefits of large Ib@roduction can be harnessed to drive
down the cost and time of producing the localizeshpliance flapping mechanism. This
in turn should improve the viability of the MAV tits consumers by offering
expendability. It is important to emphasize thdbealized compliance strategy is not
definitively better or worse than a distributed giance strategy, merely it offers a new

approach to the same problem. A key drawback etdbalized compliance mechanism
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is the design of the joints. By attempting to fe@ll the stored energy into such a small
volume of material, the stresses and displaceméetsome highly concentrated.
Complicating this matter is the difficulty of crea multi-material joints at such a small
size. Without careful design decisions, this casult in significant reductions in
reliability of the MAV.

The mechanism design of this chapter seeks to lésssons from the previous
mechanism design. This mechanism will correctféitgors contributing to functionality
weaknesses identified during the testing of theviptess mechanism. In addition, the
manufacturing process will be faster and cheapertduadoption of classical injection
molding, as well as some innovative molding techeg] As these challenges are
remedied, attention will still be given to the nehallenges that arise due to a change in
layout and manufacturing technique. A goal of lbealized compliance mechanism
design will be to synthesize the lessons learneun fithe distributed compliance
mechanism with emerging manufacturing techniquesylting in a design that meets all
of the requirements from the areas of functionalitsize and weight, and
manufacturability.

6.3 Functional Concept

In this section the main requirements for the meidm are outlined, a mechanism
concept is described, and the main steps in thepapp for converting the concept into a
detailed design are explained.

This mechanism seeks to use compliance as a fuatticharacteristic, due to the
multiple performance benefits offered. Complianedmanisms provide minimized

friction losses, energy recovery, and ease of natufe due to part consolidation. The
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key difference will be the localization of compl@nto the joints. As with the distributed
compliance mechanism, the main functional requirgsméor the drive mechanism are
summarized as follows:

Synchronized flapping of left and right wings

Flapping frequency between 4 and 6 Hz

Flapping range between —-12.5° and +52.5°

Support wings of total area of 8.8 E-03 m
Figure 63 shows the functional concept of the laeal compliance MAV flapping

mechanism.
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Figure 63: Schematic diagram of localizedompliance
mechanism for flapping wing action

In the design of the flapping mechanism descrilme@hapter 5, there were a variety of
benefits obtained from the usage of compliance &snational characteristic. These
benefits enabled the mechanism to perform effigrewhile maintaining light weight.

The compliance strategy in the mechanism was twiltlise the compliance spatially,

thereby creating a flexible frame to absorb, starel release energy elastically. One of
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the main problems with the distributed compliandapping mechanism was the
appearance of the ‘sway’ degree of freedom, desdrib Section 5.6. The problem with
the compliant frame was that the structural stiersgiffers from an inability to deal with
large loads imposed by the wings. This manifesisd excessive deformation of
undesired areas of the mechanism, resulting in rdeiéd flapping performance.
Especially when flying outdoors, powerful flappititgat covers the full angular range is
required to overcome aerodynamic loads and drigeMtAV through the air. In an effort
to improve the flapping mechanism, an extra comdtizas been added. By pinning the
central connection point to a prismatic joint, usided lateral motions were eliminated
from the mechanism. This change offered multiptgfgrmance benefits, including
improved synchronization of wing flapping, largergalar range of flapping, and more
powerful flapping.

Polymers were selected for both the rigid and caampimaterials in this mechanism, due
to multiple performance benefits. Relative to netthey offer reduced weight, cost, and
require fewer post-processing operations. Conisidethe many polymer grades
available to choose from, the complexity of the hetsm shape, and the need for a
scalable manufacturing process, multi-materialatpen molding (MMM) was selected
for production [53]. The rigid material selecteat tonstruction of the non-compliant
links was a 15% glass fiber filled polyacrylate 28F ). The properties of this material
are summarized in Table 7. For the flexible hingematerial that is capable of a large
amount of deflection was desired. Therefore, l@ngity polyethylene was chosen. The

material properties for LDPE are summarized in €&bl An important property of these
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two materials is the respective melt temperatureshe difference in processing
temperatures allows multi-material molding to bedias the manufacturing technique.

Table 7: Material properties of 15% glass fiber filed polyacrylate [from manufacturer’'s datasheets]

Measure Value Units
Ultimate Tensile Strength 110 MPa
% Elongation at Break 1.9 %
Flexural Modulus 22.2 GPa
Tensile Modulus 5.5 GPa
Minimum Melt Temperature 260 °C

Table 8: Material properties of low density polyehylene (LDPE) [from manufacturer's datasheets]

Measure Value Units
Ultimate Tensile Strength 9.7 MPa
% Elongation at Break 130 %
Flexural Modulus 0.226 GPa
Tensile Modulus 0.237 GPa
Minimum Melt Temperature 190 °C

6.4 Shape Synthesis

6.4.1 Elaboration of Mechanism Shape

The first step in moving beyond the functional cepicwas to perform the shape
synthesis of the MAV drive mechanism. This inclddbe development of the basic
mechanism geometry from the functional schematicFigure 63. In addition,
development of interlocking features on miniatuoenpliant joints was considered. The
shape synthesis of the mechanism was performedy usia following three step
approach. First, to generate a basic shape ofméehanism, the design concept was
detailed by adding functionality and manufactui@pilconstraints.  Second, the
constrained dimensions of the mechanism were detednby analyzing mating
components and motion requirements. Third, theiahire compliant joint geometry

was investigated to determine how to achieve a emsfol connection between
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chemically incompatible polymers in a multi-matérstructure. This approach is

summarized in Figure 64.
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Figure 64: Shape synthesis for parametric model

To achieve flapping wing motion from the rotary umpof the motor, a crank-rocker
mechanism was designed based on the concept aliedtin Figure 63. The motor’'s
rotational velocity was transferred to the crantotiyh a gearbox to obtain the required
flapping frequency. The crank was connected tooekear, which displaced the
symmetrically placed wing arms. These arms wewdtpd on supporting members,
which allowed for the displacement of the pivotipgint by utilization of a lumped
compliance. To ensure symmetry in the flapping iomt a prismatic joint was
introduced at the point where rocker transferredldhergy to the wing arms. This was
crucial to the forces produced by the wings of M&V. Experimental results showed
that disturbance forces can cause significant dytlane motion of the rocker and the
wing arms. To eliminate these issues, an additifnaane physically constrains the
rocker motion to a single plane, and an underaitufe on the back of the prismatic joint
constrains its motion to only one degree of freedoRigure 65 shows the developed
mechanism with characteristic features highlighted.
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Figure 65: MAV drive mechanism design using locatied compliance
After identifying the basic shape of the mechanisising the functionality and
moldability constraints, the next step was to datee the dimensions of the mechanism.
Considering the functional requirements and comgan the overall size of the MAV,
it was important to first identify the constrainadd free dimensions of the mechanism
design. The constrained dimensions were identifiech the functional requirements of
the MAV as follows.
The design of the mechanism required the rockeratip@al envelope to be placed
between the wing arm supports. Therefore the mimmseparation between the
supporting members was constrained to 19 mm.
For the required flapping range of 65° the relatwgle on the wing arms was designed
to be 15° and the length of the crank and the nod¢kebe 4.1 mm and 45.7 mm
respectively. The range of flapping motion alsted®ined the range for the prismatic
joint to be at least 12 mm to account for elaséfodmations of the structure in operation
due to loading. The gear axis separation andahger of motion for the prismatic joint

determined the minimum length of the mechanismeté® mm.
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Moldability constraints of the compliant mechanisame required that the main parting
direction of the mold had to be perpendicular ®fiame plane. Therefore the minimum
thickness of the compliant joints was set to benn8. Figure 66 illustrates the fixed

dimensions of the mechanism based on the constrdéscribed.
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Figure 66: Constrained dimensions of the mechanism

In order to reduce the rotational velocity of thetar to match the flapping frequency
requirement, a three-step gear reduction of 554 designed. Futaba FUTM3405 spur
gear set with modules 0.3 and 0.4 was used. Tadge was designed to match the gear
bearing surfaces and it utilized a bi-planar desogrenhanced stability. This allowed for
two-point support of the gears’ axis and allowed foevention of the crank wobbling
effect induced by the large torque transmissiotinéorocker. To reduce friction, machine
grease was applied to the bearing surfaces anddheteeth. The bi-planar gearbox
assembled with the frame constraining the rockeated a rigid tri-planar enclosure of
the mechanism, preventing it from damage during Masing.

The mechanism utilized a multi-material compliatrtusture to transform the motor’'s

rotational velocity to the flapping motion. Thisvel design combined seven rigid links
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connected with six compliant hinges to create @tional, single-piece mechanism. The
molded structure consisted of the rocker, wing aamg their supports. It also provided
for the prismatic joint attachment point and prop#set with respect to the crank.

6.5 Estimation of Forces for Optimization of Mecham Dimensions

6.5.1 Optimization Process

The next step in the approach undertaken in théggdewvas to develop models to allow
for optimization of the multi-material compliantigde mechanism of the MAV. To this
end, the parametric models of the mechanism reguftom unconstrained dimensions
developed in Section 6.4 were employed and therarpatal data from Section 3.3 were
used as the boundary conditions in a design evaluaimulation. Since the overall
functionality of the MAV depends on its payload abjities, the weight of the drive
mechanism should be minimized with constraintsesetload transfer capability. The
design variables used included sizing of the meshamigid links, critical for the drive
functionality, as well as sizing dimensions of thaiature compliant joint cross-section.
The experimental results of lift and thrust forgemerated by MAV wings were inserted
into a dynamic simulation model as input boundamditions. The simulation was then
used to estimate propagation of the wing forcesudin the mechanism structure. The
resulting reaction forces were then used as boyndamditions in the Pro/Mechanica
Wildfire 4.0 FEA module to calculate stresses andirss on the structure. To minimize
the weight of the mechanism without risking itdudee, parts were sized to achieve the
required factor of safety. The overview of theimation process is shown in Figure

67.
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Figure 67: Optimization process flowchart

6.5.2 Kinematic Modeling Synthesis

A planar kinematic representation of the model vkigly dimensions is shown in Figure
68. This kinematic representation was used taer@gplanar dynamics model using MD
ADAMS R3 software. Motion was generated using astant speed rotary input of =
338 Hz applied to the gear input, resulting in axmmaim flapping rate of 6.1 Hz.
Weights of the mechanism components were firsuohad in the model; however, they
were observed negligible, due to the low operafrequency of the mechanism, and a
relatively low mass of the moving components. €hame the inertial effects of the
mechanism were ignored. The analysis was perfotmgetividing the motion cycle into

multiple time frames and performing a static eduilim analysis at each time step.
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Wing lift and thrust forces from the 6445v4 winger&@ modeled normal to the wing

spars. The planar dynamics model is shown in Ei§r

Dimensions:
AC 9.5 mm
BD 21.5 mm
EF 225 mm
CF 450 mm
DE 4.1 mm
BH 165 mm

Figure 68: Kinematic representation of the model
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Figure 69: Model synthesis with input boundary coditions (BC) and estimated
reaction forces

This was a time-dependant problem, theretore It wasessary to identity the cases

where combined loading on the structure would iedtiee highest von Mises stresses.
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The mechanism components most prone to failure vdergtified as the rocker element
(at point C), and the wing arms (at points A and Bhe most demanding hinges were
present also at point C, so the reaction forcestarsibns in these points were plotted in
Figure 70 with a resolution of 1e-3 second. Theetsteps during the flapping cycle that
resulted in the highest magnitude of loading wetected as the inputs for finite element
analysis, so that the designed factor of safetyldvoarrespond to the worst anticipated

loading scenario.

Figure 70: Reaction forces and torsions output bplanar dynamics model at point C

The model created for this mechanism differs fréva model used in Chapter 5 in an

important way. Due to the addition of a prismatint, the mechanism was made fully

115



determinate. This means there was no longer aa degree of freedom present, where
the flexible frame was able to sway left and rigiithe consequences of this change are
evident from the results of the modeling, manifegin the form of more stable results.
6.5.3 Finite Element Analysis

The final step in the development of the localizethpliance flapping mechanism was to
use the forces calculated in the planar dynamicdeiio a finite element analysis. The
resulting stress and strain were then used to ointhe remaining mechanism
dimensions, specifically the rocker (CD) thickness)g supports’ (AC) thickness, and
the compliant hinge cross-section thickness. Tbal @f the optimization was to
minimize the weight of the mechanism, while stdtisfying the manufacturability and
maximum stress constraints.

The planar dynamics model was run for two full flajg cycles, and the points of the
highest loading intensity were selected as caneéd&dr FEA. An analysis of all time
steps likely to produce maximum stress in the meishawas performed, and the loading

conditions found to generate maximum von Misessstialues are listed in Table 9.

Table 9: FEA load components
Component Applied to Unit Value

X A N -1.159
Y A N -32.767
Z A N -1.559
X C N 0.026

Y C N 62.282

These loads were applied to the correspondingtgan the 3D mechanism model.
Since forces resulting from the weight of motor ayehrs were an order of magnitude
smaller than the forces resulting from the motithese forces were excluded from the
FEA. The rigid links of the mechanism were modelsthg the material properties of

116



PAG6,6F (density=1230 kg/m3, Poisson’s ratio=0.3ulfgs Modulus=5.5 GPa), and the
compliant hinges were modeled using the materiapg@rties of LDPE (density=918
kg/m3, Poisson’s ratio=0.4, Tensile Strength=9.7aMP

Finite element analysis was performed using the Hdeica module of Pro/Engineer
Wildfire 4.0 software. The FEA of the worst casading scenario was performed and
the maximum von Mises stresses was plotted achassttucture. The yield strength of
the PA6,6F material (110 MPa) was then divided iy peak stress to determine the
resulting FoS. The rocker and wing arms were aesigo have a FoS of 2. This was
identified as the average recommended value fowknmaterials with certification
under constant environmental conditions, subjestresses that can be determined using
gualified design procedures. Therefore the requreoss-section dimensions of the
rocker were found to be 2.1 x2.5mm and of thegwarms to be 2.5x5.1 mm.
Similarly, the hinge cross-section dimensions waveined. To allow for low-energy
bending, the thickness of the hinge was determiodx® 1.1 mm. Considering the forces
transmitted by the miniature hinges in point C, depth of the hinge was calculated to
be 6.1 mm in order to meet the FoS of 2 requirement

6.6 Summary

This chapter presents a new mechanism that conateilsy motion into flapping action
using the functional principle of localized compii@. The compliant joints are
embedded within the structural material of the na@tém and provide similar benefits as
the distributed compliance strategy presented iap@r 5. The design and analysis
approach presented for the localized compliancehardsm uses a combination of

functional and manufacturing constraints, as wslll@ading boundary conditions to
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optimize the dimensions of the parts in the medrmni Kinematic modeling and finite

element analysis tools are used in this optimipagwocess to allow weight to be

minimized while meeting necessary constraints.

At present, the mechanism is still in the testiingge of its development. Flight tests
have been successful, however reliability remainsracern. Due to strong forces out of
the flapping plane of the wing arms, unintendedet#ibns are degrading the lifespan of
the compliant joints. As these issues are idedifind remedied, the reliability of this
design has gradually shown improvements, and ie,titms mechanism should prove a

more effective solution than the mechanism of Céapt
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Chapter 7 — Conclusion

7.1 Contributions

The contributions of this work can be separated ithtee primary categories:

1) A generalized simulation and experimentationhodblogy has been presented
and applied to the design of a flapping mechanisimihis approach synthesizes
experimentally measured values and kinematic, dycjaamd finite element modeling.
By continually validating the results of modelingthwvreal-world test results, model
fidelity is enhanced.

2) An experiment-based methodology has been predefir the design of
successful compliant flapping wings. A novel tapparatus has been presented that
allows for rapid experimental evaluation of the &hd thrust output. By testing a range
of wings, a variety of qualitative and quantitatikesign rules have been established that
will allow a designer to understand the necessaopegrties of a wing that efficiently
produces lift and thrust.

3) A successfully flying and controllable MAV hagdn constructed using the
results of contributions 1 and 2. This MAV offarew levels of payload and endurance
performance in its size scale, and provides eviedeat the benefits of both the
mechanism and wing design approaches.

7.2 Anticipated Benefits

The work presented in this thesis can potentiatipck a variety of new applications for
flapping-wing MAVs. If designers adopt the techueg for improvement of flapping
mechanisms and wings into current and new desitpes performance envelope, and

therefore consumer base, will be increased. THieyato enhance the key properties of
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payload and endurance offer potential for autogutwitrolled flight, GPS waypoint
navigation, and a variety of autonomous flight hets.

With the injection molding assembly techniques enésd for the localized compliance
mechanism design, assembly operations would beceeldrelative to a traditional MAV
construction approach. With decreased relianceanual assembly operations, cost and
production rates would be improved, thus increasimgdisposability of flapping wing
MAVs. Many consumer groups would value this ticite to decreased reliance on a
single vehicle.

The greatest anticipated benefits of this work affered to the future designer.
Hopefully, the techniques in modeling and experitagon presented in this work will
inspire the designer to overcome some challengirablem, and produce the next
generation of flapping-wing MAV. The hope that Bugn accomplishment could be
made is the ultimate inspiration motivating thisrko

7.3 Future Work

While this thesis has comprised a considerable weprds development of improved
flapping-wing MAVS, there are many areas in whiagtufe work can offer further insight
to designers. The main areas of interest forftitisre improvement are directly related
to the work that has been completed in this thesis.

7.3.1 Improvement of Distributed Compliance Mecharsm Model

The pseudo-rigid body mechanism used to model ib&iltlted compliance in the
flapping mechanism used torsion springs and dantpeasichor rigid links. While this
technique offered acceptable modeling success is Work, significant room for

improvement exists. The non-linear stiffness aachping effects that are present in the
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real mechanism are not accurately modeled, reguitirsignificant disagreement in the
time profile of deflection and loading. To accetgtmodel these effects, a flapping
mechanism would need to be instrumented using Yighiaturized strain gages, and a
variety of dynamic characterization tests woulddhée be performed. With a more
comprehensive understanding of the behavior of apliant frame, the modeling
fidelity would be greatly enhanced.

7.3.2 3-D Motion Tracking of Wing Deformation

In this work, the deformation of compliant wings smaerformed in a rudimentary way.
By filming the wings motion, the deflections could indirectly measured. However, a
more thorough approach would require the wingsdacequipped with motion tracking
beacons and filmed using multiple camera anglesie data could then be used to
construct a 3-D time dependent surface plot of eatty. With this information, a
rigorous aerodynamic model could then be imposexkfdain, at the lowest level, why a
given wing is exhibiting certain lift and thrustrfrmance values.

7.3.3 Improvements to Load Cell Measurement Techniges

The techniques used to measure lift and thrusefofar each set of wings were limited in
reflecting the real-world results. Ideally, thenditunnel and load cell should be reading
an average lift that corresponds to a payload fflight. The reasons for these limitations
were as follows: the wind tunnel did not provideerfect laminar airflow, the flow
velocity was too low, and the design of the loalll gatform did not allow for adjusting
the angle of attack to be used during testing.iddesf a wind tunnel is a very significant

task by itself, however the benefits of a propendviunnel would provide a greater
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confidence in collected data, and therefore a smangw of the trends that correspond to
small design changes in a given wing.

7.4.4 Standardized Wing Construction Technique

A key issue in the MAV system is the hand-builturatof the wings. As with anything
that is built manually, variations will exist theause random performance anomalies. If
a technique were to be devised that could creatstant wing geometry and stiffness,
much more useful information would be gleaned fr@sting. Unfortunately, some of
the test results were somewhat masked by the ramelsnof hand-built wings,

contaminating the desired measurements.
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