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Sound propagation is commonly known to be air pressure perturbations due to
vibrating/moving objects. The energy of sound gets attenuated by transmitting in
the air over a distance and by being absorbed at other objects’ surfaces. Numerous
researchers have focused on devising better acoustic simulation methods to model
sound propagation in a more realistic manner. The benefits of accurate acoustic
simulations include but are not limited to computer-aided acoustic design, acoustic
optimization, synthetic speech data generation, and immersive audio-visual rendering
for mixed reality. However, acoustic simulation has been underexplored for relevant
virtual and real-world audio processing applications. The main challenges in adopting
accurate acoustic simulation methods include the tradeoff between accuracy and time-
space cost and the difficulties in acquiring and reconstructing acoustic scenes in the
real world.

In this dissertation, we propose novel methods to overcome the above challenges
by leveraging the inferential power of deep neural networks, and combining them
with interactive acoustic simulation techniques. First, we develop a neural network

model that can learn the acoustic scattering fields of different objects given their



3D representations as the input. This works facilitates the inclusion of wave acous-
tic scattering effects in interactive sound rendering applications, which used to be
difficult without intensive pre-computation. Second, we incorporate a deep acoustic
analysis neural network into the sound rendering pipeline to allow the generation of
sounds that are perceptually consistent with real-world sounds. This is achieved by
predicting acoustic parameters at run-time from real-world audio samples and opti-
mizing simulation parameters accordingly. Finally, we build a pipeline that utilizes
general 3D indoor scene datasets to generate high-quality acoustic room impulse re-
sponses and demonstrate the usefulness of the generated data on several practical
speech processing tasks. Our results demonstrate that by leveraging state-of-the-art
physics-based acoustic simulation and deep learning techniques, realistic simulated
data can be generated to enhance sound rendering quality in the virtual world and

boost the performance of audio processing tasks in the real world.
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Chapter 1

Introduction

1.1 Motivation

Accurate and e cient simulation of physics has been an important topic for computer
science and applied math research. Over past decades, the rapid development of
computing hardware and software has facilitated many simulation techniques that
transfer theories to professional tools that we use to interpret and predict real-world
physics. The application of computer simulation has seen huge success in many
elds, including weather forecasting, industrial computer-aided design (CAD), ight
simulation for personnel training, digital entertainment, etc.

One research area that has gained increased interest in recent years is e cient
acoustic simulation for audio processing. Audio signals corresponding to music,
speech, and non-verbal sounds in the real world encode rich information regarding the
surrounding environment. Many digital signal processing algorithms and audio deep
learning techniques have been proposed to extract information from audio signals.
These methods are widely used for di erent applications such as music information
retrieval, automated speech recognition, sound separation and localization, sound

synthesis and rendering, etc. Acoustic simulation techniques are often used in audio



processing tasks where real-world audio data is di cult to acquire.

In contrast to realistic visual rendering techniques, which have been the main
topic for computer graphics research, acoustic simulation has not been as widely
adopted by related applications such as computer games, digital Im making, and
virtual reality. While state-of-the-art acoustic simulation techniques can add high-
delity physics-based sounds to these applications, there are still barriers that make
them less practical to be used for situations where: (1) it is di cult to faithfully
describe the acoustic environment and give accurate inputs to the simulator or (2)
there is a strict requirement for computing e ciency. As a result, digital audio in
many applications is often post-processed by professionals subjectively, even though
they can deviate hugely from physically realistic sounds. However, there are still
areas where accurate acoustic simulation is irreplaceable, including but not limited to
computer-aided acoustic design, environmental acoustic optimization, and immersive
audio-visual rendering for mixed reality. This motivates us to investigate how to
use acoustic simulation techniques practically in various virtual and real-world audio

processing tasks.

1.2 Challenges and Contributions

In contrast to previous research, which focused on theoretical acoustic simulations,
my dissertation research aims to bridge the gap between theoretical methods and
their applications in practical audio processing tasks. One challenge is the trade-o
between simulation accuracy and time-space cost. Conventional numeric wave solvers
based on the rst-principal wave equation provides the most accurate results and can
be validated with real-world measurements. However, they usually scale poorly with
simulation frequency and scene scale, making them unsuitable for large simulations

(in number or scale). Another challenge is incorporating synthetic sound in real-world



settings, where the simulated sound needs to be consistent with the recorded sound.
This requires the simulator to bescene-aware the sound simulation setups need to
align well with the real-world scene. The main di culty comes from two parts: (1)
The real-world scene con gurations are not always well known, and they need to be
empirically inferred or measured on-site. Prior solutions are either inaccurate or not
user-friendly. (2) The wave e ects are essential for low-frequency components but
are poorly approximated by state-of-the-art real-time acoustic simulators. A large
amount of pre-computation time is needed to incorporate results from wave-based
solvers.

In this dissertation, we develop a series of algorithms and tools to overcome the
above challenges and verify their e ectiveness via real-world acoustic benchmarks
and subjective listening studies. Our main contributions can be summarized in the

following three aspects:

Scene-Aware Audio for Mixed Reality We propose a novel method that allows
automatic analysis of real-world acoustics for generating virtual sounds that
are perceptually consistent with real-world sounds. This is achieved by train-
ing acoustic parameter predictors from a large amount of simulated data in
various room environments. The scene analysis can be performed on new real-
world scenes on-the- y while still generating plausible sound rendering that is

consistent with the recorded sound in the same environment.

Fast Learning-Based Acoustic Scattering We present a novel approach to ap-
proximate the acoustic scattering eld of any geometric object using neural
networks for interactive sound propagation of highly dynamic scenesOur ap-
proach is general and makes no assumption about the scene or the motion or

topology of the objects. We exploit properties of the acoustic scattering eld

1Code available athttps:/github.com/GAMMA-UMD/deep-acoustic-analysis
2Code available athttps:/github.com/GAMMA-UMD/Fast3DScattering-release



of objects for lower frequencies and use neural networks to learn this eld from

geometric representations of the objects.

High-Quality Synthetic Acoustic Datasets We propose methods to simulate high-
quality room impulse responses (RIRs) using our physics-based geometric acous-
tic simulator® and a hybrid geometric-acoustic simulation approach. We address
the challenges in accurately modeling acoustic phenomena, including occlusion,
specular and di use re ections, and di raction and demonstrate the bene ts of
our method in speech recognition, speech enhancement, key-word spotting, and

direction of arrival estimation tasks.

1.3 Organization

The rest of the dissertation is organized as follow€hapter 2 gives a comprehensive

background and overview of previous research related to topics in this dissertation.
Chapters 3, 4, and 5 present our work on scene-aware audio, fast 3D acoustic scat-
tering, and high-quality acoustic datasets generation, respectively. Then we discuss
the limitations, envision several future research directions, and conclude my disserta-

tion in Chapter 6 .

3Code available athttps://github.com/GAMMA-UMD/pygsound

4



Chapter 2

Background and Previous Research

2.1 Room Acoustics

2.1.1 Room Impulse Response

Sound is commonly known to be air pressure perturbations caused by vibrating/moving
objects. One conventional way to de ne a sound signal is by describing the air pres-
sure perturbation (in Pascal) as a function of time, denoted as(t). A sound signal
can get attenuated by transmitting in the air over a distance and by being absorbed at
other objects' surfaces. A room, or more generally, an acoustic environment, a ects
any sound signal excited within it before the sound is received by a listener (e.g.,
human ears or microphones). The transformation from the input signal to the out-
put signal can be characterized by the room impulse response (RIR), which speci es
how a signal is delayed and attenuated in a linear time-invariant (LTI) system. If we

denote the RIR byh(t), we can write the input-output relationship as

Sout[t] = sin [t] ~ HI[t]; (2.1)



where ~ denotes 1D convolution. More formally, the RIR is de ned as the output
signal in response to an impulsive input signal represented by the Dirac functioft),
which is zero everywhere except at the origin, where it is in nite ( , ).
Conventionally, an RIR can be decomposed into three parts: the direct response,
early re ections, and the late reverberation. The direct response is determined by
the visibility between the source and listener. Early re ections have stronger energy
peaks and follow shortly after the direct response. The late reverberation is the result
of high-order re ections and is more random. A typical RIR energy distribution is

shown in Figure 2.1.

Figure 2.1: Energy distribution of an impulse response in time.

The Fourier transform of the RIR is known as the frequency response of the room,
which can reveal the frequency dependence for changes in sound intensity and phase.
Once the RIR for a particular source-listener pair in a room is known, it can be used
as a digital lter to reproduce any sound signal as if the sound was emitted in the
same room.

In terms of recording RIRs in the real world, the most reliable methods involve
playing and recording Golay codes ( , ) or sine sweeps ( , ) at
high signal-to-noise ratios. Also required are fairly high-quality speakers and micro-
phones with at frequency responses, small harmonic distortion, and little cross-talk.
The speaker and microphone should be acoustically separated from surfaces, i.e., they
shouldn't be placed directly on tables (else surface vibrations could contaminate the

signal). Clock drift between the source and microphone must be accounted for (

6



, ). Alternatively, balloon pops or hand claps have been proposed for easier

RIR estimation, but require additional post-processing ( : ;

: )-

2.1.2 Reverberation Time

The sound signal emitted by any nite-time sound source will eventually drop its
amplitude below the human hearing threshold as the signal is absorbed by its prop-
agating medium (i.e., air) and boundaries in the room. Such energy decay is often
exponential with respect to time. One acoustic metric commonly used to describe
the decay rate is thereverberation time ( : ), de ned as the time interval
in which the sound pressure level for an impulse input decays by 60dB from its onset,
written as Tgo. Tgo Can be directly evaluated from a recorded RIR ( ,
). Conventional rooms may have reverberation times from 0.3s to 2.0s, mostly
depending on the size and furnishing of the room. Extremely large environments and
reverberation chambers can have reverberation times up to 10s. In theory, a signal
in the free eld (e.g., vacuum) will have aTgo of Os. An acoustically treated anechoic
chamber can also have it3g, close to zero; sounds that are recorded in this condition

is often called dry or clean sounds.

2.1.3 Room Modes

As the sound signal propagates in a room, standing waves can form at discrete res-
onant frequencies whose wavelengthsatises = %; n=1;2;3::, wherelL is the
room dimension along some direction (e.g., axial, tangential, obligue). Room modes
are the collection of these resonant frequencies and consist of mostly low frequencies
below the Schroeder frequency (in HZ), = 2000 TVE( , ), wherégg is

the reverberation time in seconds an¥ is the volume of the room inm23. For typical

residential rooms,f. will be lower than 200Hz. At these resonant frequencies, the
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sound pressure tends to be signi cantly modi ed in di erent locations in the same
room, which can cause problems for accurate sound reproduction. Various methods

have been devised to remove room modes using equalization lters ( ,

)

2.2 Acoustic Simulation

Acoustic simulation can involve the process of sound generation and propagation.
In this dissertation, we focus on the sound propagation aspect and refer readers

interested in modal sound simulation to ( ).

2.2.1 Wave Acoustics

First, we describe the theoretical foundation of wave acoustic simulations. A scalar

acoustic pressure eld,P(x;t), satis es the inhomogeneous wave equation

@P(x;1)

e cr 2P(x;t) = f(x;1); (2.2)

wherec is the speed of soundx is the 3D coordinate, andf (x;t) is the forcing term,
usually representing some driving source signal. An RIR can be obtained by setting
f (x;t) to an impulse signal at a source locatiorg, xing P(x;t) at the receiver loca-
tion x, and extracting its time-varying component. The wave equation can be solved
numerically using the nite-di erence time domain (FDTD) ( , )
method or in the frequency domain using the nite-element (FEM) method (

, ), the boundary-element (BEM) method ( : ), the
adaptive rectangular decomposition (ARD) method ( , ), etc.
These methods are also referred to agave-based methodsheir computation com-
plexity increases linearly with the size of the environment (surface area or volume)

and as a third or fourth power of frequencies. As a result, they are limited to lower
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frequencies and o ine simulations ( , ; , ;

: )

2.2.2 Geometric Acoustics

When the wavelength of the sound is smaller than the size of the obstacles in the
environment, the sound wave can be treated in the form of a ray, which is the key

idea of geometric acoustics. Typical geometric acoustic simulation techniques include

the image method ( , ), which only models specular re ections,
path tracing methods ( : : ; : ; )
based on e cient Monte Carlo path tracing ( : ), and beam or frustum
tracing methods ( , ; , ). These techniques

are designed to run magnitudes faster than wave acoustic solvers and can be enhanced
to simulate low-frequency di raction e ects. This category includes the time-domain
Biot-Tolstoy-Medwin (BTM) model, which can be expensive and is also limited to

0 ine computations ( , ). For interactive applications, commonly
used techniques are based on the uniform theory of diraction (UTD), which is a
less accurate frequency-domain model that can generate plausible results in some
cases ( , ; , ; , ). Moreover, the
complexity of edge-based di raction algorithms can increase exponentially with the
maximum di raction order. A more extensive review of geometric acoustic techniques

can be found in ( ).

2.3 Acoustic Scene Representation

Room acoustics depend on many factors. Room geometry and acoustic materials
together can greatly a ect how a sound signal is being modi ed by propagation.

In larger and less absorbent rooms, the sound signal can keep travelling for longer



times before vanishing (hence longélsg), and vice versa. For the same room size, a
rectangular room would have di erent room modes if it were di erently shaped. In
practice, modern 3D vision techniques can be used on commodity devices to construct
geometry proxies from a video recording of the real-world scene in the form of dense
3D point clouds or meshes ( : ; , ).

Acoustic materials are often described in terms of how they react to incoming
sound. The complex acoustic impedance indicates how much sound pressure would
be generated in response to vibrations in the acoustic medium (e.g., air). This in-
dicator is being used by many wave acoustic solvers but needs to be measured in
controlled lab settings ( : ), making it less accessible for most ma-
terials. In the geometric acoustics context, the absorption and scattering coe cients
are more commonly used, though they are also the sources of errors for acoustic sim-
ulations ( : ). The absorption coecient 2 [0;1] is de ned as the
fraction of sound energy at a specic frequency that is absorbed by the material.
While the measurement of also requires a reverberation chamber environment, the
frequency-dependent absorption coe cients of many commonly seen materials have
been measured and compiled as acoustic material databases. The energy that is not
absorbed can be further described using the scattering coe ciergt 2 [0; 1], which
represents the fraction of sound that is di usely re ected (e.qg., following Lambertian
distribution), while the remaining fraction is specularly re ected (i.e., having high
directivity). However, the scattering coe cient is highly relevant to the roughness of
the surface ( , ), and available measured data are few. In
theory, bidirectional re ection distribution functions (BRDFs) that are widely used in
computer graphics can more accurately describe the interaction between an incoming
sound and the material ( , ), but acoustic BRDFs have
not been commonly measured.

Once the room geometry and materials are well-de ned, the sound eld can be
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simulated for any given sources. Wave-based methods solve the sound eld for the
whole space within the acoustic scene, so the sound pressure at specic locations
can be evaluated after the simulation nishes. In contrast, geometric methods only
simulate results at pre-de ned receiver locations but use less memory than wave-based
methods. One convenient property for acoustic measurements and simulations is that
the location of the source and the receiver can be interchanged without a ecting the
measured/simulated result according to acoustic reciprocity ( : ). This
is sometimes useful in reducing the number of measurements/simulations in various

scenes.

2.4 Audio Processing Applications

The measurement/computation of RIRs and resulting datasets has been used for
audio processing applications including but not limited to:

1. Sound Propagation and Rendering: Sounds in nature are produced by vi-
brating objects and then propagate through a medium (e.g., air) before nally being
heard by a listener. Humans can perceive these sound waves in the frequency range of
20Hz to 20KHz (human aural range). There is a large body of literature on modeling
sound propagation in indoor scenes using geometric and wave-based methods (

) ; , ; , ). Wave-based
solvers are practical for lower frequencies and limited to static scenes. Geometric
methods, widely used in interactive applications, are accurate for higher frequencies.
We need automatic software systems that can accurately compute IRs corresponding
to human aural range and handle arbitrary 3D models.

2. Deep Audio Synthesis for Videos:  Video acquisition has become very common

and easy. However, it is di cult to add realistic audio that can be synchronized with
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animation in a video. Many deep learning methods have been proposed for such audio

synthesis that utilize acoustic impulse responses for such applications ( , ;
: ; , )

3. Speech Processing using Deep Learning:  IRs consist of many clues related

to reproducing or understanding intelligible human speech. Synthetic datasets of IRs

have been used in machine learning methods for automatic speech recognition (

, ; : ; , : , ), sound
source separation ( , ; : ), and sound source
localization ( , ).

4. Sound Simulation using Machine Learning: Many recent deep learning

methods have been proposed for sound synthesis ( , ; : ;
, ), scattering e ect computation, and sound propagation ( ,
: , ; : ). Deep learning methods have
also been used to compute material properties of a room and acoustic characteris-
tics ( : ; : ).

Some of these will be discussed in more detail in this dissertation. Other applica-

tions that have used acoustic datasets include navigation ( , ), oorplan
reconstruction ( : ) and depth estimation algorithms (
: )-
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Chapter 3

Scene-Aware Audio for Mixed

Reality 1

Figure 3.1: Given a natural sound in a real-world room that is recorded using a
cellphone microphone (left), we estimate the acoustic material properties and the
frequency equalization of the room using a novel deep learning approach (middle).
We use the estimated acoustic material properties for generating plausible sound
e ects in the virtual model of the room (right). Our approach is general and robust,
and works well with commodity devices.

3.1 Introduction

Auditory perception of recorded sound is strongly a ected by the acoustic environ-
ment it is captured in. Concert halls are carefully designed to enhance the sound
on stage, even accounting for the e ects an audience of human bodies will have on

the propagation of sound ( , ). Anechoic chambers are designed to remove

1The work in this chapter has been published in ( )
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acoustic re ections and propagation e ects as much as possible. Home theaters are
designed with acoustic absorption and di usion panels, as well as with careful speaker
and seating arrangements ( , ).

The same acoustic e ects are important when creating immersive e ects for vir-
tual reality (VR) and augmented reality (AR) applications. It is well known that
realistic sounds can improve a user's sense of presence and immersion (

). There is considerable work on interactive sound propagation in virtual en-
vironments based on geometric and wave-based methods ( , ;

, ; , ; , ). Furthermore,
these techniques are increasingly used to generate plausible sound e ects in VR sys-
tems and games, including Microsoft Project AcoustiésOculus Spatialize?, Steam
Audio?, etc. However, these methods are limited to synthetic scenes where an ex-
act geometric representation of the scene and acoustic material properties are known
apriori.

In this chapter, we address the problem of rendering realistic sounds that are
similar to recordings of real acoustic scenes. These capabilities are needed for VR
as well as AR applications ( : ), which often use recorded sounds.
Foley artists often record source audio in environments similar to the places the
visual contents were recorded in. Similarly, creators of vocal content (e.g. podcasts,
movie dialogue, or video voice-overs), carefully re-record content made in di erent
environment or with di erent equipment to match the acoustic conditions. However,
these processes are expensive, time-consuming, and cannot adapt to spatial listening
location. There is strong interest in developing automatic spatial audio synthesis
methods.

For VR or AR content creation, acoustic e ects can also be captured with an

2https://aka.ms/acoustics
3https://developer.oculus.com/downloads/package/oculus-spatializer-unity
4https://valvesoftware.github.io/steam-audio
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impulse response (IR) a compact acoustic description of how sound propagates
from one location to another in a given scene. Given an IR, it can be convolved with

any virtual sound or dry sound to generate the desired acoustic e ects. However,

recording the IRs of real-world scenes can be challenging, especially for interactive
applications. Many times special recording hardware is needed to record the IRs.
Furthermore, the IR is a function of the source and listener positions and it needs to

be re-recorded as either position changes.

Our goal is to replace the step of recording an IR with an unobtrusive method
that works on in-situ speech recordings and video signals and uses commodity devices.
This can be regarded as an acoustic analogy of visual relighting ( : ): to
light a new visual object in an image, traditional image based lighting methods re-
quire the capture of real-world illumination as an omnidirectional, high dynamic range
(HDR) image. This light can be applied to the scene, as well as on a newly inserted
object, making the object appear as if it was always in the scene. Recently,

( ) and ( ) proposed convolutional neural network
(CNN)-based methods to estimate HDR indoor or outdoor illumination from a single
low dynamic range (LDR) image. These high-quality visual illumination estimation
methods enable novel interactive applications. Concurrent work from
( ) demonstrates the e ectiveness on mobile devices, enabling photorealistic mo-
bile mixed reality experiences.

In terms of audio relighting” or reproduction, there have been several approaches
proposed toward realistic audio in 360mages ( , ), multi-modal estima-
tion and optimization ( : ), and scene-aware audio in 36@leos (

, ). However, these approaches either require separate recording of an IR,
or produce audio results that are perceptually di erent from recorded scene audio.
Important acoustic properties can be extracted from IRs, including the reverberation

time (Teo), Which is de ned as the time it takes for a sound to decay 60 decibels (
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Figure 3.2: Our pipeline: Starting with a audio-video recording (left), we estimate
the 3D geometric representation of the environment using standard computer vision
methods. We use the reconstructed 3D model to simulate new audio e ects in that
scene. To ensure our simulation results perceptually match recorded audio in the
scene, we automatically estimate two acoustic properties from the audio recordings:
frequency-dependent reverberation time ofg, of the environment, and a frequency-
dependent equalization curve. Thdg is used to optimize the frequency-dependent
absorption coe cients of the materials in the scene. The frequency equalization
Iter is applied to the simulated audio, and accounts for the missing wave e ects in
geometrical acoustics simulation. We use these parameters for interactive scene-aware
audio rendering (right).

, ), and the frequency-dependent amplitude level or equalization (EQ) (

, ). This heavy reliance on IRs greatly constrains the wide adoption of au-
dio for immersive applications or video post-production that require realistic acoustic
simulation that is calibrated to real-world acoustic scenes.

Main Results: We present novel algorithms to estimate two important environ-
mental acoustic properties from recorded sounds (e.g. speech). Our approach uses
commodity microphones and does not need to capture any IRs. The rst property is
the frequency-dependentgy. This is used to optimize absorption coe cients for ge-
ometric acoustic (GA) simulators for audio rendering. Next, we estimate a frequency
equalization Iter to account for wave e ects that cannot be modeled accurately using

geometric acoustic simulation algorithms. This equalization step is crucial to ensur-

16



ing that our GA simulator outputs perceptually match existing recorded audio in the
scene. Estimating the equalization Iterwithout an IR is challenging since it is not
only speaker dependent, but also scene dependent, which poses extra di culties in
terms of dataset collection. For a model to predict the equalization ltering behavior
accurately, we need a large amount of diverse speech data and IRs. Our key idea is
a novel dataset augmentation process that signi cantly increases room equalization
variation. With robust room acoustic estimation as input, we present a novel inverse
material optimization algorithm to estimate the acoustic properties. We propose a
new objective function for material optimization and show that it models the IR de-
cay behavior better than ( , ). We demonstrate our ability to add new
sound sources in regular videos. Similar to visual relighting examples where new ob-
jects can be rendered with photorealistic lighting, we enable audio reproduction in
any regular video with existing sound with applications for mixed reality experiences.
We highlight their performance on many challenging benchmarks.

We show the importance of matchedsy and equalization in our perceptual user
study Y3.5. In particular, our perceptual evaluation results show that: (1) Oufeo
estimation method is perceptually comparable to all past baseline approaches, even
though we do not require an explicit measured IR; (2) Our EQ estimation method im-
proves the performance of oufgo-only approach by a statistically signi cant amount
(10 rating points on a 100 point scale); and (3) Our combined method {,+EQ)
outperforms the average room IR Tgp = :5 seconds with uniform EQ) by a sta-
tistically signi cant amount ( +10 rating points) the only reasonable comparable
baseline we could conceive that does not require an explicit IR estimate. To the best
of our knowledge, ours is the rst method to predict IR equalization from raw speech

data and validate its accuracy. Our main contributions include:

" A CNN-based model to estimate frequency-dependehd, and equalization Iter

from real-world speech recordings.
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" An equalization augmentation scheme for training to improve the prediction

robustness.

~ A derivation for a new optimization objective that better models the IR decay

process for inverse materials optimization.

" A user study to compare and validate our performance with current state-of-the-
art audio rendering algorithms. Our study is used to evaluate the perceptual

similarity between the recorded sounds and our rendered audio.

3.2 Related Work

Cohesive audio in mixed reality environments (when there is a mix of real and virtual
content), is more di cult than in fully virtual environments. This stems from the
di erence between Plausibility in VR and Authenticity in AR ( : ).
Visual cues dominate acoustic cues, so the perceptual di erence between how audio
sounds and the environment in which it is seen is smaller than the perceived envi-
ronment of two sounds. Recently, ( ) introduced scene-aware audio to
optimize simulator parameters to match the room acoustics from existing recordings.
By leveraging visual information for acoustic material classi cation,
( ) demonstrated realistic audio for 3D-reconstructed real-world scenes. However,
both of these methods still require explicit measurement of IRs. In contrast, our
proposed pipeline works with any input speech signal and commodity microphones.
Sound simulation can be categorized into wave-based methods and geometric
acoustics. While wave-based methods generally produce more accurate results, it

remains an open challenge to build a real-time universal wave solver. Recent ad-

vances such as parallelization via rectangular decomposition ( , ),
pre-computation acceleration structures ( , ), and coupling with ge-
ometric acoustics ( : ; : ) are used for interactive
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applications. It is also possible to precompute low-frequency wave-based propaga-
tion e ects in large scenes ( , ), and to perceptually compress
them to reduce runtime requirements ( : ). Even with
the massive speedups presented, and a real-time runtime engine, these methods still
require tens of minutes to hours of pre-computation depending on the size of the
scene and frequency range chosen, making them impractical for augmented reality
scenarios and di cult to include in an optimization loop to estimate material param-
eters. With interactive applications as our goal, most game engines and VR systems
tend to use geometric acoustic simulation methods ( , ;

, ; , ). These algorithms are based on fast ray tracing
and perform specular and di use re ections ( , ). Some
techniques have been proposed to approximate low-frequency di raction e ects using
ray-tracing ( , ; : ; , ). Our ap-
proach can be combined with any interactive audio simulation method, though our
current implementation is based on bidirectional ray tracing ( , ). The
sound propagation algorithms can also be used for acoustic material design optimiza-
tion for synthetic scenes ( , ).

The e ciency of deep neural networks has been shown in audio/video-related tasks
that are challenging for traditional methods( , ; , ;

: ; , ; : ). (2017)

showed that it is feasible to use CNNs for large-scale audio classi cation problems.

Many deep neural networks require a large amount of training data.

( ) used data augmentation to improve environmental sound classi cation.
Similarly, ( ) estimates theTg, and the direct-to-reverberant ratio (DRR)
from a single speech recording via augmented datasets. ( ) trained

CRNN models purely based on synthetic spatial IRs that generalize to real-world

recordings. We strategically design an augmentation scheme to address the challenge
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of equalization's dependence on both IRs and speaker voice pro les, which is fully

complimentary to all prior data-driven methods.

Figure 3.3: The simulated and recorded frequency response in the same room at a
sample rate of 44.1kHz is shown. Note that the recorded response has noticeable peaks
and notches compared with the relatively at simulated response. This is mainly
caused by room equalization. Missing proper room equalization leads to discrepancies
in audio quality and overall room acoustics.

Acoustic simulators require a set of well-de ned material properties. The material
absorption coe cient is one of the most important parameters ( : ), ranging
from O (total re ection) to 1 (total absorption). A material's acoustic properties are
correlated with its visual appearance to some extent. For example, a carpet is usually
more absorptive for sound than a glass is. This audio-visual correlation enables rough
material estimation from visual cues ( , ). However, despite a non-
zero material recognition error, visual information alone does not accurately capture
the acoustic property of materials. Prior work shows that 7D (source-listener 3D
locations and time) acoustic elds in an environment can be e ectively compressed

into 6D time-invariant elds using only four selected scalar acoustic metrics with low
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reconstruction errors ( , ). This indicates that certain
acoustic metrics can be used to guide the modeling of acoustic materials.

When a reference IR is available, it is straightforward to adjust room materials
to match the energy decay of the simulated IR to the reference IR ( , ).
Similarly, ( ) optimized linear modal analysis parameters to match the
given recordings. A probabilistic damping model for audio-material reconstruction
has been presented for VR applications ( , ). Unlike all previous
methods which require a clean IR recording for accurate estimation and optimization
of boundary materials, we infer typical material parameters includingg, values and
equalization from raw speech signals using a CNN-based model.

Analytical gradients can signi cantly accelerate the optimization process. With
similar optimization objectives, it was shown that additional gradient information can
boost the speed by a factor of over ten times ( , ; : ).
The speed gain shown in ( , ) is impressive, and we further improve
the accuracy and speed of the formulation. More speci cally, the original objective
function evaluated energy decay relative to the rst ray received (the direct sound if
there were no obstacles). However, energy estimates can be noisy due to both the
oscillatory nature of audio as well as simulator noise. Instead, we optimize the slope
of the best t line of ray energies to the desired energy decay (de ned by thEs),

which we found to be more robust.

3.3 Deep Acoustic Analysis: Our Algorithm

In this section, we overview our proposed method for scene-aware audio rendering. We
begin by providing background information, discuss how we capture room geometry,
and then proceed with discussing how we estimate the frequency dependent room

reverberation and equalization parameters directly from recorded speech. We follow
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by discussing how we use the estimated acoustic parameters to perform acoustic
materials optimization such that we calibrate our virtual acoustic model with real-

world recordings.

3.3.1 Background

To explain the motivation of our approach, we brie y elaborate on the most di cult
parts of previous approaches, upon which our method improves. Previous methods
require an impulse response of the environment to estimate acoustic properties (

: ; , ). Recording an impulse response is a non-trivial task.
The most reliable methods involve playing and recording Golay codes ( , )
or sine sweeps ( : ), which both play loud and intrusive audio signals. Also
required are a fairly high-quality speaker and microphone with constant frequency
response, small harmonic distortion and little crosstalk. The speaker and microphone
should be acoustically separated from surfaces, i.e., they shouldn't be placed directly
on tables (else surface vibrations could contaminate the signal). Clock drift between
the source and microphone must be accounted for ( : ). Alternatively,
balloon pops or hand claps have been proposed for easier IR estimation, but require
signi cant post-processing and still are very obtrusive ( : ;

: ). In short, correctly recording an IR is not easy, and makes it
challenging to add audio in scenarios such as augmented reality, where the environ-
ment is not known beforehand and estimation must be done interactively to preserve
immersion.

Geometric acoustics is a high-frequency approximation to the wave equation. It
is a fast method, but assumes that wavelengths are small compared to objects in the
scene, while ignoring pressure e ects ( , ). It misses several
important wave e ects such as diraction and room resonance. Diraction occurs

when sound paths bend around objects that are of similar size to the wavelength.
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Resonance is a pressure e ect that happens when certain wavelengths are either re-
inforced or diminished by the room geometry: certain wavelengths create peaks or
troughs in the frequency spectrum based on the positive or negative interference they
create.

We model these e ects with a linear nite impulse response (FIR) equalization
Iter ( : ). We compute the discrete Fourier transform
on the recorded IR over all frequencies, following ( ). Instead of lIter-
ing directly in the frequency domain, we design a linear phase EQ Iter with 32ms
delay to compactly represent this Iter at 7 octave bin locations. We then blindly
estimate this compact representation of the frequency spectrum of the impulse re-
sponse as discrete frequency gains, without speci ¢ knowledge of the input sound or
room geometry. This is a challenging estimation task. Since the convolution of two
signals (the IR and the input sound) is equivalent to multiplication in the frequency
domain, estimating the frequency response of the IR is equivalent to estimating one
multiplicative factor of a number without constraining the other. We are relying on
this approach to recognize the a compact representation of the frequency response

magnitude in di erent environments.

3.3.2 Geometry Reconstruction

Given the background, we begin by rst estimating the room geometry. In our exper-
iments, we utilize the ARKit-based iOS app MagicPlah to acquire the basic room
geometry. A sample reconstruction is shown in Figure 3.4. With computer vision
research evolving rapidly, we believe constructing geometry proxies from video input
will become even more robust and easily accessible ( , ; :

).

Shttps://www.magicplan.app/
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Figure 3.4: We use an o -the-shelf app called MagicPlan to generate geometry proxy.
Input: a real-world room (left); Output: the captured 3D model of the room (right)
without high-level details, which is used by the runtime geometric acoustic simulator.

3.3.3 Learning Reverberation and Equalization

Figure 3.5: Network architecture forTg, and EQ prediction. Two models are trained
for Teo and EQ, which have the same components except the output layers have
di erent dimensions customized for the octave bands they use.

We use a convolutional neural network (Figure 3.5) to predict room equalization
and reverberation time (Tgo) directly from a speech recording. Training requires
a large number of speech recordings with knowfg, and room equalization. The
standard practice is to generate speech recordings from known real-world or synthetic
IRs ( : ; : ). Unfortunately, large scale IR datasets do
not currently exist due to the di culty of IR measurement; most publicly available
IR datasets have fewer than 1000 IR recordings. Synthetic IRs are easy to obtain and
can be used, but again lack wave-based e ects as well as other simulation de ciencies.
Recent work has addressed this issue by combining real-word IR measurements with

augmentation to increase the diversity of existing real-world datasets ( : ).
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This work, however, only addresse$s; and DRR augmentation, and lacks a method
to augment the frequency-equalization of existing IRs. To address this, we propose
an augmentation method in this section. Beforehand, however, we discuss our neural

network estimation method for estimating bothTso and equalization.

Octave-Based Prediction

Most prior work takes the full-frequency range as input for prediction. For exam-
ple, one closely related work ( : ) only predicts orlg, value for the entire
frequency range (full-band). However, sound propagates and interacts with mate-
rials dierently at dierent frequencies. To this end, we de ne our learning tar-
gets over several octaves. Speci cally, we calculale, at 7 sub-bands centered at
f 125 250 500 100Q 200Q 400Q 800@Hz. We found prediction of Tg, at the 62.5Hz
band to be unreliable due to low SNR. During material optimization, we set the
62.5Hz Tgo value to the 125Hz one. Our frequency equalization estimation is done
at 6 octave bands centered at 625; 125 250 500 200Q 400@yHz. Note that we will
compute equalization relative to the 1kHz band, so we do not estimate it. When
applying our equalization lter, we set bands greater than or equal to 8kHz to -50dB.
Given our target sampling rate of 16kHz and the limited content of speech in higher

octaves, this did not a ect our estimation.

Data Augmentation

We use the following datasets as the basis for our training and augmentation.

" ACE Challenge ( : ): 70 IRs and noise audio;

" MIT IR Survey ( , ): 271 IRs;

" DAPS dataset ( , ): 4.5 hours of 20 speakers' speech (10 males and
10 females).
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Table 3.1: Dataset composition. The training set and validation set are based on
synthetic IRs and the test set is based on real IRs to guarantee model generalization.
Clean speech les are also divided in a way that speakers ( f1" for female speaker 1;
m10" for male speaker 10) in each dataset partition are di erent, to avoid the model
learning the speaker's voice signature. Audio les are generated at a sample rate of
16kHz, which is su cient to cover the human voice's frequency range.

Partition Noise Clean Speech IR
gi‘:i;mg;s;) ACE ambient f5 10, m5 m10 5(35':";2:'52?5'5
\g'lfj“fl’ggg ACE ambient 3, f4, m3, m4 S{;t::“ik';*
(SiI(Z:StISSe.tSk) ACE ambient  f1, 2, m1, m2 MI(TSEE;N%;)R
First, we use the method in ( ) to expand theTgy and direct-to-

reverberant ratio (DRR) range of the 70 ACE IRs, resulting in 7000 synthetic IRs
with a balanced Tgo distribution between 0:1 1.5 seconds. The ground truthTgg
estimates can be computed directly from IRs can be computed is a variety of ways.
We follow the methodology of ( ) when computing th&yo from
real IRs with a measurable noise oor. This method was found to be the most robust
estimator when computing theTgo from real IRs in recent work ( , ).
The nal composition of our dataset is listed in Table 3.1.

While we know the common range of real-worlds values, there is limited lit-
erature giving statistics about room equalization. Therefore, we analyzed the equal-
ization range and distribution of the 271 MIT survey IRs as a guidance for data
augmentation. The equalization of frequency bands is computed relative to the 1kHz
octave. This is a common practice ( , ), unless expensive
equipment is used to obtain calibrated acoustic pressure readings.

For our equalization augmentation procedure, we rst t a normal distribution
(mean and standard deviation) to each sub-band amplitude of the MIR IR dataset
as shown in Figure 3.6. Given this set of parametric model estimates, we iterate

through our training and validation IRs. For each IR, we extract its original EQ.
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(&) MIT IR survey equalization distribution by sub-band.

(b) Original synthetic IR (c) Target (MIT) IR equaliza- (d) Augmented synthetic IR
equalization. tion. equalization.

Figure 3.6: Equalization augmentation. The 1000Hz sub-band is used as reference and
has unit gain. We t normal distributions (red bell curves shown in (a)) to describe
the EQ gains of MIT IRs. We then apply EQs sampled from these distributions to
our training set distribution in (b). We observe that the augmented EQ distribution

in (d) becomes more similar to the target distribution in (c).

We then randomly sample a target EQ according to our t models (independently
per frequency band), calculate the distance between the source and target EQ, and
then design an FIR lter to compensate for the di erence. For simplicity, we use the
window method for FIR Iter design ( , ). Note, we do not require a
perfect Iter design method. We simply need a procedure to increase the diversity
of our data. Also note, we intentionally sample our augmented IRs to have a larger
variance than the recorded IRs to further increase the variety of our training data.
We compute the log Mel-frequency spectrogram for each four second audio clip,
which is commonly used for speech-related tasks ( , ; ,
). We use a Hann window of size 256 with 50% overlap during computation of the
short-time Fourier transform (STFT) for our 16kHz samples. Then we use 32 Mel-

: )

scale bands and area normalization for Mel-frequency warping (
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The spectrogram power is computed in decibels. This extraction process yields a 32
x 499 (frequency x time domain) matrix feature representation. All feature matrices

are normalized by the mean and standard deviation of the training set.

Network Architecture and Training

We propose using a network architecture di ering only in the nal layer for bothTg
and room equalization estimation. Six 2D convolutional layers are used sequentially
to reduce both the time and frequency resolution of features until they have approx-
imately the same dimension. Eacltonv layer is immediately followed by a recti ed
linear unit (ReLY ( , ) activation function, 2D max pooling, and
batch normalization. The output from conv layers is attened to a 1D vector and
connected to a fully connected layer of 64 units, at a dropout rate of 50% to lower
the risk of over tting. The nal output layer has 7 fully connected units to predict

a vector of length 7 forTeg or 6 fully connected units to predict a vector of length
6 for frequency equalization. This network architecture is inspired by ( ),
where it was used to predict full-bandTg,. We updated the output layer to predict
the more challenging sub-bandgg, and also discovered that the same architecture
predicts equalization well.

For training the network, we use the mean square error (MSE) with the ADAM
optimizer ( , ) in Keras ( : ). The max number
of epochs is 500 with an early stopping mechanism. We choose the model with the
lowest validation error for further evaluation on the test set. Our model architecture

is shown in Figure 3.5.

3.3.4 Acoustic Material Optimization

Our goal is to optimize the material absorption coe cients at the same octave bands

as Tgo Of a set of room materials to match the sub-bandgg of the simulated sound

28



with the target predicted in Y 3.3.3.

Ray Energy.  We borrow notation from ( ). Brie y, a geometric acous-
tic simulator generates a set of sound paths, each of which carries an amount of sound
energy. Each materialm; in a scene is described by a frequency dependent absorption
coe cient, ;. A path leaving the source is re ected by a set of materials before it
reaches the listener. The energy fraction that is received by the listener along path
is
i
&= mk s (3.1)
k=1
wheremK is the material the path intersects on thek™ bounce,N; is the number of
surface re ections for pathj, and ; accounts for air absorption (dependent on the
total length of the path). Our goal is to optimize the set of absorption coe cients
i to match the energy distribution of the pathse to that of the environment's IR.
Again similar to ( , ), we assume the energy decrease of the IR follows an

exponential curve, which is a linear decay in dB space. The slope of this decay line

ism®= 60=Tg.
Objective Function. We propose the following objective function:
J()=(m m%? (3.2)
wherem is the best t line of the ray energies on a decibel scale:
P P P

n "oty n ot n v
m= nlfrQ nlyltz (IPOnl t.;O 4 (3.3)
i=0 Ui i=0 li

with y; = 10log;s(e), which we found to be more robust than previous methods.
Speci cally, in comparison with Equation (3) in ( ), we see that they try

to match the slope of the energies relative tey, forcing e, to be at the origin on a
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dB scale. However, we only care about the energy decrease, and not the absolute
scale of the values from the simulator. We found that allowing the absolute scale to
move and only optimizing the slope of the best t line produced a better match to
the target Teo.
We minimize J using the L-BFGS-B algorithm ( , ). The gradient
of J is given by
P

nt; Ir:=p ti 10 @e

r = 3.4
@ " L2 (L t)?in(l0)e @; (3.4)

3.4 Analysis and Applications

3.4.1 Analysis

Speed. We implement our system on an Intel Xeon(R) CPU @3.60GHz and an
NVIDIA GTX 1080 Ti GPU. Our neural network inference runs at 222 fps on 4-second
sliding windows of audio due to the compact design (only 18K trainable parameters).
Optimization runs twice as fast with our improved objective function. The sound

rendering is based on the real-time geometric bi-directional sound path tracing from

(2017).

Sub-band Tgo prediction. We rst evaluate our Tg blind estimation model and
achieve a mean absolute error (MAE) of 0.23s on the test set (MIT IRs). While the
271 IRs in the test set have a meaiiigg of 0.49s with a standard deviation (STD) of
0.85s at the 125Hz sub-band, the highest sub-band 8000Hz only has a m&agnof
0.33s with a STD of 0.24s, which re ects a narrow subset within olrsy augmentation
range. We also notice that the validation MAE on ACE IRs is 0.12s, which indicates
our validation set and the test set still come from di erent distributions. Another

error source is the inaccurate labeling of low-frequency sub-bafi@y as shown in
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Figure 3.7, but we do not Iter any outliers in the test set. In addition, our data is
intended to cover frequency ranges up to 8000Hz, but human speech has less energy
in high-frequency range ( , ), which results in low signal energy for

these sub-bands, making it more di cult for learning.

(a) 125Hz sub-band. (b) 8000Hz sub-band.

Figure 3.7: Evaluating Teg from signal envelope on low and high frequency bands of
the same IR. Note that the SNR in the low frequency band is lower than the high
frequency band. This makesTg, evaluation for low frequency bands less reliable,
which partly explains the larger test error in low frequency sub-bands.

Material Optimization. When we optimize the room material absorption coe -
cients according to the predictedlsg Of a room, our optimizer e ciently modi es the
simulated energy curve to a desired energy decay rat€f) as shown in Figure 3.8.
We also try xing the room con guration and set the target Tgo to values uniformly
distributed between 0.2s and 2.5s, and evaluate thB;y of the simulated IRs. The
relationship between the target and outputTg is shown in Figure 3.9, in which our
simulation closely matches the target, demonstrating that our optimization is able to
match a wide range ofTgg values.

To test the real-world performance of our acoustic matching, we recorded ground
truth IRs in 5 benchmark scenes, then use the method in ( ), which

requires a reference IR, and our method, which does not require an IR, for comparison.
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Figure 3.8: Simulated energy curves before and after optimization (with target slope
shown).

Benchmark scenes and results are summarized in Table 3.2.

We apply the EQ lter to the simulated IR as a last step. Overall, we obtain a
prediction MAE of 3.42dB on our test set, whereas before augmentation, the MAE
was 4.72dB under the same training condition, which con rms the e ectiveness of our

EQ augmentation. The perceptual impact of the EQ lter step is evaluated in Y3.5.

3.4.2 Comparisons

We compare our work with two related projects, ( ) and
( ), where the high-level goal is similar to ours but the speci ¢ approach is
di erent.

Material optimization is a key step in our method and ( ). One
major di erence is that we additionally compensate wave e ects explicitly with an
equalization Iter. Figure 3.10 shows the di erence in spectrogram where the high
frequency equalization was not properly accounted for. Our method better replicate

the rapid decay in the high frequency range. For audio comparison, please refer to
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Figure 3.9: Stress test our our optimizer. We uniformly sampl&s, between 0.2s and
2.5s and set it to be the target. The ideal 1/O relationship is a straight line passing
the origin with slope 1. Our optimization results matches the ideal line much better
than prior optimization method.

our supplemental vide6.

Figure 3.10: We show the e ects of our equalization Itering on audio spectrograms,
compared with ( ). In the highlighted region, we are able to better
reproduce the fast decay in the high-frequency range, closely matching the recorded
sound.

We also want to highlight the importance of optimizingTgo. In ( , ),
a CNN is used for object-based material classi cation. Default materials are assigned
to a limited set of objects. Without optimizing speci cally for the audio objective, the

resulting sound might not blend in seamlessly with the existing audio. In Figure 3.11,

Shttps://gamma.umd.edu/pro/sound/sceneaware
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