
 

 

 

 

 

 

 

ABSTRACT 

 

 

 

 

Title of Dissertation: MOLD PROCESS INDUCED RESIDUAL 

STRESS PREDICTION USING CURE 

EXTENT DEPENDENT VISCOELASTIC 

BEHAVIOR   

  

 Sukrut Prashant Phansalkar, Doctor of 

Philosophy, 2024 

  

Dissertation directed by: Professor Bongtae Han, Mechanical Engineering 

 

Epoxy molding compounds (EMC) are widely used in encapsulation of semiconductor 

packages.  Encapsulation protects the package from physical damage or corrosion due to harsh 

environments.  Molding processes produce residual stresses in encapsulated components.  They 

are combined with the stresses caused by the coefficient of thermal expansion (CTE) mismatch to 

dictate the final warpage at room and reflow temperatures, which must be controlled for fabrication 

of redistribution layer (RDL) as well as yield during assembly.   

During molding process, EMC is continuously curing and the mechanical properties 

continue to evolve; more specifically, the equilibrium modulus and the relaxation modulus.  The 

former defines behavior after complete relaxation while the latter describes the transient behavior.  

It is thus necessary to measure cure-dependent viscoelastic properties of EMC to be able to 

determine mold induced residual stresses accurately.  This is the motivation for this thesis.   

In this thesis, a set of novel methodologies are developed and implemented to quantify a 

complete set of cure-dependent viscoelastic properties, including the fully cured properties.  Firstly, 



 

 

an advanced numerical scheme has been developed to quantify cure kinetics of thermosets with 

both single and dual-reaction systems.  Secondly, a unique methodology is proposed to measure 

the viscoelastic bulk modulus -ὑὸȟὝ of EMC using hydrostatic testing.  The methodology is 

implemented with a unique test setup based on inert gas.  The results of viscoelastic testing along 

with the shear modulus (Ὃ) and bulk modulus (ὑ) master curves and temperature-dependent shift 

factors (ὥ) of fully-cured EMC are presented. 

Thirdly, a novel test methodology utilizing monotonic testing has been developed to 

measure two sets of equilibrium moduli - Ὁ ὴ and ὑ ὴ of EMC as a function of cure extent 

ὴ.  The main challenge for the measurements is that the equilibrium moduli could only be 

measured accurately only when the EMC has fully relaxed.  The temperatures for complete 

relaxation typically occur above the glass transition temperature, Ὕ ὴ, where the curing rate is 

also high.  A special measurement procedure is developed, through which the EMC moduli above 

Ὕ can be determined quickly at a near isocure state.  Viscoelastic testing of partially-cured EMC 

is followed to determine the cure-dependent shift factors of EMC.  The test durations have to be 

very long (several hours) and it is conducted below Ὕ ὴ of the EMC where the reaction is slow 

(under diffusion-control)   

Finally, a numerical scheme that can utilize the measured cure-dependent viscoelastic 

properties is developed.  It is implemented to predict the residual stress evolution of molded 

packages during and after molding processes.   
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Chapter 1 Introduction  

1.1. Motivation  

Molding processes produce residual stress in encapsulated components.  They are 

combined with the stresses caused by the coefficient of thermal expansion (CTE) mismatch to 

dictate the final warpage at room and reflow temperatures, which must be controlled for fabrication 

of RDL as well as yield during assembly.   

With advanced computational mechanics techniques and computing hardware, one can 

model any kind of semiconductor package for complex loading and boundary conditions.  

However, it is still difficult to make quantitative prediction of residual stresses/ warpages after 

molding process.   

The reason for this is that some critical properties are missing during the prediction.  To 

compensate for the missing properties, commercially available warpage measurement tools such 

as shadow moiré, projection moiré, digital image correlation (DIC), etc., have been employed, 

through which the simplified material properties are adjusted until numerical predictions have 

reasonably good agreement with displacement measurements.   

Unfortunately, the calibrated models often do not produce accurate warpage predictions 

for different package architectures using the same epoxy molding compounds (EMCs) - 

ñarchitecture-dependentò modeling, which is defined as ña model that works for a specific 

packaging design but does not work for different designs using the same material setsò.  If accurate 
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material properties are employed, however, the prediction accuracy should remain the same 

regardless of the package architectures - ñauthentic material-based modelingò. 

During molding process, EMC is continuously curing and the mechanical properties 

continue to evolve; more specifically, the equilibrium modulus and the relaxation modulus.  The 

former defines behavior after complete relaxation while the latter describes the transient behavior.  

It is thus necessary to measure cure-dependent viscoelastic properties of EMC to be able to 

determine mold induced residual stresses accurately.  This is the motivation for this thesis.   

1.2. Objectives 

The objective of this thesis is to develop techniques and methodologies to be able to 

characterize cure-extent dependent viscoelastic behavior of epoxy molding compound (EMC).  

The goal of this characterization is to be able to predict residual stress and deformations induced 

in EMC by molding processes.  Achieving the objective entails: 

a) Characterizing the cure-kinetics of EMC in both diffusion and chemical controlled 

regions; considering that it is essential to know the cure-extent of EMC to be able to 

understand how mechanical properties of EMC evolve during the curing process. 

b) Develop methodologies to determine the comprehensive viscoelastic behavior by 

measuring two time-temperature viscoelastic constants ï Youngôs relaxation modulus 

(ὉὸȟὝ  and bulk relaxation modulus - ὑὸȟὝ of fully-cured EMC.  These properties 

are required for developing master curves for partially-cured EMC as well as stress 

prediction after curing has completed. 

c) Development of methodologies to characterize cure-extent dependent viscoelastic 

behavior of EMC by ï (1) measurement of equilibrium moduli - Ὁ ὴ and ὑ ὴ, 
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and (2) validation of the assumption of time-cure superposition (TCS) and 

determination of cure-dependent shift-factors (ÌÏÇ ὥ ὴ) for various cure extents ὴ.   

d) Implementation of cure-extent dependent viscoelastic behavior into a commercial FEM 

module to be able to predict evolution of stresses and deformations of electronics 

packages during and after molding processes.   

1.3. Organization of Dissertation 

The dissertation consists of 8 chapters.  Chapter 1 presentation the motivations of the work 

and the lists the main objectives. 

Chapter 2 introduces the background of the dissertation.  This chapter reviews the effect of 

critical EMC properties on warpage behavior.  Based on the data and the analyses reported in the 

literature, the chapter addresses the causes that make the prediction of warpages still difficult.  A 

literature review on current understanding of cure-dependent viscoelastic behavior is discussed 

and gap in the literature is identified.  This chapter has been published in the special edition of 

Microelectronics Reliability journal in 2022.  

Chapter 3 presents a deterministic approach to quantify cure kinetics of polymers using a 

Kamal-Sourour (KS) autocatalytic model.  An analytical solution based on the reaction equations 

has been developed.  Minimum number of tests required for accurate quantification have been 

identified and a simple set of equations which can be solved using a standard spreadsheet software 

have been derived.  This chapter has been published in the IEEE Transactions on Components, 

Packaging and Manufacturing Technology (CPMT) journal in 2024. 

Chapter 4 presents a novel method to determine autocatalytic cure kinetics constants of 

advanced thermosets with dual-reaction peaks.  Commercial polymer formulations are often 
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tailored to match the industry requirements and advanced thermosets are being developed with 

multi-reaction systems to achieve this.  This chapters utilizes non-linear regression tools and 

provides a procedure for initial guess values for the optimization program to be able to determine 

the cure kinetics of such dual-reaction systems accurately.  This chapter has been submitted to 

Journal of Materials Science and Engineering B and is currently under a review process.   

Chapter 5 presents a new test setup and a novel procedure to determine viscoelastic bulk 

behavior of EMC using hydrostatic testing.  The methodology combines the advantage of direct 

strain measurement along with constitutive equations of linear viscoelasticity (LVE) to determine 

master curves (Prony series) of bulk modulus directly from the time-dependent pressure and strain 

data.   

Chapter 6 discusses the equations and numerical methods for interconversion of 

viscoelastic properties using the measured (Ὁȟὑ) to obtain Ὃȟὑ) required for FEM modeling 

based on the constitutive equations.   

Chapter 7 presents methodologies for complete characterization of cure-extent dependent 

viscoelastic behavior of EMC.  Using the measured properties, the cure-extent dependent 

viscoelastic behavior has been implemented into a commercial FEM software (ANSYS) to predict 

residual stresses/ warpages of electronics packages during and after molding process.   

Chapter 8 contains a summary of contributions made by this study and a discussion for the 

future studies that can be extended from the present study.   
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Chapter 2 Effect of Critical Properties of Epoxy Molding 

Compound on Warpage Prediction: A Critical Review 

2.1. Introduction  

Residual stresses exist inherently in components encapsulated by molding processes.  They 

are combined with the stresses caused by the coefficient of thermal expansion (CTE) mismatch, 

and eventually dictate the final warpage of components at room and reflow temperatures. 

The warpage history of a package during manufacturing is illustrated schematically in 

Figure 1, where transfer molding is considered.  The package bends upward (Ç) after molding 

(Figure 1 (a)), at the mold temperature, because the epoxy molding compound (EMC) shrinks 

during molding. When the package is heated to the reflow temperature after molding, the CTE 

mismatch causes the package to bend downward (Æ), because the CTE of EMC at the peak reflow 

temperature is typically higher than those of adjacent materials (Figure 1 (b)).  Obviously, both 

quantities (cure shrinkage and CTE induced thermal strains)  are required to accurately predict the 

warpage at the peak reflow temperature.   

 

 (a) (b) 

Figure 1 Schematic illustration of a package warpage history: warpage caused by (a) transfer 

molding; and (b) heating the package from mold temperature to reflow temperature. 

 

The original problem definition of warpage involved controlling the warpage of a single 

component at the solder reflow temperature.  In those applications, the printed circuit board (PCB) 



6 

 

was relatively thick, and it was reasonable to assume that the PCB was flat at the reflow 

temperature considering the symmetric design of signal planes with respect to the power plane at 

the center.  Thus, the component warpage simply had to be controlled not to exceed certain 

specifications (relative to solder ball sizes) and thus to avoid solder bridging or opening during the 

assembly process, as illustrated in Figure 2. 

 

 

 (a) (b) 

Figure 2 Illustration of (a) solder bridging and (b) solder opening during board level assembly 

 

The warpage issue became more challenging, when the portable electronics industry, 

adopted the package-on-package (PoP) technology.  In typical mobile phone applications, a top 

package (typically low I/O memory module) is stacked on a bottom package (typically high I/O 

logic module) using solder balls.  Naturally, the packaging requirements of the two packages are 

different (e.g., wire-bond vs. flip-chip), and so are their thermomechanical behaviors, i.e., warpage.  

In order to accommodate this inherent warpage behavior difference, the warpage of both packages 

have to be controlled simultaneously to offer a desired stacking yield.  The desired and undesired 

warpage combinations are illustrated in Figure 3 (a) and (b), respectively.  

 

(a) 
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(b) 

Figure 3 Illustration of (a) desired and (b) undesired warpage combinations in PoP stacking. 

 

More recently, the warpage issue became even more challenging simply because EMCs 

became a part of some interconnect systems in various heterogeneous integration solutions, 

including fan-out wafer level packaging (FO-WLP) and embedded technologies, where vias and 

signal redistribution layers are fabricated in or on EMC after molding is completed [1-6].  The 

wafer level warpage of FO-WLP at room temperature is illustrated in Figure 4, which can be 

excessive due to a large wafer size.  This must be controlled for successful process integration 

(e.g., fabrication of redistribution layer) after molding is completed. 

 

Figure 4 Illustration of the warpage of FO-WLP wafer at room temperature 

 

For the past couple of decades, extensive efforts have been made to enhance the 

predictability of warpage.  On the modeling front, commercial software packages are equipped 

with advanced but user-friendly analysis modules.  As a result, even non-experts can 

model/simulate almost any kind of electronic packaging products.  On the experimental front, 

thermo-mechanical properties required for numerical predictions, including CTE, the glass 

transition temperature (Tg), and the temperature-dependent viscoelastic properties, are routinely 

measured by commercial tools such as thermo-mechanical analyzer (TMA) and dynamic 

mechanical analyzer (DMA).  In addition, temperature-dependent warpage can be measured 

readily using commercial shadow Moiré and digital image correlation (DIC) tools, and the results 

are used for model validation.   
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It is worth mentioning that an in-plane displacement measurement technique, called Moiré 

interferometry, was first used to verify the validity of complex numerical models [7, 8].  It is very 

effective in validating the constitutive relationships of various materials used in the package 

quantitatively.  However, it has not been the most preferred choice for the verification of warpage 

prediction.  Besides the complex experimental procedure, including sample preparation, the 

method produces relative deformations with respect to a reference (or assumed stress-free) 

temperature.  This is ideal for a stress-analysis, but not most desired for a warpage analysis that 

requires an absolute stress state inside a package.   

Due to its simplicity, shadow Moiré has been used most extensively to verify the validity 

of warpage prediction models.  Some studies in the literature show excellent agreements between 

measurements and predictions [9, 10].  Yet even this verified model often does not predict 

accurately the warpage of different packages molded by the same EMC.  In fact, good agreements 

between warpage predictions and measurements are possible even when the properties of EMC 

are not correct and/or some critical properties of EMC are missing.  It is attributed partly to the 

fact that the warpage, i.e., the out-of-plane displacements of a traction-free top and/or bottom 

package surfaces should have a continuous and smooth field regardless of the complexity of 

underlying geometries and materials. 

An attempt to investigate the reasons for the above paradox, i.e., why accurate warpage 

prediction is still difficult even with (1) temperature and time-dependent EMC properties and (2) 

numerical models verified by the experimentally measured warpage of actual packages, is the 

motivation of this review article.   

Based on the data and the analyses reported in the literature, the paper addresses three 

potential causes related the physical properties of EMC, which make the prediction still a 
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challenging task.  The causes are discussed in detail considering two most widely used molding 

processes, i.e., transfer molding and compression molding.  The issue associated with EMC cure 

shrinkage will be discussed in Section 2.2.  The improper assumptions used in the current practice 

of viscoelastic analysis will be discussed in Section 2.3.  Section 2.4 will be devoted to unique 

challenges associated with cure-extent dependent viscoelastic properties.  Some recommendations 

and future studies will be discussed in Section 5.  

2.2. Effective Cure Shrinkage (ECS) 

Numerical stress analyses are typically performed to determine relative changes of stresses 

with respect to a reference condition, where stresses are assumed to be zero.  Warpage prediction, 

however, requires determination of the ñabsoluteò stress state inside a package, which must include 

residual stresses caused by molding processes, more specifically, cure shrinkage-induced stresses. 

CTE mismatch-induced stresses are generally much larger than cure shrinkage-induced 

stresses, and thus the latter is not so critical if warpage at room temperature is concerned, e.g., 

warpage of FO-WLP at room temperature directly affects the fabrication process of 

redistribution layer (RDL).  Warpage caused by the latter is still very important for thin packages, 

especially, those used in portable devices, for which warpage at reflow temperature affects 

assembly yield significantly.  This section discusses how to measure the cure shrinkage to be used 

for process-induced residual stresses. 

2.2.1. Cure kinetics 

EMC is based on thermosetting polymers.  They are solidified through a chemical reaction 

that causes polymer chains to cross-link.  The general form of a curing rate can be expressed as: 
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Ὠὴ

Ὠὸ
Ὧ ὝȟὴϽ‰ὴ (1) 

where p is the cure-extent (or degree of cure); kc is a temperature and cure dependent rate 

coefficient; and ‰ὴ is the cure kinetic function that can take any mathematical form of p.  

The rate coefficient can take several functional forms.  In the well-known nth order model, 

the rate coefficient is only temperature dependent, and the curing rate is given by [11]: 

 
Ὠὴ

Ὠὸ
Ὧ ὝϽὴ ρ ὴ Ƞ Ὧ Ὕ ὃÅØÐ

Ὁ

ὙὝ
 (2) 

where Ὧ is the rate constant, aE is the activation energy, R is the universal gas constant and n is 

the reaction order.  In an autocatalytic reaction, the rate coefficient is dependent on both 

temperature and cure, and the curing rate is given by [11]: 

 
Ὠὴ

Ὠὸ
Ὧ ρ ὴ ȠὯ Ὕȟὴ Ὧ Ὕ Ὧ Ὕὴ  (3) 

where Ὧ Ὕ and Ὧ Ὕ are rate constants which are temperature-dependent, and άȟὲ are reaction 

orders.  More details about cure kinetics and rate functions can be found in Ref. [11].   

The modified autocatalytic model or Kamal-Surorôs model has been known to describe 

well the curing behavior of several EMCs [12-14].  The model is given as: 

 
Ὠὴ

Ὠὸ
ὯϽὴ ρ ὴ  (4) 

where Ὧ is the rate constant and άȟὲ are reaction orders. 

2.2.2. Measurement of ECS 

During solidification, each cross-linking causes incremental volumetric shrinkage, known 

as cure shrinkage.  Numerous testing methods have been developed over the span of many decades, 
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and some of them are practiced routinely to measure the intrinsic (or total) cure shrinkage [15-22].  

The cure shrinkage, e, is proportional to the extent of cure as:   

 ‐ὴ ‐ ‰ὴ  (5) 

where ‐  is the total cure shrinkage that is accumulated during the entire curing process. 

The behavior of a typical polymer system is illustrated in Figure 5, where the x-axis shows 

time axis, t (with arbitrary unit) , and the y-axis represents two polymer properties associated with 

curing (cure shrinkage, ( ),te  and shear modulus, ( )G t ), normalized by their equilibrium values, 

 and Ge¤ ¤, obtained after curing is completed.   

 

Figure 5 Evolution of cure shrinkage and modulus during curing 

As mentioned earlier, cure shrinkage does occur before the gel point (denoted as ὴ ).  

However, the modulus associated with the cure shrinkage developed before the gel point is 

virtually ñzeroò, and it does not contribute to residual stresses.  The cure shrinkage that occurs 

after the gel point has been defined as the ñeffective cure shrinkage (ECS)ò [23-25] to distinguish 

it from the ñtotal cure shrinkageò.  The ECS value should be used for calculation of cure-induced 

residual stresses.  In the figure, the ECS amount is denoted by ‐ǿÐ. 
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Unlike classical methods to measure the total shrinkage where only a volume change after 

curing has to be documented, a technique to measure the effective cure shrinkage should satisfy 

two critical requirements since the gel point must be identified accurately: (1) a stress-induced 

strain can be measured directly while curing occurs; (2) a strain sensor employed in the technique 

should be so robust not to be degraded by polymers and volatiles as well as harsh curing conditions 

(temperature, pressure, etc.). 

A fiber Bragg grating (FBG) is an optical strain sensor that offers very high sensitivity (

ρ‘‐).  It is extremely robust, as it is fabricated on a glass fiber.  The ECS can be measured by 

embedding an FBG sensor inside EMC.  The FBG-based technique was developed to estimate 

residual stresses [26-28] in composite structures, and it has been implemented successfully to 

measure the ECS values of various polymers [23-25].   

A unique challenge is encountered during the ECS measurement of EMC.  Large friction 

between EMC and mold inner surfaces occurs inevitably during mold pressure application, which 

hinders EMC from contracting freely during curing.  Recently a novel idea involving two-stage 

curing has been conceived to cope with the problem [29].  A setup used to measure ECS is shown 

in Figure 6 [29].  In the first stage, an FBG sensor is embedded in EMC by a molding process 

(Figure 6 (a)).  The FBG-EMC assembly is separated from the mold and the molded specimen is 

heated to a cure temperature rapidly in the second stage (Figure 6 (b)).  This procedure ensures 

constraint-free curing, and thus, accurate measurement of ECS.  The Bragg wavelength (BW) 

change is measured continuously until no noticeable change is observed. 
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 (a) (b) 

Figure 6 Schematic illustration of a setup used to measure the effective cure shrinkage of EMC: 

(a) application of the mold pressure to collapse an EMC pellet; and (b) curing the FBG-

embedded EMC specimen inside a constraint-free fixture. 

 

The results are shown in Figure 7, where the EMC strain is plotted as a function of time, 

normalized by the total curing time.  It is important to note that the strain was zero for a short 

initial period, as shown in the inset.  This is a clear indication that the FBG responded only after 

the gel point.  The ECS value was 0.077%.   

 

 

Figure 7 Effective cure shrinkage of EMC as a function of normalized time where the 

inset shows the BW signal of initial 40 min. 
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2.2.3. Transfer molding and compression molding 

Two most widely used molding technologies are transfer molding and compression 

molding.  Transfer molding was implemented first for various wire bond packages.  More recently, 

compression molding was adopted for more advanced packages such as higher I/O packages and 

fan-out wafer (or panel) level packages. 

Transfer molding is different from compression molding in that it forces EMC into an 

enclosed mold containing numerous cavities.  Transfer molding typically uses a higher mold 

pressure to ensure uniform fill of mold cavities through narrow channels.  For this reason, EMC 

inside mold cavities is under a completely different state of deformation after the molding process, 

compared to compression molding.  These different deformation states of EMC should be 

simulated properly for accurate prediction of the residual stress caused by each molding process. 

The transfer molding process is illustrated schematically in Figure 8.  An EMC pellet is 

charged, and the mold is heated to a mold temperature.  Then, a molding pressure is applied to 

transfer the charge from a transfer pot to cavities containing electronic packages, as shown in (a).  

The molding compound is driven through narrow channels called ñrunnersò, which connect the 

transfer pot to the gates of cavities.  During its transfer, the molding compound remains as a 

viscous liquid, and thus the molding pressure is transferred to all cavities, as illustrated in (b). 

At the mold temperature, the molding compound cures rapidly, and quickly passes its gel 

point, at which the molding compound becomes a deformable solid.  As a result, the pressure to 

fill the cavities is no longer transferred to the molding compound in the cavities after the gel point, 

as illustrated in (c), although the pressure is maintained until the mold is opened for removal of 

the encapsulated components.  Therefore, the warpage of the components after the transfer 
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molding is caused solely by the cure shrinkage of the molding compound accumulated after the 

gel point, i.e., the effective cure shrinkage.   

 

 

(a) 

 

(b) 

 

(c) 

Figure 8 Schematic illustration of transfer molding process: (a) EMC is charged, and the mold is 

heated to the mold temperature; (b) EMC remains as a viscous liquid during EMC 

transfer (before EMC passes its gel point); and (c) EMC becomes a deformable solid as 

soon as EMC passes its gel point. 

 

It is important to recall that during molding; the modulus evolves nonlinearly (Figure 5).  

A different set of cure-extent dependent material functions are required to predict cure-induced 

warpage after molding.  It is inevitable that the ECS values and the cure-extent dependent 
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viscoelastic properties must be used be accurately predict warpage after transfer molding.  Yet, 

these properties have not been characterized properly, and thus not readily available. 

A typical compression molding process is illustrated schematically in Figure 9.  The mold 

containing various forms of EMC (powder, granular, liquid, pellet, etc.) is heated first to the mold 

temperature (a); EMC remains as a viscous liquid during initial compression (b); and EMC 

becomes a deformable solid as soon as EMC passes its gel point (c).   

Unlike transfer molding, the mold pressure is continuously applied to EMC until the mold 

is opened during compression molding.  As soon as it becomes compressible, i.e., from liquid (b) 

to deformable solid (c), EMC deforms continuously due to the mold pressure (nearly hydrostatic 

compression).  Again, it seems impractical to predict warpage after compression molding without 

the ECS values and the cure-extent dependent viscoelastic properties.  The cure-extent dependent 

properties will be discussed in detail in Section 4. 
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(a) 

 

(b) 

 

(c) 

Figure 9 Schematic illustration of compression molding process: (a) EMC is charged, and the mold 

is heated to the mold temperature; (b) EMC remains as a viscous liquid during EMC 

transfer (before EMC passes its gel point); (c) EMC becomes a deformable solid as soon 

as EMC passes its gel point, and the pressure continuously deforms EMC until the mold 

is opened. 

2.2.4. Discussion: Mold shrinkage 

The mold shrinkage is defined to be the difference between the dimensions of the mold and 

the molded part at room temperature [30].  It is intended to provide a dimensional change at room 

temperature caused by the mold process.  Typically, the mold shrinkage is measured using a 

standard cavity.  As illustrated in Figure 10, the mold shrinkage (%) is defined as [31]:  



18 

 

 ὓὛϷ
Ὀ Ὠ

Ὀ
‐ ‌ Ὕ Ὕ ‌ Ὕ Ὕ ‌ Ὕ Ὕ  (6) 

where ὓὛϷ  is mold shrinkage in %.  Ὀ is the diameter of the mold at room temperature; Ὠ is 

the diameter of a cured EMC specimen at room temperature; ‐  is the total volumetric 

shrinkage of EMC, ‌ and ‌ are the CTE values of EMC below and above Ὕȟ respectively; ‌  

is the CTE value of the mold; and Ὕ and Ὕ are cure temperature and room temperature, 

respectively.   

 

Figure 10 Illustration of the dimensions of (a) cavity at room temperature and (b) molded EMC 

at room temperature 

 

In transfer molding, the difference between the dimensions of the mold and of the molded 

article produced therein from a given material vary according to the design and operation of the 

mold.  It is affected by the size and temperature of the pot or cylinder and the pressure on it, as 

well as on mold temperature and molding cycle [31, 32]. 

Therefore, the mold shrinkage should not be used to predict the residual stresses at the 

mold temperature simply because it contains the effect of the coefficient of thermal expansion 

(CTE) of the mold as well as the cured thermoset polymers.  The ECS value obtained from Figure 

7 is approximately only 43% of the mold shrinkage provided by the EMC manufacturer.  

Ὀ Ὠ

(a) (b)
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2.3. Time and Temperature Dependent Behavior of Polymers 

There is an abundance of literature that concerns numerical prediction of warpage.  They 

can be categorized into temperature dependent linear elastic analyses [33-36] and linear 

viscoelastic analyses [9, 10, 37-40].  It is to be noted that only few representative papers are cited 

in this paper due to space limitation.  Thermal excursions used in the analyses usually exceed the 

glass transition temperature (gT ) of EMC, and thus it is inevitable to use the temperature-dependent 

properties.  In most cases, however, some critical properties have been assumed to be temperature-

independent or were just missing; more specifically, Poissonôs ratio (n) in linear elastic analyses, 

and the bulk modulus (K ) in viscoelastic analyses.  Considering the current trend, this section 

discusses only the improper assumption used in the current practice of viscoelastic analyses, yet 

the same argument can be made for linear elastic analyses without losing generality.   

2.3.1. Linear viscoelasticity  

The constitutive law of linear viscoelasticity is written as [41]: 

 

ί ς Ὃὸ †
‬Ὡ †

‬†
Ὠ† 

„ σ ὑὸ †
‬‐ †

‬†
Ὠ† 

(7) 

where ί and Ὡ  are the deviatoric stress and strain tensors, respectively.  Ὃὸ and ὑὸ are the 

time-dependent shear modulus and bulk modulus, respectively, and „  and ‐  are the 

dilatational (or volumetric) stress and strain tensors, respectively.   

In the linear viscoelastic regime, two constants (Ὁȟ’) have the following relationship with 

the other two constants (Ὃȟὑ) in the Laplace domain as [42]: 
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 Ὃί
Ὁί

ςρ ίὺȇί
Ƞὑί

Ὁί

σρ ςίὺȇί
 (8) 

where ὉίȟὺȇίȟὋί and ὑί are Youngôs modulus, Poissonôs ratio, shear modulus and bulk 

modulus in the Laplace domain, respectively.  For the numerical modeling, two of the four 

constants must be measured experimentally.   

Conversion from the time-domain to the Laplace domain is usually simple.  However, 

converting back from the Laplace domain to the time domain requires complex integral functions, 

and involves computationally heavy numerical solutions.  Several approximate solutions for 

interconversion are available in the literature, and they are summarized in Ref. [42-44]. 

For thermorheologically simple (TRS) polymers, the viscoelastic behavior at one 

temperature can be related to that at another temperature only by a change in the log time scale 

[45].  This has been illustrated in Figure 11, where the relaxation modulus (or master curve) at 

various temperatures can be obtained only by shifting the master curve obtained at a reference 

temperature on a log time scale.  Glassy modulus (Ὃ ) is defined as the point on the relaxation 

curve where the molecular chains are frozen, and no relaxation can occur.  This is also referred to 

as Ὃ or relaxation modulus at the fictive time ñ0ò after application of an instantaneous load.  The 

shape of the master curve at any temperature remains the same and can be shifted to a reference 

temperature (Ὕ ) using temperature dependent shift factor, Ta .  At temperature 1T  greater than 

Ὕ , the relaxation rate is faster and at temperature 3T  less than refT  the relaxation rate is slower 

as evident from Figure 11. 
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Figure 11 Illustration of the material behavior of TRS polymers  

 

This is known widely as time-temperature superposition (TTS).  The master curve at the 

reference temperature shown in Figure 11 can be expressed using the Prony series: 

 Ὃὸ Ὃ ὋÅØÐ
ὸ

†
 (9) 

The master curves at arbitrary temperature can be expressed using the reduced time as:  

 Ὃ‪ Ὃ ὋÅØÐ
‪

†
 (10) 

where Ὃ are Prony shear constants; † are relaxation time constants; and ‪ὸ is the reduced time.  

The reduced time is defined as:  

 ‪ὸ
Ὠ‚

ὥ Ὕ
 (11) 

where ὥ Ὕ is the temperature-dependent shift-factor.   

It is impractical to measure the entire master curve in a single experiment due to the large 

time range involved in the master curve.  Instead, the relaxation tests are conducted at various 

temperatures for short periods of time.  The data are then shifted to a reference temperature to 
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create a single master curve and obtain shift factors (Ta ).  This routine practice is illustrated in 

Figure 12 

 

Figure 12 Procedure to create a master curve and to obtain shift factors using the TTS principle 

 

Dynamic mechanical analysis has also been used extensively to measure the relaxation 

behavior of polymers.  Dynamic mechanical analysis essentially involves measuring the 

stress/strain relationship while applying a cyclic strain (‎ὸ) at a known frequency (For  .(‫ 

viscoelastic materials, a phase lag (‏) exists between the applied cyclic strain and the cyclic stress 

response (ίὸ) due to dissipation of the elastic energy through chain relaxation.  The ratio of the 

cyclic stress to strain is called complex modulus (Ὃ‫ ).  The relationships are known as [46]: 

 

‎ὸ ‎ÃÏÓ‫ὸ ‎ὙὩὩ  

ίὸ ίÃÏÓ‫ὸ ‏ ίὙὩὩ  

Ὃ‫
ίὸ

‎ὸ
ίȾ‎ὙὩÃÏÓ‏ ὭÓÉÎ‏ 

(12) 

Additionally, complex modulus is expressed as a (pseudo-) vector sum of two components, 

storage modulus (Ὃǋ- real) and loss modulus (Ὃǌ- imaginary).  Mathematically,  
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 Ὃ‫ Ὃ ‫ Ὥ Ὃ ‫  (13) 

where Ὃǋrepresents the storage modulus (or stored energy) and Ὃǌrepresents the loss modulus (or 

dissipated energy) in a cycle.  

Commercially available machines based on the analysis (dynamic mechanical analyzer: 

DMA) are routinely used to measure the relaxation modulus of polymers.  A polymer is tested by 

applying a cyclic strain over a range of frequencies typically between 0.1 - 100 Hz at several 

temperature intervals (multi-frequency and temperature sweeps: MFT).  The complex modulus is 

obtained by measuring the stress response for an applied sinusoidal strain at a given frequency 

(w).  The relationship between complex modulus and relaxation modulus is given as [47]:  

 Ὃ‫ Ὥ‫ ὋίὩ Ὠί ὭὋὸꞈ‫  (14) 

where Ὃ‫  is the complex modulus, Ὃὸ is the relaxation modulus, and ꞈ  is the Fourier 

transform.   

The same TTS principle is exercised to obtain the shift factors (Ta ) and the master curve 

in the frequency domain.  The frequency domain Prony series for ( )G w¡ can be expressed using 

the relaxation time constants as [48]:  

 Ὃ ‫ Ὃ Ὃ
†‫

ρ †‫
 (15) 

where ὋȠ†  are Prony elastic constants and relaxation time constants, respectively and Ὃ  is 

the equilibrium modulus.   

An example of obtaining the relaxation modulus is shown in Figure 13.  A DMA 

Multifrequency-temperature (MFT) sweep was conducted using a three-point bending sample to 

obtain the storage moduli.  
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 (a) (b)  

 

 (c) (d) 

Figure 13 Representative DMA results: (a) Storage modulus obtained from the MFT sweep; (b) 

shift factors ( Ta ); (c) storage modulus master curve in the frequency domain; and (d) 

relaxation modulus master curve in the time domain  

 

The storage moduli obtained from the MFT sweep are shown in (a).  The shift factors (Ta ) 

and the storage modulus master curve (Ὁǋ‫ ) are shown in (b) and (c), respectively.  The 

relaxation modulus master curve in the time-domain can be determined using Eqs. (10) and (11) 
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from the Prony series constants obtained by fitting Eq. (15) to the data in (c).  The results are 

shown in (d). 

2.3.2. Critical assumptions used in the current practice  

As mentioned earlier, two master curves, ( ) and ( )G t K t , of EMC are required for a 

numerical viscoelastic analysis.  Direct measurement of ( ) and ( )G t K t  is usually more 

challenging.  Only limited shear moduli setups can be found in the literature [14, 49], but only the 

data obtained for soft polymers seem reliable because it is difficult to obtain the pure shear 

condition for rigid polymers [50, 51].   

Time and temperature dependent Youngôs moduli are relatively easy to measure using the 

standard testing apparatuses such as DMA and universal testing machines.  Two assumptions have 

been widely adopted to utilize the master curve of Youngôs modulus for a viscoelastic analysis, 

albeit without experimental validation.  The first assumption is a constant, i.e., time and 

temperature ñindependentò Poissonôs ratio [52].  With this assumption, the inverse transform of 

the first relationship in Eq. (8) becomes: 

 fl Ὃί
Ὁί

ςρ ίȢ
’
ί

Ὃὸ
Ὁὸ

ςρ ’
 (16) 

where ’ is the constant Poissonôs ratio.   

This simple relationship allows to convert the Youngôs modulus master curve obtained from DMA 

testing (Figure 13 (d)) into the shear modulus master curve as: 

 Ὃὸ
Ὁὸ

ςρ ’

ρ

ςρ ’
Ὁ ὉÅØÐ

ὸ

†
 (17) 
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where Ὁ  is the equilibrium modulus; ὉȠ† are Prony elastic constants and relaxation time 

constants respectively; and Ὃ Ὁ ςρ ’ϳ  and Ὃ Ὁ ςρ ’ϳ . 

The second assumption is ñtime-independentò bulk modulus [37, 53, 54].  With this 

assumption, the bulk modulus is approximated as: 

 ὑὸͯ ὑ
Ὁ

ςρ ’
 ÁÔ Ὕ Ὕ (18) 

It is worth mentioning that the assumption of ñtime-independentò bulk modulus implies 

that the bulk modulus becomes ñtemperature-independentò if EMC behavior follows the TRS 

assumption.  These implications are illustrated in Figure 14. 

 

Figure 14 Implication of the assumption of bulk modulus behavior: (a) time-independent; and (b) 

temperature-independent behavior 

 

When the above two approximations are implemented, i.e., only shear relaxation defined 

and Bulk modulus ( 0K ) as constant, the resultant Poissonôs ratio would increase to the theoretical 

limit, i.e., n º 0.5, and thus incompressible, which could produce unreasonable results [52].  To 

circumvent this unrealistic mechanical behavior of EMC, two Poissonôs ratios - below and above 
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gT  - can be considered, which produce two bulk moduli [55].  However, this approach deviates 

from the first assumption (the constant Poissonôs ratio), and caution should be exercised when the 

approximated viscoelastic solutions are sought, based on the above assumptions. 

2.3.3. Measurement of bulk modulus 

There were several attempts to measure the bulk modulus of polymer [56] and EMC [57] 

by a high-pressure dilatometer [56, 57].  The system is illustrated schematically in Figure 15.  In 

this method, the volume change was monitored as a function of time after the pressure was applied 

using a measurement piston, and the bulk compliance was determined from the volume change.  It 

is important to note, however, that the dilatometer cannot apply true hydrostatic pressure as soon 

as the polymer passes its gel point, after which the polymer is no longer incompressible, i.e., n  ̧

0.5.  This inherent limitation makes the bulk modulus measurement difficult, although the volume 

change can be measured accurately. 
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Figure 15 Schematic illustration of high-pressure dilatometer 

 

Recently, the bulk behavior of EMC was characterized by a novel experimental technique 

using an embedded fiber Bragg grating (FBG) sensor [58, 59].  The FBG embedded specimen after 

specimen preparation and the setup used for hydrostatic testing are shown Figure 16 and Figure 

17, respectively.  The FBG embedded EMC specimen is placed inside a metal chamber, and it is 

sealed completely.  The gas inlet of the chamber is connected to pressure transducer and the high-

pressure cylinder through a pressure regulator.   
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Figure 16 FBG embedded EMC specimen 

 

 

Figure 17 Schematic illustration of a setup to measure the bulk modulus 

 

The results from the studies clearly showed strong temperature-dependent [58] as well as 

time-dependent bulk behavior EMC [59].  Representative results from the studies are shown in 

Figure 18 (a) (temperature dependence) and Figure 18 (b) (time-dependence).  The dependence 

becomes very significant near the glass transition temperature (gT ) of EMC.   
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(a) 

 

(b) 

Figure 18 Bulk modulus of EMC: (a) 1 second isochronous values as a function of temperature; 

and (b) time-dependent values obtained at a temperature near Tg 

 

If an absolute stress or warpage is to be predicted over a temperature range beyond Tg of 

EMC, it is inevitable to use temperature-dependent viscoelastic bulk modulus since the EMC 

material in packages is subjected to multiaxial constraints.  The effect of the assumption on stress 
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analyses was discussed in Ref. [60], where the effect of the time-dependent bulk modulus on the 

internal stresses of Decawatt package (DPAK) in automotive ECU units was investigated using a 

linear viscoelastic analysis.  The results showed that the constant bulk modulus overestimated the 

wire-lift  force significantly due to extra constraints.  A similar analysis was conducted to 

investigate the effect of the constant Poissonôs ratio assumed in a linear elastic analysis on the 

package warpage [61].  The results showed that the constant Poissonôs ratio increased the predicted 

warpage of a package containing two stacked dies by approximately 24%.   

2.4. Cure-extent dependent Viscoelastic Behavior 

It is important to recall that the modulus evolves non-linearly during molding (Figure 5).  

As mentioned earlier, a different set of cure-extent dependent material functions are required to 

predict cure-induced warpage after molding. 

2.4.1. Cure-extent dependent shear viscoelasticity 

In the classical viscoelasticity theory, the cure-dependent shear relaxation modulus can be 

expressed as [62]: 

 Ὃὸȟὴ Ὃ Ὃ ὸȟὴ (19) 

where Ὃ ὴ and Ὃ ὸȟὴ are the equilibrium modulus (steady-state) and the transient part of the 

modulus, respectively, at a cure extent of p.  The relaxation modulus describes the transient 

behavior, while the equilibrium modulus defines the behavior after complete relaxation.  Both 

properties are required accurately to predict a stress state at each instance during curing.   

It was observed that the shear relaxation mechanism of thermorheologically simple (TRS) 

polymers remains the same during the curing process.  However, increase in length of the polymer 
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chains during curing reduces the degree of freedom of the chains causing increase of the elastic 

stiffness (or equilibrium modulus, G¤) [63].  For the same reason, relaxation time also increases 

as curing progresses. 

Attempts to explain the gel formation and evolution of equilibrium modulus have been 

made using the Mean Field Theory [64] and the percolation theory [65].  It was also observed that 

a large set of thermosetting polymers, specifically epoxy resins, followed the percolation theory 

[16, 66-69].  The equilibrium modulus evolution of a two-component epoxy in the percolation 

theory was expressed as [70]:  

 Ὃ ὴ Ὃ
ὴ ὴ

ρ ὴ
 (20) 

where ὋÐὴ is the equilibrium modulus at a given degree of cure; Ὃ  is the equilibrium modulus 

of fully cured polymer; gelp  is a degree of cure at the gel point; and d  is the evolution exponent 

determined experimentally [70].  

The relaxation behavior at a given degree of cure can be represented by Prony series as:  

 Ὃ ὸȟὴ Ὃ ὴÅØÐ
ὸ

†
 (21) 

where Ὃ ὴ is the Prony shear constants at a given degree of cure and it are relaxation time 

constants.  This is illustrated in Figure 19 (b), where increase in relaxation time at a higher degree 

of cure is evident.  The complete cure-dependent shear modulus, ( , )G t p , is illustrated in Figure 

19 (c), where GG  is the glassy modulus. 
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 (a) (b) (c) 

Figure 19 Schematic illustration of cure extent dependent EMC behavior: (a) equilibrium modulus 

evolution; (b) relaxation modulus as a function of time; and (c) complete time dependent 

behavior 

2.4.2. Time-cure superposition (TCS) 

The concept of time-cure superposition (TCS) was first proposed by Adolf and Martin [70, 

71] after observing that the relaxation behavior of TRS polymers remained the same during curing.  

The TCS concept is similar to the well-known TTS concept described in Section 3.  Since its 

introduction, numerous researchers have shown that the viscoelastic behavior at different extents 

of cure can be superposed using appropriate horizontal shifts.   

The initial implementations of the TCS concept were carried out for unfilled thermosets 

[72, 73], where the cure extent-dependent equilibrium modulus was ignored or handled improperly.  

Later, the concept was extended to filled thermosets including EMC, which clearly showed the 

effect of cure extent on the equilibrium modulus.  To incorporate the concept for numerical 

implementation, Yang et.al [74] proposed a procedure to normalize the relaxation behavior by the 

difference between the glassy modulus and the cure extent-dependent equilibrium modulus, and it 

was implemented later by several others [14, 69, 75, 76].  The normalization can be expressed as: 
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Ὃ ὸȟὴ

Ὃ Ὃ ὴ

Ὃ ὴ

Ὃ Ὃ ὴ
ÅØÐ

ὸ

†
ὫÅØÐ

ὸ

†
 (22) 

where Ὣ are the normalized Prony shear constant, which is independent of cure extent.  The 

normalized relaxation modulus at various degrees of cure is illustrated in Figure 20. 

A cure-dependent shift function, ὥ ὴ, was employed to handle the increase in relaxation 

times during curing [69, 77].  The shift factors are also illustrated in Figure 20.  The reduced-time, 

‰ , is defined as [73]:  

 ‪ ὸ
Ὠ‚

ὥ ὴ
 (23) 

The complete relaxation behavior as a function of cure extent can be expressed as [74]:  

 Ὃὸȟὴ Ὃ ὴ Ὃ Ὃ ὴ ὫÅØÐ
‪

†
 (24) 

More details about the above equation can be found in Ref. [74, 78]. 

 

Figure 20 Illustration of the TCS concept, where the relaxation modulus obtained at various cure 

extents are normalized by the difference between the glassy modulus and the 

equilibrium modulus 
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2.4.3. Measurement of cure-extent dependent viscoelastic properties  

Determination of cure-extent dependent viscoelastic properties require experimental 

techniques to measure the properties for various cure extents.  The multi-frequency and 

temperature sweeps (MFT) of DMA was the preferred choice [69, 79, 80] for measuring cure-

dependent viscoelastic Youngôs modulus (E).   

For measurement of cure-dependent moduli, a partially cured specimen at a known cure-

extent is subjected to MFT sweeps to obtain the frequency dependent behavior.  These MFT 

sweeps have to be conducted at temperatures significantly lower than cure temperature (or 

sometimes gT  of the partially cured polymer) to ensure slow reaction rates during MFT sweeps.  

Lin et.al. [13] proposed a combined or dual shift methodology to account for mechanical 

testing temperature (T) and degree of cure (p).  In the implementation, the frequency-dependent 

isocure data at various testing temperatures (significantly below cureT ) is shifted to the reference 

temperature (refT ) to create the master-curve of a partially- cured specimen ( 1p ).  This procedure 

is repeated to produce the master-curves at various cure extents.  The master curves obtained at 

three cure extents are illustrated in Figure 19 (c).  These master curves are normalized by 

equilibrium moduli, as described by Eq. (22).  Finally, the normalized master curves are shifted 

horizontally to obtain the cure-dependent shift factor (pa ).  The combined shift factor ( combineda ) 

consists of the two components ï temperature dependency and cure dependency as [13]: 

 ÌÏÇὥ ÌÏÇὥ ÌÏÇὥ  (25) 

The current practice of measuring the cure-extent dependent properties is based on well-

known theories but also on unconfirmed assumptions.  These issues should be addressed to 

enhance warpage productivity in the future.   
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In the current practice of creating a master curve of partially cured polymer, the mechanical 

testing is conducted at temperatures much lower than the curing temperature to ensure that extra 

curing during testing can be negligible, i.e., to maintain the constant cure-extent state.  This would 

result in much less viscoelastic behavior, and would require a proportionally larger range of 

frequencies to obtain a complete master curve.  With the commercial DMA machines, it would be 

rather difficult, albeit not impossible, to obtain the equilibrium modulus accurately.   

It was observed for some thermosets that the temperature shift factor is independent of the 

degree of cure and can be used directly to shift the master curves of partially cured specimens to 

the reference temperature [69, 80].  The viscoelastic behavior of partially cured polymers is 

affected significantly by the degree of cure.  This observation was not supported by any rigorous 

theoretical explanations and should be practiced with extreme caution.  

It is important to recall that fully cured EMC shows strong time dependent bulk behavior 

[59].  With less crosslinking, partially cured EMC would definitely show even stronger time 

dependent bulk behavior.  It is inevitable that the cure extent dependent viscoelastic bulk modulus 

must be measured to predict the warpage after compression molding accurately.  

Packages fabricated by molding processes are subjected to the post mold curing (PMC) 

process, which produces additional effective cure shrinkage induced-deformations as well as CTE 

mismatch-induced thermal deformations.  It is clear that both cure-dependent and post-cure 

viscoelastic properties are required to accurately predict the warpage after compression molding.   

2.5. Additional discussion: About compression molding 

In the compression molding, mold parameters (temperature, pressure, and time) affect the 

warpage behavior.  This implies that the warpage behavior can be tailored for a given EMC to a 
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certain degree.  A test similar to one to measure the effective cure shrinkage (Section 2) was 

conducted to illustrate the concept.   

In this test, the pressure was maintained until curing was completed to simulate the 

compression molding condition.  The results are shown in Figure 21.  The total EMC strain was 

0.214%, which is nearly three times as high as the effective cure shrinkage reported in Section 2 

(i.e., the strain without the pressure).  It was attributed to the near hydrostatic creep deformation 

caused by the pressure after the gel point.  The pressure was removed after curing was completed.  

The behavior is shown in Figure 21 (b).  A sudden increase of the EMC strain is apparent, which 

represents the elastic recovery of EMC deformed by the pressure.  The EMC creep strain was 

recovered continuously as a function of time.   

The package warpage after demolding is illustrated schematically in Figure 22.  The elastic 

and creep recovery after compression demolding produces downward bending (Æ) at the mold 

temperature (Figure 22(a)).  This is opposite to the case of transfer molding, which produces 

upward bending (Ç) at the mold temperature (Figure 22 (b)).   

As mentioned earlier, there is a gap in literature associated with experimental data and 

constitutive models associated with the time and cure dependent behavior of K.  This behavior 

must be characterized experimentally to be incorporated into numerical modeling for accurate 

warpage prediction after compression molding.   
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(a) 

 

(b) 

Figure 21. Strain evolution from a test simulating compression molding, where the pressure is 7 

MPa: (a) complete strain evolution and (b) zoom-in view marked by a box in (a). 
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 (a) (b) 

Figure 22. Schematic illustration of warpage behavior after demolding at the mold temperature: 

(a) compression molding and (b) transfer molding 

2.6. Concluding Remarks 

This review paper discussed three topics related to warpage prediction uncertainties.   

(1) The first topic was related to the cure shrinkage that occurs during molding.  The modulus of 

EMC associated with the cure shrinkage developed before the gel point is virtually ñzeroò, and 

it does not contribute to cure-induced warpage.  The cure shrinkage that occurs after the gel 

point is called the effective cure shrinkage (ECS).  The ECS value should be used for 

calculation of cure-induced warpage.   

(2) The second topic was the two-assumption used, but not yet validated, in the current practice of 

linear viscoelastic analysis, ñconstant Poissonôs ratio and ñtime independent bulk modulusò.  

Experimental data were presented to show that the assumptions are not valid at high 

temperatures, especially around the glass transition temperature.  Time and temperature-

dependent bulk modulus should be used for a viscoelastic analysis for accurate warpage 

prediction.   

(3) The last topic dealt with the cure-extent dependent viscoelastic behavior.  Only limited data is 

available in the literature due to the measurement complexity (theoretical as well as 

experimental).  More measurements of partially cured EMC properties are warranted to 

improve warpage predictability. 

Utilizing the uniaxial as well as bulk behavior of partially and fully cured EMC, ñdesigningò 

warpage - in contrast to the conventional approach to ñcontrollingò warpage - would become 
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possible to enable the industry to tailor advanced molding process parameters, including but not 

limited to (1) mold temperature, pressure, and time and (2) post-mold curing temperature and time.   
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Chapter 3 Deterministic Approach to Obtain Autocatalytic Cure 

Kinetics Model Constants by Normal Equations of Least-Squares 

Method 

3.1. Introduction   

The thermoset cure process is exothermic, and the amount of heat released can be directly 

measured by differential scanning calorimetry (DSC).  The measured quantity provides the degree 

of cure, which can be used to investigate cure kinetics.   

There are several methodologies and techniques available in the literature to determine the 

cure kinetics model constants.  After the pioneering and original work by Borchardt and Daniels 

(B/D) [81], the American Society for Testing and Materials (ASTM) established a standard test 

method based on linear regression, through which the kinetic parameters of the well-known ὲ  

order model are determined from a single temperature scanning DSC data at a linear heating rate 

(also known as dynamic heating scan measurement data) [82].  The method is quick and useful, 

and it has been practiced widely.   

Numerous advanced thermosets, typically highly-filled with silicas (50 to 90 wt.%), are 

used in the semiconductor packaging industry.  Understanding the curing behavior of the filled 

thermosets are increasingly important to optimize manufacturing processes, as the packages are 

becoming thinner and complex [83, 84] . 

The advanced thermosets typically follow the autocatalytic behavior, for which the 

autocatalytic kinetics model should be used to describe the curing behavior faithfully, especially 

at the beginning of cure.  Several types of non-linear regression algorithms have been implemented 

to determine the kinetic parameters of the autocatalytic model [85].  Due to the extreme non-linear 

nature of the model, the non-linear regression usually requires a large quantity of dynamic scan 
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data obtained at three or more heating rates to ensure proper convergence during the regression, 

unless the initial values of the constants are selected carefully. 

This paper proposes a novel method to determine the constants of the autocatalytic model 

using DSC data.  The proposed method is based on the normal equations, which is an analytical 

approach of the least-squares method.  The method requires only two standard DSC dynamic scan 

data obtained at the linear heating rates of 5 and 10 °C/min, but can obtain the four cure kinetics 

parameters of the autocatalytic model, including the activation energy, analytically but accurately 

without regression analyses.  The method is described in detail after briefly reviewing the 

autocatalytic cure kinetics model.  The method is implemented for a highly-filled epoxy molding 

compound (EMC).  The experimental data and the predictions of cure extent are presented, and 

the robustness and accuracy of the method are discussed. 

3.2. Cure kinetics Model 

The general form of reaction kinetics model is expressed as [11]: 

 
Ὠὴ

Ὠὸ
ὯὝȟὴϽὪὴ (26) 

where Ὧ is the rate constant; and Ὢὴ is the cure kinetics function that can take any mathematical 

form of p.  The rate constant can be a function of both temperature (Ὕ and cure-extent (ὴ).  For 

most thermosets used in the semiconductor packaging industry, it has been known that the rate 

constant is independent (or a very weak function) of cure-extent [86-88], and it can be expressed 

using the Arrhenius equation as: 

 ὯὝ ὃÅØÐ
Ὁ

ὙὝ
 (27) 
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where ὃ is the Arrhenius constant; Ὁ is the activation energy; and R is the ideal gas constant 

(8.314 ὐϽάέὰ Ͻὑ ).   

Then, the modified autocatalytic model, known as Kamal-Sourour (KS) model, takes the 

following form [89]: 

 
Ὠὴ

Ὠὸ
ὯὝϽὴ ρ ὴ Ƞ ὯὝ ὃÅØÐ

Ὁ

ὙὝ
 (28) 

where n and m are reaction orders associated with the model.   

3.3. Proposed Deterministic Approach 

The proposed method is based on the normal equation, which is an analytical approach of 

the least-squares method [90].  The normal equation-based least-squares method was utilized 

successfully to determine the elastic constants using the experimental full-field displacement field 

[91].  A similar approach is adopted to determine the KS model constants. 

The KS model can be expressed in the following form by taking natural logarithm of Eq. 

(28) as: 

 ÌÎ
Ὠὴ

Ὠὸ
ÌÎὃ ὲÌÎρ ὴ άÌÎὴ

Ὁ

ὙὝ
 (29) 

The objective function Ὓ defined by sum of square error (SSE) between the model 

prediction and the DSC data can be expressed as: 

 

 

Ὓ ÌÎ
Ὠὴ

Ὠὸȟ
ÌÎ
Ὠὴ

Ὠὸȟ

ÌÎὃ
Ὁ

ὙὝ
ὲÌÎρ ὴ ά ÌÎ ὴ ÌÎ

Ὠὴ

Ὠὸȟ
 

(30) 
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The least-squares criterion for the four independent variables (i.e., the first-order condition 

of the least-squares minimization) requires: 

The above criterion produces a system of equations, known as the normal equations.  The 

results can be expressed in a matrix form as: 

where ὢ

ÌÎὃ
Ὁ
ὲ
ά
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 ὢ ὅ ὄ (32) 
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The values of ὨὴὨὸϳ  and p are directly obtained from DSC tests.  In the above equations, 

ñNò is the number of data points obtained from the DSC measurements.  If there are no differences 

between the model predictions and the DSC data, the four constants in the above equation (ὃ, Ὁ, 

n and m) can be determined using only four arbitrary points in the DSC data.  In practice, 

discrepancies attributed to experimental uncertainties are always present, and this is the rationale 

of the over deterministic approach where the N is much larger than the number of constants to be 

determined [10].  It is also important to recall that the normal equation is a closed-form solution 

that minimize the value of SSE.  The solution is always unique (global minima) as long as ὅ  

is determinable [90-92].   

 

Data Required to Handle Non-linearity of KS Model  

The KS model poses a new regression analysis challenge due to its extreme non-linearity, 

more specifically, dual power terms of cure-extent).  As explained clearly in the ASTM standard 

[3], the simpler ὲ  order model in a logarithm form can be expressed as a linear function with 

two independent variables ὼȟώ, repeated here, as 

 ᾀὼȟώ ὥ ὦὼὧώ (33) 

where ᾀḳ ÌÎὨὴὨὸϳ  ; ὥḳÌÎὃ; ὦḳὲ; ὼḳÌÎρ ὴ; ὧḳὉ Ὑϳ ; and ώḳ ρὝϳ .  It is worth 

noting that the first independent variable, x, is a function of cure extent, p; and the second 

independent variable, y, is a function of temperature, T.   

Eq. (33) defines a plane for a given set of three parameters (ὃȟὲȟὉ) in the ὼȟώ domain.  

This is graphically illustrated in Figure 23.  A line produced by a single dynamic scan data is also 

shown in Figure 23.  It is important to note that the line lies in the plane, but it is curved due to the 
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non-linear relationship between the x and y variables.  Therefore, the solution obtained from the 

normal equations using a single dynamic scan data can define the plane uniquely; and thus, the 

three parameters (ὃȟὉȟὲ) can be obtained by the normal equations using a single dynamic scan 

data.   

 
Figure 23 A plane defined by the ὲ  order model (Eq. 8); and a line produced by a single 

dynamic scan data 

 

The KS model of Eq. (29) can be expressed using the similar notations as: 

 ᾀὼȟώ ὥ ὦὼ ὦὼ ὧώ (34) 

where ᾀḳ ÌÎὨὴὨὸϳ  ; ὥḳÌÎὃ; ὦḳὲ; ὼḳÌÎρ ὴ; ὦḳά; ὼḳÌÎὴ; ὧḳὉ Ὑϳ ; and 

ώḳ ρὝϳ .  The above equation contains two variables, ὼȟὼ ȟ that are a function of p.  They are 

related as ὼ ÌÎρ Ὡ .  Thus, Eq. 9 can be rewritten as: 

 ᾀὼȟώ ὥ ὦὼ ὦÌÎρ Ὡ ὧώ (35) 

Eq.(35) defines a curved surface for a given set of four parameters ὃȟὲȟάȟὉ  in the 

ὼȟώ domain, which cannot be defined by a single curved line obtained from a single dynamic 

scan data; in other words, a curved plane cannot be defined uniquely by a single curved line.  This 

Curved line produced 

by a single dynamic 

scan data

Plane defined by 

the order model
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implies that the closed form solution obtained from Eq. 7 using a single dynamic scan data will 

not provide a unique set of the four parameters of the KS model.  One more dynamic scan data 

(i.e., an additional curved line) is required to define the curved surface uniquely.   

This can be expressed mathematically as: 

 

ὅ ὢ ὅ ὢ ὄ ὄ  

ὅ ὅ ὅ  and ὄ ὄ ὄ  

(36) 

where ὅ  and ὄ  for Ὥ ρȟς are the matrices obtained from two dynamic scan data.  

3.4. Implementation 

An epoxy molding compound (EMC) was used to determine the cure kinetics constants of 

the KS model.  TA Discovery DSC 250 was used to obtain the dynamic scan data at the standard 

heating rates of ɓ = 5 and 10 °C/min.  The heat flow data ὗ  obtained from DSC are shown as a 

function of temperature (Јὅ) in Figure 24, where the heat flow is scaled by the higher heating rate 

(‍ ρπ Ј#ȾÍÉÎ .  
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Figure 24 DSC dynamic scan data at the standard heating rates of ɓ = 5 and 10 °C/min; the data 

is scaled by the higher heating rate (ɓref = 10 °C/min).  

 

The total enthalpy of the reaction (ɝὌ) was measured by subtracting the baseline 

determined using the start and the end point.  The average enthalpy of the reaction obtained from 

both rates was ςωȢς πȢρφ J/g.  The curing rate (ὨὴȾὨὸ) as a function of temperature were 

obtained by dividing the heat flow rate (ὗ) by the total amount of heat released.  The results are 

shown in Figure 25.   

 

Figure 25 Rate of reactions ὨὴȾὨὸ as a function of temperature Ὕ, obtained from 

the data shown in Figure 24 

 

The normal equation matrices (Eq. (36)) obtain from each data sets are:  
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(37) 
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This yields: 

 ὢ

ÌÎὃ
Ὁ
ὲ
ά

ρχȢυυφ
χυȢττ
ρȢρσ
πȢφς

 (38) 

The four parameters of the KS model obtained from ὢ are shown in Table 1. 

Table 1 Reaction constants of KS model 

═ ▼  ╔╪ ἳἔϽἵἷἴ  ▪ □ 

4.21E+07 75.44 1.13 0.62 

 

The values in Table 1 were used to predict the cure extent.  The predicted cure extent is 

compared with the cure extent obtained from DSC data in Figure 26.  Two additional dynamic 

scan data obtained at the heating rates of ɓ = 2.5 and 7.5 °C/min are also used for comparison.  The 

predicted values and the experimental data show excellent agreements, not only at the two standard 

rates used to determine the parameters, but also at the two additional rates.   

ὅ ЈȾ

υπχπ ρυρρȢψω τπτςȢυτ φρπωȢφψ
ρυρρȢψω τυρȢςφ ρρχρȢτρ ρψφςȢφχ
τπτςȢυτ ρρχρȢτρ φχφτȢτς ρχπσȢωρψ
φρπωȢφχ ρψφςȢφχ ρχπσȢωρψρρτσπȢρς

 

ὅ ЈȾ

ςωτχ ψυρȢπρ σπςφȢυς σςπψȢφσ
ψυρȢπρ ςτφȢπσ ψτφȢςπ ωυσȢπρ
σπςφȢυς ψτφȢςπ φσφπȢςφ ωσφȢυ
σςπψȢφσ ωυσȢπρ ωσφȢυ φπςφȢχψ
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Figure 26 Precited cure extent is compared with experimental data.  Only the data obtained from 

the standard rates of ɓ = 5 and 10 °C/min are used to determine the model parameters, 

and the additional dynamic scan data (ɓ = 2.5 and 7.5 °C/min) are used only for 

comparison.   

3.5. Discussions  

As discussed earlier, the normal equation using a single dynamic scan data will not provide 

a unique set of the four parameters of the KS model.  In order to examine this further, the four 

parameters were determined using the single data set of 5°C/min using Eq.(32).  The results are: 

 ὢ  ЈȾ  

ÌÎὃ
Ὁ
ὲ
ά

χσȢρρ
ςσχȢπρ
πȢσσ
σȢρυ

 (14) 

The values are significantly different from the values obtained from two dynamic scan data 

(Eq.(38)). 

This discrepancy is explained graphically in Figure 27.  The black plane shows the curved 

surface representing the true solution (Eq. (38)), while the blue plane shows the curved surface 
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representing the solution obtained only using the single dynamic scan data of 5°C/min (Eq. (14)).  

The intersecting line (red line) is identical to a curved line produced by the 5°C/min dynamic scan 

data.  The results clearly show that one additional curved line is required to define the black plane 

uniquely.   

 

Figure 27 Curved surfaces represented by Eq. (35), where black and blue planes are obtained 

from Eq. (38) and (14), respectively.  The intersecting line (red) coincides with a curved 

line produced by the single dynamic scan data of 5 °C/min 

3.6. Conclusions 

An analytical approach based on the normal equations of the least-squares method was 

developed to determine the constants of the autocatalytic model, and it was implemented for a 

highly-filled epoxy molding compound (EMC).  Only two standard DSC dynamic scan data (ɓ = 

5 and 10 °C/min) were required to uniquely obtain the four cure kinetics parameters of the 

autocatalytic model, including the activation energy.  The predicted cure extent was compared 

with the cure extent obtained from DSC data.  The predicted values and the experimental data 

showed excellent agreements, not only at the two standard rates used to determine the parameters, 
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but also at the two additional dynamic scan data obtained at the heating rates of ɓ = 2.5 and 

7.5 °C/min, which corroborated the robustness and the accuracy of the proposed method. 

The method is ñanalyticalò in nature, and can be implemented by commercial spreadsheet 

application software.  The method is efficient, but robust and accurate.  More implementations 

using advanced thermosets in semiconductor packaging are expected.   
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Chapter 4 Novel Method to Determine Autocatalytic Cure Kinetics 

Model Constants of Dual Reaction Thermosets Using Minimum 

Testing Data 

4.1. Introduction  

A wide range of advanced thermosets, typically highly filled with silica ranging from 50 % 

to 90 % (w/w), are being extensively used and continuously developed for advanced 

semiconductor packaging applications.  Understanding the curing behavior of those filled 

thermosets and cure-dependent material properties is increasingly important for optimizing 

manufacturing processes, as the advanced packages become thinner and more complex to 

accommodate the ever-increasing demand for portability and integration [83, 84].   

Differential scanning calorimetry (DSC) provides a convenient and robust way to measure 

the extent of cure, or degree of cure (DOC), for thermosetting polymers [93].  Several 

methodologies to determine the cure kinetics model constants for single-reaction polymer systems 

using DSC data are readily available in the literature [94-96], as well as ASTM standards including 

ASTM E698 (Flynn/Wall/Ozawa method), E2041 (Borchardt and Daniels method), E2890 

(Kissingerôs and Farjaôs methods), and E2070 (isothermal methods).   

Dual reactions are often present in advanced thermosets [86, 93, 94, 97, 98] to achieve the 

desired specifications to satisfy various design and manufacturing requirements.  The details of 

the reaction systems (i.e., chemistry and composition) are typically proprietary information and 

not disclosed by material manufacturers.  Additionally, the high inorganic filler loading produces 
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a proportionally smaller amount of heat during curing.  These factors make quantitative 

characterization of the cure kinetics of dual reactions challenging.  

Analysis of the cure kinetics of dual-reaction thermosets requires the determination of nine 

model constants: the ratio of the first reaction to the total reaction; and eight constants of two 

autocatalytic models that describe dual-reactions.  Simultaneous determination of the nine 

constants from experimental data using regression analyses is challenging because of the 

extremely non-linear nature of combined kinetic functions.  A set of initial values that are 

reasonably close to the true model constants are required for proper convergence.   

This paper proposes a novel method to obtain the required initial values consistently, which 

subsequently enables the accurate determination of all nine constants.  The method utilizes a well-

known model-free analysis and an analytical least-squares approach.  The proposed method is 

remarkably efficient; it requires only two sets of DSC dynamic scan data (at linear heating rates of 

5 °C/min and 10 °C/min) to determine the contributions of the first and second reactions to the 

total cure reaction as well as the eight model constants in two autocatalytic models representing 

these two reactions.   

The proposed method is described in detail after briefly reviewing the cure kinetics models 

and kinetic analyses.  The method is implemented here using a highly-filled dual-reaction epoxy-

based underfill material used in advanced semiconductor packaging applications.  The results are 

reported while corroborating the validity and accuracy of the proposed method. 

4.2. Cure Kinetics Model and Kinetic Analysis 

A general form of reaction kinetics model and an autocatalytic model, known as the Kamal-

Sourour model are first reviewed here.  One of the model-free (isoconversional) kinetic analysis 
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methods, known as the Friedman method, is also reviewed.  A deterministic approach to determine 

the model constants of the Kamal-Sourour model is described briefly. 

4.2.1. General reaction kinetics model  

The general form of reaction kinetics model is expressed as [11, 99, 100]: 

 
Ὠὴ

Ὠὸ
ὯὝȟὴϽὪὴ (39) 

where t is the time (in seconds); Ὧ is the rate constant (in sī1); and Ὢὴ is the reaction model.  The 

rate constant can be a function of both temperature (Ὕ and extent of cure (ὴ).  For most thermosets 

used in the semiconductor packaging industry, it has been reported that the rate constant is 

independent (or a very weak function) of the extent of cure [87, 88].  The rate constant can be 

expressed using the Arrhenius equation as: 

 ὯὝ ὃÅØÐ
Ὁ

ὙὝ
 (40) 

where ὃ is the pre-exponential factor (in sī1); Ὁ is the activation energy (in J molī1); and R is the 

ideal gas constant (8.314 J molī1 Kī1).   

Then, the modified autocatalytic model, known as the Kamal-Sourour model, takes the 

following form [89]: 

 
Ὠὴ

Ὠὸ
ὯὝϽὴ ρ ὴ  (41) 

where n and m are reaction orders associated with the model.   
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4.2.2. Isoconversional analysis: Friedman method 

The isoconversional (also known as model-free) analysis [101] offers a way of determining 

the activation energy of a reaction process without assuming a cure kinetics function.  The main 

advantage of the model-free analysis is its simplicity while avoiding errors associated with choice 

of a kinetic model.  Two most widely-known methods are the Friedman method (a differential 

model-free method) [102] and the KissingerïAkahiraïSunose method (an integral model-free 

method) [103].  The former is adopted in this study because the curing rate (ὨὴȾὨὸ) from a 

dynamic scan data of DSC can be directly used for the analysis.  The method is briefly reviewed 

below.   

Taking the logarithm of the general kinetics model (Eqs. (26) and (2)) yields  

 ÌÎ
Ὠὴ

Ὠὸ
ÌÎὃϽὪὴ

Ὁ ὴ

ὙὝ
 (42) 

At a constant cure extent (ὴ), the above equation becomes a linear curve, which can be expressed 

as: 

 ώ ὥ ὦὼ (43) 

where ώḳÌÎὨὴὨὸϳ ; ὦḳÌÎὃ Ὢὴ Ƞὥ Ὁ ὴȾὙ and ὼ ρȾὝ.  The slope of the linear 

equation provides the activation energy at a given cure extent, Ὁ ὴ [102, 104].  The activation 

energy can be calculated from the slope of the line using the following equation: 

 Ὁ ὴ Ὑ 
ÌÎ
Ὠὴ
Ὠὸ
ρ
Ὕ

 (44) 
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4.3. Deterministic Approach to Obtain Kamal-Sourour Model Constants [105] 

The Kamal-Sourour (K-S) model can be expressed in the following form by taking the 

natural logarithm of Eq. (28) as: 

 ÌÎ
Ὠὴ

Ὠὸ
ÌÎὃ ὲÌÎρ ὴ άÌÎὴ

Ὁ

ὙὝ
 (45) 

The objective function Ὓ  defined by the sum of square error (SSE) between the 

experimentally measured and calculated reaction rate data can be expressed as: 

The least-squares criteria for the four independent variables requires: 

The above criterion produces a system of equations, known as the normal equations.  The 

results can be expressed in a matrix form as: 

where ὢ

ÌÎὃ
Ὁ
ὲ
ά

; 

ὄ

ừ
Ử
Ử
Ử
Ừ

Ử
Ử
Ử
ứ ÌÎ

Ὠὴ

Ὠὸ
ρπππ
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Ữ
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(46) 

 
‬Ὓ

‬ÌÎὃ
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‬Ὓ

‬ά

‬Ὓ

‬ὲ
π (47) 

 ὢ ὅ ὄ (48) 



58 

 

ὅ  

ụ
Ụ
Ụ
Ụ
Ụ
Ụ
Ụ
Ụ
ợ ρ

ρπππ

ὙὝ
ÌÎ ρ ὴ ÌÎ ὴ

ρπππ

ὙὝ

ρπππ

ὙὝ

ρπππ

ὙὝ
ÌÎρ ὴ

ρπππ

ὙὝ
ÌÎὴ

ÌÎρ ὴ
ρπππÌÎρ ὴ

ὙὝ
ÌÎρ ὴ ÌÎρ ὴ ÌÎὴ

ÌÎ ὴ
ρπππ

ὙὝ
ÌÎὴ ÌÎρ ὴ ÌÎὴ ÌÎὴ  

Ứ
ủ
ủ
ủ
ủ
ủ
ủ
ủ
Ủ

 

The normal equation is an analytical approach of the least-squares method, which does not 

need to use regression analyses.  It has been shown that the method requires only two standard 

DSC dynamic scan data to obtain the kinetic parameters of the Kamal-Sourour model accurately 

without regression analyses.  More details can be found in Ref. [105]. 

4.4. Proposed Method 

To determine the overall cure reaction kinetics of a dual-reaction system, it is necessary to 

understand the contribution of each reaction to the overall exothermic heat (ɝὌ ) obtained from 

the dynamic DSC data.  The total heat of reaction can be expressed as: 

where ɝὌ ÁÎÄ ɝὌ  represent the heat generated by the two reactions, respectively.  The overall 

reaction rate can be expressed as: 

Ὠὴ

Ὠὸ
–
Ὠὴ

Ὠὸ
ρ –

Ὠὴ

Ὠὸ
 

ɝὌ ɝὌ ɝὌ  (49) 

 

ɝὌ –ϽɝὌ Ƞ  ɝὌ ρ –ϽɝὌ  

ὴ
ɝὌ

ɝὌ
Ƞὴ

ɝὌ

ɝὌ
 

ὴ –ὴ ρ –ὴ 

(50) 
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where h is the ratio of the first reaction to the total reaction (will be referred to as ñratioò).  The 

variable, h, was first introduced in Ref. [106].  Although the value of h should be a constant as a 

material system parameter, the concept was treated incorrectly, resulting in the values of h that 

varied with the DSC linear heating rates.   

Using the K-S model, the overall reaction model for two reactions can be expressed as: 

The least-squares based method can be utilized to determine the constants.  The objective 

function to obtain the nine constants ὃȟὉ ȟὲȟάȟ–ȟὃȟὉ ȟὲȟά  is defined as: 

 

As mentioned earlier, the optimum values are sensitive to the initial values of the constants 

since the function shown in Eq. (14) is complex and extremely non-linear.  Several local minima 

can exist which satisfy the convergence requirements.  A set of good initial ñguessesò or estimated 

values are required to ensure that the objective function converges at the true values with the 

minimum amount of test data.  A novel procedure is developed to determine the initial values 

consistently.  

 

Procedure to Determine the Initial Values 

 

Ὠὴ

Ὠὸ
–
Ὠὴ

Ὠὸ
ρ –

Ὠὴ

Ὠὸ

–Ὧ ρ ὴ ὴ ρ – Ὧ ρ ὴ ὴ  

where Ὧ ὃÅØÐ Ƞ Ὧ ὃÅØÐ , respectively.   

(51) 

 

3 
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The initial values are determined by the following four sequential steps. 

Step I: Conduct the model-free analysis 

The analysis based on Eq. (44) offers the activation energy as a function of cure-extent.  

Recalling the fact that the activation energy of the K-S model is only a function of temperature, 

two reactions would produce two activation energies with a transition region.  A middle point 

over the transition region will be selected as an estimated ratio (–). 

Step II: Perform the deterministic approach for the first reaction  

The closed form solution of Eq. (32) is implemented to estimate the kinetic constants of the 

first reaction ὃ ȟὉ  ȟὲ ȟά  using data from two standard DSC dynamic 

scans.  The data obtained from DSC has to be modified using the estimated ratio (–) 

obtained in Step I. 

where  and ὴ  are the estimated curing rate and cure extent of the first reaction, 

respectively. 

Step III:  Estimate the heat of the first and second reactions, ╗  and ╗  

The first reaction is estimated by the K-S model using the constants obtained in Step II.  The 

second reaction is then estimated by  

ɝὌ ɝὌ ɝὌ  

where ɝὌ  and ɝὌ  are the estimated heats of the first and second reactions, respectively. 

Step IV: Perform the deterministic approach for the second reaction  

Ὠὴ

Ὠὸ

ρ

–

Ὠὴ

Ὠὸ
 

ὴ
ρ

–
ὴ 

(53) 
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The closed form solution of Eq. (32) is implemented again to estimate the cure kinetics 

constants of the second reaction ὃ ȟὉ  ȟὲ ȟά   using the same two DSC 

dynamic scan datasets.  The data obtained from DSC has to be modified using the estimated 

ratio (–) in Step I. 

where  and ὴ  are the estimated curing rate and cure extent of the second reaction, 

respectively. 

Non-linear regression to determine the nine constants 

Once the initial values of the nine constants [–ȟὃ ȟὉ  ȟὲ ȟά ȟ

ὃ ȟὉ  ȟὲ ȟά  are estimated, a non-linear fitting method (e.g., a modified form of 

gradient descent method) is used to determine the final values of the nine constants in Eq. (51). 

4.5. Implementation 

An epoxy-based underfill (filler contents 65% wt./wt.) was used to implement the proposed 

method.  Use of the underfill material in flip-chip technology is illustrated schematically in Figure 

28.  The application of underfill involves dispensing the material around the edges of the chip.  

The underfill flows by capillary action between the chip and the substrate through and around the 

solder joints.  The underfill is cured at high temperatures to achieve the desired thermo-mechanical 

properties.  The function of underfill is two-fold: (1) it redistributes thermal stresses in the layer 

(the gap between the chip and substrate with solder joints and pads) and, thus, reduces bump 

stresses significantly and (2) it protects the layer of the device from operating environments [107].   

Ὠὴ

Ὠὸ

ρ

ρ –

Ὠὴ

Ὠὸ
–
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Ὠὸ
 

ὴ
ρ
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Figure 28 Schematic diagram of a flip-chip IC package 

 

A commercial differential scanning calorimeter (TA Instruments Discovery DSC 250) was 

used to obtain the dynamic scan data at the standard heating rates of ɓ = 5 °C/min and 10 °C/min.  

The standard uncertainties for temperature and heat flow are estimated to be ± 1 % and ± 3 %, 

respectively. The DSC heat flow data ὗ  are shown in Figure 29, where the heat flow is scaled 

by the higher heating rate (‍ ρπ °C/min) for a better comparison of the results at the same 

instrument sensitivity [86].  The shoulders that occur after the initial peak in Figure 2 clearly 

indicate two competing reactions. 

The total heat of the reaction (ɝὌ ) was measured by subtracting the baseline determined 

from the start and the end reaction point.  The total heat of the reaction obtained from both rates 

was consistent with an average value of about 114.8 J/g.  The curing rate (ὨὴȾὨὸ) as a function of 

temperature were calculated by dividing the heat flow rate (ὗ) by the total heat of reaction.  The 

results are shown in Figure 30.   
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Figure 29 DSC dynamic scan data at the standard heating rates of ɓ = 5 °C/min and 

10 °C/min; the data is scaled by the higher heating rate (ɓref = 10 °C/min). 

 

Figure 30 Rate of reactions ὨὴȾὨὸ as a function of temperature Ὕ, obtained from the 

data shown in Figure 29 
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Figure 31 Friedman analysis plot containing lines through isoconversion points obtained 

from the two standard DSC dynamic scan data (ɓ = 5 °C/min and 10 °C/min) 

 
Figure 32 Apparent activation energy as a function of cure extent, obtained from the 

Friedman analysis. 

 

The results obtained from Step I (a model-free analysis using the Friedman method) is 

shown in Figure 31.  The apparent activation energy as a function of cure extent is shown in Figure 

32.  Two linear lines representing the activation energies were drawn and the transitions are 
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connected to help estimate – accurately.  There is a clear step transition (blue line) of the 

activation energy, indicating that both reactions are occurring simultaneously in the transition 

region.  The estimated ratio (–  was determined as the cure extent at the middle point over the 

transition region, –= 0.85, as indicated in the figure.  

It is worth noting that only two data points are used for calculation of the activation energy, 

although three data points are typically used to minimize the uncertainties associated with the 

experimental data during slope calculation.  The objective of the above calculation was not to 

determine the activation energy accurately but to just estimate the ratio.  This provides a rationale 

for using two data points for the activation energy calculation.  

 

It is also evident from Figure 32 that the contribution of the second reaction to the overall 

reaction is nearly negligible until ὴ reaches 0.75; i.e., ὨὴȾὨὸͯπ and ὴ πͯ.  Therefore, only the 

first reaction contributes to the overall reaction when the extent of cure is below 0.75.  Likewise, 

after p = 0.90, the first reaction reaches completion, and the second reaction dictates the heat flow 

response. 

 

Table 1 Estimated cure kinetics constants of the first and second reactions. 

╔╪ ▄ (kJ mol
ī1) ═ ▄ (s

ī1) ▪ ▄ □ ▄   ⱢἭ 

48.61 1.64E+03 1.20 0.20 0.85 

╔Ἡ ▄ (kJ mol
ī1) ═ ▄ (s

ī1) ▪ ▄ □ ▄ Ɫ▄ 

57.30 3.29E+03 1.01 0.25 0.15 

 

Using the two data sets (‍ υ Ј#ȾÍÉÎ and ‍ ρπ Ј#ȾÍÉÎ), a set of constants for the first 

reaction was estimated using Eq. (53), following Step II.  The contribution of the second reaction 
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was determined by Step III.  Then, using the two data sets (‍ υ Ј#ȾÍÉÎ and ‍ ρπ °C/min), a 

set of constants for the second reaction was estimated using Eq. (54), following Step IV.  The 

results for the estimated constants for the first and second reactions are listed in Table 1.   

Using the nine initial values in Table 1, a non-linear fitting method utilizing a modified 

gradient descent method (Nedler-Mead algorithm) [108] was followed to fit the dataset.  This 

algorithm is available as ὪάὭὲίὩὥὶὧὬ  or ὪάὭὲὧέὲ in MATLAB programming language.  The 

values of the model constants obtained are summarized in Table 2. 

The DSC data of ‍ υ °C/min is compared with the predicted values in Figure 33.  Figure 

33(a) shows the curing rates of two reactions, while (b) shows the cure extents.  They show 

excellent agreement with the overall Ὑ πȢωωρ.   

The prediction results can show the contributions of each reaction separately, and they were 

also included in Figure 6.  As mentioned earlier, the second reaction is much weaker than the first 

reaction.  The activation energy of the second reaction is nearly 50 % larger than that of the first 

reaction.  However, the maximum curing rate of the first reaction is more than four times higher 

than that of the second reaction.  Consequently, the second reaction contributes to only º 20 % of 

the total cure extent.  This information can be used effectively to optimize the curing schedule 

during manufacturing.   

Table 2 Final reaction kinetic constants for the underfill material obtained using the proposed 

method 

╔╪ (kJ mol
ī1) ═ (sī1) ▪  □  Ɫ 

45.52 1.00E+03 1.45 0.35 0.79 

╔╪ (kJ mol
ī1) ═ (sī1) ▪  □  Ɫ 

62.25 1.08E+04 1.24 0.11 0.21 
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Figure 33 DSC data of ‍ υ °C/min is compared with the predicted values: (a) the curing rates 

and (b) the cure extents.   

4.6. Discussion 

Two extra dynamic scan datasets were obtained at b = 2.5 °C/min and 7.5 °C/min.  These 

datasets were used to further validate the constants obtained from the proposed method.  The cure 

extent obtained from DSC is compared with the predicted cure extent in Figure 34.  The predicted 

values and the experimental data showed excellent agreement with R2 > 0.99, not only at the two 

heating rates (b = 5 °C/min and 10 °C/min) used to determine the parameters, but also at the two 

additional heating rates of ɓ = 2.5 °C/min and 7.5 °C/min.  The results corroborate the robustness 

and the accuracy of the proposed method. 

 

Figure 34 Predicted cure extent is compared with the experimental data.  Only data obtain 

from two dynamic scanning rates - ‍  5 °C/min and 10 °C/min are used to determine 

the model constants and the additional scan data (‍ ςȢυ °C/min and χȢυ °C/min) are 

used for validation.  
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Supplementary regression analyses were conducted to illustrate the complexity (i.e., 

extreme nonlinearity) of Eq. (51).  The same Nedler-Mead algorithm-based method was 

implemented using three different sets of DSC data: - (1) two sets of data (b = 5 Ј#ȾÍÉÎ and 10° 

C/min); (2) three sets of data (b = 2.5 °C/min, 5 °C/min and 10 °C/min); and (3) four sets of data 

(b = 2.5 °C/min, 5 °C/min, 7.5 °C/min, and 10 °C/min) without pre-determining the initial values 

(Steps I to IV).  The nine constants obtained from the supplementary regression analyses are 

compared with those obtained from the proposed method.  The results are summarized in Table 3.  

The last row of the table shows the correlation coefficient (Ὑ  of each case.   

Table 3 Comparison of cure kinetics constants obtained from various data sets with arbitrary 

initial values with the true values obtained for the proposed method 

Constants (1)* (2) (3) (4) 

Ɫ 0.79 0.37 0.49 0.16 

╔╪  (kJ molī1) 45.42 32.8 38.6 76.9 

═  (sī1) 1.00E+03 4.56E+03 3.36E+02 9.45E+07 

▪  1.45 0.87 2.16 0.81 

□  0.35 0.23 0.63 0.28 

╔╪  (kJ molī1) 62.25 74.20 66.80 44.80 

═  (sī1) 1.08E+04 9.92E+02 5.89E+03 4.33E+02 

▪  1.24 1.67 1.04 1.44 

□  0.11 0.27 0.03 0.23 

Correlation 

coefficient (╡ ) 
0.99 0.97 0.98 0.98 

 

*  Note for Table 3: (1) Proposed method; (2) arbitrary initial points using two data sets; (3) 

arbitrary initial points using three data sets; and (4) arbitrary initial points using four data sets 
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The results obtained from the arbitrary initial values deviate significantly from the values 

obtained from the proposed method regardless of the amount of data used in the regression 

analyses.  This is because the values of the kinetic constants can change significantly from the 

initial values while the nonlinear multi-parameter minimization converges to a minimum.  This 

iterative process may lead to convergence to local minima rather than a unique global minimum.  

Therefore, the kinetic parameters obtained may not be unique and could be erroneous if arbitrary 

initial values are used.   

As shown in Table 3, in one case (arbitrary initial points using four data sets), the activation 

energy of the first reaction was higher than that of the second reaction, which is not physically 

possible.  The correlation coefficients (the last row) are very high in all cases, and thus the results 

can be completely misleading.  This supplementary analysis confirms the rationale behind the 

proposed approach.   

4.7. Conclusions 

The cure kinetics of a highly-filled dual-cured epoxy, known as an underfill in the 

semiconductor packaging, were studied using standard DSC dynamic scan data.  The DSC 

thermograms were used to describe the total reaction, and the contribution of the first reaction to 

the total reaction was determined in addition to the eight constants of two autocatalytic models 

that described the dual reactions.  The objective function to determine the nine constants 

simultaneously from DSC data was highly non-linear. Therefore, these nine constants could only 

be uniquely determined unless a set of initial values that were reasonably close to the true model 

constants were provided, regardless of the amount of dynamic scan data used in the computation.   
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To overcome this challenge, a novel method was proposed to obtain the initial values 

consistently. The method first utilized the well-known Friedman method to determine the 

activation energy as a function of cure extent, from which the ratio of the first reaction to the total 

reaction was estimated.  This ratio was subsequently used for an analytical approach of the least-

squares method to estimate the autocatalytic model constants of each reaction.  Then, a non-linear 

fitting method was applied to obtain the nine constants using the pre-determined initial values.   

The proposed method demonstrated excellent efficiency using only two standard DSC 

dynamic scan datasets (at linear heating rates of 5 °C/min and 10 °C/min) to determine the nine 

constants correctly.  The predicted cure extent was compared with the cure extent obtained from 

DSC data, not only for the two dynamic scan data but also for two additional dynamic scan data 

at different rates (2.5 °C/min and 7.5 °C/min).  Excellent agreement (with R2 > 0.99) was observed, 

which corroborated the robustness and accuracy of the proposed method.  Extension of this 

approach to additional applications will be the subject of future work. 
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Chapter 5 Characterization of Bulk Behavior of EMC 

5.1. Background and Motivation 

There have been attempts to measure ï bulk moduli (ὑ) of a fully-cured polymer as a 

function of temperature and/or time.  Unlike Youngôs modulus measurements which are routinely 

done using a commercially available tools like dynamic mechanical analyzer (DMA) and universal 

tensile test machine (UTTM), bulk behavior is challenging to measure and requires specialized 

commercial tools or custom designed setups for measurement.  This section discusses the tools/ 

methodologies which have been used to measure the bulk moduli.   

5.1.1. Temperature-dependent bulk behavior measurement by P-V-T-C 

 

Figure 35 Schematic of a P-V-T/ plunger-based high-pressure dilatometer setup  

 

A high-pressure dilatometer/ P-V-T (pressure-volume-temperature) machine has been used 

widely to measure temperature dependent bulk moduli.  A schematic diagram of a typical P-V-T 

setup is shown in Figure 35.  It consists of a sample coupon, i.e., the material being tested, a plunger 
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to apply pressure, and a high-resolution LVDT to record piston movements.  The mold is typically 

made of a high-stiffness material like steel, which also acts as an environment chamber.  The mold 

can be heated to various temperature to measure temperature-dependent properties.   

This device was originally developed to measure the mold-shrinkage caused by 

compression molding processes [12, 109].  It was later adopted to measure temperature-dependent 

coefficient of thermal-expansion (CTE) and compressibility (bulk modulus) of filled molding 

compounds [38, 49]. 

With the device, different levels of pressure and temperature are applied to record 

volumetric displacements (ɝὠὝȟὖ), which can be calculated using the following equation: 

 ɝὠὝȟὖ
“Ὠ

τ
ὬὝȟὖ Ὤ  (55) 

where Ὠ is the inner diameter of the mold, ὬὝȟὖ  is the height of the specimen at a 

temperature Ὕ and pressure ὖ, and Ὤ is the original height of the specimen.  A typical volume 

change data for EMC as a function of temperature and pressure is shown in Figure 36 [110].  The 

data for volume change is recorded isochronously at each Ὕȟὖ.   
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Figure 36 Volume change for EMC in different temperature and pressure for PVT 

measurement [110] 

 

The governing relationship between volume, temperature and pressure can be expressed 

using equations of state (known as Taitôs equation) as follows [111]: 

 

ὺὝȟὴ ὺ Ὕ ρ ὅρ
ὖ

ὦÅØÐὦὝ
 

ὺ Ὕ ρ Ὧ Ὕ Ὕ
ρ

ς
Ὧ Ὕ Ὕ

ÌÎÃÏÓÈὃ Ὕ Ὕ

ὃ
 

(56) 

where ὅȟ ὦȟὦȟὯȟὯȟὃȟὃ  are material-specific constants.  The experiment data shown in 

Figure 36 fit into Eq. (56) to obtain the material constants.  The compressibility -ὄὝ and the 

bulk modulus - ὑὝ are obtained by taking a partial-derivative of Eq. (56) with respect to pressure.   

 

ὄὝ
ρ

ὠ

‬ὠ

‬ὖ
 

ὑὝ
ρ

ὄὝ
 

(57) 

This gives the temperature-dependent elastic bulk modulus of the EMC.  It is clear form 

Eq. (56), that the equations of state have been obtained independent of time and do not consider 
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time-dependent behavior.  Hence, the equations of state cannot be used to determine time-

dependent compressibility or bulk modulus.   

To incorporate the temperature-dependent bulk modulus - ὑὝ into FEM, one cannot 

simply use LVE module as temperature-dependency implies time-dependency due to thermo-

rheological simplicity (TRS).  However, the implementation is modified using user-defined 

function using the following equations [49]: 

 

Ɑ ▼ Ɑ○ 

▼ ςὋ▄ ςὋ Ὃ Ὣ▲░Ƞ▲░ †▲░ ▄░ 

Ɑ○ ὑὝⱠ○ 

(58) 

where „ȟί  and „ are the total, deviatoric and volumetric stress tensors, respectively.  Ὡ and ‐ 

are shear strain and volumetric strain tensors, respectively.   

In the above analysis, the volumetric and shear tensors are evaluated separately and added 

together to give the total stress.  Here, the shear stress is evaluated based on the Prony series but 

the volumetric stress is treated as elastic and evaluated based on the elastic bulk modulus values 

at a given temperature.  Hence, the volumetric component of the stress does not exhibit time-

dependent behavior.   

5.1.2. Time-dependent bulk behavior measurement by embedded fiber Bragg grating (FBG) 

More recently, a cylindrical polymer specimen with an embedded glass fiber Bragg grating 

(FBG) was used to measure the viscoelastic bulk moduli of EMC while subjecting the FBG-

specimen assembly to high hydrostatic pressure produced by an inert gas [58, 59].  The FBG is 

made of glass fiber, and it is an ideal sensor for the measurements because it is robust enough to 
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handle the harsh manufacturing environment, i.e., high temperature and pressure with presence of 

corrosive chemicals.   

Although the method was innovative and the results indeed exhibited clear time-dependent 

bulk behavior, a couple of technical challenges were realized during its implementation.  These 

issues are discussed in detail below, as they are directly or indirectly related to a novel method 

proposed in this thesis. 

Brief Description of FBG-based method 

 

Figure 37 FBG embedded specimen subjected to mechanical loading for measurement of 

mechanical properties  

 

A fiber Bragg grating (FBG) is an optical strain sensor that offers very high sensitivity 

( 1meº ).  It is extremely robust, as it is fabricated on a glass fiber.  It can be embedded inside the 

EMC during curing process, as illustrated in Figure 37.  Mechanical properties can be measured 
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by embedding an FBG sensor inside EMC [29].  For an isotropic and straight Bragg grating, the 

effective refractive index can be expressed using the following equation:  

 ɝὲ
ὲ

ς
ὖ ‐ ὖ ὖ ‐

ς

ὲ

Ὠὲ

ὨὝ
ὖ ςὖ ‌ ɝὝ (59) 

where ‐ is the transverse strain, ὖ  are the strain-optic coefficients (Prockelôs coefficients), 

ὨὲȾὨὝ is the thermal-optical coefficient, ‌ is the CTE of the fiber core material, and ɝὝ is the 

temperature change.  For the uniaxial loading where ‐ ’‐ with no temperature change, the 

equations can be simplified as: 

 ɝ‗ ‗ρ ὖ ‐ (60) 

where ὖ  is defined as ὖ ὖ ’ὖ ὖ Ƞ’ is the Poissonôs ratio of the fiber 

material.  This shows the linear relationship between the applied strain and the BW change.  

When both temperature and mechanical loading are incorporated in the grating, the BW 

shift can be expressed as: 

 ɝ‗ ɝ‗ ɝ‗ (61) 

where ɝ‗ is the BW change by the temperature; ɝ‗ is the BW change caused by the mechanical 

loading.  They can be expressed as [23, 112]: 
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ὲ

ς
ρ ’ ὖ ρ σ’ ὖ „  

(62) 

where Ὁ and ’ are the Youngôs modulus and Poissonôs ratio of fiber respectively.  „  and „  

are the axial and radial stresses acting on the Bragg grating.   
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When EMC is subjected to axial and/or radial loading (ὖ and ὖ), the pitch of the grating 

(ɤ) and its effective refractive index (ὲ ) changes to due to applied stresses.  This causes change 

in the Bragg wavelength (BW) signal which can be used to calculate the mechanical properties of 

EMC.   

 

Figure 38 Schematic of hydrostatic testing chamber assembly 

 

For measurement of bulk behavior, the fabricated FBG embedded EMC specimen is placed 

inside a metal chamber, and it is sealed using a compressive sealing unit as shown Figure 38.  The 

gas inlet of the chamber is connected to pressure transducer and the high-pressure cylinder through 

a pressure regulator.  Upon application of the pressure signal, the regulator valve opens and the 

high-pressure gas flows into the chamber till the set pressure is achieved, and the BW change (ɝ‗) 

is recorded.  Then, the bulk modulus is obtained from the BW signal using a non-linear governing 

equation based on an elastic solution [58]:.  

5.1.2.1. Heat generation induced by gas 

The gas undergoes acceleration between the reservoir and the chamber due to the large 

pressure differential, followed by sudden stagnation in the chamber along the chamber walls and 

the specimen surface.  The entire pressurization process last about 500-900 ms (from 0-1000 psi) 

and the sudden compression and stagnation causes large heat generation within the chamber.   
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Figure 39 BW signals demonstrating the effect of heat generation due to the instantaneous 

pressure application  

 

This effect of heat generation is illustrated in Figure 39.  An FBG embedded EMC 

specimen (D = 4.5 mm) was placed in a chamber and subjected to an instantaneous gas pressure 

of 500 psi.  The y-axis value indicates the Bragg wavelength (BW) change, which is directly related 

to the EMC strains.  The initial increase marked by a red circle is the evidence of heat generation.  

Without the heat generation, the BW signal would decrease after a pressure is applied (t = 0).  

The part of data affected by the heat generation was ignored in the previous practice, which 

extended the testing time significantly.  For example, if the effect of heat generation lasts for 10 

seconds, additional testing of 100 seconds is required to one decade of data in the log scale.  In 

fact, although theoretically possible, it is extremely difficult to the distinguish the temperature 

effect from the creep data in practice, which can lead to erroneous bulk modulus measurements. 

This detrimental effect of heat generation for hydrostatic testing will be exacerbated for 

testing in Ὕ region where large amount of creep behavior is observed.  The main cause of the heat 

generation is sudden stagnation and compression of the incoming inert gases along the chamber 

walls and the specimen.  The rapid heat transfer from the gas to the specimen due to the high heat 
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transfer coefficient causes significant and noticeable change in the BW signal upon pressure 

application.  The total amount of pressure applied, time for pressure application and ambient 

temperature of testing also directly affect the amount of temperature rise in the chamber.   

The inert gas used for testing (He or Ar) as well as the total volume of the chamber affect 

the total amount of thermal energy introduced into the system.  This is because the two gases have 

significantly different thermodynamic and material properties (density, heat capacity, viscosity, 

etc.).  Finally, the thermal properties of the chamber and the specimen affect the total share of heat 

absorbed by chamber and specimen, respectively, and the amount of time it takes to dissipate the 

heat and reach an equilibrium condition. 

5.1.2.2. Errors  associated with the governing equations used to determine bulk modulus 

Embedding a glass fiber inside a cylindrical EMC coupon made the assembly inherently a 

composite structure, and thus the BW signals did not present a pure hydrostatic response in spite 

of the hydrostatic loading provided by an inert gas.  The stresses on the glass fiber were caused by 

the multiaxial loading conditions induced by the applied pressure.  Thus, in the first bulk modulus 

application, the temperature-dependent bulk modulus is obtained from the BW signal using the 

following non-linear equation based on an elasticity solution [58]:  

 ὑὝ ɩɝ‗ Ὕȟ‍ȟὉὝ ὖ (63) 

The temperature dependent Youngôs modulus ὉὝ  was required to calculate ὑὝ from the BW 

signal.   
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Figure 40 Schematic of a polymer specimen with embedded FBG under axial and radial loading 

 

This approach was extended later for measurements of time-dependent behavior [58], 

which used the following relationship, still based on the elastic solution:   

 ὑὸȟὝ ɩɝ‗ ὸȟὝȟ‍ȟὉὸȟὝ ὖ (64)ô 

 

This extension into the viscoelastic domain had a fundamental flaw.  The governing 

equation based on an elastic solution will not be valid for viscoelastic behavior.  The errors 

associated with Eq. can be significant, especially when a large viscoelastic behavior (around Ὕ).   

5.2. Proposed Method 

A novel method is proposed to measure viscoelastic compressibility/bulk moduli as a 

function of time and temperature -ὄὸȟὝ ÁÎÄ ὑὸȟὝ.  The method utilizes the inert-gas based 
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pressure application, but uses a radically different loading profile to achieve the goal while 

negating the effect of heat generation produced by the gas.   

5.2.1.  Determination of optimum loading profiles to negate the heat generation 

In a typical time-domain testing for compressibility, ὄὸ, or bulk modulus, ὑὸ, 

measurement, a constant strain or a stress is applied, and the viscoelastic response is recorded as a 

function of time, the compressibility or bulk modulus can be obtained directly from the measured 

data. 

 

ὄὸ
‐ὸ

„
 

ὑὸ
„ὸ

‐
 

(65) 

The main advantage of this method is measurement of the property is relatively simple.  

Although theoretically sound, in practice however, instantaneous load application is not possible. 

More importantly, the amount of heat generated due to high rate of loading (>7MPa/s) makes it 

extremely difficult to decouple CTE induced response to that of hydrostatic creep.  Thus, it is 

practically very difficult to implement this method using inert gases.   

To mitigate with the temperature issues of instantaneous loading, the rate of pressure 

application (ɝὖȾɝὸ) needed to be reduced.  In this section, various pressure profiles for load 

application have been demonstrated using a standard linear solid (SLS).  The calculations involved 

in a SLS can be extended to a general Maxwell model without any loss of generality.  The 

advantages and disadvantages in using each loading profile have been discussed and an optimum 

loading profile is chosen for the measurements.   
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Figure 41 A illustration of a standard linear solid (SLS) using a spring-dashpot model. 

 

Standard linear solid (SLS) 

In a standard linear solid (SLS) as illustrated in Figure 41, the relaxation modulus and creep 

compliance can be expressed as [113]: 
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(66) 

The bulk moduli - ὑὸ and compressibility - ὄὸ are inter-convertible in linear 

viscoelasticity using the convolution integral shown below:  

 ὄὸ †ὑ†Ὠ† ὸ (67) 

An analytical relationship between ὑὸ and ὄὸ exists for a SLS as described in Eq. (66).  

The integral have to be evaluated numerically for inter-converting between the properties with ὲ-

Prony terms [113].   

 

Pure linear loading 

In this method, pressure is applied linearly at a low but constant rate (ὖ) until the target 

pressure.  The compressibility cannot be directly calculated by taking the ratio of strain to stress 

at each point.  The polymer being viscoelastic exhibits history dependent behavior and hereditary 
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integral is needed to be able to relate strain response to the applied pressure at a particular time.  

The time-dependent compressibility can be calculated using the following equations:  
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(68) 

The main advantage of the method is that the creep-response although being governed by 

hereditary integral simplifies due to the linear rate of loading.  The compressibility can be 

calculated by simply taking the ratio of strain-rate (‐) to the pressure application rate (ὖ) at a 

given time.  However, for practical application, the upper limit of the pressure is usually restricted 

due to the pressure rating of the components used.  Additionally, taking numerical derivative of 

the experimental data can cause significant errors due to the noise in the system.   

Linear loading and unloading 

For linear loading and unloading, the loading conditions will be from ὸ π to ὸȾς,  ὖ

ὖ and ὸ ὸȾς, ὖ ὖ 

For ὸ ὸȾςḊ 
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(69) 

For ὸ ὸȾς to ὸ:  
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In case of linear loading and unloading, the equations no longer remain simple like the 

previous case.  One cannot directly obtain the compressibility from the experimental data.  The 

Eq. (69) and (70) need to be solved using a numerical program to determine the values.  

For practical application, the pressure regulators need to be programmed for both load 

application and load removal which requires a complex control system and regulators designed for 

both pressure application and removal.  Additionally, the pressure values will change continuously 

and the noise to signal ratio would be higher compared to constant pressure.  The total amount of 

creep will be smaller compared to the constant pressure case as the pressure is being changed at 

each time step.  

Linear loading plus constant loading 

For linear loading and constant pressure, the loading conditions will be from ὸ π to ὸ, 

ὖ=ὖ and ὸ ὸ to ὸ, ὖ ὖ 

For ὸ ὸȡ 
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For ὸ ὸ to ὸȡ 

 ‐ὸ
ὖ

σ
ὄὸ †Ὠ† (72) 
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In this case, a pressure at a known linear rate is applied and held constant for a period of 

time to record creep data as a function of time.  Here also the data needs to be fit numerically to 

obtain the compressibility values from the experimental data.  The constant pressure allows for 

recording of creep as a function of time.  The required level of pressure can be smaller than the 

linear loading case.  This pressure profile has been used to determine bulk behavior of the EMC 

in this work.  A derivation and demonstration of a proof-of-concept for a general n-chain model is 

in the next section.   

5.2.2. Analytical derivation for an n-chain model for linear + constant loading  

For a general polymer like EMC, the viscoelastic behavior is expressed using a master 

curve which consists of ὲ chains represented by generalized Maxwell model, the viscoelastic 

property - ὄὸ can be expressed using a Prony series:  

 ὄὸ ὄ ὄ ρ ÅØÐ
ὸ

†
Ƞὄ ὄ ὄ  (73) 

The relationship between hydrostatic strains and applied pressure can be expressed using 

the following hereditary integral: 
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For a general loading condition, the hereditary integral needs to be evaluated numerically 

to determine the evolution of pressure and strain over time.  The experimental data obtained from 

hydrostatic testing is fitted to the data set - ὖὸ vs. ‐ ὸ to obtain the ὄὸ.  Under pressure 
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loading at linear rate of ὖ ὖ for time ὸ ὸ followed by constant pressure ὖ ὖ , the 

hereditary integral simplifies, and relationship can be determined analytically.   

During linear loading part of pressure application, i.e., ὸ π to ὸ using pressure 

application rate of ὨὖȾὨ† ὖȟ the relationship between ‐ ὸ vs. ὖὸ can be calculated as 

follows:  

 ‐ ὸ
ρ

σ
ὖ ὄὸ ὄ†ρ ÅØÐ

ὸ

†
 (75) 

For constant pressure part of the load application, ὨὖȾὨ† π i.e, pressure is constant, the 

relationship between ‐ ὸ vs. ὖὸ can be calculated as follows:  

 ‐ ὸ
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ὖ ὄὸ ὄ† ÅØÐ
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†
ÅØÐ

ὸ

†
 (76) 

The Eq. (75) and (76) will be used for determining compressibility from the applied pressure and 

measured strain data.   

In a general Prony series, the time-constants can theoretically range from ЊȟЊ .  It is 

a common practice in viscoelasticity to choose the time-constants with decade intervals to capture 

the behavior accurately i.e., † ρπ  to ρπ.  For ὸḻ†ȟ the chains associated with small 

time-constants will practically relax completely and will not contribute to the actual strain data 

(due to the limitation of the data recording system).  On the other hand, for ὸḺ†ȟ the rate of 

relaxation is too small and hence the chains associated with those time-constants will effectively 

act as pure springs and contribute to the unrelaxed component.   
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5.2.3. Methodology to determine compressibility Prony series constants from the 

experimental data  

Eq. (75) and (76) are a system of linear equations with respect to the Prony series constants 

- ὄȟὄȣὄ ȟὄ and ὄ , which makes the system of equations convex in nature.  For an over-

deterministic problem, i.e., the number of data points (ὓ  > number of variables (ὔ , the equations 

would yield a single solution.  The solution will always converge to a unique global minimum (the 

proof of uniqueness can be found in Appendix).   

Extra caution should be given while interpreting the uniqueness of a solution of system of 

linear equations.  The system of equations will converge to a global minimum only when the data 

set being used covers the entire domain (time range) of the master curve (from glassy to rubbery 

region).  If only a subset of data is being used, the equations will only converge to a solution, 

which best fits to the input data set.  The solution may not work outside the range of data set.  

Hence, for using this method, the testing needs to be conducted over the entire range of the master 

curve before determining the constants.  The effect of using a single data set for calculation of 

compressibility at one temperature vs. the entire data set has been discussed in Section 5.4.2.   

The objective function for fitting to the data set is such that the sum of squared error (SSE) 

between the experimental strain data (‐ȟ ὸ) and the predicted strain data ‐ȟ ὸ  is 

minimized as follows:  

 -ÉÎÉÍÉÚÅ 3  ‐ȟ  ὸ ‐ȟ ὸ   (77) 

The predicted strain data is calculated using the Prony series of compressibility - ὄὸ and 

the hereditary integral in Eq. (75) and (76).  For an n-chain model, the range of decades is very 

large and the tests are conducted over several temperatures to collect data over the entire range.  
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Shift-factors (ÌÏÇὥ) are used to accelerate/decelerate the rate of relaxation for a given temperature.  

The Prony series of compressibility is as follows: 

  ὄὸ ὄ ὄ ρ ÅØÐ
ὸ

ὥ†
  (78) 

where ὥ  is the shift-factor already obtained form the Youngôs modulus measurements.  An 

optimization program was written in MATLAB based on the minimizing SSE described in Eq. 

(77).  It was used to determine the Prony series constants, i.e., compressibility as a function of 

time.   

Table 4 A 5-term Prony series compressibility model to demonstrate the program 

 

 

A proof-of-concept of the optimization program has been demonstrated using a 5-chain 

compressibility Prony series and simulating a virtual experiment based on linear+ constant loading.  

The Prony series and a set of shift-factors (ÌÏÇὥ) used for demonstrating the methodology is 

shown in Table 4.  A virtual experiment was conducted in which a pressure was initially applied 

linearly at a rate of ὖ ρ unit/s for 100 seconds and held constant for additional 250 seconds.   
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Figure 42 Results of the virtual experiment and the optimization program to determine ὄὸ ï (a) 

Strain data as a function of time, and (b) comparison of the compressibility values used 

vs the values obtained from optimization program 

 

The hydrostatic strain as a function of time generated form the virtual experiment is shown 

in Figure 42 (a).  Using the ñdataò from the virtual experiment as the strain data for the optimization 

program, the compressibility values have been recalculated as a function of time.  A comparison 

between the calculated compressibility values and the input values is shown in Figure 42 (b).  The 

values are virtually identical indicating that the optimization program works very well.  This 

optimization program will be used to determine compressibility from the actual experimental data 

in the implementation section.   

One of the main advantages of using this methodology is the direct determination of the 

entire material function as Prony series of compressibility from the set of data.  One requirement 

for this methodology is that the shift-factors have to be known and measured beforehand.   

As discussed previously, the shift-factors (ÌÏÇὥ ) are required to be able to calculate 

compressibility at various temperature using the Prony series function.  The next section first 

briefly discusses measurement of viscoelastic Youngôs modulus using dynamic mechanical 
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analyzer (DMA).  The multi-frequency temperature (MFT) sweeping data has been used to 

generate a frequency-domain master curve by TTS shifting.  The corresponding shift-factors have 

been used in the implementation section to determine compressibility from the experimental data.   

5.3. Implementation of the Proposed Method 

5.3.1. Description of the testing apparatus  

 

Figure 43 A schematic drawing of the hydrostatic test setup designed to measured time-dependent 

bulk behavior 

 

A schematic of the complete test setup used for the experiments is shown in Figure 43.  

Hydrostatic testing chamber similar to the one used for FBG specimen testing [59, 114] was used 

for the experiment.  The specimen was inserted inside the test chamber for the period of testing to 

be subjected to hydrostatic pressure.  The sealing was achieved using a custom designed 

compressive sealing unit (Conax MPG -T-140).  The allowed for sealing the inert gas while 

allowing the instrumentation cables (30-AWG Cu wires) to send the voltage signal from the strain 

gauge to communicate with the outside world.  The voltage signal was passed through a signal 

conditioner and amplifier unit (Omega DMD-465) to the data acquisition unit (DAQ NI-4312) for 
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recording to the computer.  Additionally, a shunt resistor circuit based on high-precision resistors 

was designed to calibrate the strain signal based on simulated maximum load to determine the 

amplification factor.   

To achieve an accurate linear pressure rate, a fast response pressure application system 

with a feedback program was required to control the pressure rate.  The schematic of the pressure 

application system is shown in Figure 43.  It consists of a high-pressure mechanical regulator 

(TESCOM 2600-5000) which was controlled by a fast response electro-pneumatic pressure 

controller (TESCOM ER-3000).   A high accuracy pressure transducer (TESCOM 1610) 

monitored the pressure on the chamber side while provide feedback to the control loop.  A control 

routine using LABVIEW software was developed to achieve a desired pressure rate during the 

testing.   

The chamber was kept inside an environment chamber to control and maintain the 

temperature during the testing.  The temperature was continuously recorded and controlled using 

the LABVIEW program.   

5.3.2. Fabrication of EMC specimen 

A cuboidal EMC specimen of dimension 20 mm (length) x 10 mm (width) x 10 mm (height) 

was fabricated for testing.  The specimen dimension was chosen considering the size of the strain 

gauge and thickness required to ensure complete strain transfer from specimen to the strain gauge, 

i.e., a negligible reinforcement effect across the entire temperature range.  
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Figure 44 EMC specimen with the strain gauge attached fabricated for hydrostatic testing 

 

A strain gauge was attached to the fully-cured specimen using a high-temperature bonding 

adhesive (VPG M-bond 610).  An adhesive curing profile suggested by the manufacturer (VPG) 

was followed to attach the strain gauge to the specimen.  The fabricated EMC test specimen with 

a strain gauge is shown in Figure 44.  An instrumentation wire coated with high-temperature 

silicone (30 AWG) was soldered onto the lead wires for strain measurement.  The specimen was 

then inserted into the hydrostatic test chamber for testing.   

The strain gauge on an EMC specimen will be subjected to hydrostatic creep loading 

(constant pressure) at various temperatures (as high as 250 °C).  The strain gauge expands along 

with the EMC due to the thermal expansion of EMC.  Considering the typical values of coefficient 

of thermal expansion (CTE) of EMC, it is expected that the strain gauge will have the maximum 

strain of ~0.7%.  A strain gauge suitable for the temperature range ï 20°C to 250°C and a large 

strain range (~ 3%) was selected for testing (VPG: WK-05-062AP-350).   

5.3.3. Measurement data 

Initial testing was conducted to demonstrate the working on the setup which involved 

application of pressure and recording the strain data synchronously using the LABVIEW program.  

The tests were conducted at room temperature with a strain gauge attached to a known elastic 
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material.  The results obtained are shown in Figure 45 (a), where a pressure rate of 5 psi/s (0.03445 

MPa/s) was used and time-dependent measurements were made at two final pressure levels of 450 

psi (3.10 MPa) and 900 psi (6.20 MPa).   

The strain vs pressure signal during the ramp period is shown in Figure 45 (b).  The linear 

relationship further confirms that the effect of heat generation was completely negated and this the 

strain gauge response was directly proportional to the applied pressure signal.  The linear response 

was expected as the material was elastic at the room temperature.   

 
Figure 45 Hydrostatic testing at room temperature ï (a) pressure and strain as a function of time, 

(b) strain vs. pressure (psi) over the linear ramp period.  

 

 

In contrast to the Youngôs modulus measurements which were done in the frequency 

domain, the hydrostatic measurements were conducted in the time-domain.  Due to practicality in 

time for measurements and the limitation of the instrumentation system, a single temperature could 

not be used to determine the entire master curve due the range of time-scales involved.  It was thus 

essential to determine a set of test temperature and times for testing such as to get a near continuous 

master cure for bulk modulus.   
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The sampling rate of the system was limited to 0.1 seconds (10 Hz) and any changes 

smaller than this time-scale couldnôt be captured effectively.  At a given test temperature, the 

longer the time for testing, the more data we acquire on a decade scale.  However, law of 

diminishing returns comes to play when the time-scales become larger as the amount of data 

acquired on a single decade can take 10-fold amount of time on a linear scale.  At one point it is 

just faster to heat the system to a higher temperature and accelerate the rate of relaxation to gain 

additional data.   

Thus, for the current experiment, the maximum time for testing was limited to 350 seconds 

(~2.5 decades).  Testing beyond this time would be inefficient with the test apparatus as it would 

take another 650 seconds to just get additional 0.5 decade of data.  The time-taken to heat the 

system to a higher temperature for additional testing is faster and would result in more decades 

covered compared to waiting for additional 650 seconds or more to gather data.   

A set of shift-factors (ÌÏÇὥ  and the master curve for Youngôs modulus was already 

determined through the viscoelastic Youngôs modulus measurements.  Fundamentally, the shift-

factors determined from Youngôs modulus would remain unchanged for a material and would be 

applicable to the bulk modulus as well.   

The time-scale of the Youngôs relaxation modulus was used as a reference to determine the 

temperatures and time for testing such as to get a near contiguous master curve.  The glassy and 

equilibrium values of Ὁὸ - Ὁ ςςȢφ '0Á and Ὁ πȢυω GPa along with the glassy and 

rubbery Poissonôs ratioôs available in the literature - ’ πȢς πȢσ and ’ πȢτσ πȢτχ, an 

estimation was made for the expected glassy and rubbery values of bulk modulus - ὑ ρͯτ GPa 

and ὑ  ͯτ  GPa.   
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Figure 46 Raw experimental hydrostatic strain data at various temperatures of testing 

 

 

Three levels of steady-state pressure were chosen ï 750 psi (20-110°C), 500 psi (110-

140°C) and 250 psi (150°C and above) so as to have approximate similar levels of strain across 

the all the temperatures.  It is to be noted that these levels were chosen purely based on single 

expected value and do not account for the creep.  The test was conducted at various temperatures 

from 20°C to 200°C.  The raw strain data are shown in Figure 46.   

As expected, the time-dependent behavior was small below Ὕ (below 110°C).  Within the 

Ὕ region (110-150°C), large time-dependent strains were observed indicating large changes in 

bulk behavior.  Beyond the Ὕ region (above 150°C), the retardation rate was very fast and the 

EMC showed small creep behavior.   

5.3.4.  Data analysis and compressibility calculations 

As discussed previously, when loading (creep) or deformation (stress relaxation) is applied 

instantaneously and maintained, the creep compliance or the relaxation modulus can be obtained 
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directly from the ratio of the material response to the applied load or strain.  For a general time-

dependent loading, the material response is governed by the hereditary integral described in Eq. 

(71).  The hereditary integral has to be solved and fit to the data set to obtain the compressibility - 

ὄὸ.   

Additionally, the data is obtained at various temperatures, and the shift-factors (ÌÏÇὥ ) 

have to be utilized to be able to accelerate or decelerate the time-scales on a log-plot for generating 

a master curve.  The shift-factors determined from Youngôs modulus master curve are directly 

utilized in the compressibility calculation program.   

5.3.4.1. Viscoelastic Youngôs modulus measurement 

Viscoelastic Youngôs modulus measurements are first conducted using DMA to obtain the 

master curve and the corresponding shift-factors.  Dynamic mechanical analyzer (DMA) is widely 

used to characterize viscoelastic properties.  A sinusoidal displacement (strain) is applied to a 

material sample using a very sensitive displacement sensor, based on linear variable differential 

transformer (LVDT) or an optical encoder, and the force (stress) response is measured using a high 

resolution loadcell.  The phase lag between the stress and strain governs how viscoelastic a material 

behaves.   
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Figure 47 A photo of EMC specimen mounted on the three-point bend fixture (TA DMA850) for 

viscoelastic testing 

 

Commercially available DMA machines provide versatile operational capabilities.  With 

advanced user interfaces (UI) and highly sensitive load cells/ displacement sensors, the 

measurements can be completely automated.  Yet, some cautions must be exercised for highly 

filled polymers as they can undergo a significant change in modulus over large temperatures (1-2 

orders of magnitude).  More details on how to conduct measurements accurately for such polymers 

are discussed in Ref. [115]. 

A multifrequency sweeping test (MFT) was conducted on an EMC specimen of dimension 

50 mm x 10 mm x 3 mm.  A three-point bending fixture was used for the experiment.  The 

specimen mounted on the fixture is shown in Figure 47.  The testing was conducted between 20°C 

ï 240 °C (10 °C/step) and a frequency range of 0.1- 25 Hz (5 points/decade).  The raw storage 

modulus data obtained from MFT sweeping is shown in Figure 48.  The data appears to be 

continuous and shows good overlap.  A storage modulus master curve was generated by TTS 

shifting.   
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Figure 48 Raw MFT sweeping data of storage modulus (Ὁᴂ‫ ) ï 20°C to 240°C 

(10°C/step) and 0.1-25 Hz (5 points/decade) 

 

The frequency domain master curve along with the corresponding shift factors are shown 

in  Figure 49 (a) and (b), respectively.  The reference temperature for shifting was Ὕ ρσπ Ј#.   
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Figure 49  Results of TTS shifting from EMC DMA testing ï (a) Storage modulus master 

curve and (b) shift-factors (ÌÏÇ ὥ ) vs. temperature (°C) 

 

 
Figure 50 Time-domain Youngôs relaxation modulus master curve (Ὕ ρσπЈὅ) 

 

The storage modulus master curve was fitted to the Prony series equation using a non-

linear fitting program in MATLAB.  The frequency domain Prony series equation is:  
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where Ὁ are the elastic constants and † are the relaxation time constants of the Prony equation.  

The constants Ὁ and † were determined from the fitting.  The plot of time-domain master curve 

is shown in Figure 50 where ‚ is the reduced-time axis on the log-scale.   

5.3.4.2. Compressibility calculations 

 

 

Figure 51 Illustration of the optimization program using data at 130°C ï (a) Pressure profile data, 

(b) Calculated compressibility values and (c) comparison of prediction vs the 

experimental hydrostatic strain data with the obtained constants. 
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As mentioned previously, the entire temperature testing data set was used to determine 

compressibility using the optimization program.  The results of the optimization program are 

demonstrated in Figure 51 using the data obtained at 130°C.  The pressure profile used for load 

application is shown in Figure 51 (a), and the corresponding ὄὸ values obtained from the fitting 

program are shown in (b).  The strain values ‐ȟ ὸ were calculated using the obtained ὄὸ 

values, and they were compared with the ‐ȟ ὸ documented during the experiment in (c).   

Similar comparisons of the raw strain data with the prediction using the optimization 

program have been shown at various temperature of testing in Figure 52.  Excellent correlations 

(overall Ὑ πȢωωρ) corroborate the effectiveness of the optimization program.   

In the next step, the compressibility values are converted to the bulk modulus using the 

following convolution integral: 

 ὄὸ †ὑ†Ὠ† ὸ  (80) 

The above integral was solved numerically to determine ὑὸ values from ὄὸ at a given 

temperature.  The ὑὸ and ὄὸ values were plotted on the log-time scale using the shift-factors 

to get both master curves.  The master curves of ὄὸ and ὑὸ are shown in Figure 53 (a) and (b), 

respectively. 
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Figure 52 Comparison of the strain data obtained from experiment with the prediction of 

strain using the compressibility Prony series obtained from the optimization program 

 

Figure 53 Bulk behavior master curves obtained from the experimental data ï (a) 

compressibility, and (b) bulk modulus (Ὕ ρσπЈὅ) 
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5.4. Discussions 

5.4.1. Repeatability of measurements  

Additional supplementary testing was conducted and a new compressibility master curve 

generated to determine repeatability of the measurements.  The comparison of master curves 

obtained from Test 1 vs. Test 2 is shown in Figure 54.  Both master curves look reasonably similar 

which shows the robustness of the developed test setup.  

 

 

Figure 54 Comparison of compressibility obtained from Test 1 vs Test 2 
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5.4.2. Iteration issue 

 

Figure 55 Comparison of compressibility evaluated for 2 temperatures (130 and 145°C) using 

single data sets versus the entire data set.  

 

As discussed previously, one needs to be careful while interpreting the uniqueness of a 

system of linear equations.  The difference between a solution obtained from global minimum vs. 

local minimum has been demonstrated by calculating compressibilities for two temperatures 

130°C and 145°C using only single data sets and Eq. (75) and (76).  The compressibilities have 

been compared with the solution obtained by fitting all the data sets together.  The results of the 

two methodologies are shown in Figure 55.  Both methodologies yielded a high Ὑ - 0.981 using 

single data sets and Ὑ πȢωως using all data sets.  

It is clearly evident that the compressibilities obtained from single data sets deviate from 
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obtained from single data sets show an apparent ñflatò behavior in the initial decades as the 

0 1 2 3

0.1

0.2

0.3

0.4

0.5

Calculated using all data sets

  130°C

         145°C

Calculated using single data set

  130°C

          145°C

C
o

m
p

re
s
s
b

ili
ty

 (
G

P
a-1
)

log(time (s))



106 

 

optimization program does not have the information for time-scales below 1 seconds and does not 

account for any viscoelastic behavior prior to the test time.   

Due to this apparent behavior, the overlap also does not look continuous and shape of 

compressibility at final decade of 130°C and initial decade of 145°C looks very different.   This is 

however not a problem when using the entire data set as the solution optimizes for all the time-

scales involved between glassy and equilibrium region.  
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Chapter 6 Interconversion of Viscoelastic Properties 

6.1. Introduction  

Commercial numerical tools offer advanced but user-friendly analysis modules, and thus 

even engineers and scientists who do not have extensive experience of numerical analyses are able 

to simulate almost any kind of electronic packaging products.  Yet, the prediction accuracy is still 

dependent on the accuracy of the constitutive properties of materials used in the model. 

One of the most critical properties is the temperature-dependent viscoelastic properties of 

polymers, abundantly used in the advanced packages.  Some simplifications and approximations 

(e.g., a constant bulk modulus, a constant Poissonôs ratio, etc.) have been used due to the 

complexity involved in measuring the required properties.  To compensate the simplifications, 

commercially available warpage measurement tools such as shadow moiré, projection moiré, 

digital image correlation (DIC), etc., have been employed, through which the simplified material 

properties are adjusted until numerical predictions have reasonably good agreement with 

displacement measurements.   

In fact, it is not too difficult to find numerous papers in the open literature where authors 

claimed that predictions agreed very well with measurements in spite of missing properties [9, 10, 

116-119].  Unfortunately, the ñadjustedò models often do not produce accurate predictions when 

different package architectures using the same polymer materials are to be analyzed.  This will be 

referred to as ñarchitecture-dependentò model, which is defined as ña model that works for a 

specific packaging design but does not work for different designs using the same material setsò.  

If accurate material properties are employed, however, the prediction accuracy should remain the 
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same regardless of the package architectures.  This model will be referred to as ñauthentic material-

based modelò. 

It is rather obvious from the viscoelastic constitutive equations implemented in the 

commercial numerical tools, the master curves of shear and bulk moduli and the shift factors are 

required.  Youngôs modulus master curve and the shift factors are ὉὸȟὝ, are routinely measured 

using a dynamic mechanical analyzer (DMA), but not the other properties.  This is the issue we 

address in this chapter.   

This chapter first reviews some basic viscoelastic fundamentals and discusses the common 

simplications/assumptions made in current practice of linear viscoelasticity (LVE) for FEM 

modeling.  The calculation of ὋὸȟὝ  and  ὑὸȟὝ  from the viscoelastic Youngôs modulus, 

ὉὸȟὝȟ obtained from DMA testing, under the assumptions together with the critical implications 

of the assumptions is discussed.  Using the property measurements from Chapter 4, specifically, 

(1) measurement of ὉὸȟὝ using DMA, (2) determination of ὑὸȟὝ from measured hydrostatic 

testing data, shear relaxation modulus - ὋὸȟὝ has been calculated.   

6.2. Background and Assumption made in current practice 

The constitutive laws of linear viscoelasticity are written as [113, 120] :  

 

ί ὸ ς Ὃὸ †
‬Ὡ †

‬†
Ὠ† 

„ ὸ σ ὑὸ †
‬‐ †

‬†
Ὠ† 

(81) 
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where ί, „ ȟὩ  and ‐  are deviatoric stress, volumetric stress, deviatoric strain and volumetric 

strain tensors respectively.  Ὃὸ and ὑὸ are the time-dependent shear modulus and bulk 

modulus, respectively.   

The correspondence principle represents the time-domain viscoelastic equations in Laplace 

domain.  Due to the nature of the equations, the Laplace domain equations of linear viscoelasticity 

resemble elastic equations which can simplify the solutions to the problems.  The two constants, 

Ὁ and ’ have the following relationship with the other two constants Ὃ and ὑ in Laplace domain 

as follows [42]:  

 Ὃί
Ὁί

ςρ ίὺȇί
Ƞὑί

Ὁί

σρ ςίὺȇί
 (82) 

In the above equation, the viscoelastic constants - Ὁὸȟ’ὸ, Ὃὸ and ὑὸ have their 

corresponding representations in Laplace domain as -  ὉίȟὺȇίȟὋί and ὑί, respectively.   

Conversions from the time-domain to Laplace domain is usually simple.  However, 

converting back from the Laplace domain to the time domain requires complex integral functions 

and involves computationally heavy numerical solutions.  Thus, for practical purposes, most 

viscoelastic problems are solved in time-domain directly using commercial FEM tools.   

6.2.1. Assumptions and simplications used in the current practice of viscoelastic modeling 

Measurement of temperature dependent viscoelastic Youngôs modulus - ὉὸȟὝ  is 

routinely conducted using commercially available machines like dynamic mechanical analyzer 

(DMA) or universal tensile testing machine (UTTM).  However, other temperature-dependent 

viscoelastic properties are much more difficult to measure.   
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Some assumptions are needed to be able to conduct a viscoelastic analysis with only 

viscoelastic Youngôs modulus, as commercial FEM solvers requires the master curves of shear 

and bulk moduli and the shift factors.  

6.2.1.1. Use of ╔◄ Prony series for ╖◄ and constant bulk modulus - ╚  

One of the most widely used assumptions in the community is that the Prony terms for the 

shear modulus master curve - Ὃὸ follow the Prony terms for the Youngôs modulus - Ὁὸ [10, 

116-118, 121, 122].  Under this assumption, using the glassy Poissonôs ratio (typically measured 

at room temperature) - ’ȟ the master curve for Ὃὸ is calculated as follows: 

 Ὃὸ
Ὁὸ

ςρ ’
 (83) 

This assumption originates from Knaussôs review paper ï Ref. [42] which states that both Ὁὸ 

and Ὃὸ undergo glass transition over similar time-scales while ὑὸ transition is shorter than 

Ὁὸ or ὋὸȢ  The bulk modulus is assumed to be constant - ὑ  which is calculated from the 

Poissonôs ratio - ’ and glassy Youngôs modulus - Ὁ as follows: 

 ὑ
Ὁ

σρ ς’
 (84) 
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Figure 56 Comparison of real Ὃὸ and ὑὸ master curves with the master curves obtained 

using the assumptions. 

 

Using the real Ὃὸ and ὑὸ obtained from the experimental data, a comparison between 

the Ὃὸ obtained from Eq. (83) and ὑ  obtained from Eq. (84) are made.  The comparison is 

shown in Figure 56.  The (a) shows comparison between Ὃὸ calculated using the assumption and 

real ὋὸȢ   They seem to agree reasonably well confirming that the assumption made here by 

Knauss was reasonable.   

However, in (b) it can be clearly seen that ὑὸ changes significantly over the glass 

transition region and the assumption of ὑ does not work well.  Assuming a constant ὑ, also 

causes another issue, the Poissonôs ratio of the model approaches 0.5 after the glass transition, 

which makes the apparent material behavior nearly incompressible.   

This has been illustrated in Figure 57 by calculating ’ὸ from the Ὃὸand ὑ obtained 

from the assumption.   
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Figure 57 Calculation of time-dependent Poissonôs ratio using Ὃὸ and ὑ 

 

6.2.1.2. Determination of ╖◄ and ╚◄ master curves assuming constant Poissonôs ratio - 

ⱨ 

Another common practice (less widely used) in the community is ñconstantò Poissonôs 

ratio (i.e., time-temperature ñindependentò Poissonôs ratio) [119, 123].  Under the assumption, 

Ὃὸ and ὑὸ required for FEM modeling, can be determined from Ὁὸ simply by:  

 

fl Ὃί
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(85) 
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Figure 58 Ὃὸ and ὑὸ master curves calculated based on the Poissonôs ratio ’ πȢσ using 

Eq. (85) 

 

 

The master curves of Ὃὸ and ὑὸ calculated using Eq. (85)  are illustrated in Figure 58, 

where Ὁὸ is determined by DMA and ’ is assumed to be 0.3.  It is important to note that the 

calculated Ὃὸ and ὑὸ are proportionally scaled with Ὁὸ simply because of the constant value 

of ’.  This large relaxation in ὑὸ is unrealistic, and, consequently, the volumetric deformations 

can be overestimated significantly when the temperatures cross Ὕ region.  

6.3. Interconversion of Viscoelastic Properties from Governing Equations 

As discussed previously, for FEM modeling two sets of master curves i.e. shear relaxation 

modulus - Ὃὸ and bulk relaxation modulus - ὑὸ are required.  In Chapter 4, the Ὁὸ and ὑὸ 

were measured.  A set of hereditary and convolution integrals is required to convert the viscoelastic 

functions to obtain the Ὃὸ.  Viscoelastic Poissonôs ratio master curve has also been calculated to 
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determine how the Poissonôs ratio evolves in EMC over the entire transition region.  The equations 

for interconversion had been discussed and the master curves calculated.   

6.3.1.  Calculation of shear relaxation modulus - ╖◄ from ╔◄ and ╚◄ 

Using the ï Youngôs relaxation modulus Ὁὸ  and, bulk relaxation modulus (ὑὸ), the 

shear relaxation modulus (Ὃὸ) can be calculated.  The equations in Laplace domain are as follows:  

 ὋӶί
σ ὑίὉί

ωὑί Ὁί
  (86) 

where Ὁί, ὋӶί and ὑί are Laplace transforms of ὉὸȟὋὸ and ὑὸ respectively.   

By simplifying the equations and taking an inverse Laplace transform, it gives the 

following equations to obtain shear modulus in time-domain:  

 

ὐὸ σὈὸ
ρ

σ
ὄὸ 

Ὃὸ †ὐ† ὸ 

Ὁὸ †Ὀ† ὸ 

ὑὸ †ὄ† ὸ 

(87) 

where ὄὸȟὈὸ and ὐὸ are the creep compliances for the viscoelastic functions - ὑὸȟὉὸ 

and Ὃὸ respectively.   

To determine the shear modulus master curve, the uniaxial creep compliance Ὀὸ needs 

to be first evaluated from Ὁὸ by solving the convolution integral.  ὄὸ calculated from the 
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hydrostatic data and Ὀὸȟ the time-dependent shear creep compliance is calculated - ὐὸ.  Finally, 

the shear creep compliance is converted to Ὃὸ using the convolution integral.   

6.3.2. Calculation of viscoelastic Poissonôs ratio - ⱨ◄ from ╔◄ and ╚◄ 

The Poissonôs ratio in Laplace domain (’Ӷί) can be expressed in terms of Ὁί and ὑί 

as follows:  

 

’Ӷί
ρ

ςί

Ὁί

φίὑί
  

’Ӷί
ρ

ςί

ίὉίὄί

φ
 

(88) 

The time-domain viscoelastic Poissonôs ratio - ’ὸ can be obtained by taking the inverse 

Laplace transform of above equation to get the following equation: 

 ’ὸ
ρ

ς
Ὁ†

‬ὄὸ †

‬†
Ὠ† (89) 

The hereditary integral, can be solved numerically using the measured Ὁὸ and ὄὸ to get the 

viscoelastic Poissonôs ratio master curve.  

Using Eq. (87)and (89), the master curves for Ὃὸ and ὑὸ were calculated.  The master 

curves for Ὁὸȟ ὑὸ, and Ὃὸ are shown in Figure 59 together with the Poissonôs ratio - ’ὸ.  

The two sets of ñauthentic material basedò properties will be used as inputs for the FEM model.   
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Figure 59. Master curves for EMC - ὉȟὋȟὑ and ’ 
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Chapter 7 Characterization of Cure-extent Dependent Viscoelastic 

Behavior 

7.1. Theoretical Background: Cure-dependent Viscoelasticity  

For a fully-cured polymer, the relaxation modulus (represented here by shear modulus - 

ὋὸȟὝ) can be expressed using Prony series as follows:  

 

ὋὸȟὝ Ὃ ὋÅØÐ
ὸ

ὥ Ὕ†
  

ὋὸȟὝ Ὃ

Ὃ Ὃ
ὫÅØÐ

ὸ

ὥ Ὕ†
 

(90) 

where Ὃ and Ὃ  are equilibrium modulus and glassy modulus, respectively; Ὣ  are the 

normalized Maxwell constants and † are the relaxation time constants of a polymer.   

For a partially-cured polymer, the relaxation modulus is cure-extent dependent.  For a 

partially-cured polymer with cure-extent (ὴ), the viscoelastic function can be written as [74]: 

 

Ὃὸȟὴ Ὃ ὴ Ὃ ὴÅØÐ
ὸ

†ὴ
  

Ὃὸȟὴ Ὃ ὴ

Ὃ Ὃ ὴ
Ὣ ὴÅØÐ

ὸ

†ὴ
 

(91) 

where Ὃ ὴ  is cure-extent dependent equilibrium modulus; Ὣ ὴ  and †ὴ  are cure-extent 

dependent normalized Maxwell constants and relaxation time constant, respectively.  Further 

simplification to Eq. (91) can be made based on theoretical framework developed by Adolf et. al., 

in Ref. [71].   
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A schematic illustration of the relaxation modulus at various cure extents is shown in 

Figure 60.  The figure shows representative relaxation moduli at three cure extents -ὴ ὴ ὴ.  

The polymer relaxes slower for higher-cure extents, while the equilibrium modulus -Ὃ ὴ 

increases as it cures.  It has been known that the magnitude of glassy modulus - Ὃ is independent 

of cure-extent [70, 124].   

 

 

Figure 60 A schematic illustration relaxation modulus at various cure-extents 

 

7.1.1. Cure-rheological simplicity (CRS) 

During the curing process, the polymers being cured undergo crosslinking process through 

chemical reactions.  This has been illustrated in Figure 61 which shows a schematic of how the 

polymer clusters grow in size during the curing process.  The polymer clusters in the near-critical 

gel region are geometrically self-similar, a change in the extent of cure results in a mere change in 

scale; clusters become larger as ὴ increases [71].   
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This increase in cluster sizes has two consequences ï (1) increase in equilibrium modulus 

(Ὃ ὴ) and (2) increase in relaxation time.  This provides a technical rationale for an assumption 

that no change in relaxation mechanism occurs with cure-extent, i.e., cure-extent only affects the 

rate of the behavior ï Cure-rheological simplicity (CRS).  The implication of this assumption is 

that the cure-extent dependent normalized Maxwell constants - Ὡὴ shown in Eq. (91) can be 

assumed to be constant i.e., independent of cure extent ï Ὡὴ Ὡ.   

 

Figure 61 A schematic illustrating crosslinking process in a polymer during curing (ὴ ὴ ὴ  

[125] 

 

The equation simplifies to the following based on the CRS assumption:  

 Ὃὸȟὴ Ὃ ὴ Ὃ Ὃ ὴ ὫÅØÐ
ὸ

†ὴ
 (92) 

The relaxation moduli can be normalized using Ὃ  and Ὃ ὴ.  The normalized master curves 

have similar shapes but are shifted on the ÌÏÇὸ scale due to different relaxation times.   

7.1.1.1. Time-cure superposition (TCS) 

A second implication of the CRS assumption gives us time-cure superposition (TCS).  TCS 

states that the viscoelastic functions at different cure extents should super impose provided 

appropriate horizontal shifts (ÌÏÇὥ ὴ) on the ÌÏÇὸ scale.  This is illustrated in Figure 62 (c).  
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Similar to the shift-factors in TTS, the horizontal shift change, (caused by the increase in cluster 

sizes), can be expressed by redefining a relaxation time (larger clusters relax more slowly).  Eq. 

(92) can be simplified further based on the shift-factors to the following equation [74]: 

 Ὃὸȟὴ Ὃ ὴ Ὃ Ὃ ὴ ὫÅØÐ
ὸ

ὥ ὴ†
 (93) 

 

 

Figure 62 Horizontal shifting of the normalized master curves (shape functions) on the ÌÏÇὸ scale 

using time-cure superposition (TCS) 

7.1.1.2. Evolution of equilibrium moduli during curing  

The equilibrium moduli as a function of cure extent must be known.  Attempts to explain 

the gel formation and evolution of equilibrium modulus have been made using the Mean Field 

Theory [64] and the percolation theory [65].   

Percolation theory is a simple way to predict the strength of polymers as a function of 

cross-link density.  The theory has been well established in the polymer community and was 

originally applied in Ref. [70] in an attempt to describe evolution of equilibrium shear modulus - 
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Ὃ ὴ for a two-part epoxy (DGEBA/DEA) system.  The shear equilibrium modulus evolution of 

a two-part system using percolation theory can be expressed as [70]:  

 Ὃ ὴ Ὃ
ὴ ὴ

ρ ὴ
 (94) 

where Ὃ is the equilibrium shear modulus of fully-cured polymer, ὴ  is the gel point of the 

polymer and ὲ is the evolution component.  The evolution component was determined to be ὲ

ψȾσ for the two-part epoxy (DGEBA/DEA) system.  The evolution component needs to be 

determined experimentally for the EMC being tested.   

7.2. Background and Motivation 

There have been attempts to measure cure-dependent viscoelastic properties of polymers 

(EMC and unfilled thermosets).  This section describes shortcomings and insufficient accuracies 

in the reported data.   

7.2.1. Cure-dependent viscoelastic measurements of EMC  

There have been attempts to measure cure-dependent viscoelastic properties of EMC in 

Ref. [14, 49, 57, 75, 110].  Although different EMCs were used across the papers, the measurement 

methodology was common.  The papers attempted to measure two sets of properties ï shear 

modulus and bulk modulus to determine viscoelastic behavior of EMC as a function of cure extent.   

For bulk modulus measurements, a high-pressure dilatometer/ P-V-T (pressure-volume-

temperature) machine described in section 5.1.1 was used.  It was assumed that the bulk modulus 

does not change with cure-extent and the measurements were only conducted on a fully-cured 

specimen.  This is fundamentally incorrect, as it is well known that when the material crosses the 
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gel-point, it transitions from a liquid state to a solid state.  The bulk modulus transitions from 

incompressible (ὑᴼЊ) state to a compressible material (ὑ finite) gradually as the material cures.   

A P-V-T setup similar to the schematic diagram shown in Figure 35 was used for 

measurement.  An EMC coupon was inserted in the chamber and a pressure level from 10 MPa ï 

100 MPa was applied at various temperatures to determine volume change as a function of 

temperature and pressure.  The results of the compressibility tests are shown in Figure 63.    

 

Figure 63 Volume change of fully-cured EMC in different temperature and pressure for P-V-T 

measurement [14] 

 

Using the Taitôs equation shown in Eq. (56), the temperature-dependent compressibility 

ὄὝ and bulk modulus - ὑὝ were calculated.  As described before, the equations of state have 

been obtained independent of time and do not consider time-dependent behavior.  Hence, bulk 

modulus determined was both cure and time-independent.   

For the second viscoelastic property measurement, a custom shear test setup was used to 

measure cure-dependent viscoelastic shear behavior of EMC.  A schematic for the setup is shown 

in Figure 64.  Two identical shear test specimens (partially-cured) are mounted on the fixture and 

were subjected to multi-frequency temperature sweeping (MFT) tests.   
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The shear tool was originally developed in Ref. [126].  The tool was developed to provide 

reliable results for shear modulus measurements for materials with shear moduli lower than 200 

MPa [126].  This is because, the tool uses a correction factor while determining the shear moduli 

from the experimental results.  However, the results showed significant deviations (over 10%) for 

shear moduli of magnitude 200 MPa or more based on the analysis conducted in the paper.  It is 

clear from the experimental results that the shear moduli of (fully -cured) EMC tested changes from 

about 2520 MPa (glassy) to 40 MPa (rubbery) over the duration of tests which implies 

measurement uncertainties specifically in the glassy region.   

 

Figure 64 Schematic of the shear clamps used for EMC testing [14] 

 

Several temperature ramps were conducted exceeding Ὕ ὴ of the partially cured material 

(shown in Figure 65).  This was done to determine Ὕ  and obtain the equilibrium modulus - 

Ὃ ὴ of the polymer at various cure extents 
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Figure 65 Temperature profile and measured stiffness values during various ramping 

testing for different degrees of cure.   

 

Considering the range of frequencies applied ï 0.32 Hz to 60 Hz, it must at least several 

minutes to run a frequency sweep at a particular temperature.  In addition, the temperatures during 

each ramp exceeded Ὕ ὴ.  Extra curing during testing should not be ignored.  Yet, the curing 

during the testing where the material exceeds Ὕ ὴ was not mentioned or discussed.   

The storage modulus master curves obtained from testing are shown in Figure 66.  Here, 

the last point in each master curve was used as the equilibrium modulus -Ὃ ὴ.  The isocure state 

was not maintained as the test temperatures exceeded Ὕ ὴ.  Both relaxation and curing rates are 

significant above Ὕ.  The Ὃ ὴ determined for that specific cure extent seems incorrect.   
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Figure 66 Storage modulus master curves at various cure extents 

 

The extra curing during testing is even more evident in normalized overlapped master 

curves shown in Figure 67.  There is an initial good overlap in the glassy region indicating that the 

data was measured consistently in isocure state.  It is evident that the overlap does not look good 

in the Ὕ region which have been attributed to the extra curing during testing.  Additionally, 

rubbery plateau is not clearly visible at the end of master curve.  In fact, in some cases an increase 

in the modulus can be clearly seen (red and green lines).   
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Figure 67  Normalized shear modulus master curves. 

 

Figure 68 Shift-factor related to shear modulus master curves 

 

The authors attempted to claim that the overlap of cure-dependent master curves is evident 

when the master curves are constructed using Ὕ Ὕ ὴ as the reference temperature.  The 

results of shifting are shown in Figure 68 with x-axis as Ὕ Ὕ and y-axis as ÌÏÇὥ.  It is again 
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evident that the overlap is excellent only in the glassy region. However, once the material 

temperature crosses Ὕ, there are significant deviations in the shift factors and no justification or 

reasoning was provided for these deviations while simply claiming that they ñoverlapò.  So, 

shifting criteria used does not have sufficient technical justification either theoretically or 

experimentally.   

 

Figure 69 Cure-dependency of the shear rubbery plateau. Fittings are based on Martin 

and Adolf theory. 

 

As mentioned previously, an attempt to determine equilibrium modulus was made based 

on the end point of the ramp shown in Figure 66 which had significant uncertainties due to the 

reasons provided above.   

Ὃ ὴ Ὃ
ὴ ὴ

ρ ὴ

Ⱦ

 

Martin and Adolfôs percolation theory-based model was used for comparison with the 

obtain experimental data.  Although the theory was technically sound, the exponent was obtained 

for a DGEBA/DEA based two-part epoxy system (soft unfilled thermoset polymer) - ὲ ψȾσ.  
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This exponent was assumed to be same for the filled thermoset (EMC) that was tested.  

Additionally, it was assumed that the ὴ  is 0.5 with no experimental evidence or technical 

rationale provided for it.  An evolution model based on incorrect parameters was constructed to 

compare with incorrect equilibrium modulus data to ñapparentlyò show that both theory and 

experiment are matching well.   

7.2.2. Cure-dependent viscoelastic measurements of unfilled thermosets 

More recently, Saseendran et.al. [69, 76, 80] attempted to measure cure-extent dependent 

viscoelastic properties of an unfilled thermoset two-part epoxy system (LY5052/HY50552 epoxy 

resin).  The authors chose an unfilled thermoset system like Adolf et. al. [70] (who developed the 

theory for cure-dependent viscoelastic shear behavior) and attempted to extend it for other property 

measurements  - Youngôs modulus and Poissonôs ratio.  They used procedure similar to previous 

section to measure cure-extent dependent viscoelastic Youngôs modulus.   

Partially-cured epoxy specimens were subjected to uniaxial testing using MFT sweeping 

to determine Youngôs modulus master curves of the epoxy at various cure extents.  Here also the 

authors exceeded the Ὕ ὴ of the material during the sweeping test while determining the master 

curves.  The paper utilized dual shift methodology, i.e., determination of both cure-extent 

dependent shift-factors (ὥ ὴ) and temperature-dependent shift-factors (ὥ Ὕ) of partially cured 

EMC to generate one super master curve.   

The results of the MFT sweeping after TTS shifting and TCS shifting are shown in Figure 

70 (a) and (b), respectively.  The master curves show reasonable overlap in the glassy region; 

however, the overlap is not as good as the material transitions into glass transition region, which 

may be attributed to extra curing and inaccuracies in calculation of equilibrium moduli.   
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(a) 

 

(b) 

Figure 70 (a) Master curves at various cure states referenced at a test temperature of 23°C, 

(b)super-master curve generated by normalizing and horizontally shifting the data in 

(a) [80]  

 

The equilibrium modulus was determined using the lowest point in the master curve.  The 

evolution model equation with evolution component of ὲ ψȾσ was used for comparison with the 
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experimental data.  It was assumed that evolution model remains same for Youngôs equilibrium 

moduli and the evolution equation can be expressed as follows: 

 Ὁ ὴ Ὁ
ὴ ὴ

ρ ὴ

Ⱦ

 (95) 

A comparison of the fitting to the experimental data is shown in Figure 71.  Large 

deviations between the model and the experimental data can be clearly seen.  It is also worth noting 

that using another evolution model would also produce erroneous results as the equilibrium moduli 

measurements have large uncertainties due to curing and testing beyond Ὕ of the material. 

 

Figure 71 Experimental values of equilibrium modulus vs. Adolf and Martin model [69] 

 

Saseendran et al. also attempted to measure cure-dependent viscoelastic Poissonôs ratio of 

the epoxy system [76].  To the best of authorôs knowledge, this was the first attempt to measure a 

second cure-dependent viscoelastic property of the same polymer other than shear or Youngôs 

modulus.  This paper also provided a theoretical justification for assuming both temperature-

dependent and cure-dependent shift-factors to be a universal property, which can be applied to all 

viscoelastic functions (using constitutive equations).   
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A strain gauge was attached to the specimen to determine transverse strains.  The issues 

associated with reinforcement effect have not been discussed.  The Youngôs modulus of the 

partially-cured material is very small (~10 MPa), it is very difficult to negate the issue of 

reinforcement without using a very large specimen.  A long term (24 hours ~ρπ seconds) 

relaxation test was conducted at room temperature by applying a constant longitudinal strain of 

0.5% and the transverse strain was recorded as a function of time.  The results of the tests are 

shown in Figure 72. Looking closely at the data shows issues, specifically the large differences in 

magnitude and trend of Poissonôs ratio behavior with a cure extent difference of only ~1%.  The 

data obtained at 100 second and 1000 second was plotted (shown in Figure 73 (a) and (b)) to 

conclude that Poissonôs ratio does exhibit cure dependency.  Additionally, even though the testing 

was conducted in the glassy region, the duration of the test is very long ~24 hrs.  The expected 

amount of change in cure extent under diffusion control conditions has not been considered or 

discussed.   

 

Figure 72 Poissonôs ratio from stress relaxation testing of samples at various cure states [76].   
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Figure 73 Poissonôs ratio vs. degree of cure (a) 100 seconds and (b) 1000 seconds [76] 

 

The time-domain data was converted to frequency domain using the Christensen 

approximation.  The reason for this is unclear as all the viscoelastic analysis is typically done in 

the time-domain. Use of approximate conversion introduces additional uncertainties in the data 

associated with numerical errors from conversion.  A master curve is shown in Figure 74.  The 

master curve has several gaps and does not follow a general increasing trend indicating 

inaccuracies and uncertainties in the measured data.  Additionally, it was not possible to determine 

the equilibrium Poissonôs ratio as the test temperature were much below Ὕ ὴ of the epoxy.   
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Figure 74 Master curve of Poissonôs ratio obtained with horizontal shifting  [76] 

7.3. Proposed Method 

It is clear that to be able to conduct cure-extent dependent viscoelastic analysis, following 

properties need to be measured experimentally ï  

(1) Equilibrium moduli as a function of cure extent  

(2) Cure-dependent shift-factors - ὥ ὴ 

Measurement of each set of properties is challenging, and each measurement poses unique 

challenges for which different experiments have to be designed.  Section 7.3.1 and 7.3.2 discusses 

proposed methodologies and challenges to determine equilibrium moduli and cure-extent 

dependent shift-factors, respectively.   

7.3.1. Proposed equilibrium moduli measurement procedure 

It is necessary to measure the evolution of equilibrium moduli as a function of cure extent 

to be able to determine cure-dependent viscoelastic behavior of the EMC.  As described before, 

two sets of viscoelastic properties are required to be able to describe viscoelastic behavior of a 
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material completely.  In this thesis two sets of equilibrium moduli were measured ï Youngôs 

equilibrium moduli (Ὁ ὴ) and bulk equilibrium moduli - ὑ ὴȢ   

The main challenge for the measurement that involves a partially-cured EMC is that the 

relaxation and cure of the EMC occurs simultaneously.  Equilibrium moduli can only be 

determined when EMC relaxes completely.  The complete relaxation can be achieved above Ὕ 

where the curing-rate is also high.  A special measurement procedure needs to be developed, 

through which the EMC moduli above Ὕ can be determined quickly at a near isocure state.  To be 

able to determine temperatures for testing - Ὕ  for various cure extents, it is first necessary to 

understand the evolution of cure-dependent glass transition temperature Ὕ ὴ during curing.  The 

Ὕ ὴ  of the EMC at various cure extents was determined first using differential scanning 

calorimeter (DSC) in section 7.4.1.   

Next, it was necessary to understand the gel point (ὴ ) of the material to be ensure that 

the viscoelastic testing is conducted above ὴ .  Additionally, ὴ  is also required in 

determination of the evolution equation.  The gel-point was determined using dielectrometry 

described in section 7.4.2.  

To establish a temperature to be used for testing partially-cured specimens, the test 

temperature - Ὕ  should be sufficiently above the Ὕ ὴ of the partially-cured EMC being tested.  

The procedures to choose test temperature and the experiment to determine equilibrium moduli 

without extra curing is described in section 7.4.3.  

Finally, an evolution model needs to be fit to the experimental data to describe the behavior 

as a function of cure extent.  The evolution equation shown in Eq. (94) was used to describe 

evolution of shear equilibrium moduli in a thermoset during curing.  Similar calculations can be 

done for other viscoelastic functions as shown below.   
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For a general viscoelastic function ï ִי , the evolution of the equilibrium value (ִי ) is 

directly proportional to ὴ ὴ (in a two-part epoxy system).  The equilibrium viscoelastic 

function can be expressed as:   

 

יִ ὴ יִ ᶿ ὴ ὴ  

יִ ὴ יִ

יִ יִ

ὴ ὴ

ρ ὴ  
 

(96) 

where ִי   and ִי  are the values of the function at fully-cured state and gel point, respectively.  

The individual evolution equations for the measured equilibrium moduli are shown in section 7.3.4 

and fitted to the measured experimental data.   

7.3.2. Proposed cure-dependent shift factor measurement procedure 

It is necessary to measure cure-dependent shift-factors (ὥ ὴ) to be able to determine 

cure-dependent viscoelastic behavior of the EMC at various cure extents.  The main challenge is 

that the measurements need to be conducted at low temperatures (Ὕ Ὕ ὴ) while ensuring 

that the EMC is in a near isocure state during the test.  Although the temperatures for testing are 

lower than Ὕ ὴȟ  EMC still undergoes curing in the diffusion-controlled regime.  Due to long 

duration of testing required, the amount of curing cannot be ignored.  It is thus necessary to first 

determine cure kinetics of EMC in the diffusion-controlled region.  The procedure and 

methodology to determine diffusion-controlled cure kinetics of EMC is described in section 7.5.1  

To measure cure-dependent shift-factors for EMC (ὥ ὴ), several partially-cured samples 

with known extent of cure were subjected to viscoelastic testing.  The testing was conducted using 

multi-frequency temperature sweeping (MFT) on a DMA machine.  The testing was conducted at 
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temperature below or near Ὕ ὴ of the material to ensure that the reaction rate is slow under the 

diffusion control.   

The amount of extra curing during the testing was determined using the diffusion kinetics, 

and it was ensured that the material was in a near isocure state (ɝὴͯ ρϷ).  The master curves were 

shifted to determine cure-dependent shift-factors (ὥ ὴ).  The procedure for the partially-cured 

viscoelastic testing and the methodology to determine ὥ ὴ is described in section 7.5.2. 

7.4. Equilibrium Moduli Measurements  

7.4.1. Measurement of ╣▌▬ using DSC 

Glass transition temperature (Ὕ ὴ) governs when the mechanical behavior of material 

transition from glassy region to rubber region. The polymer exhibits large time and temperature 

dependent behavior as it transitions over Ὕ ὴȢ  The equilibrium moduli can only be determined 

accurately and in realistic time-scales only if the test temperature is above Ὕ ὴ.  Ὕ ὴ is 

measured with a differential scanning calorimeter (DSC) using the partially-cured EMC with a 

known cure extent.   
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Figure 75 Temperature profile followed in DSC to determine Ὕ ὴ of the material 

 

 

The temperature profile used to determine Ὕ ὴ is illustrated in Figure 75..  An uncured 

EMC sample was first partially cured for a known amount of time (3, 5, 10 min etc.), indicated by 

step (a-b-c).  The partially cured specimens were rapidly cooled to -40°C (c-d).  Finally, EMC was 

heated at a linear temperature ramp rate of 10°C/min (e-f) (1) to measure the residual heat released 

to determine uncured extent ρ ὴ and (2) to determine the Ὕ ὴ of EMC.   

The heat flow rate measured during the dynamic ramping stage (e-f) is shown in Figure 76.  

The Ὕ ὴ is determined by measuring the mid-point of the specific heat capacity (ὅ) transition 

during the ramping stage.  It is clear from the plots that Ὕ ὴ increases with the increasing cure-

extent during the isothermal curing step.   
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Figure 76  Heat flow rate vs Temperature during dynamic ramping of partially cured 

specimens at various cure extents 

 

The values of Ὕ ὴ  are plotted as a function of cure-extent, they are fitted to the 

DiBenedetto (DB) equation [127]:  

 

Ὕ ὴ Ὕ

ὝÐ Ὕ

‗ὴ

ρ ρ ‗ὴ
 

Ὕ ςσȢψυÁὅ 

Ὕ ρσπȢχσÁὅ 

‗ πȢσχψ 

(97) 

where Ὕ  and Ὕ  are glass transition temperature of uncured and fully-cured EMC respectively.  

A comparison of the DiBenedetto fitting with the experimentally measure data is shown in Figure 

77.  It is clear from the figure that the data agrees very well with the fitting.   
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Figure 77 Evolution of glass transition temperature - Ὕ ὴ during curing 

7.4.2. Measurement of gel point (▬▌▄■ 

Dielectrometry is one of the methods to determine the gel point of thermosetting polymers 

[128].  In dielectrometry, the movement of the dipoles and ions in the polymer is monitored by 

measuring the impedance (ὤ) of the system, and the gel point can be detected based on the changes 

of the movement during the curing.  A dielectric sensor was used to determine the gel point of 

carbon fiber epoxy composite materials [129].  The sensor is shown in Figure 78 (a).  The dielectric 

sensor consists of two long copper electrodes with opposite polarity and a base film made of a 

polyimide film.  For the measurement, the sensor is embedded in composite materials, and the 

composite forms a capacitor.  The composite material can be modeled as a parallel circuit of 

resistance Ὑ  and capacitance ὅ , as illustrated in Figure 78 (b) [129].   
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(a) 

 

(b) 

Figure 78 (a) Dielectric sensor, (b) equivalent electrical circuit model for polymer material [129]. 

 

The dissipation factor D for the equivalent circuit can be defined by the following equation 

[130]:  

 Ὀ
Ὁ

Ὁ

ὍϽὠ

ὍϽὠ

Ὅ

Ὅ

ὤ

ὤ

ρ

‫ϽὙ Ͻὅ 
 (98) 

where I is the electric current, Z is the equivalent impedance, ὠ  is the alternating voltage with an 

angular frequency applied to the circuit, R is the resistance, and C is the capacitance of the ‫ 

equivalent circuit model.  D represents a ratio between the amount of energy losses (Ὁ) caused by 

the movements of dipoles and ions and the energy supplied to the EMC (Ὁ) [131], and it is related 
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to the degree of movement [129].  In the application, an R-L-C meter with 1 kHz frequency was 

used, and dissipation Ὀ and the rate of dissipation factor (ὨὈȾὨὸ) were monitored during the 

curing process of the epoxy resin.  When the polymer is heated, the viscosity gets lower, and Ὀ is 

expected to be the maximum when the viscosity of the epoxy resin is the lowest.  As the extent of 

cure increases, the viscosity increases, and Ὀ starts dropping.  At the gel point, the dissipation 

factor decreases very quickly, and the point where ὨὈȾὨὸ becomes the minimum indicates the gel 

point of the polymer [129]. 

The measurement result of viscosity, Ὀ, and ὨὈȾὨὸ during the heating at the rate of 

3 °C/min is shown in Figure 79 (a) and (b), respectively.  The gelation region was determined 

based on the viscosity, where the viscosity became 100 PaĀs.  The maximum Ὀ occurred when the 

viscosity was the lowest, while ὨὈȾὨὸ at the gel point became the minimum because D decreased 

quickly near the gel point.  

 

(a) 
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(b) 

 

Figure 79. Experimental results of (a) D and viscosity, and (b) ὨὈȾὨὸ and viscosity 

during the curing process [129] 

 

7.4.3. Gel point determination of EMC 

In this work, the gel point of the EMC is determined by using the dielectrometry.  The 

configuration of the measurement setup is shown in Figure 80.  In the sensor, copper lines are 

printed on the dielectric sheet like shown in Figure 80 (a) with a pitch of 0.1 mm.  The other side 

of the sensor is connected to the LCR meter, and the measured dissipation factor is recorded by a 

PC.   

For the EMC measurement, the EMC needs to uniformly cover the sensing part of the 

dielectric sensor, like illustrated in Figure 80 (b).  For the gel point determination, the EMC needs 

to be heated to the cure temperature (Ὕ ) so that the EMC powder melts and covers the sensor 

uniformly.  The sensor is directly kept on the conduction heater (HCP304SC: INSTEC).  The EMC 

pellet is then crushed into a powder form, and a Kapton mold is made to contain the EMC during 

the measurement.  A thermocouple is placed right next to the dielectric sensor to monitor the 
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temperature continuously during curing.  An insulation box is used to cover the setup to maintain 

uniform temperature over the sensing region.   

The frequency of the LCR meter is set to 100 Hz, and the dissipation factor is monitored 

continuously.  The setup is first preheated to 80°C before the measurement starts.  The preheating 

step is used to soften the EMC such that it can spread uniformly over the sensor. At this 

temperature, the amount of curing can be considered negligible (ɝὴ πȢρϷ). At the preheating 

temperature, the EMC is soft but very viscous.  A gentle pressure using a plunger is applied to 

uniformly spread the EMC over the sensing region.   

The setup is then heated to the cure temperature at 130°C, and the temperature maintained.  

The temperature profile with the linear temperature increase was initially considered, but it was 

not chosen because the temperature dependent dissipation factor of the EMC was observed. 

 

(a) 
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(b) 

Figure 80. Illustration of the (a) dielectric sensor and electrical connection and (b) 

measurement setup. 

 

 

The dissipation factor measurement result is shown in Figure 81.  After the EMC is loaded, 

Ὀ increases as the viscosity of the EMC gets lower while heating.  As the curing starts occurring, 

the viscosity of the increases, and D decreases after reaching its peak.  The EMC is still in liquid 

state when the cure temperature is reached.  This is done to ensure that the gel point measurement 

is done under isothermal conditions (Ὕ ) to avoid any effects of temperature-dependent Ὀ.   

One the EMC reaches the Ὕ  the curing occurs continuously and Ὀ decreases very 

quickly due to increase in viscosity (or reduction in mobility of ions).  The gel point is determined 

where ὨὈȾὨὸ becomes the minimum, as marked in Figure 81(b). 
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(a) 

 

(b) 

Figure 81. Result of the dissipation factor measurement, (a) dissipation factor and temperature, (b) 

rate of the dissipation factor change as a function of time. 
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The cure kinetics determined previous had to be used to determine the gel point based on 

the dielectrometry result.  The extent of cure at the gel point was determined based on the 

temperature profile recorded using the thermocouple (shown in Figure 81 (a) with red line).  The 

cure extent as a function of time is also shown in Figure 81 (b).  The gel point is defined as the 

minimum of the ὨὈȾὨὸ, which is determined to be ὴ πȢσψχ.   

7.4.4. Experiments to measure the equilibrium moduli 

To establish a temperature to be used for testing partially-cured specimens, the test 

temperature - Ὕ  should be sufficiently above the Ὕ ὴ of the partially-cured EMC being tested.  

If the test temperature is sufficiently high, the equilibrium modulus, can simply be measured by 

conducting monotonic testing and by taking a slope of the stress vs. strain curve.   

The testing temperatures for the equilibrium moduli measurements were chosen based on 

the Ὕ ὴ of the partially-cured EMC determined in previous section.  The testing temperature 

(Ὕ  were chosen such that the difference between the Ὕ  and Ὕ ὴ was at least 40°C to 

ensure complete relaxation.   

Two sets of temperature were chosen based on degree of cure of the partially-cured material 

- ὴ πȢυ  to 0.7, the test temperature was chosen to be 120°C and for ὴ πȢχ ὸέ πȢωȟ the test 

temperature was chosen to be 150°C.  A testing time of 10 seconds was chosen such that the 

specimen curing was minimal during the measurement such as to maintain a near isocure state.   

A summary of expected change in cure extent along with the glass transition temperature 

of the partially cured EMC is shown in Table 5.  It can be seen that the maximum expected change 

in cure extent at 150°C is about ~1% (near isocure state) while the minimum difference between 

Ὕ  and Ὕ ὴ is larger than 40°C ensuring complete relaxation.   
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Table 5 Summary of change in cure extent (ɝὴ) over 10 seconds and Ὕ ὴ of the EMC at 

various cure extents and proposed measurement temperatures. 

 

The partially-cured specimen and the chamber should not be heated together above Ὕ of 

the material, simply because extra curing while being heated to the test temperature is too excessive.  

To mitigate this issue, the test chambers were heated to the testing temperature prior to inserting 

the sample.  The samples were inserted just before the test was conducted to ensure ignorable extra 

curing.   

For Youngôs equilibrium moduli measurements, a sample with dimension of 20 mm x 7 

mm x 2.5 mm was fabricated and mounted on the fixture once the system was at the test 

temperature.  The sample inserted in DMA machine required 1.2 minutes (~70 seconds) to heat 

from room temperature the target temperature at 150°C and stabilize completely.  The amount of 

curing estimated during the heating was about ɝὴ πȢπυυ.  This additional cure extent was 

included in the calculations while determining cure extent at the time of testing.  

The loading was applied using displacement control.  A linear displacement rate of 0.002 

mm/s was applied for 10 seconds and the force vs. deflection data was recorded.  A plot of force 

vs. deflection data and the corresponding stress vs. strain data are shown in Figure 82 (a) and (b), 

respectively.  The slope of the curves was obtained using linear fitting to determine the Ὁ ὴȢ    

The results of Ὁ ὴ are shown in Figure 84 (black scatter plot).  The Ὑ  for each fit were 

greater than 0.99 indicating that the lines are linear and there is minimal viscoelastic behavior 
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causing nonlinearity.  The plot clearly shows an increase in Ὁ ὴ with cure extent, the modulus 

increases sharply after ὴ πȢψ.  The Ὁ  (at ὴ ρ was determined previous during fully-cured 

Youngôs moduli tests.   

 

Figure 82 Results of monotonic testing data using DMA for Youngôs equilibrium modulus 

measurements ï (a)Force vs deflection data, and (b) Stress vs Strain data  

 

Figure 83 Results of monotonic testing data using hydrostatic test setup for bulk equilibrium 

modulus measurements ï (a) Pressure vs. output voltage strain signal and, (b) pressure 

vs volumetric strain.  

 



149 

 

For bulk equilibrium moduli measurements, a sample size of 15 mm x 10 mm x 6 mm was 

fabricated and inserted into the chamber once the system was at the target temperature.  A swivel-

type joint was used for attaching the compression sealing unit to the chamber.  Swivel joints can 

rotate freely before locking which allowed for quick locking without twisting the instrumentation 

wires.   

After the specimen was sealed inside the system, it took about 2.25 minutes (130 seconds) 

to heat the sample from room temperature to the target temperature of 150°C and stabilize 

completely.  The total amount of curing expected was estimated to be about ɝὴ πȢρπφ.  This 

additional change in cure extent was included while determining the cure extent during the tests.   

The loading was applied using pressure control.  The LabVIEW program was utilized to 

apply pressure control at a fixed linear rate.  Two levels of pressure rate were applied - ὴ πȢφ to 

πȢψ - ς ὴίὭȾί  πȢπρσψ ὓὖὥȾί and ὴ πȢψ to 1 - τ ὴίὭȾί πȢπςχυ ὓὖὥȾί for 10 seconds and 

the strain response was recorded.   

A plot of pressure vs. raw strain signal and the corresponding hydrostatic stress vs. 

volumetric strain is shown in Figure 83 (a) and (b), respectively.  The slope of the curves was 

obtained using line fitting to determine the ὑ ὴȢ   The results of ὑ ὴ are shown in Figure 84 

(blue scatter plot).  The Ὑ  for each fit were greater than 0.99 indicating that the lines are linear 

and there is minimal viscoelastic behavior causing nonlinearity.   

It can be clearly seen that bulk modulus increases with cure extents.  However, it is 

significantly larger than Youngôs modulus, which is expected as the material becomes more 

incompressible (’ ᴼπȢυ).  At the gel-point, the bulk modulus will theoretically have an infinite 

value as the EMC is in liquid state and the Poissonôs ratio is 0.5.   
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Figure 84 Measured values of equilibrium moduli ï (a) Ὁ ὴ (black scatter plot) and, (b) 

ὑ ὴ (blue scatter plot) 

 

7.4.5. Evolution model calculation 

Using the evolution equations for general viscoelastic function - ִי  shown in Eq. (96), an 

equation for Youngôs equilibrium modulus can be derived as follows: 

 

Ὁ ὴ Ὁ ᶿ ὴ ὴ  

Ὁ ὴ Ὁ

Ὁ Ὁ

ὴ ὴ

ρ ὴ  
 

Ὁ ὴ

Ὁ

ὴ ὴ

ρ ὴ
 

(99) 

where Ὁ  is the equilibrium Youngôs modulus when the polymer is fully-cured (Ὁ  534.5 MPa) 

and Ὁ  is the Youngôs modulus at gel point.  The EMC is effectively liquid at the gel point and 

Youngôs modulus can be regarded as ñ0ò MPa.  Eq. (99) was fitted to the Youngôs equilibrium 
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modulus data in Figure 84 to determine the evolution component - ὲ .  A comparison of the model 

fit to the experimental data is shown in Figure 85.  The model fit seems to be agreeing well with 

the data Ὑ= 0.994) indicating that the percolation model works well.  The evolution component 

was determined to be ὲ σȢτπω.   

 

Figure 85 Comparison of Ὁ ὴ data with the percolation model fitting 

 

Similar equations can be derived for bulk modulus evolution as shown below:  

 

ὑ ὴ ὑ ᶿ ὴ ὴ  

ὑ ὴ ὑ

ὑ ὑ

ὴ ὴ

ρ ὴ  
 

ὑ ὴ Њ

ὑ Њ

Њ

Њ
 O )ÎÄÅÔÅÒÍÉÎÁÔÅ &ÏÒÍ 

(100) 

However, the equations break down near the gel-point as the material becomes 

incompressible.  Due to the incompressibility, the bulk modulus approaches infinity (ὑ ᴼЊ) 

and thus the equation becomes an indeterminate form.  To resolve this issue of singularity, the 
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percolation model was instead fit to shear modulus.  The shear equilibrium modulus - Ὃ ὴ was 

calculated using the measured ὑ ὴ data and the Ὁ ὴ determined using the model.  Linear 

elastic equations can be used for calculation for Ὃ ὴ as there is no viscoelastic behavior.  The 

equation for determining Ὃ ὴ from ὑ ὴ and Ὁ ὴ is shown below: 

 Ὃ ὴ
σὑ ὴὉ ὴ

ωὑ ὴ Ὁ ὴ
 (101) 

The evolution equation for shear modulus - Ὃ ὴ is as follows:   

 

Ὃ ὴ Ὃ ᶿ ὴ ὴ  

Ὃ ὴ Ὃ

Ὃ Ὃ

ὴ ὴ

ρ ὴ  
 

Ὃ ὴ

Ὃ

ὴ ὴ

ρ ὴ
 

(102) 

where Ὃ  is the equilibrium shear modulus when the polymer is fully-cured (Ὁ  534.5 MPa) 

and Ὃ  is the shear modulus at gel point.  The EMC is effectively liquid at the gel point and the 

shear modulus can be regarded as ñ0ò MPa.  Eq. (102) was fitted to the shear equilibrium modulus 

data to determine the evolution component - ὲ .  A comparison of the model fit to the experimental 

data is shown in Figure 86.  The model fit seems to be agreeing well with the data Ὑ= 0.996) 

indicating that the percolation model works well.  The evolution component was determined to be 

ὲ σȢυφ.   
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Figure 86 Comparison of Ὃ ὴ data with the percolation model fitting 

 

Using the two evolution models - Ὁ ὴ and Ὃ ὴ, other viscoelastic functions can be 

evaluated as a function of cure extent.  The equilibrium viscoelastic functions as a function cure 

extent are shown in Figure 87.  At the gel point - ὴ πȢσψχ, the material is practically liquid 

and the Poissonôs ratio is 0.5.  This causes bulk modulus to diverges to infinity and hence the 

theoretical asymptote.   
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Figure 87 Plot of evolution of viscoelastic functions with cure extent 

7.5. Cure-dependent Shift -factors Measurements 

7.5.1. Measurement of diffusion-controlled cure-kinetics 

When a polymer undergoes vitrification during curing, the reaction transitions from 

chemical-controlled mechanism to a diffusion-controlled mechanism.  Vitrification is glass 

formation due to Ὕ of the polymer increasing from below Ὕ (cure temperature) to above Ὕ as a 

result of the curing reaction.  In the glassy state, the rate of reaction (ὨὴȾὨὸ) will undergo a 

significant decrease and falls below the chemical-controlled reaction rate as the reaction becomes 

dominated by the diffusion of the reactants through the medium.   

A mathematical form for a general cure-kinetics reaction [132] can be expressed as: 

 
Ὠὴ

Ὠὸ
Ὧ Ὕ Ὢ ὝȟὝ Ὕ ὴ  ρ ὴ ὴ  (103) 
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where Ὢ is the diffusion-function, whose value is generally dependent on both cure temperature 

Ὕ  and ὴ.  More specifically, the value of the function ï Ὢ depends on the difference between 

Ὕ and Ὕ ὴ at any particular instant.  The value of Ὢ ρ  when ὝḻὝ ὴ and starts becoming 

smaller in the neighborhood of Ὕ ὴ Ὕͯ.  Ὧȟὲ and ά are the KS-model constants measured for 

the EMC in the chemical-control region.  The values of these were determined in Chapter 3.   

Several isothermal DSC tests were conducted at curing temperature (Ὕ) below Ὕ  of the 

material.  The results of cumulative heat released as a function of time are shown in Figure 88.  

The isothermal tests were conducted at 10°C intervals from 70°C to 120°C to understand the 

diffusion-controlled behavior of the EMC at various temperatures.   

 

 

Figure 88 Cumulative heat released as a function of time obtained from DSC experiment 

 

Taking logarithm of equation (103), the diffusion function can be expressed as follows: 
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The ὨὴȾὨὸ  and ὴ obtained form the isothermal data in Figure 88 are substituted in Eq. 

(104) to obtain the value of diffusion function at each curing temperature (Ὕ).  A plot of ÌÎὪ  

vs. ɝὝ ὴ using the data is shown in Figure 89 (a) for various cure temperatures, Ὕ.  The plot 

clearly shows that when the ὝḻὝ ὴ, the value of ÌÎὪ  is nearly zero indicating that the 

reaction is under chemical control.  However, as the Ὕ ὴ gradually gets closer to Ὕ, the reaction 

rate starts slowing down due to vitrification and the curing mechanism gradually shifts to 

diffusion-control.   

In general polymers, the Ὢ is defined as follows [132]: 

 Ὢ ɝὝ
Ὧ Ὕȟὴ

Ὧ Ὕ Ὧ Ὕȟὴ
 (105) 

where Ὧ Ὕȟὴ is the rate constant for diffusion-control and Ὧ is the chemical-control reaction 

constant determined previously.  The rate constant - Ὧ Ὕȟὴ is expressed as follows [132]: 

 Ὧ Ὕȟὴ ὃ ÅØÐ
Ὁ

ὙὝ
ÅØÐ

ὦ

ὧ ὨὝ Ὕ ὴ
 (106) 

where ὃ  is the rate coefficient, Ὁ  is activation energy for diffusion control, and ὦȟὧ and Ὠ are 

material constant which can be determined experimentally.  It is important to note that the 

diffusion-function is very weak function of the cure-temperature (Ὕ) and does not show any 

specific trend. The activation energy term - Ὁ  is 0 and the equation can be simplified further.   

Thus, for the analysis and data fitting, Ὢ, was assumed to be a function of only ɝὝ ὴ.  

By combining the data at all cure temperatures, a single Ὢ vs ɝὝ ὴ plot was made, and it is 

shown in Figure 89 (b).  The shape of the data follows a family of mathematical functions 

represented using the following equation: 
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 Ὢ ɝὝ
ρ

ρ ÅØÐὃɝὝ ὴ ὄ
 (107) 

where ὃ and ὄ are material constants obtained from the experimental data.  

Using a non-linear fitting program in MATLAB based on least-squares method (discussed 

in Chapter 3 and 4), the data in Figure 89 (b) was fitted to Eq. (107) to determine the material 

constants ὃ and ὄ.  The values of the material constants were determined to be ὃ πȢςρσ Јὅ  

and ὄ χȢχςσЈὅȟ respectively.  The model prediction result (Ὑ  = 0.99) is also shown in (b) 

indicating that the function represents the diffusion behavior accurately.   

A cure extent data obtained from an isothermal DSC test at 90°C is compared with the 

model prediction using both diffusion and chemical control models in Figure 90.  The prediction 

using chemical-control model initially agrees well with the isothermal data.  However, as the Ὕ ὴ 

approaches Ὕȟ  the prediction using chemical-control model deviates significantly.  The diffusion-

control model is able to predict the behavior as the reaction enters diffusion-control domain.   

 

Figure 89 Diffusion function (Ὢ) for various cure temperatures (Ὕ) obtained for the isothermal 

data ï (a) Plot of ὰὲὪ  vs. ɝὝ ὴ and (b) comparison data vs prediction of diffusion function 

(Ὢ) vs ɝὝ ὴ  
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Figure 90  Comparison of model prediction (diffusion and chemical control) with 

isothermal DSC test data at 90°C 

7.5.2. Determination of cure-dependent shift-factors (╪▬▬  using MFT sweeping 

The time-cure superposition (TCS) was originally proposed in Ref. [71].  It is a concept 

similar to time-temperature superposition (TTS) but differs in the mechanism.  The cause of TTS 

is relative friction between the molecular chains.  However, the cause for TCS is a result of change 

in connectivity.  The polymers neat-critical gel-state are geometrically self-similar, a change in the 

cure extent only results in change of the scale of cluster; i.e. the cluster becomes larger as curing 

increases [71].  

This change in scale can then be expressed as proportional scaling of relaxation time (larger 

clusters relax more slowly) combine with larger equilibrium moduli due to increase in cluster size.  

The theory of TCS has been developed for unfilled-thermosets and soft thermoplastic polymers.  

However, EMC is a filled thermoset and it is necessary to confirm the validity of time-cure 

superposition and determine the corresponding cure-dependent shift-factors (ὥ ὴ).   
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To measure cure-dependent shift-factors for EMC, several partially-cured samples with 

known extent of cure - ὴ πȢφ to ὴ πȢω were fabricated and subjected to viscoelastic testing 

using multi-frequency temperature sweeping (MFT) tests on the DMA machine.  It was necessary 

to maintain a near isocure state to obtain accurate viscoelastic data for a given cure extent.  Since, 

the testing was mainly conducted below or near Ὕ ὴ of the partially-cured EMC, diffusion-

controlled cure kinetics determined in the previous section could be used to predict evolution of 

cure-extent during the test.   

A multi-frequency temperature sweep test was conducted from -40°C with 10°C/step in 

the frequency range of 0.1 to 25 Hz (3 points per decade).  It took about 15 and 10 minutes to heat 

and stabilize between each step below 30°C and above 30°C, respectively, 

 and about 75 seconds to conduct frequency sweep between 0.1 to 25 Hz.  Using the 

temperature profile, the amount of curing was estimated for each cure extent tested.  The test 

parameters - range of test temperature (Ὕ ), glass transition temperature (Ὕ ὴ) and expected 

amount of curing over the test duration is summarized in Table 6.  It is worth noting that for ὴ

πȢφ, it was possible to exceed Ὕ ὴ of the material for testing.  Although the reaction was under 

chemical control, the reaction rate at 70°C is slow enough to be able to run the test under near 

isocure state.   

Table 6 Summary table of test parameters for MFT sweeping test for partially-cured EMC 

specimens 
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Figure 91 Raw storage modulus data of MFT sweeping tests conducted on partially-cured EMC 

specimen from ὴ πȢφ  to ὴ πȢω  
 

The results of MFT sweeping data are shown in Figure 91.  The figures (a) to (d) represent 

storage modulus data from ὴ πȢφ  to ὴ πȢω.  Then storage modulus data was shifted to create 

sections of master curve at Ὕ  τπЈὅ.  The section of master curves for partially-cured EMC 

are shown in Figure 92  
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Figure 92 MFT results ï master curves after shifting at Ὕ τπЈὅ  

 

Before determination of the cure-dependent shift-factors, it was necessary to normalize the 

master curves using Ὁ  and Ὁ ὴ for scaling the data between 0 and 1.  Ὁ ὴ for various cure 

extents was calculated using the evolution model in the previous section.  The normalized master 

curves for various cure extents are shown in Figure 93.   
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Figure 93 Normalized master curves for partially-cured EMC at Ὕ τπЈὅ 

 

The cure-dependent shift-factors (ÌÏÇὥ ὴ) were determined next by horizontally shifting 

the partially cured master curves to overlap with the fully-cured ὴ ρ master curve.  The results 

of TCS shifting are shown in Figure 94. The overlapped master curves are shown in (a) and the 

corresponding cure-dependent shift factors are shown in (b) (blue scatter plot).  The master curves 

show a good overlap with the fully-cured master curve indicating that TCS is working for the EMC 

tested.   

 

Figure 94 Results of TCS shifting ï (a) Master curve after overlap, and, (b) Cure-dependent shift-

factors (ÌÏÇὥ ὴ) 

 

In TTS, it is common to use WLF equation for temperature-dependent shift-factors (ÌÏÇὥ) 

in the glass transition and rubbery region of a polymer.  WLF equation works well in the region 

where the relaxation rate at a given temperature (Ὕ) is equal to or higher than the reference 

temperature (Ὕ ) i.e., the shift-factors are negative.   
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In case of cure-dependent behavior, the reference degree of cure (ὴ) is fully-cured state and 

the partially-cured specimens relax faster than the fully-cured polymer.  A WLF type equation can 

be used to fit to a function form for cure-dependent shift-factors.  Since, the WLF equation is 

temperature based, a following modification is proposed to the equations: 

 ÌÏÇὥ ὴ
ὅ Ὕ Ὕ ὴ

ὅ Ὕ Ὕ ὴ
 (108) 

where Ὕ  is the fully-cured glass transition temperature, Ὕ ὴ is the glass-transition temperature 

at a given cure extent (ὴ and ὅ and ὅ are material-specific constants.  Ὕ ὴ has already been 

determined previously in Eq. (97).   

The experimental data was fitted to Eq. (108) to determine the constants ὅ ρȢυπσφ and 

ὅ ρπȢωπυ.  A comparison of the model with the experimental data is shown in Figure 94 (b).  

The  Ὑ  of the fitting was 0.98 indicating that the fitting works well.   

7.5.2.1. Discussion: Temperature-dependent shift-factors (ἴἷἯ╪╣ ) for partially -cured 

specimen 

It is worth investigating the temperature-dependent shift factors (ÌÏÇὥ) determined while 

generating master curves of partially-cured specimen shown in Figure 92.  ÌÏÇὥ  obtained from 

TTS shifting is shown in Figure 95.   

It can be clearly observed that the temperature-dependent shift-factors are similar with 

respect to reference temperature within experimental error bound, which indicates that the shift-

factors (ÌÏÇὥ Ὕ ) does not have a strong cure dependency in the glassy region and the 

neighborhood of Ὕ region.   
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Figure 95 ÌÏÇὥ  calculated while generating master curves for the partially-cured specimens 

tested 

7.6. Implementation of Time-cure superposition (TCS) in a commercial FEM 

program  

Commercial finite element method (FEM) softwares like ANSYS have inbuilt modules to 

run numerical models for LVE using time-temperature superposition (TTS).  The constitutive 

governing equations using hereditary integral remain the same for cure-dependent viscoelastic 

behavior.  Thus, the inbuilt solvers can be readily used to be able to run models for cure-dependent 

viscoelasticity.  However, there are some differences between standard LVE and cure-dependent 

viscoelastic behavior which require some modifications to be able to accurately include the effects 

associated with curing.   

Following are the effects which need to be included to be able to accurately run numerical 

models for cure-dependent viscoelastic behavior: 
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2) Evolution of equilibrium moduli as the EMC cures - Ὃ ὴ and ὑ ὴ 

3) Inclusion of shift-factors associated with time-cure superposition (TCS) - ÌÏÇὥ ὴ 

For this thesis, an FEM implementation scheme has been developed considering a constant 

curing temperature (Ὕ).  A cure extent (ὴ) ï thermal analogy (Ὕ) is employed to run numerical 

models using cure-extent dependent viscoelasticity.   

7.6.1. Cure extent (▬) ï Thermal (╣) analogy 

At any given instant for a cure temperature Ὕ) and cure-extent (ὴ), the total amount of 

horizontal shifting (ÌÏÇὥ ) is determined by addition of two-factors - (1) the temperature-

shift factor (log(ὥ ) associated with the difference between cure temperature (Ὕ) and the 

reference temperature (Ὕ ) and, (2) the cure-dependent shift factor (ὥ) associated with the cure-

extent at the specific time:  

 ÌÏÇὥ ÌÏÇὥ Ὕ Ὕ ÌÏÇὥ ὴ (109) 

For a constant cure temperature (Ὕ), the term ÌÏÇὥ Ὕ Ὕ  is fixed and the term 

ÌÏÇὥ ὴ changes as the curing occurs.   

A field variable (ὴ) can be defined in the FEM program which will track the cure extent 

over time.  Alternately, an analogy can be made between the cure-extent (ὴ and temperature (Ὕ) 

to relate the cure-dependent shift factors (ÌÏÇὥ ) to the temperature-dependent shift factors 

(ÌÏÇὥ).  

A pseudo-temperature variable (Ὕ ) is defined to determine the shift-factor for a given 

Ὕ and ὴȡ  

 Ὕ Ὕ Ὕ ὴ (110) 
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The reason for choosing Ὕ ὴ as parameter in Ὕ  is that Ὕ ὴ is directly related to 

the cure-extent (ὴ) through the DiBenedetto equation determined in Eq. (97).  Using the complete 

cure kinetics function form Eq. (104) combined with the Ὕ ὴȟ  the evolution of Ὕ  as a 

function of time can be determined for a fixed Ὕ as: 

 Ὕ ὸ Ὕ Ὕ ὴὸ  (111) 

The curing reaction can be simulated as temperature change (thermal condition) in the commercial 

FEM solver.   

Since both Ὕ  and ÌÏÇὥ have unique values for a given cure extent (ὴ) and cure-

temperature (Ὕ), an analogy can be established.   A pseudo-temperature (Ὕ ) based shift-

factor table can be defined for a given ὴ as:  

 ὝȟÌÏÇὥ ᴼ ὴȟÌÏÇὥ ᴼ Ὕ ȟÌÏÇὥ  (112) 

7.6.1.1. Cure-dependent viscoelastic master curves - ╖◄ȟ▬ and ╚◄ȟ▬ 

Unlike traditional LVE, in cure-dependent viscoelasticity, the equilibrium moduli - Ὃ ὴ 

and ὑ ὴ evolve at each time-step as curing occurs.  Thus, the mathematical functional forms 

need to be included in the model.  For current implementation, a tool called look-up table was 

utilized.   

Master curves (Prony series) as a function of cure-extent were defined at various degrees 

of cure ɝὴ πȢπρ) beyond the gel-point (ὴ ) and input into the look-up tables for the model.  

The solver would refer to the look-up tables for the appropriate master curve based on the value 

of Ὕ  at a specific time-step in the run.   
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Based on the above modifications, we can now run a cure-dependent viscoelastic model at 

a given cure temperature (Ὕ).  In the next section, the modified FEM solver will be checked using 

a virtual stress relaxation experiment.   

7.6.2. Comparison of relaxation behavior at various cure extents with analytical solution 

It is important to confirm that model gives accurate results for various cure extents (ὴ) 

during the implementation of cure extent (ὴ) ï Thermal (Ὕ) analogy.  A virtual stress relaxation 

experiment is conducted to compare the results with the FEM output.   

An instantaneous uniaxial and hydrostatic strain (ρππ ‘‐) were used and the stress 

relaxation behavior was calculated as a function of time.  The results of the virtual experiment are 

shown in Figure 96 for two representative cure-extent ï (a) ὴ πȢω  and (b) ὴ πȢχ, respectively.  

The results of analytical solution match well with the FEM results, which corroborates that the 

cure (ὴ) ï thermal (Ὕ) has been implemented properly.   
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Figure 96 Comparison of stress relaxation results obtained from FEM vs. analytical solution ï 

(a)ὴ πȢω, and (b) ὴ πȢχ 

7.6.3. Mold process simulation using a TFBGA package  

A thin fine-pitch ball grid array (TFBGA) package was used to simulate mold process 

conditions at 165°C.   A schematic of the TFBGA package used in the model is shown in Figure 

97.  It consists of two stacked dies of 50 mm thickness with a die attach film of 20 mm.  The 

substrate and EMC thicknesses are 100 mm and 450 mm, respectively.   

 

Figure 97 Schematic of a TFBGA package used in the FEM model  

 

For the FEM model it was assumed that all materials except EMC have isotropic elastic 

properties.  The mechanical properties of the materials in the package are summarized in Table 7.   

Table 7 Summary table for the material properties (other than EMC) 

 

 

A schematic of a pressure profile applied is shown in Figure 98.  The mold pressure was 

applied for 60 seconds (1 minute) and demolded.  It was held under post mold conditions for 9 

minutes to predict how the warpage will evolve over time.  A curing profile (beyond gel point) 

was simulated at 165°C which is in the range of typical molding temperatures.   








































