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This body of research expands the design spacenofactive energy absorbers for shock
isolation and crash safety by investigating andratterizing magnetorheological fluids
(MRFs) at high shear rates ( > 25,0008) suinder shear and mixed-mode operation.
Magnetorheological energy absorbers (MREAS) work @& adaptive isolators due to their
ability to quickly and controllably adjust to chasgin system mass or impact speed while
providing fail-safe operation. However, typicaldar stroking MREAS using pressure-driven
flows have been shown to exhibit reduced contrditglas impact speed (shear rate) increases.
The objective of this work is to develop MREAS timaprove controllability at high shear rates
by using pure shear and mixed shear-squeeze mddeperation, and to present the

fundamental theory and models of MR fluids undessthconditions.

A proof of concept instrument verified that the MRect persists in shear mode devices at

shear rates corresponding to low speed impacts.ifisirument, a concentric cylinder Searle



cell magnetorheometer, was then used to charaetdnize commercially available MRFs
across a wide range of shear rates, applied madredtls, and temperatures. Characterization
results are presented both as flow curves accotdiegtablished practice, and as an alternate
nondimensionalized analysis based on Mason nunilber.Mason number plots show that,
with appropriate correction coefficients for opergttemperature, the varied flow curve data
can be collapsed to a single master curve. Thiskwepresents the first shear mode
characterization of MRFs at shear rates over 18digreater than available with commercial
rheometers, as well as the first validation of Masamber analysis to high shear rate flows

in MRFs.

Using the results from the magnetorheometer, asfidle rotary vane MREA was developed
as part of the Lightweight Magnetorheological Elyedpsorber System (LMEAS) for an SH-
60 Seahawk helicopter crew seat. Characterizagists ivere carried out on the LMEAS using
a 40 vol% MRF used in the previous magnetorheontests. These were analyzed using both
flow curves and apparent viscosity vs. Mason nunthagrams. The nondimensionalized
Mason number analysis resulted in data for all d@rs of temperature, fluid composition,
and shear rate, to collapse onto a single charstiteor master curve. Significantly, the
temperature corrected Mason number results fror tha bench top magnetorheometer and
full scale rotary vane MREA collapse to the sameteracurve. This enhances the ability of
designers of MRFs and MREAs to safely and effettiapply characterization data collected
in low shear rate, controlled temperature enviromméo operational environments that may

be completely different.

Finally, the Searle cell magnetorheometer was nmetliith an enforced eccentricity to work

in both squeeze and shear modes simultaneousthieva so called squeeze strengthening of



the working MRF, thereby increasing the apparemidyistress and the specific energy
absorption. By squeezing the active MR fluid, @de8 undergo compression-assisted
aggregation into stronger, more robust columns whesist shear better than single chains. A
hybrid model describing the squeeze strengthenirghawior is developed, and
recommendations are made for using squeeze stemgthto improve practical MREA

devices.
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Magnetic field strength in steel flux path 1, A/m
Magnetic field strength in steel flux path 2, A/m
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Magnetic potential at point i, A
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Thermal conductivity, W/m K
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Predicted apparent viscosity from Herschel-Bulkizydel, Pa
Reference apparent viscosity, Pa s

Thermal scaling factor

Temperature, °C

Reference temperature, °C

Reference viscosity, Pa s

Mason number, as developed in Klingenberg, 2007
Hydrodynamic force, N

Polarization force, N

Carrier fluid viscosity, Pa s

Particle radius, m

Magnetic moment, A i

Particle diameter, m

Particle magnetization, A/m

Solids loading fraction

Bulk magnetization, A/m

Permeability of free space N P RVs/Am
Carrier fluid permeability Vs/Am

Adjusted Mason number, = 32-Mn, Sherman & Were2éy1,.3
Magnetization at T = 0K, A/m

Bloch temperature, K

Curie temperature, K

High shear rate, field-off apparent viscosity, Pa s
Normalized apparent viscosity

Active or yield component of MR force, N
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Passive or viscous component of MR force, N
Yield force, N

Maximum desired stroking load, N

Viscous component of total force, N

Spring stiffness component of total force, N
Total transmitted force, N

Viscous damping coefficient, Pa/m

Shaft radius, m

Maximum sink rate, m/s

Rotary vane length, m

Gear ratio between rotary shaft and seat system
Coil armature outer radius, m

Damper body inner radius, m

Rotary vane inner radius, m

Rotary vane outer radius, m

Inner active gap height, m

Outer active gap height, m

Critical Mason number fit parameter
Interparticle reference stress, Pa

Critical magnetic field strength, kA/m
Conventional yield stress, Pa

Squeeze strengthened component of yield stress, Pa

Non-strengthened yield stress, Pa
Compressive stress, Pa

Stress in thé'j axis from a strain along th@ direction, Pa

Normal stress on plane with normal directigriPa
Shear stress on plane with normal direchpRa
Internal friction or “von Mises” stress angle, rad
Interfacial film stress, Pa

Particle shear stress, Pa

Ratio of film stress and particle stress
Interparticle sliding stress, Pa

Ratio of the squares of particle sliding stress stmehr strength

Shear component of force, N
Normal component of force, N
Total force, N

Squeeze strain, m/m
Eccentricity

Fluid shear modulus, Pa
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Chapter 1

1.INTRODUCTION TO
MAGNETORHEOLOGICAL FLUIDS AND
ENERGY ABSORBERS

1.1. Motivation

The need to protect crew from deleterious vibratlaring normal vehicle operation and
serious injury during a shock or crash event haslted in a large body of research into effective
energy absorption methods and devices. The ovengrchotivation of this work is to
comprehensively report the theory, development pedormance of a class of novel energy
absorbers that advances the current state of thdnggrovements in operating range (both
increased velocity and wider temperature varia)iosysecific energy dissipation, and an improved
unified analysis method will be discussed afterieflintroduction to the field of energy absorbing

devices.

1.2.Damping Techniques
Tuned mass dampers are additional stiffness or elasgents that shift the natural response of the
entire system and have been shown to be effedtreglacing vibration amplitude near resonance,
but because they contain no energy dissipating coemt and are not effective at absorbing
impact energy, they only address one half of tiedlem. Energy dissipating devices are classified

as either passive, active, or semi-active dependingthe nature of their force/velocity
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characteristics. Passive devices such as viscoigs @ry friction, or plastic deformation energy
absorbers can be simple, compact, and are inhgisatlle because they are unable to introduce
additional energy into the system. Despite theadive qualities, they have a fixed force vs.
velocity behavior and are therefore unable to atlaerturbations away from a single system
design point. Active systems, such as hydrauligreumatic energy absorbers, piezo-electrics, or
electric motors can offer fully customizable foreg velocity profiles and high force output.
However, because they can inject energy into tlséeny, they require robust control algorithms
to ensure stability, along with the more compled anmetimes bulky supporting infrastructure
needed to operate. Additionally, in the event pbaer or control circuit failure they have no fail-
safe energy absorption capabilities.

Semi-active systems combine the benefits of bodisipa and active damping systems to provide
fail-safe protection and adjustable energy absgriimaracteristics across a wide range of both
vibration and shock inputs. For example, a passrggem may be tuned to protect a 50th percentile
male occupant during a typical shock event, butfaillto adequately protect occupants of varying
weight with proportionately varying injury thresksl Moreover, such a system would not
adequately protect the B(ercentile male occupant from other shock loadfran harmful
whole-body vibration. Therefore, exchanging a passeat suspension with an adaptive seat
suspension system, which is capable of tuning dagngor varying operating conditions
(disturbance level and type) and occupant weiglldv be a straightforward way to increase
vibration isolation and improve injury protectioor fvehicle crew.

Examples of such semi-active devices include medchiy adjustable bypass orifices and
electrorheological (ER) and magnetorheological (MRgrgy absorbers (EAs). Able to vary their

force-velocity profile, these devices can therefugaised to adaptively absorb the desired amount



of energy either from high frequency vibrationshagh energy shock impacts. Because they use
viscous forces to only dissipate energy from tretesy, they are both inherently stable and provide
fail-safe operation. Among these semi-active ogjiamly MR fluid devices offer the force levels
and response times needed to address occupanttfpotehallenges.

1.3. Magnetorheological Fluids
The discovery and development of the first MRdiiand devices in the late 1940s can be credited
to Jacob Rabinow at the US National Bureau of Steded(Rabinow, 1948; Rabinow, 1951). A
magnetorheological fluid (MRF) consists of magraie particles suspended in a
nonmagnetizable carrier fluid. Commercially avadaMRFs use carbonyl iron spheres on the
order of 1-10 microns in diameter as the magnelgzparticles, either a silicon- or hydrocarbon-
based oil as the carrier fluid, and various addgito improve stability and settling rate.
In the absence of an applied magnetic field, théighes are randomly dispersed and will move
with the fluid as it flows. When exposed to a mdgnield, the particles form chains parallel to
the magnetic field lines and the MRF “solidifie3fiese two conditions of MRF, called “passive”
and “active” respectively, can be seen in Figule The particle chains resist fluid motion until a
certain yield stress is reached, beyond which flaation will occur, called post-yield flow (Jolly
et al., 1999).
In practical MRF devices, the magnetic field isguoed by a controllable electromagnet. In this
way the applied magnetic field, and thus the ystidss, can be continuously and instantaneously
adjusted (response time < 15 milliseconds), so #@magppropriate amount of energy can be
dissipated within the MREA. A typical set of yieklress and magnetization curves for two

commercially available MRFs, 32 vol% and 40 vol%diocarbon-based fluids, are shown in



Figure 1.2 (LORD Corporation, 2012). A well-deveddpMRF used in production devices will

have a yield stress from 30 to 100 kPa at magsatigration.

1.4. MR Devices and Applications
When combined with an appropriate feedback consydtem, magnetorheological energy
absorbers (MREAS) adjust their energy absorpticaradteristics - especially stroking load — to
variations in the system or its inputs, such asipant weight or impact velocity. Even though
MREAs have a lowoff-state (absence of magnetic field) velocity dependensqeus) stroking
load and produce a much higher stroking load inotiistate(maximum applied field), they do
exhibit reduced performance at higher speeds, fazedeby their dynamic range. Dynamic range,
i.e. the ratio of the on-state force to the ofteststroking load shown in the following equatia, i
a common metric used to quantify the controllapitit an MREA.

Ger. ¢ | Grer. (b (1.1)

Because they are viscous (velocity-dependent) coemts, devices must generate motion of MR
fluid between two poles of a controllable electrgmet. There are three different modes of
operation which MR devices can use to generatd #tress and damping force, and these modes

can be combined in mixed-mode operation.

1.4.1. Flow mode
In flow mode operation, also called valve mode oisBuille flow, a pressure gradient forces the
MR fluid to flow between two stationary parallebfgs, shown in Figure 1.3a. The magnetic field
intensity within the valve regulates strength & MR chains, which are aligned with the magnetic
flux lines and perpendicular to the valve wallgjgtrontrolling the force required to induce fluid

flow.



Examples of operational flow mode MREAs includediaig gear for aircraft (Batterbee et al.,
2007; Choi and Wereley, 2004), primary suspensionsautomobiles (Carlson et al., 1996),
seismic damping elements for civil structures (detl al., 1999), and lag dampers for helicopter
main rotors (Hu and Wereley, 2005). Flow mode ofp@maallows for hydraulic amplification,
which is particularly useful for high force applimms such as crash and impact shock absorption.
The design and investigation of several semi-aarashworthy seat solutions has been reported
for ground vehicles exposed to mine blasts (Chdi Afereley, 2005), combined vibration and
shock protection for helicopter crews (Hiemenz let2007), automobile crash safety systems
(Mao, 2011), and high speed amphibious vehiclexr{Beet al., 2010). These crashworthy
systems are all based on linear stroke energy la&syrand have been shown to be effective in
mitigating the potential for crew injuries in simatgd crashes. In these linear stroking MR
crashworthiness systems, an electromagnet pistoaddluid between two chambers of a cylinder
through an annular MR valve, shown in Figure 1.4.

The aforementioned high speed limitations on cdiatodity of linear stroke MREA-based
systems are attributed to the inherent flow profifel viscous losses within the flow channel.
Forcing the fluid through a complex annulus addit® nonlinear viscous behavior, since minor
losses, such as entrance/exit flows and sudderraobiohs/expansions, give rise to viscous
pressure drops. Because these losses are givdre lpydduct of a Reynolds number-dependent
discharge coefficient and the flow velocity squarédhas been shown that force output in flow
mode devices is proportional to the square of fughbcity, orG k % Imnop qr stu  v. Thus,
during high velocity crash scenarios the passiveef@omponent of flow mode devices quickly
dominates the yield force component, leading teduction in dynamic range (down to w 2

at high ) (Mao et al., 2007).



This has motivated the development of MREA desifpas overcome the high speed limitations

of linear stroke MREASs.

1.4.2. Shear mode
In shear mode operation, also called Couette ftowe, side of the active gap translates parallel to
the other, directly shearing the MR fluid as shawkigure 1.3b. A perpendicular magnetic field
is applied across the plates, and the stress eshtir yield the MR particle chains via direct
shearing can be modulated by applied field strengétause there is no pressure driven flow
through complex annuli, shear mode devices can éehamically simpler than linear stroke
devices, and with appropriate transmissions are waited to both rotational and linear
applications. Most importantly, shear mode operatibows for high dynamic range due to low
field-off stresses. The force generated in sheatenoperation is linearly proportional to the input
velocity, orG k %u A shear mode device will therefore relativelynmiize the detrimental
passive force increases and maintain good corbibfia(  x 3) at high velocities (Choi et al.,
2005). A comparison between the force-velocity bedraof MR fluids in flow and shear mode
operation is presented in Figure 1.5.
Shear mode devices typically have either direcash®tating plate, or rotary drum geometries
(Wereley et al., 2008). Examples of shear modeodsvinclude rotary clutches and brakes (Dong-
won et al., 2009) (Guo and Liao, 2012), rotary darafior occupant crash protection in helicopters
(Hiemenz and Wereley, 2010), and fluid rheometsyitg machines. Both devices presented in
this research use the rotary drum configurationylimch one magnetic pole is rotated within a

stationary, concentric pole to shear the MR fluithm the fluid chamber.



Squeeze mode
Squeeze mode operation utilizes a change in tiveeagap size parallel to the magnetic flux lines
as in Figure 1.3c. This applies a stress alongtie of the MR chains within the fluid, causing
the individual particles within the chains to remngze and aggregate into columns. Due to the
small gap and change in gap height, pure squeezi rnisotraditionally limited to low stroke
applications. These types of squeeze mode devimdsde variable stiffness isolators, engine

mounts (Zhang et al., 2011), and rotating shaftar{y\et al., 2005).

Mixed mode
MR dampers can also be designed to use a comhinattithe three primary operation modes. A
floating piston design shown in Figure 1.6 combibeth flow and shear modes (Wilson, 2012),
and Brigley et al. designed a mixed mode dampereimploys all three primary modes (Brigley
et al., 2007). More recently the particle aggregaéffect that results from squeeze mode has been
investigated as a mechanism to increase the MR fligld stress in either flow or shear mode
devices, so callesueeze strengthenirgecause the MR fluids tend to form single-pagtidhains
initially, the yield stress arises from breaking tmagnetic attraction between two adjacent
particles. However, by squeezing these chains albeiy axes, the single chains undergo the
process of compression-assisted aggregation, fgrmiore robust columns that resist breakage
more than single chains (Tang et al., 2000). Batdr shear (Tao, 2001) and rotating plate (Zhang
et al., 2009) experiments have measured the squsgeagthening effect in laboratory

experiments.

1.5. Analysis and Validation Methods
No previous scientific studies investigated theashraode behavior of MR fluids at high shear
rates (> 10,0009 that were expected to occur in the shear mode MRISed in this research,
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and it was at first unclear if the MR effect wouddrsist at these high shear rates so that fluid
controllability would be maintained. The lack ofhamercial instruments with which to investigate
high shear behavior necessitated the fabricatiora @ustom fluid magnetorheometer. This
magnetorheometer was used to validate the use offlMiBs in the high-speed operating
environments experienced by crashworthy systemsagiduWereley, 2011). Encouraged by the
results from this study, a full-scale rotary MR gmn was constructed and its performance
investigated on a transmission testing rig capableandling the large torques generated by the
device. For both devices, detailed magnetostatimuigitions were carried out using commercial
finite element analysis (FEA) software. The magrietometer was also outfitted with a custom

sensing coil to measure the flux density within rtiregnetic circuit to verify the FEA predictions.

While shear mode or rotary drum-type (MREAS) areatiractive option for use in occupant or
payload protection systems that operate at shées veell over 25,0007 their design is still
performed using material properties measured usiwegshear rate (<1,000% characterization
techniques. This research details two methodsiaracterizing MR fluids at high shear rates, and
presents characterization results for three comalravailable MR fluids. In addition to the
accepted method of generating families of flow egnfor fluid samples at each operating
condition, it is also proposed to utilize the pexdpve of apparent viscosity (the ratio of shear
stress over shear rate) vs. a nondimensional Masoiber group to describe the behavior of the
fluid at these shear rates. Good agreement bettheeneasured data and predictions of MR fluid
behavior are achieved using this framework. By edpay the knowledge of MR fluid behavior
to these high shear strain rates, the design of MRE enabled for occupant protection systems

for crash and mine blast events.



1.6. Dissertation Outline
The motivation of the present research is to dgvalmethod of characterizing and improving MR
fluids exposed to high rate shear flow within aatwty geometry. These characterization
measurements are analyzed using established flowe cplots, as well as a unifying
nondimensional framework. Finally, the shear streshese standard fluids is shown to be
increased by a combined mode squeeze strengthep@agtion, applicable to the design of

practical rotary MREAS.

Chapter 1 introduces MR fluids, the various modesperation in which they’re utilized, and the

state of the art for vibration and shock isolasgstems incorporating MREAS.

Chapter 2 details the development of a high shai@ magnetorheometer, a laboratory scale
instrument designed to expand the range of tespegds at which MR fluids can be characterized.
The complete design of the magnetorheometer isustsr, including fluid flow analysis,
magnetic circuit simulation and validation, and rthal control. Characterization tests are
performed for three commercially available MR flaitom LORD Corporation, and results are
presented and analyzed using an established muateddcounts for the rate-dependent viscosity

of MR fluids.

Chapter 3 presents an emerging analysis framewas&don the normalized apparent viscosity
and a nondimensional Mason number group. This arsapyovides a means of collapsing a large
set of characterization data, spanning shear agiglied magnetic field, temperature, and iron
particle concentration, onto a single master cuima¢ completely describes the behavior of MR

fluid devices using the same mode of operation.



Chapter 4 reviews a full scale rotary vane MREAdaleped for use in a crashworthy helicopter
crew seat system, including design and testing. ridrelimensional analysis from Chapter 3 is
applied to this system, and it is shown that tha dallapse holds across different scale shear mode
devices. Temperature effects are accounted forgatidg that a limited set of characterization

data can be used to predict the performance ofigalan vastly different operating conditions.

Chapter 5 introduces a novel method to increasstteagth of conventional MR fluids in rotating
EAs without modifying their formulation, using agmess called squeeze strengthening or
compression assisted aggregation. The magnetorheofren Chapter 2 is modified for use as a
mixed mode squeeze-and-shear MREA. The strengthiao€ommercially available MR fluids is
shown to be increased using this device, and atgtinae model is developed based on previous

phenomenological and tribological explanations.

Chapter 6 summarizes the original contributionthsf dissertation and identifies fruitful areas for

future work on high shear rate and mixed mode miagheology and MREASs.
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Figure 1.1 - MR fluid a) under no applied magnetidield and b) exposed to a magnetic field. Note thathains form
parallel to magnetic field lines.
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Figure 1.2 - a) Yield stress and b) magnetizatiorucves for two commercially available MRFs
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b)

displacement force

c)

Figure 1.3 - a) Flow mode, b) shear mode, and c)@eeze mode operation of MR energy absorption devise
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Figure 1.4 - Linear stroke flow mode MREA
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Figure 1.5 - Representative force versus velocityioves for a typical flow mode and shear mode MREANOote that at
higher velocities, the controllable field-on forces a diminishing component of the total force.
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Figure 1.6 - Floating piston MREA utilizing both flow and shear modes of operation
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Figure 1.7 - Squeeze strengthening of MR fluids: alhe single chains are formed under zero normal apgied stress are
then b) compressed and aggregate into more robustlcmns
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Chapter 2

2.DESIGN AND TESTING OF A SEARLE CELL
MAGNETORHEOMETER AT SHEAR RATES UP
TO 25,000 ¢

2.1. Abstract

The design and construction of the first Searlé roe@lgnetorheometer capable of characterizing
fluid samples at shear rates up to 25,00 presented. Using sub-millimeter active gapeve|
high shear rates to be achieved with a standaddrielservomotor, and the concentric cylinder
geometry ensures proper flow conditions and singglinalysis. An electromagnet and a hybrid
electromagnet/permanent magnet configuration areldped, and the magnetic characteristics of
both system configurations are simulated and dy@ceasured. A temperature control system is
detailed which allows for fluid characterizationsbe performed at a wide range of temperatures,
while ensuring that the change in temperaturessstiean 0.5°C during a test. The characterizations
of three commercially available MR fluids are praeel, including test series comparing the

performance effects of particle solids loading, penature, shear strain rate and gap size.

19



2.2.Introduction
Rheometry is a measuring technology used to qadingty determine the rheological, or manner
of flow, characteristics of a fluid substance (Aigon, 2008). Various measuring systems have
been used to explore the viscous behavior of fluglag oscillatory and rotational tests, as well
as to study the viscoelastic characteristics thnatrgep and relaxation tests. In total, the gbal o
each of these tests is to produce the flow curfendamental measurement of the dependence of

the fluid’s shear stress on the shear strain rate.

Magnetorheometers in particular are instrument®rpmrating a controllable magnetic field
source and are used to study the yield stressranapd post-yield behavior of MR fluids. Because
the post-yield behavior becomes a dominant factéhé dynamic range of practical MR devices
at high speeds, instruments capable of emulatigh Bhear rate conditions are desirable. A
number of different instruments, some commercialtgilable, have been developed to meet the
needs of researchers studying MR fluids, but norfarsprovide all of the requirements necessary

to expand the design space of high shear rate,gagbrmance MR devices.

2.2.1 Standard rheometers
There are a number of rheometer designs, each @i to certain testing conditions and
materials. Slit-flow, capillary (Ferguson and Kemtki, 1991), and draining vessel (Roach and
Henein, 2005) rheometers use a pressure diffete¢atfarce fluid through an orifice. These are
versatile and have well-developed theories andnigades, but are in some cases difficult to
construct, exhibit non-homogeneous flow profilesd generally operate at quasi-steady state.
Oscillating rheometers relate the motion decay biehaf an oscillating member to a stationary
member to determine the properties of an inteasgample. These devices are usually relatively
simple and have well understood analyses, but @italbde only for extremely low shear rate
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experiments (Brooks et al., 2005). There are ewentainerless viscometers that utilize
electromagnetic or aerodynamic levitation to chidme samples without contaminating them,
but these are obviously extremely complex and gelyevperate at very high temperatures (Rhim
et al., 1999).

Of the many methods available, the most commongyg usethod for magnetorheometry studies
is applying shear stress directly to the fluid sEmprough a rotating surface. Parallel plate and
cone-and-plate rheometers, of which there are nousezommercially available examples, consist
of a horizontal, stationary “stage” upon which aidl sample is placed. A circular, flat plate or
cone is lowered onto the sample and rotated wikhavn angular velocity and torque, which
results in a flow curve measurement. With low ety fluids and at high rates of rotation, this
method has the disadvantage of fluid escapingah®ke stage. In fact, commercial parallel plate
magnetorheometers are generally operated at sitear<1,000'5(Hu and Wereley, 2011).

The other rotational geometry, which is the congerttylinder geometry used in this research,
overcomes the problems of sample containment ahdliyavarying shear rate, and has the added
advantage of allowing for a simplifying infinitegié assumption. At high rates of shear, the fluid
does not escape the sample container, and as shdvgure 2.1, the shear strain rate is constant

across the fluid sample (Ritwik, 2012).

2.2.2 Current state of the art
The fabrication and use of concentric cylinder rheters for high shear rate studies has only a
few notable examples of these promising deviceago@bricated, and none for use with MR
fluids. Barber achieved shear rates of < 500,0b@sng large diameter rotating elements and
gaps as smallasiz P ®R'm, and investigated the effects of high sheariral@w viscosity oil

blends (Barber et al., 1955). Subsequent improvésneith temperature control were carried out
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on the same instrument by the same laboratory egadks later, making it possible to characterize
the changes in fluid behavior related to heatingrihijue and Porter, 1975). A similar device was
constructed the following decade in another lalmwyaind, taking advantage of the advances in
precision machining, reported experimental resatitshear rates up P { s! (van Os et al.,
1982). More recent studies using commercial pdraléee rheometers are reported to reach shear
rates up to 80,000's achieved by using gap sizes down to 30, which is approaching the
precision of the positioning motor in the instrurn@ipe and Majmudar, 2008). However, because
the parallel plate geometry produces a radiallyinar shear rate, the reported data must be

systematically corrected for error.

With one exception, MR fluids have so far only béavestigated at shear rates above 1,000 s
using slit-flow geometries. A piston-driven cagily rheometer incorporating a magnetic valve to
investigate dwell time effects on MR fluid perforta was reported to generate apparent shear
rates up to 250,000'Goncalves et al., 2006). A slit die setup subeditb a magnetic field was
used to generate apparent strain rates in MR $aidples up to 40,000*¢Laun et al., 1996). A
similar 40,000 $ slit die setup was improved by incorporating puessensors on either side of
the magnetic valve within the die to provide mocewaate estimations of shear rate, though the
data still required correction (Wang and Gordarsdej2006). Currently the only rotational
geometry reported for studying MR fluids at higheah rates is a commercial parallel plate
rheometer with a modified sample chamber that esefatin gaps between the chamber walls and
the rotating plate. Using a 0.3 mm gap, the retems report a peak apparent shear rate of 10,000
st at the rim of the rotating plate, though flow ceidata is only presented for shear rates up to

3,000 &' (Laun et al., 2010).
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2.2.3 Searle cell magnetorheometer
The goal of this research is to create a magnetankter, capable of shear rates well over 1,000
s?, that replicates the mode of operation of prattictary MR energy absorbers. The concentric
cylinder geometry has the advantage of producisgngle flow profile which is straightforward
to analyze at these high shear rates, yet hasemuot &vailable in an instrument for use with MR
fluids to date. In subsequent sections the deslighe MR fluid sample cell will be discussed in
detail, along with the development of the instrutieecontrol and acquisition systems and analysis

of experimental data.

2.3. Searle-cell Design Principles

A common and simple method to measure the viscebayor of a fluid is to use two concentric
co-rotating cylinders, or Couette geometry, to imhpaknown angular velocity on the fluid while
measuring the torque produced. The relationshipden these two measurements, known as flow
curves, are the hallmark of rheometric studies prayide practical characterizations of fluid
behavior. For reasons discussed in the followiagtisns, an inner rotating cylinder (bob),
combined with a fixed outer cylinder (cup), knowailectively as a Searle cell, was chosen as the
most appropriate design for the magnetorheometdellE et al., 2008).

When designing a Searle cell rheometer, torquersstezss and rotation speed-shear strain rate
relationships provide the baseline specificatiamsthe cell geometry, schematically shown in

Figure 2.2. These relationships are given in (@&hail., 2005) and shown below.

Ol &\ (2.1)
} d-
| —off € — .
| _ # |d} (2.2)
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An expression for the shear rate can is obtainewjuglindrical coordinate# f, ,4, and noting
that the 3D velocity vector field can be simplifisdjust a scalabo, by assuming that the inner
bob is sufficiently long in the axial direction agilve to the gap size, such that= 0, and ensuring
that the bob rotates at a constant angular velasitgh tha®o = 0.

For narrow gaps, it can be assumed that the fwitllly sheared in thé-direction with the

gradient in the#direction (the velocity profile is linear % as shown below (Morrison, 2001).

Y C# Cq (2.3)
The constants andcg can be found using the boundary conditions forSkarle cell design,
namely that of stationary cug at# & ,andarotatingbol8p ! . at# . This

yields

|#€ v'
& © (2.4)

The rate-of-deformation tensor is sparse and caretbre be calculated as merely the derivative
of EqQ. ((2.4) with respect #, which greatly simplifies the issue of shear eggmation and results

in the narrow-gap shear rate expression (Estel¢ ,2008) given below.

9

— 1 .
a3 (2.5)

Given a desired shear strain rate, as well as deraions for the magnetic circuit (discussed Jater
the final geometry of the MR cell can be identifieBor the high shear rate magnetorheometer
developed for this research, the specific geomgmiameters are listed in Table 2.1. Clearly,
decreasing the gap si&has the effect of increasing the maximum achievablear rate for a

given angular velocity, and this relationship iplexed in the design of this high shear rate
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magnetorheometer. Figure 2.4 demonstrates the sitgaamplification provided by narrower

gaps.

Consideration must be given to the stability andoumity of flows under high shear rates,
particularly during characterization studies ustogicentric cylinder rheometers. Two different
nondimensional parameters are typically employecetdy that the assumptions presented in the
above analysis are valid. The Reynolds numbecatds if the fluid is in the laminar or turbulent
regime, and the Taylor number is used to deterrtieepresence of so-called Taylor-Couette

vortices, secondary eddy currents which affectvibeosity measurement.

Table 2.1 — Searle cell magnetorheometer dimensions

MR Cell Parameter Measurement [mm]

Active gap length, 12.0
Bob minor radius, g 6.0
Bob radius, 80 875 89

Active gap height& 1.0 025 0.1

Coil outer radius, - 26.0
Flux outer radius, ( 35.0
Flux path length , . 30.0
Bob path length, 18.0
No. of coil turns}* 468

2.3.1 Reynolds Number considerations
In concentric cylinder devices, accurate measurewfenscosity can only be obtained in uniform

laminar flows, a condition which exists while thendimensional ratio of inertial to viscous forces,
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or Reynolds number, remains below 13,000 (Latht@bh.£1992). An expression for the Reynolds
number of a shear flow in a concentric cylinderorneter is given below.

el (€W (2.6)

Note that decreasing the gap size, ( € -, effectively reduces the Reynolds number; for this
reason, narrow gaps are beneficial to realizingoami laminar flow at high shear rates. Typical
maximum Reynolds numbers for each bob used in¢he&cell magnetorheometer are presented

in Table 2.2.

2.3.2 Taylor Number considerations
Even in laminar flows, secondary eddy currents foay under certain conditions. These currents,
or Taylor vortices, have the effect of increasing apparent viscosity obtained from experimental
measurements, as in the artificial shear thickebetavior observed in (Colyer and Clegg, 1998).
A practical expression to calculate flow stabikiyd predict the onset of Taylor vortices is given
below (Macosko, 1994).

9 :
MENG TR @2.7)

/0 Y

As presented by Atkinson, as long as the Taylormemdoes not exceed 3,400, the flow can be

assumed to be free of these detrimental secondasy@irrents (Atkinson, 2008).

2.4 Magnetic Circuit Design and Analysis
A recursive analytical method to estimate the magtieix density and field strength within the
active gap region of MR devices is employed to mheitige the size and geometry of the magnetic

flux path and electromagnetic coil (LORD MateriBisision, 1999). First, the desired yield stress

is selected in the MR fluid, which determines tipermting pointt5, 3,1, on the fluid
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Table 2.2 — Searle cell magnetorheometer parameteasid operating conditions

MR Cell Parameter Value

Bob Radius [mm] 8.0 8.75 8.9

Configuration is Defined by Nominal Gap
1.0 0.25 0.1

[mm]
Maximum Shear Rate [s!] 2,500 10,00C 25,000
Reynolds Number 8,873 2,218 873
Taylor Number 1,090 8.6 1.2

magnetization curve. The corresponding operatingitpm steel,|55 3gv is found using
Maxwell's 2" equation, or Gauss'’s Law for Magnetic Fields, \mitequires that magnetic flux is
conserved, as shown in the equation below.

1- %3 <« 3eC

) (2.8)

Finally, the required number of Ampere-turns foe #ectromagnetic coil can be found from
Kirchhoff's Law for Magnetic Circuits, shown below. summary of this process is presented in

Figure 2.4.

(2.9)
Here,3 is the magnetic flux density, is the number of turns, adds the applied current. In
Figure 2.5 an axisymmetriguarter section of the circuit geometry is showmg a@enotes the
relevant dimensions for use in the analysis. E®) (&ates that the flud,, is constant throughout
the flux path; as area decreases, flux densiByincreases. This equation is rewritten below using

dimensions from the schematic,
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367:< 3833 3gE 38 < 2.10)

where; . O is the area of the fluid gapg O g is the cross-sectional area of the rotating
bob,and ( Ol (€ . V2 is the area of the outer flux path. Because tii@amber and applied

current are known, the field strength within thedlgap,5., can be determined using information
from the magnetization curves for the flux materfdiSI 1010 steel, and the MR fluid sample,

using the following equation (Hu and Wereley, 2011)

*4 5.& 55 ) 5g ) 5g 2.11)
Here, , is the length of the flux arm forming the cup, is the radial length of the flux path, and
55,549, and5g., are the corresponding magnetic fields. For thergapplied current, the field

within the gap depends on the particle volume foacof the fluid sample. As volume fraction

increases, the gap field decreases.

This is a simplified analysis that does not accdanfactors such as the nonlinear properties of
MR fluid and steel, or the possible losses at jonst, boundaries and area changes. Therefore, a
more detailed finite element analysis is presentedhe following section and used in the
subsequent characterizations and analyses. A qusatdon view of the high shear rate

magnetorheometer is shown in Figure 2.6.

2.4.1 Magnetostatic Finite Element Analysis

The magnetorheometer geometry is created as aynaxistric model in the commercial FEA
softwvareMAXWELLin order to perform a more detailed magnetostatalysis and verify the
expected field strength (ANSYS, Inc., 2009). Thesmis shown in Figure 2.7, and consists
of 12,726 triangular elements. Colors indicate onignt features of the model, specifically

that green shades correspond to low permeabilitgmads such as aluminum and Teflon, red

28



shades indicate areas that make up the magnetipdiin, gray represents the MR fluid, and
blue is the EM coil. The background red mateahir, which does not carry any magnetic
flux. The results for direction and density of magia flux resulting from 1 Ampere of applied

current are shown in

Figure 2.8, as the flux lines and solid color magspectively. A magnitude plot of the
corresponding magnetic flux intensity shows thatrtiagnetic field is uniform across the top and
bottom active gaps, shown in Figure 2.9. The sitmh achieves a total error energy less than
0.05% for each applied current case, and providggavement over the simplified analysis
performed during the MR cell design by incorporgtihe nonlinear magnetization curves for the
MR fluid and steel elements. In other words, thegnetic field strength within the gap is not
linearly related to the current applied to the ,caild precise knowledge of the field is required to

characterize flows well.

Even this analysis has limitations, so effortstpezimentally validate the magnetic field in the
active gap were undertaken to definitively chanaztethe conditions within the MR cell.
Unfortunately, even the smallest Hall sensors, eisedeasure magnetic fields, were too large to
fit within the narrow active gap. Instead, two huwds to determine the gap field were adapted
from (Janicke, 1997) and compared. It was detezththat a method using a custom sensing coll
more accurately measured the magnetic field within MR cell, however both methods are

presented in the following subsection.

2.4.2 Potential coil method
A magnetic potentiometer is a small, tightly wouodil of fine wire wrapped around a

nonconducting core that is used to measure magpetential, or flux differential, across gaps
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within a magnetic circuit as shown in Figure 2.1Rotential difference can be related to the

magnetic field within that gap according to the &tpn below (Walker LDJ Scientific, 2013).

2

€=, | 517w 212)

A given potential coil has an associated calibratemnstant, which gives a straightforward

measurement of the gap field using the relationbblpw.

a > (2.13)

5
) &

A potential coil, model PM/S83, was used in combarawith a programmable fluxmeter, model
MF-10D, both from Walker LDJ Scientific. The PM/&8oil has a reportes coefficient of 4.6

A/ Wb, and is shown in Figure 2.11.

2.4.3 Sensing coil method
In this method, a custom sensing coil is wound fRIPAWG enameled copper wire around the
bob, and the bob is set in place within the MR, &#bwn in Figure 2.12. The sensing colil leads
are connected to the fluxmeter, and as the applieent is varied the corresponding changes in
the magnetic field induce a current within the semsoil, which is registered and recorded by the
fluxmeter. This measurement represents the thtalfithin the circuit, and with knowledge of
the bob cross sectional area can thus be relatibe ftux and magnetic field strength through the
active gap using Eq. (2.10) and the magnetizatimnecof the MR fluid sample, respectively.
Ultimately, the sensing coil method proved advaetag compared with the potentiometer for a
number of reasons. The very small gap, combinéal the presence of magnetized MR fluid and
the need to remove the top cap and retaining bgdtnng measurements made the potentiometer
less reliable and repeatable. Though the sensihgauld only be used while the bob remained
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static, these measurements correspond well witH-B¥ simulation at applied currents above
0.1A, and remained consistent and predictive thmougthe use of different gap sizes and fluid
samples.

At currents of 0.1 A down to no applied curreng MR cell exhibited magnetic remanence not
predicted by the simulations. Measurement of fimnenomenon proved to be important during
nondimensional analysis of the test results, deedrin Chapter 4. Measurement results for
LORD MRF-132DG using both methods, including thexmant magnetization are shown in

Figure 2.13. Measurement and simulation resultd @RD MRF-140CG are shown in Figure

2.14.

2.4.4 Electromagnet flux source
From the magnetic circuit analysis above, it wakemheined that a coil wound from 24 gauge
enameled copper wire having 540 turns (18 turndgyer, 30 layers) is sufficient to produce 0.9
T of magnetic flux through the active gap regioriiad of applied current, which is near the
saturation magnetization of the MR fluids used.Ddrin plastic armature was fabricated to meet
these specifications, along with the previouslyadetl geometry of the Searle cell which would

allow for high shear rate tests to be performed.

2.4.5 Hybrid Electromagnet/permanent magnet flux source
Combinations of permanent and electromagnet fluxcas have been reported for linear stroking
MR devices, allowing for a non-zero yield forceetast without the need to apply a bias current.
Two advantages of this system were noted. An egpiurrent would generate a field which
enhanced that of the permanent magnet, and whicthdvadtherwise have required a much larger

current and led to large resistive heating of teeick. Alternatively, by reversing the polarity of
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the applied current, the magnetic field from thenpenent magnet could be effectively cancelled

out, permitting operation at zero yield stress @woand Ehrlich, 2010).

With this in mind, a hybrid electromagnet/permanmatgnet combination was designed for use
with the high shear rate concentric cylinder MR gelometry, shown Figure 2.15. Two axially
magnetized bonded neodymium magnets of appropgedenetry were enclosed in a two part
Delrin spacer, and inserted within a custom cailisir to that described above. The coil was sized
with a larger inner diameter to allow for placemehthe permanent magnet rings, and contained
468 turns (18 turns per layer, 26 layers). Redutisi MAXWELLsimulations are compared to
flux density measurements taken with the customsiegrcoil for MRF-132DG with a 0.25 mm

gap in Figure 2.16.

2.5 Data Acquisition and Control Design
Control and data acquisition in the magnetorheomate accomplished through the graphical
programming softward.abVIEW by National Instruments (National Instruments, 201 To
generate the desired input rotation speed, a 0F7&B0 W) electric servomotor, model SilverMax
34-HC1 by QuickSilver Controls, Inc., is connectadough a QCI CLCF-01 motor controller
which receives voltage commands from the desktopuP@ingLabVIEW This servomotor is
capable of a maximum of 3,000 RPM at 100 oz-in(6.W-m) of torque, ensuring that the
commanded voltage results in a reliable motor sg@rdckSilver Controls, Inc., 2011). This
performance was also verified using a laser tacheme measure the speed of rotation at a given

voltage, which confirmed the input accuracy.

The torque output is measured by a 100 ounce-idgiD§ N-m) torque transducer, model RTS-

100, and the voltage signal is passed through a0ZMignal conditioner, both by Transducer

32



Techniques, which interfaces with the PC througiNational Instruments BNC-2110 data

acquisition box. Alternatively, a 500 oz-in transdr, model RTS-500, can be used for lower
speed measurements of a higher viscosity fluidpkirby adjusting th%—, gain setting in the

program’s front panel. TheabVIEWprogram is shown in Figure 2.17.

The control and data acquisition program producestasrcase voltage signal, a waveform
consisting of a series of discrete steps. Thivigdes eight quasi-steady shear rate levels and
allows for any transient effects to diminish folliony the speed changes. The user controls the
maximum desired rotation speed, and the programdebvthis maximum into equally spaced steps,
commands the servomotor, and outputs torque angeietture data. The direction of the staircase
signal, either ascending or descending, can bealtat as well. A sample of collected raw data

for a test series is shown in Figure 2.18.

2.6 Temperature Control
In addition to plots of motor RPM and torque ouighe magnetorheometer Searle cell was fit
with a custom cooling jacket made from 12 turn® @b inch copper tubing and an internal K-
type thermocouple. The cooling jacket is connedteda circulator pump with thermostat-
controlled refrigerating and heating capabilitylabo model F25-MD, allowing precise control
over the internal fluid sample temperature. Therimal thermocouple is inserted through the top
cap of the magnetorheometer and rests within theadluid chamber, without passing through

the active gap region to avoid interfering with floav.

The cooling jacket is a nonintrusive feature whatlowed for isothermal tests to be performed.
Temperature control is challenging in high shete cancentric cylinder rheometry (Barber et al.,

1955; Manrique and Porter, 1975) because of visdwmeting, and this is exacerbated in
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magnetorheometric devices due to the resistiveirgeaaused when current flows through the
electromagnet (Hu et al., 2012). The torque megsent, , is affected by the temperature

gradient across the gap according to the equagtow{Palma et al., 1967).

9 # #9€ 9
e . Nt T (2.14)

;€1
Apparently, this temperature gradient is minimiredarrow gaps, such as those employed in this
magnetorheometer. Using the cooling jacket togotire entire MR cell to a steady temperature
prior to starting an experiment, it is thereforesgble to maintain a near constant temperature in

the fluid sample while gathering rheometric datarduthe 21 second tests, as shown in Figure

2.21.

2.7 Testing and Characterization Results

Three popular commercially available MRFs were el for this study. LORD Corporation’s
MRF-132DG (32 vol% of Fe), MRF-140CG (40 vol% of)Fand MRF-145BG (45 vol% of Fe)
were selected for testing because of their apglicato MREAs under development. They consist
of solid spherical carbonyl iron particles 6-1® in diameter, suspended in hydrocarbon carrier
oil. Each set of characterizations was performedguan increasing applied field and ascending
staircase angular speed signal, while taking careest the sample for 5 minutes between
consecutive test runs to maintain the desired temty®. In this way, remnant magnetization

effects and particle settling were minimized bypag the MRF sample in a well-mixed state.

A typical data set collected the commanded rotahpat and the resulting measured torque output
of the torque load cell at 1 kHz. Quasi-steadysueaments were made, up to the maximum shear
strain rate, by commanding a step input to themaotor and selecting data from the region of
each rate step corresponding to the middle 75%iotgfor that step, shown in Figure 2.18. This
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method generated consistent and repeatable resuottss multiple samples of the same fluid, and
was used to ensure that transient perturbationsdWw@ye minimal effect on the rheometric tests.
Averages are taken at each quasi-steady stephaméduced data set of bob rotation speed and
torque output is then converted to shear stragaatl shear stress information using Eg. (2.1) and
Eq. (2.5) for analysis, shown as flow curves inufg2.22 (MRF-132DG), Figure 2.23 (MRF-

140CG), and Figure 2.24 (MRF-145BG).

2.7.1 High Shear Rate Model
Because the focus of these experiments is idengifghear stresses developed at high shear rates,
it is useful to frame the characterization in tewhghe apparent viscosity, vs. the shear rate,
Apparent viscosity is defined as the ratio of theas stress,, to the shear rate, This approach
is taken to better capture the shear thinning hehav the MRFs, especially near the extreme of
10,000 & investigated here. Apparent viscositytherefore depends on both applied field as well
as shear rate.
The Herschel-Bulkley (HB) model has proven to beuseful constitutive model when

characterizing shear thinning MRFs (Choi et alQ®0In the HB model shown below,

- _ ¢ s I'Qv
(2.15)

the apparent viscosity is the sum of the “activaitcibution from the yield stress of the MRF, and
a “passive” viscosity power law of shear rate. Héres theflow index which measures the degree
to which the fluid is shear thinnind\& 1) or shear thickeningA(> 1). Note thaA= 1 implies a

Bingham-plastic material, which yields just twoney; yield stress and dynamic viscosity. Also,
> is theconsistencyor the proportionality constant between viscausss and shear rate raised

to the power of the flow index (Choi et al., 2005).
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2.7.2 Parameter Identification
To identify the HB model parameterg, >, andA, a curve fitting technique based on a simple
genetic algorithm (SGA) was used. An SGA is a noadgnt-based statistical method used to
minimize some objective function, in this case timalized mean squared error between
experimental data and the HB model fit. The alpomni seeks to minimize the normalized mean

squared error fitness function shown below.

9
t-80)€ -2 1
™MEHS e —o)— D27 (2.16)
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Here- gc) denotes experiment data, aip denotes the HB model with the parametegs?,
andA as shown in Eq. (2.15).

Once the change in fitness between successive aj@rer ceases to exceed a set tolerance, the
algorithm is assumed to have found parameter vahasproduce a satisfactory fit to the data.
Histograms of the SGA minimization results werelyred, and the parameter values which both
minimize the fitness function and fall within oniarsdard deviation of the corresponding data set

were selected (Chaudhuri et al., 2006).

2.7.3 Trends with solids loading
Parameter identification results for three MRFwiifferent solids loading, characterized at shear
rates up to 10,000'sare presented in Figure 2.25 (MRF-132DG), Figu?® 2MRF-140CG), and
Figure 2.27 (MRF-145BG). Yield stress and consisgeare monotonically increasing versus
applied magnetic field, while the flow index is nmbonically decreasing. To validate the
experimental results, the yield stress vs. apphagdnetic field is plotted in Figs. 25-27 a), along
with the predicted yield stress obtained from thgeical relationship developed in Carlson’s

work (Carlson, 2005). This empirical formula issbd on results from characterization tests
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performed at shear rates below 1,080y@t there is good agreement with the current X
those shear rates, indicating that the MR effecsipes at these high shear rates. Finally, HB
models with the resulting parameters are overlaithe flow curves in Figure 2.22 (MRF-132DG),

Figure 2.23 (MRF-140CG), and Figure 2.24 (MRF-145BG

2.7.4 Trends with temperature
The identified yield force and viscosity of MRF-I3@ at 9°C, 20°C, 38°C and 55°C are shown
as a function of the applied magnetic field in Fe&l.28 and Figure 2.29, respectively. A viscosity
estimate is found using the average consistencgnd flow indexA, for each test to provide a
more intuitive understanding of temperature effectsMRFs at shear rates up to 10,080Fhe
temperature effect on the viscosity of the MR fliganore significant than the effect on the yield
stress of the fluid. As the temperature increasms B°C to 55°C, the viscosity of MRF-132DG
decreases monotonically from 0.3 to 0.1, or 66%€dmparison, the yield stress varies less than
10% within this temperature range. The identifiegld/force and viscosity of MRF-140CG at four
temperatures are shown in Figure 2.30 and Fig&® Bespectively. Similar to the previous result,
the effect of the temperature on the flow behaebMRF-140CG is more pronounced in the

viscosity measurement, where it can be seen tedserfrom 0.7 to 0.2, or 56% (Hu et al., 2012).

It should be noted that the yield stress shown heneases as the temperature increases, which
contradicts experimental results of MR greasewatdbear rates (Sahin et al., 2009). Since the MR

cell expands in all directions when at elevatedperatures, the gap thickness could be smaller
than at room temperature. While this size changg maae a noticeable effect on the shear rate,

and thus the viscous component of shear stresgffiaive magnetic field in the gap could also

be increased leading to a more pronounced yieddstt higher temperatures.
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A typical hydrocarbon-based MR fluid has a visop#iiat is related to its temperature through

the relation given below (Hu et al., 2012; Knezeael Savic, 2006).

L 42 N Qwy
E (2.17)

From experimental data giving the fluid viscositywarious temperatures, the scaling consant
can be calculated. This provides insight into #resgivity of viscosity with respect to temperature
and demonstrates the importance of careful coatrdimonitoring during rheometric experiments.
Table 2.3 provides the scaling factor for two fljichs well as the expected change in sample
viscosity for temperature-controlled and tempeetumcontrolled experiments conducted at

100°F.

Table 2.3 — Thermal scaling factor for viscosity-tmperature relationship, and representative viscosjt changes
during tests with and without temperature control

Fluid i ¢, T controlled i ¢, T uncontrolled
MR132-DG, ¢¢
0.0664 0.002 (2%) 0.01 (10%)
El£o¥
MR140-CG, ¢,
- 0.0653 0.005 (2%) 0.02 (11%)
¥

Figure 2.32 shows the viscosity change with tentpegdor MRF-132DG and MRF-140CG along
with the power law trend from Eq. (2.17). Cleatgmperature plays an important role on the off-

state viscosity of the fluid, as the passive viscimuce drops considerably at higher temperatures.

2.7.5 Trends with gap size and shear rate
Three precision machined bobs having radii of 80 (2.0 mm gap), 8.75 mm (0.25 mm gap),

and 8.9 mm (0.1 mm gap) were used to shear MRF-G3dinples at room temperature, achieving
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maximum shear rates of 2,500, 510,000 &, and 25,000% respectively. Figure 2.33 shows a
comparison between the Herschel-Bulkley paramétdoseach data set. There was no significant
difference between the 2,508 and 10,000 $shear rate data, verifying that the MR effect riema
useful at shear rates above data available in [igoature. The 25,000'dests proved to be very
difficult, especially at magnetic field strengthsceeding 100 kA/m. Although the bobs of
concentric cylinder rheometers tend to be selfex@mg, the presence of a strong magnetic field in
this magnetorheometer tends to pull the bob oatighment, causing it to contact the outer cup
wall. This friction force disturbs the torque reagl making tests with the narrowest gap very
difficult to conduct and repeat. While this waslgematic, efforts to maintain common centers

were eventually successful using a supporting bgawithin the fluid chamber.

2.8 Summary
In this chapter a detailed description of a comeerylinder, or Searle cell, magnetorheometer is
presented including an overview of the design natlegy for the fluid chamber and
electromagnetic circuit. Three bobs, each havisgrdar shape but different outer radii, are used
to affect the active gap size and achieve sheas g to 25,000'swhile maintaining uniform,
laminar flow. An initial linear analysis of theegfromagnetic circuit was augmented with a finite
element analysis incorporating the nonlinear B-tperties of steel and MR fluid. Two

measurements of the flux within the circuit confaainthe numerical simulation results.

A LabVIEW control and data acquisition graphical user iategf was developed to input the
desired rotation speed and record the output toamee monitor temperature. During fluid
characterization tests, a heating/refrigeratingutator along with a custom-built copper cooling

jacket maintained any desired temperature withcaaracy of§ 0.5°C. The temperature within

39



the MR fluid sample was monitored with an immerdezrmocouple which did not interfere with
the flow within the active gap.

The shear-rate dependent Herschel-Bulkley modehdorNewtonian fluids with a yield stress
was used to capture the shear-thinning behaviadth@fMRF samples. Three commercially
available MRFs from LORD Corporation, each contagnia different solids loading, were

characterized across a range of gap sizes, shear aad temperatures.

2.9 Conclusions
Narrow gaps are a key feature that enables effedtigh shear rate studies. Given a fixed
maximum rotation rate from a servomotor, using eaar gaps leads to a proportionally higher
maximum shear rate. A smaller gap more easily ragistuniform, laminar flow. It tends to
minimize the effects of fluid inertia within theoflv, and helps delay the onset of turbulence
(Reynolds number) and secondary eddy currents ¢Faylmber). Analysis of shear flow data is
simplified when using the narrow gap assumptionthasfluid can be assumed to have a linear
velocity profile and be completely sheared.
Though a linear analysis based on flux continustysuitable for preliminary device design, a
numeric simulation should be performed to accoanthe nonlinear electromagnetic behavior of
the Searle cell's components. Particularly neao meagnetic field, remnant magnetization can
confound characterization test results. It is tfogee advisable to compare simulations with
measurements of the field within the gap, thoughithdifficult with narrow gap geometries. It is
shown that, using a sensing coil to record measemé&nthe flux through the bob correlates well
with the active gap magnetic field.
The Herschel-Bulkley description works well to mbttas high shear rate data. As expected,

yield stress increases with increased solids lgadiom 32 vol%, 40 vol%, and 45 vol%. For all
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three fluids, the consistency parameter ranges from2-15, and increases monotonically with
increasing magnetic field, while the flow indéx,decreases monotonically and ranges from 0.3
to 0.05. Along with the yield stress, the averegesistency and flow index for two fluids, MRF-
132DG and MRF-140CG, are used to calculate an geanacosity of each fluid across the range
of applied fields at four different temperature¥C920°F, 38°F and 55°F. Temperature is found
to have a more pronounced effect on viscosity tharyield stress, making the measured low
temperature viscous stress up to 66% higher thpeated, while the difference between high and
low temperature yield stress was less than 10%aRiéess, precise temperature control was found
to be vitally important to the consistency of rlagtal measurements.

Narrow gap magnetorheology does have practical toatipns. Though the bob in a concentric
cylinder rheometer tends to be self-centering,ible in a magnetorheometer tends to be pulled
out of alignment in strong magnetic fields. It viesnd that the 1 mm and 0.25 mm gaps produced
reliable and repeatable measurements at shearutes 2,500 $and 10,000 8§, respectively.
However, the 0.1 mm gap proved challenging dueagmatic force induced eccentricity between
the bob-cup centers. Because the gap size appotctef the carbonyl iron particles there could
be only about 10-15 particles in a chain stretctaogpss the gap. These effects resulted in an
increase in the yield stress beyond what is predibty Carlson’s equation relatingto5, and

serves as the basis of investigation for a subseaiapter.
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Figure 2.1 — Parallel plate schematic showing fundaaental elements of fluid flow
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Figure 2.2 — Concentric cylinder, or Couette, geontigy. With the inner cylinder rotating, this is known as a Seatrle cell.
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Figure 2.3 — Bob rotation speed versus shear raterfdifferent bob radii. Smaller gaps amplify the maximum shear rate.
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Figure 2.6 - Quarter-section of the magnetorheometeell. Red corresponds to the magnetic flux patthrown is the
electromagnet.
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Figure 2.11 — Potential coil probe, Walker LDJ Scietific model PM/S83 (Walker LDJ Scientific, 2013)
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Figure 2.12 — Custom sensing coil on 0.25 mm bolhe two outermost entering wire connections powerhe
electromagnet, while the innermost connects the ssing coil leads to the integrating fluxmeter. Theensing coil leads are
fed out from the central fluid chamber to avoid interference from the high magnetic field within the ative gaps.
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Figure 2.13 — Magnetic flux density vs. applied cuent from FEA simulation and potential and sensingcoil measurements
for MRF-132DG

I

Figure 2.14 — Magnetic flux density vs. applied cuent from FEA simulation and sensing coil measurenmmas for MRF-
140CG
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Figure 2.15 - Exploded view of the hybrid electromgnet/permanent magnet configuration of the magnetdreometer cell
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Figure 2.16 — Simulated and measured values for fludensity within the bob vs. applied current for tre hybrid
electromagnet/permanent permanent magnet configur&n of the Searle cell magnetorheometer
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Figure 2.23 - Flow curves for LORD MRF-140CG with Herschel-Bulkley model fit at each magnetic field sength, 20°C
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Chapter 3

3.MASON NUMBER ANALYSIS

3.1. Abstract

A nondimensional Mason number is developed and useproduce a single master curve
applicable for three MR fluids with different saidoading, characterized at shear rates up to
10,000 &, at different temperatures and applied magnetids$i The Mason number is a ratio of
the hydrodynamic and polarization forces on indraidparticles that combines the effects of shear
rate and magnetization into a single nondimensignaiip. A temperature-dependent viscosity
term is added to modify the Mason number and exp#ndapplicability to the range of
temperatures encountered in practical applicatildegmalized viscosity data from MR fluid
characterization tests can be plotted versus Masorber to produce a single master curve, which
reduces the number and range of simulated conditeguired for a comprehensive understanding
of MR fluid performance. This analysis techniqueaxds the design space of MR devices to high
shear rates and allows for comprehensive predetdmoverall performance across a wide range

of operating conditions.

3.2. Introduction

Magnetorheological energy absorbers (MREAS) haes Iseiccessfully implemented in occupant
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protection systems to protect occupants againsaétnghock and blastloads, especially to protect
the lumbar region of the human spine (Mao et &Q72 Hiemenz et al., 2008; Hiemenz et al.,
2009). Shear rates in these MREAs typically ranméow5,000 $or higher. However, data from
low shear rate (up to 1,000)scharacterization tests are typically extrapolaipdo these high
shear rates because of the dearth of high sheadatd.

Therefore, the objective of this study is to usgearle-type magnetorheometer capable of testing
at shear rates as high as 25,080amd to assess the performance of three commnigraiadilable
magnetorheological fluids (MRFs) over this rangslodar rates: LORD Corporation MRF-132DG
MRF-140CG, and MRF-145BG. While predictive modedsch as the Herschel-Bulkley (HB)
constitutive model, are typically employed to cluéeaze measured rheological behavior, this
approach must rely on a huge data set of charaatem tests to be useful across the entire range
of expected operating conditions.

Both MR vyield stress and fluid viscosity have bsbown to vary with temperature (Sahin et al.,
2009; Knezevic and Savic, 2006). Furthermore, M&teshighly shear thinning materials, and so
they exhibit a significant reduction in viscositg ahear rate varies up to 25,000 is these
characterizations. For these reasons, a wide yaoiefluid characterization tests, which vary
temperature, shear rate, and gap size, are cuyrreafjuired to adequately determine the
performance of a given MR fluid utilized in certailevice and environment. It is desireable
therefore to reduce the overall amount of datairedudor determination of the MR fluid behavior,
while maintaining the ability to accurately predacty off-nominal change in performance. Thus,
a key objective of this study is to quantitativalysess the magnetorheological behavior of three
commercially available MR fluids at high shear satging only a limited set of test data, providing

critical design information for MREAs operating ovhis shear rate range (0 — 25,00). This
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can be accomplished through the use of a nondimealsMason number which incorporates

temperature dependent parameters, discussed fallihging sections.

3.2.1. Mason number for MR fluids
Classic work by Mason and colleagues showed thairalimensionalized ratio of dominating
physical forces described particle behavior in slaea electric fields, and influenced following
researchers to use a similar ratio (Allan and Ma4862). This dimensionless group came to be
known as the Mason number. A minimized expresgioa Mason number is shown below as the
ratio of hydrodynamic force to polarization force.

CP  &#8+-AOH,]

A —
f G 1§“0#,,0°.8 A (3.1)

Efforts to correlate experimental electrorheolobi(&R) fluids in shear flow by Marshall et.al
used a Mason number approach to successfully dewebxaling relationship that accounts for
volume fraction, field strength, shear rate, amdgderature. In this case, the polarization force is
a result of an externally applied electric fielddas proportional to the square of the electeddfi
strength. This enabled the researchers to testatepaedictive models of the ER response without
the need for a wide range of test variables prehouequired. In fact, a distinguishing
characteristic of using this kind of analysis isatthapparent viscosity data for numerous
experiments with different test parameters willl@pge to a single master curve when plotted
versus Mason number (Marshall et al., 1989).

Building on this framework, Klingenberg et §2007) developed a Mason number for MR fluids
based on the fluid shear rate and suspension magtet. Recognizing the analogy that ER and
MR fluids are electric field- and magnetic fieldpdmdent, respectively, they first attempted a

simple substitution of the magnetic field strendih,n the polarizing force term. Their sample
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data, which was collected from concentric cylindeagnetorheometer experiments, used
hydrocarbon-based MR fluids similar in compositionhe MR fluids used in the current research.
Unlike the high shear rate (v s studies of the current research, however, the ased
by Klingenberg et al(2007) was sheared at a maximum rate of 90Qsicny et al., 2005).
The direct substitution of magnetostatic for elestatic variables did yield the desired collapse of
experimental data for cases of solids loadin@.30 vol%, as well as for large applied magnetic
field strengths. However, in a 45 vol% fluid artdav magnetic field strengths, the collapse of
data did not occur. They reasoned that becausm#gmetization, , was actually a nonlinear
function of magnetic field strength within each tpde (Ginder and Davis, 1994), a more
appropriate polarization force term was one that wdunction of particle magnetization rather
than the applied magnetic field. This expressmmtifie magnetostatic force did indeed produce
the desired data collapse across the entire rangeptied magnetic fields and in MR fluids with
high solids loading.
While the research by Klingenberg et é007) applied the same expression as for the
hydrodynamic force present within the fluid, shogwen as

c® yC- 0° (3.2)
where- is the carrier fluid viscosity) is the particle radius, andis the shear strain rate, they
calculate the polarization force term as a modifietht-dipole which accounts for nonlinearities

in particle magnetization, y . Realizing that the magnetic moment is relatedh® average

magnetization of a single spherical partitie,by
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and that the bulk suspension magnetizatiori,is related to the particle magnetization by the

solids loading fraction], given by the equation

) J—I‘ L (3.4)
Klingenberg et a2007) derive the magnetic polarization forceddte expression shown below.

C Ml % 1L®

NESE (3.5)

whereM: is the permeability of free spadeQ P QR».'éS—,S%

When experimental measurements of MR fluid appafisobsity are plotted versus Klingenberg's
version of the Mason number, the curves for variglhisar rates and magnetic field strengths

collapse to a single function of Mason number, shoeiow.

D 19
Al v C— 11 J (3.6)
G MMFEL

Here,M is the carrier fluid permeability. The two expeentally measured variables are the shear
rate, , and suspension magnetizati#h,L, and using this nondimensional group allows for
disparate experimental data to be modeled as desmgve, greatly expanding the useable

information about MR fluid behavior over a wide garof operating conditions.

It is worth mentioning that there are a number thieo Mason numbers modified to account for
surface friction and flow channel topography (Kesfilu et al., 2011), suspensions of
magnetizable particles in nonconducting media \v&rsanconducting particles in ferromagnetic
media (Volkova et al., 2000), and particle sizesniverse ferrofluids (de Gans et al., 2000). A

study currently under review points out that thesean inconsistency in the choice of the
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characteristic particle dimension in Klingenberljlason number, specifically the use of particle
radius,0, in the hydrodynamic force term of equation (3a®d particle diametef,, in the
magnetostatic force term of equation (3.6). Ttiested Mason number\ S, would therefore
be A S zS A (Sherman and Wereley, 2013). For this researchgéhberg’s definition of

Mason number is used for consistency with priorkwor

3.2.2. Temperature dependence of model parameters

Among the parameters in the Mason number giverqin(E6), both the carrier fluid viscosity,,

and suspension magnetizatiéh,L, have been shown to be dependent on temperataezéic
and Savic, 2006; Sahin et al., 2009). Thereforegraplete expression for the Mason number
should reduce the complex coupling of shear rade, gize, solids loading and temperature by
accounting for these dependencies. In order tauat@the relative impact of temperature on both
fluid viscosity and magnetization, studies wereiedrout to quantify the change in fluid behavior
over a range of temperatures typically seen inhevasthy MREA operating environments. The
operating range stated in the fluid manufacturé€shnical data report, together with the
capabilities of the laboratory testing equipmentravalso considered. Table 3.1 lists the
manufacturer supplied operating range (LORD Corpmma2012), the range of the temperature-
controlled circulator used in the characterizatimsts, and the typical temperature range

encountered in military standard crashworthy ajgpilons (MIL-STD-810F, 2003).

3.2.2.1. Viscosity
Using characterization tests performed on LORD MRBRDG and MRF-140CG at shear rates up
to 10,000 ¥, measurements of the average fluid viscosity camlitained from the Herschel-
Bulkley model parameters for consisteneyand flow indexA. Four data sets for each of the two

fluids, at temperatures of 9°C, 20°C, 38°C, andC35re analyzed and the average viscosity is

78



plotted versus temperature in Figure 3.1. Cleaeymperature has a significant effect on the MR
fluid viscosity, and thus the hydrodynamic (i.escous) force term used in the Mason number.
For LORD MRF-132DG, the viscosity ranges from O €al-seconds at 9°C to 0.1 Pa-s at 55°C.
In the higher volume percent fluid, MRF-140CG, tscosity ranges from 0.7 Pa-s at 9°C to 0.2

Pa-s at 55°C.

Table 3.1 — Temperature range of MR fluids in releant applications

Operating Reauirement Minimum Temperature Maximum Temperature
P g Req [°F/°C] [°F/°C]
LORD MRF Technical _40 | -40 266 / 130
Data
Julabo Circulating Pump 4819 185/85
MIL-STD Energy _40 | -40 140/ 60

Absorbers

Comparing these values to the manufacturer’s regariscosities, measured at 40°C reveals that
the viscosity for MRF-132DG can be 289% greatenftine reported nominal value, while MRF-
140CG can be 233% greater. As the viscous foroeitethe Mason number in Eq. (3.6) is directly
proportional to the carrier fluid viscosity, it tdear that temperature effects must be taken into

account when using this analysis framework.

Table 3.2 — Change in viscosity from nominal at teperature extremes of the current research

LORD MR Reported Viscosity Viscosity at 9°C  Viscosity at 55°C  Difference

Fluid [Pa-s] [Pa-s] [Pa-s] [(+/-)%]
MRF-132DG 0.092 + 0.015 0.3 0.1 289% / 6.5%
MRF-140CG 0.28 + 0.07 0.7 0.2 233% / 4.7%
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The mathematical study by Knezevic and Savic (2p@6Yides applicable viscosity-temperature
relationships which can be evaluated for fit over temperature range presented in Figure 3.1. A

simple two parameter equation, known as the Regnedgiation, is shown below.

Ve y+QW (3.7)

The researchers point out that this relationshigcurate only for a limited temperature range,
but fail to specify how limited. This is a similarodel to that presented by Hu et @012) as
equation (2.17). Also presented by Knezevic andcS@006) is the three term Vogel viscosity-
temperature equation, which is described as the aussirate over large temperature ranges and

therefore useful for engineering calculations, s below (Stachowiak and Batchelor, 2005).

$7
N 0+ 1.Qu (3.8)

Using the viscosity measurements at each of faupé&atures in experiments with both MRF-
132DG and MRF-140CG, Figure 3.1 shows the trerelfits associated with equations (3.7) and
(3.8). Apparently, both models are almost equiviadeer the temperature range tested, 9°C - 55°C,
and both have ° A u¥%'indicating a good fit. Clearly, their prediction$ low temperature
viscosity differ significantly, but as the experinmt@ data do not cover this range, the simpler of
the two models, the Reynolds equation, is usedéfertb. It is also necessary to point out that
this analysis examines the bulk fluid viscosity,ilelthe Mason number uses viscosity of the
hydrocarbon carrier liquid; this measurement igqrared in a later section, but it is assumed that

this viscosity-temperature relationship is analagou
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3.2.2.2. Suspension magnetization

As noted in the previous chapter, a similar analg$ithe yield force dependence on temperature
was performed and found that for both MRF-132DG lelifirF--140CG, the yield stress varied less

than 10% over the entire temperature range. Thicates that the magnetostatic force given by
equation (3.3), which is dependent on the squaseigiiension magnetization, would therefore be

relatively unchanged and have a minimal effectrenMason number.

As a further investigation into the temperatureatefence of the suspension magnetization, it is
informative to consider the ferromagnetic properté the magnetizable particles, in this case
carbonyl iron. The Bloch % law states that at temperatures below approxim&@¥ of the
Curie temperaturd ¢ = 770°C for Fe, so in this case for temperatusdevb ~150°C), the change
of saturation magnetization of a material is ralate the absolute temperature change by the

expression given below.

_erl—= 4 °_
e € /2 (3.9)

At low temperatures (near room temperature), tlteelBtemperaturd,,, can be found from the

Curie temperature by the following relation.

2 AN (3.10)

For the iron particles in MR fluid, we will thensasne/ , A 3080°C, which provides an estimate
of the impact that the temperature variations hale on the suspension magnetization over the
full operating temperature range (Smit and Wijn590Q Table 3.3 lists the relevant parameters

used in this calculation. Over the widest rangeeofiperatures from Table 3.1, the MR fluid

operating temperature range, the suspension magtieti only changes by 0.01%, which is
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negligible when compared to the change in viscasigr the same range. Because the suspension
magnetization term only varies on the order of p@rcent over the relevant temperature range,
and furthermore due to the fact that Mason nurmbienviersely proportional ti L°, this variation

become vanishingly insignificant.

From these results, it’s clear that a temperatepeddent viscosity must be included in the Mason
number in order to produce the data collapse agedeswhile a temperature-independent

magnetization estimate can reasonably be assumed.

Table 3.3 — Effect of temperature on suspension magtization

Carbonyl lronMo  Operating T Bloch Temp. Ts M [A/m] M=1-
[A/m] [°C] (Max. — [°C] M/M o [%]
Min.)
1.5x1¢ (130 — (- 40)) = 3080 1.499x16 102
170

3.3. Parameter overview and identification

3.3.1. Carrier fluid viscosity measurements
As stated in prior sections, the Mason number reguihe carrier fluid viscosity as an input
parameter. Because the specific formulation of liidrocarbon carrier fluid used by LORD
Corporation is proprietary, efforts were undertakerexperimentally measure the carrier fluid
viscosity using a standard commercial rheometerofftain a carrier fluid sample, a well-mixed
MR fluid sample was allowed to separate over aggeaf 3 days into the constituent fluid and

solid particles, as shown in Figure 3.4. This sanfaken from MRF-132DG, was then tested on
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an Anton-Paar MCR-300 rotating parallel plate rhetan at 25°C to measure the carrier fluid

viscosity.

The shear stress vs. strain rate results of tlests &re shown in Figure 3.5, and the instantaneous
viscosity measurements vs. strain rate are showigure 3.6. Each data set was edited to remove
the initial points during which the fluid samplesgreading over the shear surface, as is standard
practice with parallel plate rheometers. The rasolt these three characterization tests are
consistent, with an average viscosity calculated.@8987 [Pa-s], or about 10% of the MR fluid
viscosity. This carrier fluid viscosity value isadsthroughout the subsequent Mason number
analyses, as it is assumed that the family of MiRd§l studied vary only by their solids loading

fraction.

3.3.2. Magnetization measurements
As discussed in section 2.4.3, a custom sensimgvasiused to directly measure the total magnetic
flux within the bob versus applied current. By Galsisaw for magnetism, shown as equation (2.8),
it is clear that the total magnetic flux is theref@onstant throughout the circuit, and is given by

the equation below.

1, 3¢ (3.11)
Using this continuity, we can then relate the maigrikix density in the active fluid gap region to
applied current, as detailed previously in equaf{®i0). Since the Mason number relies not on
flux density or magnetic field strength but on fuspension magnetization, the magnetization vs.
applied current relationship can be obtained usinegdefinition of magnetic flux density in the

equation below.
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3 M5 v (3.12)

Figure 3.7 shows the relationship between magrteiizamagnetic field strength and magnetic
flux density versus applied current given by equaf3.12). Two important characteristics can be
seen in the magnetization curve. First, the rateitath magnetization increases at low field
strengths is larger than it is for high magneeddistrengths; there is an elbow in the magnetnati

curve. This accounts for the failure of charactsion data to collapse reported by Klingenberg
et al (2007) when attempting to use a magnetostaticvatgnt of the Mason number developed
by Marshall et al. (1989), and demonstrates whypgisuspension magnetization in the Mason
number is more appropriate and ultimately succéssfiviR fluids. Second, from section 2.4.3,

the presence of a non-zero remnant magnetizatiost algao be accounted for during Mason
number analyses. In order to ensure that dispdedgewill collapse to a master curve by using the
Mason number, accurate accounts of both fluid wgoand suspension magnetization are

required.

3.4.Mason number analysis of MR fluids at high shear rges
Clearly, the performance of MR fluids is dependama number of independent variables, namely
shear rate, magnetization, and a temperature-deperiscosity. A classical presentation of the
apparent viscosity versus applied current and shaaris shown in Figure 3.13 for a single
temperature, in this case 20°C. To achieve thmate goal of reducing the number of experiments
required to accurately characterize MR fluids asm@svide range of operating temperatures, it is
clear that analysis via Mason number offers a reoligin complexity from four variables (shear

rate, magnetization, viscosity, and temperaturéyvto(shear rate and magnetization).
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3.4.1. Normalized apparent viscosity versus Mason number
The Mason number given by equation (3.6) reduces dbscissa of the experimental
characterization plots to a nondimensional expogesdiut in order to achieve the data collapse to
a master curve it is helpful to also nondimensizeathe ordinate. An accepted way to do this is
to use apparent viscosity, the ratio of total slsti@ss by shear rate given in equation (2.15), and
normalize this value by the high shear rate vidgansithe absence of applied field, as shown in

the following equation (Klingenberg et al., 2007).

W)~

y (3.13)

The same data set shown as the three dimensiafatsdor the 32 vol% MR fluid in Figure 3.8
is presented again as the normalized apparentsiigaersus Mason number in Figure 3.9, with
applied magnetic field substituted for applied euatr Clearly, using the ratio of shear rate to
suspension magnetization provided by the Mason euadlbws for the data to collapse to a single
line. Similarly, characterization data for two atidR fluids having different solids loading, 40
vol% and 45 vol%, are shown in Figure 3.10 and Fadul1, respectively. Again, the classic flow
curves, when transformed via Mason number and appaiscosity, collapse to lines. In these
characterizations, the same current was appliitetelectromagnet; due to the different magnetic

permeability of the three fluids, the magneticdistrengths listed in the legend varies.

It becomes clear why using normalized apparentogisg is appropriate in this Mason number
analysis when the three figures are combined, asrslin Figure 3.12. Data from testing of the
three fluids all lie along the same line, or mastienve, despite possessing different passive and
active stress characteristics. This requiremenhammalized apparent viscosity is explainable
because an MR fluid with a higher solids loading e stronger due to a higher available yield

stress, but the off state viscosity will also beyéa. Therefore, a direct comparison across solids
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loading can be achieved by such a normalizationteBting the bulk suspension magnetization
to the polarizing force through volume fractiorequations (3.3) and (3.4), Klingenberg’s Mason
number implicitly accounts for the fact that thenseapplied magnetic field will result in different,

solids loading-dependent polarizing force.

Small deviations from the single master curve #réated to imprecise knowledge of the current-
magnetization relationships during the series stistevhich generated this data. Later experiments

corrected for these errors, and resulted in a misterct master curve.

3.4.2. Trends with gap size and shear rate
Mason number analyses for MR fluids should, in tiieallow for low shear rate characterization
data collected on laboratory equipment to be sabelsapolated to the high shear rates encountered
in crash and shock scenarios. Leveraging the chiyadfithe high shear rate magnetorheometer,
this section examines this predictive aspect byparing low ( < 1,000°$) and high ( > 10,000

s?) shear rate characterization tests using norekpparent viscosity versus Mason number.

Three different active gap sizes were used tolt€@RD MRF-132DG samples at 20°C. Three
different rotating bobs were used to provide a 1,far85 mm, and 0.1 mm gap, which allowed
for maximum shear rates of 1,00¢,s10,000 g, and 25,000 ‘§ to be generated. Sample
temperature was maintained within £0.5°C, as dedain section 2.6. Figure 3.13 shows the result
of this analysis set and indicates that using Masamber, developed from interparticle force
models and previously validated at low shear ratesntains applicability across the high shear

rate range.

For the narrowest gap size, corresponding to ammaxi shear rate of 25,006,eviation from

the expected master curve is observed. In this tasegap size approaches the length scale of the
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particles. The particle chains which contributéheyield stress can only be 10-15 particles across
The Mason number only accounts for the interpartrctcous and magnetic forces, with no regard
to friction; however, in this limiting case it igleved that frictional forces come into play and
result in the discrepancies evident in Figure 3T# success and consistency demonstrated at
shear rates up to 10,000 sncouraged the research efforts, such that thignetarheometer

configuration was used throughout the rest of treracterization experiments.

3.4.3. Trends with temperature
In MR energy absorbing devices operating at higkashates, temperature fluctuations are both
inevitable and difficult to design for. Using thadwledge gained in sections 2.7.4 and 3.2.2.1,
and presented in Figure 3.1, a temperature-deperidason number can be defined from
equations (2.17) and (3.6) as

1. +Q ANQWA9

3.14
Al VI o

where the carrier fluid viscosity, , is measured at reference temperatygeTheF-coefficients

for the 32 vol% and 40 vol% fluids are both appnoaiely 0.066, given in Table 2.3. As shown

in Figure 3.14, without this temperature-corredi#gbon number, the characterization data fail to
collapse to the expected master curve becauseedduhbstantial effect temperature has on the
carrier fluid viscosity. One would expect low-temgteire tests to exhibit a higher viscous force
component than high-temperature tests, and theréfore a slightly higher apparent viscosity for

a given shear rate and magnetization, or Mason eunithe temperature correction term from

equation (3.6) accounts for this higher viscositg ahifts the lower-temperature curves rightward,

since the Mason number is directly proportionahi viscosity.
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Figure 3.14 shows the results of using the tempegatorrected Mason number given by equation
(3.14). The data collapse to a single master cuegesenting that the final unaccounted for
variable — temperature — can now be presented aldhghear rate, solids loading, and suspension
magnetization to completely characterize the MRifjperformance across a wide range of shear
rates. The carefully detailed experiments that idexy the various data sets used in this series of
analysis have become unnecessary, as a singlerncaste of normalized apparent viscosity

versus Mason number can now be used to extrapolatevide array of operating conditions.

3.5.Summary
In this chapter a nondimensional ratio of the visc@nd magnetostatic forces on MR fluid
particles, known as the Mason number, is preseasedn effective analysis tool that enables
disparate data sets to collapse to a single mestee. Three different MR fluids from LORD
Corporation, MRF-132DG (32 vol%), MRF-140CG (40%9)) and MRF-145BG (45 vol%) were
characterized at shear rates up to 10,00@s&ng a concentric cylinder magnetorheometer dapab

of varying the testing temperature and applied retigriield.

Using a Mason number developed by Klingenberg et(2007), it was shown that the
characterization data across the range of applaghetic fields, presented as normalized apparent
viscosity versus Mason number, collapsed to a siegrve for each fluid. Furthermore, when
these plots were superimposed, the master curveafdr of the three fluids was shown to be the

same.

A sensitivity analysis was conducted to determhreedffect that a change in temperature would
have on the data collapse, and it was determiregcdhie viscous force was far more sensitive to

temperature than the magnetostatic force. BothRégnolds and Vogel temperature-viscosity

88



relations were examined over the operating temperainge, and it was found that the Reynolds
description was sufficient to modify the Mason n@mlappropriately. Plots of normalized

apparent viscosity versus Klingenberg’s versioMaton number and the modified temperature-
dependent Mason number were presented and showedidba collected across the testing
temperature range collapsed to the master curven whimg the temperature-dependent Mason

number.

3.6.Conclusions
The temperature-dependent Mason number developidsinesearch is a powerful analysis tool
which allows for a wide array of testing parameterbe condensed and represented as a single
nondimensional group, reducing the total numberrande of characterization data required and
simplifying the design process for MR fluid devic&eveloped from analysis of the elementary
forces on MR suspension particles, and originadlijdated in other research with low shear rate
experimental data, the modified Mason number has Baown to be effective at shear rates up to
10,000 &. This is an important development in the fieldnesfgnetorheometry because most
commercially-available instruments are limited bear rates below 1,000,,swhile MR energy
absorbers used in crashworthy applications exdesd Therefore, by using the apparent viscosity
versus Mason number framework presented, researciaer safely extrapolate low shear rate

characterization data if appropriate precautioestaken.

Most importantly, the inclusion of the Reynoldsoasity-temperature relationship expands the
Mason number’s applicability to predict MR fluid rfmance across a range operating
temperatures. Obviously, at high shear rates aptiegppmagnetic fields viscous and resistive
heating effects will affect the carrier fluid visity, and thus the total apparent viscosity presgnt

by an MR fluid. The contribution of temperature iaion to changes in particle magnetization
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was shown to be negligible over the experimentaipierature range. Though the range of
temperatures presented in this research does raot #pe published MR fluid operating
temperature range, the Vogel viscosity-temperatalationship was presented as an alternate

expression that may be of use in extreme temperatwironments.

Several studies were undertaken to identify theveeit parameters used in the Mason number
analysis. A consistent measurement of carrier figsdosity was obtained for LORD MRF-132DG
by decanting and testing on a commercial rotatargltel plate rheometer, and this value was used
during the calculation of the Mason number as waslithe modification using the Reynolds
relationship. The remnant magnetization charadiesisof the high shear rate Searle cell
magnetorheometer were included with the nonlineagmatization properties of MR fluids to

ensure a proper estimate of the suspension maghetiz

Not only did the individual fluid data sets collep® a master curve, but by including the solids
loading percent each of the three fluids’ (32 vot#,vol%, and 45 vol%), curves were shown to
collapse to a single master curve when the apparsetdsity was normalized by the off-state high
shear rate viscosity. Characterization test matriadich once required four variables to
completely describe now only require a single noratisional group, the Mason number. This
powerful idea connects the microscale particle dyina to bulk fluid properties which are readily

measureable, and greatly simplifies the designge®éor MR fluid devices.
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Figure 3.1 - Comparison of the temperature-dependéviscosities of MRF-132DG and MRF-140CG, along wit Reynolds

and Vogel law fits over the operating temperature ange listed in the manufacturer data sheet
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Figure 3.4 — MR fluid after settling into constituent parts. A thin layer of carrier fluid can be decanted from the surface.
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Figure 3.5 — Shear stress vs. shear rate rheometrilata for three samples of the carrier fluid decargd from LORD MRF-
132DG. The viscosity is calculated as the slopetbkse lines.

95



, %0&$'

% ("

Figure 3.6 — Viscosity vs. shear rate for three sapfes of the carrier fluid decanted from LORD MRF-12DG. The
average viscosity across all three samples was adlited as 0.00987 [Pa-s].
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Figure 3.8 — Surface relating apparent viscosity tapplied current and shear rate for MRF-132DG at 20C. To present
temperature dependence as well, a four-dimensionhlpersurface is needed.
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Figure 3.11 - Normalized apparent viscosity versuslason number for MRF-145BG at shear rates up to 1000 s!, using a

gap size of 0.25 mm at 20°C.
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Each data set was collected shear rates up to 10,0005 using a gap size of 0.25 mm at 20°C.

Figure 3.12 - Normalized apparent viscosity versuslason number for three different solids loading fractions: 32 vol%,

40 vol%, and 45 vol%.
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Figure 3.13 — Normalized apparent viscosity versuglason number for LORD MRF-132DG at 20°C for three
collapse well, while the smallest gap size exhibigscurve with a slightly different slope.
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test series was performed with a maximum shear ratef 10,000 8.
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maximum shear rate of 10,000°&
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Chapter 4

4.SCALING MR FLUID DEVICE PERFORMANCE

USING MASON NUMBER

4.1. Abstract
A high shear rate rotary-vane magnetorheologicatggnabsorber (MREA) along with a benchtop
Searle cell magnetorheometer are used to investigtice scaling using Mason number for high
rate shear-mode MR devices. The rotary-vane MREA eesigned as a part of the lightweight
magnetorheological energy attenuation system (LMEA&viously developed to enhance crash
safety and provide vibration isolation for rotoiftreeats. A pair of rotary-vane MREAs in the
LMEAS system provide a large controllable yield derand a low viscous damping to
accommodate both crash safety and vibration pedooa requirements. High shear rate, full
system scale rotation tests were conducted to ateathe rotary vane MREA performance, and
these experimental results are discussed, analgmed;ompared with the results from a lab scale
Searle cell magnetorheometer using apparent vigcasd Mason number. This nondimensional

analysis shows that device performance across e raitge of temperatures and operating speeds
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can be predicted from only knowledge of the MR dlyproperties, successfully connecting

laboratory experiments with practical operations.

4.2.Introduction
Occupant seats designed for crashworthiness ugheegy absorbers (EAS) in a seat suspension
to attenuate the vertical crash impact loads tteatransmitted from the base frame of the aircraft
to the occupant of the seat (Richards and Pod®&,)1¥hese EAs can be classified as fixed-load
energy absorbers (FLEAS) or variable-load energpdiers (VLEAS) (Richards and Podob, 1997,
Desjardins et al., 1989; Desjardins, 2006). Thesécds cannot adapt their load-stroke profile as
a function of occupant weight or as a functione#lftime environmental measurements, such as
operating temperatures or impact levels duringaglcior hard landing. In addition, existing EAs
are not designed to isolate occupants from rotéirefiaration during normal operation. Extended
exposure to whole-body-vibration often resultsnevefatigue, discomfort, and long-term injuries

(Harrer et al., 2005; Bongers and Dijkstra, 199@r&han et al., 1986).

Adaptive energy absorption systems, such as thenetadpeological energy absorber (MREA)
discussed in this research, have emerged as awaitive way to achieve what is effectively a
continuously adjustable energy absorber (Choi aedei®y, 2005; Hiemenz and Hu, Aug. 25-28,
2008; Hiemenz et al., 2007). MREASs can adapt gtedking load as a function of occupant weight
in combination with a semi-active feedback coné&ollBy smoothly adjusting the load-stroke
profile of the MREA as the seat strokes during edHanding or crash event, MREAs have the
capability of providing an optimal combination obrapletely utilizing the available stroking

distance while minimizing lumbar loads, automatica@lompensating for occupant weight and
load level or impact severity. Furthermore, MREA&the unique ability to use the same seat

suspension system for both shock isolation to ptdtee occupant during hard landings and crash
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impacts, as well as semi-active vibration isolatauring normal flight operations. Thus, the

LMEAS offers protection from impact loads and afteduces the risk of health issues resulting
from prolonged whole body vibration (McManus et @002; Wu and Griffin, 1997; Choi et al.,

1999). Compared with conventional passive seatsispns, a semi-active suspension employing
MREAs has shown a significant shock load reducéioross a range of impact conditions (Choi
and Wereley, 2005). Additionally, McManus et al0Q2) demonstrated significant attenuation in
the severity of end-stop impacts using MR seatexusipns, as well as reduced vibration levels

(McManus et al., 2002).

Most MREASs developed to date are linear stroke MRgers that use flow mode, also known as
Poiseuille flow or pressure-driven flow of the MRiiél through an annular valve. In a typical
linear stroke MREA, a coil bobbin (i.e., the electragnet) is integrated into the piston head of the
damper, and reciprocating motion of the piston Heacks MR fluid to flow through an annular
valve. Known as the “active gap”, this flow passage either be through the piston head itself
via an attached concentric tubular flux returntraough the gap between the bobbin and the
cylinder body. The stroking load can be adjustedhlbyeasing or decreasing the applied current,
generating a corresponding magnetic field. Largegfgeneration can be realized in a linear stroke
MREA because of hydraulic amplification, the ratiopiston to the smaller annular valve cross-
sectional areas. Therefore the flow-mode MREA cavigde a large damper force while using a

relatively small hydraulic cylinder diameter (Weagland Pang, 1998).

However, the linear stroke flow mode MREA configioa has shortcomings. One drawback is
that the length of a linear stroke MREA is dictabgtthe required stroke; that is, the length of the
MREA equals the sum of the lengths of the pistance the required stroke, and hydraulic end

caps. Thus, the total length of a practical lirteoke flow-mode MREA can be more than twice
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the required stroke length, leading to an untenaklght and size. The most important drawback,
however, arises when these devices are used afitiedarepresentative of crash impacts, which

correspond to very high ( > 25,000)sshear rates.

Using the performance measure known asdfhemic rangeeflects the “controllability” of an
MREA, or the maximum active “field-on” force verstl& minimum passive “field-off” force,

expressed as the ratio shown below.

Gwesve N 4.1)

It has been shown previously that the passive guscdamping force component of a flow-mode
MREA tends to increase as the square of the piattotity (Becnel et al., 2010). The peak stroking
load is defined by the threshold lumbar load tla&t lse accommodated by an occupant. Therefore,
the maximum crash velocity at which a linear stngkMREA can be effective in protecting
occupants is limited by this quadratic relationsbgiween velocity (shear rate) and force (shear
stress), since the passive force alone equalseiddelpmbar load, and no control is feasible. Thus,
there is a prime motivation to overcome both osthdrawbacks if a feasible MREA for compact,

lightweight applications is to be realized (Hu ket 2012).

Contrary to this quadratic force-velocity relatibisinherent to flow mode devices, direct shear
mode operation results in a linear dependenceroéfto velocity. In shear mode, also known as
Couette flow, one of the magnetic poles moves véagipect to the other, shearing the MR fluid in
the gap. Figure 4.1 presents the force-velocigti@hships for both flow and shear mode operation,
clearly showing that shear mode maintains a bdiieamic range at high shear rates. Based on

this understanding and the successful proof of gphasing the Searle cell magnetorheometer, a
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shear-mode rotary vane MREA was developed to extenchnge of controllable operating speeds

and improve performance throughout this range (ldrezrand Wereley, 2010).

In this novel MREA design, a thin concentric vasariounted between a stationary cylindrical
damper body and the internal electromagnetic coibure, shown as an isometric quarter section
cutaway in Figure 4.2 and a schematic view in Fegdi3. As the vane rotates, the MR fluid
between the vane and inner and outer wall surfacgiseared, developing a resistive torque. For
LMEAS the rotary vane is connected to a rotary ngkeel shaft, such that rotary motion is
converted to linear motion and resistive torque loarconverted to a linear stroking force. Since
the viscous force in shear-mode flow is a linearction of the rotation speed, the shear-mode
MREA can provide high yield force and unlimitedoste, while maintaining a low off-state
(absence of magnetic field) viscous force. Becafshis improved dynamic range, the rotary
vane shear-mode MREA is also cost effective aseswa much smaller volume of MR fluid as
compared to a flow mode EA designed for the samukisiy load. Analyses performed under a
US Army Aviation Applied Technology Directorate (A®) sponsored effort, performed by
Techno-Sciences, Inc., the University of Maryland 8AE Systems have shown that rotary vane

MREAs can realize an 80% reduction in weight whempared to their linear stroke counterparts.

Challenges arise when manufacturer data for yiekbs and off-state viscosity are applied to an
MREA design which may operate under different emvinental conditions than those at which
the reported data was collected. Particularlyiglidr shear rates, like those encountered in crash
simulations, the Mason number provides a useful@menient nondimensionalization across
the range of applied fields and temperatures, afidsronly on a limited number of variables;
carrier fluid viscosity- , particle volume fraction] , and knowledge of the strain rate and

magnetization within the fluid as well as the opi@atemperature range. This analysis method
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can scale device performance from fluid characainn tests performed in a controlled laboratory

environment, reducing the size of the requiredrtestix while still providing accurate predictions.

This chapter will discuss the initial design an@reltterization of the rotary MREA based on an

established device analysis method, and discregmrimétween the predicted and measured
performance will be addressed by proposing anrater nondimensionalized analysis using

apparent viscosity and Mason number as developeinous chapters. Additionally, the benefits

of this design tool are presented with respech&use of laboratory scale tests with the Searle
cell magnetorheometer, and it is shown that théopaance of both devices are well correlated

when using this nondimensional framework. By incogting the temperature corrected Mason

number as a design and analysis benchmark, thdisgkssign of any shear mode MR device can

be improved across a wide range of operating cimmditfrom knowledge of MR fluid properties

that were gathered experimentally over a much mareange.

4.3.Rotary MREA design for LMEAS
The rotary vane MREA was initially developed usingell-established analysis method based on
an assumed Bingham plastic fluid model, which regguknowledge of two major performance
parameters, i.e. maximum controllable yield forod aff-state viscous force. In order to establish
values for these MREA design criteria, a singlerdegpf-freedom (SDOF) MR seat suspension
model was simulated as a performance predictioh ®ioce LMEAS is an adaptive energy
absorbing system, it should perform well as bothbaation attenuator and a shock absorber. A
schematic for this LMEAS model is shown in Figurd.4The equation of motion for this SDOF

system can be expressed as shown below.

H, 1, ?, €H-€ GZOA,v w
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whereH is the effective occupied seat ma@ss the spring stiffness used in the suspengiaos,
the linear viscous damping, A €. is the relative motion between the seat and flods, the

absolute motion of the cockpit floor, aGgis the controllable yield force.

For any well-designed vibration isolation systehg $eat suspension system resonance should be
much less than the dominant vibration frequencyhéncase of LMEAS, the dominant frequency

is that of the SH-60 Blackhawk rotor; 4P, or 4 par, approximately 17 Hz. This suggests that
the upper and lower bounds on the desired systsoma&ce should be 2 Hz to 6 Hz, respectively.
Based on this, the system spring stiffness andidm®us damping (one of the two rotary MREA
properties) were chosen. The selected system pteneere verified using computational
simulation of the SDOF MR suspension system disziabove, and it is worth noting that these

simulations predicted over 75% attenuation of eafté/rev vibration.

The maximum yield force required of the MREA wasrtlobtained by assuming that MREA
would stroke at 14.5 times the effective occupieat sveight, in order to attenuate the peak floor
deceleration pulse set forth in standard crastgdegiidelines (Desjardins et al., 1989). In order
to determine this required force, the SDOF MR sosjp® simulation discussed above was used
to emulate a high speed seat qualification test12.6 m/s (42 ft/s) vertical sink rate, $peak
acceleration, 0.051 sec duration triangular puBesfardins et al., 1989). The spring in this
simulation was set to break away when the totakfoeaches three times the weight of the heaviest

occupant. The controllable yield force of the MRER, is calculated as shown.

p V4 00NO
G GE€GEG ZA&%0° G WG “s)

whereG andG are the contributions from viscous and sprindrets effects, respectively, and

G is the maximum desired stroking load for the gigeoupant weight. Using the above equation,
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the feedback controller modulates the MREA vyielatéosuch that the total transmitted forGe,
does not exceed the limit load,. The maximum MREA vyield force requirement was deieed

based on this analysis, and the selected viscaupidg,], was verified.

The design of the rotary vane MREA'’s “active gaps8, the height of the gap within which the
MR fluid will be sheared, directly determines thagnitude of both the active yield force and
passive viscous force. An iterative procedure tisese desired performance metrics along with a
finite element model of the magnetic circuit toidefthe geometry of the rotary vane MREA.
Using the maximum sink rate and transmitted forcestandard crash design guidelines from
Desjardins et al(1989), the active gap height which fulfills baththese requirements can be
determined using the following general equations.

& C

—y—C! ~ g  Ywc (4.4)

e Cyl  &°C g Guc (4.5)
Ve
Here, g = 0.5 inch is the radius of the shaft used to eonradial to linear motion, ar@is the
gear ratio between the rotary shaft and the se¢sy For the rotary vane MREA developed in
this work, one vane was used for mechanical sintplibut in general the output force can be
increased by using more vanes; however, an efieeatagnetic circuit design becomes much more

difficult. A schematic flowchart of this design medure is provided in Figure 4.5.

4.3.1. Magnetic circuit design
By examining equations (4.4) and (4.5), it becoglear that increasing the gap height favorably
decreases the passive viscous force, but negativgdgicts the magnetic flux density, i.e. the

available maximum yield force, and vice versa. Tthasleoff is at the heart of any practical MR

114



device design problem, and requires that the mageietuit should be cleverly designed to deliver

a perpendicular, uniform field through the MR flmdthin the active gap.

In this design, a heat treated steel coil armasiseated in the center of a cylindrical fluid clem

The three electromagnetic coils are wound altengatiockwise-counterclockwise-clockwise in
their channels to provide three self-contained,rlgei@entical magnetic fields. Between the
armature and outer body cylinder wall is a thim-shhaped rotary vane. As the rotary vane rotates
between the stationary coil and outer cylinder,Mtie fluid in the double-faced gaps between the

armature, vane, and the cylinder wall is shearefflamv induced.

Since the shear stress of the MR fluid is dependeatmagnetic field, the output torque of the
rotary vane MREA can be controlled. Magnetic fialdalyses were conducted using ANSYS
MAXWELL software and the design variables wereatetely modified based on the FEM results.
The magnetic flux distribution obtained from theNFE&nalysis is shown in Figure 4.6, and the
magnitude of the magnetic flux density along the tlgcknesses is shown in Figure 4.7. From the
manufacturer reported properties of the MR fluiddyst was determined that the desired magnetic
field strength is 0.9 Tesla. At 3.5 Ampere appledrent, the average magnetic field strength in
the inner and outer gaps matches this requirermahtiating the electromagnetic design of the

MREA.

4.4. Experiment
The MREA was characterized using a high torque wutansmission test machine, and the
measured output force as a function of the apgligcent was compared to analytical predictions
using the values for yield force and fluid viscgsprovided by the fluid manufacturer.

Experimental data was analyzed to identify the mwagor performance parameters required for the

115



characterization of a rotary vane MREA, i.e. maximzontrollable yield force and linear viscosity.
In addition to this established Bingham plasticlgsia method, the data is plotted as normalized
apparent viscosity versus Mason number, with speoiasideration given to temperature effects

not accounted for in the established analyticahoet

4.4.1. Test setup
To evaluate the performance of the rotary vane MR&Aigh speed transmission test rig (US
Drives, Inc. Phoenix AC drive, connected to a Vedatd HP drive motor) was used for torque
measurements at speeds corresponding to low cedstities. The complete test setup is shown
in Figure 4.8. The MREA was mounted on a statioffieaye, while the rotary shaft of the MREA
was connected to a DC motor via two flexible cougdi and a torque sensor. A non-contact laser
tachometer measured rotational speed, and a theuplecwas fixed to the outer surface of the
MREA cylinder to monitor MREA temperature variatidaring testing (not shown in Figure 4.8).
The DC motor is provides a rotational speed ofaup&800 rpm, which translates into a velocity of
approximately 2.5 m/s (8 ft/s) with a one-inch deer shaft, g inch. A BKPrecision

XLN10014 DC power supply was used to supply constarrent to the MREA during testing.

4.4.2. Preliminary results

During the initial round of characterization teske&e nominal currents supplied were 0, 1.5 and 3.5
A. For each applied current, the rotational speedesting was increased from O rpm to 1800 rpm
within 3 seconds and held at 1800 rpm for 2 seconle recorded 0 A and 3.5 A testing results
for the one MREA are shown in Figure 4.9. Using ¢cbenxmercially available LORD MRF140-
CG magnetorheological fluid, two identical MREAsredested on the rotation test rig, and the
each MREAs measured force as a function of thecitgland current is shown in Figure 4.10,
along with the predicted value (Hu et al., 2012).
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Apparently, both rotary EAs behave similarly to leather and the predicted results, though the
measured viscous force seems to decrease as tuity@hcreases. This phenomenon, discussed
in more detail in previous chapters, becomes mavaqunced as the applied current increases,
likely due to both the shear thinning of the flarnd the temperature-dependence of fluid viscosity.
It should be noted, however, that these temperafieets are not a concern for the LMEAS. In
operational vibration mode, the energy absorptiate requirement will be much lower (low
velocities and low MREA forces), while in crash mepthe energy absorption occurs over a very
short duration (less than 0.1 second). Sinceabiserved that these temperature increases occur
only when there is very high impact energy absomplly the MREASs under the kind of prolonged
operation in these characterization tests, thesgdeature effects can be neglected when
evaluating the maximum MREA force for impact eneajtenuation. Temperature and shear
thinning effects are important, however, when ctimrézing the flow environment within the

rotary vane MREA, and are discussed in more detalile following sections.

4.5.Results and Analysis
The relationship between torque output and total MRl shear stress within the rotary vane
MREA can be obtained through a modified versiore@dation 2.1, where the Searle cup inner
radiusl & Vvhas been replaced with an expression reflectisgndw shear surface radii. The
equation below reflects the fact that, in the adsbe multiple shear gaps of the rotary vane MREA
(between the coil armature and the inner vane serf&ferred to as the “inner gap”, and between
the outer vane surface and the cylinder damper,lbefsrred to as the “outer gap”), the total fluid

shear stress can be amplified by using more shetaces, or vanes.

C vt (9¢ (4.6)
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Here, v is the vane length,is the coil armature outer radius andis the inside radius of the
cylinder damper body. For the inner gap, the sBasss expression contains only thgterm;
similarly, the outer gap shear stress expressionagts only the ( term. The fluid shear rate
within each narrow gap as a function of rotatioie ia RPM, , is given as the set of equations

below (Morrison, 2001).

&y @7
( YEVE (4.8)

These equations are used to generate the flow £uorethe rotary vane MREA, a typical
characterization plot for MR fluid devices. Thevilaurves, shown in Figure 4.11, can be used to
identify the Bingham-plastic model parameters eldistress and viscosity, and these values are
examined to validate the experimental results. yiiekel force and viscous damping of the rotary
vane MREA are identified as shown in Figure 4.1@ eompared to the predicted results provided
by the fluid manufacturer (LORD Corporation, 201Phe values match well across the range of
applied currents. The slight reduction in viscosityapplied magnetic field increases is again the
result of increased temperature from higher appti@dents. It's clear that even as shear rates

approach 25,000'sthe MR effect persists and ensures controllgtalifow velocity crash speeds.

4.5.1. Nondimensional analysis
Unlike the experiments using the Searle cell maghebmeter instrument, the rotation testing of
the rotary vane MREA was not performed with a coligd temperature environment. Each test
was begun from room temperature, but from Figu@itlis clear that increased amounts of

resistive and viscous heating occurred at highplieghcurrents. To minimize variations from this
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temperature difference, the first six seconds peexnental measurements can be used from each

dataset to yield a common, average temperaturppbaimately 55°C.

The Mason number can be calculated for both theriand outer gap regions, but since the shear
rate and shear stress are dependent on the clambes, the two Mason number values are nearly
identical; in all proceeding analysis, the innep gagion is used. Using the Mason number
nondimensional group framework discussed in theipos chapter, the flow curves for the rotary
vane MREA can be reduced to a single master cshayn in Figure 4.13. Here, the apparent
viscosity is normalized by the field-off apparemoosity at high shear rate (Klingenberg et al.,

2007).

This nondimensionalized plot for the rotary vane BMRperformance can now be directly
compared with the results from the Searle cell reemheometer, even though these systems differ
in maximum operating speed and system scale. Bed¢hagotary vane MREA has an operating
gap diameter nearly 10X that of the Searle cellmeémyheometer, it can generate 15.5 ft-lbs of
torque at shear rates up to 25,080as compared to the Searle cell instrument’stdi&sfof torque

at rates up to 10,000'sFigure 4.14 provides a scale comparison betweedévices.

Figure 4.15 shows the result of both nondimensiredlplots using Klingenberg’s Mason number
for the full-scale rotary vane damper and the $ezell magnetorheometer, each performed using
the 40 vol% MR fluid manufactured by LORD Corpooati MRF-140CG. Note that while both
curves exhibit the characteristic collapse witliamselves, the two lines are not superimposed
due to the temperature differences present durich echaracterization test. This can be
ameliorated by using the temperature-corrected Kasonber (Eq. 3.13) to shift the curves by

modifying the carrier fluid viscosity term approgely. After doing this, Figure 4.16 demonstrates
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that the two plots lie along the same master cundicating that the performance of these two
different shear mode MR energy absorbers, operatndifferent shear rates, magnetic field
strengths and temperatures can be described thrihegmondimensional Mason number as

suggested in Chapter 3.
A curve can be fitted to this data using an equadiothe following form (Marshall et al., 1989).

) Q
U > A 4.9)

Here> is a fit parameter that can be expressed in tefrtvgo physically relevant nondimensional
ratios, the normalized yield stress (yield stress @ reference interparticle stresgj, S, and the
normalized plastic viscosity,;j - . > is sometimes referred to in the literature as riti¢al
Mason number”, and this can be extended to showwtivaries linearly with the MR fluid volume
fraction, J. Our analysis uses a modified form of KlingenikeiMason number, which contains
a volume fraction term, and so this results in gpression of the well known result that yield
stress varies linearly with volume fraction. In fiig 4.16 the form used foris given below,

where the nondimensional ratio parameters gre: 0.59 Pa-s andg = 0.5.

S

o

> zC—=
_UJ_

(4.10)
Therefore, if the fluid parameters used to deteemnare known, either experimentally

determined for novel MR formulations or providedthg manufacturer, the master curve can be
calculated and a temperature correction factorbeaunsed as a design benchmark for a family of

scalable, shear mode devices.
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4.6. Summary and Conclusions

In this chapter the design of a rotary vane, sheade MREA for use in an SH-60 Blackhawk
helicopter crashworthy crew seat system is discliddsing an established, iterative method to
tune the maximum yield force and passive viscoussfoomponents based on the Bingham plastic
model parameters, a practical shear mode MREAe&kiaibited increased controllability at high
speeds when compared to conventional, linear-stgoliow mode dampers. A high torque
transmission testing rig was used to charactewpadtary vane MREAs, whose performance was
shown to be consistent. The force-velocity datanfthese tests was used to produce flow curves

comparing the fluid shear stress to the sheamwlen the active gaps.

The modified nondimensional apparent viscosity Mason number analysis presented in a
previous chapter was applied to the MREA charazdéon data, and the characteristic
coalescence across magnetic fields was observedcale experimental data between this device
and the benchtop Searle cell magnetorheometetethperature-corrected Mason number was
used to shift the curve, and good agreement was lsesveen these two different devices and
operating environments. Additionally, a curve ot florm reported by Marshall et. £1.989) is
well fit to both experimental data, indicating thilaé analytical basis of the normalized apparent
viscosity versus Mason number framework has pralcticse for both device design and

experimental observation.
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Figure 4.1 - Force (shear stress) versus velocitghear rate) trends for flow mode and shear mode opation
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Figure 4.2 - Rotary vane magnetorheological energgbsorber used in the LMEAS program
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Figure 4.3 - Top and side schematic views of thetary vane MREA
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Figure 4.4 - SDOF model schematic for LMEAS
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Figure 4.5 - Iterative design process for the rotar vane MREA
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Figure 4.6 - Axisymmetric magnetostatic simulatiorof magnetic flux line distribution in the MREA. Each horizontal
dashed line corresponds to the location of the desd uniform field.
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Figure 4.7 - Magnetic flux density within the innerand outer active gap regions, compared to the fludensity

required to achieve the specified maximum yield fare output
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Figure 4.8 - High speed rotation testing rig usecdirotary vane MREA experiments
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a) OA

b) 3.5A

Figure 4.9 - Raw rotary vane MREAexperiment data fom transmission testing rig for a) 0 A and b) 3.5 Aapplied
current
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Figure 4.10 - MREA force as a function of velocitynd applied current for both rotary vane MREAs (experiment vs.
predicted performance)
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Figure 4.11 - Flow curves for the rotary vane MREAunder different applied currents with Bingham plastic curve fits
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Figure 4.12 - Bingham-plastic stress components \a&rs applied magnetic field in the rotary vane MREAwith trends
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Figure 4.13 - Normalized apparent viscosity versuslason number for the rotary vane MREA, shear ratesup to
° 25,000¢
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Figure 4.14 - a) Searle cell magnetorheometer and otary vane MREA. The MREA has an operating gap éameter
nearly 10X larger than the Searle cell, and generat 15.5 ft-Ibs of torque at shear rates up to 25,06 compared to the
magnetorheometer’s 0.5 ft-Ibs of torque at rates upo 10,000 S.
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Figure 4.15 - Normalized apparent viscosity versuslason number for the full scale rotary vane MREA ard the
instrument scale Searle cell magnetorheometer. Terepature effects are not accounted for, and the cues are not
superimposed.
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Figure 4.16 - Normalized apparent viscosity versugmperature corrected Mason number for the full scée rotary vane
MREA and the instrument scale Searle cell magnetogpmeter. Also shown is a curve fit of the formhn EEE Q1|

137



Chapter 5

5.SQUEEZE STRENGTHENING OF MR FLUIDS

5.1. Abstract

This research details a novel method of increaiegshear yield stress of magnetorheological
(MR) fluids by combining shear and squeeze modegpefation to manipulate particle chain
structures, to achieve so-called compression-asseggregation. The contribution of both the
nominal active gap size and particle concentragi@experimentally measured using a custom-
built Searle cell magnetorheometer, which is a rhodevice emulating a rotary
Magnetorheological Energy Absorber (MREA). Chasaetition data from large (1 mm) and
small (250 m) gap geometries are compared to investigateftbet ®f the gap on yield stress by
compression enhancement. Two MR fluids having dbffié particle concentrations (32 vol% and
40 vol%) are also characterized to demonstratefteet of solids loading on compression-assisted
chain aggregation. Details of the experimental setnd method are presented, and a chain
microstructure model is used to explain experimenénds. The torque produced by practical
rotary MREAs is directly related to the strengthtlted MR fluid used, as measured by the shear
yield stress. This study demonstrates that itasifde, utilizing the compression-enhanced shear

yield stress, to either (1) design a rotary MREAaogiven volume to achieve higher energy
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absorption density (energy absorbed normalize bycdesolume), or (2) reduce the volume of a

given rotary MREA to achieve the same energy alsorglensity.

5.2. Introduction
After over sixty years of research in the fields trevelopment of stronger MR fluids for practical
applications remains a primary goal since theiremtion in the 1940’s (Rabinow, 1948). The
limiting factor with respect to the maximum stremgtchievable with MR fluids has been the
particle saturation magnetization. For example ,enradmagnetic field of nearly 400 KA/ (
u /), a25vol% MR fluid containing iron-cobalt patds was shown to produce a yield shear
stress of 80 kPa (Ashour et al., 1996). This is1iaB8% larger as compared to carbonyl iron-based
MR fluids, like those used in this study, which yide a yield stress of 60 kPa at the same volume
fraction. Obviously, the particle material’s magogtroperties can be improved, but provide only
modest increases in yield strength. In fact, Giraledt Davis (1994) carried out finite element
calculations on single MR fluid particle chainsttehowed a maximum predicted yield stress of
200 kPa was theoretically achievable, using a kitgdded 50 vol% fraction at magnetic
saturization of iron, 2.1 T. This magnetizationeistremely difficult to produce in practice;
however, at a more reasonable (but still prohibjti¢ T, the achievable yield stress is 100 kPa
(Ginder and Davis, 1994). This implies that imprayithe magnetic properties of magnetic
particles alone is unlikely to increase the strergyibstantially and is inherently limited by the

maximum force possible within the single chains.

5.2.1. Squeeze Strengthening
This study details a completely different approashincrease the strength of MR fluids by
improving the chain microstructure through a prede®wn as compression-assisted aggregation,
or squeeze strengthening. Long, thin chains ofghestin MR fluids have inferior strength when
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compared to thicker, columnar structures in thalidedy centered tetragonal (BCT) arrangement
(Gulley and Tao, 1993). This BCT structure can &eetbped in two ways; shearing for relatively
long time scales (Martin et al., 1992; Tao andgdid®94), or compressing the active fluid parallel
to the direction of applied field, shown in Figlsd. Tang et al(2000) reported achieving yield
stresses up to 800 kPa, over 10 times the valtieeiabsence of compression, by reordering the
particle microstructure (Tang et al., 2000). Thi®gess is known as compression-assisted
aggregation, in which a normal compressive forqaiag to the active MR fluid rearranges the
single chains into BCT columns, shown in Figure @4ao, 2001). While their method employed
separate compression and shearing steps, comitieadrsy & squeezing was shown to be a valid

mode to form these stronger structures quickly @ex., 2006).

Additionally, Tao (2001) showed that single padichains tend to break at their ends, near the
magnetic pole surfaces. During compression-assiatggiegation, the single chains not only
reorganize into stronger BCT columns, but the baddhese columns near each pole becomes
more robust, as seen in Figure 5.2. These robssiskshift the likely breaking point away from
the poles, ensuring that the strong BCT columrctire is indeed the location that determines the

yield stress (Tao, 2013).

Practically speaking, the required amount of corsgion is provided by normal (or “squeeze”)
strain, usually created by decreasing the actiyesggaration. For small initial gaps, such as in
the Searle magnetorheometer used in this studynal sibsolute change in gap separation
produces comparably large strains along the MRgbathains. According to Mazlan et al. (2008),
the particle chains in the commercially availabledf from LORD Corporation, MRF-132DG,
initiate aggregation around a strain of 0.18, arel@mpletely reorganized into stronger BCT
structures above a strain of 0.3, shown in Figue Eompression speed and magnitude of
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magnetic field were shown to have no effect ondghesults, with one exception. Belﬁ/\ﬁvx A
50 kA nt?, the particle microstructure is not sufficienttyomg to support the internal pressure, so

aggregation does not ocaiMazlan et al., 2008).

In the current study, a Searle cell magnetorheametach is a model device emulating a rotary
Magnetorheological Energy Absorber (MREA), is usedemonstrate the feasibility of utilizing
compression-assisted yield stress enhancementh@nea the performance of rotary MREASs.
Such a mixed mode rotary MREA that simultaneouslyla@ts direct shear and squeeze modes

would enable the development of rotary MREAS thatsdronger, lighter, and more compact.

5.2.2. Model Review and Development
Three current models to fit the results of squestrengthening in MR fluid samples will be
reviewed, and a new hybrid model is developed orporating these and modifying the
formulation for a Searle cell geometry. Each madbés on empirical fitting to varying degrees,
highlighting the rich possibilities for future reseh on the underlying mechanisms related to the

squeeze strengthening phenomenon.

Tang et al. (2000) provide an empirical expressignich includes both the conventional and

compression-enhanced components of the MR yieddstshown below.

¢ m & Cinve (5.1)
Here, is the conventional yield stress, accepted vdireshich can be obtained from the fluid
manufacturer or Carlson’s empirical equations (€ar] 2005). >, is a field-dependent,
empirical constant which relates the squeeze-stinengd shear stress to the applied normal stress,

= . This simple expression provides a convenientsbémi determining the total increase in
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strength within a fluid sample, provided that tleemal compressive stress is known (Tang et al.,

2000).

A supporting phenomenological model for the squestngthening effect in MR fluids is based
on Mohr-Coulomb theory, which shows how the yidieéar stress will linearly increase with the
normal stress. The model, put forth by T&DO01), describing the squeeze strengthening
phenomenon is detailed below, and a graphical septation of the resulting Mohr’s circle is

provided in Figure 5.5.

Assuming that the MR fluid is uniform throughoutdadenoting the three principal axes by
Al z v, we define a stress tensor given by, D z vthat is a combination of the
mechanical (viscous stress) and Maxwell (magneiostiess) tensors. The normal stresand

shear stress on the plane with normal directidnare given as follows.

L (5.2)

D L (5.3)

If the eigenvalues of- arel X1 ¢ x| ., then equations (5.2) and (5.3) can be rewritten a

I~ 1A% 1A 1A (5.4)

12 9 19A% 19A3 19 (5.5)
Graphically, pointdlg I .V ,Il I .vj , andll | ¢V are drawn as the centers of
circleswithradillg€1.vj ,Il €1.v ,andll €1 ¢V ,respectively. The area confined by

the largest circle and the two inner circles defiak possible values of and - (Vyalov, 1986).
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In the case of squeeze strengthened MR fluids ib&l ystress before compression, is
represented in Figure 5.5 by the distance ON. A tangent to the largest circle and passing
through N is drawn to locate the maximum allowelligaf shear stress, represented by point
M. The anglel between line NM and the horizontal provides aatrehship between the squeeze

strengthening component of total yield stregson the compressive stress as follows.

An qrs J (5.6)
Therefore, an expression for the total yield stréssreased by squeeze-strengthening, can be

written as shown below.

€ n s J (5.7)
This is the Mohr-Coulomb formula, wherse J can be thought of as the ‘internal friction’
coefficient. Comparing this phenomenological modgth the two-term empirical model in
equation (5.1), itis clear that the J term serves the same role as the proportionataotrsp,
in relating the applied compressive stress to thigaeced yield stress exhibited in squeeze-

strengthened MR fluid tests (Tao, 2001).

A third model incorporating tribology theory is pemted by Zhang et al. (2004). It accounts for
the fact that particles in compression exhibit salef@rmation, increasing the interparticle contact
area and the friction between particles linearlyhwihe applied load. Defining a ratoof the

shear stresses transmitted by the interfacial figpand particle, g, provides the expression below

relating the applied squeeze stress to the inticfgmshear stress.

Cc
b . VR
Cl €cd !

(5.8)
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Here,Ois the ratio of the squares of sliding strégs,and particle shear strengt}, Again, this
factor is similar tas J in Tao (2001), but now accounts for the influerdéethe fluid film
between particles. Additionally, an empirical cdmition coefficient is required to match the
model predictions with the experimental data. Tnigpirical contribution coefficient is cast as a

function of both applied magnetic field and squestzess intensity (Zhang et al., 2004).

The model developed in the present research comhiree stress vector sum from the Mohr-
Coulomb phenomenological model and the field- agdesze stress-dependent contribution
coefficient used in the tribological model. The guession-enhanced shear stress is written as the
sum of the conventional yield stress and the saqistengthened stress, each modified by a

contribution coefficient, shown below.

€ 29 g¢ (5.9)
The vector sum of these forces taken over theeeBiarle cell surface provides a model for the

total stress within the MR fluid sample, which dencompared with experimental measurements.

Q%(xw Qig C‘eg (5.10)
Equations (5.9) and (5.10) are related by the tfzat any stress is merely force per unit area. A
schematic section of the eccentric Searle cell m@mgheometer is presented in Figure 5.6, along
with the shear, compressive, and resultant totadeforector components as described in the

following derivations.

The squeeze straigg, is calculated as the ratio of eccentricityto gap height&, shown in the

equation below.

Os (5.11)

| =
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Since the eccentric geometry of the custom Seatleised in this experiment causes the gap size
to change in a periodic fashion, we begin with miefy gap height as a function of the angular

position of the bob and strain, as shown in thiv¥ahg expression.

& € g OoCv (5.12)
The force due to shearing on a differential elensedéerived as follows, substituting equation (2.5)

for the shear rate.

"G X &  ggOo Cv L aoC (5.13)

Here, the apparent viscosity is a function of shhate and applied magnetic fiekd, 31 It's

interesting to note that an eccentric bob prodlaeger torque due to pure shear stresses than a
perfectly centered geometry, and larger eccenggorrespond to larger torques. This indicates
that even without compression-assisted aggregafibtR chains, an eccentric geometry produces

increased passive shear stresses (Meena and Kandgs®999; Escudier et al., 2002).

Similarly, the force due to compression from thargding gap size, or squeeze force, is

G 1.5 dij- I &OC €it.€-57 | &OC
€it&€& | €gg0o Gt | & VOO
eG ilggGolv I &OC
(5.14)

where the modulus is a function of the squeezénsirdhv, adapted from Mazlan et al. (2008).

Equations (5.13) and (5.14) provide the fluid fon@smitted to the cup as a function of rotation

145



angle, and can be integrated over the active aregrerate estimates of the conventional and
squeeze-strengthened yield stress components. dnptieviously developed models, the
conventional yield stress term is left unmodifielbwever, the presence of eccentricity increases
the conventional yield stress, so in the hybrid eldlde contribution coefficierntg is between 0
and 1; O indicating pure squeeze force, increagmgo 1 when the maximum eccentricity is

reached. In the current experiment, real-time etio#ly measurement was not achievable, so the

contribution coefficientg¢ is less than 1 whehl e W [— , and>g whend w @ [

Additionally, the present hybrid model, shown ie fbllowing expression, modifies the squeeze-

strengthened component by a magnetic field-depdmpemdratic term of contribution coefficients.

¢ >c g l>5°% >g5v > (5.15)
The first term in this qualitative expression,, reflects the dependence of the interparticle
magnetostatic force on the square of magnetizatiod the second termy shows that, like other
models, the squeeze-strengthened stress compsrig@tarly proportional to the magnitudeof
The third contribution coefficient;. , shifts the critical field strength, -« , and is consistent with

previous research and present observations.

5.2.3. Squeeze-strengthening Searle cell magnetorheometer
A modified version of the custom Searle cell magrietometer from previous chapters was used
in this study to provide reliable shear strain eatd shear stress measurements. As shown in Figure
5.7, the magnetorheometer consists of a steepfitix surrounding the electromagnetic coil, seated
within a nonmagnetic cup. MR fluid samples are &xhihto the central fluid chamber, and a
modified steel bob is lowered into position andmuped by a rotary ball bearing at the top and

an additional sealed precision bearing at the batithe bob is modified with an 8 mm diameter
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shaft extending from the base, which is insertéd the bottom bearing to provide a double
cantilever support condition to the bob. Identidala acquisition and control systems are used in

this setup, along with the cooling coil to provigenperature control and stabilization.

In the absence of an applied magnetic field, thatirg bob tends to be self-centering. However,
when a large magnetic field is applied, the ceptaition is an unstable equilibrium point, and so
a slight deviation from the axis of the magnetediresults in the bob contacting the outer wall.
The offset between the bob center and the MR ealler axes is referred to as eccentricity. Within
the precision bearings themselves, there existsal space between the balls and the race that
contains them, otherwise known as radial slop. @&hmunt of radial slop is inherent to the
particular size and precision of the rotary bearifg prevent contact due to this field-induced
eccentricity, a sealed miniature precision beawag used to affect a hard limit to the maximum

eccentricity of the bob within the MR cell.

This modified Searle cell device uses eccentridity provide shear and squeeze forces
simultaneously to active MR fluid through this simpnechanism, taking advantage of small
active gap sizes and high shear rate capabilitycHgynging the aggregate microstructure in active
MR fluids, their yield strength properties can hehanced, and hybrid shear-squeeze mode
MREAs for crashworthy systems can be made evenlenaid more powerful than their pure

shear mode counterparts.

5.2.4. Experiment
In the current study, a known eccentricity wasadtrced to the bob, which created a periodic
change in MR gap as the bob rotates. The rotaryidalso pulled out of alignment with the cell

rotational axis in strong magnetic fields, impagta normal force on the active MR fluid. In the
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narrowest nominal gap size used (25 particle diamgtthis simultaneous normal force, bob

eccentricity, and high shear rate provide the st(aormal and shear) required to reorient the
particle chains into more robust BCT columns amghlshearing rate, which increases the apparent
yield stress of the MR fluid. Figure 5.8 demon#sahow the same bob eccentricity produces a

larger compressive strain in a narrower gap.

Two different combinations of bob size and supporiditions were used to evaluate the effect of
squeeze-strengthening in MR fluid samples havirfgmdint solids loading. The eccentricity is
defined as the offset distance between the bobaadshe MR cell center axis. The nominal cell
geometry and bob/bearing combinations are giverable 5.1. This nominal geometry is altered
when the magnetorheometer is operated, due toftbet gervomotor and the applied magnetic
field. This offset causes the bob to precess witeguency equal to its rotation; if it were not fo
the supporting bearings, the bob may actuallyaaund the inside of the cup. Different support
bearing arrangements with each bob size produangadties ranging from 0.01 — 0.122 mm,
which corresponded compressive strains ranging 007 — 0.30. This periodic eccentricity is

measured using a precision dial indicator mouraetie instrument base, as shown in Figure 5.11.
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Table 5.1 — Squeeze strengthening Searle cell gearpdor 1 mm and 0.25 mm gap configurations

Geometric Feature Value [m - 16]
Bob radius, R 8.0 8.75
Gap height, h 1.0 0.25
Total gap length,U¢ 12.0
Bob/bearing combination Max Eccentricity, C Strain, C
[m-109]
A 8 mm bob, no bearings 122 0.12
B 8.75 mm bob, both 76.2 0.30
bearings

From equation (5.11) the same eccentricity in aovegr gap will apply more squeeze strain to the
MR chains. With the 8 mm bob, nominal shear rates 8,500 3 are achieved. With no support
bearings, this bob is free to deflect from the @@ratxis up to 0.122 mm and produce a compressive
strain on the active MR fluid within the gap of £B. Attaching the 8.75 mm bob and seating it in
both top and bottom bearings maintains a fieldjrahelent eccentricity and strainggf< 0.30 and

nominal shear rates over 10,000 s

From equation (5.13), it can verified that incregsbob eccentricity corresponds to increasing
torque due to shear forces, in support of the atraris presented by Escudier et al. (2002). Figure
5.9 shows the shear force applied on a differeeteinent of the MR cell cup as a function of

angular position for a perfectly centered bob, adl \as the two eccentricity and gap size
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combinations (A and B) used in the experiments. dtal force due to this shear stress is
calculated as the definite integral over one rotatperiod, € O , shown in the following

expression.

QY QY
Gj .; -X — I &V *.C

A

(5.16)

Figure 5.10 shows the increase in the conventisihehr stress as the eccentricity increases. The
contribution coefficient>g, is determined from this increase to modify thevamntional shear

stress accordingly.

Based on the cell geometry, the rotation rate ingodl torque output, knowledge of the nominal
shear flow can be extracted according to Choi e{28l05) and Hu and Wereley (2011) using

equations (2.1) and (2.5):

(5.17)

—1. (5.18)

Here is the measured torque output,is the active gap lengtl,is the nominal active gap
height, and is the bob radius. For the purposes of this ingasbn, the deviation from the

nominal geometry is not accounted for here in otd@haracterize the “average” fluid response.

Comparing these dimensions and strain values setheported by Mazlan et §008), it is clear
that for the 1 mm gap, single chains should beltmeinant structure, while for the 0.25 mm gap,
compression-assisted aggregation to BCT columnsldhmccur. Though the strain is periodic

(meaning for each compression there is an equahsiin), there is no reported mechanism by
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which extensional strain would change BCT columm® isingle chains, i.e. once aggregate

columns are formed by compression, the columnsgtenstil the field is removed.

5.3.Results
An example of one set of raw test data is showigare 5.12. Current is applied to the coil before
beginning the test, and an increasing angular ugl@taircase profile is commanded to the
servomotor. Data from the last 75% portion of esidp is averaged to generate a sample flow

curve consisting of quasi-steady measurements.

This flow curve is then passed to a least-squanegdit routine which identifies each of the thre
Herschel-Bulkley parameters (Chaudhuri et al., 2006 this study, the MR vyield stress is of
primary concern and will be the only parameter stigated, though (Becnel et al., 2012) presents

more in-depth characterizations of the consistamzyflow index parameters.

5.3.1. Single parameter empirical model
Figure 5.13 shows the resulting Herschel-Bulklesld/istress for MRF-132DG using setup A at
three different temperatures and how it compargautished manufacturer’s data for that fluid,
reported for and operating temperature of @0This shows that the yield stress behaves as
expected, even as the fluid is exposed to compessiains up to 0.12. Recall from Figure 5.4
that this range of compressive strain is suppotigdthe particle chains without causing

aggregation into BCT columns, hence this can bsidered the conventional yield stress behavior.

Comparing this to the fluid tested using setup B,2b mm gap with a squeeze strgin 0.30,
it is clear that compression-strengthening of thdige structures has occurred. It can also be

seen that above the previously reported field gtreof 50 kA/m is when aggregation effects
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become apparent. Figure 5.14 shows the total \g&kelss increases by over 50% near the

saturation magnetization for the range of tempeeattested.

To investigate the contribution of squeeze stresgtig to the overall yield stress, we employ
equation (5.1) and find the difference betweenrtieasured yield stress in each setup and the
conventional yield stress reported by the manufacturlhis result is shown for tests run at S3C.7

for purposes of comparison. A first order treme lis fit to the data points corresponding to agpli

fields abovesb - =50 kA/m, and the results are shown in Figur&5.1

For setup A, corresponding to compressive straimoup.12, the magnitude of the “additional”

yield force — that is, beyond the yield force obgerfor pure shearing — is less than 10 kPa at the
highest applied fields. In contrast, for setupc@;responding to a compressive strain up to 0.30
and column aggregation, the compression strengtbesffect increases the apparent yield stress

by nearly 35 kPa, or 77% above the published \stiess.

To compare the effects of particle volume fractmmthis aggregation effect, similar tests were
performed on LORD MRF-140CG fluid using setup Bpwh in Figure 5.16. While no reports
on the compressive strain required to initiateipi@rthain aggregation for this 40 vol% MRF were
available, it is shown that the squeeze strengtigecan be achieved using a similar strain
magnitude of 0.30 (Mazlan et al., 2008). Agaire #gueeze strengthening effect becomes

apparent above applied magnetic fields of 50 kA/m.

Figure 5.17 compares the absolute magnitude otdueeze strengthened component of yield
stress for MRF-132DG and MRF-140CG, and revealpthential for employing the same method

of squeezing stress application to different fluids
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An analysis similar to that performed by Tang et(2000) shows that, assuming a compressive
strain ofgs = 0.3 corresponds to a compression stegss40kPa from Mazlan et al. (2008), the
slope of>|p, for MRF-132DG matches well with the reported valoégs = 0.221-0.267, shown

in Table 5.2.

Table 5.2 — Squeeze-strengthening coefficients f82 vol% and 40 vol% MR fluids

Fluid Sample, atPe = 40 kPa Slope oK+
MRF-132DG 0.239
MRF-140CG 0.490

From this analysis, the squeeze strengthening teffeenore pronounced at higher particle
concentrations for the same applied field. A cleammparison between the two fluids may be
obtained by finding the increase in yield stresa psrcent of the conventional shearing-only yield
stress, shown in Figure 5.18. This presents dagipicture, showing that the squeeze strengthened
yield stress as fraction of total yield stressndeied higher for the higher particle concentration
fluid, though the trend appears to have the saopesl This could be explained by realizing that
because there are more particles per volume, the fequired to yield and rearrange them would

be proportionally larger at the same applied fegleéngth.

5.3.2. Hybrid phenomenological model
Using the hybrid phenomenological model developad an eccentric Searle cell geometry,
presented previously as equation (4.1), the foumtrdmution coefficients can be found using a
least-squares curve fitting technique. Table 5&s@nts the empirical contribution coefficients

used in this model.
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The model fit for MRF-132DG is shown in Figure 5.8%0ng with the experimentally measured

total yield stress and the conventional yield streported by LORD Corporation.

Table 5.3 - Contribution coefficients for the hybrid phenomenological model

_ . Ki + Ks
Fluid Sample, atL- = 0.30 Ko i opEY Ko 3 e P
1 B¥ I
MRF-132DG 1 -1.3 0.75 -4.3
MRF-140CG 1 -5.5 1.7 -6.0

The vyield stress below - = 50 kA/m is purely due to the conventional medsienand the
eccentricity of the bob, as fields below this hdnemn shown to be insufficient to support the
reorganization of single chains into BCT columrigufe 5.20 shows the conventional, measured,
and modeled yield stresses for MRF-140. A simiggiime border can be seen near3hg =50
kA/m field strength. Clearly the increase in yisldess abovBe .« appears to be quadratic with
respect to the applied field, which can qualitdfiviee related to the source of this squeeze-
strengthening phenomenon. The interparticle attr@dbrce is proportional t6 ° according to

the standard dipole approximation (Sherman and Mgr2013).

5.4.Conclusions
This research details a novel method of increaiegshear yield stress of magnetorheological
(MR) fluids by combining shear and squeeze modegpefation to manipulate particle chain
structures, to achieve so-called compression-asisigjgregation. The contribution of both active
gap separation and particle concentration are expatally measured using a custom-built Searle
cell magnetorheometer, which is a model device atmg a rotary Magnetorheological Energy
Absorber (MREA). Eccentricity was imparted to tlwtating bob of the magnetorheometer to

squeeze strengthen the active fluid and increaseavhilable yield stress. This combined shear
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and squeeze mode operation causes linked MR parttol transition from single chains into

comparably stronger columns, thereby increasingligar stress required to cause yielding.

By utilizing narrow active gaps, even a small amoaineccentricity provides the compressive
strain required to reorient the particle chaine exjgregated BCT columns. Squeeze strengthening
of the MR fluid test samples was found to occuydat cases when the applied field exceeded 50
kA/m, which is in agreement with the results présdnn Mazlan et al. (2008). The eccentricity
was shown to be manageable and field-independensimg precision support bearings at both

shaft ends of the rotating bob.

Particle volume concentration appears to influethee degree to which squeeze strengthening
increases the total yield stress, with higher plrtiractions corresponding to larger squeeze
strengthened vyield stress components. Howevertréme of the field-dependent increase is
roughly the same for both MRF-132DG and MRF-140@@icating that the mechanism by which

squeeze strengthening occurs is the same in hotsfl

A four parameter hybrid phenomenological modeltietpthe shear and squeeze forces generated
by an eccentric Searle cell was developed. Takiayéctor sum of these component forces, when
integrated around the entire cell geometry, resalé estimate of the yield stress increase due to

the aggregation of single particle chains intorgger BCT columns with robust ends.

The dial indicator used necessarily applied a stligiteral force due to the internal spring
mechanism, designed to ensure contact with thestmbface. In the future, an improved method
of eccentricity measurement using a non-contacn@i@gtrictive sensor would provide a valuable

improvement in the precision of the test conditiokigernatively, non-circular bob geometries are
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proposed that eliminate the requirement that ttegirgg element be eccentric, while still providing

the normal and shear stresses simultaneously.

This study demonstrated that it is feasible, utiizcombined shear-squeeze mode operation to
provide compression-enhanced shear yield stressther (1) design a rotary MREA of a given
volume to achieve higher energy absorption den@tyergy absorbed normalize by device
volume), or (2) reduce the volume of a given rofdiREA to achieve the same energy absorption

density.

Currently, practical MREAs have found limited adoptin aerospace systems, since size and
weight are primary concerns. Squeeze-strengthemingR fluid devices offers a simple and
promising solution to expand their design applmadi and improve adaptive energy absorption

system performance.
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a) b)

Figure 5.1 — a) Single chains of active MR fluid ashb) “squeeze-strengthened” MR fluid exhibiting BCTcolumns with robust ends
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a) b)

Figure 5.2 - Micrograph of a) single chains in corentional MR fluid and b) BCT column structures in qjueeze-
strengthened MR fluid, adapted from (Tao, 2001).
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Figure 5.3 - Micrograph of robust column ends in sgeeze-strengthened MR fluid, adapted from (Tao, 200.
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Figure 5.4 — Squeeze stress versus squeeze strainlfORD MRF-132DG, adapted from Mazlan et al. (2008
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Figure 5.5 — Mohr’s circle diagram to find the totd yield stress in a squeeze strengthened MR fluidline ON represents
the nominal yield stressa%, and line NM is tangential to the largest circlesch that 338 & g 48secanday, a § a &,
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Rotating inner bob wall

/

/

Stationary outer cylinder wall

a)

b)

Figure 5.6 - a) Differential force terms on a unitength eccentric Searle cell geometry, and b) vertsum of squeeze
force and shear force components, squeeze-strengtieel force.
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Figure 5.7 — Squeeze-strengthening Searle cell magarheometer. The precision bearings enforce a maxum limit to the
bob eccentricity.

163



Figure 5.8 — Squeeze strain produced using the 1 mamd 0.25 mm gap configurations
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Figure 5.9 - Shear force component as a function ¥ for three different squeeze strain values, represgative of the

experimental conditions used in this research
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Figure 5.11 — Precision dial indicator used to mease the eccentricity of the rotating bob
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Figure 5.12 — Raw test data for squeeze strengthegi tests contains input wall velocity and measuretbrque
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Figure 5.16 - Enhanced yield stress measurements fdRF-140DG at 51.7°C using setup B, a 0.25 mm nomal gap with
top and bottom supporting bearings. Also shown isie conventional yield stress as reported by the fid manufacturer,

and for the eccentric case.
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Figure 5.17 - Squeeze-strengthened yield stress gooment for BCT columns in MRF-132DG and MRF-140CG
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Figure 5.18 - Relative magnitude of squeeze strerigined yield stress component for 32 vol% and 40 il MR fluid
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Figure 5.19 - Hybrid model results for squeeze stregthened yield stress in MRF-132DG
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Figure 5.20 - Hybrid model results for squeeze strggthened yield stress in MRF-140CG
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Chapter 6

6.CONCLUSIONS

Semi-active magnetorheological fluids are well-sditor use in adaptive shock absorbing devices
such as crashworthy occupant protection systemadidfition to being inherently failsafe, the
ability to adjust their load stroke profile to resyl to changes in occupant mass and varying impact
velocities makes magnetorheological energy abssrheuniquely capable class of occupant
protection technologies. To increase device colatodity at high impact speeds (corresponding
to high fluid shear rates), the established lirmteoke geometry using flow mode operation was
exchanged for a direct shear device in the forra obmpact rotary vane damper. The research
supporting this effort, presented in this dissetgtproduced a number of original contributions
and key conclusions relevant to the study of cdiaiote fluid rheology and the application of MR

fluids to compact energy absorbing devices, espgaiavolume- and weight-critical applications.

6.1. Summary of Research andDriginal Contributions
To realize this smaller, stronger MREA, a developtywrogram was undertaken beginning with
a laboratory scale proof of concept and resultmdhie final practical device. Along with an
innovative application of nondimensional analyss ihform scaling between these two
experiments and ultimately across a wide rangepefating conditions, a novel squeeze-shear
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mixed mode was investigated and demonstrates ttemfl for even smaller, stronger rotary

MREAs.

6.1.1. Custom Searle cell magnetorheometer for high sheate MR studies
A concentric cylinder, Searle cell magnetorheometas used to verify that the MR effect
persisted at shear rates up to 25,080Because rotation speed was limited, a key featfitiis
instrument was the use of sub-millimeter activesgapachieve these high shear rates. Subsequent
improvements to sample temperature control, magrfedid characterization, and instrument
alignment allowed for the quantitative study of MIRids under conditions similar to those

expected during practical operation.

This instrument is the first concentric cylinder gnatorheometer capable of fluid
characterization at such high shear rates, morenth times greater than existing commercial

instruments.

Three commercially available MR fluids from LORD i@oration, ranging in volume fraction
from 32 to 45%, were studied at shear rates cooretipg to low speed impacts, up to 10,080 s
As aresult, a comprehensive set of high shearerat@rical data for these three widely used MR

fluids was made available for application to futMBEA designs.

6.1.2. Standard and nondimensional high shear rate charagkzation of MR fluids
To account for the shear thinning behavior of Mid$, the nonlinear Herschel-Bulkley model
was applied to produce experimental fits for th@wnvflcurve data, and these field-dependent
parameters were reported. Notable trends with teatye, solids loading, and gap size/shear rate
were discussed, and served as a basis for motivdatause of nondimensional analysis to reduce

the number of interdependent variables. Having raEmb MR fluid behavior across a range of
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applied magnetic fields, shear rates, particle entrations, and temperatures, it was desirable to

distill this disparate information into a cohesdescription for practical applications.

Using a method first developed for low shear ragiarticle-level electrorheological fluid
simulations, plotting the normalized apparent vistgowith a nondimensional Mason number
produced a set of master curves which completely sunccinctly describe the MR fluid
characterization tests. Further, by incorporatihng improved temperature control within the
magnetorheometer and modeling temperature effectheviscosity and magnetic permeability

of the MR fluids, these individual temperature-degent curves can be superimposed.

This represents the most expansive experimentalatan that normalized apparent viscosity

versus Mason number plots cause MR characterizatida to collapse to a single master curve.

6.1.3. Scaling of MR devices through Mason number analysis
Based on the results of the smaller shear mode etadreometer, a practical rotary vane MREA
was constructed for use in an SH-60 Seahawk crav ssestem. Experiments to evaluate the
performance of the MREA under shear rates corredipgrio low-speed impacts were carried out
on an industrial transmission testing rig, and agBam-plastic model fit verified that the MR
effect remained consistent at shear rates up @R5%!. It was noted that temperature increase,
mainly due to resistive heating in the electromégreil, did have a large effect on reducing the

bulk fluid viscosity.

Encouraged by the successful application of nondgiomal analysis to data sets collected from
the Searle cell magnetorheometer, it was desitalapply the same analysis to the full scale rotary

vane MREA. Only by employing the novel temperatemrected Mason number was the
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characteristic collapse of experimental measuresnacitieved, since the change in temperature

during the tests with large applied currents waserdributing factor.

This analysis showed for the first time the nondsienal scaling method between test and full
scale devices at different maximum shear ratestamgperatures, and improves the ability of a
narrow set of laboratory characterization data t® éxtrapolated to practical shear mode MREAS

under a wide range of operating conditions.

6.1.4. Increase in yield stress through combined shear-egme mode operation
As a complimentary approach to developing smatiegnger MREAS for shock absorption, the
process known as compression-assisted aggregatisgqueeze-strengtheningas investigated
using a modified Searle cell magnetorheometer. #attil bearing support was added to control
the eccentricity of the bob, causing a precessingjam as it rotated. This precession lead to a
periodic change in the active gap size, as measwyradorecision dial indicator in contact with the
rotating bob. By using different size bobs withfeliént eccentricities, two values of normal strain
— one which was predicted to induce squeeze-stiengtg, and another which was not — were
imparted to the active MR fluid while simultanegushearing it. Measurements of the yield stress
in two MR fluids indicated that the strength of tfi@ids was increased in the squeeze-
strengthening case. A fluid with 32 vol% carbormgini showed a 78% increase in magnitude as
compared to the conventional yield stress, whif® &0l% fluid showed a 95% increase in yield
stress. The linear trends of yield stress amptifbcain both fluids were similar in slope but
different in magnitude, indicating that the meclsamiof compression assisted aggregation was

present in both and more pronounced at higher velinactions.

181



The previously reported finding that squeeze stiegng would not occur at field strengths
below ~50 KA/m was supported as well in this redeausing a previously developed empirical
curve fit from one of the earliest published repam squeeze strengthening for comparison, good
agreement was found between fit parameters in etadly. Furthermore, a"®order, field-
dependent hybrid of phenomenological and tribolalgimodels was formulated to describe

qualitatively the squeeze strengthening behavidnothh MR fluids used in testing.

These results are the first recorded work usingtating cylinder geometry to induce squeeze
strengthening in MR fluids. Because this methodsaig mixed mode operation is amenable to
rotary MREAs at high speeds, this research suppgbdsapplication of squeeze strengthening in
practical shock absorbing devices to increase tepecific damping - energy absorbed per unit

weight or per unit volume - performance.

6.2.Key Conclusions
Linear stroke magnetorheological energy absortdREHAS) have been applied successfully to
adaptive occupant protections systems, but shofenpesince reduction at high speeds, such as
during a shock or crash event. Through this woikeatl shear mode MREAs using rotary
geometries have been shown to be a viable way psowe controllability during high speed
operations. This improvement in controllability isdates to smaller, lighter MREA solutions,
expanding the design space of these semi-activeragso weight-critical applications like aircraft

and spacecratft.

The design of any MREA, regardless of expected aipgy conditions, relied on characterized
performance data for the MR fluid collected at Iskear rates and narrow temperature ranges.

Particularly when extrapolating to high ( < 10,83 shear rates and extreme ends of the operating
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temperature range, this data becomes much lesgfredof actual device performance. This
research shows that with a relatively narrow setM® fluid force-velocity and viscosity-
temperature data, appropriate nondimensionalizedpg such as Mason number can provide
more accurate estimates of device performance sieresde range of conditions. Critically, this
has improved the applicability of precise measurgmtaken in the lab setting, showing how these

can be scaled up and applied to practical desigblg@ms.

Additionally, the introduction of mixed mode squeestrengthening operation offers an
alternative and complimentary method of improvipggafic device strength by increasing the
yield stress of the working MR fluid. Previous istigations have relied on multi-step mode
changes, i.e. compression followed by shear, atupsehat achieve only small stroke lengths,
These are, practically speaking, difficult to acplish and ineffective for use outside of the
laboratory. Rotary MREAS, however, have alreadywshtheir applicability, and this proof-of-
concept work demonstrates the potential for imprguwihe strength and effectiveness of these

devices.

6.3. Future Work
This section suggests future areas of researchek@énd upon the topics covered in this
dissertation. Lessons learned regarding the desiyikR rheometry instruments, practical devices,
and improved analysis strategies are presented tiwéthaim of producing stronger and more
compact MR fluid devices and developing a betteteustanding of MR fluid behavior under a

wide array of operating conditions.
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6.3.1. Improved Searle cell magnetorheometer
The narrow gap Searle cell magnetorheometer us#udgrstudy was heavily modified from its
initial design to accomplish the high precision swwaments presented in this research. Each
modification added a layer of complexity to the i@ieg procedure, so a magnetorheometer 2.0
that simplifies and combines a number of experimlesteps is suggested. The stock servomotor
should be replaced with an instrument-grade eleatotor having a minimal amount of slop, to
better control the alignment of the bob and MR aklhg a common center. All components should
be manufactured to a demanding precision, since dimensions which differ from spec
negatively impact the fidelity of simulation-expment correlations. Surface finishes on steel parts

which contact MR fluid samples must be characteremed maintained.

Temperature control should no longer be handled by an external coghoget, but instead by
an integrated thermocouple, heatsink, and thermetipductive path that surrounds the
electromagnetic coil to effectively divert the heggnerated within the coil away from the MR
fluid sample. This would drastically reduce therain temperature within the test material to
near zero, eliminating one of the confounding \aea present in all rheometer experiments. A
Peltier element as shown in Figure 6.1 (Steinbrec2@10) may perform well in this role and,
with clever voltage control through LabVIEW, coub@ proportionally related to the applied

magnetic coil current to exactly balance out arsysteve heating.

Magnetic field intensity measurementsshould be performed continuously throughout an
experiment using Hall sensors, and this can bemaptished using a modified bob having a smaller
diameter at the top. With an upper gap near 1 rhargtis enough clearance to embed a compact
Hall sensor or sensor suite directly in the figldd this data can be related to the field withe th
lower active gap. This gap may either be air filledVIR fluid filled, though an air-filled gap is
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preferable for ease of use. Care must be takeset@a precisely known volume of MR fluid, since
slight changes in the fluid level may affect thelag field intensity. Again, integration of these

measurements into the existibgbVIEWinstrument DAQ system interface is desirable.

Eccentricity measurementscan be performed using a noncontact, magnetagé&i&alfenol
sensor (Raghunath et al., 2013). This real timesoreaent will be invaluable, particularly in
further squeeze strengthening research, sinceiadyajpplied to an eccentric bob tends to pull it
further out of center. The rates of rotation ant peecession may be measured using the same
sensors and related to each other, which is clyrenpossible with the precision dial indicator.
Additionally, the noncontact nature of these measients should nullify any issues with bending

moments being resolved through the torque measunteraé.

Hybrid magnetic circuits, which can be simple combinations of strong peenamagnets and

EM coils or novel switchable electropermanent mégneffer a way forward when power
consumption should be minimized. For a well-desigmagnetic circuit where the permanent field
is exactly half of the available electromagnetit teld, only half of the applied current would be
needed (Bai and Wereley, 2014). Only cursory ingasbns were able to be performed in this
research, but there appears to be much room fowvation in this area, particularly for rotary,
shear mode applications. Switchable permanent ntiagoiecuits also may be investigated for

zero-power, semi-active MR applications (Knaianl@0

6.3.2. Dynamic and near-zero shear rate studies
This dissertation focuses on the high shear ratzabipn of MREAs corresponding to large
velocity crash and shock absorption events, buthemanajor benefit of these devices is their

application to low amplitude vibration attenuatiéys such, studies of shear mode devices under
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oscillatory action should be performed. These dtreebe accomplished using a rotational setup,
such as the magnetorheometer or transmissiondeasgior by combining the device with a linear

motion conversion system, such as a rack and pmrievorm gear arrangement.

Since oscillatory tests are necessarily low amgéteases, the magnitude of the shear rates
developed will be much lower than those presentettiis dissertation. As such, a different MR
fluid model should be employed to describe the bienaone which more accurately reflects the
near zero shear rate behavior of real fluids, ome that is not piecewise linear and has no
discontinuities. Additionally, hysteresis will mdgtely be present, and so some care should be
taken to model this behavior as well. To this en8l,term Carreau-Yasuda model may be used to
connect low shear rate oscillatory behavior with shear thinning exhibited at high shear rates,
and a hyperbolic tangent function can be used sxrdee the pre- and post-yield hysteresis

behavior (Choi et al., 2005).

6.3.3. Squeeze strengthening in MR fluids
Perhaps the most exciting development to come thasiresearch is the demonstration of squeeze
strengthening in a shear mode device. This hastdagplications to current MREAS, and points
the way to dramatically improving the specific epyenbsorption capabilities of such MR fluid
devices. While in this work an eccentric arrangeinweas used, i.e. circular cylinders with offset
axes, there are a number of alternative shear meol@etries that could provide the same sort of

active gap size change required to accomplish zgusteengthening.

Theoretically, any non-circular cross section canse the change in gap size required to squeeze
the active MR and result in the compression asbeggregation of chains into columns. Because

of complexities which arise in the magnetic fieltedo these geometries, however, it's advisable
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to use simple geometric permutations, such asselipr rounded Rouleaux polygons, shown in
Figure 6.3. However, as more experience is gaingd tlve magnetic circuit design and mixed
shear-squeeze mode operation in general, more eargpbmetries may be investigated, such as
the nested elliptical vane and the sawtooth pagtenylinder, shown in Figure 6.4. Additionally,
a parallel plate modified to have a waveform peo$ilich that an oscillating squeeze motion occurs
as the plate rotates can also generate the com$ieeal-squeeze motion, and could be applicable

to improved MR brakes and clutches, shown in Figube

The effects of interparticle friction, particle ptec deformation, and the resulting changes in
magnetization are all ripe areas for potential aesde into squeeze mode enhancements of MR

fluid properties, and will likely lead to a new pdigm in mixed mode MREA design.
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Figure 6.1 - Peltier thermoelectric element suiteéor MR cell temperature control [40 x 40 x 5 mm]. Adapted from
www.heatsink-guide.com/peltier.htm

188



Figure 6.2 - Noncontact, magnetostrictive Galfenadensor array used to measure torque, rotation speexhd shaft
eccentricity presented in (Raghunath et al., 2013)
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a)

b)

Figure 6.3 — Simple noncircular cross sections uséd generate squeeze strengthening in a rotating loyder MREA. a)
Elliptical bob and b) rounded Rouleux square bob
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a)

b)

Figure 6.4 - Complex cross sections used to genaragueeze strengthening in a rotating geometry MREAR) Elliptical
vane and b) sawtooth patterned bob
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a)

b)

Figure 6.5 — Parallel plate geometries with wavefon profiles to generate mixed mode squeeze-shear ogion as a) an
experimental rheometer instrument and b) an encloseMR brake or clutch.
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