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Deciphering and predicting the dynamics of locomotion over compliant terrain is garnering

increasing interest because of its relevance to search and rescue missions, planetary explorations,

as well as robot navigation on diverse surfaces. In the realm of assistive devices for individuals

with limited ankle mobility, it is valuable for an assistive device to be of use in both indoor and

outdoor environments. In this thesis research, the Dynamic Data-Driven Application Systems

framework is employed and this framework is used to determine lower extremity trajectories

for supporting the operation of a robotic device on uneven terrains. With this framework, data

obtained from simulations is combined along with noisy sensor measurements to predict the

contact forces of a leg interacting with granular media.

For the simulation of the dynamical responses of legged locomotion on granular media,

two models are used. They are, namely, a reduced-order model based on the Resistive Forces

Theory (RFT) and a high-fidelity model based on the Smoothed Particle Hydrodynamics (SPH)

method. The results obtained with the two models are compared for various leg morphologies



to assess how well these models can be used to capture complex contact interactions between

a robot appendage and granular media. After data collection from simulations, the efficiency

of the proposed data-driven framework is illustrated and discussed by examining test cases that

involve the gait responses of robotic appendages interacting with granular material. Preliminary

experiments of foot interactions with granular media have also been conducted and this data has

also been considered in the DDDAS framework.

The present work can serve as a basis for further developing the utility of the DDDAS

framework for robot device operations, with a particular emphasis on assistive robots. The utility

of data generated from off-line simulations and real-time data generated from sensors on these

assistive robots can help the robots adapt better to different terrains.
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Chapter 1: Introduction

In this chapter, motivation for the thesis work is provided, along with a brief literature

review related to motion on granular media and a discussion of research goals and thesis

organization.

1.1 Background and Motivation

Motion is ubiquitous, and by studying its origins and mechanisms over the years, scientists

and engineers have developed theories and models that can be used to predict the complex

behavior of machines that move, swim, and �y in natural environments. Recently, drawing

inspiration from biological systems, especially legged animal locomotion, engineers have

unlocked new capabilities in the �eld of robotics. Legged robots are anticipated to outperform

wheeled robots on rough terrains in terms of speed and ef�ciency because of these robots'

terrain adaptability, maneuverability, and obstacle negotiation capabilities [1]. As a result, the

understanding and prediction of robot motions are garnering increasing interest. However, unlike

the comprehensive modeling approaches available for describing the locomotion in continuous

media such as Newtonian �uids (e.g., continuum models based on the Navier-Stokes equations),

the modeling approaches available for predicting movement on terrestrial and granular surfaces

are less well-established.
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A terrestrial surface may consist of natural substrates such as sand, soil, and gravel that

pose mobility challenges for autonomous machines. These granular substrates deform as they

come into contact with a robot or the locomotor, resulting in complicated �ows, forces, and

reactions including sinkage and slip [2]. Other notable occurrences include the discontinuous

�ow of granular media, the formation of arches and bridges, and the development of frictional

forces between particles [3]. These are all some distinguishing aspects of terrestrial locomotion

and the interactions are nonlinear in nature. As a result of the complexity and nonlinearity of

the interaction with granular media, physics, and mechanics alone may not be suf�cient for

the prediction of force reactions. Hence, intrusion into granular media remains a rheologically

challenging phenomenon to model [4].

1.2 Literature Review

To date, various models and simulations have been employed to explore legged locomotion

on granular media. A representative example is the Discrete Element Method (DEM), which is

used to study granular media as an assembly of individual particles interacting with one another

through contact mechanics. Maladenet al. [5] utilized DEM to study the locomotor dynamics of

a lizard moving through sand. By incorporating the granular material properties as well as the leg

design into their model, they estimated the particle-particle interactive forces and the resulting

forces exerted on the intruding leg. Expanding upon this work, Qianet al.[6] leveraged the DEM

computational model along with laboratory experiments to test how a lightweight hexapod robot

can take advantage of the �uid-like properties of granular media to achieve high performance.

Additionally, Ravula [7], [8] and Acaret al. [9] used DEM to study robot appendage interactions
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with granular media, particularly for robots on lugged wheels. In their work, they also performed

experiments with photoelastic media to further examine the interactions of a lugged wheel and a

pendulum with the media.

In addition to discrete-based approaches for modeling granular locomotion, there have been

signi�cant studies on continuum modeling of the associated dynamics. Notably, Wanget al. [10]

established a computational model based on the Smoothed Particle Hydrodynamics (SPH) to

simulate robotic appendage interactions with granular systems. Their approach enabled them

to estimate interactive forces for a variety of robotic limb morphologies and they validated the

results by comparing them to experimental �ndings obtained by Liet al.[11]. Furthermore, Wang

et al. used the SPH based model to simulate the swinging motion of a robotic leg on granular

media, offering insights into human-like gait over deformable terrain [12].

While both the DEM and SPH models can be used for granular locomotion modeling,

they are computationally expensive. Liet al. [11], [13] proposed an empirical model based on

the Resistive Forces Theory (RFT) to describe the interactions between a rigid robot limb and

granular media. Their model can be used to quickly predict forces involved in legged locomotion

on compliant terrains, and in particular, this model is suitable for cases where the intruding leg

moves at slow speeds.

Despite the fact that several computational models have been developed for studying the

dynamics of granular intrusion, the focus of each of these models mentioned above is on different

aspects of the interactions. With RFT, for instance, one empirically evaluates the forces exerted

on a rigid body moving within granular media while accounting for inter-particle contact forces

and rearrangements. Conversely, with continuum-based models such as SPH, one focuses on

macroscopic descriptions of granular materials and uses constitutive equations to describe the
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interactions.

1.3 Research Goals

In this research, one of the research goals of the author is to study and evaluate the empirical

RFT model proposed by Liet al. [11] and compare the obtained force estimations with those

obtained by using the SPH model, for different leg geometries interacting with granular media.

This comparative analysis is an attempt to assess the validity of the two models in capturing the

underlying interaction dynamics.

Additionally, no existing model has been previously used to obtain force estimations for

human-sized robotic appendages interacting with granular media, an aspect that holds potential

signi�cance for the operation of assistive devices on compliant terrains. Current lower-extremity

robotic devices are primarily designed for treadmill-based therapy, despite the majority of

patients expressing a preference to exercise their gait on natural terrains that are often irregular

and deformable. Addressing this need is another research goal of this thesis.

Given the computational intensity of SPH and DEM, the author of this thesis will leverage

RFT to derive interactive forces between a human sized foot and granular material. The validation

of these results involves preliminary experiments involving a dummy foot moving over granular

media. These experiments were conducted in collaboration with NextStep Robotics, a startup

company that is involved in designing a portable ankle robot (AMBLE) for patients with foot

drop. With the approach used in this thesis, the aim is to explore the adaptability and performance

of assistive robots across various terrains.

Within the scope of this thesis, another research goal is to explore the use of data-driven
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methods for examining robot-leg interactions with granular media. To address this research

goal, the Dynamic Data-Driven Application Systems (DDDAS) paradigm is utilized to swiftly

and accurately predict interactive forces during locomotion, facilitating decision-making for an

assistive robot [14]. Originally introduced to address the growing need for adaptable data-

driven models that can dynamically respond to changing conditions in real-time through data

assimilation, with DDDAS, one integrates physics-based simulations and sensor measurements

within a feedback control loop to make more well-informed predictions. In Fig. 1.1, a block

diagram of the DDDAS paradigm is shown, as used by Zhaoet al., to predict the nonlinear

aeroelastic responses of a joint wing [15], [16]. In the context of this thesis, data obtained by

simulations conducted by using SPH and RFT models serve as the simulation data for granular

intrusion of a leg, while experimental data are assimilated into DDDAS to continuously update

force predictions in real-time.

Figure 1.1: Representative block diagram of DDDAS [15].

1.4 Thesis Organization

The rest of the thesis is organized as follows. In Chapter 2, a reduced-order RFT model

is developed for a variety of robot leg morphologies. The results are then compared to those

obtained by using a SPH model. After validation, the author proceeds to estimate resistive forces
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for a human-sized foot traversing over granular media. In Chapter 3, the �ndings of preliminary

experiments are presented as a way to validate the RFT force estimations for a human leg. In

Chapter 4, data obtained from the SPH and RFT model based simulations are fed into the DDDAS

for various test cases of robotic appendages interacting with granular material. Finally, in Chapter

5, the conclusions that can be drawn from this thesis work are presented and recommendations

for future work are made. An appendix is included to provide the code developed for the RFT

model based studies.
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Chapter 2: Reduced-Order Models, Results, and Discussion

Legged locomotion offers unprecedented advantages for navigation on compliant terrain.

In this chapter, the investigations and simulations conducted for various leg morphologies

interacting with granular media are presented, to gain insights into the complexities of legged

locomotion dynamics. Structured into three sections, this chapter is started with an overview

of Smoothed Particle Hydrodynamics (SPH), and this overview is followed by an analysis of

the development of the Resistive Forces Theory (RFT) computational framework. Finally, a

comparison study based on the results obtained from the two models is presented.

2.1 Smoothed Particle Hydrodynamics

SPH is a physics-based continuum model, in which one uses a combination of the

conservation laws of mass and momentum in �uid mechanics and the constitutive law in solid

mechanics in order to simulate the �ow of media. In their study, Wanget al. [10] developed an

SPH based computational framework for modeling robot appendage interactions with a granular

material, and this framework was validated by comparing the obtained results with experimental

�ndings reported in the literature [11]. Through their work, they showed that a SPH methodology

can be applied to understand interactions with granular media. A key idea underlying the SPH

method is the fact that with this method, one discretizes the substrate domain into particles,
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wherein each particle has its own physical parameters such as mass, density, velocity, and

pressure. These properties can then be interpolated across the neighboring particles to determine

the desired parameter values at a given point by using a kernel function,W(r; h), wherer is the

distance between particles andh is the smoothing length, which de�nes the interaction range.

Figure 2.1: SPH is a mesh-free computational framework that is typically used to evaluate forces
in viscous �uids and has also been proven to be useful for studying dynamics in granular media.
By using different kernel functions (e.g., the Wendland Kernel function) for interpolation, the
density and momentum at a speci�c particle position can be estimated.

In the SPH mathematical formulation (e.g., [10], [17], [18], [19]), the momentum equation

is used to describe the movement of granular materials that experience external loads, whereas

the continuity equation is used to describe the change in density of granular materials subjected

to substantial deformation. The conservation of momentum equation reads as:

Dv
Dt

=
1
�

(r � � ) + b (2.1)

wherev is the velocity vector,� is the Cauchy stress tensor,� is the material density, andb is

8



the body force (e.g., gravity), respectively. According to the conservation of mass equation, the

rate of change of density is proportional to the negative of the divergence of the density times the

velocity and is given by:

D�
Dt

= �r � (� v) (2.2)

This equation is used to calculate the material density at a given time step. Then, the

evaluation of density at a particle's positioni can be achieved by using the kernel summation

approach, written as [18]:

D� i

Dt
=

X

j

mj (v i � v j ) � r i W ij (2.3)

wheremj represents the mass of neighboring particlej , (v i � v j ) denotes the velocity difference

between particlei and particlej , andr i W ij represents the gradient of a kernel functionWij

evaluated at the position of particlei with respect to the position of particlej .

The momentum equation, Eq. (2.1), can be approximated as [18]:

Dv i

Dt
=

X

j

mj

�
� i

� 2
i

+
� j

� 2
j

� � ij

�
� r i W ij + b (2.4)

whereD v i
Dt represents the material derivative of the velocity of particlei with respect to time,� i

and� j are the stress tensors of particlesi andj , respectively, and� ij is the arti�cial viscosity

employed for numerical stability.

Finally, with SPH, one can evaluate the forces acting on the leg interacting with granular

media by employing the following equation [10]:

F =
X

k2 robot

X

j 2 granular

mkmj

�
� i

� 2
i

+
� j

� 2
j

� � ij

�
� r i W ij (2.5)
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2.2 Resistive Forces Theory

RFT is a computational framework that was initially developed to quantitatively analyze

the dynamics that occur when a slender body moves through a viscous �uid [20]. It has recently

been demonstrated that the model can also capture terrestrial locomotion by shedding light on

the resistive forces exerted on the locomotor's legs as they move through granular media [21].

Notably, when studying legged locomotion in a granular substrate, the heart of RFT lies in the

concept that different parts of the leg may experience different resistive forces due to variations

in the local conditions. This observation is highlighted in Fig. 2.2, which is used to illustrate the

varying orientations, depths, and directions for different leg regions.

Figure 2.2: RFT model schematics for three different leg morphologies, a �at leg, a C-shaped
leg, and a reverse C-shaped leg. The three legs revolve clockwise about an axis located at a
certain hip height above the ground. Each leg is divided into numerous small sub-elements that
have different orientations, depths, and directions of motion at a given time, as indicated by the
plates and arrows. The net horizontal and vertical forces,Fx andFz, can be estimated with linear
superposition of all the element stress-generated forces.

In order to identify the individual resistive forces acting on separate parts of the leg, each leg

is discretized into several small plate elements. Each plate element has its own unique geometric
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parameters that can be distinguished into the attack angle� , the intrusion angle
 , and the depth

below the ground surfacez. These parameters are illustrated for a single plate element in Fig. 2.3.

The angle of attack is descriptive of the orientation of the element with respect to the horizontal

plane, whereas the angle of intrusion is used to capture the velocity direction in which the element

penetrates the granular material.

Figure 2.3: Illustration of the three parameters that element stress is dependent on. The depthz is
the distance between the midpoint of the element and the surface of the granular media, the angle
of attack� represents the orientation of the element plate, and the angle of intrusion
 represents
the plate's direction of motion.

Taking the individual geometric parameters into account, and assuming that �owable media

exhibits �uid-like properties when a plate submerges in it, according to RFT, the media exerts

both vertical and horizontal hydrostatic-like stresses on each leg element. These resulting stresses

can be expressed as follows: 8
>><

>>:

� z = � z(�; 
 )jzj

� x = � x (�; 
 )jzj
(2.6)

where� z and� x are the vertical and horizontal stresses per unit depth respectively.

Parameters� z and� x are extracted experimentally after conducting laboratory plate tests

in granular media under various local conditions. In essence, one can use empirical RFT
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that is an extension of the theoretical framework, and for this, one incorporates real-world

experimental measurements to capture the dynamic event's complexities. Even more speci�cally,

the experimental parameters� z and � x are adopted from Liet al. [11]. In their work, it was

observed that the granular stresses per unit depth are considerably affected by a submerged plate's

orientation and direction of motion. This dependence of� z and� x on the attack angle� and

intrusion angle
 is underscored in Fig. 2.4 in the form of contour plots.

Figure 2.4: Distribution of horizontal and vertical stresses per unit depth,� x and � z, with
respect to the angle of attack� and angle of intrusion
 . The color variation corresponds to
the stress magnitude. The illustrated data were collected from experiments of plates moving
through closely packed poppy seeds [11].

To evaluate the forcesf z and f x acting on all intruder elements, each element stress is

multiplied by the corresponding plate surface area; that is,f z;x = � z;xA. In line with Li et

al. [11], here, it is hypothesized that the net lift and drag forces can be predicted by applying the

principle of linear superposition across all elements. Consequently, assuming that the intruder's

leg is discretized inton elements, the net forces the leg experiences at a given time can be

computed as follows:
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8
>>><

>>>:

Fz =
nP

i =1
� z(� i ; 
 i ; jzj i )A i

Fx =
nP

i =1
� x (� i ; 
 i ; jzj i )A i

(2.7)

Figure 2.5: Sequence of frames that are used to depict the rotations of two leg shapes through
granular media along with their element resistive forces at different time instants. The� angle is
negative during intrusion and positive during extraction.

In Fig. 2.5, a time-lapse of the dynamics that occur as two of the leg geometries rotate

through granular media is presented. Each leg is divided into thirty elements and are placed

at a hip height from the ground surface. As each leg is rotated, the leg elements interacting

with the ground encounter resistive forces, which are represented by the black arrows on the leg

pro�les. The magnitude and direction of the element forces �uctuate as the depth and orientation

of the elements change. The resistive forces are reported to be greater during intrusion for both

leg morphologies, revealing that it takes more effort to propel the leg into granular media than

to withdraw it. Overall, the element resistive forces offer considerable insight into the net lift

and dragFz;x , which can be determined by linear superposition of all force vectors' vertical and
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horizontal components at a given time instant.

2.2.1 Data Pre-Processing

In this study, an empirical RFT model is employed, thus utilizing experimental data

gathered by Liet al. [11]. The data corresponds to the horizontal and vertical resistive forces

that a leg experiences at a given depth from the granular surface. During the experiments, a �at-

leg element is gradually submerged in various granular media, spanning different orientations

and directions. Then, the resulting resistive forces per unit depth were derived for a range of�

and
 angles, as depicted in Fig. 2.4, which is from an experiment conducted with a granular

media bed containing loosely packed poppy seeds.

These surface plots can inform one about the underlying trends in the dataset. Speci�cally,

it is evident that normal stresses reach their maximum values when the leg element has a zero

attack angle and a positive angle of intrusion. From this observation, one can infer that there is

a greater normal resistance when a leg element is intruding into the granular media compared to

when it is being extracted. Interestingly, during the extraction phase, characterized by negative

gamma angles, the normal stresses approach zero for nearly the entire range of beta values.

Similarly, the longitudinal stresses are found to peak when the gamma angle is zero and

there is a positive angle of attack. This observation suggests that the maximum longitudinal

resistance occurs under conditions where the leg element is oriented perpendicularly to the

surface of the granular media and is penetrating it at an optimal angle.

Due to the limitation of the� and 
 angle values for which force measurements

are available, it is crucial to implement interpolation techniques to �ll in the missing data.
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Interpolation serves as a method to bridge the discrete dataset, allowing for the estimation

of values at intermediate grid points lying between the provided data points. This approach

facilitates the transition from a discrete to a more continuous distribution of data points, enabling

a more �exible and informative framework for analysis.

Figure 2.6: Comparison of spatial interpolation methods for vertical stresses per unit depth,az.
The original values are depicted as a contour plot in the bottom right corner. The original data
is interpolated to include values for intermediate grid points. Starting from the top left corner,
the methods of interpolation examined include linear, nearest neighbors, spline linear, cubic, and
quintic.

Initially, the resistive forces per unit depth data were organized on a regular grid with non-

uniform spacing, formed by different� and 
 values. To assess the predictive capabilities of

different multivariate interpolating methods, several test points were selected. Then, the resistive

forces were interpolated on these test points to evaluate the accuracy of the predictions against

the true values. As demonstrated in Fig. 2.6 and 2.7, the true values are reproduced by all of

the methods to some extent. However, for achieving smooth and continuous distributions of the

resistive stresses, both linear and spline interpolations of �rst order yielded the most favorable

15



and comparable results. Given that the linear method is less computationally expensive, it was

selected as the preferred method for producing additional grid data points to estimate forces.

Figure 2.7: Comparison of spatial interpolation methods for horizontal stresses per unit depth,
ax . The original values are depicted as a contour plot in the bottom right corner. The original data
is interpolated to include values for intermediate grid points. Starting from the top left corner,
the methods of interpolation examined include linear, nearest neighbors, spline linear, cubic, and
quintic.

2.2.2 Flat Leg

In the study, the initial con�guration examined involves a �at leg, measuringL in length

andw in width. This leg is then separated inton equally sized elements. After placing the leg at a

hip height ofh = 2 cm above the ground surface, this leg undergoes rotation within the granular

media. Throughout each stage of the rotation, the orientation and depth of each element vary,

resulting in a diverse distribution of resistive forces experienced along the length of the leg.

A representation of the �at leg con�guration is provided in Fig. 2.8, with an enlarged view

of a single leg element on the right side to illustrate the kinematic parameters more clearly. In
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Figure 2.8: Representation of resistive forces for a �at leg element rotating within a granular
media bed at a �xed hip height. The orientation of an individual leg element is determined by the
angle of attack� and angle of intrusion
 .

this representation, the sign convention for the angle of attack,� , dictates that it is considered

to be positive when the front side of the element is positioned above a horizontal line passing

through its centroid. Similarly, the intrusion angle,
 , is de�ned as positive when the velocity

vector points in a direction below the horizontal line and negative when the velocity vector points

upward. This sign convention facilitates a consistent interpretation of the angular parameters

throughout the analysis.

In Fig. 2.9, the sequential rotation of the leg is illustrated, starting from an initial negative

angle� = � 90� and gradually progressing to positive angles until reaching90� . During the

negative� phase, the leg is in its intrusion stage, whereas as� becomes positive, the leg enters

the extraction phase. In this study, it is assumed that each leg element moves akin to a pendulum,

where the associated velocity vector is always tangent to the arc of the element.

Analysis carried out the kinematics of both the intrusion and extraction phases separately.
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Figure 2.9: Rotating leg layout for the intrusion (1) and the extraction (2) stages of gait.

By isolating a single element and modeling it as a pendulum, one can arrive at the schematic

representation shown in Fig. 2.10. In accordance with the established sign convention, the

element experiences a positive attack angle (� > 0) and a positive intrusion angle (
 > 0) in

the intrusion phase illustration shown in Fig. 2.10a. Within this schematic, the centroid of the

element is denoted asA, the point on the axis of rotation asO, and the point of intersection

between the horizontal and vertical lines asB. These three points form a right triangle4 OAB .

Given the negative value of� during the penetration phase, the angle� can be derived as follows:

� =
�
2

� j � j (2.8)
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(a) Intrusion (b) Extraction

Figure 2.10: Kinematic diagram of a leg element during the intrusion (a) and the extraction (b)
stage.

As � and
 are complementary angles, the intrusion angle can be determined as:


 =
�
2

� � (2.9)

To determine the resistive forces on a leg element accurately, it's also essential to calculate

the element's depth from the surface of the granular media. In the scenario of a �at leg with a

length ofL split into n elements, andi denoting the increment of the elements from the top of

the leg, the radial distance between the centroid of thei th element and pointO is given by:

l =
L
n

�
i �

1
2

�
(2.10)

Subsequently, the depth of thei th element (zi ) corresponds to the length of segmentOB,
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as depicted in Figure 2.10a. Trigonometry is employed to calculate this depth:

zi = OB = l sin� (2.11)

Similarly, the same variables can be derived for the extraction phase. As depicted in Figure

2.10b,� > 0, while � and
 have the same magnitudes they have opposite signs compared to

their counterparts during the intrusion phase.

Figure 2.11: Resistive forces diagram for a �at leg of maximal lengthL = 7:62 cmand width
w = 2:54 cmrotating from a hip heighth = 2:00 cmwith an angular speed! = 0:20 rad=s.

After computing the variables for all examined� values, the corresponding horizontal and

vertical stresses per unit depth (ax , az) can be determined by utilizing the interpolated grid data.

Applying Eqs. (2.6) and (2.19) to each incremental element, and after linearly superposing them,

the results for resistive forces are obtained. For a maximal length ofL = 7:62 cmand a width
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of w = 2:54 cm, the resistive forces across various� values form bell-shaped curves, as depicted

in Fig. 2.11. Notably,Fz andFx reach nearly the same maximum magnitude. However, the

resistance in the vertical direction peaks towards the beginning of the leg penetrating the media,

whereas the horizontal resistance is higher during the leg's transition into the extraction phase.

2.2.3 C-shaped Leg

The equations describing resistive forces for the C-shaped leg case are formulated by

analyzing a C-shaped leg characterized by a length of2R and a width ofw, whereR is the

radius of the leg's semicircular geometry. Following a methodology akin to that of the �at leg

case, the leg is divided inton equally sized elements and is then placed at a hip height of2:00cm

above the granular media. It is worth noting that the� angle is measured between the vertical

line passing through the axis of rotation to the diameter joining the extremities of the leg's arc.

To ensure that the leg starts rotating from a position where it is not in contact with the granular

media, the initial angle is� 0 = 135� .

As the C-shaped leg is rotated, the kinematic parameters of each of then elements are

analyzed. The angles of orientation for one of the elements during the intrusion phase (� < 0) are

illustrated in Fig. 2.12. Employing geometry and trigonometry principles, the following relations

for � < 0 are derived: 8
>><

>>:

� = �
2 � (� � j � j)

� + j� j = �
2

(2.12)

where angle� for thei th element out of the totaln elements across the leg's arc can be expressed

as:

� = i
�
n

(2.13)
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Figure 2.12: Kinematic diagram of an element within a C-shaped leg during the intrusion stage
of the gait.

Assuming a pendulum-like motion for each element relative to pointO, the velocity is

perpendicular to the line connecting the centroid of the element toO. With this assumption

in�uencing the
 variable, the following equations can be derived by analyzing triangle4 OAB

inscribed in the semicircle, as well as triangles4 CAB , and4 OAC within the schematic shown

in Fig. 2.12: 8
>>>>>><

>>>>>>:

\ AOB + \ OBA = �
2

� + j
 j = \ ABC

2\ ABC + � = �

(2.14)

From Eqs.(2.13) and (2.14), the magnitudes for� and
 can be determined from:

8
>><

>>:

j� j = � � j � j

j
 j = �
2 � j � j

(2.15)
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For elements positioned within the leg such that� > j� j, the leg's orientation yields� > 0

and
 < 0. Conversely, for elements where� < j� j, the orientation angles result in� < 0 and


 > 0. To adhere to the chosen sign convention, the orientation angles are de�ned as follows for

the case when the leg penetrates the granular media:

8
>><

>>:

� = � � j � j


 = � ( �
2 � j � j)

(2.16)

Following the same methodology to derive the orientation angles during the extraction

stage of the gait (� > 0), the angles of attack and intrusion become:

8
>><

>>:

� = � + �


 = � ( �
2 + � )

(2.17)

By also incorporating thei th element's depth variable, the resistive forces equations at a

certain angle� are derived as:

8
>>><

>>>:

Fz =
nP

i =1
� z(� i ; 
 i ; R(cos� + cos� i ))A i

Fx =
nP

i =1
� x (� i ; 
 i ; R(cos� + cos� i ))A i

(2.18)

whereA i is each element's bottom area, de�ned as:

A i =
�Rw

n
(2.19)

For a C-shaped leg with a length of2R = 7:62 cmand widthw = 2:54 cm, after employing
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the derived kinematic parameters to estimate the corresponding stresses per unit depth and

subsequently superposing the results for all the leg elements, the results shown in Fig. 2.13 are

generated. When compared to the case of a �at leg with the same dimensions, the C-shaped leg

undergoes signi�cantly larger vertical forces while interacting with the granular media. Similar

to the �at leg, the C-shaped leg encounters greater resistance in both x and z directions during

intrusion than during extraction.

Figure 2.13: Resistive forces diagram for a C-shaped leg of maximal lengthL = 7:62 cmand
widthw = 2:54 cmrotating from a hip heighth = 2:00 cmwith an angular speed! = 0:20 rad=s.

2.2.4 Reverse C-shaped Leg

The analysis is also extended to a reverse C-shaped leg by employing a methodology

analogous to that used for the �at leg and C-shaped leg cases. Here, a reverse C-shaped leg,
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characterized by a maximal length of2R and a width ofw is considered. Similar to the previous

cases, the reverse C-shaped leg is divided inton equally sized elements and is placed at a hip

height of2:00 cmabove the granular media. The initial angle is set to� 0 = 135� .

Figure 2.14: Kinematic diagram of an element within a reverse C-shaped leg during the intrusion
stage of the gait.

As the reverse C-shaped leg is rotated, the kinematic parameters of each element are once

again examined. The angles of orientation of an element during the intrusion phase (� < 0)

are depicted in Fig. 2.14. After utilizing geometric and trigonometric principles, the following

relations for intrusion (� < 0) are derived:

8
>><

>>:

� = �
2 � (� + j� j)

� + j� j = �
2

; (2.20)
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Here, the angle� for thei th element can be expressed similarly to that for the C-shaped leg:

� = i
�
n

(2.21)

By considering the velocity perpendicular to the line connecting the centroid of the element

to O, the following relations can be derived through the analysis of the relevant triangles:

8
>>>>>><

>>>>>>:

\ AOB + \ OBA = �
2

� + j
 j + \ OAC = �
2

2\ OBA + � = �

(2.22)

From Eqs. (2.24) and (2.22), the magnitudes for� and
 can be expressed as follows:

8
>><

>>:

j� j = � + j� j

j
 j = �
2 + j� j

(2.23)

For � + j� j < 90� , the leg's orientation yields� < 0 and
 > 0. To maintain consistency

with the sign convention, the orientation angles for when the leg intrudes the media are de�ned

as follows: 8
>><

>>:

� = � (� + j� j)


 = �
2 + j� j

(2.24)

On the other hand, during extraction (� > 0), the angles are expressed as:

8
>><

>>:

� = � (� � � )


 = �
2 � �

(2.25)
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By �nally implementing the depth variable for each elementi , the resistive forces become:

8
>>><

>>>:

Fz =
nP

i =1
� z(� i ; 
 i ; R(cos� + cos� i ))A i

Fx =
nP

i =1
� x (� i ; 
 i ; R(cos� + cos� i ))A i

(2.26)

By estimating the resistive forces for a range of� angles for a reverse C-shaped leg with a

length of2R = 7:62 cmand a width ofw = 2:54 cm, the generated results are illustrated in Fig.

2.15. From a comparison of these results with those obtained in the previous two cases, it is seen

that there is a signi�cant reduction in the magnitudes of the lift forces. Particularly noteworthy

is the substantial region where there are negative lift forces, indicating the presence of a suction

effect during the extraction phase of the leg.

Figure 2.15: Resistive forces diagram for a reverse C-shaped leg of maximal lengthL = 7:62 cm
and widthw = 2:54 cm rotating from a hip heighth = 2:00 cm with an angular speed! =
0:20 rad=s.
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2.3 Comparison with SPH Results and Experimental Data

In the following section, a comprehensive comparison amongst the results obtained from

the RFT model, the SPH model, and experimental data [11] is presented. To provide an

ef�cient comparison of the datasets, the input parameters of the legs and granular particles must

be consistent to prevent the introduction of biases. In this study, the intruder's leg measures

2R = 7:62 cmin length,d = 2:54 cmin width, andt = 0:64 cmin thickness. Respectively, the

granular media for both models consists of glass spheres in a closely packed state with a diameter

of d = 3:00 mm. After simulating the leg and granular substrate similarly in both models,

the comparison necessitates a leg rotation test within the granular media and the concurrent

evaluation of the net vertical and horizontal forces.

When employing the RFT based model for a leg rotation test, the granular intrusion must

occur within the quasi-static limit. Since the RFT model is a simpli�ed, reduced-order model, it

can only capture locomotive behavior at low speeds where the interactions between the intruder

and the ground are rate-insensitive and the granular particles have time to rearrange their positions

to achieve a balance between internal and external forces [4]. For this reason, in both model tests,

the leg is rotated clockwise at a slow speed of! = 0:2 rad=s from angle� = � 135� to � = 135� .

The variations in thex andz force responses as determined by using the RFT based model

and the SPH based model are illustrated in Figure 2.16. The solid lines correspond to RFT

model based predictions while the lines with the circular markers correspond to SPH model

based predictions. In addition, three different cases of leg geometries are analyzed. In the �rst

column of Fig. 2.16, the results for a C-shaped leg are illustrated, while the responses of a �at leg

and a reverse C-shaped are examined in the two other columns of Fig. 2.16. As can be inferred
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Figure 2.16: Comparison of the net resistive forces determined during a rotation test of a �at leg,
a C-shaped leg, and a reverse C-shaped leg as estimated by using the RFT and SPH models. The
RFT model based results are shown by using solid lines while the SPH model based results are
shown by using lines with markers. Furthermore, the orange-colored curves correspond to the
drag resistance forcesFx , and the blue-colored curves correspond to the lift resistance forcesFz,
whose peak values tend to be higher.

from these �gures, there is comparable agreement between the RFT and SPH results, with similar

peak values for net lift and drag. Strikingly, the peak lift values for the C-shaped leg vary by just

0:3%and the peak drag values vary by5:3%. For the �at leg, there is a8:9%difference in lift and

a15:2%difference in drag.

In the cases of the �at and reverse C-shaped legs, it is also worth mentioning that the suction

lift effect is visible in both models. During the extraction phase of these two leg morphologies, the

lift forces take on negative values, indicating that the legs are being dragged downwards, and thus,

for these two leg geometries, it would be more dif�cult to withdraw from the granular media [22].

The displacements of the granular particles around the intruding legs cause this effect, also known

as negative buoyancy. Notably, a �at leg and a reverse C-shaped leg rotating through a granular
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material can form a cavity directly beneath themselves during extraction. Granular particles tend

to preserve shape or con�guration stability and reduce pressure differences, and hence, it can be

expected that they will try to migrate to �ll the void [2]. This effort to collapse into the cavity

rather than support the legs from below can result in a net downward force on the legs, known

as suction. As seen in Fig. 2.16, the empirical RFT model based predictions and SPH's particle

interaction modeling based predictions both consistently capture this phenomenon for the �at and

the reverse C-shaped leg cases.

Interestingly, it can also be observed in Fig. 2.16, that both models show an analogous

asymmetry in the net resistive forces with respect to the vertical direction of the legs, when

� = 0. Clearly, the blue bell-shaped curves, which represent the net lift forces for a full leg

rotation, appear to peak during the intrusion phase (� � 0). This demonstrates that the leg,

regardless of shape, encounters greater vertical resistance when it penetrates the granular media

than when it exits it. This asymmetry in lift resistance between the intrusion and withdrawal

phases is caused by the existence of increased friction, jamming, and arching, which ultimately

impede the leg's invasive movement. By contrast, the asymmetry in drag forces, as indicated by

the orange-colored curves for both RFT and SPH model based predictions, is not as pronounced

as it is for the determined lift forces, as the granular particle's freedom of movement in the

horizontal direction is bounded [10].

The comparison between results obtained from the RFT model and those from a higher-

�delity model revealed a considerable consistency in the force predictions under similar

conditions. However, to gain further insights into the validity of the reduced-order model's

outcomes, it was imperative to also compare them with experimental �ndings. In a study

conducted by Liet al. [11], experiments where carried out where net resistive forces experienced
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Figure 2.17: Comparison of the net resistive forces determined during a rotation test of a �at leg, a
C-shaped leg, and a reverse C-shaped leg as estimated by using the RFT model and experimental
data obtained by Liet al.[11]. The RFT model based results are shown by using solid lines while
the experimental results are shown by using lines with markers. Furthermore, the orange-colored
curves correspond to the drag resistance forcesFx , and the blue-colored curves correspond to the
lift resistance forcesFz, whose peak values tend to be higher.

by different leg morphologies moving over a container of poppy seeds were directly measured.

The results from both the RFT model and the experiments are depicted in Fig. 2.17, with

solid lines representing the RFT model's predictions and the lines with markers representing

experimental observations.

Even though there is considerable similarity between the RFT model based results and the

corresponding experimental data in most cases, discrepancies arise in the case of a C-shaped leg

for the horizontal forcesFx , particularly, in the� angle at which the peak force occurs. This

discrepancy is further illustrated in Fig. 2.18a, where the mean square errors (MSEs) for the

C-shaped leg'sFx between the RFT model's and the experimentally obtained estimations are

notably higher than the MSE errors observed in the other cases. The differences could stem
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from the oversimpli�ed assumption in the RFT model regarding the pendulum-like direction of

each individual leg element, which impacts the amount of calculated stress the leg experiences.

While this assumption may align well with the directions of the elements in the �at leg case, it

might not accurately represent reality in the context of a C-shaped leg case. When the C-shaped

leg case is excluded, the MSE errors between the results of the reduced-order model and the

experimental observations are found to be signi�cantly low for the remaining two leg geometries.

This suggests that despite being empirical and simpli�ed in nature, the RFT model could be

valuable for certain leg geometries. One needs to use this model with caution for getting force

estimates under speci�c circumstances, such as during slow movements over granular media.

Based on the above �ndings, it appears that one can use both RFT and SPH based models

to capture the locomotive responses of three leg morphologies rotating in granular media at a low

speed, since they yield comparable peak values for liftFz and dragFx forces. Of course, as the

RFT based model is a simpli�ed model, it can only be used to reasonably simulate locomotion

under rate-insensitive conditions. By employing an empirical extension of the considered model,

it becomes possible to use RFT based models for further scenarios of locomotion in granular

media. However, since the empirical version relies on experimental data, the use of RFT based

models can be limited to less intricate cases. On the contrary, the SPH model does not require the

collection of experimental data. Additionally, one can study the rate effect in granular intrusion

by being able to simulate leg interactions for higher speed regimes. The downside of using an

SPH based model is the fact that it is substantially more computationally expensive than a RFT

based model, which makes the latter quite appealing for simple terramechanics problems.
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(a) (b)

(c)

Figure 2.18: Mean Square Errors (MSEs) for comparisons amongst force predictions generated
by the RFT model, the SPH model, and experimental observations. Each set of bar plots within
the �gure illustrates the MSE errors for three speci�c comparisons, namely between the RFT and
SPH models, the RFT model and experimental data, and the SPH model and experimental data.
In subplot 2.18a, the focus is on a C-shaped leg analysis, while in subplots 2.18b and 2.18c, the
focus is on a �at leg and a reverse C-shaped leg, respectively. The orange-colored bars represent
the MSE errors in the horizontal forcesFx and the blue-colored bars correspond to the vertical
forcesFz.
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2.4 RFT Model Based Studies for Human-Sized Robotic Appendage

Having validated the RFT based model by comparing the force estimations from this model

to the results obtained by using the high-�delity model based on SPH, the RFT based model

is subsequently used to estimate the forces for a human-sized leg morphology interacting with

granular media. In particular, the human-like leg design is simulated as a �at leg like the one

studied in Chapter 2.2.2. Here, the hip height is zeroed (h = 0), and the maximum angle of

rotations is approximately3� . Additionally, the geometric parameters are set to a width of8:5cm

and a maximal length that could range anywhere between25:00 cmto 33:00 cm. Applying the

same methodology as described in Chapter 2.2.2, the net forces can be found by splitting the leg

into numerous elements, determining the forces on each element, and superposing them.

The results obtained for the estimated net forces are shown in Fig. 2.19. The net forces

are depicted in both the horizontal and vertical directions across a range of maximal lengths. It

becomes apparent that as the maximal length is increased, the magnitudes of the overall net forces

increase too. Furthermore, the estimated drag forces exhibit considerably smaller magnitudes

compared to those of the normal forces. This is an indication that during a gait over granular

media, the resistance experienced is primarily manifested in the normal direction.
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Figure 2.19: Net resistive forces in the vertical and horizontal directions for various leg length
designs.
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Chapter 3: Experimental Studies of Quasi-Static Movements on Granular Surfaces

Using a Robotic Dummy Foot

In this chapter, an experiment conducted is detailed. This experiment was designed to

investigate the torque and force characteristics associated with a robotic dummy foot as it

traversed a granular surface. The results are used to understand the discrepancies between

experimental data and simulation based data regarding normal forces during the interaction

between the dummy foot and a granular surface. In the following sections, the author has

investigated potential geometric factors contributing to horizontal and vertical resistance and

discussed how the experimental data was conditioned.

3.1 Methods and Materials

The experimental setup consists of a dummy foot, which measures approximately24:80 cm

in length, 8:60 cm in width, and3:75 cm in thickness, and is connected to a robotic device

equipped with driver assemblies, motors, and a linear encoder for measuring the instantaneous

speeds at different time steps. The dummy foot is driven to rotate within the granular media

at a slow pace, simulating quasi-static movement, similar to the conditions outlined in the RFT

model. The granular material consists of approximately2 kg of poppy seeds contained within

a 40:00 cm� 25:00 cm box. The choice of granular media has been made to replicate real-
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